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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
2.7 Oscillator Value Conditions on 
Device Start-up

If the PLL of the target device is enabled and
configured for the device start-up oscillator, the
maximum oscillator source frequency must be limited
to 3 MHz < FIN < 5.5 MHz to comply with device PLL
start-up conditions. This means that if the external
oscillator frequency is outside this range, the
application must start-up in the FRC mode first. The
default PLL settings after a POR with an oscillator
frequency outside this range will violate the device
operating speed.

Once the device powers up, the application firmware
can initialize the PLL SFRs, CLKDIV and PLLFBD, to a
suitable value, and then perform a clock switch to the
Oscillator + PLL clock source. Note that clock switching
must be enabled in the device Configuration Word. 

2.8 Unused I/Os 

Unused I/O pins should be configured as outputs and
driven to a logic low state.

Alternatively, connect a 1k to 10k resistor between VSS

and unused pins, and drive the output to logic low.

2.9 Application Examples

• Induction heating
• Uninterruptable Power Supplies (UPS)

• DC/AC inverters
• Compressor motor control
• Washing machine 3-phase motor control 
• BLDC motor control
• Automotive HVAC, cooling fans, fuel pumps
• Stepper motor control

• Audio and fluid sensor monitoring
• Camera lens focus and stability control
• Speech (playback, hands-free kits, answering 

machines, VoIP)

• Consumer audio
• Industrial and building control (security systems 

and access control)
• Barcode reading

• Networking: LAN switches, gateways
• Data storage device management
• Smart cards and smart card readers

Examples of typical application connections are shown
in Figure 2-4 through Figure 2-8.

FIGURE 2-4: BOOST CONVERTER IMPLEMENTATION

IPFC

VOUTPUT

ADC Channel Op Amp/ ADC ChannelPWM

k1

k2

k3

FET

dsPIC33EP

VINPUT

Comparator Output

Driver
DS70000657H-page 32  2011-2013 Microchip Technology Inc.



d
s

P
IC

3
3E

P
X

X
X

G
P

5
0X

, d
sP

IC
33

E
P

X
X

X
M

C
20

X
/5

0X
 A

N
D

 P
IC

24
E

P
X

X
X

G
P

/M
C

20
X

D
S

7
0

0
0

0
6

5
7

H
-p

a
g

e
 6

6


 2
0

1
1

-2
0

1
3

 M
icro

ch
ip

 T
e

ch
n

o
lo

g
y In

c.

Bit 3 Bit 2 Bit 1 Bit 0
All

Resets

T1IF OC1IF IC1IF INT0IF 0000

CNIF CMIF MI2C1IF SI2C1IF 0000

— — SPI2IF SPI2EIF 0000

— MI2C2IF SI2C2IF — 0000

RCIF U2EIF U1EIF — 0000

— — — — 0000

TG0IF PTGWDTIF PTGSTEPIF — 0000

T1IE OC1IE IC1IE INT0IE 0000

CNIE CMIE MI2C1IE SI2C1IE 0000

— — SPI2IE SPI2EIE 0000

— MI2C2IE SI2C2IE — 0000

RCIE U2EIE U1EIE — 0000

— — — — 0000

TG0IE PTGWDTIE PTGSTEPIE — 0000

— INT0IP<2:0> 4444

— DMA0IP<2:0> 4444

— T3IP<2:0> 4444

— U1TXIP<2:0> 0444

— SI2C1IP<2:0> 4444

— INT1IP<2:0> 0004

— DMA2IP<2:0> 4444

— T5IP<2:0> 4444

— SPI2EIP<2:0> 0044

— DMA3IP<2:0> 0444

— — — — 0440

— — — — 4440

— — — — 0040

— — — — 4400

— — — — 4440

— PTG1IP<2:0> 0444

DRERR STKERR OSCFAIL — 0000

— INT2EP INT1EP INT0EP 8000

— — — — 0000

— — — SGHT 0000

7:0> 0000
TABLE 4-3: INTERRUPT CONTROLLER REGISTER MAP FOR PIC24EPXXXGP20X DEVICES ONLY

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

IFS0 0800 — DMA1IF AD1IF U1TXIF U1RXIF SPI1IF SPI1EIF T3IF T2IF OC2IF IC2IF DMA0IF

IFS1 0802 U2TXIF U2RXIF INT2IF T5IF T4IF OC4IF OC3IF DMA2IF — — — INT1IF

IFS2 0804 — — — — — — — — — IC4IF IC3IF DMA3IF

IFS3 0806 — — — — — — — — — — — —

IFS4 0808 — — CTMUIF — — — — — — — — — C

IFS8 0810 JTAGIF ICDIF — — — — — — — — — —

IFS9 0812 — — — — — — — — — PTG3IF PTG2IF PTG1IF P

IEC0 0820 — DMA1IE AD1IE U1TXIE U1RXIE SPI1IE SPI1EIE T3IE T2IE OC2IE IC2IE DMA0IE

IEC1 0822 U2TXIE U2RXIE INT2IE T5IE T4IE OC4IE OC3IE DMA2IE — — — INT1IE

IEC2 0824 — — — — — — — — — IC4IE IC3IE DMA3IE

IEC3 0826 — — — — — — — — — — — —

IEC4 0828 — — CTMUIE — — — — — — — — — C

IEC8 0830 JTAGIE ICDIE — — — — — — — — — —

IEC9 0832 — — — — — — — — — PTG3IE PTG2IE PTG1IE P

IPC0 0840 — T1IP<2:0> — OC1IP<2:0> — IC1IP<2:0>

IPC1 0842 — T2IP<2:0> — OC2IP<2:0> — IC2IP<2:0>

IPC2 0844 — U1RXIP<2:0> — SPI1IP<2:0> — SPI1EIP<2:0>

IPC3 0846 — — — — — DMA1IP<2:0> — AD1IP<2:0>

IPC4 0848 — CNIP<2:0> — CMIP<2:0> — MI2C1IP<2:0>

IPC5 084A — — — — — — — — — — — —

IPC6 084C — T4IP<2:0> — OC4IP<2:0> — OC3IP<2:0>

IPC7 084E — U2TXIP<2:0> — U2RXIP<2:0> — INT2IP<2:0>

IPC8 0850 — — — — — — — — — SPI2IP<2:0>

IPC9 0852 — — — — — IC4IP<2:0> — IC3IP<2:0>

IPC12 0858 — — — — — MI2C2IP<2:0> — SI2C2IP<2:0>

IPC16 0860 — CRCIP<2:0> — U2EIP<2:0> — U1EIP<2:0>

IPC19 0866 — — — — — — — — — CTMUIP<2:0>

IPC35 0886 — JTAGIP<2:0> — ICDIP<2:0> — — — —

IPC36 0888 — PTG0IP<2:0> — PTGWDTIP<2:0> — PTGSTEPIP<2:0>

IPC37 088A — — — — — PTG3IP<2:0> — PTG2IP<2:0>

INTCON1 08C0 NSTDIS OVAERR OVBERR — — — — — — DIV0ERR DMACERR MATHERR AD

INTCON2 08C2 GIE DISI SWTRAP — — — — — — — — —

INTCON3 08C4 — — — — — — — — — — DAE DOOVR

INTCON4 08C6 — — — — — — — — — — — —

INTTREG 08C8 — — — — ILR<3:0> VECNUM<

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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ADDRERR STKERR OSCFAIL — 0000

— INT2EP INT1EP INT0EP 8000

— — — — 0000

— — — SGHT 0000

M<7:0> 0000

Y (CONTINUED)

Bit 3 Bit 2 Bit 1 Bit 0
All

Resets
INTCON1 08C0 NSTDIS OVAERR OVBERR COVAERR COVBERR OVATE OVBTE COVTE SFTACERR DIV0ERR DMACERR MATHERR

INTCON2 08C2 GIE DISI SWTRAP — — — — — — — — —

INTCON3 08C4 — — — — — — — — — — DAE DOOVR

INTCON4 08C6 — — — — — — — — — — — —

INTTREG 08C8 — — — — ILR<3:0> VECNU

TABLE 4-5: INTERRUPT CONTROLLER REGISTER MAP FOR dsPIC33EPXXXGP50X DEVICES ONL

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

C1 CANCAP — — WIN 0480

C1 DNCNT<4:0> 0000

C1 CODE<6:0> 0040

C1 FSA<4:0> 0000

C1 FNRB<5:0> 0000

C1 FIFOIF RBOVIF RBIF TBIF 0000

C1 FIFOIE RBOVIE RBIE TBIE 0000

C1 <7:0> 0000

C1 BRP<5:0> 0000

C1 > PRSEG<2:0> 0000

C1 FLTEN3 FLTEN2 FLTEN1 FLTEN0 FFFF

C1 F1MSK<1:0> F0MSK<1:0> 0000

C1 F9MSK<1:0> F8MSK<1:0> 0000

Le

TA VICES ONLY

F Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

C1 RXFUL3 RXFUL2 RXFUL1 RXFUL0 0000

C1 XFUL19 RXFUL18 RXFUL17 RXFUL16 0000

C1 RXOVF3 RXOVF2 RXOVF1 RXOVF0 0000

C1 XOVF19 RXOVF18 RXOVF17 RXOVF16 0000

C1 TXREQ0 RTREN0 TX0PRI<1:0> 0000

C1 TXREQ2 RTREN2 TX2PRI<1:0> 0000

C1 TXREQ4 RTREN4 TX4PRI<1:0> 0000

C1 TXREQ6 RTREN6 TX6PRI<1:0> xxxx

C1 xxxx

C1 xxxx

Le
BLE 4-21: ECAN1 REGISTER MAP WHEN WIN (C1CTRL1<0>) = 0 OR 1 FOR dsPIC33EPXXXMC/GP50

File Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

CTRL1 0400 — — CSIDL ABAT CANCKS REQOP<2:0> OPMODE<2:0> —

CTRL2 0402 — — — — — — — — — — —

VEC 0404 — — — FILHIT<4:0> — I

FCTRL 0406 DMABS<2:0> — — — — — — — —

FIFO 0408 — — FBP<5:0> — —

INTF 040A — — TXBO TXBP RXBP TXWAR RXWAR EWARN IVRIF WAKIF ERRIF —

INTE 040C — — — — — — — — IVRIE WAKIE ERRIE —

EC 040E TERRCNT<7:0> RERRCNT

CFG1 0410 — — — — — — — — SJW<1:0>

CFG2 0412 — WAKFIL — — — SEG2PH<2:0> SEG2PHTS SAM SEG1PH<2:0

FEN1 0414 FLTEN15 FLTEN14 FLTEN13 FLTEN12 FLTEN11 FLTEN10 FLTEN9 FLTEN8 FLTEN7 FLTEN6 FLTEN5 FLTEN4

FMSKSEL1 0418 F7MSK<1:0> F6MSK<1:0> F5MSK<1:0> F4MSK<1:0> F3MSK<1:0> F2MSK<1:0>

FMSKSEL2 041A F15MSK<1:0> F14MSK<1:0> F13MSK<1:0> F12MSK<1:0> F11MSK<1:0> F10MSK<1:0>

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

BLE 4-22: ECAN1 REGISTER MAP WHEN WIN (C1CTRL1<0>) = 0 FOR dsPIC33EPXXXMC/GP50X DE

ile Name Addr Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

0400-
041E

See definition when WIN = x

RXFUL1 0420 RXFUL15 RXFUL14 RXFUL13 RXFUL12 RXFUL11 RXFUL10 RXFUL9 RXFUL8 RXFUL7 RXFUL6 RXFUL5 RXFUL4

RXFUL2 0422 RXFUL31 RXFUL30 RXFUL29 RXFUL28 RXFUL27 RXFUL26 RXFUL25 RXFUL24 RXFUL23 RXFUL22 RXFUL21 RXFUL20 R

RXOVF1 0428 RXOVF15 RXOVF14 RXOVF13 RXOVF12 RXOVF11 RXOVF10 RXOVF9 RXOVF8 RXOVF7 RXOVF6 RXOVF5 RXOVF4

RXOVF2 042A RXOVF31 RXOVF30 RXOVF29 RXOVF28 RXOVF27 RXOVF26 RXOVF25 RXOVF24 RXOVF23 RXOVF22 RXOVF21 RXOVF20 R

TR01CON 0430 TXEN1 TXABT1 TXLARB1 TXERR1 TXREQ1 RTREN1 TX1PRI<1:0> TXEN0 TXABAT0 TXLARB0 TXERR0

TR23CON 0432 TXEN3 TXABT3 TXLARB3 TXERR3 TXREQ3 RTREN3 TX3PRI<1:0> TXEN2 TXABAT2 TXLARB2 TXERR2

TR45CON 0434 TXEN5 TXABT5 TXLARB5 TXERR5 TXREQ5 RTREN5 TX5PRI<1:0> TXEN4 TXABAT4 TXLARB4 TXERR4

TR67CON 0436 TXEN7 TXABT7 TXLARB7 TXERR7 TXREQ7 RTREN7 TX7PRI<1:0> TXEN6 TXABAT6 TXLARB6 TXERR6

RXD 0440 ECAN1 Receive Data Word

TXD 0442 ECAN1 Transmit Data Word

gend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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02 AND PIC24EPXXXGP/MC202 

03 AND PIC24EPXXXGP/MC203 

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

LENDIAN — — — 0000

PLEN<4:0> 0000

— 0000

0000

0000

0000

0000

0000

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

RP20R<5:0> 0000

RP36R<5:0> 0000

RP38R<5:0> 0000

RP40R<5:0> 0000

RP42R<5:0> 0000

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

RP20R<5:0> 0000

RP36R<5:0> 0000

RP38R<5:0> 0000

RP40R<5:0> 0000

RP42R<5:0> 0000

— — — — 0000

RP56R<5:0> 0000
TABLE 4-24: CRC REGISTER MAP

TABLE 4-25: PERIPHERAL PIN SELECT OUTPUT REGISTER MAP FOR dsPIC33EPXXXGP/MC202/5
DEVICES ONLY

TABLE 4-26: PERIPHERAL PIN SELECT OUTPUT REGISTER MAP FOR dsPIC33EPXXXGP/MC203/5
DEVICES ONLY

File Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

CRCCON1 0640 CRCEN — CSIDL VWORD<4:0> CRCFUL CRCMPT CRCISEL CRCGO

CRCCON2 0642 — — — DWIDTH<4:0> — — —

CRCXORL 0644 X<15:1>

CRCXORH 0646 X<31:16>

CRCDATL 0648 CRC Data Input Low Word

CRCDATH 064A CRC Data Input High Word

CRCWDATL 064C CRC Result Low Word

CRCWDATH 064E CRC Result High Word

Legend: — = unimplemented, read as ‘0’. Shaded bits are not used in the operation of the programmable CRC module.

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

RPOR0 0680 — — RP35R<5:0> — —

RPOR1 0682 — — RP37R<5:0> — —

RPOR2 0684 — — RP39R<5:0> — —

RPOR3 0686 — — RP41R<5:0> — —

RPOR4 0688 — — RP43R<5:0> — —

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

RPOR0 0680 — — RP35R<5:0> — —

RPOR1 0682 — — RP37R<5:0> — —

RPOR2 0684 — — RP39R<5:0> — —

RPOR3 0686 — — RP41R<5:0> — —

RPOR4 0688 — — RP43R<5:0> — —

RPOR5 068A — — — — — — — — — — — —

RPOR6 068C — — — — — — — — — —

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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TA

F
Na

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

PM PI1MD — C1MD AD1MD 0000

PM C4MD OC3MD OC2MD OC1MD 0000

PM — — I2C2MD — 0000

PM EFOMD CTMUMD — — 0000

PM — — — — 0000

PM TGMD — — — 0000

Leg

F
Na

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

PM PI1MD — C1MD AD1MD 0000

PM OC4MD OC3MD OC2MD OC1MD 0000

PM — — I2C2MD — 0000

PM EFOMD CTMUMD — — 0000

PM — — — — 0000

PM PTGMD — — — 0000

Leg
BLE 4-39: PMD REGISTER MAP FOR dsPIC33EPXXXGP50X DEVICES ONLY

BLE 4-40: PMD REGISTER MAP FOR dsPIC33EPXXXMC50X DEVICES ONLY

ile
me

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

D1 0760 T5MD T4MD T3MD T2MD T1MD — — — I2C1MD U2MD U1MD SPI2MD S

D2 0762 — — — — IC4MD IC3MD IC2MD IC1MD — — — — O

D3 0764 — — — — — CMPMD — — CRCMD — — —

D4 0766 — — — — — — — — — — — — R

D6 076A — — — — — — — — — — — —

D7 076C — — — — — — — — — — —

DMA0MD

P
DMA1MD

DMA2MD

DMA3MD

end: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ile
me

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

D1 0760 T5MD T4MD T3MD T2MD T1MD QEI1MD PWMMD — I2C1MD U2MD U1MD SPI2MD S

D2 0762 — — — — IC4MD IC3MD IC2MD IC1MD — — — —

D3 0764 — — — — — CMPMD — — CRCMD — — —

D4 0766 — — — — — — — — — — — — R

D6 076A — — — — — PWM3MD PWM2MD PWM1MD — — — —

D7 076C — — — — — — — — — — —

DMA0MD

DMA1MD

DMA2MD

DMA3MD

end: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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F
N

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

TR — — — — 03C0

PO — — — — xxxx

LAT — — — — xxxx

OD — — — — 0000

CN — — — — 0000

CN — — — — 0000

CN — — — — 0000

Leg
BLE 4-52: PORTG REGISTER MAP FOR PIC24EPXXXGP/MC206 AND dsPIC33EPXXXGP/MC206/506 

ile 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

ISG 0E60 — — — — — — TRISG9 TRISG8 TRISG7 TRISG6 — —

RTG 0E62 — — — — — — RG9 RG8 RG7 RG6 — —

G 0E64 — — — — — — LATG9 LATG8 LATG7 LATG6 — —

CG 0E66 — — — — — — ODCG9 ODCG8 ODCG7 ODCG6 — —

ENG 0E68 — — — — — — CNIEG9 CNIEG8 CNIEG7 CNIEG6 — —

PUG 0E6A — — — — — — CNPUG9 CNPUG8 CNPUG7 CNPUG6 — —

PDG 0E6C — — — — — — CNPDG9 CNPDG8 CNPDG7 CNPDG6 — —

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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REGISTER 8-9: DSADRH: DMA MOST RECENT RAM HIGH ADDRESS REGISTER

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

DSADR<23:16>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-8 Unimplemented: Read as ‘0’

bit 7-0 DSADR<23:16>: Most Recent DMA Address Accessed by DMA bits

REGISTER 8-10: DSADRL: DMA MOST RECENT RAM LOW ADDRESS REGISTER

R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

DSADR<15:8>

bit 15 bit 8

R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

DSADR<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 DSADR<15:0>: Most Recent DMA Address Accessed by DMA bits
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
9.1 CPU Clocking System

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X family of devices
provides six system clock options:

• Fast RC (FRC) Oscillator

• FRC Oscillator with Phase Locked Loop (PLL)

• FRC Oscillator with Postscaler

• Primary (XT, HS or EC) Oscillator

• Primary Oscillator with PLL

• Low-Power RC (LPRC) Oscillator

Instruction execution speed or device operating
frequency, FCY, is given by Equation 9-1. 

EQUATION 9-1: DEVICE OPERATING 
FREQUENCY

Figure 9-2 is a block diagram of the PLL module.

Equation 9-2 provides the relationship between input
frequency (FIN) and output frequency (FPLLO). In clock
modes S1 and S3, when the PLL output is selected,
FOSC = FPLLO.

Equation 9-3 provides the relationship between input
frequency (FIN) and VCO frequency (FVCO).

FIGURE 9-2: PLL BLOCK DIAGRAM 

EQUATION 9-2: FPLLO CALCULATION 

EQUATION 9-3: FVCO CALCULATION

FCY = Fosc/2

÷ N1

÷ M

÷ N2PFD VCO

PLLPRE<4:0>

PLLDIV<8:0>

PLLPOST<1:0>

0.8 MHz < FPLLI(1) < 8.0 MHz
120 MHZ < FVCO(1) < 340 MHZ

FPLLO(1)  120 MHz @ +125ºC

FIN FPLLI FVCO FPLLO

Note 1: This frequency range must be met at all times.

FPLLO(1)  140 MHz @ +85ºC

To FOSC clock multiplexer

FPLLO FIN
M

N1 N2
--------------------- 
  FIN

PLLDIV 2+ 
PLLPRE 2+  2 PLLPOST 1+ 

---------------------------------------------------------------------------------------- 
 = =

Where:

N1 = PLLPRE + 2

N2 = 2 x (PLLPOST + 1)

M = PLLDIV + 2

Fvco FIN
M
N1
------- 
  FIN

PLLDIV 2+ 
PLLPRE 2+ 

------------------------------------- 
 = =
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13.2 Timer Control Registers

REGISTER 13-1: TxCON: (TIMER2 AND TIMER4) CONTROL REGISTER

R/W-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0

TON — TSIDL — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0 U-0

— TGATE TCKPS1 TCKPS0 T32 — TCS —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 TON: Timerx On bit

When T32 = 1:
1 = Starts 32-bit Timerx/y
0 = Stops 32-bit Timerx/y

When T32 = 0:
1 = Starts 16-bit Timerx
0 = Stops 16-bit Timerx

bit 14 Unimplemented: Read as ‘0’

bit 13 TSIDL: Timerx Stop in Idle Mode bit

1 = Discontinues module operation when device enters Idle mode
0 = Continues module operation in Idle mode

bit 12-7 Unimplemented: Read as ‘0’

bit 6 TGATE: Timerx Gated Time Accumulation Enable bit

When TCS = 1:
This bit is ignored.

When TCS = 0:
1 = Gated time accumulation is enabled
0 = Gated time accumulation is disabled

bit 5-4 TCKPS<1:0>: Timerx Input Clock Prescale Select bits

11 = 1:256 
10 = 1:64
01 = 1:8 
00 = 1:1

bit 3 T32: 32-Bit Timer Mode Select bit

1 = Timerx and Timery form a single 32-bit timer
0 = Timerx and Timery act as two 16-bit timers

bit 2 Unimplemented: Read as ‘0’

bit 1 TCS: Timerx Clock Source Select bit

1 = External clock is from pin, TxCK (on the rising edge) 
0 = Internal clock (FP)

bit 0 Unimplemented: Read as ‘0’
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REGISTER 16-13: IOCONx: PWMx I/O CONTROL REGISTER(2)

R/W-1 R/W-1 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PENH PENL POLH POLL PMOD1(1) PMOD0(1) OVRENH OVRENL

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

OVRDAT1 OVRDAT0 FLTDAT1 FLTDAT0 CLDAT1 CLDAT0 SWAP OSYNC

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 PENH: PWMxH Output Pin Ownership bit

1 = PWMx module controls PWMxH pin
0 = GPIO module controls PWMxH pin

bit 14 PENL: PWMxL Output Pin Ownership bit

1 = PWMx module controls PWMxL pin
0 = GPIO module controls PWMxL pin

bit 13 POLH: PWMxH Output Pin Polarity bit

1 = PWMxH pin is active-low
0 = PWMxH pin is active-high

bit 12 POLL: PWMxL Output Pin Polarity bit

1 = PWMxL pin is active-low
0 = PWMxL pin is active-high

bit 11-10 PMOD<1:0>: PWMx # I/O Pin Mode bits(1)

11 = Reserved; do not use
10 = PWMx I/O pin pair is in the Push-Pull Output mode
01 = PWMx I/O pin pair is in the Redundant Output mode
00 = PWMx I/O pin pair is in the Complementary Output mode

bit 9 OVRENH: Override Enable for PWMxH Pin bit

1 = OVRDAT<1> controls output on PWMxH pin
0 = PWMx generator controls PWMxH pin

bit 8 OVRENL: Override Enable for PWMxL Pin bit

1 = OVRDAT<0> controls output on PWMxL pin
0 = PWMx generator controls PWMxL pin

bit 7-6 OVRDAT<1:0>: Data for PWMxH, PWMxL Pins if Override is Enabled bits

If OVERENH = 1, PWMxH is driven to the state specified by OVRDAT<1>.
If OVERENL = 1, PWMxL is driven to the state specified by OVRDAT<0>.

bit 5-4 FLTDAT<1:0>: Data for PWMxH and PWMxL Pins if FLTMOD is Enabled bits

If Fault is active, PWMxH is driven to the state specified by FLTDAT<1>.
If Fault is active, PWMxL is driven to the state specified by FLTDAT<0>.

bit 3-2 CLDAT<1:0>: Data for PWMxH and PWMxL Pins if CLMOD is Enabled bits

If current-limit is active, PWMxH is driven to the state specified by CLDAT<1>.
If current-limit is active, PWMxL is driven to the state specified by CLDAT<0>.

Note 1: These bits should not be changed after the PWMx module is enabled (PTEN = 1).

2: If the PWMLOCK Configuration bit (FOSCSEL<6>) is a ‘1’, the IOCONx register can only be written after 
the unlock sequence has been executed.
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REGISTER 17-2: QEI1IOC: QEI1 I/O CONTROL REGISTER 

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QCAPEN FLTREN QFDIV2 QFDIV1 QFDIV0 OUTFNC1 OUTFNC0 SWPAB

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R-x R-x R-x R-x

HOMPOL IDXPOL QEBPOL QEAPOL HOME INDEX QEB QEA

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 QCAPEN: QEI Position Counter Input Capture Enable bit 

1 = Index match event triggers a position capture event
0 = Index match event does not trigger a position capture event

bit 14 FLTREN: QEAx/QEBx/INDXx/HOMEx Digital Filter Enable bit

1 = Input pin digital filter is enabled
0 = Input pin digital filter is disabled (bypassed)

bit 13-11 QFDIV<2:0>: QEAx/QEBx/INDXx/HOMEx Digital Input Filter Clock Divide Select bits

111 = 1:128 clock divide
110 = 1:64 clock divide
101 = 1:32 clock divide
100 = 1:16 clock divide
011 = 1:8 clock divide
010 = 1:4 clock divide
001 = 1:2 clock divide
000 = 1:1 clock divide

bit 10-9 OUTFNC<1:0>: QEI Module Output Function Mode Select bits

11 = The CTNCMPx pin goes high when QEI1LEC  POS1CNT  QEI1GEC
10 = The CTNCMPx pin goes high when POS1CNT  QEI1LEC
01 = The CTNCMPx pin goes high when POS1CNT  QEI1GEC
00 = Output is disabled

bit 8 SWPAB: Swap QEA and QEB Inputs bit

1 = QEAx and QEBx are swapped prior to quadrature decoder logic
0 = QEAx and QEBx are not swapped 

bit 7 HOMPOL: HOMEx Input Polarity Select bit

1 = Input is inverted
0 = Input is not inverted

bit 6 IDXPOL: INDXx Input Polarity Select bit

1 = Input is inverted
0 = Input is not inverted

bit 5 QEBPOL: QEBx Input Polarity Select bit

1 = Input is inverted
0 = Input is not inverted

bit 4 QEAPOL: QEAx Input Polarity Select bit

1 = Input is inverted
0 = Input is not inverted

bit 3 HOME: Status of HOMEx Input Pin After Polarity Control

1 = Pin is at logic ‘1’
0 = Pin is at logic ‘0’
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REGISTER 21-6: CxINTF: ECANx INTERRUPT FLAG REGISTER

U-0 U-0 R-0 R-0 R-0 R-0 R-0 R-0

— — TXBO TXBP RXBP TXWAR RXWAR EWARN

bit 15 bit 8

R/C-0 R/C-0 R/C-0 U-0 R/C-0 R/C-0 R/C-0 R/C-0

IVRIF WAKIF ERRIF — FIFOIF RBOVIF RBIF TBIF

bit 7 bit 0

Legend: C = Writable bit, but only ‘0’ can be written to clear the bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-14 Unimplemented: Read as ‘0’

bit 13 TXBO: Transmitter in Error State Bus Off bit

1 = Transmitter is in Bus Off state
0 = Transmitter is not in Bus Off state

bit 12 TXBP: Transmitter in Error State Bus Passive bit

1 = Transmitter is in Bus Passive state
0 = Transmitter is not in Bus Passive state

bit 11 RXBP: Receiver in Error State Bus Passive bit

1 = Receiver is in Bus Passive state
0 = Receiver is not in Bus Passive state

bit 10 TXWAR: Transmitter in Error State Warning bit

1 = Transmitter is in Error Warning state
0 = Transmitter is not in Error Warning state

bit 9 RXWAR: Receiver in Error State Warning bit

1 = Receiver is in Error Warning state
0 = Receiver is not in Error Warning state

bit 8 EWARN: Transmitter or Receiver in Error State Warning bit

1 = Transmitter or receiver is in Error Warning state
0 = Transmitter or receiver is not in Error Warning state

bit 7 IVRIF: Invalid Message Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 6 WAKIF: Bus Wake-up Activity Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 5 ERRIF: Error Interrupt Flag bit (multiple sources in CxINTF<13:8>)

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 4 Unimplemented: Read as ‘0’

bit 3 FIFOIF: FIFO Almost Full Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 2 RBOVIF: RX Buffer Overflow Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred
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NOTES:
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REGISTER 24-8: PTGC1LIM: PTG COUNTER 1 LIMIT REGISTER(1)

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PTGC1LIM<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PTGC1LIM<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 PTGC1LIM<15:0>: PTG Counter 1 Limit Register bits

May be used to specify the loop count for the PTGJMPC1 Step command or as a limit register for the 
General Purpose Counter 1.

Note 1: This register is read-only when the PTG module is executing Step commands (PTGEN = 1 and 
PTGSTRT = 1).

REGISTER 24-9: PTGHOLD: PTG HOLD REGISTER(1)

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PTGHOLD<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PTGHOLD<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 PTGHOLD<15:0>: PTG General Purpose Hold Register bits

Holds user-supplied data to be copied to the PTGTxLIM, PTGCxLIM, PTGSDLIM or PTGL0 registers 
with the PTGCOPY command.

Note 1: This register is read-only when the PTG module is executing Step commands (PTGEN = 1 and 
PTGSTRT = 1).
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TABLE 27-2: CONFIGURATION BITS DESCRIPTION

Bit Field Description

GCP General Segment Code-Protect bit
1 = User program memory is not code-protected
0 = Code protection is enabled for the entire program memory space

GWRP General Segment Write-Protect bit
1 = User program memory is not write-protected
0 = User program memory is write-protected

IESO Two-Speed Oscillator Start-up Enable bit
1 = Start up device with FRC, then automatically switch to the user-selected oscillator

source when ready
0 = Start up device with user-selected oscillator source

PWMLOCK(1) PWM Lock Enable bit
1 = Certain PWM registers may only be written after a key sequence
0 = PWM registers may be written without a key sequence

FNOSC<2:0> Oscillator Selection bits
111 = Fast RC Oscillator with Divide-by-N (FRCDIVN)
110 = Fast RC Oscillator with Divide-by-16 (FRCDIV16)
101 = Low-Power RC Oscillator (LPRC)
100 = Reserved; do not use
011 = Primary Oscillator with PLL module (XT + PLL, HS + PLL, EC + PLL)
010 = Primary Oscillator (XT, HS, EC)
001 = Fast RC Oscillator with Divide-by-N with PLL module (FRCPLL)
000 = Fast RC Oscillator (FRC)

FCKSM<1:0> Clock Switching Mode bits
1x = Clock switching is disabled, Fail-Safe Clock Monitor is disabled
01 = Clock switching is enabled, Fail-Safe Clock Monitor is disabled
00 = Clock switching is enabled, Fail-Safe Clock Monitor is enabled

IOL1WAY Peripheral Pin Select Configuration bit
1 = Allow only one reconfiguration
0 = Allow multiple reconfigurations

OSCIOFNC OSC2 Pin Function bit (except in XT and HS modes)
1 = OSC2 is the clock output
0 = OSC2 is a general purpose digital I/O pin

POSCMD<1:0> Primary Oscillator Mode Select bits
11 = Primary Oscillator is disabled
10 = HS Crystal Oscillator mode
01 = XT Crystal Oscillator mode
00 = EC (External Clock) mode

FWDTEN Watchdog Timer Enable bit
1 = Watchdog Timer is always enabled (LPRC oscillator cannot be disabled. Clearing the

SWDTEN bit in the RCON register will have no effect.)
0 = Watchdog Timer is enabled/disabled by user software (LPRC can be disabled by clearing

the SWDTEN bit in the RCON register)

WINDIS Watchdog Timer Window Enable bit
1 = Watchdog Timer in Non-Window mode
0 = Watchdog Timer in Window mode

PLLKEN PLL Lock Enable bit
1 = PLL lock is enabled
0 = PLL lock is disabled

Note 1: This bit is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.

2: When JTAGEN = 1, an internal pull-up resistor is enabled on the TMS pin. Erased devices default to 
JTAGEN = 1. Applications requiring I/O pins in a high-impedance state (tri-state) in Reset should use pins 
other than TMS for this purpose.
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TABLE 30-37: SPI2 SLAVE MODE (FULL-DUPLEX, CKE = 1, CKP = 0, SMP = 0) 
TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param. Symbol Characteristic(1) Min. Typ.(2) Max. Units Conditions

SP70 FscP Maximum SCK2 Input 
Frequency

— — Lesser 
of FP 
or 15

MHz (Note 3)

SP72 TscF SCK2 Input Fall Time — — — ns See Parameter DO32 
(Note 4)

SP73 TscR SCK2 Input Rise Time — — — ns See Parameter DO31 
(Note 4)

SP30 TdoF SDO2 Data Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP31 TdoR SDO2 Data Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP35 TscH2doV,
TscL2doV

SDO2 Data Output Valid after
SCK2 Edge

— 6 20 ns

SP36 TdoV2scH, 
TdoV2scL

SDO2 Data Output Setup to
First SCK2 Edge

30 — — ns

SP40 TdiV2scH, 
TdiV2scL

Setup Time of SDI2 Data Input
to SCK2 Edge

30 — — ns

SP41 TscH2diL, 
TscL2diL

Hold Time of SDI2 Data Input
to SCK2 Edge 

30 — — ns

SP50 TssL2scH, 
TssL2scL

SS2  to SCK2  or SCK2 
Input

120 — — ns

SP51 TssH2doZ SS2  to SDO2 Output
High-Impedance

10 — 50 ns (Note 4)

SP52 TscH2ssH
TscL2ssH

SS2 after SCK2 Edge 1.5 TCY + 40 — — ns (Note 4)

SP60 TssL2doV SDO2 Data Output Valid after 
SS2 Edge

— — 50 ns

Note 1: These parameters are characterized, but are not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated.

3: The minimum clock period for SCK2 is 66.7 ns. Therefore, the SCK2 clock generated by the master must 
not violate this specification.

4: Assumes 50 pF load on all SPI2 pins.
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TABLE 30-47: SPI1 SLAVE MODE (FULL-DUPLEX, CKE = 0, CKP = 1, SMP = 0) 
TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param. Symbol Characteristic(1) Min. Typ.(2) Max. Units Conditions

SP70 FscP Maximum SCK1 Input Frequency — — 15 MHz (Note 3)

SP72 TscF SCK1 Input Fall Time — — — ns See Parameter DO32 
(Note 4)

SP73 TscR SCK1 Input Rise Time — — — ns See Parameter DO31 
(Note 4)

SP30 TdoF SDO1 Data Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP31 TdoR SDO1 Data Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP35 TscH2doV,
TscL2doV

SDO1 Data Output Valid after
SCK1 Edge

— 6 20 ns

SP36 TdoV2scH, 
TdoV2scL

SDO1 Data Output Setup to
First SCK1 Edge

30 — — ns

SP40 TdiV2scH, 
TdiV2scL

Setup Time of SDI1 Data Input
to SCK1 Edge

30 — — ns

SP41 TscH2diL, 
TscL2diL

Hold Time of SDI1 Data Input
to SCK1 Edge 

30 — — ns

SP50 TssL2scH, 
TssL2scL

SS1  to SCK1  or SCK1 
Input

120 — — ns

SP51 TssH2doZ SS1  to SDO1 Output
High-Impedance

10 — 50 ns (Note 4)

SP52 TscH2ssH,
TscL2ssH

SS1 after SCK1 Edge 1.5 TCY + 40 — — ns (Note 4)

Note 1: These parameters are characterized, but are not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated.

3: The minimum clock period for SCK1 is 66.7 ns. Therefore, the SCK1 clock generated by the master must 
not violate this specification.

4: Assumes 50 pF load on all SPI1 pins.
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TABLE 30-56: CTMU CURRENT SOURCE SPECIFICATIONS

DC CHARACTERISTICS

Standard Operating Conditions:3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param 
No.

Symbol Characteristic Min. Typ. Max. Units Conditions

CTMU Current Source

CTMUI1 IOUT1 Base Range(1) 0.29 — 0.77 µA CTMUICON<9:8> = 01

CTMUI2 IOUT2 10x Range(1) 3.85 — 7.7 µA CTMUICON<9:8> = 10

CTMUI3 IOUT3 100x Range(1) 38.5 — 77 µA CTMUICON<9:8> = 11

CTMUI4 IOUT4 1000x Range(1) 385 — 770 µA CTMUICON<9:8> = 00

CTMUFV1 VF Temperature Diode Forward
Voltage(1,2)

— 0.598 — V TA = +25°C, 
CTMUICON<9:8> = 01

— 0.658 — V TA = +25°C, 
CTMUICON<9:8> = 10

— 0.721 — V TA = +25°C, 
CTMUICON<9:8> = 11

CTMUFV2 VFVR Temperature Diode Rate of
Change(1,2,3)

— -1.92 — mV/ºC CTMUICON<9:8> = 01

— -1.74 — mV/ºC CTMUICON<9:8> = 10

— -1.56 — mV/ºC CTMUICON<9:8> = 11

Note 1: Nominal value at center point of current trim range (CTMUICON<15:10> = 000000).

2: Parameters are characterized but not tested in manufacturing. 

3: Measurements taken with the following conditions:

• VREF+ = AVDD = 3.3V
• ADC configured for 10-bit mode
• ADC module configured for conversion speed of 500 ksps
• All PMDx bits are cleared (PMDx = 0)
• Executing a while(1) statement
• Device operating from the FRC with no PLL
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APPENDIX A: REVISION HISTORY

Revision A (April 2011)

This is the initial released version of the document.

Revision B (July 2011)

This revision includes minor typographical and
formatting changes throughout the data sheet text.

All other major changes are referenced by their
respective section in Table A-1.

TABLE A-1: MAJOR SECTION UPDATES

Section Name Update Description

“High-Performance, 16-bit 
Digital Signal Controllers 
and Microcontrollers”

Changed all pin diagrams references of VLAP to TLA.

Section 4.0 “Memory 
Organization”

Updated the All Resets values for CLKDIV and PLLFBD in the System Control 
Register Map (see Table 4-35).

Section 5.0 “Flash Program 
Memory”

Updated “one word” to “two words” in the first paragraph of Section 5.2 “RTSP 
Operation”.

Section 9.0 “Oscillator 
Configuration”

Updated the PLL Block Diagram (see Figure 9-2).

Updated the Oscillator Mode, Fast RC Oscillator (FRC) with divide-by-N and PLL 
(FRCPLL), by changing (FRCDIVN + PLL) to (FRCPLL).

Changed (FRCDIVN + PLL) to (FRCPLL) for COSC<2:0> = 001 and 
NOSC<2:0> = 001 in the Oscillator Control Register (see Register 9-1).

Changed the POR value from 0 to 1 for the DOZE<1:0> bits, from 1 to 0 for the 
FRCDIV<0> bit, and from 0 to 1 for the PLLPOST<0> bit; Updated the default 
definitions for the DOZE<2:0> and FRCDIV<2:0> bits and updated all bit definitions 
for the PLLPOST<1:0> bits in the Clock Divisor Register (see Register 9-2).

Changed the POR value from 0 to 1 for the PLLDIV<5:4> bits and updated the default 
definitions for all PLLDIV<8:0> bits in the PLL Feedback Division Register (see 
Register 9-2).

Section 22.0 “Charge Time 
Measurement Unit (CTMU)”

Updated the bit definitions for the IRNG<1:0> bits in the CTMU Current Control 
Register (see Register 22-3).

Section 25.0 “Op amp/
Comparator Module”

Updated the voltage reference block diagrams (see Figure 25-1 and Figure 25-2).
 2011-2013 Microchip Technology Inc. DS70000657H-page 507


