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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Pin Diagrams (Continued) 

64-Pin QFN(1,2,3,4) = Pins are up to 5V tolerant 
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Note 1: The RPn/RPIn pins can be used by any remappable peripheral with some limitation. See Section 11.4 
“Peripheral Pin Select (PPS)” for available peripherals and for information on limitations.

2: Every I/O port pin (RAx-RGx) can be used as a Change Notification pin (CNAx-CNGx). See Section 11.0 “I/O 
Ports” for more information.

3: This pin is not available as an input when OPMODE (CMxCON<10>) = 1.
4: The metal pad at the bottom of the device is not connected to any pins and is recommended to be connected 

to VSS externally.
5: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 

JTAGEN bit field in Table 27-2.
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PIC24EP128GP206
PIC24EP256GP206
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TO OUR VALUED CUSTOMERS

It is our intention to provide our valued customers with the best documentation possible to ensure successful use of your Microchip
products. To this end, we will continue to improve our publications to better suit your needs. Our publications will be refined and
enhanced as new volumes and updates are introduced. 

If you have any questions or comments regarding this publication, please contact the Marketing Communications Department via
E-mail at docerrors@microchip.com. We welcome your feedback.

Most Current Data Sheet

To obtain the most up-to-date version of this data sheet, please register at our Worldwide Web site at:

http://www.microchip.com

You can determine the version of a data sheet by examining its literature number found on the bottom outside corner of any page.
The last character of the literature number is the version number, (e.g., DS30000000A is version A of document DS30000000).

Errata

An errata sheet, describing minor operational differences from the data sheet and recommended workarounds, may exist for current
devices. As device/documentation issues become known to us, we will publish an errata sheet. The errata will specify the revision
of silicon and revision of document to which it applies.

To determine if an errata sheet exists for a particular device, please check with one of the following:

• Microchip’s Worldwide Web site; http://www.microchip.com
• Your local Microchip sales office (see last page)
When contacting a sales office, please specify which device, revision of silicon and data sheet (include literature number) you are
using.

Customer Notification System

Register on our web site at www.microchip.com to receive the most current information on all of our products.
 2011-2013 Microchip Technology Inc. DS70000657H-page 23

mailto:docerrors@microchip.com
http://www.microchip.com
http://www.microchip.com


dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-9: DATA MEMORY MAP FOR dsPIC33EP128MC20X/50X AND 
dsPIC33EP128GP50X DEVICES
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 DEVICES ONLY

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

F0BP<3:0> 0000

F4BP<3:0> 0000

F8BP<3:0> 0000

F12BP<3:0> 0000

MIDE — EID<17:16> xxxx

D<7:0> xxxx

MIDE — EID<17:16> xxxx

D<7:0> xxxx

MIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx

D<7:0> xxxx

EXIDE — EID<17:16> xxxx
TABLE 4-23: ECAN1 REGISTER MAP WHEN WIN (C1CTRL1<0>) = 1 FOR dsPIC33EPXXXMC/GP50X

File Name Addr Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

0400-
041E

See definition when WIN = x

C1BUFPNT1 0420 F3BP<3:0> F2BP<3:0> F1BP<3:0>

C1BUFPNT2 0422 F7BP<3:0> F6BP<3:0> F5BP<3:0>

C1BUFPNT3 0424 F11BP<3:0> F10BP<3:0> F9BP<3:0>

C1BUFPNT4 0426 F15BP<3:0> F14BP<3:0> F13BP<3:0>

C1RXM0SID 0430 SID<10:3> SID<2:0> —

C1RXM0EID 0432 EID<15:8> EI

C1RXM1SID 0434 SID<10:3> SID<2:0> —

C1RXM1EID 0436 EID<15:8> EI

C1RXM2SID 0438 SID<10:3> SID<2:0> —

C1RXM2EID 043A EID<15:8> EI

C1RXF0SID 0440 SID<10:3> SID<2:0> —

C1RXF0EID 0442 EID<15:8> EI

C1RXF1SID 0444 SID<10:3> SID<2:0> —

C1RXF1EID 0446 EID<15:8> EI

C1RXF2SID 0448 SID<10:3> SID<2:0> —

C1RXF2EID 044A EID<15:8> EI

C1RXF3SID 044C SID<10:3> SID<2:0> —

C1RXF3EID 044E EID<15:8> EI

C1RXF4SID 0450 SID<10:3> SID<2:0> —

C1RXF4EID 0452 EID<15:8> EI

C1RXF5SID 0454 SID<10:3> SID<2:0> —

C1RXF5EID 0456 EID<15:8> EI

C1RXF6SID 0458 SID<10:3> SID<2:0> —

C1RXF6EID 045A EID<15:8> EI

C1RXF7SID 045C SID<10:3> SID<2:0> —

C1RXF7EID 045E EID<15:8> EI

C1RXF8SID 0460 SID<10:3> SID<2:0> —

C1RXF8EID 0462 EID<15:8> EI

C1RXF9SID 0464 SID<10:3> SID<2:0> —

C1RXF9EID 0466 EID<15:8> EI

C1RXF10SID 0468 SID<10:3> SID<2:0> —

C1RXF10EID 046A EID<15:8> EI

C1RXF11SID 046C SID<10:3> SID<2:0> —

Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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 ONLY

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

— — — — 0000

INT2R<6:0> 0000

T2CKR<6:0> 0000

IC1R<6:0> 0000

IC3R<6:0> 0000

OCFAR<6:0> 0000

FLT1R<6:0> 0000

QEA1R<6:0> 0000

INDX1R<6:0> 0000

U1RXR<6:0> 0000

U2RXR<6:0> 0000

SDI2R<6:0> 0000

SS2R<6:0> 0000

— — — — 0000

— — — — 0000

— — — — 0000

DTCMP2R<6:0> 0000

ONLY

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

— — — — 0000

INT2R<6:0> 0000

T2CKR<6:0> 0000

IC1R<6:0> 0000

IC3R<6:0> 0000

OCFAR<6:0> 0000

U1RXR<6:0> 0000

U2RXR<6:0> 0000

SDI2R<6:0> 0000

SS2R<6:0> 0000
TABLE 4-29: PERIPHERAL PIN SELECT INPUT REGISTER MAP FOR PIC24EPXXXMC20X DEVICES

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

RPINR0 06A0 — INT1R<6:0> — — — —

RPINR1 06A2 — — — — — — — — —

RPINR3 06A6 — — — — — — — — —

RPINR7 06AE — IC2R<6:0> —

RPINR8 06B0 — IC4R<6:0> —

RPINR11 06B6 — — — — — — — — —

RPINR12 06B8 — FLT2R<6:0> —

RPINR14 06BC — QEB1R<6:0> —

RPINR15 06BE — HOME1R<6:0> —

RPINR18 06C4 — — — — — — — — —

RPINR19 06C6 — — — — — — — — —

RPINR22 06CC — SCK2INR<6:0> —

RPINR23 06CE — — — — — — — — —

RPINR26 06D4 — — — — — — — — — — — —

RPINR37 06EA — SYNCI1R<6:0> — — — —

RPINR38 06EC — DTCMP1R<6:0> — — — —

RPINR39 06EE — DTCMP3R<6:0> —

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

TABLE 4-30: PERIPHERAL PIN SELECT INPUT REGISTER MAP FOR PIC24EPXXXGP20X DEVICES 

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

RPINR0 06A0 — INT1R<6:0> — — — —

RPINR1 06A2 — — — — — — — — —

RPINR3 06A6 — — — — — — — — —

RPINR7 06AE — IC2R<6:0> —

RPINR8 06B0 — IC4R<6:0> —

RPINR11 06B6 — — — — — — — — —

RPINR18 06C4 — — — — — — — — —

RPINR19 06C6 — — — — — — — — —

RPINR22 06CC — SCK2INR<6:0> —

RPINR23 06CE — — — — — — — — —

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

RP — — — — 0000

RP 2R<6:0> 0000

RP KR<6:0> 0000

RP R<6:0> 0000

RP R<6:0> 0000

RP AR<6:0> 0000

RP XR<6:0> 0000

RP XR<6:0> 0000

RP 2R<6:0> 0000

RP R<6:0> 0000

RP XR<6:0> 0000

Le

TA NLY

Fi Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

RP — — — — 0000

RP 2R<6:0> 0000

RP KR<6:0> 0000

RP R<6:0> 0000

RP R<6:0> 0000

RP AR<6:0> 0000

RP 1R<6:0> 0000

RP 1R<6:0> 0000

RP X1R<6:0> 0000

RP XR<6:0> 0000

RP XR<6:0> 0000

RP I2R<6:0> 0000

RP 2R<6:0> 0000

RP XR<6:0> 0000

RP — — — — 0000

RP — — — — 0000

RP P2R<6:0> 0000

Le
BLE 4-31: PERIPHERAL PIN SELECT INPUT REGISTER MAP FOR dsPIC33EPXXXGP50X DEVICES O

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

INR0 06A0 — INT1R<6:0> — — — —

INR1 06A2 — — — — — — — — — INT

INR3 06A6 — — — — — — — — — T2C

INR7 06AE — IC2R<6:0> — IC1

INR8 06B0 — IC4R<6:0> — IC3

INR11 06B6 — — — — — — — — — OCF

INR18 06C4 — — — — — — — — — U1R

INR19 06C6 — — — — — — — — — U2R

INR22 06CC — SCK2INR<6:0> — SDI

INR23 06CE — — — — — — — — — SS2

INR26 06D4 — — — — — — — — — C1R

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

BLE 4-32: PERIPHERAL PIN SELECT INPUT REGISTER MAP FOR dsPIC33EPXXXMC50X DEVICES O

le Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

INR0 06A0 — INT1R<6:0> — — — —

INR1 06A2 — — — — — — — — — INT

INR3 06A6 — — — — — — — — — T2C

INR7 06AE — IC2R<6:0> — IC1

INR8 06B0 — IC4R<6:0> — IC3

INR11 06B6 — — — — — — — — — OCF

INR12 06B8 — FLT2R<6:0> — FLT

INR14 06BC — QEB1R<6:0> — QEA

INR15 06BE — HOME1R<6:0> — IND

INR18 06C4 — — — — — — — — — U1R

INR19 06C6 — — — — — — — — — U2R

INR22 06CC — SCK2INR<6:0> — SD

INR23 06CE — — — — — — — — — SS

INR26 06D4 — — — — — — — — — C1R

INR37 06EA — SYNCI1R<6:0> — — — —

INR38 06EC — DTCMP1R<6:0> — — — —

INR39 06EE — DTCMP3R<6:0> — DTCM

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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4.4.3 DATA MEMORY ARBITRATION AND 
BUS MASTER PRIORITY

EDS accesses from bus masters in the system are
arbitrated.

The arbiter for data memory (including EDS) arbitrates
between the CPU, the DMA and the ICD module. In the
event of coincidental access to a bus by the bus
masters, the arbiter determines which bus master
access has the highest priority. The other bus masters
are suspended and processed after the access of the
bus by the bus master with the highest priority.

By default, the CPU is Bus Master 0 (M0) with the
highest priority and the ICD is Bus Master 4 (M4) with
the lowest priority. The remaining bus master (DMA
Controller) is allocated to M3 (M1 and M2 are reserved
and cannot be used). The user application may raise or
lower the priority of the DMA Controller to be above that
of the CPU by setting the appropriate bits in the EDS
Bus Master Priority Control (MSTRPR) register. All bus
masters with raised priorities will maintain the same
priority relationship relative to each other (i.e., M1
being highest and M3 being lowest, with M2 in
between). Also, all the bus masters with priorities below

that of the CPU maintain the same priority relationship
relative to each other. The priority schemes for bus
masters with different MSTRPR values are tabulated in
Table 4-62.

This bus master priority control allows the user
application to manipulate the real-time response of the
system, either statically during initialization or
dynamically in response to real-time events.

TABLE 4-62: DATA MEMORY BUS 
ARBITER PRIORITY

FIGURE 4-18: ARBITER ARCHITECTURE

Priority
MSTRPR<15:0> Bit Setting(1)

0x0000 0x0020

M0 (highest) CPU DMA

M1 Reserved CPU

M2 Reserved Reserved

M3 DMA Reserved

M4 (lowest) ICD ICD

Note 1: All other values of MSTRPR<15:0> are 
reserved.

ICDReserved

Data Memory Arbiter

M0 M1 M2 M3 M4

MSTRPR<15:0>

DMA CPU

SRAM
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REGISTER 8-7: DMAXPAD: DMA CHANNEL X PERIPHERAL ADDRESS REGISTER(1)

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PAD<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PAD<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 PAD<15:0>: Peripheral Address Register bits

Note 1: If the channel is enabled (i.e., active), writes to this register may result in unpredictable behavior of the 
DMA channel and should be avoided.

REGISTER 8-8: DMAXCNT: DMA CHANNEL X TRANSFER COUNT REGISTER(1)

U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — CNT<13:8>(2)

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CNT<7:0>(2)

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-14 Unimplemented: Read as ‘0’

bit 13-0 CNT<13:0>: DMA Transfer Count Register bits(2)

Note 1: If the channel is enabled (i.e., active), writes to this register may result in unpredictable behavior of the 
DMA channel and should be avoided.

2: The number of DMA transfers = CNT<13:0> + 1.
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REGISTER 8-13: DMALCA: DMA LAST CHANNEL ACTIVE STATUS REGISTER

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 U-0 U-0 R-1 R-1 R-1 R-1

— — — — LSTCH<3:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-4 Unimplemented: Read as ‘0’

bit 3-0 LSTCH<3:0>: Last DMAC Channel Active Status bits

1111 = No DMA transfer has occurred since system Reset
1110 = Reserved

•

•

•

0100 = Reserved
0011 = Last data transfer was handled by Channel 3
0010 = Last data transfer was handled by Channel 2
0001 = Last data transfer was handled by Channel 1
0000 = Last data transfer was handled by Channel 0
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10.2.1 SLEEP MODE 

The following occurs in Sleep mode: 

• The system clock source is shut down. If an 
on-chip oscillator is used, it is turned off.

• The device current consumption is reduced to a 
minimum, provided that no I/O pin is sourcing 
current.

• The Fail-Safe Clock Monitor does not operate, 
since the system clock source is disabled.

• The LPRC clock continues to run in Sleep mode if 
the WDT is enabled.

• The WDT, if enabled, is automatically cleared 
prior to entering Sleep mode.

• Some device features or peripherals can continue 
to operate. This includes items such as the Input 
Change Notification (ICN) on the I/O ports or 
peripherals that use an external clock input.

• Any peripheral that requires the system clock 
source for its operation is disabled.

The device wakes up from Sleep mode on any of these
events:

• Any interrupt source that is individually enabled

• Any form of device Reset

• A WDT time-out

On wake-up from Sleep mode, the processor restarts
with the same clock source that was active when Sleep
mode was entered.

For optimal power savings, the internal regulator and
the Flash regulator can be configured to go into
Standby when Sleep mode is entered by clearing the
VREGS (RCON<8>) and VREGSF (RCON<11>) bits
(default configuration).

If the application requires a faster wake-up time, and
can accept higher current requirements, the VREGS
(RCON<8>) and VREGSF (RCON<11>) bits can be set
to keep the internal regulator and the Flash regulator
active during Sleep mode.

10.2.2 IDLE MODE 

The following occurs in Idle mode:

• The CPU stops executing instructions.
• The WDT is automatically cleared.
• The system clock source remains active. By 

default, all peripheral modules continue to operate 
normally from the system clock source, but can 
also be selectively disabled (see Section 10.4 
“Peripheral Module Disable”). 

• If the WDT or FSCM is enabled, the LPRC also 
remains active.

The device wakes from Idle mode on any of these
events:

• Any interrupt that is individually enabled

• Any device Reset

• A WDT time-out

On wake-up from Idle mode, the clock is reapplied to
the CPU and instruction execution will begin (2-4 clock
cycles later), starting with the instruction following the
PWRSAV instruction or the first instruction in the
Interrupt Service Routine (ISR).

All peripherals also have the option to discontinue
operation when Idle mode is entered to allow for
increased power savings. This option is selectable in
the control register of each peripheral; for example, the
TSIDL bit in the Timer1 Control register (T1CON<13>).

10.2.3 INTERRUPTS COINCIDENT WITH 
POWER SAVE INSTRUCTIONS

Any interrupt that coincides with the execution of a
PWRSAV instruction is held off until entry into Sleep or
Idle mode has completed. The device then wakes up
from Sleep or Idle mode.
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REGISTER 11-6: RPINR11: PERIPHERAL PIN SELECT INPUT REGISTER 11

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— OCFAR<6:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-7 Unimplemented: Read as ‘0’ 

bit 6-0 OCFAR<6:0>: Assign Output Compare Fault A (OCFA) to the Corresponding RPn Pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS
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21.4 ECAN Control Registers

REGISTER 21-1: CxCTRL1: ECANx CONTROL REGISTER 1

U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-1 R/W-0 R/W-0

— — CSIDL ABAT CANCKS REQOP2 REQOP1 REQOP0

bit 15 bit 8

R-1 R-0 R-0 U-0 R/W-0 U-0 U-0 R/W-0

OPMODE2 OPMODE1 OPMODE0 — CANCAP — — WIN

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-14 Unimplemented: Read as ‘0’

bit 13 CSIDL: ECANx Stop in Idle Mode bit

1 = Discontinues module operation when device enters Idle mode
0 = Continues module operation in Idle mode

bit 12 ABAT: Abort All Pending Transmissions bit

1 = Signals all transmit buffers to abort transmission
0 = Module will clear this bit when all transmissions are aborted

bit 11 CANCKS: ECANx Module Clock (FCAN) Source Select bit

1 = FCAN is equal to 2 * FP

0 = FCAN is equal to FP

bit 10-8 REQOP<2:0>: Request Operation Mode bits

111 = Set Listen All Messages mode
110 = Reserved 
101 = Reserved
100 = Set Configuration mode 
011 = Set Listen Only mode
010 = Set Loopback mode
001 = Set Disable mode
000 = Set Normal Operation mode

bit 7-5 OPMODE<2:0>: Operation Mode bits

111 = Module is in Listen All Messages mode
110 = Reserved
101 = Reserved
100 = Module is in Configuration mode
011 = Module is in Listen Only mode
010 = Module is in Loopback mode
001 = Module is in Disable mode
000 = Module is in Normal Operation mode

bit 4 Unimplemented: Read as ‘0’

bit 3 CANCAP: CAN Message Receive Timer Capture Event Enable bit

1 = Enables input capture based on CAN message receive   
0 = Disables CAN capture

bit 2-1 Unimplemented: Read as ‘0’

bit 0 WIN: SFR Map Window Select bit

1 = Uses filter window 
0 = Uses buffer window
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REGISTER 21-6: CxINTF: ECANx INTERRUPT FLAG REGISTER

U-0 U-0 R-0 R-0 R-0 R-0 R-0 R-0

— — TXBO TXBP RXBP TXWAR RXWAR EWARN

bit 15 bit 8

R/C-0 R/C-0 R/C-0 U-0 R/C-0 R/C-0 R/C-0 R/C-0

IVRIF WAKIF ERRIF — FIFOIF RBOVIF RBIF TBIF

bit 7 bit 0

Legend: C = Writable bit, but only ‘0’ can be written to clear the bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-14 Unimplemented: Read as ‘0’

bit 13 TXBO: Transmitter in Error State Bus Off bit

1 = Transmitter is in Bus Off state
0 = Transmitter is not in Bus Off state

bit 12 TXBP: Transmitter in Error State Bus Passive bit

1 = Transmitter is in Bus Passive state
0 = Transmitter is not in Bus Passive state

bit 11 RXBP: Receiver in Error State Bus Passive bit

1 = Receiver is in Bus Passive state
0 = Receiver is not in Bus Passive state

bit 10 TXWAR: Transmitter in Error State Warning bit

1 = Transmitter is in Error Warning state
0 = Transmitter is not in Error Warning state

bit 9 RXWAR: Receiver in Error State Warning bit

1 = Receiver is in Error Warning state
0 = Receiver is not in Error Warning state

bit 8 EWARN: Transmitter or Receiver in Error State Warning bit

1 = Transmitter or receiver is in Error Warning state
0 = Transmitter or receiver is not in Error Warning state

bit 7 IVRIF: Invalid Message Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 6 WAKIF: Bus Wake-up Activity Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 5 ERRIF: Error Interrupt Flag bit (multiple sources in CxINTF<13:8>)

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 4 Unimplemented: Read as ‘0’

bit 3 FIFOIF: FIFO Almost Full Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

bit 2 RBOVIF: RX Buffer Overflow Interrupt Flag bit

1 = Interrupt request has occurred
0 = Interrupt request has not occurred
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REGISTER 21-11: CxFEN1: ECANx ACCEPTANCE FILTER ENABLE REGISTER 1

R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

FLTEN15 FLTEN14 FLTEN13 FLTEN12 FLTEN11 FLTEN10 FLTEN9 FLTEN8

bit 15 bit 8

R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

FLTEN7 FLTEN6 FLTEN5 FLTEN4 FLTEN3 FLTEN2 FLTEN1 FLTEN0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 FLTEN<15:0>: Enable Filter n to Accept Messages bits

1 = Enables Filter n
0 = Disables Filter n

REGISTER 21-12: CxBUFPNT1: ECANx FILTER 0-3 BUFFER POINTER REGISTER 1

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

F3BP<3:0> F2BP<3:0>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

F1BP<3:0> F0BP<3:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-12 F3BP<3:0>: RX Buffer Mask for Filter 3 bits

1111 = Filter hits received in RX FIFO buffer
1110 = Filter hits received in RX Buffer 14
•
•
•
0001 = Filter hits received in RX Buffer 1
0000 = Filter hits received in RX Buffer 0

bit 11-8 F2BP<3:0>: RX Buffer Mask for Filter 2 bits (same values as bits<15:12>)

bit 7-4 F1BP<3:0>: RX Buffer Mask for Filter 1 bits (same values as bits<15:12>)

bit 3-0 F0BP<3:0>: RX Buffer Mask for Filter 0 bits (same values as bits<15:12>)
DS70000657H-page 300  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 21-17: CxRXFnEID: ECANx ACCEPTANCE FILTER n EXTENDED IDENTIFIER 
REGISTER (n = 0-15)

R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

EID15 EID14 EID13 EID12 EID11 EID10 EID9 EID8

bit 15 bit 8

R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

EID7 EID6 EID5 EID4 EID3 EID2 EID1 EID0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 EID<15:0>: Extended Identifier bits

1 = Message address bit, EIDx, must be ‘1’ to match filter
0 = Message address bit, EIDx, must be ‘0’ to match filter

REGISTER 21-18: CxFMSKSEL1: ECANx FILTER 7-0 MASK SELECTION REGISTER 1

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

F7MSK<1:0> F6MSK<1:0> F5MSK<1:0> F4MSK<1:0>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

F3MSK<1:0> F2MSK<1:0> F1MSK<1:0> F0MSK<1:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-14 F7MSK<1:0>: Mask Source for Filter 7 bits

11 = Reserved
10 = Acceptance Mask 2 registers contain mask
01 = Acceptance Mask 1 registers contain mask
00 = Acceptance Mask 0 registers contain mask

bit 13-12 F6MSK<1:0>: Mask Source for Filter 6 bits (same values as bits<15:14>)

bit 11-10 F5MSK<1:0>: Mask Source for Filter 5 bits (same values as bits<15:14>)

bit 9-8 F4MSK<1:0>: Mask Source for Filter 4 bits (same values as bits<15:14>)

bit 7-6 F3MSK<1:0>: Mask Source for Filter 3 bits (same values as bits<15:14>)

bit 5-4 F2MSK<1:0>: Mask Source for Filter 2 bits (same values as bits<15:14>)

bit 3-2 F1MSK<1:0>: Mask Source for Filter 1 bits (same values as bits<15:14>)

bit 1-0 F0MSK<1:0>: Mask Source for Filter 0 bits (same values as bits<15:14>)
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REGISTER 22-2: CTMUCON2: CTMU CONTROL REGISTER 2

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

EDG1MOD EDG1POL EDG1SEL3 EDG1SEL2 EDG1SEL1 EDG1SEL0 EDG2STAT EDG1STAT

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 U-0

EDG2MOD EDG2POL EDG2SEL3 EDG2SEL2 EDG2SEL1 EDG2SEL0 — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 EDG1MOD: Edge 1 Edge Sampling Mode Selection bit

1 = Edge 1 is edge-sensitive
0 = Edge 1 is level-sensitive

bit 14 EDG1POL: Edge 1 Polarity Select bit

1 = Edge 1 is programmed for a positive edge response
0 = Edge 1 is programmed for a negative edge response

bit 13-10 EDG1SEL<3:0>: Edge 1 Source Select bits

1xxx = Reserved
01xx = Reserved
0011 = CTED1 pin
0010 = CTED2 pin
0001 = OC1 module
0000 = Timer1 module

bit 9 EDG2STAT: Edge 2 Status bit

Indicates the status of Edge 2 and can be written to control the edge source.
1 = Edge 2 has occurred
0 = Edge 2 has not occurred

bit 8 EDG1STAT: Edge 1 Status bit

Indicates the status of Edge 1 and can be written to control the edge source.
1 = Edge 1 has occurred
0 = Edge 1 has not occurred

bit 7 EDG2MOD: Edge 2 Edge Sampling Mode Selection bit

1 = Edge 2 is edge-sensitive
0 = Edge 2 is level-sensitive

bit 6 EDG2POL: Edge 2 Polarity Select bit

1 = Edge 2 is programmed for a positive edge response
0 = Edge 2 is programmed for a negative edge response

bit 5-2 EDG2SEL<3:0>: Edge 2 Source Select bits

1111 = Reserved
01xx = Reserved
0100 = CMP1 module
0011 = CTED2 pin
0010 = CTED1 pin
0001 = OC1 module
0000 = IC1 module

bit 1-0 Unimplemented: Read as ‘0’
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24.4 Step Commands and Format

TABLE 24-1: PTG STEP COMMAND FORMAT 

Step Command Byte:

STEPx<7:0>

CMD<3:0> OPTION<3:0>

bit 7 bit 4 bit 3 bit 0

bit 7-4
CMD<3:0>

Step 
Command

Command Description

0000 PTGCTRL Execute control command as described by OPTION<3:0>.

0001 PTGADD Add contents of PTGADJ register to target register as described by 
OPTION<3:0>.

PTGCOPY Copy contents of PTGHOLD register to target register as described by 
OPTION<3:0>.

001x PTGSTRB Copy the value contained in CMD<0>:OPTION<3:0> to the CH0SA<4:0> bits 
(AD1CHS0<4:0>).

0100 PTGWHI Wait for a low-to-high edge input from the selected PTG trigger input as 
described by OPTION<3:0>.

0101 PTGWLO Wait for a high-to-low edge input from the selected PTG trigger input as 
described by OPTION<3:0>.

0110 Reserved Reserved.

0111 PTGIRQ Generate individual interrupt request as described by OPTION3<:0>.

100x PTGTRIG Generate individual trigger output as described by <<CMD<0>:OPTION<3:0>>.

101x PTGJMP Copy the value indicated in <<CMD<0>:OPTION<3:0>> to the Queue Pointer 
(PTGQPTR) and jump to that Step queue.

110x PTGJMPC0 PTGC0 = PTGC0LIM: Increment the Queue Pointer (PTGQPTR).

PTGC0  PTGC0LIM: Increment Counter 0 (PTGC0) and copy the value 
indicated in <<CMD<0>:OPTION<3:0>> to the Queue Pointer (PTGQPTR), 
and jump to that Step queue

111x PTGJMPC1 PTGC1 = PTGC1LIM: Increment the Queue Pointer (PTGQPTR).

PTGC1  PTGC1LIM: Increment Counter 1 (PTGC1) and copy the value 
indicated in <<CMD<0>:OPTION<3:0>> to the Queue Pointer (PTGQPTR), 
and jump to that Step queue.

Note 1: All reserved commands or options will execute but have no effect (i.e., execute as a NOP instruction).

2: Refer to Table 24-2 for the trigger output descriptions.

3: This feature is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.
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WDTPRE Watchdog Timer Prescaler bit
1 = 1:128
0 = 1:32

WDTPOST<3:0> Watchdog Timer Postscaler bits
1111 = 1:32,768
1110 = 1:16,384
•
•
•
0001 = 1:2
0000 = 1:1

WDTWIN<1:0> Watchdog Window Select bits
11 = WDT window is 25% of WDT period
10 = WDT window is 37.5% of WDT period
01 = WDT window is 50% of WDT period
00 = WDT window is 75% of WDT period

ALTI2C1 Alternate I2C1 pin
1 = I2C1 is mapped to the SDA1/SCL1 pins
0 = I2C1 is mapped to the ASDA1/ASCL1 pins

ALTI2C2 Alternate I2C2 pin
1 = I2C2 is mapped to the SDA2/SCL2 pins
0 = I2C2 is mapped to the ASDA2/ASCL2 pins

JTAGEN(2) JTAG Enable bit 
1 = JTAG is enabled
0 = JTAG is disabled

ICS<1:0> ICD Communication Channel Select bits
11 = Communicate on PGEC1 and PGED1
10 = Communicate on PGEC2 and PGED2
01 = Communicate on PGEC3 and PGED3
00 = Reserved, do not use

TABLE 27-2: CONFIGURATION BITS DESCRIPTION (CONTINUED)

Bit Field Description

Note 1: This bit is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.

2: When JTAGEN = 1, an internal pull-up resistor is enabled on the TMS pin. Erased devices default to 
JTAGEN = 1. Applications requiring I/O pins in a high-impedance state (tri-state) in Reset should use pins 
other than TMS for this purpose.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 30-5: FILTER CAPACITOR (CEFC) SPECIFICATIONS

TABLE 30-4: DC TEMPERATURE AND VOLTAGE SPECIFICATIONS

DC CHARACTERISTICS

Standard Operating Conditions (see Note 1): 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param 
No. 

Symbol Characteristic Min. Typ. Max. Units Conditions

Operating Voltage

DC10 VDD Supply Voltage 3.0 — 3.6 V

DC16 VPOR VDD Start Voltage
to Ensure Internal 
Power-on Reset Signal

— — VSS V

DC17 SVDD VDD Rise Rate
to Ensure Internal
Power-on Reset Signal

0.03 — — V/ms 0V-1V in 100 ms

Note 1: Device is functional at VBORMIN < VDD < VDDMIN. Analog modules (ADC, op amp/comparator and 
comparator voltage reference) may have degraded performance. Device functionality is tested but not 
characterized. Refer to Parameter BO10 in Table 30-13 for the minimum and maximum BOR values.

Standard Operating Conditions (unless otherwise stated):
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param
No.

Symbol Characteristics Min. Typ. Max. Units Comments

CEFC External Filter Capacitor 
Value(1)

4.7 10 — F Capacitor must have a low 
series resistance (< 1 Ohm)

Note 1: Typical VCAP voltage = 1.8 volts when VDD  VDDMIN.
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