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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Obsolete

Core Processor dsPIC

Core Size 16-Bit

Speed 60 MIPs

Connectivity I²C, IrDA, LINbus, QEI, SPI, UART/USART

Peripherals Brown-out Detect/Reset, DMA, Motor Control PWM, POR, PWM, WDT

Number of I/O 35

Program Memory Size 128KB (43K x 24)

Program Memory Type FLASH

EEPROM Size -

RAM Size 8K x 16

Voltage - Supply (Vcc/Vdd) 3V ~ 3.6V

Data Converters A/D 9x10b/12b

Oscillator Type Internal

Operating Temperature -40°C ~ 125°C (TA)

Mounting Type Surface Mount

Package / Case 44-VFTLA Exposed Pad

Supplier Device Package 44-VTLA (6x6)
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-15: DATA MEMORY MAP FOR PIC24EP256GP/MC20X/50X DEVICES
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Fi it 3 Bit 2 Bit 1 Bit 0
All 

Resets

OC MODE OCM<2:0> 0000

OC SYNCSEL<4:0> 000C

OC xxxx

OC xxxx

OC xxxx

OC MODE OCM<2:0> 0000

OC SYNCSEL<4:0> 000C

OC xxxx

OC xxxx

OC xxxx

OC MODE OCM<2:0> 0000

OC SYNCSEL<4:0> 000C

OC xxxx

OC xxxx

OC xxxx

OC MODE OCM<2:0> 0000

OC SYNCSEL<4:0> 000C

OC xxxx

OC xxxx

OC xxxx

Le
BLE 4-10: OUTPUT COMPARE 1 THROUGH OUTPUT COMPARE 4 REGISTER MAP

le Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4 B

1CON1 0900 — — OCSIDL OCTSEL<2:0> — ENFLTB ENFLTA — OCFLTB OCFLTA TRIG

1CON2 0902 FLTMD FLTOUT FLTTRIEN OCINV — — — OC32 OCTRIG TRIGSTAT OCTRIS

1RS 0904 Output Compare 1 Secondary Register

1R 0906 Output Compare 1 Register

1TMR 0908 Timer Value 1 Register

2CON1 090A — — OCSIDL OCTSEL<2:0> — ENFLTB ENFLTA — OCFLTB OCFLTA TRIG

2CON2 090C FLTMD FLTOUT FLTTRIEN OCINV — — — OC32 OCTRIG TRIGSTAT OCTRIS

2RS 090E Output Compare 2 Secondary Register

2R 0910 Output Compare 2 Register

2TMR 0912 Timer Value 2 Register

3CON1 0914 — — OCSIDL OCTSEL<2:0> — ENFLTB ENFLTA — OCFLTB OCFLTA TRIG

3CON2 0916 FLTMD FLTOUT FLTTRIEN OCINV — — — OC32 OCTRIG TRIGSTAT OCTRIS

3RS 0918 Output Compare 3 Secondary Register

3R 091A Output Compare 3 Register

3TMR 091C Timer Value 3 Register

4CON1 091E — — OCSIDL OCTSEL<2:0> — ENFLTB ENFLTA — OCFLTB OCFLTA TRIG

4CON2 0920 FLTMD FLTOUT FLTTRIEN OCINV — — — OC32 OCTRIG TRIGSTAT OCTRIS

4RS 0922 Output Compare 4 Secondary Register

4R 0924 Output Compare 4 Register

4TMR 0926 Timer Value 4 Register

gend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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F Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

PT SEVTPS<3:0> 0000

PT — PCLKDIV<2:0> 0000

PT 00F8

SE 0000

MD 0000

CH 0000

PW 0000

Le

TA C20X DEVICES ONLY

Fi Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

PW TBS CAM XPRES IUE 0000

IO CLDAT<1:0> SWAP OSYNC C000

FC FLTPOL FLTMOD<1:0> 0000

PD FFF8

PH 0000

DT 0000

AL 0000

TR 0000

TR TRGSTRT<5:0> 0000

LE PHH BPHL BPLH BPLL 0000

LE 0000

AU <3:0> CHOPHEN CHOPLEN 0000

Le
BLE 4-12: PWM REGISTER MAP FOR dsPIC33EPXXXMC20X/50X AND PIC24EPXXXMC20X DEVICES

ile Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

CON 0C00 PTEN — PTSIDL SESTAT SEIEN EIPU SYNCPOL SYNCOEN SYNCEN SYNCSRC<2:0>

CON2 0C02 — — — — — — — — — — — —

PER 0C04 PTPER<15:0>

VTCMP 0C06 SEVTCMP<15:0>

C 0C0A MDC<15:0>

OP 0C1A CHPCLKEN — — — — — CHOPCLK<9:0>

MKEY 0C1E PWMKEY<15:0>

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

BLE 4-13: PWM GENERATOR 1 REGISTER MAP FOR dsPIC33EPXXXMC20X/50X AND PIC24EPXXXM

le Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

MCON1 0C20 FLTSTAT CLSTAT TRGSTAT FLTIEN CLIEN TRGIEN ITB MDCS DTC<1:0> DTCP — M

CON1 0C22 PENH PENL POLH POLL PMOD<1:0> OVRENH OVRENL OVRDAT<1:0> FLTDAT<1:0>

LCON1 0C24 — CLSRC<4:0> CLPOL CLMOD FLTSRC<4:0>

C1 0C26 PDC1<15:0>

ASE1 0C28 PHASE1<15:0>

R1 0C2A — — DTR1<13:0>

TDTR1 0C2C — — ALTDTR1<13:0>

IG1 0C32 TRGCMP<15:0>

GCON1 0C34 TRGDIV<3:0> — — — — — —

BCON1 0C3A PHR PHF PLR PLF FLTLEBEN CLLEBEN — — — — BCH BCL B

BDLY1 0C3C — — — — LEB<11:0>

XCON1 0C3E — — — — BLANKSEL<3:0> — — CHOPSEL

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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04 DEVICES ONLY

04 DEVICES ONLY

04 DEVICES ONLY

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

4 TRISA3 TRISA2 TRISA1 TRISA0 079F

RA3 RA2 RA1 RA0 0000

4 LATA3 LATA2 LA1TA1 LA0TA0 0000

4 ODCA3 ODCA2 ODCA1 ODCA0 0000

4 CNIEA3 CNIEA2 CNIEA1 CNIEA0 0000

A4 CNPUA3 CNPUA2 CNPUA1 CNPUA0 0000

A4 CNPDA3 CNPDA2 CNPDA1 CNPDA0 0000

4 — — ANSA1 ANSA0 0013

4 Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

B4 TRISB3 TRISB2 TRISB1 TRISB0 FFFF

RB3 RB2 RB1 RB0 xxxx

4 LATB3 LATB2 LATB1 LATB0 xxxx

B4 ODCB3 ODCB2 ODCB1 ODCB0 0000

B4 CNIEB3 CNIEB2 CNIEB1 CNIEB0 0000

B4 CNPUB3 CNPUB2 CNPUB1 CNPUB0 0000

B4 CNPDB3 CNPDB2 CNPDB1 CNPDB0 0000

ANSB3 ANSB2 ANSB1 ANSB0 010F

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

4 TRISC3 TRISC2 TRISC1 TRISC0 03FF

RC3 RC2 RC1 RC0 xxxx

4 LATC3 LATC2 LATC1 LATC0 xxxx

4 ODCC3 ODCC2 ODCC1 ODCC0 0000

4 CNIEC3 CNIEC2 CNIEC1 CNIEC0 0000

4 CNPUC3 CNPUC2 CNPUC1 CNPUC0 0000

4 CNPDC3 CNPDC2 CNPDC1 CNPDC0 0000

— ANSC2 ANSC1 ANSC0 0007
TABLE 4-53: PORTA REGISTER MAP FOR PIC24EPXXXGP/MC204 AND dsPIC33EPXXXGP/MC204/5

TABLE 4-54: PORTB REGISTER MAP FOR PIC24EPXXXGP/MC204 AND dsPIC33EPXXXGP/MC204/5

TABLE 4-55: PORTC REGISTER MAP FOR PIC24EPXXXGP/MC204 AND dsPIC33EPXXXGP/MC204/5

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

TRISA 0E00 — — — — — TRISA10 TRISA9 TRISA8 TRISA7 — — TRISA

PORTA 0E02 — — — — — RA10 RA9 RA8 RA7 — — RA4

LATA 0E04 — — — — — LATA10 LATA9 LATA8 LATA7 — — LATA

ODCA 0E06 — — — — — ODCA10 ODCA9 ODCA8 ODCA7 — — ODCA

CNENA 0E08 — — — — — CNIEA10 CNIEA9 CNIEA8 CNIEA7 — — CNIEA

CNPUA 0E0A — — — — — CNPUA10 CNPUA9 CNPUA8 CNPUA7 — — CNPU

CNPDA 0E0C — — — — — CNPDA10 CNPDA9 CNPDA8 CNPDA7 — — CNPD

ANSELA 0E0E — — — — — — — — — — — ANSA

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 

TRISB 0E10 TRISB15 TRISB14 TRISB13 TRISB12 TRISB11 TRISB10 TRISB9 TRISB8 TRISB7 TRISB6 TRISB5 TRIS

PORTB 0E12 RB15 RB14 RB13 RB12 RB11 RB10 RB9 RB8 RB7 RB6 RB5 RB4

LATB 0E14 LATB15 LATB14 LATB13 LATB12 LATB11 LATB10 LATB9 LATB8 LATB7 LATB6 LATB5 LATB

ODCB 0E16 ODCB15 ODCB14 ODCB13 ODCB12 ODCB11 ODCB10 ODCB9 ODCB8 ODCB7 ODCB6 ODCB5 ODC

CNENB 0E18 CNIEB15 CNIEB14 CNIEB13 CNIEB12 CNIEB11 CNIEB10 CNIEB9 CNIEB8 CNIEB7 CNIEB6 CNIEB5 CNIE

CNPUB 0E1A CNPUB15 CNPUB14 CNPUB13 CNPUB12 CNPUB11 CNPUB10 CNPUB9 CNPUB8 CNPUB7 CNPUB6 CNPUB5 CNPU

CNPDB 0E1C CNPDB15 CNPDB14 CNPDB13 CNPDB12 CNPDB11 CNPDB10 CNPDB9 CNPDB8 CNPDB7 CNPDB6 CNPDB5 CNPD

ANSELB 0E1E — — — — — — — ANSB8 — — — —

Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

TRISC 0E20 — — — — — — TRISC9 TRISC8 TRISC7 TRISC6 TRISC5 TRISC

PORTC 0E22 — — — — — — RC9 RC8 RC7 RC6 RC5 RC4

LATC 0E24 — — — — — — LATC9 LATC8 LATC7 LATC6 LATC5 LATC

ODCC 0E26 — — — — — — ODCC9 ODCC8 ODCC7 ODCC6 ODCC5 ODCC

CNENC 0E28 — — — — — — CNIEC9 CNIEC8 CNIEC7 CNIEC6 CNIEC5 CNIEC

CNPUC 0E2A — — — — — — CNPUC9 CNPUC8 CNPUC7 CNPUC6 CNPUC5 CNPUC

CNPDC 0E2C — — — — — — CNPDC9 CNPDC8 CNPDC7 CNPDC6 CNPDC5 CNPDC

ANSELC 0E2E — — — — — — — — — — — —

Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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Table Address Space

(TBLPAG<7:0>)

0x0000
(TBLPAG = 0x00)

0xFFFF

S_Addr<15:0>

lsw Using
TBLRDL/TBLWTL

MSB Using
TBLRDH/TBLWTH

0x0000
(TBLPAG = 0x7F)

0xFFFF

lsw Using
TBLRDL/TBLWTL

MSB Using
TBLRDH/TBLWTH

re information.
AMPLE 4-3: PAGED DATA MEMORY SPACE

0x0000

Program Memory
0x0000

0x7FFF

0x7FFF

EDS Page 0x001

0x0000
SFR Registers

0x0FFF
0x1000

Up to 8-Kbyte

0x2FFF

Local Data Space EDS
(DSRPAG<9:0>/DSWPAG<8:0>)

Reserved
(Will produce an

address error trap)

32-Kbyte
EDS Window

0xFFFF

0x3000

Page 0

Program Space

0x00_0000

0x7F_FFFF

(lsw – <15:0>)

0x0000

(DSRPAG = 0x001)
(DSWPAG = 0x001)

EDS Page 0x1FF
(DSRPAG = 0x1FF)
(DSWPAG = 0x1FF)

EDS Page 0x200
(DSRPAG = 0x200)

PSV
Program
Memory

EDS Page 0x2FF
(DSRPAG = 0x2FF)

EDS Page 0x300
(DSRPAG = 0x300)

EDS Page 0x3FF
(DSRPAG = 0x3FF)

0x7FFF

0x0000

0x7FFF

0x0000

0x7FFF
0x0000

0x7FFF

0x0000

0x7FFF

DS_Addr<14:0>

DS_Addr<15:0>

(lsw)

PSV
Program
Memory
(MSB)

Program Memory

0x00_0000

0x7F_FFFF

(MSB – <23:16>)

D

(Instruction & Data)

No writes allowed

No writes allowed

No writes allowed

No writes allowed

RAM(1)

0x7FFF
0x8000

Note 1: For 64K Flash devices. RAM size and end location is dependent on device; see Section 4.2 “Data Address Space” for mo



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
8.0 DIRECT MEMORY ACCESS 
(DMA)

The DMA Controller transfers data between Peripheral
Data registers and Data Space SRAM

In addition, DMA can access the entire data memory
space. The Data Memory Bus Arbiter is utilized when
either the CPU or DMA attempts to access SRAM,
resulting in potential DMA or CPU stalls.

The DMA Controller supports 4 independent channels.
Each channel can be configured for transfers to or from
selected peripherals. Some of the peripherals
supported by the DMA Controller include:

• ECAN™

• Analog-to-Digital Converter (ADC)

• Serial Peripheral Interface (SPI)

• UART

• Input Capture

• Output Compare

Refer to Table 8-1 for a complete list of supported
peripherals.

FIGURE 8-1: DMA CONTROLLER MODULE 

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to “Direct Memory Access
(DMA)” (DS70348) in the “dsPIC33/
PIC24 Family Reference Manual”, which
is available from the Microchip web site
(www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

DMAPERIPHERAL
Data Memory

SRAM

(see Figure 4-18)
Arbiter
 2011-2013 Microchip Technology Inc. DS70000657H-page 139

http://www.microchip.com
http://www.microchip.com


dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 9-1: CONFIGURATION BIT VALUES FOR CLOCK SELECTION

9.2 Oscillator Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

9.2.1 KEY RESOURCES

• “Oscillator” (DS70580) in the “dsPIC33/PIC24 
Family Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools

Oscillator Mode Oscillator Source POSCMD<1:0> FNOSC<2:0>
See 

Notes

Fast RC Oscillator with Divide-by-N (FRCDIVN) Internal xx 111 1, 2

Fast RC Oscillator with Divide-by-16 (FRCDIV16) Internal xx 110 1

Low-Power RC Oscillator (LPRC) Internal xx 101 1

Primary Oscillator (HS) with PLL (HSPLL) Primary 10 011

Primary Oscillator (XT) with PLL (XTPLL) Primary 01 011

Primary Oscillator (EC) with PLL (ECPLL) Primary 00 011 1

Primary Oscillator (HS) Primary 10 010

Primary Oscillator (XT) Primary 01 010

Primary Oscillator (EC) Primary 00 010 1

Fast RC Oscillator (FRC) with Divide-by-N and 
PLL (FRCPLL)

Internal xx 001 1

Fast RC Oscillator (FRC) Internal xx 000 1

Note 1: OSC2 pin function is determined by the OSCIOFNC Configuration bit.

2: This is the default oscillator mode for an unprogrammed (erased) device.

Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/wwwproducts/
Devices.aspx?dDocName=en555464
 2011-2013 Microchip Technology Inc. DS70000657H-page 155
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 3 TRIGMODE: Trigger Status Mode Select bit

1 = TRIGSTAT (OCxCON2<6>) is cleared when OCxRS = OCxTMR or in software
0 = TRIGSTAT is cleared only by software

bit 2-0 OCM<2:0>: Output Compare x Mode Select bits

111 = Center-Aligned PWM mode: Output set high when OCxTMR = OCxR and set low when
OCxTMR = OCxRS(1)

110 = Edge-Aligned PWM mode: Output set high when OCxTMR = 0 and set low when OCxTMR = OCxR(1)

101 = Double Compare Continuous Pulse mode: Initializes OCx pin low, toggles OCx state continuously
on alternate matches of OCxR and OCxRS

100 = Double Compare Single-Shot mode: Initializes OCx pin low, toggles OCx state on matches of
OCxR and OCxRS for one cycle

011 = Single Compare mode: Compare event with OCxR, continuously toggles OCx pin
010 = Single Compare Single-Shot mode: Initializes OCx pin high, compare event with OCxR, forces

OCx pin low
001 = Single Compare Single-Shot mode: Initializes OCx pin low, compare event with OCxR, forces

OCx pin high
000 = Output compare channel is disabled

REGISTER 15-1: OCxCON1: OUTPUT COMPARE x CONTROL REGISTER 1 (CONTINUED)

Note 1: OCxR and OCxRS are double-buffered in PWM mode only.

2: Each Output Compare x module (OCx) has one PTG clock source. See Section 24.0 “Peripheral Trigger 
Generator (PTG) Module” for more information.
PTGO4 = OC1 
PTGO5 = OC2
PTGO6 = OC3
PTGO7 = OC4
DS70000657H-page 222  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 16-15: FCLCONx: PWMx FAULT CURRENT-LIMIT CONTROL REGISTER(1)

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— CLSRC4 CLSRC3 CLSRC2 CLSRC1 CLSRC0 CLPOL(2) CLMOD

bit 15 bit 8

R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-0 R/W-0 R/W-0

FLTSRC4 FLTSRC3 FLTSRC2 FLTSRC1 FLTSRC0 FLTPOL(2) FLTMOD1 FLTMOD0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’

bit 14-10 CLSRC<4:0>: Current-Limit Control Signal Source Select for PWM Generator # bits

11111 = Fault 32
11110 = Reserved
•
•
•

01100 = Reserved
01011 = Comparator 4
01010 = Op Amp/Comparator 3
01001 = Op Amp/Comparator 2
01000 = Op Amp/Comparator 1
00111 = Reserved
00110 = Reserved
00101 = Reserved
00100 = Reserved
00011 = Fault 4
00010 = Fault 3
00001 = Fault 2
00000 = Fault 1 (default)

bit 9 CLPOL: Current-Limit Polarity for PWM Generator # bit(2)

1 = The selected current-limit source is active-low
0 = The selected current-limit source is active-high

bit 8 CLMOD: Current-Limit Mode Enable for PWM Generator # bit

1 = Current-Limit mode is enabled
0 = Current-Limit mode is disabled

Note 1: If the PWMLOCK Configuration bit (FOSCSEL<6>) is a ‘1’, the IOCONx register can only be written after 
the unlock sequence has been executed.

2: These bits should be changed only when PTEN = 0. Changing the clock selection during operation will 
yield unpredictable results.
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FIGURE 18-1: SPIx MODULE BLOCK DIAGRAM
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REGISTER 21-16: CxRXFnSID: ECANx ACCEPTANCE FILTER n STANDARD IDENTIFIER 
REGISTER (n = 0-15)

R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

SID10 SID9 SID8 SID7 SID6 SID5 SID4 SID3

bit 15 bit 8

R/W-x R/W-x R/W-x U-0 R/W-x U-0 R/W-x R/W-x

SID2 SID1 SID0 — EXIDE — EID17 EID16

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-5 SID<10:0>: Standard Identifier bits

1 = Message address bit, SIDx, must be ‘1’ to match filter
0 = Message address bit, SIDx, must be ‘0’ to match filter

bit 4 Unimplemented: Read as ‘0’

bit 3 EXIDE: Extended Identifier Enable bit

If MIDE = 1:
1 = Matches only messages with Extended Identifier addresses
0 = Matches only messages with Standard Identifier addresses

If MIDE = 0:
Ignores EXIDE bit.

bit 2 Unimplemented: Read as ‘0’

bit 1-0 EID<17:16>: Extended Identifier bits

1 = Message address bit, EIDx, must be ‘1’ to match filter
0 = Message address bit, EIDx, must be ‘0’ to match filter
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NOTES:
DS70000657H-page 320  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 25-2: COMPARATOR MODULE BLOCK DIAGRAM (MODULE 4)

FIGURE 25-3: OP AMP/COMPARATOR VOLTAGE REFERENCE BLOCK DIAGRAM
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bit 3-0 SELSRCA<3:0>: Mask A Input Select bits

1111 = FLT4
1110 = FLT2
1101 = PTGO19
1100 = PTGO18
1011 = Reserved
1010 = Reserved
1001 = Reserved
1000 = Reserved
0111 = Reserved
0110 = Reserved
0101 = PWM3H
0100 = PWM3L
0011 = PWM2H
0010 = PWM2L
0001 = PWM1H
0000 = PWM1L

REGISTER 25-4: CMxMSKSRC: COMPARATOR x MASK SOURCE SELECT 
CONTROL REGISTER (CONTINUED)
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REGISTER 27-1: DEVID: DEVICE ID REGISTER  

R R R R R R R R

DEVID<23:16>(1)

bit 23 bit 16

R R R R R R R R

DEVID<15:8>(1)

bit 15 bit 8

R R R R R R R R

DEVID<7:0>(1)

bit 7 bit 0

Legend: R = Read-Only bit U = Unimplemented bit

bit 23-0 DEVID<23:0>: Device Identifier bits(1)

Note 1: Refer to the “dsPIC33E/PIC24E Flash Programming Specification for Devices with Volatile Configuration 
Bits” (DS70663) for the list of device ID values.

REGISTER 27-2: DEVREV: DEVICE REVISION REGISTER  

R R R R R R R R

DEVREV<23:16>(1)

bit 23 bit 16

R R R R R R R R

DEVREV<15:8>(1)

bit 15 bit 8

R R R R R R R R

DEVREV<7:0>(1)

bit 7 bit 0

Legend: R = Read-only bit U = Unimplemented bit

bit 23-0 DEVREV<23:0>: Device Revision bits(1)

Note 1: Refer to the “dsPIC33E/PIC24E Flash Programming Specification for Devices with Volatile Configuration 
Bits” (DS70663) for the list of device revision values.
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29.6 MPLAB X SIM Software Simulator

The MPLAB X SIM Software Simulator allows code
development in a PC-hosted environment by simulat-
ing the PIC MCUs and dsPIC DSCs on an instruction
level. On any given instruction, the data areas can be
examined or modified and stimuli can be applied from
a comprehensive stimulus controller. Registers can be
logged to files for further run-time analysis. The trace
buffer and logic analyzer display extend the power of
the simulator to record and track program execution,
actions on I/O, most peripherals and internal registers. 

The MPLAB X SIM Software Simulator fully supports
symbolic debugging using the MPLAB XC Compilers,
and the MPASM and MPLAB Assemblers. The soft-
ware simulator offers the flexibility to develop and
debug code outside of the hardware laboratory envi-
ronment, making it an excellent, economical software
development tool. 

29.7 MPLAB REAL ICE In-Circuit 
Emulator System

The MPLAB REAL ICE In-Circuit Emulator System is
Microchip’s next generation high-speed emulator for
Microchip Flash DSC and MCU devices. It debugs and
programs all 8, 16 and 32-bit MCU, and DSC devices
with the easy-to-use, powerful graphical user interface of
the MPLAB X IDE.

The emulator is connected to the design engineer’s
PC using a high-speed USB 2.0 interface and is
connected to the target with either a connector
compatible with in-circuit debugger systems (RJ-11)
or with the new high-speed, noise tolerant, Low-
Voltage Differential Signal (LVDS) interconnection
(CAT5). 

The emulator is field upgradable through future firmware
downloads in MPLAB X IDE. MPLAB REAL ICE offers
significant advantages over competitive emulators
including full-speed emulation, run-time variable
watches, trace analysis, complex breakpoints, logic
probes, a ruggedized probe interface and long (up to
three meters) interconnection cables.

29.8 MPLAB ICD 3 In-Circuit Debugger 
System

The MPLAB ICD 3 In-Circuit Debugger System is
Microchip’s most cost-effective, high-speed hardware
debugger/programmer for Microchip Flash DSC and
MCU devices. It debugs and programs PIC Flash
microcontrollers and dsPIC DSCs with the powerful,
yet easy-to-use graphical user interface of the MPLAB
IDE.

The MPLAB ICD 3 In-Circuit Debugger probe is
connected to the design engineer’s PC using a high-
speed USB 2.0 interface and is connected to the target
with a connector compatible with the MPLAB ICD 2 or
MPLAB REAL ICE systems (RJ-11). MPLAB ICD 3
supports all MPLAB ICD 2 headers.

29.9 PICkit 3 In-Circuit Debugger/
Programmer

The MPLAB PICkit 3 allows debugging and program-
ming of PIC and dsPIC Flash microcontrollers at a most
affordable price point using the powerful graphical user
interface of the MPLAB IDE. The MPLAB PICkit 3 is
connected to the design engineer’s PC using a full-
speed USB interface and can be connected to the
target via a Microchip debug (RJ-11) connector (com-
patible with MPLAB ICD 3 and MPLAB REAL ICE). The
connector uses two device I/O pins and the Reset line
to implement in-circuit debugging and In-Circuit Serial
Programming™ (ICSP™).

29.10 MPLAB PM3 Device Programmer

The MPLAB PM3 Device Programmer is a universal,
CE compliant device programmer with programmable
voltage verification at VDDMIN and VDDMAX for
maximum reliability. It features a large LCD display
(128 x 64) for menus and error messages, and a mod-
ular, detachable socket assembly to support various
package types. The ICSP cable assembly is included
as a standard item. In Stand-Alone mode, the MPLAB
PM3 Device Programmer can read, verify and program
PIC devices without a PC connection. It can also set
code protection in this mode. The MPLAB PM3
connects to the host PC via an RS-232 or USB cable.
The MPLAB PM3 has high-speed communications and
optimized algorithms for quick programming of large
memory devices, and incorporates an MMC card for file
storage and data applications.
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TABLE 30-18: PLL CLOCK TIMING SPECIFICATIONS  

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param
No.

Symbol Characteristic Min. Typ.(1) Max. Units Conditions

OS50 FPLLI PLL Voltage Controlled Oscillator 
(VCO) Input Frequency Range

0.8 — 8.0 MHz ECPLL, XTPLL modes

OS51 FVCO On-Chip VCO System Frequency 120 — 340 MHz

OS52 TLOCK PLL Start-up Time (Lock Time) 0.9 1.5 3.1 ms

OS53 DCLK CLKO Stability (Jitter)(2) -3 0.5 3 %

Note 1: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated. Parameters are for design guidance 
only and are not tested.

2: This jitter specification is based on clock cycle-by-clock cycle measurements. To get the effective jitter for 
individual time bases, or communication clocks used by the application, use the following formula:

For example, if FOSC = 120 MHz and the SPIx bit rate = 10 MHz, the effective jitter is as follows:

Effective Jitter DCLK

FOSC

Time Base or Communication Clock
---------------------------------------------------------------------------------------

-------------------------------------------------------------------------------------------=

Effective Jitter DCLK

120
10
---------

--------------
DCLK

12
--------------

DCLK

3.464
--------------= = =

TABLE 30-19: INTERNAL FRC ACCURACY

AC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V (unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param 
No.

Characteristic Min. Typ. Max. Units Conditions

Internal FRC Accuracy @ FRC Frequency = 7.37 MHz(1)

F20a FRC -1.5 0.5 +1.5 % -40°C  TA -10°C VDD = 3.0-3.6V

-1 0.5 +1 % -10°C  TA +85°C VDD = 3.0-3.6V

F20b FRC -2 1 +2 % +85°C  TA  +125°C VDD = 3.0-3.6V

Note 1: Frequency is calibrated at +25°C and 3.3V. TUNx bits can be used to compensate for temperature drift.

TABLE 30-20: INTERNAL LPRC ACCURACY

AC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V (unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param
No.

Characteristic Min. Typ. Max. Units Conditions

LPRC @ 32.768 kHz(1)

F21a LPRC -30 — +30 % -40°C  TA  -10°C VDD = 3.0-3.6V

-20 — +20 % -10°C  TA  +85°C VDD = 3.0-3.6V

F21b LPRC -30 — +30 % +85°C  TA  +125°C VDD = 3.0-3.6V

Note 1: The change of LPRC frequency as VDD changes.
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TABLE 30-33: SPI2 MAXIMUM DATA/CLOCK RATE SUMMARY

FIGURE 30-14: SPI2 MASTER MODE (HALF-DUPLEX, TRANSMIT ONLY, CKE = 0) 
TIMING CHARACTERISTICS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Maximum 
Data Rate

Master 
Transmit Only 
(Half-Duplex)

Master 
Transmit/Receive 

(Full-Duplex)

Slave 
Transmit/Receive 

(Full-Duplex)
CKE CKP SMP

15 MHz Table 30-33 — — 0,1 0,1 0,1

9 MHz — Table 30-34 — 1 0,1 1

9 MHz — Table 30-35 — 0 0,1 1

15 MHz — — Table 30-36 1 0 0

11 MHz — — Table 30-37 1 1 0

15 MHz — — Table 30-38 0 1 0

11 MHz — — Table 30-39 0 0 0

SCK2
(CKP = 0)

SCK2
(CKP = 1)

SDO2

SP10

SP21SP20SP35

SP20SP21

MSb LSbBit 14 - - - - - -1

SP30, SP31SP30, SP31

Note: Refer to Figure 30-1 for load conditions.
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FIGURE 30-21: SPI2 SLAVE MODE (FULL-DUPLEX, CKE = 0, CKP = 0, SMP = 0) 
TIMING CHARACTERISTICS

SS2

SCK2
(CKP = 0)

SCK2
(CKP = 1)

SDO2

SP50

SP40

SP41

SP30, SP31 SP51

SP35

MSb LSbBit 14 - - - - - -1

Bit 14 - - - -1 LSb In

SP52

SP73SP72

SP72SP73

Note: Refer to Figure 30-1 for load conditions.

SDI2

SP36

MSb In

SP70
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TyCON (Timer3 and Timer5 Control)........................ 211
UxMODE (UARTx Mode).......................................... 283
UxSTA (UARTx Status and Control)......................... 285
VEL1CNT (Velocity Counter 1) ................................. 259

Resets............................................................................... 123
Brown-out Reset (BOR) ............................................ 123
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Illegal Opcode................................................... 123
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Uninitialized W Register.................................... 123

Master Clear (MCLR) Pin Reset ............................... 123
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