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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
2.5 ICSP Pins

The PGECx and PGEDx pins are used for ICSP and
debugging purposes. It is recommended to keep the
trace length between the ICSP connector and the ICSP
pins on the device as short as possible. If the ICSP con-
nector is expected to experience an ESD event, a
series resistor is recommended, with the value in the
range of a few tens of Ohms, not to exceed 100 Ohms. 

Pull-up resistors, series diodes, and capacitors on the
PGECx and PGEDx pins are not recommended as they
will interfere with the programmer/debugger communi-
cations to the device. If such discrete components are
an application requirement, they should be removed
from the circuit during programming and debugging.
Alternatively, refer to the AC/DC characteristics and
timing requirements information in the respective
device Flash programming specification for information
on capacitive loading limits and pin Voltage Input High
(VIH) and Voltage Input Low (VIL) requirements.

Ensure that the “Communication Channel Select” (i.e.,
PGECx/PGEDx pins) programmed into the device
matches the physical connections for the ICSP to
MPLAB® PICkit™ 3, MPLAB ICD 3, or MPLAB
REAL ICE™.

For more information on MPLAB ICD 2, ICD 3 and
REAL ICE connection requirements, refer to the
following documents that are available on the
Microchip web site.

• “Using MPLAB® ICD 3” (poster) DS51765

• “MPLAB® ICD 3 Design Advisory” DS51764

• “MPLAB® REAL ICE™ In-Circuit Emulator User’s 
Guide” DS51616

• “Using MPLAB® REAL ICE™ In-Circuit Emulator” 
(poster) DS51749

2.6 External Oscillator Pins

Many DSCs have options for at least two oscillators: a
high-frequency Primary Oscillator and a low-frequency
Secondary Oscillator. For details, see Section 9.0
“Oscillator Configuration” for details. 

The oscillator circuit should be placed on the same
side of the board as the device. Also, place the
oscillator circuit close to the respective oscillator pins,
not exceeding one-half inch (12 mm) distance
between them. The load capacitors should be placed
next to the oscillator itself, on the same side of the
board. Use a grounded copper pour around the
oscillator circuit to isolate them from surrounding
circuits. The grounded copper pour should be routed
directly to the MCU ground. Do not run any signal
traces or power traces inside the ground pour. Also, if
using a two-sided board, avoid any traces on the
other side of the board where the crystal is placed. A
suggested layout is shown in Figure 2-3. 

FIGURE 2-3: SUGGESTED PLACEMENT 
OF THE OSCILLATOR 
CIRCUIT

Main Oscillator

Guard Ring

Guard Trace

Oscillator Pins
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 2-5: SINGLE-PHASE SYNCHRONOUS BUCK CONVERTER

FIGURE 2-6: MULTIPHASE SYNCHRONOUS BUCK CONVERTER
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TA X DEVICES ONLY

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

C1 CANCAP — — WIN 0480

C1 DNCNT<4:0> 0000

C1 CODE<6:0> 0040

C1 FSA<4:0> 0000

C1 FNRB<5:0> 0000

C1 FIFOIF RBOVIF RBIF TBIF 0000

C1 FIFOIE RBOVIE RBIE TBIE 0000

C1 <7:0> 0000

C1 BRP<5:0> 0000

C1 > PRSEG<2:0> 0000

C1 FLTEN3 FLTEN2 FLTEN1 FLTEN0 FFFF

C1 F1MSK<1:0> F0MSK<1:0> 0000

C1 F9MSK<1:0> F8MSK<1:0> 0000

Le

TA VICES ONLY

F Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

C1 RXFUL3 RXFUL2 RXFUL1 RXFUL0 0000

C1 XFUL19 RXFUL18 RXFUL17 RXFUL16 0000

C1 RXOVF3 RXOVF2 RXOVF1 RXOVF0 0000

C1 XOVF19 RXOVF18 RXOVF17 RXOVF16 0000

C1 TXREQ0 RTREN0 TX0PRI<1:0> 0000

C1 TXREQ2 RTREN2 TX2PRI<1:0> 0000

C1 TXREQ4 RTREN4 TX4PRI<1:0> 0000

C1 TXREQ6 RTREN6 TX6PRI<1:0> xxxx

C1 xxxx

C1 xxxx

Le
BLE 4-21: ECAN1 REGISTER MAP WHEN WIN (C1CTRL1<0>) = 0 OR 1 FOR dsPIC33EPXXXMC/GP50

File Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

CTRL1 0400 — — CSIDL ABAT CANCKS REQOP<2:0> OPMODE<2:0> —

CTRL2 0402 — — — — — — — — — — —

VEC 0404 — — — FILHIT<4:0> — I

FCTRL 0406 DMABS<2:0> — — — — — — — —

FIFO 0408 — — FBP<5:0> — —

INTF 040A — — TXBO TXBP RXBP TXWAR RXWAR EWARN IVRIF WAKIF ERRIF —

INTE 040C — — — — — — — — IVRIE WAKIE ERRIE —

EC 040E TERRCNT<7:0> RERRCNT

CFG1 0410 — — — — — — — — SJW<1:0>

CFG2 0412 — WAKFIL — — — SEG2PH<2:0> SEG2PHTS SAM SEG1PH<2:0

FEN1 0414 FLTEN15 FLTEN14 FLTEN13 FLTEN12 FLTEN11 FLTEN10 FLTEN9 FLTEN8 FLTEN7 FLTEN6 FLTEN5 FLTEN4

FMSKSEL1 0418 F7MSK<1:0> F6MSK<1:0> F5MSK<1:0> F4MSK<1:0> F3MSK<1:0> F2MSK<1:0>

FMSKSEL2 041A F15MSK<1:0> F14MSK<1:0> F13MSK<1:0> F12MSK<1:0> F11MSK<1:0> F10MSK<1:0>

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

BLE 4-22: ECAN1 REGISTER MAP WHEN WIN (C1CTRL1<0>) = 0 FOR dsPIC33EPXXXMC/GP50X DE

ile Name Addr Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

0400-
041E

See definition when WIN = x

RXFUL1 0420 RXFUL15 RXFUL14 RXFUL13 RXFUL12 RXFUL11 RXFUL10 RXFUL9 RXFUL8 RXFUL7 RXFUL6 RXFUL5 RXFUL4

RXFUL2 0422 RXFUL31 RXFUL30 RXFUL29 RXFUL28 RXFUL27 RXFUL26 RXFUL25 RXFUL24 RXFUL23 RXFUL22 RXFUL21 RXFUL20 R

RXOVF1 0428 RXOVF15 RXOVF14 RXOVF13 RXOVF12 RXOVF11 RXOVF10 RXOVF9 RXOVF8 RXOVF7 RXOVF6 RXOVF5 RXOVF4

RXOVF2 042A RXOVF31 RXOVF30 RXOVF29 RXOVF28 RXOVF27 RXOVF26 RXOVF25 RXOVF24 RXOVF23 RXOVF22 RXOVF21 RXOVF20 R

TR01CON 0430 TXEN1 TXABT1 TXLARB1 TXERR1 TXREQ1 RTREN1 TX1PRI<1:0> TXEN0 TXABAT0 TXLARB0 TXERR0

TR23CON 0432 TXEN3 TXABT3 TXLARB3 TXERR3 TXREQ3 RTREN3 TX3PRI<1:0> TXEN2 TXABAT2 TXLARB2 TXERR2

TR45CON 0434 TXEN5 TXABT5 TXLARB5 TXERR5 TXREQ5 RTREN5 TX5PRI<1:0> TXEN4 TXABAT4 TXLARB4 TXERR4

TR67CON 0436 TXEN7 TXABT7 TXLARB7 TXERR7 TXREQ7 RTREN7 TX7PRI<1:0> TXEN6 TXABAT6 TXLARB6 TXERR6

RXD 0440 ECAN1 Receive Data Word

TXD 0442 ECAN1 Transmit Data Word

gend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
9.3 Oscillator Control Registers

REGISTER 9-1: OSCCON: OSCILLATOR CONTROL REGISTER(1)

U-0 R-0 R-0 R-0 U-0 R/W-y R/W-y R/W-y

— COSC2 COSC1 COSC0 — NOSC2(2) NOSC1(2) NOSC0(2)

bit 15 bit 8

R/W-0 R/W-0 R-0 U-0 R/W-0 U-0 U-0 R/W-0

CLKLOCK IOLOCK LOCK — CF(3) — — OSWEN

bit 7 bit 0

Legend: y = Value set from Configuration bits on POR

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’

bit 14-12 COSC<2:0>: Current Oscillator Selection bits (read-only) 

111 = Fast RC Oscillator (FRC) with Divide-by-n
110 = Fast RC Oscillator (FRC) with Divide-by-16
101 = Low-Power RC Oscillator (LPRC)
100 = Reserved
011 = Primary Oscillator (XT, HS, EC) with PLL 
010 = Primary Oscillator (XT, HS, EC)
001 = Fast RC Oscillator (FRC) with Divide-by-N and PLL (FRCPLL) 
000 = Fast RC Oscillator (FRC)

bit 11 Unimplemented: Read as ‘0’

bit 10-8 NOSC<2:0>: New Oscillator Selection bits(2)

111 = Fast RC Oscillator (FRC) with Divide-by-n
110 = Fast RC Oscillator (FRC) with Divide-by-16
101 = Low-Power RC Oscillator (LPRC)
100 = Reserved
011 = Primary Oscillator (XT, HS, EC) with PLL
010 = Primary Oscillator (XT, HS, EC)
001 = Fast RC Oscillator (FRC) with Divide-by-N and PLL (FRCPLL)
000 = Fast RC Oscillator (FRC)

bit 7 CLKLOCK: Clock Lock Enable bit 

1 = If (FCKSM0 = 1), then clock and PLL configurations are locked; if (FCKSM0 = 0), then clock and
PLL configurations may be modified

0 = Clock and PLL selections are not locked, configurations may be modified

bit 6 IOLOCK: I/O Lock Enable bit

1 = I/O lock is active
0 = I/O lock is not active

bit 5 LOCK: PLL Lock Status bit (read-only) 

1 = Indicates that PLL is in lock or PLL start-up timer is satisfied
0 = Indicates that PLL is out of lock, start-up timer is in progress or PLL is disabled

Note 1: Writes to this register require an unlock sequence. Refer to “Oscillator” (DS70580) in the “dsPIC33/
PIC24 Family Reference Manual” (available from the Microchip web site) for details.

2: Direct clock switches between any primary oscillator mode with PLL and FRCPLL mode are not permitted. 
This applies to clock switches in either direction. In these instances, the application must switch to FRC 
mode as a transitional clock source between the two PLL modes.

3: This bit should only be cleared in software. Setting the bit in software (= 1) will have the same effect as an 
actual oscillator failure and trigger an oscillator failure trap.
DS70000657H-page 156  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
     

REGISTER 9-4: OSCTUN: FRC OSCILLATOR TUNING REGISTER

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — TUN5 TUN4 TUN3 TUN2 TUN1 TUN0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-6 Unimplemented: Read as ‘0’

bit 5-0 TUN<5:0>: FRC Oscillator Tuning bits

011111 = Maximum frequency deviation of 1.453% (7.477 MHz)
011110 = Center frequency + 1.406% (7.474 MHz)
  
000001 = Center frequency + 0.047% (7.373 MHz)
000000 = Center frequency (7.37 MHz nominal)
111111 = Center frequency – 0.047% (7.367 MHz)
  
100001 = Center frequency – 1.453% (7.263 MHz)
100000 = Minimum frequency deviation of -1.5% (7.259 MHz)
 2011-2013 Microchip Technology Inc. DS70000657H-page 161



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 13-3: TYPE B/TYPE C TIMER PAIR BLOCK DIAGRAM (32-BIT TIMER)

13.1 Timerx/y Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

13.1.1 KEY RESOURCES

• “Timers” (DS70362) in the “dsPIC33/PIC24 
Family Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools
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Note 1: The ADC trigger is available on the TMR3:TMR2 andTMR5:TMR4 32-bit timer pairs.
2: Timerx is a Type B timer (x = 2 and 4).
3: Timery is a Type C timer (y = 3 and 5).
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Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/
wwwproducts/Devices.aspx?d
DocName=en555464
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NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 2 INDEX: Status of INDXx Input Pin After Polarity Control

1 = Pin is at logic ‘1’
0 = Pin is at logic ‘0’

bit 1 QEB:   Status of QEBx Input Pin After Polarity Control And SWPAB Pin Swapping

1 = Pin is at logic ‘1’
0 = Pin is at logic ‘0’

bit 0 QEA:   Status of QEAx Input Pin After Polarity Control And SWPAB Pin Swapping

1 = Pin is at logic ‘1’
0 = Pin is at logic ‘0’

REGISTER 17-2: QEI1IOC: QEI1 I/O CONTROL REGISTER  (CONTINUED)
 2011-2013 Microchip Technology Inc. DS70000657H-page 255



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
 

REGISTER 22-2: CTMUCON2: CTMU CONTROL REGISTER 2

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

EDG1MOD EDG1POL EDG1SEL3 EDG1SEL2 EDG1SEL1 EDG1SEL0 EDG2STAT EDG1STAT

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 U-0

EDG2MOD EDG2POL EDG2SEL3 EDG2SEL2 EDG2SEL1 EDG2SEL0 — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 EDG1MOD: Edge 1 Edge Sampling Mode Selection bit

1 = Edge 1 is edge-sensitive
0 = Edge 1 is level-sensitive

bit 14 EDG1POL: Edge 1 Polarity Select bit

1 = Edge 1 is programmed for a positive edge response
0 = Edge 1 is programmed for a negative edge response

bit 13-10 EDG1SEL<3:0>: Edge 1 Source Select bits

1xxx = Reserved
01xx = Reserved
0011 = CTED1 pin
0010 = CTED2 pin
0001 = OC1 module
0000 = Timer1 module

bit 9 EDG2STAT: Edge 2 Status bit

Indicates the status of Edge 2 and can be written to control the edge source.
1 = Edge 2 has occurred
0 = Edge 2 has not occurred

bit 8 EDG1STAT: Edge 1 Status bit

Indicates the status of Edge 1 and can be written to control the edge source.
1 = Edge 1 has occurred
0 = Edge 1 has not occurred

bit 7 EDG2MOD: Edge 2 Edge Sampling Mode Selection bit

1 = Edge 2 is edge-sensitive
0 = Edge 2 is level-sensitive

bit 6 EDG2POL: Edge 2 Polarity Select bit

1 = Edge 2 is programmed for a positive edge response
0 = Edge 2 is programmed for a negative edge response

bit 5-2 EDG2SEL<3:0>: Edge 2 Source Select bits

1111 = Reserved
01xx = Reserved
0100 = CMP1 module
0011 = CTED2 pin
0010 = CTED1 pin
0001 = OC1 module
0000 = IC1 module

bit 1-0 Unimplemented: Read as ‘0’
DS70000657H-page 318  2011-2013 Microchip Technology Inc.
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CH1, CH2 and CH3.

The ANx analog pins or op amp outputs
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ers through the multiplexers, controlled
by the SFR control bits, CH0Sx,
CHONx, CH123Sx and CH123Nx.
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Note 1: VREF+, VREF- inputs can be multiplexed with other analog inputs.
2: Channels 1, 2 and 3 are not applicable for the 12-bit mode of operation.
3: These bits can be updated with Step commands from the PTG module. See Section 24.0 “Peripheral Trigger Generator (PTG) Modul
4: When ADDMAEN (AD1CON4<8>) = 1, enabling DMA, only ADC1BUF0 is used.
5: OA3 is not available for 28-pin devices.

Open



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
23.2 ADC Helpful Tips

1. The SMPIx control bits in the AD1CON2 register:

a) Determine when the ADC interrupt flag is
set and an interrupt is generated, if
enabled.

b) When the CSCNA bit in the AD1CON2 reg-
isters is set to ‘1’, this determines when the
ADC analog scan channel list, defined in
the AD1CSSL/AD1CSSH registers, starts
over from the beginning.

c) When the DMA peripheral is not used
(ADDMAEN = 0), this determines when the
ADC Result Buffer Pointer to ADC1BUF0-
ADC1BUFF gets reset back to the
beginning at ADC1BUF0.

d) When the DMA peripheral is used
(ADDMAEN = 1), this determines when the
DMA Address Pointer is incremented after a
sample/conversion operation. ADC1BUF0 is
the only ADC buffer used in this mode. The
ADC Result Buffer Pointer to ADC1BUF0-
ADC1BUFF gets reset back to the beginning
at ADC1BUF0. The DMA address is
incremented after completion of every 32nd
sample/conversion operation. Conversion
results are stored in the ADC1BUF0 register
for transfer to RAM using DMA.

2. When the DMA module is disabled
(ADDMAEN = 0), the ADC has 16 result buffers.
ADC conversion results are stored sequentially
in ADC1BUF0-ADC1BUFF, regardless of which
analog inputs are being used subject to the
SMPIx bits and the condition described in 1c)
above. There is no relationship between the
ANx input being measured and which ADC
buffer (ADC1BUF0-ADC1BUFF) that the
conversion results will be placed in. 

3. When the DMA module is enabled
(ADDMAEN = 1), the ADC module has only
1 ADC result buffer (i.e., ADC1BUF0) per ADC
peripheral and the ADC conversion result must
be read, either by the CPU or DMA Controller,
before the next ADC conversion is complete to
avoid overwriting the previous value. 

4. The DONE bit (AD1CON1<0>) is only cleared at
the start of each conversion and is set at the
completion of the conversion, but remains set
indefinitely, even through the next sample phase
until the next conversion begins. If application
code is monitoring the DONE bit in any kind of
software loop, the user must consider this behav-
ior because the CPU code execution is faster
than the ADC. As a result, in Manual Sample
mode, particularly where the user’s code is set-
ting the SAMP bit (AD1CON1<1>), the DONE bit
should also be cleared by the user application
just before setting the SAMP bit.

5. Enabling op amps, comparator inputs and exter-
nal voltage references can limit the availability of
analog inputs (ANx pins). For example, when Op
Amp 2 is enabled, the pins for AN0, AN1 and AN2
are used by the op amp’s inputs and output. This
negates the usefulness of Alternate Input mode
since the MUXA selections use AN0-AN2.
Carefully study the ADC block diagram to deter-
mine the configuration that will best suit your
application. Configuration examples are avail-
able in the “Analog-to-Digital Converter
(ADC)” (DS70621) section in the “dsPIC33/
PIC24 Family Reference Manual”. 

23.3 ADC Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

23.3.1 KEY RESOURCES

• “Analog-to-Digital Converter (ADC)” 
(DS70621) in the “dsPIC33/PIC24 Family 
Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools

Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/wwwproducts/
Devices.aspx?dDocName=en555464
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 24-2: PTG OUTPUT DESCRIPTIONS

PTG Output 
Number

PTG Output Description

PTGO0 Trigger/Synchronization Source for OC1

PTGO1 Trigger/Synchronization Source for OC2

PTGO2 Trigger/Synchronization Source for OC3

PTGO3 Trigger/Synchronization Source for OC4

PTGO4 Clock Source for OC1

PTGO5 Clock Source for OC2

PTGO6 Clock Source for OC3

PTGO7 Clock Source for OC4

PTGO8 Trigger/Synchronization Source for IC1

PTGO9 Trigger/Synchronization Source for IC2

PTGO10 Trigger/Synchronization Source for IC3

PTGO11 Trigger/Synchronization Source for IC4

PTGO12 Sample Trigger for ADC

PTGO13 Sample Trigger for ADC

PTGO14 Sample Trigger for ADC

PTGO15 Sample Trigger for ADC

PTGO16 PWM Time Base Synchronous Source for PWM(1)

PTGO17 PWM Time Base Synchronous Source for PWM(1)

PTGO18 Mask Input Select for Op Amp/Comparator

PTGO19 Mask Input Select for Op Amp/Comparator

PTGO20 Reserved

PTGO21 Reserved

PTGO22 Reserved

PTGO23 Reserved

PTGO24 Reserved

PTGO25 Reserved

PTGO26 Reserved

PTGO27 Reserved

PTGO28 Reserved

PTGO29 Reserved

PTGO30 PTG Output to PPS Input Selection

PTGO31 PTG Output to PPS Input Selection

Note 1: This feature is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 27-1: CONFIGURATION BYTE REGISTER MAP

File 
Name

Address

Device 
Memory 

Size 
(Kbytes)

Bits 23-8 Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0

Reserved 0057EC 32

— — — — — — — — —

00AFEC 64

0157EC 128

02AFEC 256

0557EC 512

Reserved 0057EE 32

— — — — — — — — —

00AFEE 64

0157EE 128

02AFEE 256

0557EE 512

FICD 0057F0 32

— Reserved(3) — JTAGEN Reserved(2) Reserved(3) — ICS<1:0>

00AFF0 64

0157F0 128

02AFF0 256

0557F0 512

FPOR 0057F2 32

— WDTWIN<1:0> ALTI2C2 ALTI2C1 Reserved(3) — — —

00AFF2 64

0157F2 128

02AFF2 256

0557F2 512

FWDT 0057F4 32

— FWDTEN WINDIS PLLKEN WDTPRE WDTPOST<3:0>

00AFF4 64

0157F4 128

02AFF4 256

0557F4 512

FOSC 0057F6 32

— FCKSM<1:0> IOL1WAY — — OSCIOFNC POSCMD<1:0>

00AFF6 64

0157F6 128

02AFF6 256

0557F6 512

FOSCSEL 0057F8 32

— IESO PWMLOCK(1) — — — FNOSC<2:0>

00AFF8 64

0157F8 128

02AFF8 256

0557F8 512

FGS 0057FA 32

— — — — — — — GCP GWRP

00AFFA 64

0157FA 128

02AFFA 256

0557FA 512

Reserved 0057FC 32

— — — — — — — — —

00AFFC 64

0157FC 128

02AFFC 256

0557FC 512

Reserved 057FFE 32

— — — — — — — — —

00AFFE 64

0157FE 128

02AFFE 256

0557FE 512

Legend: — = unimplemented, read as ‘1’.

Note 1: This bit is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.

2: This bit is reserved and must be programmed as ‘0’.

3: These bits are reserved and must be programmed as ‘1’.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 30-30: I2Cx BUS START/STOP BITS TIMING CHARACTERISTICS (MASTER MODE)   

FIGURE 30-31: I2Cx BUS DATA TIMING CHARACTERISTICS (MASTER MODE)   
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Note: Refer to Figure 30-1 for load conditions.
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Note: Refer to Figure 30-1 for load conditions.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 30-56: CTMU CURRENT SOURCE SPECIFICATIONS

DC CHARACTERISTICS

Standard Operating Conditions:3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param 
No.

Symbol Characteristic Min. Typ. Max. Units Conditions

CTMU Current Source

CTMUI1 IOUT1 Base Range(1) 0.29 — 0.77 µA CTMUICON<9:8> = 01

CTMUI2 IOUT2 10x Range(1) 3.85 — 7.7 µA CTMUICON<9:8> = 10

CTMUI3 IOUT3 100x Range(1) 38.5 — 77 µA CTMUICON<9:8> = 11

CTMUI4 IOUT4 1000x Range(1) 385 — 770 µA CTMUICON<9:8> = 00

CTMUFV1 VF Temperature Diode Forward
Voltage(1,2)

— 0.598 — V TA = +25°C, 
CTMUICON<9:8> = 01

— 0.658 — V TA = +25°C, 
CTMUICON<9:8> = 10

— 0.721 — V TA = +25°C, 
CTMUICON<9:8> = 11

CTMUFV2 VFVR Temperature Diode Rate of
Change(1,2,3)

— -1.92 — mV/ºC CTMUICON<9:8> = 01

— -1.74 — mV/ºC CTMUICON<9:8> = 10

— -1.56 — mV/ºC CTMUICON<9:8> = 11

Note 1: Nominal value at center point of current trim range (CTMUICON<15:10> = 000000).

2: Parameters are characterized but not tested in manufacturing. 

3: Measurements taken with the following conditions:

• VREF+ = AVDD = 3.3V
• ADC configured for 10-bit mode
• ADC module configured for conversion speed of 500 ksps
• All PMDx bits are cleared (PMDx = 0)
• Executing a while(1) statement
• Device operating from the FRC with no PLL
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 30-37: ADC CONVERSION (10-BIT MODE) TIMING CHARACTERISTICS
(CHPS<1:0> = 01, SIMSAM = 0, ASAM = 0, SSRC<2:0> = 000, SSRCG = 0)    

FIGURE 30-38: ADC CONVERSION (10-BIT MODE) TIMING CHARACTERISTICS (CHPS<1:0> = 01, 
SIMSAM = 0, ASAM = 1, SSRC<2:0> = 111, SSRCG = 0, SAMC<4:0> = 00010)    
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1 – Software sets AD1CON1. SAMP to start sampling.
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“Analog-to-Digital Converter (ADC)” (DS70621) 
in the “dsPIC33/PIC24 Family Reference Manual”.

AD62
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 31-8: DC CHARACTERISTICS: I/O PIN OUTPUT SPECIFICATIONS  

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Param. Symbol Characteristic Min. Typ. Max. Units Conditions

HDO10 VOL Output Low Voltage
4x Sink Driver Pins(2)

— — 0.4 V IOL  5 mA, VDD = 3.3V
(Note 1)

Output Low Voltage
8x Sink Driver Pins(3)

— — 0.4 V IOL  8 mA, VDD = 3.3V
(Note 1)

HDO20 VOH Output High Voltage
4x Source Driver Pins(2)

2.4 — — V IOH  -10 mA, VDD = 3.3V
(Note 1)

Output High Voltage
8x Source Driver Pins(3)

2.4 — — V IOH  15 mA, VDD = 3.3V
(Note 1)

HDO20A VOH1 Output High Voltage
4x Source Driver Pins(2)

1.5 — — V IOH  -3.9 mA, VDD = 3.3V
(Note 1)

2.0 — — IOH  -3.7 mA, VDD = 3.3V
(Note 1)

3.0 — — IOH  -2 mA, VDD = 3.3V
(Note 1)

Output High Voltage
8x Source Driver Pins(3)

1.5 — — V IOH  -7.5 mA, VDD = 3.3V
(Note 1)

2.0 — — IOH  -6.8 mA, VDD = 3.3V
(Note 1)

3.0 — — IOH  -3 mA, VDD = 3.3V
(Note 1)

Note 1: Parameters are characterized, but not tested.

2: Includes all I/O pins that are not 8x Sink Driver pins (see below).

3: Includes the following pins:
For devices with less than 64 pins: RA3, RA4, RA9, RB<15:7> and RC3
For 64-pin devices: RA4, RA9, RB<15:7>, RC3 and RC15
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Remappable Input for U1RX..................................... 176
Reset System............................................................ 123
Shared Port Structure ............................................... 173
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SPIx Module.............................................................. 266
Suggested Oscillator Circuit Placement...................... 31
Type B Timer (Timer2 and Timer4)........................... 208
Type B/Type C Timer Pair (32-Bit Timer).................. 209
Type C Timer (Timer3 and Timer5) .......................... 208
UARTx Module.......................................................... 281
User-Programmable Blanking Function .................... 357
Watchdog Timer (WDT) ............................................ 385

Brown-out Reset (BOR) .................................................... 384
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Code Examples
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Note the following details of the code protection feature on Microchip devices:

• Microchip products meet the specification contained in their particular Microchip Data Sheet.

• Microchip believes that its family of products is one of the most secure families of its kind on the market today, when used in the 
intended manner and under normal conditions.

• There are dishonest and possibly illegal methods used to breach the code protection feature. All of these methods, to our 
knowledge, require using the Microchip products in a manner outside the operating specifications contained in Microchip’s Data 
Sheets. Most likely, the person doing so is engaged in theft of intellectual property.

• Microchip is willing to work with the customer who is concerned about the integrity of their code.

• Neither Microchip nor any other semiconductor manufacturer can guarantee the security of their code. Code protection does not 
mean that we are guaranteeing the product as “unbreakable.”

Code protection is constantly evolving. We at Microchip are committed to continuously improving the code protection features of our
products. Attempts to break Microchip’s code protection feature may be a violation of the Digital Millennium Copyright Act. If such acts
allow unauthorized access to your software or other copyrighted work, you may have a right to sue for relief under that Act.
Information contained in this publication regarding device
applications and the like is provided only for your convenience
and may be superseded by updates. It is your responsibility to
ensure that your application meets with your specifications.
MICROCHIP MAKES NO REPRESENTATIONS OR
WARRANTIES OF ANY KIND WHETHER EXPRESS OR
IMPLIED, WRITTEN OR ORAL, STATUTORY OR
OTHERWISE, RELATED TO THE INFORMATION,
INCLUDING BUT NOT LIMITED TO ITS CONDITION,
QUALITY, PERFORMANCE, MERCHANTABILITY OR
FITNESS FOR PURPOSE. Microchip disclaims all liability
arising from this information and its use. Use of Microchip
devices in life support and/or safety applications is entirely at
the buyer’s risk, and the buyer agrees to defend, indemnify and
hold harmless Microchip from any and all damages, claims,
suits, or expenses resulting from such use. No licenses are
conveyed, implicitly or otherwise, under any Microchip
intellectual property rights.
 2011-2013 Microchip Technology Inc.
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Fax: 91-20-2566-1513

Japan - Osaka
Tel: 81-6-6152-7160 
Fax: 81-6-6152-9310

Japan - Tokyo
Tel: 81-3-6880- 3770 
Fax: 81-3-6880-3771

Korea - Daegu
Tel: 82-53-744-4301
Fax: 82-53-744-4302

Korea - Seoul
Tel: 82-2-554-7200
Fax: 82-2-558-5932 or 
82-2-558-5934

Malaysia - Kuala Lumpur
Tel: 60-3-6201-9857
Fax: 60-3-6201-9859

Malaysia - Penang
Tel: 60-4-227-8870
Fax: 60-4-227-4068

Philippines - Manila
Tel: 63-2-634-9065
Fax: 63-2-634-9069

Singapore
Tel: 65-6334-8870
Fax: 65-6334-8850

Taiwan - Hsin Chu
Tel: 886-3-5778-366
Fax: 886-3-5770-955

Taiwan - Kaohsiung
Tel: 886-7-213-7828
Fax: 886-7-330-9305

Taiwan - Taipei
Tel: 886-2-2508-8600 
Fax: 886-2-2508-0102

Thailand - Bangkok
Tel: 66-2-694-1351
Fax: 66-2-694-1350

EUROPE
Austria - Wels
Tel: 43-7242-2244-39
Fax: 43-7242-2244-393
Denmark - Copenhagen
Tel: 45-4450-2828 
Fax: 45-4485-2829

France - Paris
Tel: 33-1-69-53-63-20 
Fax: 33-1-69-30-90-79

Germany - Munich
Tel: 49-89-627-144-0 
Fax: 49-89-627-144-44

Italy - Milan 
Tel: 39-0331-742611 
Fax: 39-0331-466781

Netherlands - Drunen
Tel: 31-416-690399 
Fax: 31-416-690340

Spain - Madrid
Tel: 34-91-708-08-90
Fax: 34-91-708-08-91

UK - Wokingham
Tel: 44-118-921-5869
Fax: 44-118-921-5820

Worldwide Sales and Service
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