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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Obsolete

Core Processor dsPIC

Core Size 16-Bit

Speed 60 MIPs

Connectivity I²C, IrDA, LINbus, QEI, SPI, UART/USART

Peripherals Brown-out Detect/Reset, DMA, Motor Control PWM, POR, PWM, WDT

Number of I/O 53

Program Memory Size 128KB (43K x 24)

Program Memory Type FLASH

EEPROM Size -

RAM Size 8K x 16

Voltage - Supply (Vcc/Vdd) 3V ~ 3.6V

Data Converters A/D 16x10b/12b

Oscillator Type Internal

Operating Temperature -40°C ~ 125°C (TA)

Mounting Type Surface Mount

Package / Case 64-VFQFN Exposed Pad

Supplier Device Package 64-VQFN (9x9)

Purchase URL https://www.e-xfl.com/product-detail/microchip-technology/dspic33ep128mc206t-e-mr

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/dspic33ep128mc206t-e-mr-4435702
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers


dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Pin Diagrams (Continued) 
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44-Pin VTLA(1,2,3) = Pins are up to 5V tolerant 
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Note 1: The RPn/RPIn pins can be used by any remappable peripheral with some limitation. See Section 11.4 
“Peripheral Pin Select (PPS)” for available peripherals and for information on limitations.

2: Every I/O port pin (RAx-RGx) can be used as a Change Notification pin (CNAx-CNGx). See Section 11.0 “I/O 
Ports” for more information.

3: The metal pad at the bottom of the device is not connected to any pins and is recommended to be connected 
to VSS externally.

4: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Pin Diagrams (Continued) 

64-Pin TQFP(1,2,3) = Pins are up to 5V tolerant 
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PIC24EP64MC206

dsPIC33EP64MC206/506

PIC24EP128MC206
PIC24EP256MC206

dsPIC33EP128MC206/506
dsPIC33EP256MC206/506
dsPIC33EP512MC206/506

PIC24EP512MC206

Note 1: The RPn/RPIn pins can be used by any remappable peripheral with some limitation. See Section 11.4 
“Peripheral Pin Select (PPS)” for available peripherals and for information on limitations.

2: Every I/O port pin (RAx-RGx) can be used as a Change Notification pin (CNAx-CNGx). See Section 11.0 “I/O 
Ports” for more information.

3: The metal pad at the bottom of the device is not connected to any pins and is recommended to be connected 
to VSS externally.

4: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
 2011-2013 Microchip Technology Inc. DS70000657H-page 19
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— — — — 4400

— — — — 4440

— PTG1IP<2:0> 0444

ADDRERR STKERR OSCFAIL — 0000

— INT2EP INT1EP INT0EP 8000

— — — — 0000

— — — SGHT 0000

M<7:0> 0000

LY (CONTINUED)

Bit 3 Bit 2 Bit 1 Bit 0
All

Resets
IPC35 0886 — JTAGIP<2:0> — ICDIP<2:0> — — — —

IPC36 0888 — PTG0IP<2:0> — PTGWDTIP<2:0> — PTGSTEPIP<2:0>

IPC37 088A — — — — — PTG3IP<2:0> — PTG2IP<2:0>

INTCON1 08C0 NSTDIS OVAERR OVBERR COVAERR COVBERR OVATE OVBTE COVTE SFTACERR DIV0ERR DMACERR MATHERR

INTCON2 08C2 GIE DISI SWTRAP — — — — — — — — —

INTCON3 08C4 — — — — — — — — — — DAE DOOVR

INTCON4 08C6 — — — — — — — — — — — —

INTTREG 08C8 — — — — ILR<3:0> VECNU

TABLE 4-6: INTERRUPT CONTROLLER REGISTER MAP FOR dsPIC33EPXXXMC20X DEVICES ON

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 7-2: CORCON: CORE CONTROL REGISTER(1)

R/W-0 U-0 R/W-0 R/W-0 R/W-0 R-0 R-0 R-0

VAR — US1 US0 EDT DL2 DL1 DL0

bit 15 bit 8

R/W-0 R/W-0 R/W-1 R/W-0 R/C-0 R-0 R/W-0 R/W-0

SATA SATB SATDW ACCSAT IPL3(2) SFA RND IF

bit 7 bit 0

Legend: C = Clearable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’= Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 VAR: Variable Exception Processing Latency Control bit

1 = Variable exception processing is enabled
0 = Fixed exception processing is enabled

bit 3 IPL3: CPU Interrupt Priority Level Status bit 3(2)

1 = CPU Interrupt Priority Level is greater than 7
0 = CPU Interrupt Priority Level is 7 or less

Note 1: For complete register details, see Register 3-2.

2: The IPL3 bit is concatenated with the IPL<2:0> bits (SR<7:5>) to form the CPU Interrupt Priority Level.
 2011-2013 Microchip Technology Inc. DS70000657H-page 133



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 11-2: RPINR1: PERIPHERAL PIN SELECT INPUT REGISTER 1

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— INT2R<6:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-7 Unimplemented: Read as ‘0’ 

bit 6-0 INT2R<6:0>: Assign External Interrupt 2 (INT2) to the Corresponding RPn Pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS

REGISTER 11-3: RPINR3: PERIPHERAL PIN SELECT INPUT REGISTER 3

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— T2CKR<6:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-7 Unimplemented: Read as ‘0’ 

bit 6-0 T2CKR<6:0>: Assign Timer2 External Clock (T2CK) to the Corresponding RPn pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS
DS70000657H-page 184  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
     

REGISTER 13-2: TyCON: (TIMER3 AND TIMER5) CONTROL REGISTER

R/W-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0

TON(1) — TSIDL(2) — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 U-0 U-0 R/W-0 U-0

— TGATE(1) TCKPS1(1) TCKPS0(1) — — TCS(1,3) —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 TON: Timery On bit(1)

1 = Starts 16-bit Timery
0 = Stops 16-bit Timery

bit 14 Unimplemented: Read as ‘0’

bit 13 TSIDL: Timery Stop in Idle Mode bit(2)

1 = Discontinues module operation when device enters Idle mode
0 = Continues module operation in Idle mode

bit 12-7 Unimplemented: Read as ‘0’

bit 6 TGATE: Timery Gated Time Accumulation Enable bit(1)

When TCS = 1: 
This bit is ignored.

When TCS = 0: 
1 = Gated time accumulation is enabled
0 = Gated time accumulation is disabled

bit 5-4 TCKPS<1:0>: Timery Input Clock Prescale Select bits(1)

11 = 1:256 
10 = 1:64
01 = 1:8 
00 = 1:1

bit 3-2 Unimplemented: Read as ‘0’

bit 1 TCS: Timery Clock Source Select bit(1,3)

1 = External clock is from pin, TyCK (on the rising edge) 
0 = Internal clock (FP)

bit 0 Unimplemented: Read as ‘0’

Note 1: When 32-bit operation is enabled (T2CON<3> = 1), these bits have no effect on Timery operation; all timer 
functions are set through TxCON.

2: When 32-bit timer operation is enabled (T32 = 1) in the Timerx Control register (TxCON<3>), the TSIDL 
bit must be cleared to operate the 32-bit timer in Idle mode.

3: The TyCK pin is not available on all timers. See the “Pin Diagrams” section for the available pins.
 2011-2013 Microchip Technology Inc. DS70000657H-page 211



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 16-1: HIGH-SPEED PWMx MODULE ARCHITECTURAL OVERVIEW
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Note 1: The PWM interrupts are generated by logically ORing the FLTSTAT, CLSTAT and TRGSTAT status bits for the 
given PWM generator. Refer to the “dsPIC33/PIC24 Family Reference Manual”, “High-Speed PWM” 
(DS70645) for more information.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 16-2: HIGH-SPEED PWMx MODULE REGISTER INTERCONNECTION DIAGRAM
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Note 1: The PWM interrupts are generated by logically ORing the FLTSTAT, CLSTAT and TRGSTAT status bits for the 
given PWM generator. Refer to the “dsPIC33/PIC24 Family Reference Manual”, “High-Speed PWM” 
(DS70645) for more information.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 7-6 EVPOL<1:0>: Trigger/Event/Interrupt Polarity Select bits

11 = Trigger/event/interrupt generated on any change of the comparator output (while CEVT = 0)
10 = Trigger/event/interrupt generated only on high-to-low transition of the polarity selected comparator

output (while CEVT = 0)

If CPOL = 1 (inverted polarity):
Low-to-high transition of the comparator output.

If CPOL = 0 (non-inverted polarity):
High-to-low transition of the comparator output.

01 = Trigger/event/interrupt generated only on low-to-high transition of the polarity-selected comparator
output (while CEVT = 0)

If CPOL = 1 (inverted polarity):
High-to-low transition of the comparator output.

If CPOL = 0 (non-inverted polarity):
Low-to-high transition of the comparator output

00 = Trigger/event/interrupt generation is disabled

bit 5 Unimplemented: Read as ‘0’

bit 4 CREF: Comparator Reference Select bit (VIN+ input)(1)

1 = VIN+ input connects to internal CVREFIN voltage(2)

0 = VIN+ input connects to CxIN1+ pin

bit 3-2 Unimplemented: Read as ‘0’

bit 1-0 CCH<1:0>: Op Amp/Comparator Channel Select bits(1)

11 = Unimplemented
10 = Unimplemented
01 = Inverting input of the comparator connects to the CxIN2- pin(2)

00 = Inverting input of the op amp/comparator connects to the CxIN1- pin

REGISTER 25-2: CMxCON: COMPARATOR x CONTROL REGISTER (x = 1, 2 OR 3) (CONTINUED)

Note 1: Inputs that are selected and not available will be tied to VSS. See the “Pin Diagrams” section for available 
inputs for each package.

2: This output is not available when OPMODE (CMxCON<10>) = 1.
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REGISTER 25-7: CVRCON: COMPARATOR VOLTAGE REFERENCE CONTROL REGISTER

U-0 R/W-0 U-0 U-0 U-0 R/W-0 U-0 U-0

— CVR2OE(1) — — — VREFSEL — —

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CVREN CVR1OE(1) CVRR CVRSS(2) CVR3 CVR2 CVR1 CVR0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’

bit 14 CVR2OE: Comparator Voltage Reference 2 Output Enable bit(1)

1 = (AVDD – AVSS)/2 is connected to the CVREF2O pin
0 = (AVDD – AVSS)/2 is disconnected from the CVREF2O pin

bit 13-11 Unimplemented: Read as ‘0’

bit 10 VREFSEL: Comparator Voltage Reference Select bit

1 = CVREFIN = VREF+
0 = CVREFIN is generated by the resistor network

bit 9-8 Unimplemented: Read as ‘0’

bit 7 CVREN: Comparator Voltage Reference Enable bit

1 = Comparator voltage reference circuit is powered on
0 = Comparator voltage reference circuit is powered down

bit 6 CVR1OE: Comparator Voltage Reference 1 Output Enable bit(1)

1 = Voltage level is output on the CVREF1O pin
0 = Voltage level is disconnected from then CVREF1O pin

bit 5 CVRR: Comparator Voltage Reference Range Selection bit

1 = CVRSRC/24 step-size 
0 = CVRSRC/32 step-size

bit 4 CVRSS: Comparator Voltage Reference Source Selection bit(2)

1 = Comparator voltage reference source, CVRSRC = (VREF+) – (AVSS) 
0 = Comparator voltage reference source, CVRSRC = AVDD – AVSS

bit 3-0 CVR<3:0> Comparator Voltage Reference Value Selection 0  CVR<3:0>  15 bits

When CVRR = 1:
CVREFIN = (CVR<3:0>/24)  (CVRSRC)

When CVRR = 0:
CVREFIN = (CVRSRC/4) + (CVR<3:0>/32)  (CVRSRC)

Note 1: CVRxOE overrides the TRISx and the ANSELx bit settings.

2: In order to operate with CVRSS = 1, at least one of the comparator modules must be enabled.
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WDTPRE Watchdog Timer Prescaler bit
1 = 1:128
0 = 1:32

WDTPOST<3:0> Watchdog Timer Postscaler bits
1111 = 1:32,768
1110 = 1:16,384
•
•
•
0001 = 1:2
0000 = 1:1

WDTWIN<1:0> Watchdog Window Select bits
11 = WDT window is 25% of WDT period
10 = WDT window is 37.5% of WDT period
01 = WDT window is 50% of WDT period
00 = WDT window is 75% of WDT period

ALTI2C1 Alternate I2C1 pin
1 = I2C1 is mapped to the SDA1/SCL1 pins
0 = I2C1 is mapped to the ASDA1/ASCL1 pins

ALTI2C2 Alternate I2C2 pin
1 = I2C2 is mapped to the SDA2/SCL2 pins
0 = I2C2 is mapped to the ASDA2/ASCL2 pins

JTAGEN(2) JTAG Enable bit 
1 = JTAG is enabled
0 = JTAG is disabled

ICS<1:0> ICD Communication Channel Select bits
11 = Communicate on PGEC1 and PGED1
10 = Communicate on PGEC2 and PGED2
01 = Communicate on PGEC3 and PGED3
00 = Reserved, do not use

TABLE 27-2: CONFIGURATION BITS DESCRIPTION (CONTINUED)

Bit Field Description

Note 1: This bit is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.

2: When JTAGEN = 1, an internal pull-up resistor is enabled on the TMS pin. Erased devices default to 
JTAGEN = 1. Applications requiring I/O pins in a high-impedance state (tri-state) in Reset should use pins 
other than TMS for this purpose.
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FIGURE 30-25: SPI1 MASTER MODE (FULL-DUPLEX, CKE = 0, CKP = x, SMP = 1) 
TIMING CHARACTERISTICS

TABLE 30-44: SPI1 MASTER MODE (FULL-DUPLEX, CKE = 0, CKP = x, SMP = 1) 
TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param. Symbol Characteristic(1) Min. Typ.(2) Max. Units Conditions

SP10 FscP Maximum SCK1 Frequency — — 10 MHz -40ºC to +125ºC
(Note 3)

SP20 TscF SCK1 Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP21 TscR SCK1 Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP30 TdoF SDO1 Data Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP31 TdoR SDO1 Data Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP35 TscH2doV,
TscL2doV

SDO1 Data Output Valid after
SCK1 Edge

— 6 20 ns

SP36 TdoV2scH, 
TdoV2scL

SDO1 Data Output Setup to
First SCK1 Edge

30 — — ns

SP40 TdiV2scH, 
TdiV2scL

Setup Time of SDI1 Data 
Input to SCK1 Edge

30 — — ns

SP41 TscH2diL, 
TscL2diL

Hold Time of SDI1 Data Input
to SCK1 Edge 

30 — — ns

Note 1: These parameters are characterized, but are not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated.

3: The minimum clock period for SCK1 is 100 ns. The clock generated in Master mode must not violate this 
specification.

4: Assumes 50 pF load on all SPI1 pins.

SCK1
(CKP = 0)

SCK1
(CKP = 1)

SDO1

SDI1

SP40 SP41

SP21SP20SP35

SP20SP21

MSb LSbBit 14 - - - - - -1

LSb InBit 14 - - - -1

SP30, SP31SP30, SP31

Note: Refer to Figure 30-1 for load conditions.

SP36

MSb In

SP10
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FIGURE 30-26: SPI1 SLAVE MODE (FULL-DUPLEX, CKE = 1, CKP = 0, SMP = 0) 
TIMING CHARACTERISTICS

SS1

SCK1
(CKP = 0)

SCK1
(CKP = 1)

SDO1

SP60

SDI1

SP30, SP31

MSb Bit 14 - - - - - -1 LSb

SP51

Bit 14 - - - -1 LSb In

SP52

SP73SP72

SP72SP73

SP40

SP41

Note: Refer to Figure 30-1 for load conditions.

SP36

SP50

SP35

SP70

MSb In
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NOTES:
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Note: For the most current package drawings, please see the Microchip Packaging Specification located at 

http://www.microchip.com/packaging
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Note: For the most current package drawings, please see the Microchip Packaging Specification located at 

http://www.microchip.com/packaging
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