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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Voltage - Supply (Vcc/Vdd) 3V ~ 3.6V

Data Converters A/D 9x10b/12b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Pin Diagrams (Continued) 

36-Pin VTLA(1,2,3)
= Pins are up to 5V tolerant 
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Note 1: The RPn/RPIn pins can be used by any remappable peripheral with some limitation. See Section 11.4 
“Peripheral Pin Select (PPS)” for available peripherals and for information on limitations.

2: Every I/O port pin (RAx-RGx) can be used as a Change Notification pin (CNAx-CNGx). See Section 11.0 “I/O 
Ports” for more information.

3: The metal pad at the bottom of the device is not connected to any pins and is recommended to be connected 
to VSS externally.

4: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.

dsPIC33EP32MC203/503

PIC24EP64MC203

dsPIC33EP64MC203/503
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
C1IN1-
C1IN2-
C1IN1+
OA1OUT
C1OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 1 Negative Input 1.
Comparator 1 Negative Input 2.
Op Amp/Comparator 1 Positive Input 1.
Op Amp 1 output.
Comparator 1 output.

C2IN1-
C2IN2-
C2IN1+
OA2OUT
C2OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 2 Negative Input 1.
Comparator 2 Negative Input 2.
Op Amp/Comparator 2 Positive Input 1.
Op Amp 2 output.
Comparator 2 output.

C3IN1-
C3IN2-
C3IN1+
OA3OUT
C3OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 3 Negative Input 1.
Comparator 3 Negative Input 2.
Op Amp/Comparator 3 Positive Input 1.
Op Amp 3 output.
Comparator 3 output.

C4IN1-
C4IN1+
C4OUT

I
I
O

Analog
Analog

—

No
No
Yes

Comparator 4 Negative Input 1.
Comparator 4 Positive Input 1.
Comparator 4 output.

CVREF1O

CVREF2O

O
O

Analog
Analog

No
No

Op amp/comparator voltage reference output.
Op amp/comparator voltage reference divided by 2 output.

PGED1
PGEC1
PGED2
PGEC2
PGED3
PGEC3

I/O
I

I/O
I

I/O
I

ST
ST
ST
ST
ST
ST

No
No
No
No
No
No

Data I/O pin for Programming/Debugging Communication Channel 1.
Clock input pin for Programming/Debugging Communication Channel 1.
Data I/O pin for Programming/Debugging Communication Channel 2.
Clock input pin for Programming/Debugging Communication Channel 2.
Data I/O pin for Programming/Debugging Communication Channel 3.
Clock input pin for Programming/Debugging Communication Channel 3.

MCLR I/P ST No Master Clear (Reset) input. This pin is an active-low Reset to the 
device.

AVDD P P No Positive supply for analog modules. This pin must be connected at all 
times.

AVSS P P No Ground reference for analog modules. This pin must be connected at all 
times.

VDD P — No Positive supply for peripheral logic and I/O pins.

VCAP P — No CPU logic filter capacitor connection.

VSS P — No Ground reference for logic and I/O pins.

VREF+ I Analog No Analog voltage reference (high) input.

VREF- I Analog No Analog voltage reference (low) input.

TABLE 1-1: PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name(4) Pin
Type

Buffer
Type

PPS Description

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input 
PPS = Peripheral Pin Select TTL = TTL input buffer

Note 1: This pin is available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.

2: This pin is available on dsPIC33EPXXXGP/MC50X devices only.

3: This is the default Fault on Reset for dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices. See 
Section 16.0 “High-Speed PWM Module (dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X 
Devices Only)” for more information.

4: Not all pins are available in all packages variants. See the “Pin Diagrams” section for pin availability.

5: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
DS70000657H-page 28  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
3.5 Programmer’s Model

The programmer’s model for the
dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X
and PIC24EPXXXGP/MC20X is shown in Figure 3-2.
All registers in the programmer’s model are memory
mapped and can be manipulated directly by
instructions. Table 3-1 lists a description of each
register.

In addition to the registers contained in the
programmer’s model, the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and PIC24EPXXXGP/

MC20X devices contain control registers for Modulo
Addressing (dsPIC33EPXXXMC20X/50X and
dsPIC33EPXXXGP50X devices only), Bit-Reversed
Addressing (dsPIC33EPXXXMC20X/50X and
dsPIC33EPXXXGP50X devices only) and interrupts.
These registers are described in subsequent
sections of this document.

All registers associated with the programmer’s model
are memory mapped, as shown in Table 4-1.

TABLE 3-1: PROGRAMMER’S MODEL REGISTER DESCRIPTIONS

Register(s) Name Description

W0 through W15 Working Register Array

ACCA, ACCB 40-Bit DSP Accumulators

PC 23-Bit Program Counter

SR ALU and DSP Engine STATUS Register

SPLIM Stack Pointer Limit Value Register

TBLPAG Table Memory Page Address Register

DSRPAG Extended Data Space (EDS) Read Page Register

DSWPAG Extended Data Space (EDS) Write Page Register

RCOUNT REPEAT Loop Count Register

DCOUNT(1) DO Loop Count Register

DOSTARTH(1,2), DOSTARTL(1,2) DO Loop Start Address Register (High and Low)

DOENDH(1), DOENDL(1) DO Loop End Address Register (High and Low)

CORCON Contains DSP Engine, DO Loop Control and Trap Status bits

Note 1: This register is available on dsPIC33EPXXXMC20X/50X and dsPIC33EPXXXGP50X devices only.

2: The DOSTARTH and DOSTARTL registers are read-only.
 2011-2013 Microchip Technology Inc. DS70000657H-page 37



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-5: PROGRAM MEMORY MAP FOR dsPIC33EP512GP50X, dsPIC33EP512MC20X/50X 
AND PIC24EP512GP/MC20X DEVICES 

Reset Address

0x000000

0x000002

Write Latches

User Program
Flash Memory

0x0557EC
0x0557EA(175K instructions)

0x800000

0xFA0000
0xFA0002
0xFA0004

DEVID

0xFEFFFE
0xFF0000

0xFFFFFE

0xF9FFFE

Unimplemented

(Read ‘0’s)

GOTO Instruction

0x000004

Reserved

0x7FFFFE

Reserved

0x000200
0x0001FEInterrupt Vector Table
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Flash Configuration
Bytes

0x055800
0x0557FE

Reserved

0xFF0002

Note: Memory areas are not shown to scale.

0xFF0004

Reserved

0x800FF8
0x800FF6

0x801000
0x800FFE

USERID
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All
Resets

IFS IF OC1IF IC1IF INT0IF 0000

IFS IF CMIF MI2C1IF SI2C1IF 0000

IFS IF C1RXIF SPI2IF SPI2EIF 0000

IFS MI2C2IF SI2C2IF — 0000

IFS CIF U2EIF U1EIF — 0000

IFS — — — 0000

IFS — — PWM3IF 0000

IFS — — — 0000

IFS 0IF PTGWDTIF PTGSTEPIF — 0000

IEC IE OC1IE IC1IE INT0IE 0000

IEC IE CMIE MI2C1IE SI2C1IE 0000

IEC IE C1RXIE SPI2IE SPI2EIE 0000

IEC MI2C2IE SI2C2IE — 0000

IEC CIE U2EIE U1EIE — 0000

IEC — — — 0000

IEC — — PWM3IE 0000

IEC — — — 0000

IEC — — — 0000

IEC 0IE PTGWDTIE PTGSTEPIE — 0000

IPC INT0IP<2:0> 4444

IPC DMA0IP<2:0> 4444

IPC T3IP<2:0> 4444

IPC U1TXIP<2:0> 0444

IPC SI2C1IP<2:0> 4444

IPC INT1IP<2:0> 0004

IPC DMA2IP<2:0> 4444

IPC T5IP<2:0> 4444

IPC SPI2EIP<2:0> 4444

IPC DMA3IP<2:0> 0444

IPC — — — 0440

IPC — — — 0440

IPC — — — 4440

IPC — — — 0400

IPC — — — 0040

Le
BLE 4-7: INTERRUPT CONTROLLER REGISTER MAP FOR dsPIC33EPXXXMC50X DEVICES ONLY

File 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4 Bi

0 0800 — DMA1IF AD1IF U1TXIF U1RXIF SPI1IF SPI1EIF T3IF T2IF OC2IF IC2IF DMA0IF T1

1 0802 U2TXIF U2RXIF INT2IF T5IF T4IF OC4IF OC3IF DMA2IF — — — INT1IF CN

2 0804 — — — — — — — — — IC4IF IC3IF DMA3IF C1

3 0806 — — — — — QEI1IF PSEMIF — — — — — —

4 0808 — — CTMUIF — — — — — — C1TXIF — — CR

5 080A PWM2IF PWM1IF — — — — — — — — — — —

6 080C — — — — — — — — — — — — —

8 0810 JTAGIF ICDIF — — — — — — — — — — —

9 0812 — — — — — — — — — PTG3IF PTG2IF PTG1IF PTG

0 0820 — DMA1IE AD1IE U1TXIE U1RXIE SPI1IE SPI1EIE T3IE T2IE OC2IE IC2IE DMA0IE T1

1 0822 U2TXIE U2RXIE INT2IE T5IE T4IE OC4IE OC3IE DMA2IE — — — INT1IE CN

2 0824 — — — — — — — — — IC4IE IC3IE DMA3IE C1

3 0826 — — — — — QEI1IE PSEMIE — — — — — —

4 0828 — — CTMUIE — — — — — — C1TXIE — — CR

5 082A PWM2IE PWM1IE — — — — — — — — — — —

6 082C — — — — — — — — — — — — —

7 082E — — — — — — — — — — — — —

8 0830 JTAGIE ICDIE — — — — — — — — — — —

9 0832 — — — — — — — — — PTG3IE PTG2IE PTG1IE PTG

0 0840 — T1IP<2:0> — OC1IP<2:0> — IC1IP<2:0> —

1 0842 — T2IP<2:0> — OC2IP<2:0> — IC2IP<2:0> —

2 0844 — U1RXIP<2:0> — SPI1IP<2:0> — SPI1EIP<2:0> —

3 0846 — — — — — DMA1IP<2:0> — AD1IP<2:0> —

4 0848 — CNIP<2:0> — CMIP<2:0> — MI2C1IP<2:0> —

5 084A — — — — — — — — — — — — —

6 084C — T4IP<2:0> — OC4IP<2:0> — OC3IP<2:0> —

7 084E — U2TXIP<2:0> — U2RXIP<2:0> — INT2IP<2:0> —

8 0850 — C1IP<2:0> — C1RXIP<2:0> — SPI2IP<2:0> —

9 0852 — — — — — IC4IP<2:0> — IC3IP<2:0> —

12 0858 — — — — — MI2C2IP<2:0> — SI2C2IP<2:0> —

14 085C — — — — — QEI1IP<2:0> — PSEMIP<2:0> —

16 0860 — CRCIP<2:0> — U2EIP<2:0> — U1EIP<2:0> —

17 0862 — — — — — C1TXIP<2:0> — — — — —

19 0866 — — — — — — — — — CTMUIP<2:0> —

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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it 4 Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

MTBS CAM XPRES IUE 0000

:0> CLDAT<1:0> SWAP OSYNC C000

FLTPOL FLTMOD<1:0> 00F8

0000

0000

0000

0000

0000

TRGSTRT<5:0> 0000

CL BPHH BPHL BPLH BPLL 0000

0000

OPSEL<3:0> CHOPHEN CHOPLEN 0000

XXMC20X DEVICES ONLY

 4 Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

MTBS CAM XPRES IUE 0000

> CLDAT<1:0> SWAP OSYNC C000

FLTPOL FLTMOD<1:0> 00F8

0000

0000

0000

0000

0000

TRGSTRT<5:0> 0000

L BPHH BPHL BPLH BPLL 0000

0000

PSEL<3:0> CHOPHEN CHOPLEN 0000
TABLE 4-14: PWM GENERATOR 2 REGISTER MAP FOR dsPIC33EPXXXMC20X/50X AND PIC24EPX

File Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 B

PWMCON2 0C40 FLTSTAT CLSTAT TRGSTAT FLTIEN CLIEN TRGIEN ITB MDCS DTC<1:0> DTCP —

IOCON2 0C42 PENH PENL POLH POLL PMOD<1:0> OVRENH OVRENL OVRDAT<1:0> FLTDAT<1

FCLCON2 0C44 — CLSRC<4:0> CLPOL CLMOD FLTSRC<4:0>

PDC2 0C46 PDC2<15:0>

PHASE2 0C48 PHASE2<15:0>

DTR2 0C4A — — DTR2<13:0>

ALTDTR2 0C4C — — ALTDTR2<13:0>

TRIG2 0C52 TRGCMP<15:0>

TRGCON2 0C54 TRGDIV<3:0> — — — — — —

LEBCON2 0C5A PHR PHF PLR PLF FLTLEBEN CLLEBEN — — — — BCH B

LEBDLY2 0C5C — — — — LEB<11:0>

AUXCON2 0C5E — — — — BLANKSEL<3:0> — — CH

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

TABLE 4-15: PWM GENERATOR 3 REGISTER MAP FOR dsPIC33EPXXXMC20X/50X AND PIC24EPX

File Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit

PWMCON3 0C60 FLTSTAT CLSTAT TRGSTAT FLTIEN CLIEN TRGIEN ITB MDCS DTC<1:0> DTCP —

IOCON3 0C62 PENH PENL POLH POLL PMOD<1:0> OVRENH OVRENL OVRDAT<1:0> FLTDAT<1:0

FCLCON3 0C64 — CLSRC<4:0> CLPOL CLMOD FLTSRC<4:0>

PDC3 0C66 PDC3<15:0>

PHASE3 0C68 PHASE3<15:0>

DTR3 0C6A — — DTR3<13:0>

ALTDTR3 0C6C — — ALTDTR3<13:0>

TRIG3 0C72 TRGCMP<15:0>

TRGCON3 0C74 TRGDIV<3:0> — — — — — —

LEBCON3 0C7A PHR PHF PLR PLF FLTLEBEN CLLEBEN — — — — BCH BC

LEBDLY3 0C7C — — — — LEB<11:0>

AUXCON3 0C7E — — — — BLANKSEL<3:0> — — CHO

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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Table Address Space

(TBLPAG<7:0>)

0x0000
(TBLPAG = 0x00)

0xFFFF

S_Addr<15:0>

lsw Using
TBLRDL/TBLWTL

MSB Using
TBLRDH/TBLWTH

0x0000
(TBLPAG = 0x7F)

0xFFFF

lsw Using
TBLRDL/TBLWTL

MSB Using
TBLRDH/TBLWTH

re information.
AMPLE 4-3: PAGED DATA MEMORY SPACE

0x0000

Program Memory
0x0000

0x7FFF

0x7FFF

EDS Page 0x001

0x0000
SFR Registers

0x0FFF
0x1000

Up to 8-Kbyte

0x2FFF

Local Data Space EDS
(DSRPAG<9:0>/DSWPAG<8:0>)

Reserved
(Will produce an

address error trap)

32-Kbyte
EDS Window

0xFFFF

0x3000

Page 0

Program Space

0x00_0000

0x7F_FFFF

(lsw – <15:0>)

0x0000

(DSRPAG = 0x001)
(DSWPAG = 0x001)

EDS Page 0x1FF
(DSRPAG = 0x1FF)
(DSWPAG = 0x1FF)

EDS Page 0x200
(DSRPAG = 0x200)

PSV
Program
Memory

EDS Page 0x2FF
(DSRPAG = 0x2FF)

EDS Page 0x300
(DSRPAG = 0x300)

EDS Page 0x3FF
(DSRPAG = 0x3FF)

0x7FFF

0x0000

0x7FFF

0x0000

0x7FFF
0x0000

0x7FFF

0x0000

0x7FFF

DS_Addr<14:0>

DS_Addr<15:0>

(lsw)

PSV
Program
Memory
(MSB)

Program Memory

0x00_0000

0x7F_FFFF

(MSB – <23:16>)

D

(Instruction & Data)

No writes allowed

No writes allowed

No writes allowed

No writes allowed

RAM(1)

0x7FFF
0x8000

Note 1: For 64K Flash devices. RAM size and end location is dependent on device; see Section 4.2 “Data Address Space” for mo



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
6.0 RESETS 

The Reset module combines all Reset sources and
controls the device Master Reset Signal, SYSRST. The
following is a list of device Reset sources:

• POR: Power-on Reset 

• BOR: Brown-out Reset

• MCLR: Master Clear Pin Reset

• SWR: RESET Instruction

• WDTO: Watchdog Timer Time-out Reset

• CM: Configuration Mismatch Reset 

• TRAPR: Trap Conflict Reset

• IOPUWR: Illegal Condition Device Reset

- Illegal Opcode Reset
- Uninitialized W Register Reset
- Security Reset

A simplified block diagram of the Reset module is
shown in Figure 6-1.

Any active source of Reset will make the SYSRST
signal active. On system Reset, some of the registers
associated with the CPU and peripherals are forced to
a known Reset state and some are unaffected.

All types of device Reset set a corresponding status bit
in the RCON register to indicate the type of Reset (see
Register 6-1).

A POR clears all the bits, except for the POR and BOR
bits (RCON<1:0>), that are set. The user application
can set or clear any bit at any time during code
execution. The RCON bits only serve as status bits.
Setting a particular Reset status bit in software does
not cause a device Reset to occur. 

The RCON register also has other bits associated with
the Watchdog Timer and device power-saving states.
The function of these bits is discussed in other sections
of this manual. 

For all Resets, the default clock source is determined
by the FNOSC<2:0> bits in the FOSCSEL Configura-
tion register. The value of the FNOSC<2:0> bits is
loaded into NOSC<2:0> (OSCCON<10:8>) on Reset,
which in turn, initializes the system clock.

FIGURE 6-1: RESET SYSTEM BLOCK DIAGRAM

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data sheet,
refer to “Reset” (DS70602) in the
“dsPIC33/PIC24 Family Reference Man-
ual”, which is available from the Microchip
web site (www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

Note: Refer to the specific peripheral section or
Section 4.0 “Memory Organization” of
this manual for register Reset states.

Note: The status bits in the RCON register
should be cleared after they are read so
that the next RCON register value after a
device Reset is meaningful. 

MCLR

VDD

BOR

Sleep or Idle

RESET Instruction

WDT
Module

Glitch Filter

Trap Conflict

Illegal Opcode

Uninitialized W Register

SYSRST

VDD Rise
Detect

POR

Configuration Mismatch

Security Reset

Internal
Regulator
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REGISTER 8-5: DMAXSTBH: DMA CHANNEL X START ADDRESS REGISTER B (HIGH)

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

STB<23:16>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-8 Unimplemented: Read as ‘0’

bit 7-0 STB<23:16>: Secondary Start Address bits (source or destination)

REGISTER 8-6: DMAXSTBL: DMA CHANNEL X START ADDRESS REGISTER B (LOW)

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

STB<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

STB<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 STB<15:0>: Secondary Start Address bits (source or destination) 
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12.1 Timer1 Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

12.1.1 KEY RESOURCES

• “Timers” (DS70362) in the “dsPIC33/PIC24 
Family Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools

Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/wwwproducts/
Devices.aspx?dDocName=en555464
DS70000657H-page 204  2011-2013 Microchip Technology Inc.
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12.2 Timer1 Control Register 

REGISTER 12-1: T1CON: TIMER1 CONTROL REGISTER

R/W-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0

TON(1) — TSIDL — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0 R/W-0 U-0

—  TGATE TCKPS1 TCKPS0 — TSYNC(1) TCS(1) —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 TON: Timer1 On bit(1)

1 = Starts 16-bit Timer1
0 = Stops 16-bit Timer1

bit 14 Unimplemented: Read as ‘0’

bit 13 TSIDL: Timer1 Stop in Idle Mode bit

1 = Discontinues module operation when device enters Idle mode
0 = Continues module operation in Idle mode

bit 12-7 Unimplemented: Read as ‘0’

bit 6 TGATE: Timer1 Gated Time Accumulation Enable bit

When TCS = 1: 
This bit is ignored.

When TCS = 0: 
1 = Gated time accumulation is enabled
0 = Gated time accumulation is disabled

bit 5-4 TCKPS<1:0>: Timer1 Input Clock Prescale Select bits

11 = 1:256 
10 = 1:64
01 = 1:8 
00 = 1:1

bit 3 Unimplemented: Read as ‘0’

bit 2 TSYNC: Timer1 External Clock Input Synchronization Select bit(1)

When TCS = 1: 
1 = Synchronizes external clock input
0 = Does not synchronize external clock input

When TCS = 0: 
This bit is ignored.

bit 1 TCS: Timer1 Clock Source Select bit(1)

1 = External clock is from pin, T1CK (on the rising edge) 
0 = Internal clock (FP)

bit 0 Unimplemented: Read as ‘0’

Note 1: When Timer1 is enabled in External Synchronous Counter mode (TCS = 1, TSYNC = 1, TON = 1), any 
attempts by user software to write to the TMR1 register are ignored.
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bit 5 ABAUD: Auto-Baud Enable bit

1 = Enables baud rate measurement on the next character – requires reception of a Sync field (55h)
before other data; cleared in hardware upon completion

0 = Baud rate measurement is disabled or completed

bit 4 URXINV: UARTx Receive Polarity Inversion bit 

1 = UxRX Idle state is ‘0’
0 = UxRX Idle state is ‘1’

bit 3 BRGH: High Baud Rate Enable bit

1 = BRG generates 4 clocks per bit period (4x baud clock, High-Speed mode)
0 = BRG generates 16 clocks per bit period (16x baud clock, Standard mode)

bit 2-1 PDSEL<1:0>: Parity and Data Selection bits

11 = 9-bit data, no parity
10 = 8-bit data, odd parity
01 = 8-bit data, even parity
00 = 8-bit data, no parity

bit 0 STSEL: Stop Bit Selection bit

1 = Two Stop bits
0 = One Stop bit

REGISTER 20-1: UxMODE: UARTx MODE REGISTER (CONTINUED)

Note 1: Refer to the “UART” (DS70582) section in the “dsPIC33/PIC24 Family Reference Manual” for information on 
enabling the UARTx module for receive or transmit operation.

2: This feature is only available for the 16x BRG mode (BRGH = 0).

3: This feature is only available on 44-pin and 64-pin devices.

4: This feature is only available on 64-pin devices.
DS70000657H-page 284  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
21.0 ENHANCED CAN (ECAN™) 
MODULE (dsPIC33EPXXXGP/
MC50X DEVICES ONLY)

21.1 Overview 

The Enhanced Controller Area Network (ECAN)
module is a serial interface, useful for communicat-
ing with other CAN modules or microcontroller
devices. This interface/protocol was designed to
allow communications within noisy environments.
The dsPIC33EPXXXGP/MC50X devices contain one
ECAN module.

The ECAN module is a communication controller
implementing the CAN 2.0 A/B protocol, as defined in
the BOSCH CAN specification. The module supports
CAN 1.2, CAN 2.0A, CAN 2.0B Passive and CAN 2.0B
Active versions of the protocol. The module implemen-
tation is a full CAN system. The CAN specification is
not covered within this data sheet. The reader can refer
to the BOSCH CAN specification for further details.

The ECAN module features are as follows:

• Implementation of the CAN protocol, CAN 1.2, 
CAN 2.0A and CAN 2.0B 

• Standard and extended data frames

• 0-8 bytes data length

• Programmable bit rate up to 1 Mbit/sec

• Automatic response to remote transmission 
requests

• Up to eight transmit buffers with application speci-
fied prioritization and abort capability (each buffer 
can contain up to 8 bytes of data)

• Up to 32 receive buffers (each buffer can contain 
up to 8 bytes of data)

• Up to 16 full (Standard/Extended Identifier) 
acceptance filters

• Three full acceptance filter masks

• DeviceNet™ addressing support

• Programmable wake-up functionality with 
integrated low-pass filter

• Programmable Loopback mode supports self-test 
operation

• Signaling via interrupt capabilities for all CAN 
receiver and transmitter error states

• Programmable clock source

• Programmable link to Input Capture (IC2) module 
for time-stamping and network synchronization

• Low-power Sleep and Idle mode

The CAN bus module consists of a protocol engine and
message buffering/control. The CAN protocol engine
handles all functions for receiving and transmitting
messages on the CAN bus. Messages are transmitted
by first loading the appropriate data registers. Status
and errors can be checked by reading the appropriate
registers. Any message detected on the CAN bus is
checked for errors and then matched against filters to
see if it should be received and stored in one of the
receive registers.

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data sheet,
refer to “Enhanced Controller Area
Network (ECAN™)” (DS70353) in the
“dsPIC33/PIC24 Family Reference Man-
ual”, which is available from the Microchip
web site (www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.
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REGISTER 24-6: PTGSDLIM: PTG STEP DELAY LIMIT REGISTER(1,2)

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PTGSDLIM<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PTGSDLIM<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 PTGSDLIM<15:0>: PTG Step Delay Limit Register bits

Holds a PTG Step delay value representing the number of additional PTG clocks between the start of 
a Step command and the completion of a Step command.

Note 1: A base Step delay of one PTG clock is added to any value written to the PTGSDLIM register 
(Step Delay = (PTGSDLIM) + 1).

2: This register is read-only when the PTG module is executing Step commands (PTGEN = 1 and 
PTGSTRT = 1).

REGISTER 24-7: PTGC0LIM: PTG COUNTER 0 LIMIT REGISTER(1)

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PTGC0LIM<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PTGC0LIM<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 PTGC0LIM<15:0>: PTG Counter 0 Limit Register bits

May be used to specify the loop count for the PTGJMPC0 Step command or as a limit register for the 
General Purpose Counter 0.

Note 1: This register is read-only when the PTG module is executing Step commands (PTGEN = 1 and 
PTGSTRT = 1).
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27.0 SPECIAL FEATURES

dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X
and PIC24EPXXXGP/MC20X devices include several
features intended to maximize application flexibility and
reliability, and minimize cost through elimination of
external components. These are:

• Flexible Configuration

• Watchdog Timer (WDT)

• Code Protection and CodeGuard™ Security

• JTAG Boundary Scan Interface

• In-Circuit Serial Programming™ (ICSP™)

• In-Circuit Emulation

27.1 Configuration Bits

In dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X devices, the
Configuration bytes are implemented as volatile mem-
ory. This means that configuration data must be
programmed each time the device is powered up.
Configuration data is stored in at the top of the on-chip
program memory space, known as the Flash Configura-
tion bytes. Their specific locations are shown in
Table 27-1. The configuration data is automatically
loaded from the Flash Configuration bytes to the proper
Configuration Shadow registers during device Resets.

When creating applications for these devices, users
should always specifically allocate the location of the
Flash Configuration bytes for configuration data in their
code for the compiler. This is to make certain that pro-
gram code is not stored in this address when the code
is compiled.

The upper 2 bytes of all Flash Configuration Words in
program memory should always be ‘1111 1111 1111
1111’. This makes them appear to be NOP instructions
in the remote event that their locations are ever
executed by accident. Since Configuration bits are not
implemented in the corresponding locations, writing
‘1’s to these locations has no effect on device
operation. 

The Configuration Flash bytes map is shown in
Table 27-1.

Note: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to the related section of the
“dsPIC33/PIC24 Family Reference
Manual”, which is available from the
Microchip web site (www.microchip.com).

Note: Configuration data is reloaded on all types
of device Resets.

Note: Performing a page erase operation on the
last page of program memory clears the
Flash Configuration bytes, enabling code
protection as a result. Therefore, users
should avoid performing page erase
operations on the last page of program
memory.
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53 NEG NEG Acc(1) Negate Accumulator 1 1 OA,OB,OAB,
SA,SB,SAB

NEG f f = f + 1 1 1 C,DC,N,OV,Z

NEG f,WREG WREG = f + 1 1 1 C,DC,N,OV,Z

NEG Ws,Wd Wd = Ws + 1 1 1 C,DC,N,OV,Z

54 NOP NOP No Operation 1 1 None

NOPR No Operation 1 1 None

55 POP POP f Pop f from Top-of-Stack (TOS) 1 1 None

POP Wdo Pop from Top-of-Stack (TOS) to Wdo 1 1 None

POP.D Wnd Pop from Top-of-Stack (TOS) to 
W(nd):W(nd + 1)

1 2 None

POP.S Pop Shadow Registers 1 1 All

56 PUSH PUSH f Push f to Top-of-Stack (TOS) 1 1 None

PUSH Wso Push Wso to Top-of-Stack (TOS) 1 1 None

PUSH.D Wns Push W(ns):W(ns + 1) to Top-of-Stack 
(TOS)

1 2 None

PUSH.S Push Shadow Registers 1 1 None

57 PWRSAV PWRSAV   #lit1 Go into Sleep or Idle mode 1 1 WDTO,Sleep

58 RCALL RCALL Expr Relative Call 1 4 SFA

RCALL Wn Computed Call 1 4 SFA

59 REPEAT REPEAT #lit15 Repeat Next Instruction lit15 + 1 times 1 1 None

REPEAT Wn Repeat Next Instruction (Wn) + 1 times 1 1 None

60 RESET RESET Software device Reset 1 1 None

61 RETFIE RETFIE Return from interrupt 1 6 (5) SFA

62 RETLW RETLW #lit10,Wn Return with literal in Wn 1 6 (5) SFA

63 RETURN RETURN Return from Subroutine 1 6 (5) SFA

64 RLC RLC f f = Rotate Left through Carry f 1 1 C,N,Z

RLC f,WREG WREG = Rotate Left through Carry f 1 1 C,N,Z

RLC Ws,Wd Wd = Rotate Left through Carry Ws 1 1 C,N,Z

65 RLNC RLNC f f = Rotate Left (No Carry) f 1 1 N,Z

RLNC f,WREG WREG = Rotate Left (No Carry) f 1 1 N,Z

RLNC Ws,Wd Wd = Rotate Left (No Carry) Ws 1 1 N,Z

66 RRC RRC f f = Rotate Right through Carry f 1 1 C,N,Z

RRC f,WREG WREG = Rotate Right through Carry f 1 1 C,N,Z

RRC Ws,Wd Wd = Rotate Right through Carry Ws 1 1 C,N,Z

67 RRNC RRNC f f = Rotate Right (No Carry) f 1 1 N,Z

RRNC f,WREG WREG = Rotate Right (No Carry) f 1 1 N,Z

RRNC Ws,Wd Wd = Rotate Right (No Carry) Ws 1 1 N,Z

68 SAC SAC Acc,#Slit4,Wdo(1) Store Accumulator 1 1 None

SAC.R Acc,#Slit4,Wdo(1) Store Rounded Accumulator 1 1 None

69 SE SE Ws,Wnd Wnd = sign-extended Ws 1 1 C,N,Z

70 SETM SETM f f = 0xFFFF 1 1 None

SETM WREG WREG = 0xFFFF 1 1 None

SETM Ws Ws = 0xFFFF 1 1 None

71 SFTAC SFTAC Acc,Wn(1) Arithmetic Shift Accumulator by (Wn) 1 1 OA,OB,OAB,
SA,SB,SAB

SFTAC Acc,#Slit6(1) Arithmetic Shift Accumulator by Slit6 1 1 OA,OB,OAB,
SA,SB,SAB

TABLE 28-2: INSTRUCTION SET OVERVIEW (CONTINUED)   

Base
Instr

#

Assembly
Mnemonic

Assembly Syntax Description
# of 

Words
# of 

Cycles(2)
Status Flags 

Affected

Note 1: These instructions are available in dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.
2: Read and Read-Modify-Write (e.g., bit operations and logical operations) on non-CPU SFRs incur an additional instruction cycle.
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FIGURE 30-13: QEI MODULE INDEX PULSE TIMING CHARACTERISTICS
(dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X DEVICES ONLY)     

    

QEA
(input)

QEB
(input)

Ungated
Index

Index Internal

Position Counter
Reset

TQ51 TQ50

TQ55

TABLE 30-32: QEI INDEX PULSE TIMING REQUIREMENTS
(dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X DEVICES ONLY)

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param
No.

Symbol Characteristic(1) Min. Max. Units Conditions

TQ50 TqiL Filter Time to Recognize Low,
with Digital Filter

3 * N * TCY — ns N = 1, 2, 4, 16, 32, 64,
128 and 256 (Note 2)

TQ51 TqiH Filter Time to Recognize High,
with Digital Filter

3 * N * TCY — ns N = 1, 2, 4, 16, 32, 64,
128 and 256 (Note 2)

TQ55 Tqidxr Index Pulse Recognized to Position
Counter Reset (ungated index)

3 TCY — ns

Note 1: These parameters are characterized but not tested in manufacturing.

2: Alignment of index pulses to QEA and QEB is shown for position counter Reset timing only. Shown for 
forward direction only (QEA leads QEB). Same timing applies for reverse direction (QEA lags QEB) but 
index pulse recognition occurs on the falling edge.
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Note: For the most current package drawings, please see the Microchip Packaging Specification located at 

http://www.microchip.com/packaging
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Section 30.0 “Electrical 
Characteristics” 
(Continued)

These SPI2 Timing Requirements were updated:

• Maximum value for Parameter SP10 and the minimum clock period value for 
SCKx in Note 3 (see Table 30-36, Table 30-37, and Table 30-38)

• Maximum value for Parameter SP70 and the minimum clock period value for 
SCKx in Note 3 (see Table 30-40 and Table 30-42)

• The Maximum Data Rate values were updated for the SPI2 Maximum Data/Clock 
Rate Summary (see Table 30-43)

These SPI1 Timing Requirements were updated:

• Maximum value for Parameters SP10 and the minimum clock period value for 
SCKx in Note 3 (see Table 30-44, Table 30-45, and Table 30-46)

• Maximum value for Parameters SP70 and the minimum clock period value for 
SCKx in Note 3 (see Table 30-47 through Table 30-50)

• Minimum value for Parameters SP40 and SP41 see Table 30-44 through 
Table 30-50)

Updated all Typical values for the CTMU Current Source Specifications (see 
Table 30-55).

Updated Note1, the Maximum value for Parameter AD06, the Minimum value for 
AD07, and the Typical values for AD09 in the ADC Module Specifications (see 
Table 30-56).

Added Note 1 to the ADC Module Specifications (12-bit Mode) (see Table 30-57).

Added Note 1 to the ADC Module Specifications (10-bit Mode) (see Table 30-58).

Updated the Minimum and Maximum values for Parameter AD21b in the 10-bit Mode 
ADC Module Specifications (see Table 30-58).

Updated Note 2 in the ADC Conversion (12-bit Mode) Timing Requirements (see 
Table 30-59).

Updated Note 1 in the ADC Conversion (10-bit Mode) Timing Requirements (see 
Table 30-60).

TABLE A-2: MAJOR SECTION UPDATES (CONTINUED)

Section Name Update Description
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Remappable Input for U1RX..................................... 176
Reset System............................................................ 123
Shared Port Structure ............................................... 173
Single-Phase Synchronous Buck Converter ............... 33
SPIx Module.............................................................. 266
Suggested Oscillator Circuit Placement...................... 31
Type B Timer (Timer2 and Timer4)........................... 208
Type B/Type C Timer Pair (32-Bit Timer).................. 209
Type C Timer (Timer3 and Timer5) .......................... 208
UARTx Module.......................................................... 281
User-Programmable Blanking Function .................... 357
Watchdog Timer (WDT) ............................................ 385

Brown-out Reset (BOR) .................................................... 384

C
C Compilers

MPLAB XC Compilers............................................... 398
Charge Time Measurement Unit. See CTMU.
Code Examples

IC1 Connection to QEI1 Input on 
Pin 43 of dsPIC33EPXXXMC206 ..................... 176

Port Write/Read ........................................................ 174
PWMx Write-Protected Register 

Unlock Sequence.............................................. 226
PWRSAV Instruction Syntax ..................................... 163

Code Protection ........................................................ 379, 386
CodeGuard Security.................................................. 379, 386
Configuration Bits.............................................................. 379

Description ................................................................ 381
Configuration Byte Register Map ...................................... 380
Configuring Analog and Digital Port Pins .......................... 174
CPU

Addressing Modes ...................................................... 35
Clocking System Options.......................................... 154
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