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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Pin Diagrams (Continued) 

43

44-Pin VTLA(1,2,3) = Pins are up to 5V tolerant 
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Note 1: The RPn/RPIn pins can be used by any remappable peripheral with some limitation. See Section 11.4 
“Peripheral Pin Select (PPS)” for available peripherals and for information on limitations.

2: Every I/O port pin (RAx-RGx) can be used as a Change Notification pin (CNAx-CNGx). See Section 11.0 “I/O 
Ports” for more information.

3: The metal pad at the bottom of the device is not connected to any pins and is recommended to be connected 
to VSS externally.

4: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Pin Diagrams (Continued) 

48-Pin UQFN(1,2,3) = Pins are up to 5V tolerant 

Note 1: The RPn/RPIn pins can be used by any remappable peripheral with some limitation. See Section 11.4 
“Peripheral Pin Select (PPS)” for available peripherals and for information on limitations.

2: Every I/O port pin (RAx-RGx) can be used as a Change Notification pin (CNAx-CNGx). See Section 11.0 “I/O 
Ports” for more information.

3: The metal pad at the bottom of the device is not connected to any pins and is recommended to be connected 
to VSS externally.

4: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
U2CTS
U2RTS
U2RX
U2TX
BCLK2

I
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O
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—
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No
No
Yes
Yes
No

UART2 Clear-To-Send.
UART2 Ready-To-Send.
UART2 receive.
UART2 transmit.
UART2 IrDA® baud clock output.
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SDI1
SDO1
SS1

I/O
I
O

I/O
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ST
—
ST

No
No
No
No

Synchronous serial clock input/output for SPI1.
SPI1 data in.
SPI1 data out.
SPI1 slave synchronization or frame pulse I/O.
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SDO2
SS2

I/O
I
O

I/O
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—
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Synchronous serial clock input/output for SPI2.
SPI2 data in.
SPI2 data out.
SPI2 slave synchronization or frame pulse I/O.
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Synchronous serial clock input/output for I2C1.
Synchronous serial data input/output for I2C1.
Alternate synchronous serial clock input/output for I2C1.
Alternate synchronous serial data input/output for I2C1.
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Synchronous serial clock input/output for I2C2.
Synchronous serial data input/output for I2C2.
Alternate synchronous serial clock input/output for I2C2.
Alternate synchronous serial data input/output for I2C2.
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JTAG Test mode select pin.
JTAG test clock input pin.
JTAG test data input pin.
JTAG test data output pin.
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ECAN1 bus receive pin.
ECAN1 bus transmit pin. 

FLT1(1), FLT2(1)
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PWM Fault Inputs 1 and 2.
PWM Fault Inputs 3 and 4.
PWM Fault Input 32 (Class B Fault).
PWM Dead-Time Compensation Inputs 1 through 3.
PWM Low Outputs 1 through 3.
PWM High Outputs 1 through 3.
PWM Synchronization Input 1.
PWM Synchronization Output 1.
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QEB1(1)
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Quadrature Encoder Index1 pulse input.
Quadrature Encoder Home1 pulse input.
Quadrature Encoder Phase A input in QEI1 mode. Auxiliary timer 
external clock/gate input in Timer mode.
Quadrature Encoder Phase B input in QEI1 mode. Auxiliary timer 
external clock/gate input in Timer mode.
Quadrature Encoder Compare Output 1.

TABLE 1-1: PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name(4) Pin
Type

Buffer
Type

PPS Description

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input 
PPS = Peripheral Pin Select TTL = TTL input buffer

Note 1: This pin is available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.

2: This pin is available on dsPIC33EPXXXGP/MC50X devices only.

3: This is the default Fault on Reset for dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices. See 
Section 16.0 “High-Speed PWM Module (dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X 
Devices Only)” for more information.

4: Not all pins are available in all packages variants. See the “Pin Diagrams” section for pin availability.

5: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
 2011-2013 Microchip Technology Inc. DS70000657H-page 27



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-10: DATA MEMORY MAP FOR dsPIC33EP256MC20X/50X AND 
dsPIC33EP256GP50X DEVICES
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
6.0 RESETS 

The Reset module combines all Reset sources and
controls the device Master Reset Signal, SYSRST. The
following is a list of device Reset sources:

• POR: Power-on Reset 

• BOR: Brown-out Reset

• MCLR: Master Clear Pin Reset

• SWR: RESET Instruction

• WDTO: Watchdog Timer Time-out Reset

• CM: Configuration Mismatch Reset 

• TRAPR: Trap Conflict Reset

• IOPUWR: Illegal Condition Device Reset

- Illegal Opcode Reset
- Uninitialized W Register Reset
- Security Reset

A simplified block diagram of the Reset module is
shown in Figure 6-1.

Any active source of Reset will make the SYSRST
signal active. On system Reset, some of the registers
associated with the CPU and peripherals are forced to
a known Reset state and some are unaffected.

All types of device Reset set a corresponding status bit
in the RCON register to indicate the type of Reset (see
Register 6-1).

A POR clears all the bits, except for the POR and BOR
bits (RCON<1:0>), that are set. The user application
can set or clear any bit at any time during code
execution. The RCON bits only serve as status bits.
Setting a particular Reset status bit in software does
not cause a device Reset to occur. 

The RCON register also has other bits associated with
the Watchdog Timer and device power-saving states.
The function of these bits is discussed in other sections
of this manual. 

For all Resets, the default clock source is determined
by the FNOSC<2:0> bits in the FOSCSEL Configura-
tion register. The value of the FNOSC<2:0> bits is
loaded into NOSC<2:0> (OSCCON<10:8>) on Reset,
which in turn, initializes the system clock.

FIGURE 6-1: RESET SYSTEM BLOCK DIAGRAM

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data sheet,
refer to “Reset” (DS70602) in the
“dsPIC33/PIC24 Family Reference Man-
ual”, which is available from the Microchip
web site (www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

Note: Refer to the specific peripheral section or
Section 4.0 “Memory Organization” of
this manual for register Reset states.

Note: The status bits in the RCON register
should be cleared after they are read so
that the next RCON register value after a
device Reset is meaningful. 
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SYSRST

VDD Rise
Detect
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Internal
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
             

REGISTER 8-11: DMAPWC: DMA PERIPHERAL WRITE COLLISION STATUS REGISTER

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 U-0 U-0 R-0 R-0 R-0 R-0

— — — — PWCOL3 PWCOL2 PWCOL1 PWCOL0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-4 Unimplemented: Read as ‘0’

bit 3 PWCOL3: DMA Channel 3 Peripheral Write Collision Flag bit

1 = Write collision is detected
0 = No write collision is detected

bit 2 PWCOL2: DMA Channel 2 Peripheral Write Collision Flag bit

1 = Write collision is detected
0 = No write collision is detected

bit 1 PWCOL1: DMA Channel 1 Peripheral Write Collision Flag bit

1 = Write collision is detected
0 = No write collision is detected

bit 0 PWCOL0: DMA Channel 0 Peripheral Write Collision Flag bit

1 = Write collision is detected
0 = No write collision is detected
DS70000657H-page 148  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 4-0 PLLPRE<4:0>: PLL Phase Detector Input Divider Select bits (also denoted as ‘N1’, PLL prescaler)

11111 = Input divided by 33
•
•
•
00001 = Input divided by 3
00000 = Input divided by 2 (default)

REGISTER 9-2: CLKDIV: CLOCK DIVISOR REGISTER (CONTINUED)

Note 1: The DOZE<2:0> bits can only be written to when the DOZEN bit is clear. If DOZEN = 1, any writes to 
DOZE<2:0> are ignored.

2: This bit is cleared when the ROI bit is set and an interrupt occurs.

3: The DOZEN bit cannot be set if DOZE<2:0> = 000. If DOZE<2:0> = 000, any attempt by user software to 
set the DOZEN bit is ignored.
 2011-2013 Microchip Technology Inc. DS70000657H-page 159



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 10-1: PMD1: PERIPHERAL MODULE DISABLE CONTROL REGISTER 1

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0

T5MD T4MD T3MD T2MD T1MD QEI1MD(1) PWMMD(1) —

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0 R/W-0

I2C1MD U2MD U1MD SPI2MD SPI1MD — C1MD(2) AD1MD

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 T5MD: Timer5 Module Disable bit
1 = Timer5 module is disabled
0 = Timer5 module is enabled

bit 14 T4MD: Timer4 Module Disable bit
1 = Timer4 module is disabled
0 = Timer4 module is enabled

bit 13 T3MD: Timer3 Module Disable bit
1 = Timer3 module is disabled
0 = Timer3 module is enabled

bit 12 T2MD: Timer2 Module Disable bit
1 = Timer2 module is disabled
0 = Timer2 module is enabled

bit  11 T1MD: Timer1 Module Disable bit
1 = Timer1 module is disabled
0 = Timer1 module is enabled

bit 10 QEI1MD: QEI1 Module Disable bit(1)

1 = QEI1 module is disabled
0 = QEI1 module is enabled

bit 9 PWMMD: PWM Module Disable bit(1)

1 = PWM module is disabled
0 = PWM module is enabled

bit 8 Unimplemented: Read as ‘0’

bit 7 I2C1MD: I2C1 Module Disable bit
1 = I2C1 module is disabled
0 = I2C1 module is enabled

bit 6 U2MD: UART2 Module Disable bit
1 = UART2 module is disabled
0 = UART2 module is enabled

bit 5 U1MD: UART1 Module Disable bit
1 = UART1 module is disabled
0 = UART1 module is enabled

bit 4 SPI2MD: SPI2 Module Disable bit
1 = SPI2 module is disabled
0 = SPI2 module is enabled

Note 1: This bit is available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.

2: This bit is available on dsPIC33EPXXXGP50X and dsPIC33EPXXXMC50X devices only.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 10-2: PMD2: PERIPHERAL MODULE DISABLE CONTROL REGISTER 2

U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — IC4MD IC3MD IC2MD IC1MD

bit 15 bit 8

U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — OC4MD OC3MD OC2MD OC1MD

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-12 Unimplemented: Read as ‘0’

bit 11 IC4MD: Input Capture 4 Module Disable bit

1 = Input Capture 4 module is disabled
0 = Input Capture 4 module is enabled

bit 10 IC3MD: Input Capture 3 Module Disable bit

1 = Input Capture 3 module is disabled
0 = Input Capture 3 module is enabled

bit 9 IC2MD: Input Capture 2 Module Disable bit

1 = Input Capture 2 module is disabled
0 = Input Capture 2 module is enabled

bit 8 IC1MD: Input Capture 1 Module Disable bit

1 = Input Capture 1 module is disabled
0 = Input Capture 1 module is enabled

bit 7-4 Unimplemented: Read as ‘0’

bit 3 OC4MD: Output Compare 4 Module Disable bit

1 = Output Compare 4 module is disabled
0 = Output Compare 4 module is enabled

bit 2 OC3MD: Output Compare 3 Module Disable bit

1 = Output Compare 3 module is disabled
0 = Output Compare 3 module is enabled

bit 1 OC2MD: Output Compare 2 Module Disable bit

1 = Output Compare 2 module is disabled
0 = Output Compare 2 module is enabled

bit 0 OC1MD: Output Compare 1 Module Disable bit

1 = Output Compare 1 module is disabled
0 = Output Compare 1 module is enabled
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11.1.1 OPEN-DRAIN CONFIGURATION

In addition to the PORTx, LATx and TRISx registers
for data control, port pins can also be individually
configured for either digital or open-drain output. This
is controlled by the Open-Drain Control register,
ODCx, associated with each port. Setting any of the
bits configures the corresponding pin to act as an
open-drain output. 

The open-drain feature allows the generation of
outputs other than VDD by using external pull-up
resistors. The maximum open-drain voltage allowed
on any pin is the same as the maximum VIH

specification for that particular pin. 

See the “Pin Diagrams” section for the available
5V tolerant pins and Table 30-11 for the maximum
VIH specification for each pin.

11.2 Configuring Analog and Digital 
Port Pins

The ANSELx register controls the operation of the
analog port pins. The port pins that are to function as
analog inputs or outputs must have their corresponding
ANSELx and TRISx bits set. In order to use port pins for
I/O functionality with digital modules, such as Timers,
UARTs, etc., the corresponding ANSELx bit must be
cleared.

The ANSELx register has a default value of 0xFFFF;
therefore, all pins that share analog functions are
analog (not digital) by default.

Pins with analog functions affected by the ANSELx
registers are listed with a buffer type of analog in the
Pinout I/O Descriptions (see Table 1-1).

If the TRISx bit is cleared (output) while the ANSELx bit
is set, the digital output level (VOH or VOL) is converted
by an analog peripheral, such as the ADC module or
comparator module.

When the PORTx register is read, all pins configured as
analog input channels are read as cleared (a low level).

Pins configured as digital inputs do not convert an
analog input. Analog levels on any pin defined as a
digital input (including the ANx pins) can cause the
input buffer to consume current that exceeds the
device specifications.

11.2.1 I/O PORT WRITE/READ TIMING

One instruction cycle is required between a port
direction change or port write operation and a read
operation of the same port. Typically this instruction
would be a NOP, as shown in Example 11-1.

11.3 Input Change Notification (ICN)

The Input Change Notification function of the I/O ports
allows devices to generate interrupt requests to the
processor in response to a Change-of-State (COS) on
selected input pins. This feature can detect input
Change-of-States even in Sleep mode, when the clocks
are disabled. Every I/O port pin can be selected
(enabled) for generating an interrupt request on a
Change-of-State.

Three control registers are associated with the Change
Notification (CN) functionality of each I/O port. The
CNENx registers contain the CN interrupt enable con-
trol bits for each of the input pins. Setting any of these
bits enables a CN interrupt for the corresponding pins.

Each I/O pin also has a weak pull-up and a weak
pull-down connected to it. The pull-ups and pull-
downs act as a current source or sink source
connected to the pin and eliminate the need for
external resistors when push button, or keypad
devices are connected. The pull-ups and pull-downs
are enabled separately, using the CNPUx and the
CNPDx registers, which contain the control bits for
each of the pins. Setting any of the control bits
enables the weak pull-ups and/or pull-downs for the
corresponding pins.

EXAMPLE 11-1: PORT WRITE/READ 
EXAMPLE

Note: Pull-ups and pull-downs on Change Noti-
fication pins should always be disabled
when the port pin is configured as a digital
output.

MOV 0xFF00, W0 ; Configure PORTB<15:8>
; as inputs

MOV W0, TRISB ; and PORTB<7:0> 
; as outputs

NOP ; Delay 1 cycle
BTSS PORTB, #13 ; Next Instruction
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REGISTER 11-2: RPINR1: PERIPHERAL PIN SELECT INPUT REGISTER 1

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— INT2R<6:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-7 Unimplemented: Read as ‘0’ 

bit 6-0 INT2R<6:0>: Assign External Interrupt 2 (INT2) to the Corresponding RPn Pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS

REGISTER 11-3: RPINR3: PERIPHERAL PIN SELECT INPUT REGISTER 3

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— T2CKR<6:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-7 Unimplemented: Read as ‘0’ 

bit 6-0 T2CKR<6:0>: Assign Timer2 External Clock (T2CK) to the Corresponding RPn pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS
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bit 6-4 INTDIV<2:0>: Timer Input Clock Prescale Select bits (interval timer, main timer (position counter),
velocity counter and index counter internal clock divider select)(3)

111 = 1:128 prescale value
110 = 1:64 prescale value
101 = 1:32 prescale value
100 = 1:16 prescale value
011 = 1:8 prescale value
010 = 1:4 prescale value
001 = 1:2 prescale value
000 = 1:1 prescale value

bit 3 CNTPOL: Position and Index Counter/Timer Direction Select bit

1 = Counter direction is negative unless modified by external up/down signal
0 = Counter direction is positive unless modified by external up/down signal

bit 2 GATEN: External Count Gate Enable bit

1 = External gate signal controls position counter operation
0 = External gate signal does not affect position counter/timer operation

bit 1-0 CCM<1:0>: Counter Control Mode Selection bits

11 = Internal Timer mode with optional external count is selected
10 = External clock count with optional external count is selected
01 = External clock count with external up/down direction is selected 
00 = Quadrature Encoder Interface (x4 mode) Count mode is selected

REGISTER 17-1: QEI1CON: QEI1 CONTROL REGISTER (CONTINUED)

Note 1: When CCM<1:0> = 10 or 11, all of the QEI counters operate as timers and the PIMOD<2:0> bits are 
ignored.

2: When CCM<1:0> = 00, and QEA and QEB values match the Index Match Value (IMV), the POSCNTH 
and POSCNTL registers are reset. QEA/QEB signals used for the index match have swap and polarity 
values applied, as determined by the SWPAB and QEAPOL/QEBPOL bits.

3: The selected clock rate should be at least twice the expected maximum quadrature count rate.
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bit 4-2 SPRE<2:0>: Secondary Prescale bits (Master mode)(3)

111 = Secondary prescale 1:1
110 = Secondary prescale 2:1
•
•
•
000 = Secondary prescale 8:1

bit 1-0 PPRE<1:0>: Primary Prescale bits (Master mode)(3)

11 = Primary prescale 1:1
10 = Primary prescale 4:1
01 = Primary prescale 16:1
00 = Primary prescale 64:1

REGISTER 18-2: SPIXCON1: SPIX CONTROL REGISTER 1 (CONTINUED)

Note 1: The CKE bit is not used in Framed SPI modes. Program this bit to ‘0’ for Framed SPI modes (FRMEN = 1).

2: This bit must be cleared when FRMEN = 1.

3: Do not set both primary and secondary prescalers to the value of 1:1.
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REGISTER 21-8: CxEC: ECANx TRANSMIT/RECEIVE ERROR COUNT REGISTER

R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

TERRCNT<7:0>

bit 15 bit 8

R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

RERRCNT<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-8 TERRCNT<7:0>: Transmit Error Count bits

bit 7-0 RERRCNT<7:0>: Receive Error Count bits

REGISTER 21-9: CxCFG1: ECANx BAUD RATE CONFIGURATION REGISTER 1

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

SJW1 SJW0 BRP5 BRP4 BRP3 BRP2 BRP1 BRP0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-8 Unimplemented: Read as ‘0’

bit 7-6 SJW<1:0>: Synchronization Jump Width bits

11 = Length is 4 x TQ 
10 = Length is 3 x TQ 
01 = Length is 2 x TQ 
00 = Length is 1 x TQ 

bit 5-0 BRP<5:0>: Baud Rate Prescaler bits

11 1111 = TQ = 2 x 64 x 1/FCAN 

•

•

•

00 0010 = TQ = 2 x 3 x 1/FCAN

00 0001 = TQ = 2 x 2 x 1/FCAN 
00 0000 = TQ = 2 x 1 x 1/FCAN
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26.0 PROGRAMMABLE CYCLIC 
REDUNDANCY CHECK (CRC) 
GENERATOR

The programmable CRC generator offers the following
features:

• User-programmable (up to 32nd order) 
polynomial CRC equation

• Interrupt output

• Data FIFO

The programmable CRC generator provides a
hardware implemented method of quickly generating
checksums for various networking and security
applications. It offers the following features:

• User-programmable CRC polynomial equation, 
up to 32 bits

• Programmable shift direction (little or big-endian)

• Independent data and polynomial lengths

• Configurable interrupt output

• Data FIFO

A simplified block diagram of the CRC generator is
shown in Figure 26-1. A simple version of the CRC shift
engine is shown in Figure 26-2.

FIGURE 26-1: CRC BLOCK DIAGRAM

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a compre-
hensive reference source. To complement
the information in this data sheet, refer to
“Programmable Cyclic Redundancy
Check (CRC)” (DS70346) of the
“dsPIC33/PIC24 Family Reference Man-
ual”, which is available from the Microchip
web site (www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

Variable FIFO
(4x32, 8x16 or 16x8)

CRCDATH CRCDATL

Shift Buffer

CRC Shift Engine

CRCWDATH CRCWDATL

LENDIAN10

CRCISEL

1

0

FIFO Empty Event 

Shift Complete Event

Set CRCIF

2 * FP Shift Clock
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
30.0 ELECTRICAL CHARACTERISTICS

This section provides an overview of dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X and PIC24EPXXXGP/
MC20X electrical characteristics. Additional information will be provided in future revisions of this document as it
becomes available. 

Absolute maximum ratings for the dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X and PIC24EPXXXGP/MC20X
family are listed below. Exposure to these maximum rating conditions for extended periods may affect device reliability.
Functional operation of the device at these or any other conditions above the parameters indicated in the operation
listings of this specification is not implied.

Absolute Maximum Ratings(1) 

Ambient temperature under bias............................................................................................................ .-40°C to +125°C

Storage temperature ..............................................................................................................................  -65°C to +150°C

Voltage on VDD with respect to VSS ..........................................................................................................  -0.3V to +4.0V

Voltage on any pin that is not 5V tolerant, with respect to VSS(3).................................................... -0.3V to (VDD + 0.3V)

Voltage on any 5V tolerant pin with respect to VSS when VDD  3.0V(3)...................................................  -0.3V to +5.5V

Voltage on any 5V tolerant pin with respect to Vss when VDD < 3.0V(3)...................................................  -0.3V to +3.6V

Maximum current out of VSS pin ...........................................................................................................................300 mA

Maximum current into VDD pin(2)...........................................................................................................................300 mA

Maximum current sunk/sourced by any 4x I/O pin..................................................................................................15 mA

Maximum current sunk/sourced by any 8x I/O pin ..................................................................................................25 mA

Maximum current sunk by all ports(2,4) .................................................................................................................200 mA

    

Note 1: Stresses above those listed under “Absolute Maximum Ratings” may cause permanent damage to the
device. This is a stress rating only, and functional operation of the device at those or any other conditions
above those indicated in the operation listings of this specification is not implied. Exposure to maximum
rating conditions for extended periods may affect device reliability.

2: Maximum allowable current is a function of device maximum power dissipation (see Table 30-2).

3: See the “Pin Diagrams” section for the 5V tolerant pins.

4: Exceptions are: dsPIC33EPXXXGP502, dsPIC33EPXXXMC202/502 and PIC24EPXXXGP/MC202 devices,
which have a maximum sink/source capability of 130 mA.
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IIL Input Leakage Current(1,2)

DI50 I/O Pins 5V Tolerant(3) -1 — +1 A VSS  VPIN  VDD,
Pin at high-impedance

DI51 I/O Pins Not 5V Tolerant(3) -1 — +1 A VSS  VPIN  VDD, 
Pin at high-impedance, 
-40°C  TA  +85°C

DI51a I/O Pins Not 5V Tolerant(3) -1 — +1 A Analog pins shared with 
external reference pins, 
-40°C  TA  +85°C

DI51b I/O Pins Not 5V Tolerant(3) -1 — +1 A VSS  VPIN  VDD, 
Pin at high-impedance, 
-40°C  TA  +125°C

DI51c I/O Pins Not 5V Tolerant(3) -1 — +1 A Analog pins shared with 
external reference pins, 
-40°C  TA  +125°C

DI55 MCLR -5 — +5 A VSS VPIN VDD

DI56 OSC1 -5 — +5 A VSS VPIN VDD,
XT and HS modes

TABLE 30-11: DC CHARACTERISTICS: I/O PIN INPUT SPECIFICATIONS (CONTINUED)

DC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param
 No.

Symbol Characteristic Min. Typ. Max. Units Conditions

Note 1: The leakage current on the MCLR pin is strongly dependent on the applied voltage level. The specified 
levels represent normal operating conditions. Higher leakage current can be measured at different input 
voltages.

2: Negative current is defined as current sourced by the pin.

3: See the “Pin Diagrams” section for the 5V tolerant I/O pins.

4: VIL source < (VSS – 0.3). Characterized but not tested.

5: Non-5V tolerant pins VIH source > (VDD + 0.3), 5V tolerant pins VIH source > 5.5V. Characterized but not 
tested.

6: Digital 5V tolerant pins cannot tolerate any “positive” input injection current from input sources > 5.5V.

7: Non-zero injection currents can affect the ADC results by approximately 4-6 counts. 

8: Any number and/or combination of I/O pins not excluded under IICL or IICH conditions are permitted 
provided the mathematical “absolute instantaneous” sum of the input injection currents from all pins do not 
exceed the specified limit. Characterized but not tested.
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TABLE 30-14: DC CHARACTERISTICS: PROGRAM MEMORY

DC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param
No.

Symbol Characteristic Min. Typ.(1) Max. Units Conditions

Program Flash Memory

D130 EP Cell Endurance 10,000 — — E/W -40C to +125C

D131 VPR VDD for Read 3.0 — 3.6 V

D132b VPEW VDD for Self-Timed Write 3.0 — 3.6 V

D134 TRETD Characteristic Retention 20 — — Year Provided no other specifications 
are violated, -40C to +125C

D135 IDDP Supply Current during 
Programming(2)

— 10 — mA

D136 IPEAK Instantaneous Peak Current 
During Start-up

— — 150 mA

D137a TPE Page Erase Time 17.7 — 22.9 ms TPE = 146893 FRC cycles, 
TA = +85°C (See Note 3)

D137b TPE Page Erase Time 17.5 — 23.1 ms TPE = 146893 FRC cycles, 
TA = +125°C (See Note 3)

D138a TWW Word Write Cycle Time 41.7 — 53.8 µs TWW = 346 FRC cycles, 
TA = +85°C (See Note 3)

D138b TWW Word Write Cycle Time 41.2 — 54.4 µs TWW = 346 FRC cycles, 
TA = +125°C (See Note 3)

Note 1: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated.

2: Parameter characterized but not tested in manufacturing.

3: Other conditions: FRC = 7.37 MHz, TUN<5:0> = 011111 (for Minimum), TUN<5:0> = 100000 (for 
Maximum). This parameter depends on the FRC accuracy (see Table 30-19) and the value of the FRC 
Oscillator Tuning register (see Register 9-4). For complete details on calculating the Minimum and 
Maximum time, see Section 5.3 “Programming Operations”.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 30-17: SPI2 MASTER MODE (FULL-DUPLEX, CKE = 0, CKP = x, SMP = 1) 
TIMING CHARACTERISTICS

TABLE 30-36: SPI2 MASTER MODE (FULL-DUPLEX, CKE = 0, CKP = x, SMP = 1) 
TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param. Symbol Characteristic(1) Min. Typ.(2) Max. Units Conditions

SP10 FscP Maximum SCK2 Frequency — — 9 MHz -40ºC to +125ºC 
(Note 3)

SP20 TscF SCK2 Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP21 TscR SCK2 Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP30 TdoF SDO2 Data Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP31 TdoR SDO2 Data Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP35 TscH2doV,
TscL2doV

SDO2 Data Output Valid after
SCK2 Edge

— 6 20 ns

SP36 TdoV2scH, 
TdoV2scL

SDO2 Data Output Setup to
First SCK2 Edge

30 — — ns

SP40 TdiV2scH, 
TdiV2scL

Setup Time of SDI2 Data 
Input to SCK2 Edge

30 — — ns

SP41 TscH2diL, 
TscL2diL

Hold Time of SDI2 Data Input
to SCK2 Edge 

30 — — ns

Note 1: These parameters are characterized, but are not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated.

3: The minimum clock period for SCK2 is 111 ns. The clock generated in Master mode must not violate this 
specification.

4: Assumes 50 pF load on all SPI2 pins.

SCK2
(CKP = 0)

SCK2
(CKP = 1)

SDO2

SDI2

SP40 SP41

SP21SP20SP35

SP20SP21

MSb LSbBit 14 - - - - - -1

LSb InBit 14 - - - -1

SP30, SP31SP30, SP31

Note: Refer to Figure 30-1 for load conditions.

SP36

SP10

MSb In
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DMAxSTAH (DMA Channel x 
Start Address A, High) ...................................... 144

DMAxSTAL (DMA Channel x 
Start Address A, Low) ....................................... 144

DMAxSTBH (DMA Channel x 
Start Address B, High) ...................................... 145

DMAxSTBL (DMA Channel x 
Start Address B, Low) ....................................... 145

DSADRH (DMA Most Recent RAM 
High Address) ................................................... 147

DSADRL (DMA Most Recent RAM 
Low Address) .................................................... 147

DTRx (PWMx Dead-Time) ........................................ 238
FCLCONx (PWMx Fault Current-Limit Control) ........ 243
I2CxCON (I2Cx Control) ........................................... 276
I2CxMSK (I2Cx Slave Mode Address Mask) ............ 280
I2CxSTAT (I2Cx Status) ........................................... 278
ICxCON1 (Input Capture x Control 1) ....................... 215
ICxCON2 (Input Capture x Control 2) ....................... 216
INDX1CNTH (Index Counter 1 High Word) .............. 259
INDX1CNTL (Index Counter 1 Low Word) ................ 259
INDX1HLD (Index Counter 1 Hold) ........................... 260
INT1HLDH (Interval 1 Timer Hold High Word).......... 264
INT1HLDL (Interval 1 Timer Hold Low Word) ........... 264
INT1TMRH (Interval 1 Timer High Word).................. 263
INT1TMRL (Interval 1 Timer Low Word) ................... 263
INTCON1 (Interrupt Control 1) .................................. 134
INTCON2 (Interrupt Control 2) .................................. 136
INTCON2 (Interrupt Control 3) .................................. 137
INTCON4 (Interrupt Control 4) .................................. 137
INTTREG (Interrupt Control and Status)................... 138
IOCONx (PWMx I/O Control) .................................... 240
LEBCONx (PWMx Leading-Edge 

Blanking Control) .............................................. 245
LEBDLYx (PWMx Leading-Edge 

Blanking Delay)................................................. 246
MDC (PWMx Master Duty Cycle).............................. 234
NVMADRH (Nonvolatile Memory Address High) ...... 122
NVMADRL (Nonvolatile Memory Address Low)........ 122
NVMCON (Nonvolatile Memory (NVM) Control) ....... 121
NVMKEY (Nonvolatile Memory Key) ........................ 122
OCxCON1 (Output Compare x Control 1) ................ 221
OCxCON2 (Output Compare x Control 2) ................ 223
OSCCON (Oscillator Control) ................................... 156
OSCTUN (FRC Oscillator Tuning) ............................ 161
PDCx (PWMx Generator Duty Cycle) ....................... 237
PHASEx (PWMx Primary Phase-Shift) ..................... 237
PLLFBD (PLL Feedback Divisor) .............................. 160
PMD1 (Peripheral Module Disable Control 1) ........... 166
PMD2 (Peripheral Module Disable Control 2) ........... 168
PMD3 (Peripheral Module Disable Control 3) ........... 169
PMD4 (Peripheral Module Disable Control 4) ........... 169
PMD6 (Peripheral Module Disable Control 6) ........... 170
PMD7 (Peripheral Module Disable Control 7) ........... 171
POS1CNTH (Position Counter 1 High Word) ........... 258
POS1CNTL (Position Counter1 Low Word) .............. 258
POS1HLD (Position Counter 1 Hold) ........................ 258
PTCON (PWMx Time Base Control)......................... 230
PTCON2 (PWMx Primary Master Clock 

Divider Select 2)................................................ 232
PTGADJ (PTG Adjust) .............................................. 348
PTGBTE (PTG Broadcast Trigger Enable) ............... 343
PTGC0LIM (PTG Counter 0 Limit) ............................ 346
PTGC1LIM (PTG Counter 1 Limit) ............................ 347
PTGCON (PTG Control) ........................................... 342

PTGCST (PTG Control/Status)................................. 340
PTGHOLD (PTG Hold) ............................................. 347
PTGL0 (PTG Literal 0).............................................. 348
PTGQPTR (PTG Step Queue Pointer) ..................... 349
PTGQUEx (PTG Step Queue x) ............................... 349
PTGSDLIM (PTG Step Delay Limit) ......................... 346
PTGT0LIM (PTG Timer0 Limit)................................. 345
PTGT1LIM (PTG Timer1 Limit)................................. 345
PTPER (PWMx Primary Master Time 

Base Period)..................................................... 233
PWMCONx (PWMx Control)..................................... 235
QEI1CON (QEI1 Control) ......................................... 252
QEI1GECH (QEI1 Greater Than or Equal 

Compare High Word)........................................ 262
QEI1GECL (QEI1 Greater Than or Equal 

Compare Low Word) ........................................ 262
QEI1ICH (QEI1 Initialization/Capture 
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