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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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C1IN1-
C1IN2-
C1IN1+
OA1OUT
C1OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 1 Negative Input 1.
Comparator 1 Negative Input 2.
Op Amp/Comparator 1 Positive Input 1.
Op Amp 1 output.
Comparator 1 output.

C2IN1-
C2IN2-
C2IN1+
OA2OUT
C2OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 2 Negative Input 1.
Comparator 2 Negative Input 2.
Op Amp/Comparator 2 Positive Input 1.
Op Amp 2 output.
Comparator 2 output.

C3IN1-
C3IN2-
C3IN1+
OA3OUT
C3OUT

I
I
I
O
O

Analog
Analog
Analog
Analog

—

No
No
No
No
Yes

Op Amp/Comparator 3 Negative Input 1.
Comparator 3 Negative Input 2.
Op Amp/Comparator 3 Positive Input 1.
Op Amp 3 output.
Comparator 3 output.

C4IN1-
C4IN1+
C4OUT

I
I
O

Analog
Analog

—

No
No
Yes

Comparator 4 Negative Input 1.
Comparator 4 Positive Input 1.
Comparator 4 output.

CVREF1O

CVREF2O

O
O

Analog
Analog

No
No

Op amp/comparator voltage reference output.
Op amp/comparator voltage reference divided by 2 output.

PGED1
PGEC1
PGED2
PGEC2
PGED3
PGEC3

I/O
I

I/O
I

I/O
I

ST
ST
ST
ST
ST
ST

No
No
No
No
No
No

Data I/O pin for Programming/Debugging Communication Channel 1.
Clock input pin for Programming/Debugging Communication Channel 1.
Data I/O pin for Programming/Debugging Communication Channel 2.
Clock input pin for Programming/Debugging Communication Channel 2.
Data I/O pin for Programming/Debugging Communication Channel 3.
Clock input pin for Programming/Debugging Communication Channel 3.

MCLR I/P ST No Master Clear (Reset) input. This pin is an active-low Reset to the 
device.

AVDD P P No Positive supply for analog modules. This pin must be connected at all 
times.

AVSS P P No Ground reference for analog modules. This pin must be connected at all 
times.

VDD P — No Positive supply for peripheral logic and I/O pins.

VCAP P — No CPU logic filter capacitor connection.

VSS P — No Ground reference for logic and I/O pins.

VREF+ I Analog No Analog voltage reference (high) input.

VREF- I Analog No Analog voltage reference (low) input.

TABLE 1-1: PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name(4) Pin
Type

Buffer
Type

PPS Description

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input 
PPS = Peripheral Pin Select TTL = TTL input buffer

Note 1: This pin is available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.

2: This pin is available on dsPIC33EPXXXGP/MC50X devices only.

3: This is the default Fault on Reset for dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices. See 
Section 16.0 “High-Speed PWM Module (dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X 
Devices Only)” for more information.

4: Not all pins are available in all packages variants. See the “Pin Diagrams” section for pin availability.

5: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.
DS70000657H-page 28  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-3: PROGRAM MEMORY MAP FOR dsPIC33EP128GP50X, dsPIC33EP128MC20X/50X 
AND PIC24EP128GP/MC20X DEVICES 

Reset Address

0x000000

0x000002

Write Latches

User Program
Flash Memory

0x0157EC
0x0157EA(44K instructions)

0x800000

0xFA0000
0xFA0002
0xFA0004

DEVID

0xFEFFFE
0xFF0000

0xFFFFFE

0xF9FFFE

Unimplemented

(Read ‘0’s)

GOTO Instruction

0x000004

Reserved

0x7FFFFE

Reserved

0x000200
0x0001FEInterrupt Vector Table
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Flash Configuration
Bytes

0x015800
0x0157FE

Reserved

0xFF0002

Note: Memory areas are not shown to scale.

0xFF0004

Reserved

0x800FF8
0x800FF6

0x801000
0x800FFE

USERID
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Bit 3 Bit 2 Bit 1 Bit 0

All
Resets

IFS T1IF OC1IF IC1IF INT0IF 0000

IFS NIF CMIF MI2C1IF SI2C1IF 0000

IFS — — SPI2IF SPI2EIF 0000

IFS — MI2C2IF SI2C2IF — 0000

IFS RCIF U2EIF U1EIF — 0000

IFS — — — — 0000

IFS — — — PWM3IF 0000

IFS — — — — 0000

IFS TG0IF PTGWDTIF PTGSTEPIF — 0000

IEC T1IE OC1IE IC1IE INT0IE 0000

IEC NIE CMIE MI2C1IE SI2C1IE 0000

IEC — — SPI2IE SPI2EIE 0000

IEC — MI2C2IE SI2C2IE — 0000

IEC RCIE U2EIE U1EIE — 0000

IEC — — — — 0000

IEC — — — PWM3IE 0000

IEC — — — — 0000

IEC G0IE PTGWDTIE PTGSTEPIE — 0000

IPC — INT0IP<2:0> 4444

IPC — DMA0IP<2:0> 4444

IPC — T3IP<2:0> 4444

IPC — U1TXIP<2:0> 0444

IPC — SI2C1IP<2:0> 4444

IPC — INT1IP<2:0> 0004

IPC — DMA2IP<2:0> 4444

IPC — T5IP<2:0> 4444

IPC — SPI2EIP<2:0> 0444

IPC — DMA3IP<2:0> 0444

IPC — — — — 0440

IPC — — — — 0440

IPC — — — — 4440

IPC — — — — 0040

IPC — — — — 4400

IPC — PWM3IP<2:0> 0004

Le
BLE 4-6: INTERRUPT CONTROLLER REGISTER MAP FOR dsPIC33EPXXXMC20X DEVICES ONLY

File 
ame

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

0 0800 — DMA1IF AD1IF U1TXIF U1RXIF SPI1IF SPI1EIF T3IF T2IF OC2IF IC2IF DMA0IF

1 0802 U2TXIF U2RXIF INT2IF T5IF T4IF OC4IF OC3IF DMA2IF — — — INT1IF C

2 0804 — — — — — — — — — IC4IF IC3IF DMA3IF

3 0806 — — — — — QEI1IF PSEMIF — — — — —

4 0808 — — CTMUIF — — — — — — — — — C

5 080A PWM2IF PWM1IF — — — — — — — — — —

6 080C — — — — — — — — — — — —

8 0810 JTAGIF ICDIF — — — — — — — — — —

9 0812 — — — — — — — — — PTG3IF PTG2IF PTG1IF P

0 0820 — DMA1IE AD1IE U1TXIE U1RXIE SPI1IE SPI1EIE T3IE T2IE OC2IE IC2IE DMA0IE

1 0822 U2TXIE U2RXIE INT2IE T5IE T4IE OC4IE OC3IE DMA2IE — — — INT1IE C

2 0824 — — — — — — — — — IC4IE IC3IE DMA3IE

3 0826 — — — — — QEI1IE PSEMIE — — — — —

4 0828 — — CTMUIE — — — — — — — — — C

5 082A PWM2IE PWM1IE — — — — — — — — — —

6 082C — — — — — — — — — — — —

8 0830 JTAGIE ICDIE — — — — — — — — — —

9 0832 — — — — — — — — — PTG3IE PTG2IE PTG1IE PT

0 0840 — T1IP<2:0> — OC1IP<2:0> — IC1IP<2:0>

1 0842 — T2IP<2:0> — OC2IP<2:0> — IC2IP<2:0>

2 0844 — U1RXIP<2:0> — SPI1IP<2:0> — SPI1EIP<2:0>

3 0846 — — — — — DMA1IP<2:0> — AD1IP<2:0>

4 0848 — CNIP<2:0> — CMIP<2:0> — MI2C1IP<2:0>

5 084A — — — — — — — — — — — —

6 084C — T4IP<2:0> — OC4IP<2:0> — OC3IP<2:0>

7 084E — U2TXIP<2:0> — U2RXIP<2:0> — INT2IP<2:0>

8 0850 — — — — — C1RXIP<2:0> — SPI2IP<2:0>

9 0852 — — — — — IC4IP<2:0> — IC3IP<2:0>

12 0858 — — — — — MI2C2IP<2:0> — SI2C2IP<2:0>

14 085C — — — — — QEI1IP<2:0> — PSEMIP<2:0>

16 0860 — CRCIP<2:0> — U2EIP<2:0> — U1EIP<2:0>

19 0866 — — — — — — — — — CTMUIP<2:0>

23 086E — PWM2IP<2:0> — PWM1IP<2:0> — — — —

24 0870 — — — — — — — — — — — —

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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— — — — 4400

— — — — 4440

— PTG1IP<2:0> 0444

ADDRERR STKERR OSCFAIL — 0000

— INT2EP INT1EP INT0EP 8000

— — — — 0000

— — — SGHT 0000

M<7:0> 0000

LY (CONTINUED)

Bit 3 Bit 2 Bit 1 Bit 0
All

Resets
IPC35 0886 — JTAGIP<2:0> — ICDIP<2:0> — — — —

IPC36 0888 — PTG0IP<2:0> — PTGWDTIP<2:0> — PTGSTEPIP<2:0>

IPC37 088A — — — — — PTG3IP<2:0> — PTG2IP<2:0>

INTCON1 08C0 NSTDIS OVAERR OVBERR COVAERR COVBERR OVATE OVBTE COVTE SFTACERR DIV0ERR DMACERR MATHERR

INTCON2 08C2 GIE DISI SWTRAP — — — — — — — — —

INTCON3 08C4 — — — — — — — — — — DAE DOOVR

INTCON4 08C6 — — — — — — — — — — — —

INTTREG 08C8 — — — — ILR<3:0> VECNU

TABLE 4-6: INTERRUPT CONTROLLER REGISTER MAP FOR dsPIC33EPXXXMC20X DEVICES ON

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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11.1.1 OPEN-DRAIN CONFIGURATION

In addition to the PORTx, LATx and TRISx registers
for data control, port pins can also be individually
configured for either digital or open-drain output. This
is controlled by the Open-Drain Control register,
ODCx, associated with each port. Setting any of the
bits configures the corresponding pin to act as an
open-drain output. 

The open-drain feature allows the generation of
outputs other than VDD by using external pull-up
resistors. The maximum open-drain voltage allowed
on any pin is the same as the maximum VIH

specification for that particular pin. 

See the “Pin Diagrams” section for the available
5V tolerant pins and Table 30-11 for the maximum
VIH specification for each pin.

11.2 Configuring Analog and Digital 
Port Pins

The ANSELx register controls the operation of the
analog port pins. The port pins that are to function as
analog inputs or outputs must have their corresponding
ANSELx and TRISx bits set. In order to use port pins for
I/O functionality with digital modules, such as Timers,
UARTs, etc., the corresponding ANSELx bit must be
cleared.

The ANSELx register has a default value of 0xFFFF;
therefore, all pins that share analog functions are
analog (not digital) by default.

Pins with analog functions affected by the ANSELx
registers are listed with a buffer type of analog in the
Pinout I/O Descriptions (see Table 1-1).

If the TRISx bit is cleared (output) while the ANSELx bit
is set, the digital output level (VOH or VOL) is converted
by an analog peripheral, such as the ADC module or
comparator module.

When the PORTx register is read, all pins configured as
analog input channels are read as cleared (a low level).

Pins configured as digital inputs do not convert an
analog input. Analog levels on any pin defined as a
digital input (including the ANx pins) can cause the
input buffer to consume current that exceeds the
device specifications.

11.2.1 I/O PORT WRITE/READ TIMING

One instruction cycle is required between a port
direction change or port write operation and a read
operation of the same port. Typically this instruction
would be a NOP, as shown in Example 11-1.

11.3 Input Change Notification (ICN)

The Input Change Notification function of the I/O ports
allows devices to generate interrupt requests to the
processor in response to a Change-of-State (COS) on
selected input pins. This feature can detect input
Change-of-States even in Sleep mode, when the clocks
are disabled. Every I/O port pin can be selected
(enabled) for generating an interrupt request on a
Change-of-State.

Three control registers are associated with the Change
Notification (CN) functionality of each I/O port. The
CNENx registers contain the CN interrupt enable con-
trol bits for each of the input pins. Setting any of these
bits enables a CN interrupt for the corresponding pins.

Each I/O pin also has a weak pull-up and a weak
pull-down connected to it. The pull-ups and pull-
downs act as a current source or sink source
connected to the pin and eliminate the need for
external resistors when push button, or keypad
devices are connected. The pull-ups and pull-downs
are enabled separately, using the CNPUx and the
CNPDx registers, which contain the control bits for
each of the pins. Setting any of the control bits
enables the weak pull-ups and/or pull-downs for the
corresponding pins.

EXAMPLE 11-1: PORT WRITE/READ 
EXAMPLE

Note: Pull-ups and pull-downs on Change Noti-
fication pins should always be disabled
when the port pin is configured as a digital
output.

MOV 0xFF00, W0 ; Configure PORTB<15:8>
; as inputs

MOV W0, TRISB ; and PORTB<7:0> 
; as outputs

NOP ; Delay 1 cycle
BTSS PORTB, #13 ; Next Instruction
DS70000657H-page 174  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 11-2: INPUT PIN SELECTION FOR SELECTABLE INPUT SOURCES

Peripheral Pin 
Select Input 

Register Value

Input/
Output

Pin Assignment
Peripheral Pin 
Select Input 

Register Value

Input/
Output

Pin Assignment

000 0000 I VSS 010 1101 I RPI45

000 0001 I C1OUT(1) 010 1110 I RPI46

000 0010 I C2OUT(1) 010 1111 I RPI47

000 0011 I C3OUT(1) 011 0000 — —

000 0100 I C4OUT(1) 011 0001 — —

000 0101 — — 011 0010 — —

000 0110 I PTGO30(1) 011 0011 I RPI51

000 0111 I PTGO31(1) 011 0100 I RPI52

000 1000 I FINDX1(1,2) 011 0101 I RPI53

000 1001 I FHOME1(1,2) 011 0110 I/O RP54

000 1010 — — 011 0111 I/O RP55

000 1011 — — 011 1000 I/O RP56

000 1100 — — 011 1001 I/O RP57

000 1101 — — 011 1010 I RPI58

000 1110 — — 011 1011 — —

000 1111 — — 011 1100 — —

001 0000 — — 011 1101 — —

001 0001 — — 011 1110 — —

001 0010 — — 011 1111 — —

001 0011 — — 100 0000 — —

001 0100 I/O RP20 100 0001 — —

001 0101 — — 100 0010 — —

001 0110 — — 100 0011 — —

001 0111 — — 100 0100 — —

001 1000 I RPI24 100 0101 — —

001 1001 I RPI25 100 0110 — —

001 1010 — — 100 0111 — —

001 1011 I RPI27 100 1000 — —

001 1100 I RPI28 100 1001 — —

001 1101 — — 100 1010 — —

001 1110 — — 100 1011 — —

001 1111 — — 100 1100 — —

010 0000 I RPI32 100 1101 — —

010 0001 I RPI33 100 1110 — —

010 0010 I RPI34 100 1111 — —

010 0011 I/O RP35 101 0000 — —

010 0100 I/O RP36 101 0001 — —

010 0101 I/O RP37 101 0010 — —

010 0110 I/O RP38 101 0011 — —

010 0111 I/O RP39 101 0100 — —

Legend: Shaded rows indicate PPS Input register values that are unimplemented.

Note 1: See Section 11.4.4.1 “Virtual Connections” for more information on selecting this pin assignment.

2: These inputs are available on dsPIC33EPXXXGP/MC50X devices only.
DS70000657H-page 178  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 1 SWAP: SWAP PWMxH and PWMxL Pins bit

1 = PWMxH output signal is connected to PWMxL pins; PWMxL output signal is connected to
PWMxH pins

0 = PWMxH and PWMxL pins are mapped to their respective pins

bit 0 OSYNC: Output Override Synchronization bit

1 = Output overrides via the OVRDAT<1:0> bits are synchronized to the PWMx period boundary
0 = Output overrides via the OVDDAT<1:0> bits occur on the next CPU clock boundary

REGISTER 16-13: IOCONx: PWMx I/O CONTROL REGISTER(2) (CONTINUED)

Note 1: These bits should not be changed after the PWMx module is enabled (PTEN = 1).

2: If the PWMLOCK Configuration bit (FOSCSEL<6>) is a ‘1’, the IOCONx register can only be written after 
the unlock sequence has been executed.
 2011-2013 Microchip Technology Inc. DS70000657H-page 241



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
17.2 QEI Control Registers

REGISTER 17-1: QEI1CON: QEI1 CONTROL REGISTER

R/W-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIEN — QEISIDL PIMOD2(1) PIMOD1(1) PIMOD0(1) IMV1(2) IMV0(2)

bit 15 bit 8

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— INTDIV2(3) INTDIV1(3) INTDIV0(3) CNTPOL GATEN CCM1 CCM0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 QEIEN: Quadrature Encoder Interface Module Counter Enable bit

1 = Module counters are enabled
0 = Module counters are disabled, but SFRs can be read or written to

bit 14 Unimplemented: Read as ‘0’

bit 13 QEISIDL: QEI Stop in Idle Mode bit

1 = Discontinues module operation when device enters Idle mode
0 = Continues module operation in Idle mode

bit 12-10 PIMOD<2:0>: Position Counter Initialization Mode Select bits(1)

111 = Reserved
110 = Modulo Count mode for position counter
101 = Resets the position counter when the position counter equals QEI1GEC register 
100 = Second index event after home event initializes position counter with contents of QEI1IC register
011 = First index event after home event initializes position counter with contents of QEI1IC register
010 = Next index input event initializes the position counter with contents of QEI1IC register
001 = Every index input event resets the position counter
000 = Index input event does not affect position counter

bit 9 IMV1: Index Match Value for Phase B bit(2) 

1 = Phase B match occurs when QEB = 1
0 = Phase B match occurs when QEB = 0

bit 8 IMV0: Index Match Value for Phase A bit(2) 

1 = Phase A match occurs when QEA = 1
0 = Phase A match occurs when QEA = 0

bit 7 Unimplemented: Read as ‘0’

Note 1: When CCM<1:0> = 10 or 11, all of the QEI counters operate as timers and the PIMOD<2:0> bits are 
ignored.

2: When CCM<1:0> = 00, and QEA and QEB values match the Index Match Value (IMV), the POSCNTH 
and POSCNTL registers are reset. QEA/QEB signals used for the index match have swap and polarity 
values applied, as determined by the SWPAB and QEAPOL/QEBPOL bits.

3: The selected clock rate should be at least twice the expected maximum quadrature count rate.
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bit 6-4 INTDIV<2:0>: Timer Input Clock Prescale Select bits (interval timer, main timer (position counter),
velocity counter and index counter internal clock divider select)(3)

111 = 1:128 prescale value
110 = 1:64 prescale value
101 = 1:32 prescale value
100 = 1:16 prescale value
011 = 1:8 prescale value
010 = 1:4 prescale value
001 = 1:2 prescale value
000 = 1:1 prescale value

bit 3 CNTPOL: Position and Index Counter/Timer Direction Select bit

1 = Counter direction is negative unless modified by external up/down signal
0 = Counter direction is positive unless modified by external up/down signal

bit 2 GATEN: External Count Gate Enable bit

1 = External gate signal controls position counter operation
0 = External gate signal does not affect position counter/timer operation

bit 1-0 CCM<1:0>: Counter Control Mode Selection bits

11 = Internal Timer mode with optional external count is selected
10 = External clock count with optional external count is selected
01 = External clock count with external up/down direction is selected 
00 = Quadrature Encoder Interface (x4 mode) Count mode is selected

REGISTER 17-1: QEI1CON: QEI1 CONTROL REGISTER (CONTINUED)

Note 1: When CCM<1:0> = 10 or 11, all of the QEI counters operate as timers and the PIMOD<2:0> bits are 
ignored.

2: When CCM<1:0> = 00, and QEA and QEB values match the Index Match Value (IMV), the POSCNTH 
and POSCNTL registers are reset. QEA/QEB signals used for the index match have swap and polarity 
values applied, as determined by the SWPAB and QEAPOL/QEBPOL bits.

3: The selected clock rate should be at least twice the expected maximum quadrature count rate.
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REGISTER 17-3: QEI1STAT: QEI1 STATUS REGISTER 

U-0 U-0 HS, R/C-0 R/W-0 HS, R/C-0 R/W-0 HS, R/C-0 R/W-0

— — PCHEQIRQ PCHEQIEN PCLEQIRQ PCLEQIEN POSOVIRQ POSOVIEN

bit 15 bit 8

HS, R/C-0 R/W-0 HS, R/C-0 R/W-0 HS, R/C-0 R/W-0 HS, R/C-0 R/W-0

PCIIRQ(1) PCIIEN VELOVIRQ VELOVIEN HOMIRQ HOMIEN IDXIRQ IDXIEN

bit 7 bit 0

Legend: HS = Hardware Settable bit C = Clearable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-14 Unimplemented: Read as ‘0’

bit 13 PCHEQIRQ: Position Counter Greater Than or Equal Compare Status bit

1 = POS1CNT ≥ QEI1GEC
0 = POS1CNT < QEI1GEC

bit 12 PCHEQIEN: Position Counter Greater Than or Equal Compare Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 11 PCLEQIRQ: Position Counter Less Than or Equal Compare Status bit

1 = POS1CNT ≤ QEI1LEC
0 = POS1CNT > QEI1LEC

bit 10 PCLEQIEN: Position Counter Less Than or Equal Compare Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 9 POSOVIRQ: Position Counter Overflow Status bit

1 = Overflow has occurred
0 = No overflow has occurred

bit 8 POSOVIEN: Position Counter Overflow Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 7 PCIIRQ: Position Counter (Homing) Initialization Process Complete Status bit(1)

1 = POS1CNT was reinitialized
0 = POS1CNT was not reinitialized

bit 6 PCIIEN: Position Counter (Homing) Initialization Process Complete interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 5 VELOVIRQ: Velocity Counter Overflow Status bit

1 = Overflow has occurred
0 = No overflow has not occurred

bit 4 VELOVIEN: Velocity Counter Overflow Interrupt Enable bit

1 = Interrupt is enabled
0 = Interrupt is disabled

bit 3 HOMIRQ: Status Flag for Home Event Status bit

1 = Home event has occurred
0 = No Home event has occurred

Note 1: This status bit is only applicable to PIMOD<2:0> modes, ‘011’ and ‘100’.
DS70000657H-page 256  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
              

              

              

REGISTER 17-10: INDX1HLD: INDEX COUNTER 1 HOLD REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

INDXHLD<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

INDXHLD<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 INDXHLD<15:0>: Hold Register for Reading and Writing INDX1CNTH bits

REGISTER 17-11: QEI1ICH: QEI1 INITIALIZATION/CAPTURE HIGH WORD REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIIC<31:24>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIIC<23:16>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 QEIIC<31:16>: High Word Used to Form 32-Bit Initialization/Capture Register (QEI1IC) bits

REGISTER 17-12: QEI1ICL: QEI1 INITIALIZATION/CAPTURE LOW WORD REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIIC<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QEIIC<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 QEIIC<15:0>: Low Word Used to Form 32-Bit Initialization/Capture Register (QEI1IC) bits
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FIGURE 30-26: SPI1 SLAVE MODE (FULL-DUPLEX, CKE = 1, CKP = 0, SMP = 0) 
TIMING CHARACTERISTICS
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TABLE 30-61: ADC CONVERSION (10-BIT MODE) TIMING REQUIREMENTS 

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)(1)

Operating temperature -40°C  TA  +85°C for Industrial
-40°C  TA  +125°C for Extended

Param 
No.

Symbol Characteristic Min. Typ. Max. Units Conditions

Clock Parameters

AD50 TAD ADC Clock Period 76 — — ns

AD51 tRC ADC Internal RC Oscillator Period(2) — 250 — ns

Conversion Rate

AD55 tCONV Conversion Time — 12 TAD — —

AD56 FCNV Throughput Rate — — 1.1 Msps Using simultaneous 
sampling

AD57a TSAMP Sample Time when Sampling any 
ANx Input

2 TAD — — —

AD57b TSAMP Sample Time when Sampling the 
Op Amp Outputs (Configuration A 
and Configuration B)(4,5)

4 TAD — — —

Timing Parameters

AD60 tPCS Conversion Start from Sample
Trigger(2,3)

2 TAD — 3 TAD — Auto-convert trigger is 
not selected

AD61 tPSS Sample Start from Setting
Sample (SAMP) bit(2,3))

2 TAD — 3 TAD —

AD62 tCSS Conversion Completion to
Sample Start (ASAM = 1)(2,3)

— 0.5 TAD — —

AD63 tDPU Time to Stabilize Analog Stage 
from ADC Off to ADC On(2,3)

— — 20 s (Note 6)

Note 1: Device is functional at VBORMIN < VDD < VDDMIN, but will have degraded performance. Device functionality 
is tested, but not characterized. Analog modules (ADC, op amp/comparator and comparator voltage 
reference) may have degraded performance. Refer to Parameter BO10 in Table 30-13 for the minimum 
and maximum BOR values.

2: Parameters are characterized but not tested in manufacturing.

3: Because the sample caps will eventually lose charge, clock rates below 10 kHz may affect linearity 
performance, especially at elevated temperatures.

4: See Figure 25-6 for configuration information.

5: See Figure 25-7 for configuration information.

6: The parameter, tDPU, is the time required for the ADC module to stabilize at the appropriate level when the 
module is turned on (ADON (AD1CON1<15>) = 1). During this time, the ADC result is indeterminate.

TABLE 30-62: DMA MODULE TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param 
No.

Characteristic Min. Typ.(1) Max. Units Conditions

DM1 DMA Byte/Word Transfer Latency 1 TCY(2) — — ns

Note 1: These parameters are characterized, but not tested in manufacturing.

2: Because DMA transfers use the CPU data bus, this time is dependent on other functions on the bus.
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Note: For the most current package drawings, please see the Microchip Packaging Specification located at 

http://www.microchip.com/packaging
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Section 30.0 “Electrical 
Characteristics”

• Throughout: qualifies all footnotes relating to the operation of analog modules below 
VDDMIN (replaces “will have” with “may have”)

• Throughout: changes all references of SPI timing parameter symbol “TscP” to “FscP”
• Table 30-1: changes VDD range to 3.0V to 3.6V
• Table 30-4: removes Parameter DC12 (RAM Retention Voltage)
• Table 30-7: updates Maximum values at 10 and 20 MIPS
• Table 30-8: adds Maximum IPD values, and removes all IWDT entries
• Adds new Table 30-9 (Watchdog Timer Delta Current) with consolidated values 

removed from Table 30-8. All subsequent tables are renumbered accordingly.
• Table 30-10: adds footnote for all parameters for 1:2 Doze ratio
• Table 30-11:

- changes Minimum and Maximum values for D120 and D130
- adds Minimum and Maximum values for D131
- adds Minimum and Maximum values for D150 through D156, and removes 

Typical values
• Table 30-12: 

- reformats table for readability
- changes IOL conditions for DO10

• Table 30-14: adds footnote to D135
• Table 30-17: changes Minimum and Maximum values for OS30
• Table 30-19: 

- splits temperature range and adds new values for F20a
- reduces temperature range for F20b to extended temperatures only

• Table 30-20: 
- splits temperature range and adds new values for F21a
- reduces temperature range for F20b to extended temperatures only

• Table 30-53: 
- adds Maximum value to CM30
- adds footnote (“Parameter characterized...”) to multiple parameters

• Table 30-55: adds Minimum and Maximum values for all CTMUI specifications, and 
removes Typical values

• Table 30-57: adds new footnote to AD09
• Table 30-58:

- removes all specifications for accuracy with external voltage references
- removes Typical values for AD23a and AD24a
- replaces Minimum and Maximum values for AD21a, AD22a, AD23a and AD24a 

with new values, split by Industrial and Extended temperatures
- removes Maximum value of AD30
- removes Minimum values from AD31a and AD32a
- adds or changes Typical values for AD30, AD31a, AD32a and AD33a

• Table 30-59:
- removes all specifications for accuracy with external voltage references
- removes Maximum value of AD30
- removes Typical values for AD23b and AD24b
- replaces Minimum and Maximum values for AD21b, AD22b, AD23b and AD24b 

with new values, split by Industrial and Extended temperatures
- removes Minimum and Maximum values from AD31b, AD32b, AD33b and AD34b
- adds or changes Typical values for AD30, AD31a, AD32a and AD33a

• Table 30-61: Adds footnote to AD51

Section 32.0 “DC and AC 
Device Characteristics 
Graphs”

• Updates Figure 32-6 (Typical IDD @ 3.3V) with individual current vs. processor speed 
curves for the different program memory sizes

Section 33.0 “Packaging 
Information”

• Replaces drawing C04-149C (64-pin QFN, 7.15 x 7.15 exposed pad) with C04-154A 
(64-pin QFN, 5.4 x 5.4 exposed pad)

TABLE A-5: MAJOR SECTION UPDATES (CONTINUED)

Section Name Update Description
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NOTES:
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