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each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
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purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Pin Diagrams

28-Pin SPDIP/SOIC/SSOP(1,2)

Note 1: The RPn/RPIn pins can be used by any remappable peripheral with some limitation. See Section 11.4 
“Peripheral Pin Select (PPS)” for available peripherals and for information on limitations.

2: Every I/O port pin (RAx-RGx) can be used as a Change Notification pin (CNAx-CNGx). See Section 11.0 “I/O 
Ports” for more information.

3: There is an internal pull-up resistor connected to the TMS pin when the JTAG interface is active. See the 
JTAGEN bit field in Table 27-2.

= Pins are up to 5V tolerant 

MCLR AVDD

AN0/OA2OUT/RA0 AVSS

AN1/C2IN1+/RA1 RPI47/T5CK/RB15

PGED3/VREF-/AN2/C2IN1-/SS1/RPI32/CTED2/RB0 RPI46/T3CK/RB14
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VDD SCK1/RP39/INT0/RB7

PGED2/ASDA2/RP37/RB5 PGEC2/ASCL2/RP38/RB6
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MCLR AVDD

AN0/OA2OUT/RA0 AVSS

AN1/C2IN1+/RA1 RPI47/PWM1L/T5CK/RB15

PGED3/VREF-/AN2/C2IN1-/SS1/RPI32/CTED2/RB0 RPI46/PWM1H/T3CK/RB14

PGEC3/VREF+/AN3/OA1OUT/RPI33/CTED1/RB1 RPI45/PWM2L/CTPLS/RB13
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FLT32/RP36/RB4 TMS/ASDA1/SDI1/RP41/RB9(3)

CVREF2O/RP20/T1CK/RA4 TCK/CVREF1O/ASCL1/SDO1/RP40/T4CK/RB8
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1 28

2 27

3 26

4 25

5 24

6 23

7 22

8 21

9 20

10 19

11 18

12 17

13 16

14 15

P
IC

2
4

E
P

X
X

X
G

P
2

0
2

d
s

P
IC

3
3

E
P

X
X

X
G

P
5

0
2

1 28

2 27

3 26

4 25

5 24

6 23

7 22

8 21

9 20

10 19

11 18

12 17

13 16

14 15

P
IC

2
4

E
P

X
X

X
M

C
2

0
2

d
s

P
IC

3
3

E
P

X
X

X
M

C
2

0
2

/5
0

2

 2011-2013 Microchip Technology Inc. DS70000657H-page 5



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Table of Contents

1.0 Device Overview ........................................................................................................................................................................ 25
2.0 Guidelines for Getting Started with 16-bit Digital Signal Controllers and Microcontrollers ......................................................... 29
3.0 CPU............................................................................................................................................................................................ 35
4.0 Memory Organization ................................................................................................................................................................. 45
5.0 Flash Program Memory............................................................................................................................................................ 119
6.0 Resets ..................................................................................................................................................................................... 123
7.0 Interrupt Controller ................................................................................................................................................................... 127
8.0 Direct Memory Access (DMA) .................................................................................................................................................. 139
9.0 Oscillator Configuration ............................................................................................................................................................ 153
10.0 Power-Saving Features............................................................................................................................................................ 163
11.0 I/O Ports ................................................................................................................................................................................... 173
12.0 Timer1 ...................................................................................................................................................................................... 203
13.0 Timer2/3 and Timer4/5 ............................................................................................................................................................ 207
14.0 Input Capture............................................................................................................................................................................ 213
15.0 Output Compare....................................................................................................................................................................... 219
16.0 High-Speed PWM Module (dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X Devices Only) ....................................... 225
17.0 Quadrature Encoder Interface (QEI) Module (dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X Devices Only)........... 249
18.0 Serial Peripheral Interface (SPI)............................................................................................................................................... 265
19.0 Inter-Integrated Circuit™ (I2C™).............................................................................................................................................. 273
20.0 Universal Asynchronous Receiver Transmitter (UART) ........................................................................................................... 281
21.0 Enhanced CAN (ECAN™) Module (dsPIC33EPXXXGP/MC50X Devices Only) ..................................................................... 287
22.0 Charge Time Measurement Unit (CTMU) ............................................................................................................................... 315
23.0 10-Bit/12-Bit Analog-to-Digital Converter (ADC) ...................................................................................................................... 321
24.0 Peripheral Trigger Generator (PTG) Module............................................................................................................................ 337
25.0 Op Amp/Comparator Module ................................................................................................................................................... 355
26.0 Programmable Cyclic Redundancy Check (CRC) Generator .................................................................................................. 373
27.0 Special Features ...................................................................................................................................................................... 379
28.0 Instruction Set Summary .......................................................................................................................................................... 387
29.0 Development Support............................................................................................................................................................... 397
30.0 Electrical Characteristics .......................................................................................................................................................... 401
31.0 High-Temperature Electrical Characteristics............................................................................................................................ 467
32.0 DC and AC Device Characteristics Graphs.............................................................................................................................. 475
33.0 Packaging Information.............................................................................................................................................................. 479
Appendix A: Revision History............................................................................................................................................................. 507
Index .................................................................................................................................................................................................  517
The Microchip Web Site ..................................................................................................................................................................... 525
Customer Change Notification Service .............................................................................................................................................. 525
Customer Support .............................................................................................................................................................................. 525
Product Identification System............................................................................................................................................................. 527
DS70000657H-page 22  2011-2013 Microchip Technology Inc.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
2.0 GUIDELINES FOR GETTING 
STARTED WITH 16-BIT 
DIGITAL SIGNAL 
CONTROLLERS AND 
MICROCONTROLLERS

2.1 Basic Connection Requirements

Getting started with the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families requires attention
to a minimal set of device pin connections before
proceeding with development. The following is a list
of pin names, which must always be connected:

• All VDD and VSS pins 
(see Section 2.2 “Decoupling Capacitors”)

• All AVDD and AVSS pins (regardless if ADC module 
is not used) 
(see Section 2.2 “Decoupling Capacitors”)

• VCAP 
(see Section 2.3 “CPU Logic Filter Capacitor 
Connection (VCAP)”) 

• MCLR pin 
(see Section 2.4 “Master Clear (MCLR) Pin”)

• PGECx/PGEDx pins used for In-Circuit Serial 
Programming™ (ICSP™) and debugging purposes 
(see Section 2.5 “ICSP Pins”)

• OSC1 and OSC2 pins when external oscillator 
source is used 
(see Section 2.6 “External Oscillator Pins”)

Additionally, the following pins may be required:

• VREF+/VREF- pins are used when external voltage 
reference for the ADC module is implemented

2.2 Decoupling Capacitors

The use of decoupling capacitors on every pair of
power supply pins, such as VDD, VSS, AVDD and
AVSS is required. 

Consider the following criteria when using decoupling
capacitors:

• Value and type of capacitor: Recommendation 
of 0.1 µF (100 nF), 10-20V. This capacitor should 
be a low-ESR and have resonance frequency in 
the range of 20 MHz and higher. It is 
recommended to use ceramic capacitors.

• Placement on the printed circuit board: The 
decoupling capacitors should be placed as close 
to the pins as possible. It is recommended to 
place the capacitors on the same side of the 
board as the device. If space is constricted, the 
capacitor can be placed on another layer on the 
PCB using a via; however, ensure that the trace 
length from the pin to the capacitor is within 
one-quarter inch (6 mm) in length.

• Handling high-frequency noise: If the board is 
experiencing high-frequency noise, above tens 
of MHz, add a second ceramic-type capacitor in 
parallel to the above described decoupling 
capacitor. The value of the second capacitor can 
be in the range of 0.01 µF to 0.001 µF. Place this 
second capacitor next to the primary decoupling 
capacitor. In high-speed circuit designs, consider 
implementing a decade pair of capacitances as 
close to the power and ground pins as possible. 
For example, 0.1 µF in parallel with 0.001 µF.

• Maximizing performance: On the board layout 
from the power supply circuit, run the power and 
return traces to the decoupling capacitors first, 
and then to the device pins. This ensures that the 
decoupling capacitors are first in the power chain. 
Equally important is to keep the trace length 
between the capacitor and the power pins to a 
minimum, thereby reducing PCB track 
inductance.

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to the related section of the
“dsPIC33/PIC24 Family Reference
Manual”, which is available from the
Microchip web site (www.microchip.com)

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.

Note: The AVDD and AVSS pins must be
connected, independent of the ADC
voltage reference source.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-5: PROGRAM MEMORY MAP FOR dsPIC33EP512GP50X, dsPIC33EP512MC20X/50X 
AND PIC24EP512GP/MC20X DEVICES 
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 4-14: DATA MEMORY MAP FOR PIC24EP128GP/MC20X/50X DEVICES
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 10-3: PMD3: PERIPHERAL MODULE DISABLE CONTROL REGISTER 3

REGISTER 10-4: PMD4: PERIPHERAL MODULE DISABLE CONTROL REGISTER 4

U-0 U-0 U-0 U-0 U-0 R/W-0 U-0 U-0

— — — — — CMPMD — —

bit 15 bit 8

R/W-0 U-0 U-0 U-0 U-0 U-0 R/W-0 U-0

CRCMD — — — — — I2C2MD —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-11 Unimplemented: Read as ‘0’

bit 10 CMPMD: Comparator Module Disable bit

1 = Comparator module is disabled
0 = Comparator module is enabled

bit 9-8 Unimplemented: Read as ‘0’

bit 7 CRCMD: CRC Module Disable bit

1 = CRC module is disabled
0 = CRC module is enabled

bit 6-2 Unimplemented: Read as ‘0’

bit 1 I2C2MD: I2C2 Module Disable bit

1 = I2C2 module is disabled
0 = I2C2 module is enabled

bit 0 Unimplemented: Read as ‘0’

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 U-0 U-0 R/W-0 R/W-0 U-0 U-0

— — — — REFOMD CTMUMD — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-4 Unimplemented: Read as ‘0’

bit 3 REFOMD: Reference Clock Module Disable bit

1 = Reference clock module is disabled
0 = Reference clock module is enabled

bit 2 CTMUMD: CTMU Module Disable bit

1 = CTMU module is disabled
0 = CTMU module is enabled

bit 1-0 Unimplemented: Read as ‘0’
 2011-2013 Microchip Technology Inc. DS70000657H-page 169



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
11.7 Peripheral Pin Select Registers

REGISTER 11-1: RPINR0: PERIPHERAL PIN SELECT INPUT REGISTER 0

U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— INT1R<6:0>

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’ 

bit 14-8 INT1R<6:0>: Assign External Interrupt 1 (INT1) to the Corresponding RPn Pin bits
(see Table 11-2 for input pin selection numbers)

1111001 = Input tied to RPI121
.
.
.
0000001 = Input tied to CMP1
0000000 = Input tied to VSS

bit 7-0 Unimplemented: Read as ‘0’ 
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 11-24: RPOR6: PERIPHERAL PIN SELECT OUTPUT REGISTER 6

U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — RP57R<5:0>

bit 15 bit 8

U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — RP56R<5:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-14 Unimplemented: Read as ‘0’ 

bit 13-8 RP57R<5:0>: Peripheral Output Function is Assigned to RP57 Output Pin bits 
(see Table 11-3 for peripheral function numbers)

bit 7-6 Unimplemented: Read as ‘0’ 

bit 5-0 RP56R<5:0>: Peripheral Output Function is Assigned to RP56 Output Pin bits 
(see Table 11-3 for peripheral function numbers)

REGISTER 11-25: RPOR7: PERIPHERAL PIN SELECT OUTPUT REGISTER 7

U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — RP97R<5:0>

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-14 Unimplemented: Read as ‘0’ 

bit 13-8 RP97R<5:0>: Peripheral Output Function is Assigned to RP97 Output Pin bits 
(see Table 11-3 for peripheral function numbers)

bit 7-0 Unimplemented: Read as ‘0’ 
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
14.1 Input Capture Resources

Many useful resources are provided on the main prod-
uct page of the Microchip web site for the devices listed
in this data sheet. This product page, which can be
accessed using this link, contains the latest updates
and additional information.

14.1.1 KEY RESOURCES

• “Input Capture” (DS70352) in the “dsPIC33/
PIC24 Family Reference Manual”

• Code Samples

• Application Notes

• Software Libraries

• Webinars

• All Related “dsPIC33/PIC24 Family Reference 
Manual” Sections

• Development Tools

Note: In the event you are not able to access the
product page using the link above, enter
this URL in your browser:
http://www.microchip.com/wwwproducts/
Devices.aspx?dDocName=en555464
DS70000657H-page 214  2011-2013 Microchip Technology Inc.

http://www.microchip.com/wwwproducts/Devices.aspx?dDocName=en555464#1
http://www.microchip.com/wwwproducts/Devices.aspx?dDocName=en555464


dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
NOTES:
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
 

REGISTER 16-5: CHOP: PWMx CHOP CLOCK GENERATOR REGISTER

R/W-0 U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0

CHPCLKEN — — — — — CHOPCLK<9:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CHOPCLK<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 CHPCLKEN: Enable Chop Clock Generator bit

1 = Chop clock generator is enabled
0 = Chop clock generator is disabled

bit 14-10 Unimplemented: Read as ‘0’

bit 9-0 CHOPCLK<9:0>: Chop Clock Divider bits

The frequency of the chop clock signal is given by the following expression:
Chop Frequency = (FP/PCLKDIV<2:0)/(CHOPCLK<9:0> + 1)

REGISTER 16-6: MDC: PWMx MASTER DUTY CYCLE REGISTER

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

MDC<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

MDC<7:0>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 MDC<15:0>: PWMx Master Duty Cycle Value bits
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 23-2: ADC CONVERSION CLOCK PERIOD BLOCK DIAGRAM

1

0

ADC Conversion
Clock Multiplier

1, 2, 3, 4, 5,..., 256

AD1CON3<15>

TP(1)

TAD

6

AD1CON3<7:0>

Note 1: TP = 1/FP.

2: See the ADC electrical specifications in Section 30.0 “Electrical Characteristics” for the 
exact RC clock value.

ADC Internal
RC Clock(2)
 2011-2013 Microchip Technology Inc. DS70000657H-page 323



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 4-0 CH0SA<4:0>: Channel 0 Positive Input Select for Sample MUXA bits(1)

11111 = Open; use this selection with CTMU capacitive and time measurement
11110 = Channel 0 positive input is connected to the CTMU temperature measurement diode (CTMU TEMP)
11101 = Reserved
11100 = Reserved
11011 = Reserved
11010 = Channel 0 positive input is the output of OA3/AN6(2,3)

11001 = Channel 0 positive input is the output of OA2/AN0(2)

11000 = Channel 0 positive input is the output of OA1/AN3(2)

10110 = Reserved
•
•
•
10000 = Reserved
01111 = Channel 0 positive input is AN15(1,3)

01110 = Channel 0 positive input is AN14(1,3)

01101 = Channel 0 positive input is AN13(1,3)

•
•
•
00010 = Channel 0 positive input is AN2(1,3)

00001 = Channel 0 positive input is AN1(1,3)

00000 = Channel 0 positive input is AN0(1,3)

REGISTER 23-6: AD1CHS0: ADC1 INPUT CHANNEL 0 SELECT REGISTER  (CONTINUED)

Note 1: AN0 through AN7 are repurposed when comparator and op amp functionality is enabled. See Figure 23-1 
to determine how enabling a particular op amp or comparator affects selection choices for Channels 1, 2 
and 3.

2: The OAx input is used if the corresponding op amp is selected (OPMODE (CMxCON<10>) = 1); 
otherwise, the ANx input is used.

3: See the “Pin Diagrams” section for the available analog channels for each device.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
bit 1-0 PTGITM<1:0>: PTG Input Trigger Command Operating Mode bits(1)

11 = Single level detect with Step delay not executed on exit of command (regardless of the PTGCTRL
command)

10 = Single level detect with Step delay executed on exit of command
01 = Continuous edge detect with Step delay not executed on exit of command (regardless of the

PTGCTRL command)
00 = Continuous edge detect with Step delay executed on exit of command

REGISTER 24-1: PTGCST: PTG CONTROL/STATUS REGISTER (CONTINUED)

Note 1: These bits apply to the PTGWHI and PTGWLO commands only.

2: This bit is only used with the PTGCTRL step command software trigger option.

3: Use of the PTG Single-Step mode is reserved for debugging tools only.
 2011-2013 Microchip Technology Inc. DS70000657H-page 341



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 26-3: CRCXORH: CRC XOR POLYNOMIAL HIGH REGISTER    

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

X<31:24>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

X<23:16>

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-0 X<31:16>: XOR of Polynomial Term Xn Enable bits

REGISTER 26-4: CRCXORL: CRC XOR POLYNOMIAL LOW REGISTER    

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

X<15:8>

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0

X<7:1> —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-1 X<15:1>: XOR of Polynomial Term Xn Enable bits

bit 0 Unimplemented: Read as ‘0’
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WDTPRE Watchdog Timer Prescaler bit
1 = 1:128
0 = 1:32

WDTPOST<3:0> Watchdog Timer Postscaler bits
1111 = 1:32,768
1110 = 1:16,384
•
•
•
0001 = 1:2
0000 = 1:1

WDTWIN<1:0> Watchdog Window Select bits
11 = WDT window is 25% of WDT period
10 = WDT window is 37.5% of WDT period
01 = WDT window is 50% of WDT period
00 = WDT window is 75% of WDT period

ALTI2C1 Alternate I2C1 pin
1 = I2C1 is mapped to the SDA1/SCL1 pins
0 = I2C1 is mapped to the ASDA1/ASCL1 pins

ALTI2C2 Alternate I2C2 pin
1 = I2C2 is mapped to the SDA2/SCL2 pins
0 = I2C2 is mapped to the ASDA2/ASCL2 pins

JTAGEN(2) JTAG Enable bit 
1 = JTAG is enabled
0 = JTAG is disabled

ICS<1:0> ICD Communication Channel Select bits
11 = Communicate on PGEC1 and PGED1
10 = Communicate on PGEC2 and PGED2
01 = Communicate on PGEC3 and PGED3
00 = Reserved, do not use

TABLE 27-2: CONFIGURATION BITS DESCRIPTION (CONTINUED)

Bit Field Description

Note 1: This bit is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.

2: When JTAGEN = 1, an internal pull-up resistor is enabled on the TMS pin. Erased devices default to 
JTAGEN = 1. Applications requiring I/O pins in a high-impedance state (tri-state) in Reset should use pins 
other than TMS for this purpose.
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FIGURE 30-16: SPI2 MASTER MODE (FULL-DUPLEX, CKE = 1, CKP = x, SMP = 1) 
TIMING CHARACTERISTICS

TABLE 30-35: SPI2 MASTER MODE (FULL-DUPLEX, CKE = 1, CKP = x, SMP = 1) 
TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param. Symbol Characteristic(1) Min. Typ.(2) Max. Units Conditions

SP10 FscP Maximum SCK2 Frequency — — 9 MHz (Note 3)

SP20 TscF SCK2 Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP21 TscR SCK2 Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP30 TdoF SDO2 Data Output Fall Time — — — ns See Parameter DO32 
(Note 4)

SP31 TdoR SDO2 Data Output Rise Time — — — ns See Parameter DO31 
(Note 4)

SP35 TscH2doV,
TscL2doV

SDO2 Data Output Valid after
SCK2 Edge

— 6 20 ns

SP36 TdoV2sc, 
TdoV2scL

SDO2 Data Output Setup to
First SCK2 Edge

30 — — ns

SP40 TdiV2scH, 
TdiV2scL

Setup Time of SDI2 Data 
Input to SCK2 Edge

30 — — ns

SP41 TscH2diL, 
TscL2diL

Hold Time of SDI2 Data Input
to SCK2 Edge 

30 — — ns

Note 1: These parameters are characterized, but are not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated.

3: The minimum clock period for SCK2 is 111 ns. The clock generated in Master mode must not violate this 
specification.

4: Assumes 50 pF load on all SPI2 pins.

SCK2
(CKP = 0)

SCK2
(CKP = 1)

SDO2

SP21SP20SP35

SP20SP21

MSb LSbBit 14 - - - - - -1

SP30, SP31

Note: Refer to Figure 30-1 for load conditions.

SP36

SP41

LSb InBit 14 - - - -1SDI2

SP40

SP10

MSb In
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
FIGURE 30-30: I2Cx BUS START/STOP BITS TIMING CHARACTERISTICS (MASTER MODE)   

FIGURE 30-31: I2Cx BUS DATA TIMING CHARACTERISTICS (MASTER MODE)   

SCLx

SDAx

Start
Condition

Stop
Condition

Note: Refer to Figure 30-1 for load conditions.

IM30

IM31

IM33

IM34

IM11
IM10 IM33

IM11

IM10

IM20

IM26

IM25

IM40 IM40 IM45

IM21

SCLx

SDAx
In

SDAx
Out

Note: Refer to Figure 30-1 for load conditions.
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FIGURE 30-36: ADC CONVERSION (12-BIT MODE) TIMING CHARACTERISTICS 
(ASAM = 0, SSRC<2:0> = 000, SSRCG = 0)   

AD55TSAMP

Set SAMP

AD61

ADCLK

Instruction

SAMP

AD60

DONE

AD1IF

1 2 3 4 5 6 87

1 – Software sets AD1CON1. SAMP to start sampling.

2 – Sampling starts after discharge period. TSAMP is described in 

3 – Software clears AD1CON1. SAMP to start conversion.

4 – Sampling ends, conversion sequence starts.

5 – Convert bit 11.

9 – One TAD for end of conversion.

AD50

9

6 – Convert bit 10.

7 – Convert bit 1.

8 – Convert bit 0.

Execution

“dsPIC33/PIC24 Family Reference Manual”. 
“Analog-to-Digital Converter (ADC)” (DS70621) in the

Clear SAMP
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
Revision H (August 2013)

This revision includes minor typographical and
formatting changes throughout the text.

Other major changes are referenced by their respective
section in Table A-6.

TABLE A-6: MAJOR SECTION UPDATES

Section Name Update Description

Cover Section • Adds Peripheral Pin Select (PPS) to allow Digital Function Remapping and Change 
Notification Interrupts to Input/Output section

• Adds heading information to 64-Pin TQFP

Section 4.0 “Memory 
Organization”

• Corrects Reset values for ANSELE, TRISF, TRISC, ANSELC and TRISA

• Corrects address range from 0x2FFF to 0x7FFF

• Corrects DSRPAG and DSWPAG (now 3 hex digits)

• Changes Call Stack Frame from <15:1> to PC<15:0>

• Word length in Figure 4-20 is changed to 50 words for clarity

Section 5.0 “Flash Program 
Memory”

• Corrects descriptions of NVM registers

Section 9.0 “Oscillator 
Configuration”

• Removes resistor from Figure 9-1

• Adds Fast RC Oscillator with Divide-by-16 (FRCDIV16) row to Table 9-1

• Removes incorrect information from ROI bit in Register 9-2

Section 14.0 “Input Capture” • Changes 31 user-selectable Trigger/Sync interrupts to 19 user-selectable Trigger/
Sync interrupts

• Corrects ICTSEL<12:10> bits (now ICTSEL<2:0>)

Section 17.0 “Quadrature 
Encoder Interface (QEI) 
Module 
(dsPIC33EPXXXMC20X/50X 
and PIC24EPXXXMC20X 
Devices Only)”

• Corrects QCAPEN bit description

Section 19.0 “Inter-
Integrated Circuit™ (I2C™)”

• Adds note to clarify that 100kbit/sec operation of I2C is not possible at high processor 
speeds

Section 22.0 “Charge Time 
Measurement Unit (CTMU)”

•  Clarifies Figure 22-1 to accurately reflect peripheral behavior

Section 23.0 “10-Bit/12-Bit 
Analog-to-Digital Converter 
(ADC)”

• Correct Figure 23-1 (changes CH123x to CH123Sx)

Section 24.0 “Peripheral 
Trigger Generator (PTG) 
Module”

• Adds footnote to Register 24-1 (In order to operate with CVRSS=1, at least one of the 
comparator modules must be enabled.

Section 25.0 “Op Amp/
Comparator Module”

• Adds note to Figure 25-3 (In order to operate with CVRSS=1, at least one of the 
comparator modules must be enabled)

• Adds footnote to Register 25-2 (COE is not available when OPMODE 
(CMxCON<10>) = 1)

Section 27.0 “Special 
Features”

• Corrects the bit description for FNOSC<2:0>

Section 30.0 “Electrical 
Characteristics”

• Corrects 512K part power-down currents based on test data

• Corrects WDT timing limits based on LPRC oscillator tolerance

Section 31.0 “High-
Temperature Electrical 
Characteristics”

• Adds Table 31-5 (DC Characteristics: Idle Current (IIDLE)
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