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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
3.0 CPU

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X CPU has a 16-bit
(data) modified Harvard architecture with an enhanced
instruction set, including significant support for digital
signal processing. The CPU has a 24-bit instruction
word with a variable length opcode field. The Program
Counter (PC) is 23 bits wide and addresses up to
4M x 24 bits of user program memory space. 

An instruction prefetch mechanism helps maintain
throughput and provides predictable execution. Most
instructions execute in a single-cycle effective execu-
tion rate, with the exception of instructions that change
the program flow, the double-word move (MOV.D)
instruction, PSV accesses and the table instructions.
Overhead-free program loop constructs are supported
using the DO and REPEAT instructions, both of which
are interruptible at any point.

3.1 Registers

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X devices have six-
teen, 16-bit working registers in the programmer’s
model. Each of the working registers can act as a data,
address or address offset register. The 16th working
register (W15) operates as a Software Stack Pointer for
interrupts and calls.

3.2 Instruction Set

The instruction set for dsPIC33EPXXXGP50X and
dsPIC33EPXXXMC20X/50X devices has two classes of
instructions: the MCU class of instructions and the DSP
class of instructions. The instruction set for
PIC24EPXXXGP/MC20X devices has the MCU class of
instructions only and does not support DSP instructions.
These two instruction classes are seamlessly integrated
into the architecture and execute from a single execution
unit. The instruction set includes many addressing modes
and was designed for optimum C compiler efficiency.

3.3 Data Space Addressing

The base Data Space can be addressed as 64 Kbytes
(32K words).

The Data Space includes two ranges of memory,
referred to as X and Y data memory. Each memory
range is accessible through its own independent
Address Generation Unit (AGU). The MCU class of
instructions operates solely through the X memory
AGU, which accesses the entire memory map as one
linear Data Space. On dsPIC33EPXXXMC20X/50X
and dsPIC33EPXXXGP50X devices, certain DSP
instructions operate through the X and Y AGUs to
support dual operand reads, which splits the data
address space into two parts. The X and Y Data Spaces
have memory locations that are device-specific, and
are described further in the data memory maps in
Section 4.2 “Data Address Space”.

The upper 32 Kbytes of the Data Space memory map
can optionally be mapped into Program Space (PS) at
any 32-Kbyte aligned program word boundary. The
Program-to-Data Space mapping feature, known as
Program Space Visibility (PSV), lets any instruction
access Program Space as if it were Data Space.
Moreover, the Base Data Space address is used in
conjunction with a Read or Write Page register (DSRPAG
or DSWPAG) to form an Extended Data Space (EDS)
address. The EDS can be addressed as 8M words or
16 Mbytes. Refer to the “Data Memory” (DS70595) and
“Program Memory” (DS70613) sections in the
“dsPIC33/PIC24 Family Reference Manual” for more
details on EDS, PSV and table accesses.

On the dsPIC33EPXXXMC20X/50X and
dsPIC33EPXXXGP50X devices, overhead-free circular
buffers (Modulo Addressing) are supported in both X
and Y address spaces. The Modulo Addressing
removes the software boundary checking overhead for
DSP algorithms. The X AGU Circular Addressing can be
used with any of the MCU class of instructions. The X
AGU also supports Bit-Reversed Addressing to greatly
simplify input or output data re-ordering for radix-2 FFT
algorithms. PIC24EPXXXGP/MC20X devices do not
support Modulo and Bit-Reversed Addressing.

3.4 Addressing Modes

The CPU supports these addressing modes:

• Inherent (no operand)

• Relative

• Literal

• Memory Direct

• Register Direct

• Register Indirect

Each instruction is associated with a predefined
addressing mode group, depending upon its functional
requirements. As many as six addressing modes are
supported for each instruction.

Note 1: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data sheet,
refer to “CPU” (DS70359) in the
“dsPIC33/PIC24 Family Reference
Manual”, which is available from the
Microchip web site (www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.
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dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
4.0 MEMORY ORGANIZATION

The dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/
50X and PIC24EPXXXGP/MC20X architecture
features separate program and data memory spaces,
and buses. This architecture also allows the direct
access of program memory from the Data Space (DS)
during code execution.

4.1 Program Address Space

The program address memory space of the
dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X
and PIC24EPXXXGP/MC20X devices is 4M
instructions. The space is addressable by a 24-bit
value derived either from the 23-bit PC during program
execution, or from table operation or Data Space
remapping, as described in Section 4.8 “Interfacing
Program and Data Memory Spaces”. 

User application access to the program memory space
is restricted to the lower half of the address range
(0x000000 to 0x7FFFFF). The exception is the use of
TBLRD operations, which use TBLPAG<7> to read
Device ID sections of the configuration memory space. 

The program memory maps, which are presented by
device family and memory size, are shown in
Figure 4-1 through Figure 4-5.

FIGURE 4-1: PROGRAM MEMORY MAP FOR dsPIC33EP32GP50X, dsPIC33EP32MC20X/50X AND 
PIC24EP32GP/MC20X DEVICES 

Note: This data sheet summarizes the
features of the dsPIC33EPXXXGP50X,
dsPIC33EPXXXMC20X/50X and
PIC24EPXXXGP/MC20X families of
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data sheet,
refer to “Program Memory” (DS70613) in
the “dsPIC33/PIC24 Family Reference
Manual”, which is available from the
Microchip web site (www.microchip.com).
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Write Latches

User Program
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0x0057EA(11K instructions)
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(Read ‘0’s)

GOTO Instruction
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Flash Configuration
Bytes

0x005800
0x0057FE

Reserved

0xFF0002

Note: Memory areas are not shown to scale.

0xFF0004

Reserved

0x800FF8
0x800FF6

0x801000
0x800FFE

USERID
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Fi Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

NV NVMOP<3:0> 0000

NV 0000

NV 23:16> 0000

NV 7:0> 0000

Leg

Fil Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

RC SLEEP IDLE BOR POR Note 1

OS CF — — OSWEN Note 2

CLK PLLPRE<4:0> 0030

PLL 0030

OS TUN<5:0> 0000

Leg
Not

Fil Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

RE — — — — 0000

Leg
BLE 4-34: NVM REGISTER MAP

BLE 4-35: SYSTEM CONTROL REGISTER MAP

BLE 4-36: REFERENCE CLOCK REGISTER MAP

le Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

MCON 0728 WR WREN WRERR NVMSIDL — — — — — — — —

MADRL 072A NVMADR<15:0>

MADRH 072C — — — — — — — — NVMADR<

MKEY 072E — — — — — — — — NVMKEY<

end: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

e Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

ON 0740 TRAPR IOPUWR — — VREGSF — CM VREGS EXTR SWR SWDTEN WDTO

CCON 0742 — COSC<2:0> — NOSC<2:0> CLKLOCK IOLOCK LOCK —

DIV 0744 ROI DOZE<2:0> DOZEN FRCDIV<2:0> PLLPOST<1:0> —

FBD 0746 — — — — — — — PLLDIV<8:0>

CTUN 0748 — — — — — — — — — —

end: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
e 1: RCON register Reset values are dependent on the type of Reset.

2: OSCCON register Reset values are dependent on the Configuration Fuses.

e Name Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

FOCON 074E ROON — ROSSLP ROSEL RODIV<3:0> — — — —

end: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
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02 DEVICES ONLY

02 DEVICES ONLY

Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

4 TRISA3 TRISA2 TRISA1 TRISA0 001F

RA3 RA2 RA1 RA0 0000

4 LATA3 LATA2 LA1TA1 LA0TA0 0000

4 ODCA3 ODCA2 ODCA1 ODCA0 0000

4 CNIEA3 CNIEA2 CNIEA1 CNIEA0 0000

A4 CNPUA3 CNPUA2 CNPUA1 CNPUA0 0000

A4 CNPDA3 CNPDA2 CNPDA1 CNPDA0 0000

4 — — ANSA1 ANSA0 0013

4 Bit 3 Bit 2 Bit 1 Bit 0
All 

Resets

B4 TRISB3 TRISB2 TRISB1 TRISB0 FFFF

4 RB3 RB2 RB1 RB0 xxxx

4 LATB3 LATB2 LATB1 LATB0 xxxx

B4 ODCB3 ODCB2 ODCB1 ODCB0 0000

B4 CNIEB3 CNIEB2 CNIEB1 CNIEB0 0000

B4 CNPUB3 CNPUB2 CNPUB1 CNPUB0 0000

B4 CNPDB3 CNPDB2 CNPDB1 CNPDB0 0000

ANSB3 ANSB2 ANSB1 ANSB0 010F
TABLE 4-59: PORTA REGISTER MAP FOR PIC24EPXXXGP/MC202 AND dsPIC33EPXXXGP/MC202/5

TABLE 4-60: PORTB REGISTER MAP FOR PIC24EPXXXGP/MC202 AND dsPIC33EPXXXGP/MC202/5

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

TRISA 0E00 — — — — — — — — — — — TRISA

PORTA 0E02 — — — — — — — — — — — RA4

LATA 0E04 — — — — — — — — — — — LATA

ODCA 0E06 — — — — — — — — — — — ODCA

CNENA 0E08 — — — — — — — — — — — CNIEA

CNPUA 0E0A — — — — — — — — — — — CNPU

CNPDA 0E0C — — — — — — — — — — — CNPD

ANSELA 0E0E — — — — — — — — — — — ANSA

Legend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

File 
Name

Addr. Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 

TRISB 0E10 TRISB15 TRISB14 TRISB13 TRISB12 TRISB11 TRISB10 TRISB9 TRISB8 TRISB7 TRISB6 TRISB5 TRIS

PORTB 0E12 RB15 RB14 RB13 RB12 RB11 RB10 RB9 RB8 RB7 RB6 RB5 RB

LATB 0E14 LATB15 LATB14 LATB13 LATB12 LATB11 LATB10 LATB9 LATB8 LATB7 LATB6 LATB5 LATB

ODCB 0E16 ODCB15 ODCB14 ODCB13 ODCB12 ODCB11 ODCB10 ODCB9 ODCB8 ODCB7 ODCB6 ODCB5 ODC

CNENB 0E18 CNIEB15 CNIEB14 CNIEB13 CNIEB12 CNIEB11 CNIEB10 CNIEB9 CNIEB8 CNIEB7 CNIEB6 CNIEB5 CNIE

CNPUB 0E1A CNPUB15 CNPUB14 CNPUB13 CNPUB12 CNPUB11 CNPUB10 CNPUB9 CNPUB8 CNPUB7 CNPUB6 CNPUB5 CNPU

CNPDB 0E1C CNPDB15 CNPDB14 CNPDB13 CNPDB12 CNPDB11 CNPDB10 CNPDB9 CNPDB8 CNPDB7 CNPDB6 CNPDB5 CNPD

ANSELB 0E1E — — — — — — — ANSB8 — — — —

Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
TABLE 7-1: INTERRUPT VECTOR DETAILS

Interrupt Source
Vector

#
IRQ

#
IVT Address

Interrupt Bit Location

Flag Enable Priority

Highest Natural Order Priority

INT0 – External Interrupt 0 8 0 0x000014 IFS0<0> IEC0<0> IPC0<2:0>

IC1 – Input Capture 1 9 1 0x000016 IFS0<1> IEC0<1> IPC0<6:4>

OC1 – Output Compare 1 10 2 0x000018 IFS0<2> IEC0<2> IPC0<10:8>

T1 – Timer1 11 3 0x00001A IFS0<3> IEC0<3> IPC0<14:12>

DMA0 – DMA Channel 0 12 4 0x00001C IFS0<4> IEC0<4> IPC1<2:0>

IC2 – Input Capture 2 13 5 0x00001E IFS0<5> IEC0<5> IPC1<6:4>

OC2 – Output Compare 2 14 6 0x000020 IFS0<6> IEC0<6> IPC1<10:8>

T2 – Timer2 15 7 0x000022 IFS0<7> IEC0<7> IPC1<14:12>

T3 – Timer3 16 8 0x000024 IFS0<8> IEC0<8> IPC2<2:0>

SPI1E – SPI1 Error 17 9 0x000026 IFS0<9> IEC0<9> IPC2<6:4>

SPI1 – SPI1 Transfer Done 18 10 0x000028 IFS0<10> IEC0<10> IPC2<10:8>

U1RX – UART1 Receiver 19 11 0x00002A IFS0<11> IEC0<11> IPC2<14:12>

U1TX – UART1 Transmitter 20 12 0x00002C IFS0<12> IEC0<12> IPC3<2:0>

AD1 – ADC1 Convert Done 21 13 0x00002E IFS0<13> IEC0<13> IPC3<6:4>

DMA1 – DMA Channel 1 22 14 0x000030 IFS0<14> IEC0<14> IPC3<10:8>

Reserved 23 15 0x000032 — — —

SI2C1 – I2C1 Slave Event 24 16 0x000034 IFS1<0> IEC1<0> IPC4<2:0>

MI2C1 – I2C1 Master Event 25 17 0x000036 IFS1<1> IEC1<1> IPC4<6:4>

CM – Comparator Combined Event 26 18 0x000038 IFS1<2> IEC1<2> IPC4<10:8>

CN – Input Change Interrupt 27 19 0x00003A IFS1<3> IEC1<3> IPC4<14:12>

INT1 – External Interrupt 1 28 20 0x00003C IFS1<4> IEC1<4> IPC5<2:0>

Reserved 29-31 21-23 0x00003E-0x000042 — — —

DMA2 – DMA Channel 2 32 24 0x000044 IFS1<8> IEC1<8> IPC6<2:0>

OC3 – Output Compare 3 33 25 0x000046 IFS1<9> IEC1<9> IPC6<6:4>

OC4 – Output Compare 4 34 26 0x000048 IFS1<10> IEC1<10> IPC6<10:8>

T4 – Timer4 35 27 0x00004A IFS1<11> IEC1<11> IPC6<14:12>

T5 – Timer5 36 28 0x00004C IFS1<12> IEC1<12> IPC7<2:0>

INT2 – External Interrupt 2 37 29 0x00004E IFS1<13> IEC1<13> IPC7<6:4>

U2RX – UART2 Receiver 38 30 0x000050 IFS1<14> IEC1<14> IPC7<10:8>

U2TX – UART2 Transmitter 39 31 0x000052 IFS1<15> IEC1<15> IPC7<14:12>

SPI2E – SPI2 Error 40 32 0x000054 IFS2<0> IEC2<0> IPC8<2:0>

SPI2 – SPI2 Transfer Done 41 33 0x000056 IFS2<1> IEC2<1> IPC8<6:4>

C1RX – CAN1 RX Data Ready(1) 42 34 0x000058 IFS2<2> IEC2<2> IPC8<10:8>

C1 – CAN1 Event(1) 43 35 0x00005A IFS2<3> IEC2<3> IPC8<14:12>

DMA3 – DMA Channel 3 44 36 0x00005C IFS2<4> IEC2<4> IPC9<2:0>

IC3 – Input Capture 3 45 37 0x00005E IFS2<5> IEC2<5> IPC9<6:4>

IC4 – Input Capture 4 46 38 0x000060 IFS2<6> IEC2<6> IPC9<10:8>

Reserved 47-56 39-48 0x000062-0x000074 — — —

SI2C2 – I2C2 Slave Event 57 49 0x000076 IFS3<1> IEC3<1> IPC12<6:4>

MI2C2 – I2C2 Master Event 58 50 0x000078 IFS3<2> IEC3<2> IPC12<10:8>

Reserved 59-64 51-56 0x00007A-0x000084 — — —

PSEM – PWM Special Event Match(2) 65 57 0x000086 IFS3<9> IEC3<9> IPC14<6:4>

Note 1: This interrupt source is available on dsPIC33EPXXXGP50X and dsPIC33EPXXXMC50X devices only.
2: This interrupt source is available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.
 2011-2013 Microchip Technology Inc. DS70000657H-page 129



dsPIC33EPXXXGP50X, dsPIC33EPXXXMC20X/50X AND PIC24EPXXXGP/MC20X
REGISTER 7-1: SR: CPU STATUS REGISTER(1)

R/W-0 R/W-0 R/W-0 R/W-0 R/C-0 R/C-0 R-0 R/W-0

OA OB SA SB OAB SAB DA DC

bit 15 bit 8

R/W-0(3) R/W-0(3) R/W-0(3) R-0 R/W-0 R/W-0 R/W-0 R/W-0

IPL<2:0>(2) RA N OV Z C

bit 7 bit 0

Legend: C = Clearable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’= Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 7-5 IPL<2:0>: CPU Interrupt Priority Level Status bits(2,3)

111 = CPU Interrupt Priority Level is 7 (15); user interrupts are disabled 
110 = CPU Interrupt Priority Level is 6 (14)
101 = CPU Interrupt Priority Level is 5 (13)
100 = CPU Interrupt Priority Level is 4 (12)
011 = CPU Interrupt Priority Level is 3 (11)
010 = CPU Interrupt Priority Level is 2 (10)
001 = CPU Interrupt Priority Level is 1 (9)
000 = CPU Interrupt Priority Level is 0 (8)

Note 1: For complete register details, see Register 3-1.

2: The IPL<2:0> bits are concatenated with the IPL<3> bit (CORCON<3>) to form the CPU Interrupt Priority 
Level. The value in parentheses indicates the IPL, if IPL<3> = 1. User interrupts are disabled when 
IPL<3> = 1.

3: The IPL<2:0> Status bits are read-only when the NSTDIS bit (INTCON1<15>) = 1.
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bit 4 MATHERR: Math Error Status bit

1 = Math error trap has occurred
0 = Math error trap has not occurred

bit 3 ADDRERR: Address Error Trap Status bit

1 = Address error trap has occurred
0 = Address error trap has not occurred

bit 2 STKERR: Stack Error Trap Status bit

1 = Stack error trap has occurred
0 = Stack error trap has not occurred

bit 1 OSCFAIL: Oscillator Failure Trap Status bit

1 = Oscillator failure trap has occurred
0 = Oscillator failure trap has not occurred

bit 0 Unimplemented: Read as ‘0’

REGISTER 7-3: INTCON1: INTERRUPT CONTROL REGISTER 1 (CONTINUED)

Note 1: These bits are available on dsPIC33EPXXXMC20X/50X and dsPIC33EPXXXGP50X devices only.
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REGISTER 10-1: PMD1: PERIPHERAL MODULE DISABLE CONTROL REGISTER 1

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0

T5MD T4MD T3MD T2MD T1MD QEI1MD(1) PWMMD(1) —

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0 R/W-0

I2C1MD U2MD U1MD SPI2MD SPI1MD — C1MD(2) AD1MD

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 T5MD: Timer5 Module Disable bit
1 = Timer5 module is disabled
0 = Timer5 module is enabled

bit 14 T4MD: Timer4 Module Disable bit
1 = Timer4 module is disabled
0 = Timer4 module is enabled

bit 13 T3MD: Timer3 Module Disable bit
1 = Timer3 module is disabled
0 = Timer3 module is enabled

bit 12 T2MD: Timer2 Module Disable bit
1 = Timer2 module is disabled
0 = Timer2 module is enabled

bit  11 T1MD: Timer1 Module Disable bit
1 = Timer1 module is disabled
0 = Timer1 module is enabled

bit 10 QEI1MD: QEI1 Module Disable bit(1)

1 = QEI1 module is disabled
0 = QEI1 module is enabled

bit 9 PWMMD: PWM Module Disable bit(1)

1 = PWM module is disabled
0 = PWM module is enabled

bit 8 Unimplemented: Read as ‘0’

bit 7 I2C1MD: I2C1 Module Disable bit
1 = I2C1 module is disabled
0 = I2C1 module is enabled

bit 6 U2MD: UART2 Module Disable bit
1 = UART2 module is disabled
0 = UART2 module is enabled

bit 5 U1MD: UART1 Module Disable bit
1 = UART1 module is disabled
0 = UART1 module is enabled

bit 4 SPI2MD: SPI2 Module Disable bit
1 = SPI2 module is disabled
0 = SPI2 module is enabled

Note 1: This bit is available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices only.

2: This bit is available on dsPIC33EPXXXGP50X and dsPIC33EPXXXMC50X devices only.
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11.1.1 OPEN-DRAIN CONFIGURATION

In addition to the PORTx, LATx and TRISx registers
for data control, port pins can also be individually
configured for either digital or open-drain output. This
is controlled by the Open-Drain Control register,
ODCx, associated with each port. Setting any of the
bits configures the corresponding pin to act as an
open-drain output. 

The open-drain feature allows the generation of
outputs other than VDD by using external pull-up
resistors. The maximum open-drain voltage allowed
on any pin is the same as the maximum VIH

specification for that particular pin. 

See the “Pin Diagrams” section for the available
5V tolerant pins and Table 30-11 for the maximum
VIH specification for each pin.

11.2 Configuring Analog and Digital 
Port Pins

The ANSELx register controls the operation of the
analog port pins. The port pins that are to function as
analog inputs or outputs must have their corresponding
ANSELx and TRISx bits set. In order to use port pins for
I/O functionality with digital modules, such as Timers,
UARTs, etc., the corresponding ANSELx bit must be
cleared.

The ANSELx register has a default value of 0xFFFF;
therefore, all pins that share analog functions are
analog (not digital) by default.

Pins with analog functions affected by the ANSELx
registers are listed with a buffer type of analog in the
Pinout I/O Descriptions (see Table 1-1).

If the TRISx bit is cleared (output) while the ANSELx bit
is set, the digital output level (VOH or VOL) is converted
by an analog peripheral, such as the ADC module or
comparator module.

When the PORTx register is read, all pins configured as
analog input channels are read as cleared (a low level).

Pins configured as digital inputs do not convert an
analog input. Analog levels on any pin defined as a
digital input (including the ANx pins) can cause the
input buffer to consume current that exceeds the
device specifications.

11.2.1 I/O PORT WRITE/READ TIMING

One instruction cycle is required between a port
direction change or port write operation and a read
operation of the same port. Typically this instruction
would be a NOP, as shown in Example 11-1.

11.3 Input Change Notification (ICN)

The Input Change Notification function of the I/O ports
allows devices to generate interrupt requests to the
processor in response to a Change-of-State (COS) on
selected input pins. This feature can detect input
Change-of-States even in Sleep mode, when the clocks
are disabled. Every I/O port pin can be selected
(enabled) for generating an interrupt request on a
Change-of-State.

Three control registers are associated with the Change
Notification (CN) functionality of each I/O port. The
CNENx registers contain the CN interrupt enable con-
trol bits for each of the input pins. Setting any of these
bits enables a CN interrupt for the corresponding pins.

Each I/O pin also has a weak pull-up and a weak
pull-down connected to it. The pull-ups and pull-
downs act as a current source or sink source
connected to the pin and eliminate the need for
external resistors when push button, or keypad
devices are connected. The pull-ups and pull-downs
are enabled separately, using the CNPUx and the
CNPDx registers, which contain the control bits for
each of the pins. Setting any of the control bits
enables the weak pull-ups and/or pull-downs for the
corresponding pins.

EXAMPLE 11-1: PORT WRITE/READ 
EXAMPLE

Note: Pull-ups and pull-downs on Change Noti-
fication pins should always be disabled
when the port pin is configured as a digital
output.

MOV 0xFF00, W0 ; Configure PORTB<15:8>
; as inputs

MOV W0, TRISB ; and PORTB<7:0> 
; as outputs

NOP ; Delay 1 cycle
BTSS PORTB, #13 ; Next Instruction
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010 1000 I/O RP40 101 0101 — —

010 1001 I/O RP41 101 0110 — —

010 1010 I/O RP42 101 0111 — —

010 1011 I/O RP43 101 1000 — —

010 1100 I RPI44 101 1001 — —

101 1010 — — 110 1101 — —

101 1011 — — 110 1110 — —

101 1100 — — 110 1111 — —

101 1101 — — 111 0000 — —

101 1110 I RPI94 111 0001 — —

101 1111 I RPI95 111 0010 — —

110 0000 I RPI96 111 0011 — —

110 0001 I/O RP97 111 0100 — —

110 0010 — — 111 0101 — —

110 0011 — — 111 0110 I/O RP118

110 0100 — — 111 0111 I RPI119

110 0101 — — 111 1000 I/O RP120

110 0110 — — 111 1001 I RPI121

110 0111 — — 111 1010 — —

110 1000 — — 111 1011 — —

110 1001 — — 111 1100 — —

110 1010 — — 111 1101 — —

110 1011 — — 111 1110 — —

110 1100 — — 111 1111 — —

TABLE 11-2: INPUT PIN SELECTION FOR SELECTABLE INPUT SOURCES (CONTINUED)

Peripheral Pin 
Select Input 

Register Value

Input/
Output

Pin Assignment
Peripheral Pin 
Select Input 

Register Value

Input/
Output

Pin Assignment

Legend: Shaded rows indicate PPS Input register values that are unimplemented.

Note 1: See Section 11.4.4.1 “Virtual Connections” for more information on selecting this pin assignment.

2: These inputs are available on dsPIC33EPXXXGP/MC50X devices only.
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NOTES:
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REGISTER 17-2: QEI1IOC: QEI1 I/O CONTROL REGISTER 

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

QCAPEN FLTREN QFDIV2 QFDIV1 QFDIV0 OUTFNC1 OUTFNC0 SWPAB

bit 15 bit 8

R/W-0 R/W-0 R/W-0 R/W-0 R-x R-x R-x R-x

HOMPOL IDXPOL QEBPOL QEAPOL HOME INDEX QEB QEA

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 QCAPEN: QEI Position Counter Input Capture Enable bit 

1 = Index match event triggers a position capture event
0 = Index match event does not trigger a position capture event

bit 14 FLTREN: QEAx/QEBx/INDXx/HOMEx Digital Filter Enable bit

1 = Input pin digital filter is enabled
0 = Input pin digital filter is disabled (bypassed)

bit 13-11 QFDIV<2:0>: QEAx/QEBx/INDXx/HOMEx Digital Input Filter Clock Divide Select bits

111 = 1:128 clock divide
110 = 1:64 clock divide
101 = 1:32 clock divide
100 = 1:16 clock divide
011 = 1:8 clock divide
010 = 1:4 clock divide
001 = 1:2 clock divide
000 = 1:1 clock divide

bit 10-9 OUTFNC<1:0>: QEI Module Output Function Mode Select bits

11 = The CTNCMPx pin goes high when QEI1LEC  POS1CNT  QEI1GEC
10 = The CTNCMPx pin goes high when POS1CNT  QEI1LEC
01 = The CTNCMPx pin goes high when POS1CNT  QEI1GEC
00 = Output is disabled

bit 8 SWPAB: Swap QEA and QEB Inputs bit

1 = QEAx and QEBx are swapped prior to quadrature decoder logic
0 = QEAx and QEBx are not swapped 

bit 7 HOMPOL: HOMEx Input Polarity Select bit

1 = Input is inverted
0 = Input is not inverted

bit 6 IDXPOL: INDXx Input Polarity Select bit

1 = Input is inverted
0 = Input is not inverted

bit 5 QEBPOL: QEBx Input Polarity Select bit

1 = Input is inverted
0 = Input is not inverted

bit 4 QEAPOL: QEAx Input Polarity Select bit

1 = Input is inverted
0 = Input is not inverted

bit 3 HOME: Status of HOMEx Input Pin After Polarity Control

1 = Pin is at logic ‘1’
0 = Pin is at logic ‘0’
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bit 5 ABAUD: Auto-Baud Enable bit

1 = Enables baud rate measurement on the next character – requires reception of a Sync field (55h)
before other data; cleared in hardware upon completion

0 = Baud rate measurement is disabled or completed

bit 4 URXINV: UARTx Receive Polarity Inversion bit 

1 = UxRX Idle state is ‘0’
0 = UxRX Idle state is ‘1’

bit 3 BRGH: High Baud Rate Enable bit

1 = BRG generates 4 clocks per bit period (4x baud clock, High-Speed mode)
0 = BRG generates 16 clocks per bit period (16x baud clock, Standard mode)

bit 2-1 PDSEL<1:0>: Parity and Data Selection bits

11 = 9-bit data, no parity
10 = 8-bit data, odd parity
01 = 8-bit data, even parity
00 = 8-bit data, no parity

bit 0 STSEL: Stop Bit Selection bit

1 = Two Stop bits
0 = One Stop bit

REGISTER 20-1: UxMODE: UARTx MODE REGISTER (CONTINUED)

Note 1: Refer to the “UART” (DS70582) section in the “dsPIC33/PIC24 Family Reference Manual” for information on 
enabling the UARTx module for receive or transmit operation.

2: This feature is only available for the 16x BRG mode (BRGH = 0).

3: This feature is only available on 44-pin and 64-pin devices.

4: This feature is only available on 64-pin devices.
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REGISTER 21-2: CxCTRL2: ECANx CONTROL REGISTER 2

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 U-0 R-0 R-0 R-0 R-0 R-0

— — — DNCNT4 DNCNT3 DNCNT2 DNCNT1 DNCNT0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-5 Unimplemented: Read as ‘0’

bit 4-0 DNCNT<4:0>: DeviceNet™ Filter Bit Number bits

10010-11111 = Invalid selection 
10001 = Compares up to Data Byte 3, bit 6 with EID<17>

•

•

•

00001 = Compares up to Data Byte 1, bit 7 with EID<0>
00000 = Does not compare data bytes
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TABLE 24-1: PTG STEP COMMAND FORMAT (CONTINUED)

bit 3-0 Step 
Command

OPTION<3:0> Option Description

PTGWHI(1) 
or 
PTGWLO(1)

0000 PWM Special Event Trigger.(3)

0001 PWM master time base synchronization output.(3)

0010 PWM1 interrupt.(3)

0011 PWM2 interrupt.(3)

0100 PWM3 interrupt.(3)

0101 Reserved.

0110 Reserved.

0111 OC1 Trigger event.

1000 OC2 Trigger event.

1001 IC1 Trigger event.

1010 CMP1 Trigger event.

1011 CMP2 Trigger event.

1100 CMP3 Trigger event.

1101 CMP4 Trigger event.

1110 ADC conversion done interrupt.

1111 INT2 external interrupt.

PTGIRQ(1) 0000 Generate PTG Interrupt 0.

0001 Generate PTG Interrupt 1.

0010 Generate PTG Interrupt 2.

0011 Generate PTG Interrupt 3.

0100 Reserved.

•

•

•

•

•

•

1111 Reserved.

PTGTRIG(2) 00000 PTGO0.

00001 PTGO1.

•

•

•

•

•

•

11110 PTGO30.

11111 PTGO31.

Note 1: All reserved commands or options will execute but have no effect (i.e., execute as a NOP instruction).

2: Refer to Table 24-2 for the trigger output descriptions.

3: This feature is only available on dsPIC33EPXXXMC20X/50X and PIC24EPXXXMC20X devices.
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Most instructions are a single word. Certain double-word
instructions are designed to provide all the required
information in these 48 bits. In the second word, the
8 MSbs are ‘0’s. If this second word is executed as an
instruction (by itself), it executes as a NOP. 

The double-word instructions execute in two instruction
cycles.

Most single-word instructions are executed in a single
instruction cycle, unless a conditional test is true, or the
Program Counter is changed as a result of the instruction,
or a PSV or Table Read is performed, or an SFR register
is read. In these cases, the execution takes multiple
instruction cycles with the additional instruction cycle(s)
executed as a NOP. Certain instructions that involve
skipping over the subsequent instruction require either

two or three cycles if the skip is performed, depending on
whether the instruction being skipped is a single-word or
two-word instruction. Moreover, double-word moves
require two cycles. 

  

Note: For more details on the instruction set,
refer to the “16-bit MCU and DSC
Programmer’s Reference Manual”
(DS70157).

For more information on instructions that
take more than one instruction cycle to
execute, refer to “CPU” (DS70359) in
the “dsPIC33/PIC24 Family Reference
Manual”, particularly the “Instruction
Flow Types” section.

TABLE 28-1: SYMBOLS USED IN OPCODE DESCRIPTIONS

Field Description

#text Means literal defined by “text”

(text) Means “content of text”

[text] Means “the location addressed by text”

{ } Optional field or operation

a  {b, c, d} a is selected from the set of values b, c, d

<n:m> Register bit field

.b Byte mode selection

.d Double-Word mode selection

.S Shadow register select

.w Word mode selection (default)

Acc One of two accumulators {A, B}

AWB Accumulator write back destination address register {W13, [W13]+ = 2}

bit4 4-bit bit selection field (used in word addressed instructions) {0...15}

C, DC, N, OV, Z MCU Status bits: Carry, Digit Carry, Negative, Overflow, Sticky Zero

Expr Absolute address, label or expression (resolved by the linker)

f File register address {0x0000...0x1FFF}

lit1 1-bit unsigned literal {0,1}

lit4 4-bit unsigned literal {0...15}

lit5 5-bit unsigned literal {0...31}

lit8 8-bit unsigned literal {0...255}

lit10 10-bit unsigned literal {0...255} for Byte mode, {0:1023} for Word mode

lit14 14-bit unsigned literal {0...16384}

lit16 16-bit unsigned literal {0...65535}

lit23 23-bit unsigned literal {0...8388608}; LSb must be ‘0’

None Field does not require an entry, can be blank

OA, OB, SA, SB DSP Status bits: ACCA Overflow, ACCB Overflow, ACCA Saturate, ACCB Saturate

PC Program Counter

Slit10 10-bit signed literal {-512...511}

Slit16 16-bit signed literal {-32768...32767}

Slit6 6-bit signed literal {-16...16}

Wb Base W register {W0...W15}

Wd Destination W register { Wd, [Wd], [Wd++], [Wd--], [++Wd], [--Wd] }

Wdo Destination W register 
{ Wnd, [Wnd], [Wnd++], [Wnd--], [++Wnd], [--Wnd], [Wnd+Wb] } 
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FIGURE 30-26: SPI1 SLAVE MODE (FULL-DUPLEX, CKE = 1, CKP = 0, SMP = 0) 
TIMING CHARACTERISTICS

SS1

SCK1
(CKP = 0)

SCK1
(CKP = 1)

SDO1

SP60

SDI1

SP30, SP31

MSb Bit 14 - - - - - -1 LSb

SP51

Bit 14 - - - -1 LSb In

SP52

SP73SP72

SP72SP73

SP40

SP41

Note: Refer to Figure 30-1 for load conditions.

SP36

SP50

SP35

SP70

MSb In
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TABLE 30-53: OP AMP/COMPARATOR SPECIFICATIONS  

DC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)(1)

Operating temperature -40°C  TA  +85°C for Industrial
-40°C  TA  +125°C for Extended

Param
 No.

Symbol Characteristic Min. Typ.(2) Max. Units Conditions

Comparator AC Characteristics

CM10 TRESP Response Time(3) — 19 — ns V+ input step of 100 mV,
V- input held at VDD/2

CM11 TMC2OV Comparator Mode 
Change to Output Valid

— — 10 µs

Comparator DC Characteristics

CM30 VOFFSET Comparator Offset 
Voltage

— ±10 40 mV

CM31 VHYST Input Hysteresis 
Voltage(3)

— 30 — mV

CM32 TRISE/
TFALL

Comparator Output Rise/
Fall Time(3)

— 20 — ns 1 pF load capacitance 
on input

CM33 VGAIN Open-Loop Voltage 
Gain(3)

— 90 — db

CM34 VICM Input Common-Mode 
Voltage

AVSS — AVDD V

Op Amp AC Characteristics

CM20 SR Slew Rate(3) — 9 — V/µs 10 pF load

CM21a PM Phase Margin 
(Configuration A)(3,4)

— 55 — Degree G = 100V/V; 10 pF load

CM21b PM Phase Margin 
(Configuration B)(3,5)

— 40 — Degree G = 100V/V; 10 pF load

CM22 GM Gain Margin(3) — 20 — db G = 100V/V; 10 pF load

CM23a GBW Gain Bandwidth 
(Configuration A)(3,4)

— 10 — MHz 10 pF load

CM23b GBW Gain Bandwidth 
(Configuration B)(3,5)

— 6 — MHz 10 pF load

Note 1: Device is functional at VBORMIN < VDD < VDDMIN, but will have degraded performance. Device functionality 
is tested, but not characterized. Analog modules (ADC, op amp/comparator and comparator voltage 
reference) may have degraded performance. Refer to Parameter BO10 in Table 30-13 for the minimum and 
maximum BOR values.

2: Data in “Typ” column is at 3.3V, +25°C unless otherwise stated.

3: Parameter is characterized but not tested in manufacturing.

4: See Figure 25-6 for configuration information.

5: See Figure 25-7 for configuration information.

6: Resistances can vary by ±10% between op amps.
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TABLE 31-4: DC CHARACTERISTICS: POWER-DOWN CURRENT (IPD)

TABLE 31-5: DC CHARACTERISTICS: IDLE CURRENT (IIDLE)

TABLE 31-6: DC CHARACTERISTICS: OPERATING CURRENT (IDD)

TABLE 31-7: DC CHARACTERISTICS: DOZE CURRENT (IDOZE)

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Parameter 
No.

Typical Max Units Conditions

Power-Down Current (IPD)

HDC60e 1400 2500 A +150°C 3.3V Base Power-Down Current
(Notes 1, 3)

HDC61c 15 — A +150°C 3.3V Watchdog Timer Current: IWDT

(Notes 2, 4)

Note 1: Base IPD is measured with all peripherals and clocks shut down. All I/Os are configured as inputs and 
pulled to VSS. WDT, etc., are all switched off and VREGS (RCON<8>) = 1.

2: The  current is the additional current consumed when the module is enabled. This current should be 
added to the base IPD current.

3: These currents are measured on the device containing the most memory in this family.

4: These parameters are characterized, but are not tested in manufacturing.

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Parameter 
No.

Typical Max Units Conditions

HDC44e 12 30 mA +150°C 3.3V 40 MIPS

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Parameter 
No.

Typical Max Units Conditions

HDC20 9 15 mA +150°C 3.3V 10 MIPS

HDC22 16 25 mA +150°C 3.3V 20 MIPS

HDC23 30 50 mA +150°C 3.3V 40 MIPS

DC CHARACTERISTICS
Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +150°C

Parameter 
No.

Typical Max
Doze 
Ratio

Units Conditions

HDC72a 24 35 1:2 mA

+150°C 3.3V 40 MIPSHDC72f(1) 14 — 1:64 mA

HDC72g(1) 12 — 1:128 mA

Note 1: Parameters with Doze ratios of 1:64 and 1:128 are characterized, but are not tested in manufacturing.
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