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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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EEPROM Size -

RAM Size 128K x 8

Voltage - Supply (Vcc/Vdd) 2.3V ~ 3.6V

Data Converters A/D 16x10b

Oscillator Type Internal
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Package / Case 121-TFBGA

Supplier Device Package 121-TFBGA (10x10)

Purchase URL https://www.e-xfl.com/product-detail/microchip-technology/pic32mx695f512lt-80i-bg

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/pic32mx695f512lt-80i-bg-4414992
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers
https://www.e-xfl.com/product/filter/embedded-microcontrollers


PIC32MX5XX/6XX/7XX
TABLE 7-1: INTERRUPT IRQ, VECTOR AND BIT LOCATION

Interrupt Source(1) IRQ 
Number

Vector 
Number

Interrupt Bit Location

Flag Enable Priority Sub-Priority

Highest Natural Order Priority

CT – Core Timer Interrupt 0 0 IFS0<0> IEC0<0> IPC0<4:2> IPC0<1:0>

CS0 – Core Software Interrupt 0 1 1 IFS0<1> IEC0<1> IPC0<12:10> IPC0<9:8>

CS1 – Core Software Interrupt 1 2 2 IFS0<2> IEC0<2> IPC0<20:18> IPC0<17:16>

INT0 – External Interrupt 0 3 3 IFS0<3> IEC0<3> IPC0<28:26> IPC0<25:24>

T1 – Timer1 4 4 IFS0<4> IEC0<4> IPC1<4:2> IPC1<1:0>

IC1 – Input Capture 1 5 5 IFS0<5> IEC0<5> IPC1<12:10> IPC1<9:8>

OC1 – Output Compare 1 6 6 IFS0<6> IEC0<6> IPC1<20:18> IPC1<17:16>

INT1 – External Interrupt 1 7 7 IFS0<7> IEC0<7> IPC1<28:26> IPC1<25:24>

T2 – Timer2 8 8 IFS0<8> IEC0<8> IPC2<4:2> IPC2<1:0>

IC2 – Input Capture 2 9 9 IFS0<9> IEC0<9> IPC2<12:10> IPC2<9:8>

OC2 – Output Compare 2 10 10 IFS0<10> IEC0<10> IPC2<20:18> IPC2<17:16>

INT2 – External Interrupt 2 11 11 IFS0<11> IEC0<11> IPC2<28:26> IPC2<25:24>

T3 – Timer3 12 12 IFS0<12> IEC0<12> IPC3<4:2> IPC3<1:0>

IC3 – Input Capture 3 13 13 IFS0<13> IEC0<13> IPC3<12:10> IPC3<9:8>

OC3 – Output Compare 3 14 14 IFS0<14> IEC0<14> IPC3<20:18> IPC3<17:16>

INT3 – External Interrupt 3 15 15 IFS0<15> IEC0<15> IPC3<28:26> IPC3<25:24>

T4 – Timer4 16 16 IFS0<16> IEC0<16> IPC4<4:2> IPC4<1:0>

IC4 – Input Capture 4 17 17 IFS0<17> IEC0<17> IPC4<12:10> IPC4<9:8>

OC4 – Output Compare 4 18 18 IFS0<18> IEC0<18> IPC4<20:18> IPC4<17:16>

INT4 – External Interrupt 4 19 19 IFS0<19> IEC0<19> IPC4<28:26> IPC4<25:24>

T5 – Timer5 20 20 IFS0<20> IEC0<20> IPC5<4:2> IPC5<1:0>

IC5 – Input Capture 5 21 21 IFS0<21> IEC0<21> IPC5<12:10> IPC5<9:8>

OC5 – Output Compare 5 22 22 IFS0<22> IEC0<22> IPC5<20:18> IPC5<17:16>

SPI1E – SPI1 Fault 23 23 IFS0<23> IEC0<23> IPC5<28:26> IPC5<25:24>

SPI1RX – SPI1 Receive Done 24 23 IFS0<24> IEC0<24> IPC5<28:26> IPC5<25:24>

SPI1TX – SPI1 Transfer Done 25 23 IFS0<25> IEC0<25> IPC5<28:26> IPC5<25:24>

U1E – UART1 Error

26 24 IFS0<26> IEC0<26> IPC6<4:2> IPC6<1:0>SPI3E – SPI3 Fault

I2C3B – I2C3 Bus Collision Event

U1RX – UART1 Receiver

27 24 IFS0<27> IEC0<27> IPC6<4:2> IPC6<1:0>SPI3RX – SPI3 Receive Done

I2C3S – I2C3 Slave Event

U1TX – UART1 Transmitter

28 24 IFS0<28> IEC0<28> IPC6<4:2> IPC6<1:0>SPI3TX – SPI3 Transfer Done

I2C3M – I2C3 Master Event

I2C1B – I2C1 Bus Collision Event 29 25 IFS0<29> IEC0<29> IPC6<12:10> IPC6<9:8>

I2C1S – I2C1 Slave Event 30 25 IFS0<30> IEC0<30> IPC6<12:10> IPC6<9:8>

I2C1M – I2C1 Master Event 31 25 IFS0<31> IEC0<31> IPC6<12:10> IPC6<9:8>

CN – Input Change Interrupt 32 26 IFS1<0> IEC1<0> IPC6<20:18> IPC6<17:16>

Note 1: Not all interrupt sources are available on all devices. See TABLE 1: “PIC32MX5XX USB and CAN 
Features”, TABLE 2: “PIC32MX6XX USB and Ethernet Features” and TABLE 3: “PIC32MX7XX USB, 
Ethernet, and CAN Features”  for the list of available peripherals. 
DS60001156J-page 74  2009-2016 Microchip Technology Inc.
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19/3 18/2 17/1 16/0

— — — SS0 0000

P INT3EP INT2EP INT1EP INT0EP 0000

— — — — 0000

VEC<5:0> 0000

0000

0000

INT4IF OC4IF IC4IF T4IF 0000

INT0IF CS1IF CS0IF CTIF 0000
(2) DMA3IF DMA2IF DMA1IF DMA0IF 0000

F CMP1IF PMPIF AD1IF CNIF 0000

— — — — 0000

F U4EIF PMPEIF IC5EIF IC4EIF 0000

INT4IE OC4IE IC4IE T4IE 0000

INT0IE CS1IE CS0IE CTIE 0000
(2) DMA3IE DMA2IE DMA1IE DMA0IE 0000

E CMP1IE PMPIE AD1IE CNIE 0000

— — — — 0000

E U4EIE PMPEIE IC5EIE IC4EIE 0000

CS1IP<2:0> CS1IS<1:0> 0000

CTIP<2:0> CTIS<1:0> 0000

OC1IP<2:0> OC1IS<1:0> 0000

T1IP<2:0> T1IS<1:0> 0000

OC2IP<2:0> OC2IS<1:0> 0000

T2IP<2:0> T2IS<1:0> 0000

OC3IP<2:0> OC3IS<1:0> 0000

T3IP<2:0> T3IS<1:0> 0000

L

N espectively. See Section 12.1.1 “CLR, SET and INV 
ABLE 7-7: INTERRUPT REGISTER MAP FOR PIC32MX764F128L, PIC32MX775F256L, PIC32MX775F
PIC32MX795F512L DEVICES
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

1000 INTCON
31:16 — — — — — — — — — — — —

15:0 — — — MVEC — TPC<2:0> — — — INT4E

1010 INTSTAT(3) 31:16 — — — — — — — — — — — —

15:0 — — — — — SRIPL<2:0> — —

1020 IPTMR
31:16

IPTMR<31:0>
15:0

1030 IFS0
I2C1MIF I2C1SIF I2C1BIF

U1TXIF U1RXIF U1EIF

SPI1TXIF SPI1RXIF SPI1EIF OC5IF IC5IF T5IF31:16 SPI3TXIF SPI3RXIF SPI3EIF

I2C3MIF I2C3SIF I2C3BIF

15:0 INT3IF OC3IF IC3IF T3IF INT2IF OC2IF IC2IF T2IF INT1IF OC1IF IC1IF T1IF

1040 IFS1

31:16 IC3EIF IC2EIF IC1EIF ETHIF CAN2IF(2) CAN1IF USBIF FCEIF DMA7IF(2) DMA6IF(2) DMA5IF(2) DMA4IF

RTCCIF FSCMIF I2C2MIF I2C2SIF I2C2BIF

U2TXIF U2RXIF U2EIF U3TXIF U3RXIF U3EIF

CMP2I15:0 SPI4TXIF SPI4RXIF SPI4EIF SPI2TXIF SPI2RXIF SPI2EIF

I2C5MIF I2C5SIF I2C5BIF I2C4MIF I2C4SIF I2C4BIF

1050 IFS2
31:16 — — — — — — — — — — — —

15:0 — — — — U5TXIF U5RXIF U5EIF U6TXIF U6RXIF U6EIF U4TXIF U4RXI

1060 IEC0
I2C1MIE I2C1SIE I2C1BIE

U1TXIE U1RXIE U1EIE

SPI1TXIE SPI1RXIE SPI1EIE OC5IE IC5IE T5IE31:16 SPI3TXIE SPI3RXIE SPI3EIE

I2C3MIE I2C3SIE I2C3BIE

15:0 INT3IE OC3IE IC3IE T3IE INT2IE OC2IE IC2IE T2IE INT1IE OC1IE IC1IE T1IE

1070 IEC1

31:16 IC3EIE IC2EIE IC1EIE ETHIE CAN2IE(2) CAN1IE USBIE FCEIE DMA7IE(2) DMA6IE(2) DMA5IE(2) DMA4IE

RTCCIE FSCMIE I2C2MIE I2C2SIE I2C2BIE

U2TXIE U2RXIE U2EIE U3TXIE U3RXIE U3EIE

CMP2I15:0 SPI4TXIE SPI4RXIE SPI4EIE SPI2TXIE SPI2RXIE SPI2EIE

I2C5MIE I2C5SIE I2C5BIE I2C4MIE I2C4SIE I2C4BIE

1080 IEC2
31:16 — — — — — — — — — — — —

15:0 — — — — U5TXIE U5RXIE U5EIE U6TXIE U6RXIE U6EIE U4TXIE U4RXI

1090 IPC0
31:16 — — — INT0IP<2:0> INT0IS<1:0> — — —

15:0 — — — CS0IP<2:0> CS0IS<1:0> — — —

10A0 IPC1
31:16 — — — INT1IP<2:0> INT1IS<1:0> — — —

15:0 — — — IC1IP<2:0> IC1IS<1:0> — — —

10B0 IPC2
31:16 — — — INT2IP<2:0> INT2IS<1:0> — — —

15:0 — — — IC2IP<2:0> IC2IS<1:0> — — —

10C0 IPC3
31:16 — — — INT3IP<2:0> INT3IS<1:0> — — —

15:0 — — — IC3IP<2:0> IC3IS<1:0> — — —

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ote 1: Except where noted, all registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, r
Registers” for more information.

2: This bit is unimplemented on PIC32MX764F128L device.
3: This register does not have associated CLR, SET, and INV registers.



PIC32MX5XX/6XX/7XX
FIGURE 11-1: PIC32MX5XX/6XX/7XX FAMILY USB INTERFACE DIAGRAM

OSC1

OSC2

Primary Oscillator 

8 MHz Typical

FRC
Oscillator

TUN<5:0>(4)

 PLL

48 MHz USB Clock(7)

Div x

UPLLEN(6)

(PB Out)(1)

UFRCEN(3)

(POSC)

UPLLIDIV(6)

UFIN(5)

Div 2

VUSB3V3

D+(2)

D-(2)

ID(8)

Bus

Transceiver
SIE

VBUSON(8)

Comparators

USB
SRP Charge

SRP Discharge

Registers
and

Control
Interface

Transceiver Power 3.3V

To Clock Generator for Core and Peripherals

Sleep or Idle

Sleep

USBEN

USB Suspend

CPU Clock Not POSC

USB Module

Voltage

System
RAM

USB Suspend

Full-Speed Pull-up

Host Pull-down

Low-Speed Pull-up

Host Pull-down

ID Pull-up

DMA 

Note 1: PB clock is only available on this pin for select EC modes.
2: Pins can be used as digital inputs when USB is not enabled.
3: This bit field is contained in the OSCCON register.
4: This bit field is contained in the OSCTRM register.
5: USB PLL UFIN requirements: 4 MHz.
6: This bit field is contained in the DEVCFG2 register.
7: A 48 MHz clock is required for proper USB operation.
8: Pins can be used as GPIO when the USB module is disabled.
DS60001156J-page 134  2009-2016 Microchip Technology Inc.



PIC32MX5XX/6XX/7XX
 

REGISTER 11-11: U1CON: USB CONTROL REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0

R-x R-x R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

JSTATE SE0
PKTDIS(4)

USBRST HOSTEN(2) RESUME(3) PPBRST
USBEN(4)

TOKBUSY(1,5) SOFEN(5)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-8 Unimplemented: Read as ‘0’

bit 7 JSTATE: Live Differential Receiver JSTATE flag bit
1 = JSTATE was detected on the USB
0 = JSTATE was not detected

bit 6 SE0: Live Single-Ended Zero flag bit
1 = Single-ended zero was detected on the USB
0 = Single-ended zero was not detected

bit 5 PKTDIS: Packet Transfer Disable bit(4)

1 = Token and packet processing disabled (set upon SETUP token received)
0 = Token and packet processing enabled

TOKBUSY: Token Busy Indicator bit(1,5)

1 = Token being executed by the USB module
0 = No token being executed

bit 4 USBRST: Module Reset bit(5)

1 = USB reset is generated
0 = USB reset is terminated

bit 3 HOSTEN: Host Mode Enable bit(2)

1 = USB host capability is enabled
0 = USB host capability is disabled

bit 2 RESUME: RESUME Signaling Enable bit(3)

1 = RESUME signaling is activated
0 = RESUME signaling is disabled

Note 1: Software is required to check this bit before issuing another token command to the U1TOK register (see 
Register 11-15).

2: All host control logic is reset any time that the value of this bit is toggled.

3: Software must set RESUME for 10 ms in Device mode, or for 25 ms in Host mode, and then clear it to 
enable remote wake-up. In Host mode, the USB module will append a low-speed EOP to the RESUME 
signaling when this bit is cleared.

4: Device mode.

5: Host mode.
DS60001156J-page 148  2009-2016 Microchip Technology Inc.



PIC32MX5XX/6XX/7XX
NOTES:
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P
IC

32M
X

5X
X

/6X
X

/7X
X

2
 

T

A
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19/3 18/2 17/1 16/0

— — — — 0000

BRGH PDSEL<1:0> STSEL 0000

DR<7:0> 0000

PERR FERR OERR URXDA 0110

— — — — 0000

mit Register 0000

— — — — 0000

ive Register 0000

— — — — 0000

0000

— — — — 0000

BRGH PDSEL<1:0> STSEL 0000

DR<7:0> 0000

PERR FERR OERR URXDA 0110

— — — — 0000

mit Register 0000

— — — — 0000

ive Register 0000

— — — — 0000

0000

— — — — 0000

BRGH PDSEL<1:0> STSEL 0000

DR<7:0> 0000

PERR FERR OERR URXDA 0110

— — — — 0000

mit Register 0000

— — — — 0000

ive Register 0000

— — — — 0000

0000

— — — — 0000

BRGH PDSEL<1:0> STSEL 0000

DR<7:0> 0000

PERR FERR OERR URXDA 0110

L

N R, SET and INV Registers” for more information.
0.1 Control Registers

ABLE 20-1: UART1 THROUGH UART6 REGISTER MAP
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

6000 U1MODE(1) 31:16 — — — — — — — — — — — —

15:0 ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD RXINV

6010 U1STA(1) 31:16 — — — — — — — ADM_EN AD

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RIDLE

6020 U1TXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — TX8 Trans

6030 U1RXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — RX8 Rece

6040 U1BRG(1) 31:16 — — — — — — — — — — — —

15:0 BRG<15:0>

6200 U4MODE(1) 31:16
15:0

— — — — — — — — — — — —

ON — SIDL IREN — — — — WAKE LPBACK ABAUD RXINV

6210 U4STA(1) 31:16 — — — — — — — ADM_EN AD

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RIDLE

6220 U4TXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — TX8 Trans

6230 U4RXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — RX8 Rece

6240 U4BRG(1) 31:16 — — — — — — — — — — — —

15:0 BRG<15:0>

6400 U3MODE(1) 31:16 — — — — — — — — — — — —

15:0 ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD RXINV

6410 U3STA(1) 31:16 — — — — — — — ADM_EN AD

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RIDLE

6420 U3TXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — TX8 Trans

6430 U3RXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — RX8 Rece

6440 U3BRG(1) 31:16 — — — — — — — — — — — —

15:0 BRG<15:0>

6600 U6MODE(1) 31:16 — — — — — — — — — — — —

15:0 ON — SIDL IREN — — — — WAKE LPBACK ABAUD RXINV

6610 U6STA(1) 31:16 — — — — — — — ADM_EN AD

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RIDLE

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ote 1: This register has corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. See Section 12.1.1 “CL



PIC32MX5XX/6XX/7XX
REGISTER 23-1: AD1CON1: ADC CONTROL REGISTER 1

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 U-0 R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0

ON(1) — SIDL — — FORM<2:0>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0 R/W-0, HSC R/C-0, HSC

SSRC<2:0> CLRASAM — ASAM SAMP(2) DONE(3)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 ON: ADC Operating Mode bit(1)

1 = ADC module is operating
0 = ADC module is not operating

bit 14 Unimplemented: Read as ‘0’

bit 13 SIDL: Stop in Idle Mode bit

1 = Discontinue module operation when device enters Idle mode
0 = Continue module operation in Idle mode

bit 12-11 Unimplemented: Read as ‘0’

bit 10-8 FORM<2:0>: Data Output Format bits

111 = Signed Fractional 32-bit (DOUT = sddd dddd dd00 0000 0000 0000 0000)
110 = Fractional 32-bit (DOUT = dddd dddd dd00 0000 0000 0000 0000 0000)
101 = Signed Integer 32-bit (DOUT = ssss ssss ssss ssss ssss sssd dddd dddd)
100 = Integer 32-bit (DOUT = 0000 0000 0000 0000 0000 00dd dddd dddd)
011 = Signed Fractional 16-bit (DOUT = 0000 0000 0000 0000 sddd dddd dd00 0000)
010 = Fractional 16-bit (DOUT = 0000 0000 0000 0000 dddd dddd dd00 0000)
001 = Signed Integer 16-bit (DOUT = 0000 0000 0000 0000 ssss sssd dddd dddd)
000 = Integer 16-bit (DOUT = 0000 0000 0000 0000 0000 00dd dddd dddd)

bit 7-5 SSRC<2:0>: Conversion Trigger Source Select bits

111 = Internal counter ends sampling and starts conversion (auto convert)
110 = Reserved
101 = Reserved
100 = Reserved
011 = CTMU ends sampling and starts conversion
010 = Timer 3 period match ends sampling and starts conversion
001 = Active transition on INT0 pin ends sampling and starts conversion
000 = Clearing the SAMP bit ends sampling and starts conversion

Note 1: When using the 1:1 PBCLK divisor, the user’s software should not read/write the peripheral’s SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.

2: If ASAM = 0, software can write a ‘1’ to start sampling. This bit is automatically set by hardware if 
ASAM = 1. If SSRC<2:0> = 000, software can write a ‘0’ to end sampling and start conversion. If 
SSRC<2:0> ‘000’, this bit is automatically cleared by hardware to end sampling and start conversion.

3: This bit is automatically set by hardware when analog-to-digital conversion is complete. Software can 
write a ‘0’ to clear this bit (a write of ‘1’ is not allowed). Clearing this bit does not affect any operation 
already in progress. This bit is automatically cleared by hardware at the start of a new conversion.
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BUFCNT<7:0> 0000

— — — — — 0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

0000

— — — — — 0000

OOPBACK TXPAUSE RXPAUSE PASSALL RXENABLE 800D

— — — — — 0000

CRC
ENABLE

DELAYCRC HUGEFRM LENGTHCK FULLDPLX 4082

— — — — — 0000

B2BIPKTGP<6:0> 0012

— — — — — 0000

NB2BIPKTGP2<6:0> 0C12

— — — — — 0000

— RETX<3:0> 370F

— — — — — 0000

05EE

TABLE 25-5: ETHERNET CONTROLLER REGISTER SUMMARY FOR PIC32MX664F064H, PIC32MX664F128H, PIC32MX664F064L, 
2MX775F256H, PIC32MX775F512H, 
2MX764F128H, PIC32MX764F128L, 
D)
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ts

20/4 19/3 18/2 17/1 16/0

x4, 0x8 and 0xC, respectively. See Section 12.1.1 “CLR, SET and 
90E0 ETHSTAT
31:16 — — — — — — — —

15:0 — — — — — — — — BUSY TXBUSY RXBUSY

9100
ETH

RXOVFLOW

31:16 — — — — — — — — — — —

15:0 RXOVFLWCNT<15:0>

9110
ETH

FRMTXOK

31:16 — — — — — — — — — — —

15:0 FRMTXOKCNT<15:0>

9120
ETH

SCOLFRM

31:16 — — — — — — — — — — —

15:0 SCOLFRMCNT<15:0>

9130
ETH

MCOLFRM

31:16 — — — — — — — — — — —

15:0 MCOLFRMCNT<15:0>

9140
ETH

FRMRXOK

31:16 — — — — — — — — — — —

15:0 FRMRXOKCNT<15:0>

9150
ETH

FCSERR

31:16 — — — — — — — — — — —

15:0 FCSERRCNT<15:0>

9160
ETH

ALGNERR

31:16 — — — — — — — — — — —

15:0 ALGNERRCNT<15:0>

9200
EMAC1
CFG1

31:16 — — — — — — — — — — —

15:0
SOFT

RESET
SIM

RESET
— —

RESET
RMCS

RESET
RFUN

RESET
TMCS

RESET
TFUN

— — — L

9210
EMAC1
CFG2

31:16 — — — — — — — — — — —

15:0 —
EXCESS

DFR
BP

NOBKOFF
NOBKOFF — — LONGPRE PUREPRE AUTOPAD VLANPAD

PAD
ENABLE

9220
EMAC1

IPGT

31:16 — — — — — — — — — — —

15:0 — — — — — — — — —

9230
EMAC1
IPGR

31:16 — — — — — — — — — — —

15:0 — NB2BIPKTGP1<6:0> —

9240
EMAC1
CLRT

31:16 — — — — — — — — — — —

15:0 — — CWINDOW<5:0> — — —

9250
EMAC1
MAXF

31:16 — — — — — — — — — — —

15:0 MACMAXF<15:0>

PIC32MX664F128L, PIC32MX675F256H, PIC32MX675F512H, PIC32MX695F512H, PIC3
PIC32MX795F512H, PIC32MX695F512L, PIC32MX675F256L, PIC32MX675F512L, PIC3
PIC32MX775F256L, PIC32MX775F512L AND PIC32MX795F512L DEVICES (CONTINUE
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: All registers in this table (with the exception of ETHSTAT) have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0

INV Registers” for more information.
2: Reset values default to the factory programmed value.



PIC32MX5XX/6XX/7XX
bit 7 CRCERREN: CRC Error Collection Enable bit
1 = The received packet CRC must be invalid for the packet to be accepted
0 = Disable CRC Error Collection filtering
This bit allows the user to collect all packets that have an invalid CRC.

bit 6 CRCOKEN: CRC OK Enable bit
1 = The received packet CRC must be valid for the packet to be accepted
0 = Disable CRC filtering
This bit allows the user to reject all packets that have an invalid CRC.

bit 5 RUNTERREN: Runt Error Collection Enable bit
1 = The received packet must be a runt packet for the packet to be accepted
0 = Disable Runt Error Collection filtering

This bit allows the user to collect all packets that are runt packets. For this filter, a runt packet is defined as
any packet with a size of less than 64 bytes (when CRCOKEN = 0) or any packet with a size of less than
64 bytes that has a valid CRC (when CRCOKEN = 1).

bit 4 RUNTEN: Runt Enable bit
1 = The received packet must not be a runt packet for the packet to be accepted
0 = Disable Runt filtering

This bit allows the user to reject all runt packets. For this filter, a runt packet is defined as any packet with a
size of less than 64 bytes.

bit 3 UCEN: Unicast Enable bit
1 = Enable Unicast Filtering
0 = Disable Unicast Filtering

This bit allows the user to accept all unicast packets whose Destination Address matches the Station
Address.

bit 2 NOTMEEN: Not Me Unicast Enable bit
1 = Enable Not Me Unicast Filtering
0 = Disable Not Me Unicast Filtering

This bit allows the user to accept all unicast packets whose Destination Address does not match the Station
Address.

bit 1 MCEN: Multicast Enable bit
1 = Enable Multicast Filtering
0 = Disable Multicast Filtering

This bit allows the user to accept all Multicast Address packets.

bit 0 BCEN: Broadcast Enable bit
1 = Enable Broadcast Filtering
0 = Disable Broadcast Filtering

This bit allows the user to accept all Broadcast Address packets.

REGISTER 25-11: ETHRXFC: ETHERNET CONTROLLER RECEIVE FILTER CONFIGURATION 
REGISTER  (CONTINUED)

Note 1: XOR = True when either one or the other conditions are true, but not both.
2: This Hash Table Filter match is active regardless of the value of the HTEN bit.
3: This Magic Packet Filter match is active regardless of the value of the MPEN bit.

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0.
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REGISTER 25-20: ETHFRMRXOK: ETHERNET CONTROLLER FRAMES RECEIVED OK 
STATISTICS REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FRMRXOKCNT<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FRMRXOKCNT<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15-0 FRMRXOKCNT<15:0>: Frames Received OK Count bits

Increment count for frames received successfully by the RX Filter. This count will not be incremented if
there is a Frame Check Sequence (FCS) or Alignment error.

Note 1: This register is only used for RX operations.

2: This register is automatically cleared by hardware after a read operation, unless the byte enables for 
bytes 0/1 are ‘0’.

3: It is recommended to use the SET, CLR, or INV registers to set or clear any bit in this register. Setting or 
clearing any bits in this register should only be done for debug/test purposes.
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28.0 POWER-SAVING FEATURES 

This section describes power-saving features for the
PIC32MX5XX/6XX/7XX family of devices. These
devices offer a total of nine methods and modes,
organized into two categories, that allow the user to
balance power consumption with device performance.
In all of the methods and modes described in this
section, power-saving is controlled by software.

28.1 Power-Saving with CPU Running

When the CPU is running, power consumption can be
controlled by reducing the CPU clock frequency,
lowering the Peripheral Bus Clock (PBCLK) and by
individually disabling modules. These methods are
grouped into the following categories:

• FRC Run mode: the CPU is clocked from the FRC 
clock source with or without postscalers.

• LPRC Run mode: the CPU is clocked from the 
LPRC clock source.

• SOSC Run mode: the CPU is clocked from the 
SOSC clock source.

In addition, the Peripheral Bus Scaling mode is available
where peripherals are clocked at the programmable
fraction of the CPU clock (SYSCLK).

28.2 CPU Halted Methods

The device supports two power-saving modes, Sleep
and Idle, both of which Halt the clock to the CPU. These
modes operate with all clock sources, as listed below:

• POSC Idle mode: the system clock is derived from 
the POSC. The system clock source continues to 
operate. Peripherals continue to operate, but can 
optionally be individually disabled.

• FRC Idle mode: the system clock is derived from 
the FRC with or without postscalers. Peripherals 
continue to operate, but can optionally be 
individually disabled.

• SOSC Idle mode: the system clock is derived from 
the SOSC. Peripherals continue to operate, but 
can optionally be individually disabled.

• LPRC Idle mode: the system clock is derived 
from the LPRC. Peripherals continue to operate, 
but can optionally be individually disabled. This is 
the lowest power mode for the device with a clock 
running.

• Sleep mode: the CPU, the system clock source 
and any peripherals that operate from the system 
clock source are Halted. Some peripherals can 
operate in Sleep using specific clock sources. 
This is the lowest power mode for the device.

28.3 Power-Saving Operation

Peripherals and the CPU can be halted or disabled to
further reduce power consumption. 

28.3.1 SLEEP MODE

Sleep mode has the lowest power consumption of the
device power-saving operating modes. The CPU and
most peripherals are halted. Select peripherals can
continue to operate in Sleep mode and can be used to
wake the device from Sleep. See the individual
peripheral module sections for descriptions of
behavior in Sleep.

Sleep mode includes the following characteristics: 

• The CPU is halted

• The system clock source is typically shutdown. 
See Section 28.3.3 “Peripheral Bus Scaling 
Method” for specific information. 

• There can be a wake-up delay based on the 
oscillator selection

• The Fail-Safe Clock Monitor (FSCM) does not 
operate during Sleep mode

• The BOR circuit, if enabled, remains operative 
during Sleep mode

• The WDT, if enabled, is not automatically cleared 
prior to entering Sleep mode 

• Some peripherals can continue to operate at 
limited functionality in Sleep mode. These 
peripherals include I/O pins that detect a change 
in the input signal, WDT, ADC, UART and 
peripherals that use an external clock input or the 
internal LPRC oscillator (e.g., RTCC, Timer1 and 
Input Capture).

• I/O pins continue to sink or source current in the 
same manner as they do when the device is not in 
Sleep

• Modules can be individually disabled by software 
prior to entering Sleep in order to further reduce 
consumption

Note: This data sheet summarizes the features
of the PIC32MX5XX/6XX/7XX family of
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data
sheet, refer to Section 10. “Power-Sav-
ing Features” (DS60001130) in the
“PIC32 Family Reference Manual”, which
is available from the Microchip web site
(www.microchip.com/PIC32).
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29.0 SPECIAL FEATURES

The PIC32MX5XX/6XX/7XX family of devices include
several features intended to maximize application
flexibility and reliability and minimize cost through
elimination of external components. Key features
include:

• Flexible device configuration

• Watchdog Timer (WDT)

• Joint Test Action Group (JTAG) interface

• In-Circuit Serial Programming™ (ICSP™)

29.1 Configuration Bits

The Configuration bits can be programmed using the
following registers to select various device
configurations.

• DEVCFG0: Device Configuration Word 0

• DEVCFG1: Device Configuration Word 1

• DEVCFG2: Device Configuration Word 2

• DEVCFG3: Device Configuration Word 3

• DEVID: Device and Revision ID Register

Note: This data sheet summarizes the features
of the PIC32MX5XX/6XX/7XX family of
devices. However, it is not intended to be
a comprehensive reference source. To
complement the information in this data
sheet, refer to Section 33. “Programming
and Diagnostics” (DS60001129) in the
“PIC32 Family Reference Manual”, which
are available from the Microchip web site
(www.microchip.com/PIC32).
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REGISTER 29-1: DEVCFG0: DEVICE CONFIGURATION WORD 0

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
r-0 r-1 r-1 R/P r-1 r-1 r-1 R/P

— — — CP — — — BWP

23:16
r-1 r-1 r-1 r-1 R/P R/P R/P R/P

— — — — PWP<7:4>

15:8
R/P R/P R/P R/P r-1 r-1 r-1 r-1

PWP<3:0> — — — —

7:0
r-1 r-1 r-1 r-1 R/P r-1 R/P R/P

— — — — ICESEL — DEBUG<1:0>

Legend: r = Reserved bit P = Programmable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31 Reserved: Write ‘0’

bit 30-29 Reserved: Write ‘1’

bit 28 CP: Code-Protect bit

Prevents boot and program Flash memory from being read or modified by an external programming device.
1 = Protection is disabled
0 = Protection is enabled 

bit 27-25 Reserved: Write ‘1’

bit 24 BWP: Boot Flash Write-Protect bit

Prevents boot Flash memory from being modified during code execution.
1 = Boot Flash is writable
0 = Boot Flash is not writable

bit 23-20 Reserved: Write ‘1’

bit 19-12 PWP<7:0>: Program Flash Write-Protect bits

Prevents selected program Flash memory pages from being modified during code execution. The PWP bits
represent the 1’s complement of the number of write-protected program Flash memory pages. 
11111111 = Disabled
11111110 = 0xBD00_0FFF
11111101 = 0xBD00_1FFF
11111100 = 0xBD00_2FFF
11111011 = 0xBD00_3FFF
11111010 = 0xBD00_4FFF
11111001 = 0xBD00_5FFF
11111000 = 0xBD00_6FFF
11110111 = 0xBD00_7FFF
11110110 = 0xBD00_8FFF
11110101 = 0xBD00_9FFF
11110100 = 0xBD00_AFFF
11110011 = 0xBD00_BFFF
11110010 = 0xBD00_CFFF
11110001 = 0xBD00_DFFF
11110000 = 0xBD00_EFFF
11101111 = 0xBD00_FFFF
•
•
•

01111111 = 0xBD07_FFFF

bit 11-4 Reserved: Write ‘1’
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31.6 MPLAB X SIM Software Simulator

The MPLAB X SIM Software Simulator allows code
development in a PC-hosted environment by simulat-
ing the PIC MCUs and dsPIC DSCs on an instruction
level. On any given instruction, the data areas can be
examined or modified and stimuli can be applied from
a comprehensive stimulus controller. Registers can be
logged to files for further run-time analysis. The trace
buffer and logic analyzer display extend the power of
the simulator to record and track program execution,
actions on I/O, most peripherals and internal registers. 

The MPLAB X SIM Software Simulator fully supports
symbolic debugging using the MPLAB XC Compilers,
and the MPASM and MPLAB Assemblers. The soft-
ware simulator offers the flexibility to develop and
debug code outside of the hardware laboratory envi-
ronment, making it an excellent, economical software
development tool. 

31.7 MPLAB REAL ICE In-Circuit 
Emulator System

The MPLAB REAL ICE In-Circuit Emulator System is
Microchip’s next generation high-speed emulator for
Microchip Flash DSC and MCU devices. It debugs and
programs all 8, 16 and 32-bit MCU, and DSC devices
with the easy-to-use, powerful graphical user interface of
the MPLAB X IDE.

The emulator is connected to the design engineer’s
PC using a high-speed USB 2.0 interface and is
connected to the target with either a connector
compatible with in-circuit debugger systems (RJ-11)
or with the new high-speed, noise tolerant, Low-
Voltage Differential Signal (LVDS) interconnection
(CAT5). 

The emulator is field upgradable through future firmware
downloads in MPLAB X IDE. MPLAB REAL ICE offers
significant advantages over competitive emulators
including full-speed emulation, run-time variable
watches, trace analysis, complex breakpoints, logic
probes, a ruggedized probe interface and long (up to
three meters) interconnection cables.

31.8 MPLAB ICD 3 In-Circuit Debugger 
System

The MPLAB ICD 3 In-Circuit Debugger System is
Microchip’s most cost-effective, high-speed hardware
debugger/programmer for Microchip Flash DSC and
MCU devices. It debugs and programs PIC Flash
microcontrollers and dsPIC DSCs with the powerful,
yet easy-to-use graphical user interface of the MPLAB
IDE.

The MPLAB ICD 3 In-Circuit Debugger probe is
connected to the design engineer’s PC using a high-
speed USB 2.0 interface and is connected to the target
with a connector compatible with the MPLAB ICD 2 or
MPLAB REAL ICE systems (RJ-11). MPLAB ICD 3
supports all MPLAB ICD 2 headers.

31.9 PICkit 3 In-Circuit Debugger/
Programmer

The MPLAB PICkit 3 allows debugging and program-
ming of PIC and dsPIC Flash microcontrollers at a most
affordable price point using the powerful graphical user
interface of the MPLAB IDE. The MPLAB PICkit 3 is
connected to the design engineer’s PC using a full-
speed USB interface and can be connected to the tar-
get via a Microchip debug (RJ-11) connector (compati-
ble with MPLAB ICD 3 and MPLAB REAL ICE). The
connector uses two device I/O pins and the Reset line
to implement in-circuit debugging and In-Circuit Serial
Programming™ (ICSP™).

31.10 MPLAB PM3 Device Programmer

The MPLAB PM3 Device Programmer is a universal,
CE compliant device programmer with programmable
voltage verification at VDDMIN and VDDMAX for
maximum reliability. It features a large LCD display
(128 x 64) for menus and error messages, and a mod-
ular, detachable socket assembly to support various
package types. The ICSP cable assembly is included
as a standard item. In Stand-Alone mode, the MPLAB
PM3 Device Programmer can read, verify and program
PIC devices without a PC connection. It can also set
code protection in this mode. The MPLAB PM3
connects to the host PC via an RS-232 or USB cable.
The MPLAB PM3 has high-speed communications and
optimized algorithms for quick programming of large
memory devices, and incorporates an MMC card for file
storage and data applications.
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FIGURE 32-7: INPUT CAPTURE (CAPx) TIMING CHARACTERISTICS     

FIGURE 32-8: OUTPUT COMPARE MODULE (OCx) TIMING CHARACTERISTICS      

TABLE 32-26: OUTPUT COMPARE MODULE TIMING REQUIREMENTS     

ICx

IC10 IC11

IC15

Note: Refer to Figure 32-1 for load conditions.

TABLE 32-25: INPUT CAPTURE MODULE TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +105°C for V-Temp

Param.
No.

Symbol Characteristics(1) Min. Max. Units Conditions

IC10 TCCL ICx Input Low Time [(12.5 ns or 1 TPB)/N]
 + 25 ns

— ns Must also 
meet 
parameter 
IC15.

N = prescale 
value (1, 4, 16) 

IC11 TCCH ICx Input High Time [(12.5 ns or 1 TPB)/N]
 + 25 ns

— ns Must also 
meet 
parameter 
IC15.

IC15 TCCP ICx Input Period [(25 ns or 2 TPB)/N]
 + 50 ns

— ns —

Note 1: These parameters are characterized, but not tested in manufacturing.

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +105°C for V-Temp

Param. 
No.

Symbol Characteristics(1) Min. Typical(2) Max. Units Conditions

OC10 TCCF OCx Output Fall Time — — — ns See parameter DO32

OC11 TCCR OCx Output Rise Time — — — ns See parameter DO31

Note 1: These parameters are characterized, but not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated. Parameters are for design guidance only 
and are not tested.

OCx

OC11 OC10
(Output Compare

Note: Refer to Figure 32-1 for load conditions.

or PWM mode)
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FIGURE 32-9: OCx/PWM MODULE TIMING CHARACTERISTICS    

OCFA/OCFB

OCx

 OC20

 OC15

Note: Refer to Figure 32-1 for load conditions.

OCx is tri-stated

TABLE 32-27: SIMPLE OCx/PWM MODE TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +105°C for V-Temp

Param 
No.

Symbol Characteristics(1) Min Typical(2) Max Units Conditions

OC15 TFD Fault Input to PWM I/O Change — — 50 ns —

OC20 TFLT Fault Input Pulse Width 50 — — ns —

Note 1: These parameters are characterized, but not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated. Parameters are for design guidance only 
and are not tested.
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FIGURE 32-16: I2Cx BUS START/STOP BITS TIMING CHARACTERISTICS (SLAVE MODE)   

FIGURE 32-17: I2Cx BUS DATA TIMING CHARACTERISTICS (SLAVE MODE)   

IS34
SCLx

SDAx

Start
Condition

Stop
Condition

IS33

Note: Refer to Figure 32-1 for load conditions.

IS31

IS30

IS30
IS31 IS33

IS11

IS10

IS20

IS26
IS25

IS40 IS40 IS45

IS21

SCLx

SDAx
In

SDAx
Out

Note: Refer to Figure 32-1 for load conditions.
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TABLE 32-36: ADC MODULE SPECIFICATIONS

AC CHARACTERISTICS

Standard Operating Conditions (see Note 5): 2.5V to 3.6V
(unless otherwise stated)

 Operating temperature -40°C  TA  +85°C for Industrial
-40°C  TA  +105°C for V-Temp

Param. 
No.

Symbol Characteristics Min. Typical Max. Units Conditions

Device Supply

AD01 AVDD Module VDD Supply Greater of
VDD – 0.3

or 2.5

— Lesser of
VDD + 0.3

or 3.6

V
—

AD02 AVSS Module VSS Supply VSS — VSS + 0.3 V —

Reference Inputs 

AD05
AD05a

VREFH Reference Voltage High AVSS + 2.0
2.5

—
—

AVDD

3.6
V
V

(Note 1)
VREFH = AVDD (Note 3)

AD06 VREFL Reference Voltage Low AVSS — VREFH – 2.0 V (Note 1)

AD07 VREF Absolute Reference 
Voltage (VREFH – VREFL)

2.0 — AVDD V (Note 3)

AD08
AD08a

IREF Current Drain —
—

250
—

400
3

A
A

ADC operating
ADC off

Analog Input

AD12 VINH-VINL Full-Scale Input Span VREFL — VREFH V —

AD13 VINL Absolute VINL Input 
Voltage

AVSS – 0.3 — AVDD/2 V —

AD14 VIN Absolute Input Voltage AVSS – 0.3 — AVDD + 0.3 V —

AD15 Leakage Current — ±0.001 ±0.610 A VINL = AVSS = VREFL = 0V,
AVDD = VREFH = 3.3V
Source Impedance = 10 k

AD17 RIN Recommended 
Impedance of Analog 
Voltage Source

— — 5K  (Note 1)

ADC Accuracy – Measurements with External VREF+/VREF-

AD20c Nr Resolution 10 data bits bits —

AD21c INL Integral Nonlinearity > -1 — < 1 LSb VINL = AVSS = VREFL = 0V, 
AVDD = VREFH = 3.3V

AD22c DNL Differential Nonlinearity > -1 — < 1 LSb VINL = AVSS = VREFL = 0V, 
AVDD = VREFH = 3.3V 
(Note 2)

AD23c GERR Gain Error > -1 — < 1 LSb VINL = AVSS = VREFL = 0V, 
AVDD = VREFH = 3.3V

AD24c EOFF Offset Error > -1 — < 1 LSb VINL = AVSS = 0V, 
AVDD = 3.3V

AD25c — Monotonicity — — — — Guaranteed

Note 1: These parameters are not characterized or tested in manufacturing.

2: With no missing codes.

3: These parameters are characterized, but not tested in manufacturing.

4: Characterized with a 1 kHz sine wave.

5: The ADC module is functional at VBORMIN < VDD < 2.5V, but with degraded performance. Unless otherwise 
stated, module functionality is tested, but not characterized.
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