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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Peripherals Brown-out Detect/Reset, DMA, POR, PWM, WDT

Number of I/O 85

Program Memory Size 256KB (256K x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 64K x 8

Voltage - Supply (Vcc/Vdd) 2.3V ~ 3.6V

Data Converters A/D 16x10b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount
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PIC32MX5XX/6XX/7XX
CN0 48 74 B11 B40 I ST Change notification inputs. Can be 
software programmed for internal weak 
pull-ups on all inputs.

CN1 47 73 C10 A47 I ST

CN2 16 25 K2 B14 I ST

CN3 15 24 K1 A15 I ST

CN4 14 23 J2 B13 I ST

CN5 13 22 J1 A13 I ST

CN6 12 21 H2 B11 I ST

CN7 11 20 H1 A12 I ST

CN8 4 10 E3 A7 I ST

CN9 5 11 F4 B6 I ST

CN10 6 12 F2 A8 I ST

CN11 8 14 F3 A9 I ST

CN12 30 44 L8 A29 I ST

CN13 52 81 C8 B44 I ST

CN14 53 82 B8 A55 I ST

CN15 54 83 D7 B45 I ST

CN16 55 84 C7 A56 I ST

CN17 31 49 L10 B27 I ST

CN18 32 50 L11 A32 I ST

CN19 — 80 D8 A54 I ST

CN20 — 47 L9 B26 I ST

CN21 — 48 K9 A31 I ST

IC1 42 68 E9 B37 I ST Capture Inputs 1-5

IC2 43 69 E10 A45 I ST

IC3 44 70 D11 B38 I ST

IC4 45 71 C11 A46 I ST

IC5 52 79 A9 A60 I ST

OCFA 17 26 L1 A20 I ST Output Compare Fault A Input

OC1 46 72 D9 B39 O — Output Compare Output 1

OC2 49 76 A11 A52 O — Output Compare Output 2

OC3 50 77 A10 B42 O — Output Compare Output 3

OC4 51 78 B9 A53 O — Output Compare Output 4

OC5 52 81 C8 B44 O — Output Compare Output 5

OCFB 30 44 L8 A29 I ST Output Compare Fault B Input

INT0 46 72 D9 B39 I ST External Interrupt 0

INT1 42 18 G1 A11 I ST External Interrupt 1

INT2 43 19 G2 B10 I ST External Interrupt 2

INT3 44 66 E11 B36 I ST External Interrupt 3

INT4 45 67 E8 A44 I ST External Interrupt 4

TABLE 1-1: PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name

Pin Number(1)

Pin
Type

Buffer
Type

Description64-Pin
QFN/TQFP

100-Pin
TQFP

121-Pin
TFBGA

124-pin 
VTLA

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input                      
TTL = TTL input buffer

Note 1: Pin numbers are only provided for reference. See the “Device Pin Tables” section for device pin 
availability.

2: See 25.0 “Ethernet Controller” for more information.
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9/3 18/2 17/1 16/0

RRICD BMXERRDMA BMXERRDS BMXERRIS 001F

— BMXARB<2:0> 0041

— — — — 0000

0000

— — — — 0000

0000

— — — — 0000

0000

xxxx

xxxx

BMXPUPBA<19:16> 0000

0000

xxxx

xxxx

0000

3000

L

N .1 “CLR, SET and INV Registers” for more information.
.2 Control Registers

egister 4-1 through Register 4-8 are used for setting the RAM and Flash memory partitions for data and code.

ABLE 4-2: BUS MATRIX REGISTER MAP
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4 1

2000 BMXCON(1)
31:16 — — — — — BMXCHEDMA — — — — — BMXERRIXI BMXE

15:0 — — — — — — — — — BMXWSDRM — —

2010 BMXDKPBA(1)
31:16 — — — — — — — — — — — —

15:0 BMXDKPBA<15:0>

2020 BMXDUDBA(1)
31:16 — — — — — — — — — — — —

15:0 BMXDUDBA<15:0>

2030 BMXDUPBA(1)
31:16 — — — — — — — — — — — —

15:0 BMXDUPBA<15:0>

2040 BMXDRMSZ
31:16

BMXDRMSZ<31:0>
15:0

2050 BMXPUPBA(1)
31:16 — — — — — — — — — — — —

15:0 BMXPUPBA<15:0>

2060 BMXPFMSZ
31:16

BMXPFMSZ<31:0>
15:0

2070 BMXBOOTSZ
31:16

BMXBOOTSZ<31:0>
15:0

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ote 1: This register has corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. See Section 12.1



PIC32MX5XX/6XX/7XX
REGISTER 4-5: BMXDRMSZ: DATA RAM SIZE REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R R R R R R R R

BMXDRMSZ<31:24>

23:16
R R R R R R R R

BMXDRMSZ<23:16>

15:8
R R R R R R R R

BMXDRMSZ<15:8>

7:0
R R R R R R R R

BMXDRMSZ<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 BMXDRMSZ<31:0>: Data RAM Memory (DRM) Size bits

Static value that indicates the size of the Data RAM in bytes:
0x00004000 = device has 16 KB RAM
0x00008000 = device has 32 KB RAM
0x00010000 = device has 64 KB RAM

REGISTER 4-6: BMXPUPBA: PROGRAM FLASH (PFM) USER PROGRAM BASE ADDRESS 
REGISTER(1,2)

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — BMXPUPBA<19:16>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R-0 R-0 R-0

BMXPUPBA<15:8>

7:0
R-0 R-0 R-0 R-0 R-0 R-0 R-0 R-0

BMXPUPBA<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-20 Unimplemented: Read as ‘0’

bit 19-11 BMXPUPBA<19:11>: Program Flash (PFM) User Program Base Address bits

bit 10-0 BMXPUPBA<10:0>: Program Flash (PFM) User Program Base Address Read-Only bits

Value is always ‘0’, which forces 2 KB increments

Note 1: At Reset, the value in this register is forced to zero, which causes all of the RAM to be allocated to Kernal 
mode data usage.

2: The value in this register must be less than or equal to BMXPFMSZ.
DS60001156J-page 60  2009-2016 Microchip Technology Inc.



PIC32MX5XX/6XX/7XX
 

REGISTER 9-2: CHEACC: CACHE ACCESS REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

CHEWEN — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — — CHEIDX<3:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31 CHEWEN: Cache Access Enable bits

These bits apply to registers CHETAG, CHEMSK, CHEW0, CHEW1, CHEW2, and CHEW3.

1 = The cache line selected by CHEIDX<3:0> is writeable
0 = The cache line selected by CHEIDX<3:0> is not writeable

bit 30-4 Unimplemented: Write ‘0’; ignore read

bit 3-0 CHEIDX<3:0>: Cache Line Index bits

The value selects the cache line for reading or writing.
DS60001156J-page 104  2009-2016 Microchip Technology Inc.
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c.

— — — — — 0000

Transmit Register 0000

— — — — — 0000

Receive Register 0000

— — — — — 0000

0000

— — — — — 0000

RXINV BRGH PDSEL<1:0> STSEL 0000

ADDR<7:0> 0000

RIDLE PERR FERR OERR URXDA 0110

— — — — — 0000

Transmit Register 0000

— — — — — 0000

Receive Register 0000

— — — — — 0000

0000

— — — — — 0000

RXINV BRGH PDSEL<1:0> STSEL 0000

ADDR<7:0> 0000

RIDLE PERR FERR OERR URXDA 0110

— — — — — 0000

Transmit Register 0000

— — — — — 0000

Receive Register 0000

— — — — — 0000

0000

TABLE 20-1: UART1 THROUGH UART6 REGISTER MAP (CONTINUED)

A
ll 

R
e

se
ts

20/4 19/3 18/2 17/1 16/0

.1 “CLR, SET and INV Registers” for more information.
6620 U6TXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — TX8

6630 U6RXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — RX8

6640 U6BRG(1) 31:16 — — — — — — — — — — —

15:0 BRG<15:0>

6800 U2MODE(1) 31:16 — — — — — — — — — — —

15:0 ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD

6810 U2STA(1) 31:16 — — — — — — — ADM_EN

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN

6820 U2TXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — TX8

6830 U2RXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — RX8

6840 U2BRG(1) 31:16 — — — — — — — — — — —

15:0 BRG<15:0>

6A00 U5MODE(1) 31:16 — — — — — — — — — — —

15:0 ON — SIDL IREN — — — — WAKE LPBACK ABAUD

6A10 U5STA(1) 31:16 — — — — — — — ADM_EN

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN

6A20 U5TXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — TX8

6A30 U5RXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — RX8

6A40 U5BRG(1) 31:16 — — — — — — — — — — —

15:0 BRG<15:0>

V
ir

tu
al

 A
d

d
re

ss
(B

F
80

_#
)

R
e

g
is

te
r

N
a

m
e

B
it

 R
an

g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: This register has corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. See Section 12.1



PIC32MX5XX/6XX/7XX
REGISTER 20-2: UxSTA: UARTx STATUS AND CONTROL REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 R/W-0

— — — — — — — ADM_EN

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

ADDR<7:0>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0, HC R/W-0 R-0 R-1

UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT

7:0
R/W-0 R/W-0 R/W-0 R-1 R-0 R-0 R/W-0, HS R-0

URXISEL<1:0> ADDEN RIDLE PERR FERR OERR URXDA

Legend: HS = Set by hardware HC = Cleared by hardware

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-25 Unimplemented: Read as ‘0’

bit 24 ADM_EN: Automatic Address Detect Mode Enable bit

1 = Automatic Address Detect mode is enabled
0 = Automatic Address Detect mode is disabled

bit 23-16 ADDR<7:0>: Automatic Address Mask bits

When the ADM_EN bit is ‘1’, this value defines the address character to use for automatic address
detection.

bit 15-14 UTXISEL<1:0>: TX Interrupt Mode Selection bits

11 = Reserved, do not use
10 = Interrupt is generated and asserted while the transmit buffer is empty
01 = Interrupt is generated and asserted when all characters have been transmitted
00 = Interrupt is generated and asserted while the transmit buffer contains at least one empty space

bit 13 UTXINV: Transmit Polarity Inversion bit

If IrDA mode is disabled (i.e., IREN (UxMODE<12>) is ‘0’):
1 = UxTX Idle state is ‘0’
0 = UxTX Idle state is ‘1’

If IrDA mode is enabled (i.e., IREN (UxMODE<12>) is ‘1’):
1 = IrDA encoded UxTX Idle state is ‘1’
0 = IrDA encoded UxTX Idle state is ‘0’

bit 12 URXEN: Receiver Enable bit
1 = UARTx receiver is enabled. UxRX pin is controlled by UARTx (if ON = 1)
0 = UARTx receiver is disabled. UxRX pin is ignored by the UARTx module. UxRX pin is controlled by port.

bit 11 UTXBRK: Transmit Break bit
1 = Send Break on next transmission. Start bit followed by twelve ‘0’ bits, followed by Stop bit; cleared by

hardware upon completion.
0 = Break transmission is disabled or completed

bit 10 UTXEN: Transmit Enable bit
1 = UARTx transmitter is enabled. UxTX pin is controlled by UARTx (if ON = 1)
0 = UARTx transmitter is disabled. Any pending transmission is aborted and buffer is reset. UxTX pin is

controlled by port.

bit 9 UTXBF: Transmit Buffer Full Status bit (read-only)
1 = Transmit buffer is full
0 = Transmit buffer is not full, at least one more character can be written
 2009-2016 Microchip Technology Inc. DS60001156J-page 209



PIC32MX5XX/6XX/7XX
bit 15 FLTEN9: Filter 9 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 14-13 MSEL9<1:0>: Filter 9 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 12-8 FSEL9<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30
•
•
•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

bit 7 FLTEN8: Filter 8 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 6-5 MSEL8<1:0>: Filter 8 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 4-0 FSEL8<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30
•
•
•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

REGISTER 24-12: CiFLTCON2: CAN FILTER CONTROL REGISTER 2 (CONTINUED)

Note: The bits in this register can only be modified if the corresponding filter enable (FLTENn) bit is ‘0’.
 2009-2016 Microchip Technology Inc. DS60001156J-page 261



PIC32MX5XX/6XX/7XX
REGISTER 24-19: CiFIFOBA: CAN MESSAGE BUFFER BASE ADDRESS REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CiFIFOBA<31:24>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CiFIFOBA<23:16>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

CiFIFOBA<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R-0(1) R-0(1)

CiFIFOBA<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 CiFIFOBA<31:0>: CAN FIFO Base Address bits

These bits define the base address of all message buffers. Individual message buffers are located based
on the size of the previous message buffers. This address is a physical address. Bits <1:0> are read-only
and read as ‘0’, forcing the messages to be 32-bit word-aligned in device RAM.

Note 1: This bit is unimplemented and will always read ‘0’, which forces word-alignment of messages.

Note: This register can only be modified when the CAN module is in Configuration mode (OPMOD<2:0>
(CiCON<23:21>) = 100).
 2009-2016 Microchip Technology Inc. DS60001156J-page 273



PIC32MX5XX/6XX/7XX
REGISTER 25-2: ETHCON2: ETHERNET CONTROLLER CONTROL REGISTER 2

Bit Range Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — RXBUFSZ<6:4>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 U-0 U-0 U-0 U-0

RXBUFSZ<3:0> — — — —

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-11 Unimplemented: Read as ‘0’

bit 10-4 RXBUFSZ<6:0>: RX Data Buffer Size for All RX Descriptors (in 16-byte increments) bits

1111111 = RX data Buffer size for descriptors is 2032 bytes
•
•
•

1100000 = RX data Buffer size for descriptors is 1536 bytes
•
•
•

0000011 = RX data Buffer size for descriptors is 48 bytes
0000010 = RX data Buffer size for descriptors is 32 bytes
0000001 = RX data Buffer size for descriptors is 16 bytes
0000000 = Reserved

bit 3-0 Unimplemented: Read as ‘0’

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0.
DS60001156J-page 286  2009-2016 Microchip Technology Inc.
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REGISTER 25-5: ETHHT0: ETHERNET CONTROLLER HASH TABLE 0 REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<31:24>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<23:16>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 HT<31:0>: Hash Table Bytes 0-3 bits

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0 or the HTEN bit 
(ETHRXFC<15>) = 0.

REGISTER 25-6: ETHHT1: ETHERNET CONTROLLER HASH TABLE 1 REGISTER

Bit Range Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<63:56>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<55:48>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<47:40>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

HT<39:32>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 HT<63:32>: Hash Table Bytes 4-7 bits

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0 or the HTEN bit 
(ETHRXFC<15>) = 0.
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REGISTER 25-13: ETHIEN: ETHERNET CONTROLLER INTERRUPT ENABLE REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 R/W-0 R/W-0 U-0 U-0 U-0 R/W-0 R/W-0

— TXBUSEIE(1) RXBUSEIE(2) — — — EWMARKIE(2) FWMARKIE(2)

7:0
R/W-0 R/W-0 R/W-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0

RXDONEIE(2) PKTPENDIE(2) RXACTIE(2) — TXDONEIE(1) TXABORTIE(1) RXBUFNAIE(2) RXOVFLWIE(2)

Legend:
R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’
-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-15 Unimplemented: Read as ‘0’
bit 14 TXBUSEIE: Transmit BVCI Bus Error Interrupt Enable bit(1)

1 = Enable TXBUS Error Interrupt
0 = Disable TXBUS Error Interrupt

bit 13 RXBUSEIE: Receive BVCI Bus Error Interrupt Enable bit(2)

1 = Enable RXBUS Error Interrupt
0 = Disable RXBUS Error Interrupt

bit 12-10 Unimplemented: Read as ‘0’
bit 9 EWMARKIE: Empty Watermark Interrupt Enable bit(2)

1 = Enable EWMARK Interrupt
0 = Disable EWMARK Interrupt

bit 8 FWMARKIE: Full Watermark Interrupt Enable bit(2)

1 = Enable FWMARK Interrupt
0 = Disable FWMARK Interrupt

bit 7 RXDONEIE: Receiver Done Interrupt Enable bit(2)

1 = Enable RXDONE Interrupt
0 = Disable RXDONE Interrupt

bit 6 PKTPENDIE: Packet Pending Interrupt Enable bit(2)

1 = Enable PKTPEND Interrupt
0 = Disable PKTPEND Interrupt

bit 5 RXACTIE: RX Activity Interrupt Enable bit
1 = Enable RXACT Interrupt
0 = Disable RXACT Interrupt

bit 4 Unimplemented: Read as ‘0’
bit 3 TXDONEIE: Transmitter Done Interrupt Enable bit(1)

1 = Enable TXDONE Interrupt
0 = Disable TXDONE Interrupt

bit 2 TXABORTIE: Transmitter Abort Interrupt Enable bit(1)

1 = Enable TXABORT Interrupt
0 = Disable TXABORT Interrupt

bit 1 RXBUFNAIE: Receive Buffer Not Available Interrupt Enable bit(2)

1 = Enable RXBUFNA Interrupt
0 = Disable RXBUFNA Interrupt

bit 0 RXOVFLWIE: Receive FIFO Overflow Interrupt Enable bit(2)

1 = Enable RXOVFLW Interrupt
0 = Disable RXOVFLW Interrupt

Note 1: This bit is only used for TX operations.
2: This bit is only used for RX operations.
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REGISTER 25-20: ETHFRMRXOK: ETHERNET CONTROLLER FRAMES RECEIVED OK 
STATISTICS REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FRMRXOKCNT<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FRMRXOKCNT<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15-0 FRMRXOKCNT<15:0>: Frames Received OK Count bits

Increment count for frames received successfully by the RX Filter. This count will not be incremented if
there is a Frame Check Sequence (FCS) or Alignment error.

Note 1: This register is only used for RX operations.

2: This register is automatically cleared by hardware after a read operation, unless the byte enables for 
bytes 0/1 are ‘0’.

3: It is recommended to use the SET, CLR, or INV registers to set or clear any bit in this register. Setting or 
clearing any bits in this register should only be done for debug/test purposes.
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REGISTER 25-21: ETHFCSERR: ETHERNET CONTROLLER FRAME CHECK SEQUENCE ERROR 
STATISTICS REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FCSERRCNT<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FCSERRCNT<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15-0 FCSERRCNT<15:0>: FCS Error Count bits

Increment count for frames received with FCS error and the frame length in bits is an integral multiple of
8 bits.

Note 1: This register is only used for RX operations.

2: This register is automatically cleared by hardware after a read operation, unless the byte enables for bytes 
0/1 are ‘0’.

3: It is recommended to use the SET, CLR, or INV registers to set or clear any bit in this register. Setting or 
clearing any bits in this register should be only done for debug/test purposes.
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REGISTER 25-33: EMAC1MADR: ETHERNET CONTROLLER MAC MII MANAGEMENT ADDRESS 
REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-1

— — — PHYADDR<4:0>

7:0
U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — REGADDR<4:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-13 Unimplemented: Read as ’0’

bit 12-8 PHYADDR<4:0>: MII Management PHY Address bits

This field represents the 5-bit PHY Address field of Management cycles. Up to 31 PHYs can be addressed
(0 is reserved).

bit 7-5 Unimplemented: Read as ’0’

bit 4-0 REGADDR<4:0>: MII Management Register Address bits

This field represents the 5-bit Register Address field of Management cycles. Up to 32 registers can be
accessed.

Note: Both 16-bit and 32-bit accesses are allowed to these registers (including the SET, CLR and INV registers). 
8-bit accesses are not allowed and are ignored by the hardware.
 2009-2016 Microchip Technology Inc. DS60001156J-page 317



PIC32MX5XX/6XX/7XX
REGISTER 26-1: CMxCON: COMPARATOR ‘x’ CONTROL REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 U-0 U-0 U-0 U-0 R-0

ON(1) COE CPOL(2) — — — — COUT

7:0
R/W-1 R/W-1 U-0 R/W-0 U-0 U-0 R/W-1 R/W-1

EVPOL<1:0> — CREF — — CCH<1:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 ON: Comparator ON bit(1)

Clearing this bit does not affect the other bits in this register.

1 = Module is enabled. Setting this bit does not affect the other bits in this register
0 = Module is disabled and does not consume current.

bit 14 COE: Comparator Output Enable bit 

1 = Comparator output is driven on the output CxOUT pin
0 = Comparator output is not driven on the output CxOUT pin

bit 13 CPOL: Comparator Output Inversion bit(2)

1 = Output is inverted
0 = Output is not inverted 

bit 12-9 Unimplemented: Read as ‘0’

bit 8 COUT: Comparator Output bit

1 = Output of the Comparator is a ‘1’
0 = Output of the Comparator is a ‘0’

bit 7-6 EVPOL<1:0>: Interrupt Event Polarity Select bits

11 = Comparator interrupt is generated on a low-to-high or high-to-low transition of the comparator output
10 = Comparator interrupt is generated on a high-to-low transition of the comparator output
01 = Comparator interrupt is generated on a low-to-high transition of the comparator output
00 = Comparator interrupt generation is disabled

bit 5 Unimplemented: Read as ‘0’

bit 4 CREF: Comparator Positive Input Configure bit

1 = Comparator non-inverting input is connected to the internal CVREF

0 = Comparator non-inverting input is connected to the CXIN+ pin

bit 3-2 Unimplemented: Read as ‘0’

bit 1-0 CCH<1:0>: Comparator Negative Input Select bits for Comparator

11 = Comparator inverting input is connected to the IVREF

10 = Comparator inverting input is connected to the C2IN+ pin for C1 and C1IN+ pin for C2
01 = Comparator inverting input is connected to the C1IN+ pin for C1 and C2IN+ pin for C2
00 = Comparator inverting input is connected to the C1IN- pin for C1 and C2IN- pin for C2

Note 1: When using the 1:1 PBCLK divisor, the user’s software should not read/write the peripheral’s SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.

2: Setting this bit will invert the signal to the comparator interrupt generator as well. This will result in an 
interrupt being generated on the opposite edge from the one selected by EVPOL<1:0>.
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TABLE 29-1: DEVCFG: DEVICE CONFIGURATION WORD SUMMARY
V
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(B
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#)

R
e

g
is

te
r

N
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m
e

B
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

2FF0 DEVCFG3
31:16 FVBUSONIO FUSBIDIO — — — FCANIO FETHIO FMIIEN — — —

15:0 USERID<15:0>

2FF4 DEVCFG2
31:16 — — — — — — — — — — —

15:0 UPLLEN — — — — UPLLIDIV<2:0> — FPLLMUL<2:0>

2FF8 DEVCFG1
31:16 — — — — — — — — FWDTEN — —

15:0 FCKSM<1:0> FPBDIV<1:0> — OSCIOFNC POSCMOD<1:0> IESO — FSOSCEN

2FFC DEVCFG0
31:16 — — — CP — — — BWP — — —

15:0 PWP<3:0> — — — — — — —

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

TABLE 29-2: DEVICE ID, REVISION, AND CONFIGURATION SUMMARY

V
ir

tu
al

 A
d

d
re

ss
(B

F
80

_#
)

R
eg

is
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e

B
it

 R
an

g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

F200 DDPCON
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

F220 DEVID
31:16 VER<3:0> DEVID<27:16>

15:0 DEVID<15:0>

F230 SYSKEY
31:16

SYSKEY<31:0>
15:0

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: Reset values are dependent on the device variant. Refer to “PIC32MX5XX/6XX/7XX Family Silicon Errata and Data Sheet Clarification” (DS8000048
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TABLE 32-38: ANALOG-TO-DIGITAL CONVERSION TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions (see Note 4): 2.5V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +105°C for V-Temp

Param. 
No.

Symbol Characteristics Min. Typical(1) Max. Units Conditions

Clock Parameters

AD50 TAD Analog-to-Digital Clock Period(2) 65 — — ns See Table 32-37

Conversion Rate

AD55 TCONV Conversion Time — 12 TAD — — —

AD56 FCNV Throughput Rate 
(Sampling Speed)

— — 1000 ksps AVDD = 3.0V to 3.6V

— — 400 ksps AVDD = 2.5V to 3.6V

AD57 TSAMP Sample Time 1 TAD — — — TSAMP must be  132 ns

Timing Parameters

AD60 TPCS Conversion Start from Sample
Trigger(3)

— 1.0 TAD — — Auto-Convert Trigger 
(SSRC<2:0> = 111) 
not selected

AD61 TPSS Sample Start from Setting
Sample (SAMP) bit

0.5 TAD — 1.5 TAD — —

AD62 TCSS Conversion Completion to
Sample Start (ASAM = 1)(3)

— 0.5 TAD — — —

AD63 TDPU Time to Stabilize Analog Stage 
from Analog-to-Digital Off to 
Analog-to-Digital On(3)

— — 2 s —

Note 1: These parameters are characterized, but not tested in manufacturing.

2: Because the sample caps will eventually lose charge, clock rates below 10 kHz can affect linearity 
performance, especially at elevated temperatures.

3: Characterized by design but not tested.

4: The ADC module is functional at VBORMIN < VDD < 2.5V, but with degraded performance. Unless otherwise 
stated, module functionality is tested, but not characterized.
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PIC32MX5XX/6XX/7XX
7.0 “Interrupt Controller” • Updated the following Interrupt Sources in Table 7-1:

- Changed IC2AM – I2C4 Master Event to: IC4M – I2C4 Master Event
- Changed IC3AM – I2C5 Master Event to: IC5M – I2C4 Master Event
- Changed U1E – UART1A Error to: U1E – UART1 Error
- Changed U4E – UART1B Error to: U4E – UART4 Error
- Changed U1RX – UART1A Receiver to: U1RX – UART1 Receiver
- Changed U4RX – UART1B Receiver to: U4RX – UART4 Receiver
- Changed U1TX – UART1A Transmitter to: U1TX – UART1 Transmitter
- Changed U4TX – UART1B Transmitter to: U4TX – UART4 Transmitter
- Changed U6E – UART2B Error to: U6E – UART6 Error
- Changed U6RX – UART2B Receiver to: U6RX – UART6 Receiver
- Changed U6TX – UART2B Transmitter to: U6TX – UART6 Transmitter
- Changed U5E – UART3B Error to: U5E – UART5 Error
- Changed U5RX – UART3B Receiver to: U5RX – UART5 Receiver
- Changed U5TX – UART3B Transmitter to: U5TX – UART5 Transmitter

1.0 “Oscillator Configuration” Updated Figure 1-1

1.0 “Output Compare” Updated Figure 1-1

1.0 “Ethernet Controller” Added a note on using the Ethernet controller pins (see note above 
Table 1-3)

1.0 “Comparator Voltage Reference 
(CVREF)”

Updated the note in Figure 1-1

1.0 “Special Features” Updated the bit description for bit 10 in Register 1-2

Added notes 1 and 2 to Register 1-4

1.0 “Electrical Characteristics” Updated the Absolute Maximum Ratings:

• Voltage on any 5V tolerant pin with respect to VSS when VDD < 2.3V -
0.3V to +3.6V was updated

• Voltage on VBUS with respect to VSS - 0.3V to +5.5V was added

Updated the maximum value of DC16 as 2.1 in Table 1-4

Updated the Typical values for the following parameters: DC20b, DC20c, 
DC21c, DC22c and DC23c (see Table 1-5)

Updated Table 1-11:

• Removed the following DC Characteristics: Programming temperature 
0°C  TA  +70°C (25°C recommended)

• Updated the Minimum value for the Parameter number D131 as 2.3
• Removed the Conditions for the following Parameter numbers: D130, 

D131, D132, D135, D136 and D137
• Updated the condition for the parameter number D130a and D132a

Updated the Minimum, Typical and Maximum values for parameter D305 
in Table 1-13

Added note 2 to Table 1-18

Updated the Minimum and Maximum values for parameter F20b (see 
Table 1-19)

Updated the following figures:

• Figure 1-4
• Figure 1-9
• Figure 1-22
• Figure 1-23

Appendix A: “Migrating from 
PIC32MX3XX/4XX to PIC32MX5XX/
6XX/7XX Devices”

Removed the A.3 Pin Assignments sub-section.

TABLE B-4: SECTION UPDATES (CONTINUED)

Section Name Update Description
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PIC32MX5XX/6XX/7XX
Oscillator Configuration....................................................... 95
Output Compare................................................................ 185

P
Packaging ......................................................................... 401

Details ....................................................................... 403
Marking ..................................................................... 401

Parallel Master Port (PMP) ............................................... 211
PIC32 Family USB Interface Diagram............................... 134
PICkit 3 In-Circuit Debugger/Programmer ........................ 349
Pinout I/O Descriptions (table) ............................................ 26
Power-on Reset (POR)

and On-Chip Voltage Regulator ................................ 343
Power-Saving Features..................................................... 331

CPU Halted Methods ................................................ 331
Operation .................................................................. 331
with CPU Running..................................................... 331

Prefetch Cache ................................................................. 101
Program Flash Memory

Wait State Characteristics......................................... 363

R
Real-Time Clock and Calendar (RTCC)............................ 221
Register Maps ............................................................. 55–283
Registers

AD1CHS (ADC Input Select) .................................... 239
AD1CON1 (ADC Control 1) ...................................... 235
AD1CON2 (ADC Control 2) ...................................... 237
AD1CON3 (ADC Control 3) ...................................... 238
AD1CSSL (ADC Input Scan Select) ......................... 240
ALRMDATE (Alarm Date Value) ............................... 230
ALRMTIME (Alarm Time Value) ............................... 229
BMXBOOTSZ (Boot Flash (IFM) Size) ....................... 61
BMXCON (Bus Matrix Configuration) ......................... 56
BMXDKPBA (Data RAM Kernel Program 

Base Address) .................................................... 57
BMXDRMSZ (Data RAM Size) ................................... 60
BMXDUDBA (Data RAM User Data Base Address) ... 58
BMXDUPBA (Data RAM User Program 

Base Address) .................................................... 59
BMXPFMSZ (Program Flash (PFM) Size) .................. 61
BMXPUPBA (Program Flash (PFM) User Program 

Base Address) .................................................... 60
CHEACC (Cache Access) ........................................ 104
CHECON (Cache Control) ........................................ 103
CHEHIT (Cache Hit Statistics) .................................. 109
CHELRU (Cache LRU) ............................................. 108
CHEMIS (Cache Miss Statistics) .............................. 109
CHEMSK (Cache TAG Mask) ................................... 106
CHETAG (Cache TAG) ............................................. 105
CHEW0 (Cache Word 0)........................................... 106
CHEW1 (Cache Word 1)........................................... 107
CHEW2 (Cache Word 2)........................................... 107
CHEW3 (Cache Word 3)........................................... 108
CiCFG (CAN Baud Rate Configuration).................... 248
CiCON (CAN Module Control) .................................. 246
CiFIFOBA (CAN Message Buffer Base Address) ..... 273
CiFIFOCINn (CAN Module Message Index Register ‘n’)

278
CiFIFOCONn (CAN FIFO Control Register ‘n’)......... 274
CiFIFOINTn (CAN FIFO Interrupt Register ‘n’) ......... 276
CiFIFOUAn (CAN FIFO User Address Register ‘n’).. 278
CiFLTCON0 (CAN Filter Control 0)........................... 256
CiFLTCON1 (CAN Filter Control 1)........................... 258
CiFLTCON2 (CAN Filter Control 2)........................... 260
CiFLTCON3 (CAN Filter Control 3)........................... 262

CiFLTCON4 (CAN Filter Control 4) .......................... 264
CiFLTCON5 (CAN Filter Control 5) .......................... 266
CiFLTCON6 (CAN Filter Control 6) .......................... 268
CiFLTCON7 (CAN Filter Control 7) .......................... 270
CiFSTAT (CAN FIFO Status).................................... 253
CiINT (CAN Interrupt) ............................................... 250
CiRXFn (CAN Acceptance Filter ‘n’)......................... 272
CiRXMn (CAN Acceptance Filter Mask ‘n’) .............. 255
CiRXOVF (CAN Receive FIFO Overflow Status) ..... 254
CiTMR (CAN Timer) ................................................. 254
CiTREC (CAN Transmit/Receive Error Count) ......... 253
CiVEC (CAN Interrupt Code).................................... 252
CMSTAT (Comparator Control Register).................. 326
CMxCON (Comparator ’x’ Control) ........................... 325
CNCON (Change Notice Control)............................. 166
CVRCON (Comparator Voltage Reference Control) 329
DCHxCON (DMA Channel ’x’ Control) ..................... 124
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