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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Active

Core Processor MIPS32® M4K™

Core Size 32-Bit Single-Core

Speed 80MHz

Connectivity CANbus, Ethernet, I²C, SPI, UART/USART, USB OTG

Peripherals Brown-out Detect/Reset, DMA, POR, PWM, WDT

Number of I/O -

Program Memory Size 512KB (512K x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 64K x 8

Voltage - Supply (Vcc/Vdd) 2.3V ~ 3.6V

Data Converters A/D 16x10b

Oscillator Type Internal

Operating Temperature -40°C ~ 105°C (TA)

Mounting Type Surface Mount

Package / Case 121-TFBGA

Supplier Device Package 121-TFBGA (10x10)
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PIC32MX5XX/6XX/7XX
5.0 FLASH PROGRAM MEMORY PIC32MX5XX/6XX/7XX devices contain an internal
Flash program memory for executing user code. There
are three methods by which the user can program this
memory:

• Run-Time Self-Programming (RTSP)

• EJTAG Programming

• In-Circuit Serial Programming™ (ICSP™)

RTSP is performed by software executing from either
Flash or RAM memory. Information about RTSP
techniques is available in Section 5. “Flash Program
Memory” (DS60001121) in the “PIC32 Family
Reference Manual”.

EJTAG is performed using the EJTAG port of the
device and an EJTAG capable programmer. 

ICSP is performed using a serial data connection to the
device and allows much faster programming times than
RTSP. 

The EJTAG and ICSP methods are described in the
“PIC32 Flash Programming Specification”
(DS60001145), which can be downloaded from the
Microchip web site.

Note: This data sheet summarizes the features
of the PIC32MX5XX/6XX/7XX family of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to Section 5. “Flash
Program Memory” (DS60001121) in the
“PIC32 Family Reference Manual”, which
is available from the Microchip web site
(www.microchip.com/PIC32).

Note: For PIC32MX5XX/6XX/7XX devices, the
Flash page size is 4 KB and the row size
is 512 bytes (1024 IW and 128 IW,
respectively).
 2009-2016 Microchip Technology Inc. DS60001156J-page 63
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OC4IP<2:0> OC4IS<1:0> 0000

T4IP<2:0> T4IS<1:0> 0000

OC5IP<2:0> OC5IS<1:0> 0000

T5IP<2:0> T5IS<1:0> 0000

CNIP<2:0> CNIS<1:0> 0000

U1IP<2:0> U1IS<1:0>

0000SPI3IP<2:0> SPI3IS<1:0>

I2C3IP<2:0> I2C3IS<1:0>

CMP2IP<2:0> CMP2IS<1:0> 0000

PMPIP<2:0> PMPIS<1:0> 0000

FSCMIP<2:0> FSCMIS<1:0> 0000

U2IP<2:0> U2IS<1:0>

0000SPI4IP<2:0> SPI4IS<1:0>

I2C5IP<2:0> I2C5IS<1:0>

DMA2IP<2:0> DMA2IS<1:0> 0000

DMA0IP<2:0> DMA0IS<1:0> 0000

DMA6IP<2:0>(2) DMA6IS<1:0>(2) 0000

DMA4IP<2:0>(2) DMA4IS<1:0>(2) 0000

— — — — — 0000

FCEIP<2:0> FCEIS<1:0> 0000

U6IP<2:0> U6IS<1:0> 0000

ETHIP<2:0> ETHIS<1:0> 0000

TABLE 7-3: INTERRUPT REGISTER MAP FOR PIC32MX664F064H, PIC32MX664F128H, PIC32MX675F256H, PIC32MX675F512H AND 

A
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20/4 19/3 18/2 17/1 16/0

0xC respectively. See Section 12.1.1 “CLR, SET and INV 
10D0 IPC4
31:16 — — — INT4IP<2:0> INT4IS<1:0> — — —

15:0 — — — IC4IP<2:0> IC4IS<1:0> — — —

10E0 IPC5
31:16 — — — — — — — — — — —

15:0 — — — IC5IP<2:0> IC5IS<1:0> — — —

10F0 IPC6

31:16 — — — AD1IP<2:0> AD1IS<1:0> — — —

— — — I2C1IP<2:0> I2C1IS<1:0> — — —15:0

1100 IPC7
— — —

U3IP<2:0> U3IS<1:0>

— — —31:16 SPI2IP<2:0> SPI2IS<1:0>

I2C4IP<2:0> I2C4IS<1:0>

15:0 — — — CMP1IP<2:0> CMP1IS<1:0> — — —

1110 IPC8

31:16 — — — RTCCIP<2:0> RTCCIS<1:0> — — —

— — — — — — — — — — —15:0

1120 IPC9
31:16 — — — DMA3IP<2:0> DMA3IS<1:0> — — —

15:0 — — — DMA1IP<2:0> DMA1IS<1:0> — — —

1130 IPC10
31:16 — — — DMA7IP<2:0>(2) DMA7IS<1:0>(2) — — —

15:0 — — — DMA5IP<2:0>(2) DMA5IS<1:0>(2) — — —

1140 IPC11
31:16 — — — — — — — — — — —

15:0 — — — USBIP<2:0> USBIS<1:0> — — —

1150 IPC12
31:16 — — — U5IP<2:0> U5IS<1:0> — — —

15:0 — — — U4IP<2:0> U4IS<1:0> — — —

PIC32MX695F512H DEVICES (CONTINUED)
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: Except where noted, all registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 
Registers” for more information.

2: These bits are not available on PIC32MX664 devices.
3: This register does not have associated CLR, SET, and INV registers.
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OC4IP<2:0> OC4IS<1:0> 0000

T4IP<2:0> T4IS<1:0> 0000

OC5IP<2:0> OC5IS<1:0> 0000

T5IP<2:0> T5IS<1:0> 0000

CNIP<2:0> CNIS<1:0> 0000

U1IP<2:0> U1IS<1:0>

0000SPI3IP<2:0> SPI3IS<1:0>

I2C3IP<2:0> I2C3IS<1:0>

CMP2IP<2:0> CMP2IS<1:0> 0000

PMPIP<2:0> PMPIS<1:0> 0000

FSCMIP<2:0> FSCMIS<1:0> 0000

U2IP<2:0> U2IS<1:0>

0000SPI4IP<2:0> SPI4IS<1:0>

I2C5IP<2:0> I2C5IS<1:0>

DMA2IP<2:0> DMA2IS<1:0> 0000

DMA0IP<2:0> DMA0IS<1:0> 0000

DMA6IP<2:0>(2) DMA6IS<1:0>(2) 0000

DMA4IP<2:0>(2) DMA4IS<1:0>(2) 0000

CAN1IP<2:0> CAN1IS<1:0> 0000

FCEIP<2:0> FCEIS<1:0> 0000

U6IP<2:0> U6IS<1:0> 0000

ETHIP<2:0> ETHIS<1:0> 0000

TABLE 7-4: INTERRUPT REGISTER MAP FOR PIC32MX764F128H, PIC32MX775F256H, PIC32MX775F512H AND 
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20/4 19/3 18/2 17/1 16/0

0xC, respectively. See Section 12.1.1 “CLR, SET and INV 
10D0 IPC4
31:16 — — — INT4IP<2:0> INT4IS<1:0> — — —

15:0 — — — IC4IP<2:0> IC4IS<1:0> — — —

10E0 IPC5
31:16 — — — — — — — — — — —

15:0 — — — IC5IP<2:0> IC5IS<1:0> — — —

10F0 IPC6

31:16 — — — AD1IP<2:0> AD1IS<1:0> — — —

— — — I2C1IP<2:0> I2C1IS<1:0> — — —15:0

1100 IPC7
— — —

U3IP<2:0> U3IS<1:0>

— — —31:16 SPI2IP<2:0> SPI2IS<1:0>

I2C4IP<2:0> I2C4IS<1:0>

15:0 — — — CMP1IP<2:0> CMP1IS<1:0> — — —

1110 IPC8

31:16 — — — RTCCIP<2:0> RTCCIS<1:0> — — —

— — — — — — — — — — —15:0

1120 IPC9
31:16 — — — DMA3IP<2:0> DMA3IS<1:0> — — —

15:0 — — — DMA1IP<2:0> DMA1IS<1:0> — — —

1130 IPC10
31:16 — — — DMA7IP<2:0>(2) DMA7IS<1:0>(2) — — —

15:0 — — — DMA5IP<2:0>(2) DMA5IS<1:0>(2) — — —

1140 IPC11
31:16 — — — CAN2IP<2:0>(2) CAN2IS<1:0>(2) — — —

15:0 — — — USBIP<2:0> USBIS<1:0> — — —

1150 IPC12
31:16 — — — U5IP<2:0> U5IS<1:0> — — —

15:0 — — — U4IP<2:0> U4IS<1:0> — — —

PIC32MX795F512H DEVICES (CONTINUED)
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: Except where noted, all registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 
Registers” for more information.

2: This bit is unimplemented on PIC32MX764F128H device.
3: This register does not have associated CLR, SET, and INV registers.



PIC32MX5XX/6XX/7XX
REGISTER 7-4: IFSx: INTERRUPT FLAG STATUS REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

IFS31 IFS30 IFS29 IFS28 IFS27 IFS26 IFS25 IFS24

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

IFS23 IFS22 IFS21 IFS20 IFS19 IFS18 IFS17 IFS16

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

IFS15 IFS14 IFS13 IFS12 IFS11 IFS10 IFS09 IFS08

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

IFS07 IFS06 IFS05 IFS04 IFS03 IFS02 IFS01 IFS00

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 IFS31-IFS00: Interrupt Flag Status bits

1 = Interrupt request has occurred
0 = Interrupt request has not occurred

Note: This register represents a generic definition of the IFSx register. Refer to Table 7-1 for the exact bit
definitions.

REGISTER 7-5: IECx: INTERRUPT ENABLE CONTROL REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

IEC31 IEC30 IEC29 IEC28 IEC27 IEC26 IEC25 IEC24

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

IEC23 IEC22 IEC21 IEC20 IEC19 IEC18 IEC17 IEC16

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

IEC15 IEC14 IEC13 IEC12 IEC11 IEC10 IEC09 IEC08

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

IEC07 IEC06 IEC05 IEC04 IEC03 IEC02 IEC01 IEC00

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 IEC31-IEC00: Interrupt Enable bits
1 = Interrupt is enabled
0 = Interrupt is disabled

Note: This register represents a generic definition of the IECx register. Refer to Table 7-1 for the exact bit
definitions.
 2009-2016 Microchip Technology Inc. DS60001156J-page 91



PIC32MX5XX/6XX/7XX
 

 

REGISTER 9-4: CHEMSK: CACHE TAG MASK REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

LMASK<10:3>

7:0
R/W-0 R/W-0 R/W-0 U-0 U-0 U-0 U-0 U-0

LMASK<2:0> — — — — —

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Write ‘0’; ignore read

bit 15-5 LMASK<10:0>: Line Mask bits

1 = Enables mask logic to force a match on the corresponding bit position in LTAG<19:0> bits
(CHETAG<23:4>) and the physical address

0 = Only writeable for values of CHEIDX<3:0> bits (CHEACC<3:0>) equal to 0x0A and 0x0B
(disables mask logic)

bit 4-0 Unimplemented: Write ‘0’; ignore read

REGISTER 9-5: CHEW0: CACHE WORD 0

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

CHEW0<31:24>

23:16
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

CHEW0<23:16>

15:8
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

CHEW0<15:8>

7:0
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

CHEW0<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-0 CHEW0<31:0>: Word 0 of the cache line selected by CHEIDX<3:0> bits (CHEACC<3:0>)

Readable only if the device is not code-protected. 
DS60001156J-page 106  2009-2016 Microchip Technology Inc.



PIC32MX5XX/6XX/7XX
REGISTER 10-8: DCHxECON: DMA CHANNEL ‘x’ EVENT CONTROL REGISTER 

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

CHAIRQ<7:0>(1)

15:8
R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

CHSIRQ<7:0>(1)

7:0
S-0 S-0 R/W-0 R/W-0 R/W-0 U-0 U-0 U-0

CFORCE CABORT PATEN SIRQEN AIRQEN — — —

Legend: S = Settable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-24 Unimplemented: Read as ‘0’

bit 23-16 CHAIRQ<7:0>: Channel Transfer Abort IRQ bits(1)

11111111 = Interrupt 255 will abort any transfers in progress and set CHAIF flag
•
•
•

00000001 = Interrupt 1 will abort any transfers in progress and set CHAIF flag
00000000 = Interrupt 0 will abort any transfers in progress and set CHAIF flag

bit 15-8 CHSIRQ<7:0>: Channel Transfer Start IRQ bits(1)

11111111 = Interrupt 255 will initiate a DMA transfer
•
•
•

00000001 = Interrupt 1 will initiate a DMA transfer
00000000 = Interrupt 0 will initiate a DMA transfer

bit 7 CFORCE: DMA Forced Transfer bit

1 = A DMA transfer is forced to begin when this bit is written to a ‘1’
0 = This bit always reads ‘0’

bit 6 CABORT: DMA Abort Transfer bit

1 = A DMA transfer is aborted when this bit is written to a ‘1’
0 = This bit always reads ‘0’

bit 5 PATEN: Channel Pattern Match Abort Enable bit

1 = Abort transfer and clear CHEN on pattern match
0 = Pattern match is disabled

bit 4 SIRQEN: Channel Start IRQ Enable bit

1 = Start channel cell transfer if an interrupt matching CHSIRQ occurs
0 = Interrupt number CHSIRQ is ignored and does not start a transfer

bit 3 AIRQEN: Channel Abort IRQ Enable bit

1 = Channel transfer is aborted if an interrupt matching CHAIRQ occurs
0 = Interrupt number CHAIRQ is ignored and does not terminate a transfer

bit 2-0 Unimplemented: Read as ‘0’

Note 1: See Table 7-1: “Interrupt IRQ, Vector and Bit Location” for the list of available interrupt IRQ sources.
 2009-2016 Microchip Technology Inc. DS60001156J-page 125
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32M
X

5X
X

/6X
X

/7X
X

— — — — 0000

S EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

S EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

S EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

S EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

S EPRXEN EPTXEN EPSTALL EPHSHK 0000

— — — — 0000

S EPRXEN EPTXEN EPSTALL EPHSHK 0000

T

A
ll 

R
e
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ts

19/3 18/2 17/1 16/0

L
N ively. See Section 12.1.1 “CLR, SET and INV Registers” for 
53A0 U1EP10
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDI

53B0 U1EP11
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDI

53C0 U1EP12
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDI

53D0 U1EP13
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDI

53E0 U1EP14
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDI

53F0 U1EP15
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — — EPCONDI

ABLE 11-1: USB REGISTER MAP (CONTINUED)
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
ote 1: All registers in this table (except as noted) have corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC respect

more information.
2: This register does not have associated SET and INV registers.
3: This register does not have associated CLR, SET and INV registers.
4: Reset value for this bit is undefined.
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5

P
IC

32M
X

5X
X

/6X
X

/7X
X
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T
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19/3 18/2 17/1 16/0

— — — — 0000

BRGH PDSEL<1:0> STSEL 0000

DR<7:0> 0000

PERR FERR OERR URXDA 0110

— — — — 0000

mit Register 0000

— — — — 0000

ive Register 0000

— — — — 0000

0000

— — — — 0000

BRGH PDSEL<1:0> STSEL 0000

DR<7:0> 0000

PERR FERR OERR URXDA 0110

— — — — 0000

mit Register 0000

— — — — 0000

ive Register 0000

— — — — 0000

0000

— — — — 0000

BRGH PDSEL<1:0> STSEL 0000

DR<7:0> 0000

PERR FERR OERR URXDA 0110

— — — — 0000

mit Register 0000

— — — — 0000

ive Register 0000

— — — — 0000

0000

— — — — 0000

BRGH PDSEL<1:0> STSEL 0000

DR<7:0> 0000

PERR FERR OERR URXDA 0110

L

N R, SET and INV Registers” for more information.
0.1 Control Registers

ABLE 20-1: UART1 THROUGH UART6 REGISTER MAP
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

6000 U1MODE(1) 31:16 — — — — — — — — — — — —

15:0 ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD RXINV

6010 U1STA(1) 31:16 — — — — — — — ADM_EN AD

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RIDLE

6020 U1TXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — TX8 Trans

6030 U1RXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — RX8 Rece

6040 U1BRG(1) 31:16 — — — — — — — — — — — —

15:0 BRG<15:0>

6200 U4MODE(1) 31:16
15:0

— — — — — — — — — — — —

ON — SIDL IREN — — — — WAKE LPBACK ABAUD RXINV

6210 U4STA(1) 31:16 — — — — — — — ADM_EN AD

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RIDLE

6220 U4TXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — TX8 Trans

6230 U4RXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — RX8 Rece

6240 U4BRG(1) 31:16 — — — — — — — — — — — —

15:0 BRG<15:0>

6400 U3MODE(1) 31:16 — — — — — — — — — — — —

15:0 ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD RXINV

6410 U3STA(1) 31:16 — — — — — — — ADM_EN AD

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RIDLE

6420 U3TXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — TX8 Trans

6430 U3RXREG
31:16 — — — — — — — — — — — —

15:0 — — — — — — — RX8 Rece

6440 U3BRG(1) 31:16 — — — — — — — — — — — —

15:0 BRG<15:0>

6600 U6MODE(1) 31:16 — — — — — — — — — — — —

15:0 ON — SIDL IREN — — — — WAKE LPBACK ABAUD RXINV

6610 U6STA(1) 31:16 — — — — — — — ADM_EN AD

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RIDLE

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

ote 1: This register has corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. See Section 12.1.1 “CL
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bit 5 ABAUD: Auto-Baud Enable bit
1 = Enable baud rate measurement on the next character – requires reception of Sync character (0x55);

cleared by hardware upon completion
0 = Baud rate measurement disabled or completed

bit 4 RXINV: Receive Polarity Inversion bit
1 = UxRX Idle state is ‘0’
0 = UxRX Idle state is ‘1’

bit 3 BRGH: High Baud Rate Enable bit
1 = High-Speed mode – 4x baud clock enabled 
0 = Standard Speed mode – 16x baud clock enabled

bit 2-1 PDSEL<1:0>: Parity and Data Selection bits
11 = 9-bit data, no parity
10 = 8-bit data, odd parity
01 = 8-bit data, even parity
00 = 8-bit data, no parity

bit 0 STSEL: Stop Selection bit
1 = 2 Stop bits
0 = 1 Stop bit

REGISTER 20-1: UxMODE: UARTx MODE REGISTER (CONTINUED)

Note 1: When using the 1:1 PBCLK divisor, the user software should not read/write the peripheral SFRs in the 
SYSCLK cycle immediately following the instruction that clears the module’s ON bit.
DS60001156J-page 208  2009-2016 Microchip Technology Inc.
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REGISTER 22-4: RTCDATE: RTC DATE VALUE REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

YEAR10<3:0> YEAR01<3:0>

23:16
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

MONTH10<3:0> MONTH01<3:0>

15:8
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

DAY10<3:0> DAY01<3:0>

7:0
U-0 U-0 U-0 U-0 R/W-x R/W-x R/W-x R/W-x

— — — — WDAY01<3:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-28 YEAR10<3:0>: Binary-Coded Decimal Value of Years bits, 10 digits

bit 27-24 YEAR01<3:0>: Binary-Coded Decimal Value of Years bits, 1 digit

bit 23-20 MONTH10<3:0>: Binary-Coded Decimal Value of Months bits, 10 digits; contains a value from 0 to 1

bit 19-16 MONTH01<3:0>: Binary-Coded Decimal Value of Months bits, 1 digit; contains a value from 0 to 9

bit 15-12 DAY10<3:0>: Binary-Coded Decimal Value of Days bits, 10 digits; contains a value from 0 to 3

bit 11-8 DAY01<3:0>: Binary-Coded Decimal Value of Days bits, 1 digit; contains a value from 0 to 9

bit 7-4 Unimplemented: Read as ‘0’

bit 3-0 WDAY01<3:0>: Binary-Coded Decimal Value of Weekdays bits,1 digit; contains a value from 0 to 6

Note: This register is only writable when RTCWREN = 1 (RTCCON<3>).
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REGISTER 22-6: ALRMDATE: ALARM DATE VALUE REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

MONTH10<3:0> MONTH01<3:0>

15:8
R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

DAY10<1:0> DAY01<3:0>

7:0
U-0 U-0 U-0 U-0 R/W-x R/W-x R/W-x R/W-x

— — — — WDAY01<3:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-24 Unimplemented: Read as ‘0’

bit 23-20 MONTH10<3:0>: Binary Coded Decimal value of months bits, 10 digits; contains a value from 0 to 1

bit 19-16 MONTH01<3:0>: Binary Coded Decimal value of months bits, 1 digit; contains a value from 0 to 9

bit 15-12 DAY10<3:0>: Binary Coded Decimal value of days bits, 10 digits; contains a value from 0 to 3

bit 11-8 DAY01<3:0>: Binary Coded Decimal value of days bits, 1 digit; contains a value from 0 to 9

bit 7-4 Unimplemented: Read as ‘0’

bit 3-0 WDAY01<3:0>: Binary Coded Decimal value of weekdays bits, 1 digit; contains a value from 0 to 6
DS60001156J-page 230  2009-2016 Microchip Technology Inc.
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bit 15 FLTEN21: Filter 21 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 14-13 MSEL21<1:0>: Filter 21 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 12-8 FSEL21<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30
•
•
•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

bit 7 FLTEN20: Filter 20 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 6-5 MSEL20<1:0>: Filter 20 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 4-0 FSEL20<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30
•
•
•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

REGISTER 24-15: CiFLTCON5: CAN FILTER CONTROL REGISTER 5 (CONTINUED)

Note: The bits in this register can only be modified if the corresponding filter enable (FLTENn) bit is ‘0’.
 2009-2016 Microchip Technology Inc. DS60001156J-page 267
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25.0 ETHERNET CONTROLLER

The Ethernet controller is a bus master module that
interfaces with an off-chip Physical Layer (PHY) to
implement a complete Ethernet node in a system.

Key features of the Ethernet Controller include:

• Supports 10/100 Mbps data transfer rates

• Supports full-duplex and half-duplex operation

• Supports RMII and MII PHY interface

• Supports MIIM PHY management interface

• Supports both manual and automatic Flow Control

• RAM descriptor-based DMA operation for both 
receive and transmit path

• Fully configurable interrupts

• Configurable receive packet filtering

- CRC check

- 64-byte pattern match

- Broadcast, multicast and unicast packets

- Magic Packet™

- 64-bit hash table

- Runt packet

• Supports packet payload checksum calculation

• Supports various hardware statistics counters

Figure 25-1 illustrates a block diagram of the Ethernet
controller.

FIGURE 25-1: ETHERNET CONTROLLER BLOCK DIAGRAM

Note: This data sheet summarizes the features
of the PIC32MX5XX/6XX/7XX family of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to Section 35. “Ethernet
Controller” (DS60001155) in the “PIC32
Family Reference Manual”, which is avail-
able from the Microchip web site
(www.microchip.com/PIC32).
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 2
8

1

P
IC

32M
X

5X
X

/6X
X

/7X
X

2

T F128H, PIC32MX664F064L, 
775F256H, PIC32MX775F512H, 
764F128H, PIC32MX764F128L, 

A
ll 

R
es

e
ts

19/3 18/2 17/1 16/0

0000

C — — — BUFCDEC 0000

— — — — 0000

— — — — 0000

0000

— — 0000

0000

— — 0000

0000

0000

0000

0000

0000

0000

0000

0000

— — — — 0000

0000

— — — — 0000

0000

— — — — 0000

N UCEN
NOT

MEEN
MCEN BCEN 0000

FWM<7:0> 0000

EWM<7:0> 0000

— — — — 0000

TX
DONEIE

TX
ABORTIE

RX
BUFNAIE

RX
OVFLWIE

0000

— — — — 0000

TXDONE TXABORT RXBUFNA RXOVFLW 0000

L
N  and 0xC, respectively. See Section 12.1.1 “CLR, SET and 
5.1 Control Registers

ABLE 25-5: ETHERNET CONTROLLER REGISTER SUMMARY FOR PIC32MX664F064H, PIC32MX664
PIC32MX664F128L, PIC32MX675F256H, PIC32MX675F512H, PIC32MX695F512H, PIC32MX
PIC32MX795F512H, PIC32MX695F512L, PIC32MX675F256L, PIC32MX675F512L, PIC32MX
PIC32MX775F256L, PIC32MX775F512L AND PIC32MX795F512L DEVICES
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

9000 ETHCON1
31:16 PTV<15:0>

15:0 ON — SIDL — — — TXRTS RXEN AUTOFC — — MANF

9010 ETHCON2
31:16 — — — — — — — — — — — —

15:0 — — — — — RXBUFSZ<6:0>

9020 ETHTXST
31:16 TXSTADDR<31:16>

15:0 TXSTADDR<15:2>

9030 ETHRXST
31:16 RXSTADDR<31:16>

15:0 RXSTADDR<15:2>

9040 ETHHT0
31:16

HT<31:0>
15:0

9050 ETHHT1
31:16

HT<63:32>
15:0

9060 ETHPMM0
31:16

PMM<31:0>
15:0

9070 ETHPMM1
31:16

PMM<63:32>
15:0

9080 ETHPMCS
31:16 — — — — — — — — — — — —

15:0 PMCS<15:0>

9090 ETHPMO
31:16 — — — — — — — — — — — —

15:0 PMO<15:0>

90A0 ETHRXFC
31:16 — — — — — — — — — — — —

15:0 HTEN MPEN — NOTPM PMMODE<3:0>
CRC

ERREN
CRC

OKEN
RUNT

ERREN
RUNTE

90B0 ETHRXWM
31:16 — — — — — — — — RX

15:0 — — — — — — — — RX

90C0 ETHIEN
31:16 — — — — — — — — — — — —

15:0 —
TX

BUSEIE
RX

BUSEIE
— — —

EW
MARKIE

FW
MARKIE

RX
DONEIE

PK
TPENDIE

RX
ACTIE

—

90D0 ETHIRQ
31:16 — — — — — — — — — — — —

15:0 — TXBUSE RXBUSE — — — EWMARK FWMARK RXDONE PKTPEND RXACT —

egend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
ote 1: All registers in this table (with the exception of ETHSTAT) have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8

INV Registers” for more information.
2: Reset values default to the factory programmed value.
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REGISTER 25-2: ETHCON2: ETHERNET CONTROLLER CONTROL REGISTER 2

Bit Range Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0 R/W-0

— — — — — RXBUFSZ<6:4>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 U-0 U-0 U-0 U-0

RXBUFSZ<3:0> — — — —

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-11 Unimplemented: Read as ‘0’

bit 10-4 RXBUFSZ<6:0>: RX Data Buffer Size for All RX Descriptors (in 16-byte increments) bits

1111111 = RX data Buffer size for descriptors is 2032 bytes
•
•
•

1100000 = RX data Buffer size for descriptors is 1536 bytes
•
•
•

0000011 = RX data Buffer size for descriptors is 48 bytes
0000010 = RX data Buffer size for descriptors is 32 bytes
0000001 = RX data Buffer size for descriptors is 16 bytes
0000000 = Reserved

bit 3-0 Unimplemented: Read as ‘0’

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0.
DS60001156J-page 286  2009-2016 Microchip Technology Inc.
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REGISTER 25-29: EMAC1SUPP: ETHERNET CONTROLLER MAC PHY SUPPORT REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 R/W-0 U-0 U-0 R/W-0

— — — — RESETRMII(1) — — SPEEDRMII(1)

7:0
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-12 Unimplemented: Read as ‘0’

bit 11 RESETRMII: Reset RMII Logic bit(1)

1 = Reset the MAC RMII module
0 = Normal operation.

bit 10-9 Unimplemented: Read as ‘0’

bit 8 SPEEDRMII: RMII Speed bit(1)

This bit configures the Reduced MII logic for the current operating speed.

1 = RMII is running at 100 Mbps
0 = RMII is running at 10 Mbps

bit 7-0 Unimplemented: Read as ‘0’

Note 1: This bit is only used for the RMII module.

Note: Both 16-bit and 32-bit accesses are allowed to these registers (including the SET, CLR and INV registers). 
8-bit accesses are not allowed and are ignored by the hardware.
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ADC Accuracy – Measurements with Internal VREF+/VREF-

AD20d Nr Resolution 10 data bits bits (Note 3)

AD21d INL Integral Nonlinearity > -1 — < 1 LSb VINL = AVSS = 0V, 
AVDD = 2.5V to 3.6V 
(Note 3)

AD22d DNL Differential Nonlinearity > -1 — < 1 LSb VINL = AVSS = 0V, 
AVDD = 2.5V to 3.6V 
(Notes 2,3)

AD23d GERR Gain Error > -4 — < 4 LSb VINL = AVSS = 0V, 
AVDD = 2.5V to 3.6V
(Note 3)

AD24d EOFF Offset Error > -2 — < 2 LSb VINL = AVSS = 0V, 
AVDD = 2.5V to 3.6V
(Note 3)

AD25d — Monotonicity — — — — Guaranteed

Dynamic Performance

AD31b SINAD Signal to Noise and 
Distortion

55 58.5 — dB (Notes 3,4)

AD34b ENOB Effective Number of Bits 9.0 9.5 — bits (Notes 3,4)

TABLE 32-36: ADC MODULE SPECIFICATIONS (CONTINUED)

AC CHARACTERISTICS

Standard Operating Conditions (see Note 5): 2.5V to 3.6V
(unless otherwise stated)

 Operating temperature -40°C  TA  +85°C for Industrial
-40°C  TA  +105°C for V-Temp

Param. 
No.

Symbol Characteristics Min. Typical Max. Units Conditions

Note 1: These parameters are not characterized or tested in manufacturing.

2: With no missing codes.

3: These parameters are characterized, but not tested in manufacturing.

4: Characterized with a 1 kHz sine wave.

5: The ADC module is functional at VBORMIN < VDD < 2.5V, but with degraded performance. Unless otherwise 
stated, module functionality is tested, but not characterized.
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FIGURE 32-26: PARALLEL MASTER PORT READ TIMING DIAGRAM 

  

TPB TPB TPB TPB TPB TPB TPB TPB

PB Clock

PMALL/PMALH

PMD<7:0>

PMA<13:18>

PMRD

PMCS<2:1>

PMWR

PM5

DataAddress<7:0>

PM1

PM3

PM6

Data

PM7

Address<7:0>

Address

PM4

PM2

TABLE 32-40: PARALLEL MASTER PORT READ TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +105°C for V-Temp

Param. 
No.

Symbol Characteristics(1) Min. Typical Max. Units Conditions

PM1 TLAT PMALL/PMALH Pulse Width — 1 TPB — — —

PM2 TADSU Address Out Valid to PMALL/
PMALH Invalid (address setup 
time)

— 2 TPB — — —

PM3 TADHOLD PMALL/PMALH Invalid to Address 
Out Invalid (address hold time)

— 1 TPB — — —

PM4 TAHOLD PMRD Inactive to Address Out 
Invalid
(address hold time)

5 — — ns —

PM5 TRD PMRD Pulse Width — 1 TPB — — —

PM6 TDSU PMRD or PMENB Active to Data In 
Valid (data setup time)

15 — — ns —

PM7 TDHOLD PMRD or PMENB Inactive to Data 
In Invalid (data hold time)

1 TPBCLK — — ns PMP PBCLK

Note 1: These parameters are characterized, but not tested in manufacturing.
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Note: For the most current package drawings, please see the Microchip Packaging Specification located at 
http://www.microchip.com/packaging
 2009-2016 Microchip Technology Inc. DS60001156J-page 409


