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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Obsolete

Core Processor MIPS32® M4K™

Core Size 32-Bit Single-Core

Speed 80MHz

Connectivity CANbus, Ethernet, I²C, SPI, UART/USART, USB OTG

Peripherals Brown-out Detect/Reset, DMA, POR, PWM, WDT

Number of I/O -

Program Memory Size 512KB (512K x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 128K x 8

Voltage - Supply (Vcc/Vdd) 2.3V ~ 3.6V
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PIC32MX5XX/6XX/7XX
71 EMDC/AEMDC/IC4/PMCS1/PMA14/RD11 86 VDD

72 SDO1/OC1/INT0/RD0 87 ETXD1/PMD11/RF0

73 SOSCI/CN1/RC13 88 ETXD0/PMD10/RF1

74 SOSCO/T1CK/CN0/RC14 89 ETXERR/PMD9/RG1

75 VSS 90 PMD8/RG0

76 OC2/RD1 91 TRCLK/RA6

77 OC3/RD2 92 TRD3/RA7

78 OC4/RD3 93 PMD0/RE0

79 ETXD2/IC5/PMD12/RD12 94 PMD1/RE1

80 ETXD3/PMD13/CN19/RD13 95 TRD2/RG14

81 OC5/PMWR/CN13/RD4 96 TRD1/RG12

82 PMRD/CN14/RD5 97 TRD0/RG13

83 ETXEN/PMD14/CN15/RD6 98 PMD2/RE2

84 ETXCLK/PMD15/CN16/RD7 99 PMD3/RE3

85 VCAP/VDDCORE 100 PMD4/RE4

TABLE 8: PIN NAMES FOR 100-PIN USB AND ETHERNET DEVICES (CONTINUED)

Pin # Full Pin Name Pin # Full Pin Name

Note 1: Shaded pins are 5V tolerant.

100-PIN TQFP (TOP VIEW)

PIC32MX664F128L
PIC32MX675F256L

PIC32MX695F512L
PIC32MX675F512L

PIC32MX664F064L

1
100
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PIC32MX5XX/6XX/7XX
71 EMDC/AEMDC/IC4/PMCS1/PMA14/RD11 86 VDD

72 SDO1/OC1/INT0/RD0 87 C1RX/ETXD1/PMD11/RF0

73 SOSCI/CN1/RC13 88 C1TX/ETXD0/PMD10/RF1

74 SOSCO/T1CK/CN0/RC14 89 C2TX(1)/ETXERR/PMD9/RG1

75 VSS 90 C2RX(1)/PMD8/RG0

76 OC2/RD1 91 TRCLK/RA6

77 OC3/RD2 92 TRD3/RA7

78 OC4/RD3 93 PMD0/RE0

79 ETXD2/IC5/PMD12/RD12 94 PMD1/RE1

80 ETXD3/PMD13/CN19/RD13 95 TRD2/RG14

81 OC5/PMWR/CN13/RD4 96 TRD1/RG12

82 PMRD/CN14/RD5 97 TRD0/RG13

83 ETXEN/PMD14/CN15/RD6 98 PMD2/RE2

84 ETXCLK/PMD15/CN16/RD7 99 PMD3/RE3

85 VCAP/VDDCORE 100 PMD4/RE4

TABLE 9: PIN NAMES FOR 100-PIN USB, ETHERNET, AND CAN DEVICES (CONTINUED)

Pin # Full Pin Name Pin # Full Pin Name

Note 1: This pin is not available on PIC32MX764F128L devices.
2: Shaded pins are 5V tolerant.

100-PIN TQFP (TOP VIEW)

PIC32MX775F256L
PIC32MX775F512L
PIC32MX795F512L

PIC32MX764F128L

1
100
 2009-2016 Microchip Technology Inc. DS60001156J-page 13



PIC32MX5XX/6XX/7XX
J3 PGED2/AN7/RB7 K8 VDD

J4 AVDD K9 AETXD1/SCK3/U4TX/U1RTS/CN21/RD15

J5 AN11/ERXERR/AETXERR/PMA12/RB11 K10 USBID/RF3

J6 TCK/RA1 K11 SDA3/SDI3/U1RX/RF2

J7 AN12/ERXD0/AECRS/PMA11/RB12 L1 PGEC2/AN6/OCFA/RB6

J8 No Connect (NC) L2 VREF-/CVREF-/AERXD2/PMA7/RA9

J9 No Connect (NC) L3 AVSS

J10 SCL3/SDO3/U1TX/RF8 L4 AN9/C2OUT/RB9

J11 D-/RG3 L5 AN10/CVREFOUT/PMA13/RB10

K1 PGEC1/AN1/CN3/RB1 L6 SCK4/U5TX/U2RTS/RF13

K2 PGED1/AN0/CN2/RB0 L7 AN13/ERXD1/AECOL/PMA10/RB13

K3 VREF+/CVREF+/AERXD3/PMA6/RA10 L8 AN15/ERXD3/AETXD2/OCFB/PMALL/PMA0/CN12/RB15

K4 AN8/C1OUT/RB8 L9 AETXD0/SS3/U4RX/U1CTS/CN20/RD14

K5 No Connect (NC) L10 SDA5/SDI4/U2RX/PMA9/CN17/RF4

K6 SS4/U5RX/U2CTS/RF12 L11 SCL5/SDO4/U2TX/PMA8/CN18/RF5

K7 AN14/ERXD2/AETXD3/PMALH/PMA1/RB14

TABLE 11: PIN NAMES FOR USB AND ETHERNET DEVICES (CONTINUED)

Pin # Full Pin Name Pin # Full Pin Name

Note 1: Shaded pins are 5V tolerant.

121-PIN TFBGA (BOTTOM VIEW)

PIC32MX664F064L
PIC32MX664F128L
PIC32MX675F256L
PIC32MX675F512L
PIC32MX695F512L

A1

L1

L11

A11

Note: The TFBGA package skips from row “H” to row “J” and has no “I” row.
 2009-2016 Microchip Technology Inc. DS60001156J-page 17



PIC32MX5XX/6XX/7XX
CN0 48 74 B11 B40 I ST Change notification inputs. Can be 
software programmed for internal weak 
pull-ups on all inputs.

CN1 47 73 C10 A47 I ST

CN2 16 25 K2 B14 I ST

CN3 15 24 K1 A15 I ST

CN4 14 23 J2 B13 I ST

CN5 13 22 J1 A13 I ST

CN6 12 21 H2 B11 I ST

CN7 11 20 H1 A12 I ST

CN8 4 10 E3 A7 I ST

CN9 5 11 F4 B6 I ST

CN10 6 12 F2 A8 I ST

CN11 8 14 F3 A9 I ST

CN12 30 44 L8 A29 I ST

CN13 52 81 C8 B44 I ST

CN14 53 82 B8 A55 I ST

CN15 54 83 D7 B45 I ST

CN16 55 84 C7 A56 I ST

CN17 31 49 L10 B27 I ST

CN18 32 50 L11 A32 I ST

CN19 — 80 D8 A54 I ST

CN20 — 47 L9 B26 I ST

CN21 — 48 K9 A31 I ST

IC1 42 68 E9 B37 I ST Capture Inputs 1-5

IC2 43 69 E10 A45 I ST

IC3 44 70 D11 B38 I ST

IC4 45 71 C11 A46 I ST

IC5 52 79 A9 A60 I ST

OCFA 17 26 L1 A20 I ST Output Compare Fault A Input

OC1 46 72 D9 B39 O — Output Compare Output 1

OC2 49 76 A11 A52 O — Output Compare Output 2

OC3 50 77 A10 B42 O — Output Compare Output 3

OC4 51 78 B9 A53 O — Output Compare Output 4

OC5 52 81 C8 B44 O — Output Compare Output 5

OCFB 30 44 L8 A29 I ST Output Compare Fault B Input

INT0 46 72 D9 B39 I ST External Interrupt 0

INT1 42 18 G1 A11 I ST External Interrupt 1

INT2 43 19 G2 B10 I ST External Interrupt 2

INT3 44 66 E11 B36 I ST External Interrupt 3

INT4 45 67 E8 A44 I ST External Interrupt 4

TABLE 1-1: PINOUT I/O DESCRIPTIONS (CONTINUED)

Pin Name

Pin Number(1)

Pin
Type

Buffer
Type

Description64-Pin
QFN/TQFP

100-Pin
TQFP

121-Pin
TFBGA

124-pin 
VTLA

Legend: CMOS = CMOS compatible input or output Analog = Analog input P = Power
ST = Schmitt Trigger input with CMOS levels O = Output I = Input                      
TTL = TTL input buffer

Note 1: Pin numbers are only provided for reference. See the “Device Pin Tables” section for device pin 
availability.

2: See 25.0 “Ethernet Controller” for more information.
 2009-2016 Microchip Technology Inc. DS60001156J-page 27
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OC4IP<2:0> OC4IS<1:0> 0000

T4IP<2:0> T4IS<1:0> 0000

OC5IP<2:0> OC5IS<1:0> 0000

T5IP<2:0> T5IS<1:0> 0000

CNIP<2:0> CNIS<1:0> 0000

U1IP<2:0> U1IS<1:0>

0000SPI3IP<2:0> SPI3IS<1:0>

I2C3IP<2:0> I2C3IS<1:0>

CMP2IP<2:0> CMP2IS<1:0> 0000

PMPIP<2:0> PMPIS<1:0> 0000

FSCMIP<2:0> FSCMIS<1:0> 0000

U2IP<2:0> U2IS<1:0>

0000SPI4IP<2:0> SPI4IS<1:0>

I2C5IP<2:0> I2C5IS<1:0>

DMA2IP<2:0> DMA2IS<1:0> 0000

DMA0IP<2:0> DMA0IS<1:0> 0000

DMA6IP<2:0>(2) DMA6IS<1:0>(2) 0000

DMA4IP<2:0>(2) DMA4IS<1:0>(2) 0000

— — — — — 0000

FCEIP<2:0> FCEIS<1:0> 0000

U6IP<2:0> U6IS<1:0> 0000

ETHIP<2:0> ETHIS<1:0> 0000

TABLE 7-3: INTERRUPT REGISTER MAP FOR PIC32MX664F064H, PIC32MX664F128H, PIC32MX675F256H, PIC32MX675F512H AND 

A
ll 
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s

20/4 19/3 18/2 17/1 16/0

0xC respectively. See Section 12.1.1 “CLR, SET and INV 
10D0 IPC4
31:16 — — — INT4IP<2:0> INT4IS<1:0> — — —

15:0 — — — IC4IP<2:0> IC4IS<1:0> — — —

10E0 IPC5
31:16 — — — — — — — — — — —

15:0 — — — IC5IP<2:0> IC5IS<1:0> — — —

10F0 IPC6

31:16 — — — AD1IP<2:0> AD1IS<1:0> — — —

— — — I2C1IP<2:0> I2C1IS<1:0> — — —15:0

1100 IPC7
— — —

U3IP<2:0> U3IS<1:0>

— — —31:16 SPI2IP<2:0> SPI2IS<1:0>

I2C4IP<2:0> I2C4IS<1:0>

15:0 — — — CMP1IP<2:0> CMP1IS<1:0> — — —

1110 IPC8

31:16 — — — RTCCIP<2:0> RTCCIS<1:0> — — —

— — — — — — — — — — —15:0

1120 IPC9
31:16 — — — DMA3IP<2:0> DMA3IS<1:0> — — —

15:0 — — — DMA1IP<2:0> DMA1IS<1:0> — — —

1130 IPC10
31:16 — — — DMA7IP<2:0>(2) DMA7IS<1:0>(2) — — —

15:0 — — — DMA5IP<2:0>(2) DMA5IS<1:0>(2) — — —

1140 IPC11
31:16 — — — — — — — — — — —

15:0 — — — USBIP<2:0> USBIS<1:0> — — —

1150 IPC12
31:16 — — — U5IP<2:0> U5IS<1:0> — — —

15:0 — — — U4IP<2:0> U4IS<1:0> — — —

PIC32MX695F512H DEVICES (CONTINUED)
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: Except where noted, all registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 
Registers” for more information.

2: These bits are not available on PIC32MX664 devices.
3: This register does not have associated CLR, SET, and INV registers.



PIC32MX5XX/6XX/7XX
8.0 OSCILLATOR 
CONFIGURATION

The Oscillator module has the following features:

• A total of four external and internal oscillator 
options as clock sources

• On-chip PLL with user-selectable input divider, 
multiplier and output divider to boost operating 
frequency on select internal and external 
oscillator sources

• On-chip user-selectable divisor postscaler on 
select oscillator sources

• Software-controllable switching between 
various clock sources

• A Fail-Safe Clock Monitor (FSCM) that detects 
clock failure and permits safe application recovery 
or shutdown

• Dedicated On-Chip PLL for USB peripheral

Figure 8-1shows the Oscillator module block diagram.

FIGURE 8-1: OSCILLATOR BLOCK DIAGRAM 

Note: This data sheet summarizes the features
of the PIC32MX5XX/6XX/7XX family of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to Section 6. “Oscillator”
(DS60001112) in the “PIC32 Family Ref-
erence Manual”, which is available from
the Microchip web site (www.micro-
chip.com/PIC32).

Timer1, RTCC

Clock Control Logic

Fail-Safe
Clock

Monitor

FSCM INT

FSCM Event

COSC<2:0>
NOSC<2:0>

OSWENFSCMEN<1:0>

PLL

Secondary Oscillator (SOSC)

SOSCEN and FSOSCEN

SOSCO

SOSCI

XTPLL, HSPLL,

XT, HS, EC

CPU and Select Peripherals

Peripherals

FRCDIV<2:0>

WDT, PWRT

8 MHz typical FRC

31.25 kHz typical

FRC
Oscillator

LPRC
Oscillator

SOSC

LPRC

FRCDIV

ECPLL, FRCPLL

TUN<5:0> div 16

Postscaler

FPLLIDIV<2:0> PBDIV<1:0>

FRC/16

Postscaler

PLL MultiplierCOSC<2:0>

FIN
div x div y

PLL Output Divider
PLLODIV<2:0>

PLL Input Divider

div x

32.768 kHz

PLLMULT<2:0>

PBCLK

UFIN 4 MHz

PLL x24
USB Clock (48 MHz)

div 2

UPLLEN

UFRCEN
div x

UPLLIDIV<2:0>

UFIN

4 MHz  FIN  5 MHz

USB PLL

SYSCLK

Primary Oscillator

C1(3)

C2(3)

XTAL

RS(1)
Enable

OSC2(4)

OSC1

RF(2)

To Internal
Logic

(POSC)

RP(1)

Notes: 1. A series resistor, RS, may be required for AT strip cut crystals or eliminate 
clipping. Alternately, to increase oscillator circuit gain, add a parallel 
resistor, RP, with a value of 1 M

2. The internal feedback resistor, RF, is typically in the range of 2 to 10 M
3. Refer to the “PIC32 Family Reference Manual” Section 6. “Oscillator 

Configuration” (DS60001112) for help determining the best oscillator 
components.

4. PBCLK out is available on the OSC2 pin in certain clock modes.

(001 = FRC,
 011 = POSC)

COSC<2:0>
 2009-2016 Microchip Technology Inc. DS60001156J-page 95
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PIC32MX5XX/6XX/7XX
 

REGISTER 9-1: CHECON: CACHE CONTROL REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 R/W-0

— — — — — — — CHECOH

15:8
U-0 U-0 U-0 U-0 U-0 U-0 R/W-0 R/W-0

— — — — — — DCSZ<1:0>

7:0
U-0 U-0 R/W-0 R/W-0 U-0 R/W-1 R/W-1 R/W-1

— — PREFEN<1:0> — PFMWS<2:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-17 Unimplemented: Write ‘0’; ignore read

bit 16 CHECOH: Cache Coherency Setting on a PFM Program Cycle bit

1 = Invalidate all data and instruction lines
0 = Invalidate all data lnes and instruction lines that are not locked

bit 15-10 Unimplemented: Write ‘0’; ignore read

bit 9-8 DCSZ<1:0>: Data Cache Size in Lines bits

Changing these bits causes all lines to be reinitialized to the “invalid” state.

11 = Enable data caching with a size of 4 lines
10 = Enable data caching with a size of 2 lines 
01 = Enable data caching with a size of 1 line
00 = Disable data caching

bit 7-6 Unimplemented: Write ‘0’; ignore read

bit 5-4 PREFEN<1:0>: Predictive Prefetch Enable bits

11 = Enable predictive prefetch for both cacheable and non-cacheable regions
10 = Enable predictive prefetch only for non-cacheable regions
01 = Enable predictive prefetch only for cacheable regions
00 = Disable predictive prefetch

bit 3 Unimplemented: Write ‘0’; ignore read

bit 2-0 PFMWS<2:0>: PFM Access Time Defined in Terms of SYSLK Wait States bits

111 = Seven Wait states
110 = Six Wait states 
101 = Five Wait states
100 = Four Wait states
011 = Three Wait states
010 = Two Wait states 
001 = One Wait state
000 = Zero Wait state
 2009-2016 Microchip Technology Inc. DS60001156J-page 103
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10.1 Control Registers
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20/4 19/3 18/2 17/1 16/0

— — — — — 0000

— — — — — 0000

— — — — — 0000

— RDWR DMACH<2:0>(2) 0000

0000

0000

.1 “CLR, SET and INV Registers” for more information.
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20/4 19/3 18/2 17/1 16/0

— — — — — 0000

— — CRCCH<2:0> 0000

0000

0000

0000

0000

e Section 12.1.1 “CLR, SET and INV Registers” for more 
 

TABLE 10-1: DMA GLOBAL REGISTER MAP
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

3000 DMACON(1) 31:16 — — — — — — — — — — —

15:0 ON — — SUSPEND DMABUSY — — — — — —

3010 DMASTAT
31:16 — — — — — — — — — — —

15:0 — — — — — — — — — — —

3020 DMAADDR
31:16

DMAADDR<31:0>
15:0

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: This register has corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. See Section 12.1
2: DMACH<3> bit is not available on PIC32MX534/564/664/764 devices.

TABLE 10-2: DMA CRC REGISTER MAP(1)
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

3030 DCRCCON
31:16 — — BYTO<1:0> WBO — — BITO — — —

15:0 — — — PLEN<4:0> CRCEN CRCAPP CRCTYP

3040 DCRCDATA
31:16

DCRCDATA<31:0>
15:0

3050 DCRCXOR
31:16

DCRCXOR<31:0>
15:0

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectively. Se
information.
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REGISTER 11-10: U1STAT: USB STATUS REGISTER

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

7:0
R-x R-x R-x R-x R-x R-x U-0 U-0

ENDPT<3:0> DIR PPBI — —

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-8 Unimplemented: Read as ‘0’

bit 7-4 ENDPT<3:0>: Encoded Number of Last Endpoint Activity bits
(Represents the number of the BDT, updated by the last USB transfer.)

1111 = Endpoint 15
1110 = Endpoint 14

•

•

•

0001 = Endpoint 1
0000 = Endpoint 0

bit 3 DIR: Last Buffer Descriptor Direction Indicator bit

1 = Last transaction was a transmit transfer (TX)
0 = Last transaction was a receive transfer (RX)

bit 2 PPBI: Ping-Pong Buffer Descriptor Pointer Indicator bit

1 = The last transaction was to the Odd buffer descriptor bank
0 = The last transaction was to the Even buffer descriptor bank

bit 1-0 Unimplemented: Read as ‘0’

Note: The U1STAT register is a window into a 4-byte FIFO maintained by the USB module. U1STAT value is only
valid when U1IR<TRNIF> is active. Clearing the U1IR<TRNIF> bit advances the FIFO. Data in register is
invalid when U1IR<TRNIF> = 0.
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17.1 Control Registers

A
ll

 R
es

et
s

20/4 19/3 18/2 17/1 16/0

— — — — — 0000

CFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

— — — — — 0000

CFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

— — — — — 0000

CFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

— — — — — 0000

CFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

— — — — — 0000

CFLT OCTSEL OCM<2:0> 0000

xxxx

xxxx

xxxx

xxxx

e Section 12.1.1 “CLR, SET and INV Registers” for more 
 

TABLE 17-1: OUTPUT COMPARE 1-OUTPUT COMPARE 5 REGISTER MAP
V

ir
tu

al
 A

d
d

re
ss

(B
F

80
_#

)

R
eg

is
te

r
N

a
m

e(1
)

B
it

 R
an

g
e

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5

3000 OC1CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32 O

3010 OC1R
31:16

OC1R<31:0>
15:0

3020 OC1RS
31:16

OC1RS<31:0>
15:0

3200 OC2CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32 O

3210 OC2R
31:16

OC2R<31:0>
15:0

3220 OC2RS
31:16

OC2RS<31:0>
15:0

3400 OC3CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32 O

3410 OC3R
31:16

OC3R<31:0>
15:0

3420 OC3RS
31:16
15:0

OC3RS<31:0>

3600 OC4CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32 O

3610 OC4R
31:16

OC4R<31:0>
15:0

3620 OC4RS
31:16
15:0

OC4RS<31:0>

3800 OC5CON
31:16 — — — — — — — — — — —

15:0 ON — SIDL — — — — — — — OC32 O

3810 OC5R
31:16

OC5R<31:0>
15:0

3820 OC5RS
31:16

OC5RS<31:0>
15:0

Legend: x = unknown value on Reset; — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

Note 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectively. Se
information.



PIC32MX5XX/6XX/7XX
REGISTER 23-3: AD1CON3: ADC CONTROL REGISTER 3

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

ADRC — — SAMC<4:0>(1)

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W R/W-0

ADCS<7:0>(2)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15 ADRC: ADC Conversion Clock Source bit

1 = Clock derived from FRC
0 = Clock derived from Peripheral Bus Clock (PBCLK)

bit 14-13 Unimplemented: Read as ‘0’

bit 12-8 SAMC<4:0>: Auto-Sample Time bits(1)

11111 =31 TAD

•

•

•

00001 =1 TAD

00000 =0 TAD (Not allowed)

bit 7-0 ADCS<7:0>: ADC Conversion Clock Select bits(2)

11111111 =TPB • 2 • (ADCS<7:0> + 1) = 512 • TPB = TAD

•

•

•

00000001 =TPB • 2 • (ADCS<7:0> + 1) = 4 • TPB = TAD

00000000 =TPB • 2 • (ADCS<7:0> + 1) = 2 • TPB = TAD

Note 1: This bit is only used if the SSRC<2:0> bits (AD1CON1<7:5>) = 111.

2: This bit is not used if the ADRC bit (AD1CON3<15>) = 1.
DS60001156J-page 238  2009-2016 Microchip Technology Inc.



PIC32MX5XX/6XX/7XX
REGISTER 24-10: CiFLTCON0: CAN FILTER CONTROL REGISTER 0

Bit Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FLTEN3 MSEL3<1:0> FSEL3<4:0>

23:16
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FLTEN2 MSEL2<1:0> FSEL2<4:0>

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FLTEN1 MSEL1<1:0> FSEL1<4:0>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

FLTEN0 MSEL0<1:0> FSEL0<4:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31 FLTEN3: Filter 3 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 30-29 MSEL3<1:0>: Filter 3 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 28-24 FSEL3<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30
•
•
•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

bit 23 FLTEN2: Filter 2 Enable bit

1 = Filter is enabled
0 = Filter is disabled

bit 22-21 MSEL2<1:0>: Filter 2 Mask Select bits

11 = Acceptance Mask 3 selected
10 = Acceptance Mask 2 selected
01 = Acceptance Mask 1 selected
00 = Acceptance Mask 0 selected

bit 20-16 FSEL2<4:0>: FIFO Selection bits

11111 = Message matching filter is stored in FIFO buffer 31

11110 = Message matching filter is stored in FIFO buffer 30
•
•
•

00001 = Message matching filter is stored in FIFO buffer 1
00000 = Message matching filter is stored in FIFO buffer 0

Note: The bits in this register can only be modified if the corresponding filter enable (FLTENn) bit is ‘0’.
DS60001156J-page 256  2009-2016 Microchip Technology Inc.



PIC32MX5XX/6XX/7XX
25.0 ETHERNET CONTROLLER

The Ethernet controller is a bus master module that
interfaces with an off-chip Physical Layer (PHY) to
implement a complete Ethernet node in a system.

Key features of the Ethernet Controller include:

• Supports 10/100 Mbps data transfer rates

• Supports full-duplex and half-duplex operation

• Supports RMII and MII PHY interface

• Supports MIIM PHY management interface

• Supports both manual and automatic Flow Control

• RAM descriptor-based DMA operation for both 
receive and transmit path

• Fully configurable interrupts

• Configurable receive packet filtering

- CRC check

- 64-byte pattern match

- Broadcast, multicast and unicast packets

- Magic Packet™

- 64-bit hash table

- Runt packet

• Supports packet payload checksum calculation

• Supports various hardware statistics counters

Figure 25-1 illustrates a block diagram of the Ethernet
controller.

FIGURE 25-1: ETHERNET CONTROLLER BLOCK DIAGRAM

Note: This data sheet summarizes the features
of the PIC32MX5XX/6XX/7XX family of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to Section 35. “Ethernet
Controller” (DS60001155) in the “PIC32
Family Reference Manual”, which is avail-
able from the Microchip web site
(www.microchip.com/PIC32).
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PIC32MX5XX/6XX/7XX
REGISTER 25-9: ETHPMCS: ETHERNET CONTROLLER PATTERN MATCH CHECKSUM 
REGISTER

Bit Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1

Bit
24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PMCS<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PMCS<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15-8 PMCS<15:8>: Pattern Match Checksum 1 bits

bit 7-0 PMCS<7:0>: Pattern Match Checksum 0 bits

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0 or the PMMODE bit 
(ETHRXFC<11:8>) = 0.

REGISTER 25-10: ETHPMO: ETHERNET CONTROLLER PATTERN MATCH OFFSET REGISTER
Bit 

Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

23:16
U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

15:8
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PMO<15:8>

7:0
R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

PMO<7:0>

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31-16 Unimplemented: Read as ‘0’

bit 15-0 PMO<15:0>: Pattern Match Offset 1 bits

Note 1: This register is only used for RX operations.

2: The bits in this register may only be changed while the RXEN bit (ETHCON1<8>) = 0 or the PMMODE bit 
(ETHRXFC<11:8>) = 0.
DS60001156J-page 290  2009-2016 Microchip Technology Inc.



PIC32MX5XX/6XX/7XX
REGISTER 29-4: DEVCFG3: DEVICE CONFIGURATION WORD 3

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
R/P R/P r-1 r-1 r-1 R/P R/P R/P

FVBUSONIO FUSBIDIO — — — FCANIO(1) FETHIO(2) FMIIEN(2)

23:16
r-1 r-1 r-1 r-1 r-1 R/P R/P R/P

— — — — — FSRSSEL<2:0>

15:8
R/P R/P R/P R/P R/P R/P R/P R/P

USERID<15:8>

7:0
R/P R/P R/P R/P R/P R/P R/P R/P

USERID<7:0>

Legend: r = Reserved bit P = Programmable bit

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 31 FVBUSONIO: USB VBUSON Selection bit

1 = VBUSON pin is controlled by the USB module
0 = VBUSON pin is controlled by the port function

bit 30 FUSBIDIO: USB USBID Selection bit

1 = USBID pin is controlled by the USB module
0 = USBID pin is controlled by the port function

bit 29-27 Reserved: Write ‘1’

bit 26 FCANIO: CAN I/O Pin Selection bit(1)

1 = Default CAN I/O Pins
0 = Alternate CAN I/O Pins

bit 25 FETHIO: Ethernet I/O Pin Selection bit(2)

1 = Default Ethernet I/O Pins
0 = Alternate Ethernet I/O Pins

bit 24 FMIIEN: Ethernet MII Enable bit(2)

1 = MII is enabled
0 = RMII is enabled

bit 23-19 Reserved: Write ‘1’

bit 18-16 FSRSSEL<2:0>: SRS Select bits

111 = Assign Interrupt Priority 7 to a shadow register set
110 = Assign Interrupt Priority 6 to a shadow register set
•
•
•

001 = Assign Interrupt Priority 1 to a shadow register set
000 = All interrupt priorities are assigned to a shadow register set

bit 15-0 USERID<15:0>: User ID bits
This is a 16-bit value that is user-defined and is readable via ICSP™ and JTAG.

Note 1: This bit is Reserved and reads ‘1’ on PIC32MX664/675/695 devices.

2: This bit is Reserved and reads ‘1’ on PIC32MX534/564/575 devices.
 2009-2016 Microchip Technology Inc. DS60001156J-page 341
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PIC32MX5XX/6XX/7XX
32.0 “Electrical Characteristics” Note 4 in the Operating Current specification was updated (see Table 32-5).

Note 3 in the Idle Current specification was updated (see Table 32-6).

Note 6 references in the Power-Down Current specification were updated 
(see Table 32-7).

The Program Memory parameters, D135, D136, and D137, and Note 4 were 
updated (see Table 32-11).

The Voltage Reference Specifications were updated (see Table 32-14).

Parameter DO50 (Cosco) was added to the Capacitive Loading 
Requirements on Output Pins (see Table 32-16).

The EJTAG Timing Characteristics were updated (see Figure 32-28).

The maximum value for parameters ET13 and ET14 were updated in the 
Ethernet Module Specifications (see Table 32-35).

Parameter PM7 (TDHOLD) was updated (see Table 32-40).

34.0 “Packaging Information” Packaging diagrams were updated.

Product Identification System The Speed and Program Memory Size were updated and Note 1 was added.

TABLE B-7: MAJOR SECTION UPDATES (CONTINUED)

Section Name Update Description
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