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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Product Status Active

Number of LABs/CLBs 21000

Number of Logic Elements/Cells 84000

Total RAM Bits 3833856

Number of I/O 118

Number of Gates -

Voltage - Supply 1.045V ~ 1.155V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 285-LFBGA, CSPBGA

Supplier Device Package 285-CSFBGA (10x10)
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 DC and Switching Characteristics 

 Absolute Maximum Ratings 

Table 3.1. Absolute Maximum Ratings 

Symbol Parameter Min Max Unit 

VCC Supply Voltage –0.5 1.32 V 

VCCA Supply Voltage –0.5 1.32 V 

VCCAUX, VCCAUXA Supply Voltage –0.5 2.75 V 

VCCIO Supply Voltage –0.5 3.63 V 

— Input or I/O Transient Voltage Applied –0.5 3.63 V 

VCCHRX, VCCHTX SERDES RX/TX Buffer Supply Voltages  –0.5 1.32 V 

— Voltage Applied on SERDES Pins –0.5 1.80 V 

TA Storage Temperature (Ambient) –65 150 °C 

TJ Junction Temperature — +125 °C 

Notes: 

1. Stress above those listed under the “Absolute Maximum Ratings” may cause permanent damage to the device. Functional 
operation of the device at these or any other conditions above those indicated in the operational sections of this specification is 
not implied. 

2. Compliance with the Lattice Thermal Management document is required. 
3. All voltages referenced to GND. 

 Recommended Operating Conditions 

Table 3.2. Recommended Operating Conditions 

Symbol Parameter  Min Max Unit 

VCC
2 Core Supply Voltage 

ECP5 1.045 1.155 V 

ECP5-5G 1.14 1.26 V 

VCCAUX
2, 4  Auxiliary Supply Voltage — 2.375 2.625 V 

VCCIO
2, 3 I/O Driver Supply Voltage — 1.14 3.465 V 

VREF
1 Input Reference Voltage — 0.5 1.0 V 

tJCOM Junction Temperature, Commercial Operation — 0 85 °C 

tJIND Junction Temperature, Industrial Operation — –40 100 °C 

SERDES External Power Supply5 

VCCA SERDES Analog Power Supply 
ECP5UM 1.045 1.155 V 

ECP5-5G 1.164 1.236 V 

VCCAUXA SERDES Auxiliary Supply Voltage — 2.374 2.625 V 

VCCHRX
6 SERDES Input Buffer Power Supply 

ECP5UM 0.30 1.155 V 

ECP5-5G 0.30 1.26 V 

VCCHTX SERDES Output Buffer Power Supply 
ECP5UM 1.045 1.155 V 

ECP5-5G 1.14 1.26 V 

Notes: 

1. For correct operation, all supplies except VREF must be held in their valid operation range. This is true independent of feature 

usage. 
2. All supplies with same voltage, except SERDES Power Supplies, should be connected together. 
3. See recommended voltages by I/O standard in Table 3.4 on page 48. 
4. VCCAUX ramp rate must not exceed 30 mV/µs during power-up when transitioning between 0 V and 3 V. 

5. Refer to ECP5 and ECP5-5G SERDES/PCS Usage Guide (TN1261) for information on board considerations for SERDES power 
supplies. 

6. VCCHRX is used for Rx termination. It can be biased to Vcm if external AC coupling is used. This voltage needs to meet all the HDin 

input voltage level requirements specified in the Rx section of this Data Sheet. 
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 SERDES Power Supply Requirements1,2,3
 

Over recommended operating conditions. 

Table 3.9. ECP5UM 

Symbol Description Typ Max Unit 

Standby (Power Down) 

ICCA-SB VCCA Power Supply Current (Per Channel) 4 9.5 mA 

ICCHRX-SB
4 VCCHRX, Input Buffer Current (Per Channel) — 0.1 mA 

ICCHTX-SB VCCHTX, Output Buffer Current (Per Channel) — 0.9 mA 

Operating (Data Rate = 3.125 Gb/s) 

ICCA-OP VCCA Power Supply Current (Per Channel) 43 54 mA 

ICCHRX-OP
5 VCCHRX, Input Buffer Current (Per Channel) 0.4 0.5 mA 

ICCHTX-OP VCCHTX, Output Buffer Current (Per Channel) 10 13 mA 

Operating (Data Rate = 2.5 Gb/s) 

ICCA-OP VCCA Power Supply Current (Per Channel) 40 50 mA 

ICCHRX-OP
5 VCCHRX, Input Buffer Current (Per Channel) 0.4 0.5 mA 

ICCHTX-OP VCCHTX, Output Buffer Current (Per Channel) 10 13 mA 

Operating (Data Rate = 1.25 Gb/s) 

ICCA-OP VCCA Power Supply Current (Per Channel) 34 43 mA 

ICCHRX-OP
5 VCCHRX, Input Buffer Current (Per Channel) 0.4 0.5 mA 

ICCHTX-OP VCCHTX, Output Buffer Current (Per Channel) 10 13 mA 

Operating (Data Rate = 270 Mb/s) 

ICCA-OP VCCA Power Supply Current (Per Channel) 28 38 mA 

ICCHRX-OP
5 VCCHRX, Input Buffer Current (Per Channel) 0.4 0.5 mA 

ICCHTX-OP VCCHTX, Output Buffer Current (Per Channel) 8 10 mA 

Notes: 

1. Rx Equalization enabled, Tx De-emphasis (pre-cursor and post-cursor) disabled 
2. Per Channel current is calculated with both channels on in a Dual, and divide current by two. If only one channel is on, current 

will be higher. 
3. To calculate with Tx De-emphasis enabled, use the Diamond Power Calculator tool. 
4. For ICCHRX-SB, during Standby, input termination on Rx are disabled. 
5. For ICCHRX-OP, during operational, the max specified when external AC coupling is used. If externally DC coupled, the power is 

based on current pulled down by external driver when the input is driven to LOW. 
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 BLVDS25 

The ECP5/ECP5-5G devices support the BLVDS standard. This standard is emulated using complementary LVCMOS 
outputs in conjunction with a parallel external resistor across the driver outputs. BLVDS is intended for use when 
multi-drop and bi-directional multi-point differential signaling is required. The scheme shown in Figure 3.2 is one 
possible solution for bi-directional multi-point differential signals. 

Heavily loaded backplane, effective Zo ~ 45 Ω  to 90 Ω  differential
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Figure 3.2. BLVDS25 Multi-point Output Example 

Over recommended operating conditions. 

Table 3.15. BLVDS25 DC Conditions 

Parameter Description 
Typical 

Unit 
Zo = 45 �: �� Zo = 90 �: ��

VCCIO Output Driver Supply (±5%) 2.50 2.50 V 

ZOUT Driver Impedance 10.00 10.00 �: ��

RS Driver Series Resistor (±1%) 90.00 90.00 �: ��

RTL Driver Parallel Resistor (±1%) 45.00 90.00 �: ��

RTR Receiver Termination (±1%) 45.00 90.00 �: ��

VOH Output High Voltage 1.38 1.48 V 

VOL Output Low Voltage 1.12 1.02 V 

VOD Output Differential Voltage 0.25 0.46 V 

VCM Output Common Mode Voltage 1.25 1.25 V 

IDC DC Output Current 11.24 10.20 mA 

Note: For input buffer, see LVDS Table 3.13 on page 55. 
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 Typical Building Block Function Performance 

Table 3.19. Pin-to-Pin Performance 

Function –8 Timing Unit 

Basic Functions 

16-Bit Decoder 5.06 ns 

32-Bit Decoder 6.08 ns 

64-Bit Decoder 5.06 ns 

4:1 Mux 4.45 ns 

8:1 Mux 4.63 ns 

16:1 Mux 4.81 ns 

32:1 Mux 4.85 ns 

Notes: 

1. I/Os are configured with LVCMOS25 with VCCIO=2.5, 12 mA drive. 
2. These functions were generated using Lattice Diamond design software tool. Exact performance may vary with the device and 

the design software tool version. The design software tool uses internal parameters that have been characterized but are not 
tested on every device. 

3. Commercial timing numbers are shown. Industrial numbers are typically slower and can be extracted from Lattice Diamond 
design software tool. 
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 SERDES High-Speed Data Transmitter 

Table 3.24. Serial Output Timing and Levels 

Symbol Description Min Typ Max Unit 

VTX-DIFF-PP Peak-Peak Differential voltage on selected amplitude1, 2 –25% — 25% mV, p-p 

VTX-CM-DC Output common mode voltage — VCCHTX / 2 — mV, p-p 

TTX-R Rise time (20% to 80%) 50 — — ps 

TTX-F Fall time (80% to 20%) 50 — — ps 

TTX-CM-AC-P RMS AC peak common-mode output voltage — — 20 mV 

ZTX_SE 
Single ended output impedance for 50/75 Ω –20% 50/75 20% Ω 

Single ended output impedance for 6K Ω –25% 6K 25% Ω 

RLTX_DIFF Differential return loss (with package included) 3 — — –10 dB 

RLTX_COM Common mode return loss (with package included) 3 — — –6 dB 

Notes: 

1. Measured with 50 Ω Tx Driver impedance at VCCHTX±5%. 

2. Refer to ECP5 and ECP5-5G SERDES/PCS Usage Guide (TN1261) for settings of Tx amplitude. 
3. Return los = −10 dB (differential), –6 dB (common mode) for 100 MHz ≤ f <= 1.6 GHz with 50 Ω output impedance configuration. 

This includes degradation due to package effects. 

Table 3.25. Channel Output Jitter 

Description Frequency Min Typ Max Unit 

Deterministic 5 Gb/s — — TBD UI, p-p 

Random 5 Gb/s — — TBD UI, p-p 

Total 5 Gb/s — — TBD UI, p-p 

Deterministic 3.125 Gb/s — — 0.17 UI, p-p 

Random 3.125 Gb/s — — 0.25 UI, p-p 

Total 3.125 Gb/s — — 0.35 UI, p-p 

Deterministic 2.5 Gb/s — — 0.17 UI, p-p 

Random 2.5 Gb/s — — 0.20 UI, p-p 

Total 2.5 Gb/s — — 0.35 UI, p-p 

Deterministic 1.25 Gb/s — — 0.10 UI, p-p 

Random 1.25 Gb/s — — 0.22 UI, p-p 

Total 1.25 Gb/s — — 0.24 UI, p-p 

Notes:  

1. Values are measured with PRBS 27-1, all channels operating, FPGA logic active, I/Os around SERDES pins quiet, reference clock 
@ 10X mode. 

2. For ECP5-5G family devices only.  
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 XAUI/CPRI LV E.30 Electrical and Timing Characteristics 

 AC and DC Characteristics 

Over recommended operating conditions. 

Table 3.33. Transmit 

Symbol Description Test Conditions Min Typ Max Unit 

TRF Differential rise/fall time 20% to 80% — 80 — ps 

ZTX_DIFF_DC Differential impedance — 80 100 120 Ω 

JTX_DDJ
2, 3  Output data deterministic jitter — — — 0.17 UI 

JTX_TJ
1, 2, 3 Total output data jitter — — — 0.35 UI 

Notes: 

1. Total jitter includes both deterministic jitter and random jitter. 
2. Jitter values are measured with each CML output AC coupled into a 50 Ω impedance (100 Ω differential impedance). 
3. Jitter and skew are specified between differential crossings of the 50% threshold of the reference signal. 

Over recommended operating conditions. 

Table 3.34. Receive and Jitter Tolerance 

Symbol Description Test Conditions Min Typ Max Unit 

RLRX_DIFF Differential return loss 
From 100 MHz 

to 3.125 GHz 
10 — — dB 

RLRX_CM Common mode return loss 
From 100 MHz 

to 3.125 GHz 
6 — — dB 

ZRX_DIFF Differential termination resistance — 80 100 120 Ω 

JRX_DJ
1, 2, 3 Deterministic jitter tolerance (peak-to-peak) — — — 0.37 UI 

JRX_RJ
1, 2, 3 Random jitter tolerance (peak-to-peak) — — — 0.18 UI 

JRX_SJ
1, 2, 3 Sinusoidal jitter tolerance (peak-to-peak) — — — 0.10 UI 

JRX_TJ
1, 2, 3 Total jitter tolerance (peak-to-peak) — — — 0.65 UI 

TRX_EYE Receiver eye opening — 0.35 — — UI 

Notes: 

1. Total jitter includes deterministic jitter, random jitter and sinusoidal jitter. 
2. Jitter values are measured with each high-speed input AC coupled into a 50 Ω impedance. 
3. Jitter and skew are specified between differential crossings of the 50% threshold of the reference signal. 

 CPRI LV E.24/SGMII(2.5Gbps) Electrical and Timing Characteristics 

 AC and DC Characteristics 

Table 3.35. Transmit 

Symbol Description Test Conditions Min Typ Max Unit 

TRF
1 Differential rise/fall time 20% to 80% — 80 — ps 

ZTX_DIFF_DC Differential impedance — 80 100 120 Ω 

JTX_DDJ
3, 4 Output data deterministic jitter — — — 0.17 UI 

JTX_TJ
2, 3, 4 Total output data jitter — — — 0.35 UI 

Notes: 

1. Rise and Fall times measured with board trace, connector and approximately 2.5 pf load. 
2. Total jitter includes both deterministic jitter and random jitter. The random jitter is the total jitter minus the actual 

deterministic jitter. 
3. Jitter values are measured with each CML output AC coupled into a 50 Ω impedance (100 Ω differential impedance). 
4. Jitter and skew are specified between differential crossings of the 50% threshold of the reference signal. 
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 sysCONFIG Port Timing Specifications 
Over recommended operating conditions. 

Table 3.42. ECP5/ECP5-5G sysCONFIG Port Timing Specifications 

Symbol Parameter  Min Max Unit 

POR, Configuration Initialization, and Wakeup 

tICFG 
Time from the Application of VCC, VCCAUX or VCCIO8 
(whichever is the last) to the rising edge of INITN 

— — 33 ms 

tVMC Time from tICFG to the valid Master CCLK — — 5 us 

tCZ CCLK from Active to High-Z — — 300 ns 

Master CCLK 

fMCLK Frequency 
All selected 
frequencies 

–20 20 % 

tMCLK-DC Duty Cycle 
All selected 
frequencies 

40 60 % 

All Configuration Modes 

tPRGM PROGRAMN LOW pulse accepted — 110 — ns 

tPRGMRJ PROGRAMN LOW pulse rejected — — 50 ns 

tINITL INITN LOW time — — 55 ns 

tDPPINT PROGRAMN LOW to INITN LOW — — 70 ns 

tDPPDONE PROGRAMN LOW to DONE LOW — — 80 ns 

tIODISS PROGRAMN LOW to I/O Disabled — — 150 ns 

Slave SPI 

fCCLK CCLK input clock frequency — — 60 MHz 

tCCLKH CCLK input clock pulsewidth HIGH — 6 — ns 

tCCLKL CCLK input clock pulsewidth LOW — 6 — ns 

tSTSU CCLK setup time — 1 — ns 

tSTH CCLK hold time — 1 — ns 

tSTCO CCLK falling edge to valid output — — 10 ns 

tSTOZ CCLK falling edge to valid disable — — 10 ns 

tSTOV CCLK falling edge to valid enable — — 10 ns 

tSCS Chip Select HIGH time — 25 — ns 

tSCSS Chip Select setup time — 3 — ns 

tSCSH Chip Select hold time — 3 — ns 

Master SPI 

fCCLK Max selected CCLK output frequency — — 62 MHz 

tCCLKH CCLK output clock pulse width HIGH — 3.5 — ns 

tCCLKL CCLK output clock pulse width LOW — 3.5 — ns 

tSTSU CCLK setup time — 5 — ns 

tSTH CCLK hold time — 1 — ns 

tCSSPI INITN HIGH to Chip Select LOW — 100 200 ns 

tCFGX INITN HIGH to first CCLK edge — — 150 ns 

Slave Serial 

fCCLK CCLK input clock frequency — — 66 MHz 

tSSCH CCLK input clock pulse width HIGH — 5 — ns 

tSSCL CCLK input clock pulse width LOW — 5 — ns 

tSUSCDI CCLK setup time — 0.5 — ns 

tHSCDI CCLK hold time — 1.5 — ns 
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Table 3.42. ECP5/ECP5-5G sysCONFIG Port Timing Specifications (Continued) 

Symbol Parameter  Min Max Unit 

Slave Parallel 

fCCLK CCLK input clock frequency — — 50 MHz 

tBSCH CCLK input clock pulsewidth HIGH — 6 — ns 

tBSCL CCLK input clock pulsewidth LOW — 6 — ns 

tCORD CCLK to DOUT for Read Data — — 12 ns 

tSUCBDI Data Setup Time to CCLK — 1.5 — ns 

tHCBDI Data Hold Time to CCLK — 1.5 — ns 

tSUCS CSN, CSN1 Setup Time to CCLK — 2.5 — ns 

tHCS CSN, CSN1 Hold Time to CCLK — 1.5 — ns 

tSUWD WRITEN Setup Time to CCLK — 45 — ns 

tHCWD WRITEN Hold Time to CCLK — 2 — ns 

tDCB CCLK to BUSY Delay Time — — 12 ns 
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CSN

WRITEN

BUSY

D[0:7]

t
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t
HCS

t
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t
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t
DCB

t
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t
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t
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t
BSCL

Byte 0 Byte 1 Byte 2 Byte n*

*n = last byte of read cycle.
 

Figure 3.15. sysCONFIG Parallel Port Read Cycle 
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CCLK2

DONE
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VCCIO8 1

CFG[2:0]3

t
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Valid

INITN

t
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1.  Time taken from VCC, VCCAUX or VCCIO8, whichever is the last to cross the POR trip point.
2.  Device is in a Master Mode (SPI, SPIm).
3.  The CFG pins are normally static (hardwired).

 

Figure 3.18. Power-On-Reset (POR) Timing 
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Figure 3.19. sysCONFIG Port Timing 
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Pin Information Summary 
LFE5UM/ 

LFE5UM5G-25 
LFE5UM/LFE5UM5G-45 LFE5UM/LFE5UM5G-85 

Pin Type 
285 

csfBG
A 

381 

caBGA 

285 
csfBGA 

381 

caBG
A 

554 

caBGA 

285 

csfBGA 

381 

caBG
A 

554 

caBGA 

756 

caBGA 

TAP 4 4 4 4 4 4 4 4 4 

Miscellaneous Dedicated Pins 7 7 7 7 7 7 7 7 7 

GND 83 59 83 59 113 83 59 113 166 

NC 1 8 1 2 33 1 0 17 29 

Reserved 0 2 0 2 4 0 2 4 4 

SERDES 14 28 14 28 28 14 28 28 28 

VCCA (SERDES) 
VCCA0 2 2 2 2 6 2 2 6 8 

VCCA1 0 2 0 2 6 0 2 6 9 

VCCAUX (SERDES) 
VCCAUXA0 2 2 2 2 2 2 2 2 2 

VCCAUXA1 0 2 0 2 2 0 2 2 2 

GNDA (SERDES) 26 26 26 26 49 26 26 49 60 

Total Balls 285 381 285 381 554 285 381 554 756 

High Speed Differential Input 
/ Output Pairs 

Bank 0 0 0 0 0 0 0 0 0 0 

Bank 1 0 0 0 0 0 0 0 0 0 

Bank 2 10/8 16/8 10/8 16/8 16/8 10/8 17/9 16/8 24/12 

Bank 3 14/7 16/8 14/7 16/8 24/12 14/7 16/8 24/12 32/16 

Bank 4 0 0 0 0 0 0 0 0 0 

Bank 6 13/6 16/8 13/6 16/8 24/12 13/6 16/8 24/12 32/16 

Bank 7 8/6 16/8 8/6 16/8 16/8 8/6 16/8 16/8 24/12 

Bank 8 0 0 0 0 0 0 0 0 0 

Total High Speed Differential I/O Pairs 45/2
7 

64/32 45/27 64/3
2 

80/40 45/27 65/3
3 

80/40 112/5
6 

DQS Groups 

(> 11 pins in group) 

 

 

Bank 0 0 0 0 0 0 0 0 0 0 

Bank 1 0 0 0 0 0 0 0 0 0 

Bank 2 1 2 1 2 2 1 2 2 3 

Bank 3 2 2 2 2 3 2 2 3 4 

Bank 4 0 0 0 0 0 0 0 0 0 

Bank 6 2 2 2 2 3 2 2 3 4 

Bank 7 1 2 1 2 2 1 2 2 3 

Bank 8 0 0 0 0 0 0 0 0 0 

Total DQS Groups 6 8 6 8 10 6 8 10 14 
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 LFE5U 
Pin Information 
Summary 

LFE5U-12 LFE5U-25 LFE5U-45 LFE5U-85 

Pin Type 
256 

caBGA 
285 

csfBGA 

381 

caBGA 

256 
caBGA 

285 
csfBGA 

381 

caBGA 

256 
caBGA 

285 
csfBGA 

381 

caBGA 

554 

caBGA 

285 

csfBG
A 

381 

caBGA 

554 

caBGA 

756 

caBG
A 

General 
Purpose 
Inputs/Outputs 
per Bank 

Bank 0 24 6 24 24 6 24 24 6 27 32 6 27 32 56 

Bank 1 32 6 32 32 6 32 32 6 33 40 6 33 40 48 

Bank 2 32 21 32 32 21 32 32 21 32 32 21 34 32 48 

Bank 3 32 28 32 32 28 32 32 28 33 48 28 33 48 64 

Bank 4 0 0 0 0 0 0 0 0 0 0 0 0 14 24 

Bank 6 32 26 32 32 26 32 32 26 33 48 26 33 48 64 

Bank 7 32 18 32 32 18 32 32 18 32 32 18 32 32 48 

Bank 8 13 13 13 13 13 13 13 13 13 13 13 13 13 13 

Total Single-Ended User 
I/O 

197 118 197 197 118 197 197 118 203 245 118 205 259 365 

VCC 6 13 20 6 13 20 6 13 20 24 13 20 24 36 

VCCAUX (Core) 2 3 4 2 3 4 2 3 4 9 3 4 9 8 

VCCIO 

Bank 0 2 1 2 2 1 2 2 1 2 3 1 2 3 4 

Bank 1 2 1 2 2 1 2 2 1 2 3 1 2 3 4 

Bank 2 2 2 3 2 2 3 2 2 3 4 2 3 4 4 

Bank 3 2 2 3 2 2 3 2 2 3 3 2 3 3 4 

Bank 4 0 0 0 0 0 0 0 0 0 0 0 0 2 2 

Bank 6 2 2 3 2 2 3 2 2 3 4 2 3 4 4 

Bank 7 2 2 3 2 2 3 2 2 3 3 2 3 3 4 

Bank 8 1 2 2 1 2 2 1 2 2 2 2 2 2 2 

TAP 4 4 4 4 4 4 4 4 4 4 4 4 4 4 

Miscellaneous Dedicated 
Pins 

7 7 7 7 7 7 7 7 7 7 7 7 7 7 

GND 27 123 99 27 123 99 27 123 99 198 123 99 198 267 

NC 0 1 26 0 1 26 0 1 26 33 1 26 33 29 

Reserved 0 4 6 0 4 6 0 4 6 12 4 6 12 12 

Total Balls 256 285 381 256 285 381 256 285 381 554 285 381 554 756 

High Speed Differential 
Input / Output Pairs 

Bank 
0 

0 0 0 0 0 0 0 0 0 0 0 0 0 

Bank 
1 

0 0 0 0 0 0 0 0 0 0 0 0 0 

Bank 
2 

16/8 10/8 16/8 16/8 10/8 16/8 16/8 10/8 16/8 16/8 10/8 17/9 16/8 

Bank 
3 

16/8 14/7 16/8 16/8 14/7 16/8 16/8 14/7 16/8 24/12 14/7 16/8 24/1
2 Bank 

4 
0 0 0 0 0 0 0 0 0 0 0 0 0 

Bank 
6 

16/8 13/6 16/8 16/8 13/6 16/8 16/8 13/6 16/8 24/12 13/6 16/8 24/1
2 Bank 

7 
16/8 8/6 16/8 16/8 8/6 16/8 16/8 8/6 16/8 16/8 8/6 16/8 16/8 

Bank 
8 

0 0 0 0 0 0 0 0 0 0 0 0 0 

Total High Speed 
Differential I/O Pairs 

64/32 45/27 64/32 64/32 45/27 64/32 64/32 45/27 64/32 80/40 45/27 65/33 80/40 112/
56 

DQS Groups 

(> 11 pins in group) 

Bank 
0 

0 0 0 0 0 0 0 0 0 0 0 0 0 

Bank 
1 

0 0 0 0 0 0 0 0 0 0 0 0 0 

Bank 
2 

2 1 2 2 1 2 2 1 2 2 1 2 2 

Bank 
3 

2 2 2 2 2 2 2 2 2 3 2 2 3 

Bank 
4 

0 0 0 0 0 0 0 0 0 0 0 0 0 

Bank 
6 

2 2 2 2 2 2 2 2 2 3 2 2 3 

Bank 
7 

2 1 2 2 1 2 2 1 2 2 1 2 2 

Bank 
8 

0 0 0 0 0 0 0 0 0 0 0 0 0 

Total DQS Groups 8 6 8 8 6 8 8 6 8 10 6 8 10 14 

http://www.latticesemi.com/legal


 ECP5™ and ECP5-5G™ Family 
 Data Sheet 
 

©  2014-2018 Lattice Semiconductor Corp. All Lattice trademarks, registered trademarks, patents, and disclaimers are as listed at www.latticesemi.com/legal.  
All other brand or product names are trademarks or registered trademarks of their respective holders. The specifications and information herein are subject to change without notice. 

FPGA-DS-02012-1.9  101 

Part number Grade Package Pins Temp. LUTs (K) SERDES 

LFE5U-85F-6BG756I –6 Lead free caBGA 756 Industrial 84 No 

LFE5U-85F-7BG756I –7 Lead free caBGA 756 Industrial 84 No 

LFE5U-85F-8BG756I –8 Lead free caBGA 756 Industrial 84 No 

LFE5UM-25F-6MG285I –6 Lead free csfBGA 285 Industrial 24 Yes 

LFE5UM-25F-7MG285I –7 Lead free csfBGA 285 Industrial 24 Yes 

LFE5UM-25F-8MG285I –8 Lead free csfBGA 285 Industrial 24 Yes 

LFE5UM-25F-6BG381I –6 Lead free caBGA 381 Industrial 24 Yes 

LFE5UM-25F-7BG381I –7 Lead free caBGA 381 Industrial 24 Yes 

LFE5UM-25F-8BG381I –8 Lead free caBGA 381 Industrial 24 Yes 

LFE5UM-45F-6MG285I –6 Lead free csfBGA 285 Industrial 44 Yes 

LFE5UM-45F-7MG285I –7 Lead free csfBGA 285 Industrial 44 Yes 

LFE5UM-45F-8MG285I –8 Lead free csfBGA 285 Industrial 44 Yes 

LFE5UM-45F-6BG381I –6 Lead free caBGA 381 Industrial 44 Yes 

LFE5UM-45F-7BG381I –7 Lead free caBGA 381 Industrial 44 Yes 

LFE5UM-45F-8BG381I –8 Lead free caBGA 381 Industrial 44 Yes 

LFE5UM-45F-6BG554I –6 Lead free caBGA 554 Industrial 44 Yes 

LFE5UM-45F-7BG554I –7 Lead free caBGA 554 Industrial 44 Yes 

LFE5UM-45F-8BG554I –8 Lead free caBGA 554 Industrial 44 Yes 

LFE5UM-85F-6MG285I –6 Lead free csfBGA 285 Industrial 84 Yes 

LFE5UM-85F-7MG285I –7 Lead free csfBGA 285 Industrial 84 Yes 

LFE5UM-85F-8MG285I –8 Lead free csfBGA 285 Industrial 84 Yes 

LFE5UM-85F-6BG381I –6 Lead free caBGA 381 Industrial 84 Yes 

LFE5UM-85F-7BG381I –7 Lead free caBGA 381 Industrial 84 Yes 

LFE5UM-85F-8BG381I –8 Lead free caBGA 381 Industrial 84 Yes 

LFE5UM-85F-6BG554I –6 Lead free caBGA 554 Industrial 84 Yes 

LFE5UM-85F-7BG554I –7 Lead free caBGA 554 Industrial 84 Yes 

LFE5UM-85F-8BG554I –8 Lead free caBGA 554 Industrial 84 Yes 

LFE5UM-85F-6BG756I –6 Lead free caBGA 756 Industrial 84 Yes 

LFE5UM-85F-7BG756I –7 Lead free caBGA 756 Industrial 84 Yes 

LFE5UM-85F-8BG756I –8 Lead free caBGA 756 Industrial 84 Yes 

LFE5UM5G-25F-8MG285I –8 Lead free csfBGA 285 Industrial 24 Yes 

LFE5UM5G-25F-8BG381I –8 Lead free caBGA 381 Industrial 24 Yes 

LFE5UM5G-45F-8MG285I –8 Lead free csfBGA 285 Industrial 44 Yes 

LFE5UM5G-45F-8BG381I –8 Lead free caBGA 381 Industrial 44 Yes 

LFE5UM5G-45F-8BG554I –8 Lead free caBGA 554 Industrial 44 Yes 

LFE5UM5G-85F-8MG285I –8 Lead free csfBGA 285 Industrial 84 Yes 

LFE5UM5G-85F-8BG381I –8 Lead free caBGA 381 Industrial 84 Yes 

LFE5UM5G-85F-8BG554I –8 Lead free caBGA 554 Industrial 84 Yes 

LFE5UM5G-85F-8BG756I –8 Lead free caBGA 756 Industrial 84 Yes 
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(Continued) 

Date Version Section Change Summary 

August 2014 1.2 DC and Switching 
Characteristics 

SERDES High-Speed Data Receiver section. Updated Table 3.26. Serial 
Input Data Specifications, Table 3.28. Receiver Total Jitter Tolerance 
Specification, and Table 3.29. External Reference Clock Specification 
(refclkp/refclkn). 

Modified section heading to XXAUI/CPRI LV E.30 Electrical and Timing 
Characteristics. Updated Table 3.33 Transmit and Table 3.34. Receive 
and Jitter Tolerance. 

Modified section heading to CPRI LV E.24 Electrical and Timing 
Characteristics. Updated Table 3.35. Transmit and Table 3.36. Receive 
and Jitter Tolerance. 

Modified section heading to Gigabit Ethernet/SGMII/CPRI LV E.12 
Electrical and Timing Characteristics. Updated Table 3.37. Transmit and 
Table 3.38. Receive and Jitter Tolerance. 

June 2014 1.1 Ordering Information Updated ECP5/ECP5-5G Part Number Description and Ordering Part 
Numbers sections. 

March 2014 1.0 All Initial release. 
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