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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC16C7X
4.2.2 SPECIAL FUNCTION REGISTERS

The Special Function Registers are registers used by
the CPU and Peripheral Modules for controlling the
desired operation of the device. These registers are
implemented as static RAM.
  1997 Microchip Technology Inc.
The special function registers can be classified into two
sets (core and peripheral). Those registers associated
with the “core” functions are described in this section,
and those related to the operation of the peripheral fea-
tures are described in the section of that peripheral fea-
ture.
TABLE 4-1: PIC16C72 SPECIAL FUNCTION REGISTER SUMMARY  

Address Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on:

POR,
BOR

Value on all
other resets

(3)

   Bank 0

00h(1) INDF Addressing this location uses contents of FSR to address data memory (not a physical register) 0000 0000 0000 0000

01h TMR0 Timer0 module’s register xxxx xxxx uuuu uuuu

02h(1) PCL Program Counter's (PC) Least Significant Byte 0000 0000 0000 0000

03h(1) STATUS IRP(4) RP1(4) RP0 TO PD Z DC C 0001 1xxx 000q quuu

04h(1) FSR Indirect data memory address pointer xxxx xxxx uuuu uuuu

05h PORTA — — PORTA Data Latch when written: PORTA pins when read --0x 0000 --0u 0000

06h PORTB PORTB Data Latch when written: PORTB pins when read xxxx xxxx uuuu uuuu

07h PORTC PORTC Data Latch when written: PORTC pins when read xxxx xxxx uuuu uuuu

08h — Unimplemented — —

09h — Unimplemented — —

0Ah(1,2) PCLATH — — — Write Buffer for the upper 5 bits of the Program Counter ---0 0000 ---0 0000

0Bh(1) INTCON GIE PEIE T0IE INTE RBIE T0IF INTF RBIF 0000 000x 0000 000u

0Ch PIR1 — ADIF — — SSPIF CCP1IF TMR2IF TMR1IF -0-- 0000 -0-- 0000

0Dh — Unimplemented — —

0Eh TMR1L Holding register for the Least Significant Byte of the 16-bit TMR1 register xxxx xxxx uuuu uuuu

0Fh TMR1H Holding register for the Most Significant Byte of the 16-bit TMR1 register xxxx xxxx uuuu uuuu

10h T1CON — — T1CKPS1 T1CKPS0 T1OSCEN T1SYNC TMR1CS TMR1ON --00 0000 --uu uuuu

11h TMR2 Timer2 module’s register 0000 0000 0000 0000

12h T2CON — TOUTPS3 TOUTPS2 TOUTPS1 TOUTPS0 TMR2ON T2CKPS1 T2CKPS0 -000 0000 -000 0000

13h SSPBUF Synchronous Serial Port Receive Buffer/Transmit Register xxxx xxxx uuuu uuuu

14h SSPCON WCOL SSPOV SSPEN CKP SSPM3 SSPM2 SSPM1 SSPM0 0000 0000 0000 0000

15h CCPR1L Capture/Compare/PWM Register (LSB) xxxx xxxx uuuu uuuu

16h CCPR1H Capture/Compare/PWM Register (MSB) xxxx xxxx uuuu uuuu

17h CCP1CON — — CCP1X CCP1Y CCP1M3 CCP1M2 CCP1M1 CCP1M0 --00 0000 --00 0000

18h — Unimplemented — —

19h — Unimplemented — —

1Ah — Unimplemented — —

1Bh — Unimplemented — —

1Ch — Unimplemented — —

1Dh — Unimplemented — —

1Eh ADRES A/D Result Register xxxx xxxx uuuu uuuu

1Fh ADCON0 ADCS1 ADCS0 CHS2 CHS1 CHS0 GO/DONE — ADON 0000 00-0 0000 00-0

Legend: x = unknown, u = unchanged, q = value depends on condition, - = unimplemented read as '0'. 
Shaded locations are unimplemented, read as ‘0’.

Note 1: These registers can be addressed from either bank.
2: The upper byte of the program counter is not directly accessible. PCLATH is a holding register for the PC<12:8> whose 

contents are transferred to the upper byte of the program counter.
3: Other (non power-up) resets include external reset through MCLR and Watchdog Timer Reset.
4: The IRP and RP1 bits are reserved on the PIC16C72, always maintain these bits clear.
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PIC16C7X
TABLE 4-2: PIC16C73/73A/74/74A SPECIAL FUNCTION REGISTER SUMMARY   

Address Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on:

POR,
BOR

Value on all
other resets

(2)

   Bank 0

00h(4) INDF Addressing this location uses contents of FSR to address data memory (not a physical register) 0000 0000 0000 0000

01h TMR0 Timer0 module’s register xxxx xxxx uuuu uuuu

02h(4) PCL Program Counter's (PC) Least Significant Byte 0000 0000 0000 0000

03h(4) STATUS IRP(7) RP1(7) RP0 TO PD Z DC C 0001 1xxx 000q quuu

04h(4) FSR Indirect data memory address pointer xxxx xxxx uuuu uuuu

05h PORTA — — PORTA Data Latch when written: PORTA pins when read --0x 0000 --0u 0000

06h PORTB PORTB Data Latch when written: PORTB pins when read xxxx xxxx uuuu uuuu

07h PORTC PORTC Data Latch when written: PORTC pins when read xxxx xxxx uuuu uuuu

08h(5) PORTD PORTD Data Latch when written: PORTD pins when read xxxx xxxx uuuu uuuu

09h(5) PORTE — — — — — RE2 RE1 RE0 ---- -xxx ---- -uuu

0Ah(1,4) PCLATH — — — Write Buffer for the upper 5 bits of the Program Counter ---0 0000 ---0 0000

0Bh(4) INTCON GIE PEIE T0IE INTE RBIE T0IF INTF RBIF 0000 000x 0000 000u

0Ch PIR1 PSPIF(3) ADIF RCIF TXIF SSPIF CCP1IF TMR2IF TMR1IF 0000 0000 0000 0000

0Dh PIR2 — — — – — — — CCP2IF ---- ---0 ---- ---0

0Eh TMR1L Holding register for the Least Significant Byte of the 16-bit TMR1 register xxxx xxxx uuuu uuuu

0Fh TMR1H Holding register for the Most Significant Byte of the 16-bit TMR1 register xxxx xxxx uuuu uuuu

10h T1CON — — T1CKPS1 T1CKPS0 T1OSCEN T1SYNC TMR1CS TMR1ON --00 0000 --uu uuuu

11h TMR2 Timer2 module’s register 0000 0000 0000 0000

12h T2CON — TOUTPS3 TOUTPS2 TOUTPS1 TOUTPS0 TMR2ON T2CKPS1 T2CKPS0 -000 0000 -000 0000

13h SSPBUF Synchronous Serial Port Receive Buffer/Transmit Register xxxx xxxx uuuu uuuu

14h SSPCON WCOL SSPOV SSPEN CKP SSPM3 SSPM2 SSPM1 SSPM0 0000 0000 0000 0000

15h CCPR1L Capture/Compare/PWM Register1 (LSB) xxxx xxxx uuuu uuuu

16h CCPR1H Capture/Compare/PWM Register1 (MSB) xxxx xxxx uuuu uuuu

17h CCP1CON — — CCP1X CCP1Y CCP1M3 CCP1M2 CCP1M1 CCP1M0 --00 0000 --00 0000

18h RCSTA SPEN RX9 SREN CREN — FERR OERR RX9D 0000 -00x 0000 -00x

19h TXREG USART Transmit Data Register 0000 0000 0000 0000

1Ah RCREG USART Receive Data Register 0000 0000 0000 0000

1Bh CCPR2L Capture/Compare/PWM Register2 (LSB) xxxx xxxx uuuu uuuu

1Ch CCPR2H Capture/Compare/PWM Register2 (MSB) xxxx xxxx uuuu uuuu

1Dh CCP2CON — — CCP2X CCP2Y CCP2M3 CCP2M2 CCP2M1 CCP2M0 --00 0000 --00 0000

1Eh ADRES A/D Result Register xxxx xxxx uuuu uuuu

1Fh ADCON0 ADCS1 ADCS0 CHS2 CHS1 CHS0 GO/DONE — ADON 0000 00-0 0000 00-0

Legend: x = unknown, u = unchanged, q = value depends on condition, - = unimplemented read as '0'. 
Shaded locations are unimplemented, read as ‘0’.

Note 1: The upper byte of the program counter is not directly accessible. PCLATH is a holding register for the PC<12:8> whose con-
tents are transferred to the upper byte of the program counter.

2: Other (non power-up) resets include external reset through MCLR and Watchdog Timer Reset.
3: Bits PSPIE and PSPIF are reserved on the PIC16C73/73A, always maintain these bits clear.
4: These registers can be addressed from either bank.
5: PORTD and PORTE are not physically implemented on the PIC16C73/73A, read as ‘0’.
6: Brown-out Reset is not implemented on the PIC16C73 or the PIC16C74, read as '0'.
7: The IRP and RP1 bits are reserved on the PIC16C73/73A/74/74A, always maintain these bits clear.
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PIC16C7X
TABLE 5-4: SUMMARY OF REGISTERS ASSOCIATED WITH PORTB

Address Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on: 

POR,
BOR

Value on all 
other resets

06h, 106h PORTB RB7 RB6 RB5 RB4 RB3 RB2 RB1 RB0 xxxx xxxx uuuu uuuu

86h, 186h TRISB PORTB Data Direction Register 1111 1111 1111 1111

81h, 181h OPTION RBPU INTEDG T0CS T0SE PSA PS2 PS1 PS0 1111 1111 1111 1111

Legend: x = unknown, u = unchanged. Shaded cells are not used by PORTB.
  1997 Microchip Technology Inc. DS30390E-page 47



PIC16C7XApplicable Devices

72 73 73A 74 74A 76 77
11.3 SPI Mode for PIC16C76/77

This section contains register definitions and opera-
tional characteristics of the SPI module on the
PIC16C76 and PIC16C77 only.
  1997 Microchip Technology Inc.
FIGURE 11-7: SSPSTAT: SYNC SERIAL PORT STATUS REGISTER (ADDRESS 94h)(PIC16C76/77)

R/W-0 R/W-0 R-0 R-0 R-0 R-0 R-0 R-0

SMP CKE D/A P S R/W UA BF R = Readable bit
W = Writable bit
U = Unimplemented bit, 

read as ‘0’
- n =Value at POR reset

bit7 bit0

bit 7: SMP: SPI data input sample phase
SPI Master Mode
1 = Input data sampled at end of data output time
0 = Input data sampled at middle of data output time
SPI Slave Mode
SMP must be cleared when SPI is used in slave mode

bit 6: CKE: SPI Clock Edge Select (Figure 11-11, Figure 11-12, and Figure 11-13)
CKP = 0
1 = Data transmitted on rising edge of SCK
0 = Data transmitted on falling edge of SCK
CKP = 1
1 = Data transmitted on falling edge of SCK
0 = Data transmitted on rising edge of SCK

bit  5: D/A: Data/Address bit (I2C mode only)
1 = Indicates that the last byte received or transmitted was data
0 = Indicates that the last byte received or transmitted was address

bit  4: P: Stop bit (I2C mode only. This bit is cleared when the SSP module is disabled, or when the Start bit is
detected last, SSPEN is cleared)
1 = Indicates that a stop bit has been detected last (this bit is '0' on RESET)
0 = Stop bit was not detected last

bit  3: S: Start bit (I2C mode only. This bit is cleared when the SSP module is disabled, or when the Stop bit is
detected last, SSPEN is cleared)
1 = Indicates that a start bit has been detected last (this bit is '0' on RESET)
0 = Start bit was not detected last

bit  2: R/W: Read/Write bit information (I2C mode only)
This bit holds the R/W bit information following the last address match. This bit is only valid from the
address match to the next start bit, stop bit, or ACK bit.
1 = Read
0 = Write

bit  1: UA: Update Address (10-bit I2C mode only)
1 = Indicates that the user needs to update the address in the SSPADD register
0 = Address does not need to be updated

bit  0: BF: Buffer Full Status bit

Receive (SPI and I2C modes)
1 = Receive complete, SSPBUF is full
0 = Receive not complete, SSPBUF is empty

Transmit (I2C mode only)
1 = Transmit in progress, SSPBUF is full
0 = Transmit complete, SSPBUF is empty
DS30390E-page 83



PIC16C7X
13.0 ANALOG-TO-DIGITAL 
CONVERTER (A/D) MODULE 

The analog-to-digital (A/D) converter module has five
inputs for the PIC16C72/73/73A/76, and eight for the
PIC16C74/74A/77.

The A/D allows conversion of an analog input signal to
a corresponding 8-bit digital number (refer to Applica-
tion Note AN546 for use of A/D Converter). The output
of the sample and hold is the input into the converter,
which generates the result via successive approxima-
tion. The analog reference voltage is software select-
able to either the device’s positive supply voltage (VDD)
or the voltage level on the RA3/AN3/VREF pin. 

Applicable Devices
72 73 73A 74 74A 76 77
  1997 Microchip Technology Inc.
The A/D converter has a unique feature of being able to
operate while the device is in SLEEP mode. To operate
in sleep, the A/D conversion clock must be derived from
the A/D’s internal RC oscillator.

The A/D module has three registers. These registers
are:

• A/D Result Register (ADRES)
• A/D Control Register 0 (ADCON0)
• A/D Control Register 1 (ADCON1)

The ADCON0 register, shown in Figure 13-1, controls
the operation of the A/D module. The ADCON1 regis-
ter, shown in Figure 13-2, configures the functions of
the port pins. The port pins can be configured as ana-
log inputs (RA3 can also be a voltage reference) or as
digital I/O.
FIGURE 13-1: ADCON0 REGISTER (ADDRESS 1Fh) 

R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0 U-0 R/W-0
ADCS1 ADCS0 CHS2 CHS1 CHS0 GO/DONE — ADON R  = Readable bit

W = Writable bit
U  = Unimplemented bit, 

read as ‘0’
- n = Value at POR reset

bit7 bit0

bit 7-6: ADCS1:ADCS0: A/D Conversion Clock Select bits
00 = FOSC/2
01 = FOSC/8
10 = FOSC/32
11 = FRC (clock derived from an internal RC oscillator)

bit  5-3: CHS2:CHS0: Analog Channel Select bits
000 = channel 0, (RA0/AN0)
001 = channel 1, (RA1/AN1)
010 = channel 2, (RA2/AN2)
011 = channel 3, (RA3/AN3)
100 = channel 4, (RA5/AN4)
101 = channel 5, (RE0/AN5)(1)

110 = channel 6, (RE1/AN6)(1)

111 = channel 7, (RE2/AN7)(1)

bit 2: GO/DONE: A/D Conversion Status bit

If ADON = 1
1 = A/D conversion in progress (setting this bit starts the A/D conversion)
0 = A/D conversion not in progress (This bit is automatically cleared by hardware when the A/D conversion
is complete)

bit 1: Unimplemented: Read as '0'

bit 0: ADON: A/D On bit
1 = A/D converter module is operating
0 = A/D converter module is shutoff and consumes no operating current

Note 1: A/D channels 5, 6, and 7 are implemented on the PIC16C74/74A/77 only.
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PIC16C7X
13.2 Selecting the A/D Conversion Clock

The A/D conversion time per bit is defined as TAD. The
A/D conversion requires 9.5TAD per 8-bit conversion.
The source of the A/D conversion clock is software
selectable. The four possible options for TAD are: 

• 2TOSC

• 8TOSC

• 32TOSC 
• Internal RC oscillator

For correct A/D conversions, the A/D conversion clock
(TAD) must be selected to ensure a minimum TAD time
of 1.6 µs.

Table 13-1 shows the resultant TAD times derived from
the device operating frequencies and the A/D clock
source selected.

Applicable Devices
72 73 73A 74 74A 76 77
  1997 Microchip Technology Inc.
13.3 Configuring Analog Port Pins

The ADCON1, TRISA, and TRISE registers control the
operation of the A/D port pins. The port pins that are
desired as analog inputs must have their correspond-
ing TRIS bits set (input). If the TRIS bit is cleared (out-
put), the digital output level (VOH or VOL) will be
converted.

The A/D operation is independent of the state of the
CHS2:CHS0 bits and the TRIS bits.

Applicable Devices
72 73 73A 74 74A 76 77

Note 1: When reading the port register, all pins
configured as analog input channels will
read as cleared (a low level). Pins config-
ured as digital inputs, will convert an ana-
log input. Analog levels on a digitally
configured input will not affect the conver-
sion accuracy.

Note 2: Analog levels on any pin that is defined as
a digital input (including the AN7:AN0
pins), may cause the input buffer to con-
sume current that is out of the devices
specification.
TABLE 13-1: TAD vs. DEVICE OPERATING FREQUENCIES  

AD Clock Source (TAD) Device Frequency

Operation ADCS1:ADCS0 20 MHz 5 MHz 1.25 MHz 333.33 kHz

2TOSC 00 100 ns(2) 400 ns(2) 1.6 µs 6 µs

8TOSC 01 400 ns(2) 1.6 µs 6.4 µs 24 µs(3)

32TOSC 10 1.6 µs 6.4 µs 25.6 µs(3) 96 µs(3)

RC(5) 11 2 - 6 µs(1,4) 2 - 6 µs(1,4) 2 - 6 µs(1,4) 2 - 6 µs(1)

Legend: Shaded cells are outside of recommended range.
Note 1: The RC source has a typical TAD time of 4 µs.

2: These values violate the minimum required TAD time.
3: For faster conversion times, the selection of another clock source is recommended.
4: When device frequency is greater than 1 MHz, the RC A/D conversion clock source is recommended for 

sleep operation only.
5: For extended voltage devices (LC), please refer to Electrical Specifications section.
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PIC16C7X
14.4 Power-on Reset (POR), Power-up 
Timer (PWRT) and Oscillator Start-up 
Timer (OST), and Brown-out Reset 
(BOR)

14.4.1 POWER-ON RESET (POR)

A Power-on Reset pulse is generated on-chip when
VDD rise is detected (in the range of 1.5V - 2.1V). To
take advantage of the POR, just tie the MCLR pin
directly (or through a resistor) to VDD. This will elimi-
nate external RC components usually needed to create
a Power-on Reset. A maximum rise time for VDD is
specified. See Electrical Specifications for details.

When the device starts normal operation (exits the
reset condition), device operating parameters (voltage,
frequency, temperature, ...) must be met to ensure
operation. If these conditions are not met, the device
must be held in reset until  the operating conditions are
met. Brown-out Reset may be used to meet the startup
conditions.

For additional information, refer to Application Note
AN607, "Power-up Trouble Shooting."

14.4.2 POWER-UP TIMER (PWRT)

The Power-up Timer provides a fixed 72 ms nominal
time-out on power-up only, from the POR. The Power-
up Timer operates on an internal RC oscillator. The
chip is kept in reset as long as the PWRT is active. The
PWRT’s time delay allows VDD to rise to an acceptable
level. A configuration bit is provided to enable/disable
the PWRT.

Applicable Devices
72 73 73A 74 74A 76 77
DS30390E-page 134
The power-up time delay will vary from chip to chip due
to VDD, temperature, and process variation. See DC
parameters for details.

14.4.3 OSCILLATOR START-UP TIMER (OST)

The Oscillator Start-up Timer (OST) provides 1024
oscillator cycle (from OSC1 input) delay after the
PWRT delay is over. This ensures that the crystal oscil-
lator or resonator has started and stabilized.

The OST time-out is invoked only for XT, LP and HS
modes and only on Power-on Reset or wake-up from
SLEEP.

14.4.4 BROWN-OUT RESET (BOR)

A configuration bit, BODEN, can disable (if clear/pro-
grammed) or enable (if set) the Brown-out Reset cir-
cuitry. If VDD falls below 4.0V (3.8V - 4.2V range) for
greater than parameter #35, the brown-out situation will
reset the chip. A reset may not occur if VDD falls below
4.0V for less than parameter #35. The chip will remain
in Brown-out Reset until VDD rises above BVDD. The
Power-up Timer will now be invoked and will keep the
chip in RESET an additional 72 ms. If VDD drops below
BVDD while the Power-up Timer is running, the chip will
go back into a Brown-out Reset and the Power-up
Timer will be initialized. Once VDD rises above BVDD,
the Power-up Timer will execute a 72 ms time delay.
The Power-up Timer should always be enabled when
Brown-out Reset is enabled.    Figure 14-9 shows typi-
cal brown-out situations.

Applicable Devices
72 73 73A 74 74A 76 77
FIGURE 14-9: BROWN-OUT SITUATIONS 
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PIC16C7X
15.1 Instruction Descriptions 

ADDLW Add Literal and W

Syntax: [label]  ADDLW     k

Operands: 0 ≤ k ≤ 255

Operation: (W) + k → (W)

Status Affected: C, DC, Z

Encoding: 11 111x kkkk kkkk

Description: The contents of the W register are 
added to the eight bit literal 'k' and the 
result is placed in the W register.

Words: 1

Cycles: 1

Q Cycle Activity: Q1 Q2 Q3 Q4

Decode Read 
literal 'k'

Process 
data

Write to 
W

Example: ADDLW 0x15

Before Instruction
W = 0x10

After Instruction
W = 0x25

ADDWF Add W and f

Syntax: [label]  ADDWF     f,d

Operands: 0 ≤ f ≤ 127
d ∈ [0,1]

Operation: (W) + (f) → (destination)

Status Affected: C, DC, Z

Encoding: 00 0111 dfff ffff

Description: Add the contents of the W register with 
register 'f'. If 'd' is 0 the result is stored 
in the W register. If 'd' is 1 the result is 
stored back in register 'f'.

Words: 1

Cycles: 1

Q Cycle Activity: Q1 Q2 Q3 Q4

Decode Read 
register 

'f'

Process 
data

Write to 
destination

Example ADDWF FSR, 0

Before Instruction
W = 0x17
FSR = 0xC2

After Instruction
W = 0xD9
FSR = 0xC2
  1997 Microchip Technology Inc.
ANDLW AND Literal with W

Syntax: [label]  ANDLW     k

Operands: 0 ≤ k ≤ 255

Operation: (W) .AND. (k) → (W)

Status Affected: Z

Encoding: 11 1001 kkkk kkkk

Description: The contents of W register are 
AND’ed with the eight bit literal 'k'. The 
result is placed in the W register.

Words: 1

Cycles: 1

Q Cycle Activity: Q1 Q2 Q3 Q4

Decode Read 
literal "k"

Process 
data

Write to 
W

Example ANDLW 0x5F

Before Instruction
W = 0xA3

After Instruction
W = 0x03

ANDWF AND W with f

Syntax: [label]  ANDWF     f,d

Operands: 0 ≤ f ≤ 127
d ∈ [0,1]

Operation: (W) .AND. (f) → (destination)

Status Affected: Z

Encoding: 00 0101 dfff ffff

Description: AND the W register with register 'f'. If 'd' 
is 0 the result is stored in the W regis-
ter. If 'd' is 1 the result is stored back in 
register 'f'.

Words: 1

Cycles: 1

Q Cycle Activity: Q1 Q2 Q3 Q4

Decode Read 
register 

'f'

Process 
data

Write to 
destination

Example ANDWF FSR, 1

Before Instruction
 W = 0x17
FSR = 0xC2

After Instruction
W = 0x17
FSR = 0x02
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INCFSZ Increment f, Skip if 0

Syntax: [ label ]    INCFSZ   f,d

Operands: 0 ≤ f ≤ 127
d ∈  [0,1]

Operation: (f) + 1 → (destination),
 skip if result = 0

Status Affected: None

Encoding: 00 1111 dfff ffff

Description: The contents of register 'f' are incre-
mented. If 'd' is 0 the result is placed in 
the W register. If 'd' is 1 the result is 
placed back in register 'f'.
If the result is 1, the next instruction is 
executed. If the result is 0, a NOP is 
executed instead making it a 2TCY 
instruction.

Words: 1

Cycles: 1(2)

Q Cycle Activity: Q1 Q2 Q3 Q4

Decode Read 
register 'f'

Process 
data

Write to 
destination

If Skip: (2nd Cycle)
Q1 Q2 Q3 Q4

 No-
Operation

No-
Operation

No-
Operation

No-
Operation

Example  HERE     INCFSZ     CNT, 1
         GOTO      LOOP
CONTINUE •
                    •
                    •

Before Instruction
PC = address HERE

After Instruction
CNT = CNT + 1
if CNT= 0,
PC = address CONTINUE
if CNT≠ 0,
PC = address HERE +1
  1997 Microchip Technology Inc.
IORLW Inclusive OR Literal with W

Syntax: [ label ]    IORLW   k

Operands: 0 ≤ k ≤ 255

Operation: (W) .OR. k → (W)

Status Affected: Z

Encoding: 11 1000 kkkk kkkk

Description: The contents of the W register is 
OR’ed with the eight bit literal 'k'. The 
result is placed in the W register.

Words: 1

Cycles: 1

Q Cycle Activity: Q1 Q2 Q3 Q4

Decode Read 
literal 'k'

Process 
data

Write to 
W

Example IORLW 0x35

Before Instruction
W = 0x9A

After Instruction
W = 0xBF
Z = 1
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16.0 DEVELOPMENT SUPPORT

16.1 Development Tools

The PIC16/17 microcontrollers are supported with a full
range of hardware and software development tools:

• PICMASTER/PICMASTER CE Real-Time 
In-Circuit Emulator

• ICEPIC Low-Cost PIC16C5X and PIC16CXXX 
In-Circuit Emulator

• PRO MATE  II Universal Programmer
• PICSTART  Plus Entry-Level Prototype 

Programmer
• PICDEM-1 Low-Cost Demonstration Board
• PICDEM-2 Low-Cost Demonstration Board
• PICDEM-3 Low-Cost Demonstration Board
• MPASM Assembler
• MPLAB-SIM Software Simulator
• MPLAB-C (C Compiler)
• Fuzzy logic development system (fuzzyTECH −MP) 

16.2 PICMASTER: High Performance 
Universal In-Circuit Emulator with 
MPLAB IDE

The PICMASTER Universal In-Circuit Emulator is
intended to provide the product development engineer
with a complete microcontroller design tool set for all
microcontrollers in the PIC12C5XX, PIC14C000,
PIC16C5X, PIC16CXXX and PIC17CXX families.
PICMASTER is supplied with the MPLAB  Integrated
Development Environment (IDE), which allows editing,
“make” and download, and source debugging from a
single environment.

Interchangeable target probes allow the system to be
easily reconfigured for emulation of different proces-
sors. The universal architecture of the PICMASTER
allows expansion to support all new Microchip micro-
controllers.

The PICMASTER Emulator System has been
designed as a real-time emulation system with
advanced features that are generally found on more
expensive development tools. The PC compatible 386
(and higher) machine platform and Microsoft Windows

3.x environment were chosen to best make these fea-
tures available to you, the end user.

A CE compliant version of PICMASTER is available for
European Union (EU) countries.
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16.3 ICEPIC: Low-cost PIC16CXXX
In-Circuit Emulator

ICEPIC is a low-cost in-circuit emulator solution for the
Microchip PIC16C5X and PIC16CXXX families of 8-bit
OTP microcontrollers. 

ICEPIC is designed to operate on PC-compatible
machines ranging from 286-AT  through Pentium
based machines under Windows 3.x environment.
ICEPIC features real time, non-intrusive emulation.

16.4 PRO MATE II: Universal Programmer

The PRO MATE II Universal Programmer is a full-fea-
tured programmer capable of operating in stand-alone
mode as well as PC-hosted mode. 

The PRO MATE II has programmable VDD and VPP

supplies which allows it to verify programmed memory
at VDD min and VDD max for maximum reliability. It has
an LCD display for displaying error messages, keys to
enter commands and a modular detachable socket
assembly to support various package types. In stand-
alone mode the PRO MATE II can read, verify or pro-
gram PIC16C5X, PIC16CXXX, PIC17CXX and
PIC14000 devices. It can also set configuration and
code-protect bits in this mode. 

16.5 PICSTART Plus Entry Level 
Development System

The PICSTART programmer is an easy-to-use, low-
cost prototype programmer. It connects to the PC via
one of the COM (RS-232) ports. MPLAB Integrated
Development Environment software makes using the
programmer simple and efficient. PICSTART Plus is
not recommended for production programming.

PICSTART Plus supports all PIC12C5XX, PIC14000,
PIC16C5X, PIC16CXXX and PIC17CXX devices with
up to 40 pins. Larger pin count devices such as the
PIC16C923 and PIC16C924 may be supported with an
adapter socket.
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18.0 ELECTRICAL CHARACTERISTICS FOR PIC16C73/74
Absolute Maximum Ratings † 

Ambient temperature under bias................................................................................................................. .-55 to +125˚C

Storage temperature ...............................................................................................................................  -65˚C to +150˚C

Voltage on any pin with respect to VSS (except VDD, MCLR. and RA4)........................................... -0.3V to (VDD + 0.3V)

Voltage on VDD with respect to VSS ............................................................................................................  -0.3 to +7.5V

Voltage on MCLR with respect to VSS (Note 2) ................................................................................................. 0 to +14V

Voltage on RA4 with respect to Vss ................................................................................................................... 0 to +14V

Total power dissipation (Note 1).................................................................................................................................1.0W

Maximum current out of VSS pin ............................................................................................................................300 mA

Maximum current into VDD pin ...............................................................................................................................250 mA

Input clamp current, IIK (VI < 0 or VI > VDD) .....................................................................................................................± 20 mA

Output clamp current, IOK (VO < 0 or VO > VDD) ..............................................................................................................± 20 mA

Maximum output current sunk by any I/O pin...........................................................................................................25 mA

Maximum output current sourced by any I/O pin .....................................................................................................25 mA

Maximum current sunk by PORTA, PORTB, and PORTE (combined) (Note 3).....................................................200 mA

Maximum current sourced by PORTA, PORTB, and PORTE (combined) (Note 3) ...............................................200 mA

Maximum current sunk by PORTC and PORTD (combined) (Note 3) ...................................................................200 mA

Maximum current sourced by PORTC and PORTD (combined) (Note 3)..............................................................200 mA

Note 1: Power dissipation is calculated as follows: Pdis = VDD x {IDD - ∑ IOH} + ∑ {(VDD - VOH) x IOH} + ∑(VOl x IOL)

Note 2: Voltage spikes below VSS at the MCLR pin, inducing currents greater than 80 mA, may cause latch-up. Thus,
a series resistor of 50-100Ω should be used when applying a “low” level to the MCLR pin rather than pulling
this pin directly to VSS.

Note 3: PORTD and PORTE are not implemented on the PIC16C73.

TABLE 18-1: CROSS REFERENCE OF DEVICE SPECS FOR OSCILLATOR CONFIGURATIONS 
AND FREQUENCIES OF OPERATION (COMMERCIAL DEVICES)

† NOTICE: Stresses above those listed under “Absolute Maximum Ratings” may cause permanent damage to the 
device. This is a stress rating only and functional operation of the device at those or any other conditions above those 
indicated in the operation listings of this specification is not implied. Exposure to maximum rating conditions for 
extended periods may affect device reliability.

OSC PIC16C73-04
PIC16C74-04

PIC16C73-10
PIC16C74-10

PIC16C73-20
PIC16C74-20

PIC16LC73-04
PIC16LC74-04 JW Devices

RC

VDD: 4.0V to 6.0V
IDD: 5 mA max. at 5.5V
IPD: 21 µA max. at 4V
Freq: 4 MHz max.

VDD: 4.5V to 5.5V
IDD: 2.7 mA typ. at 5.5V
IPD: 1.5 µA typ. at 4V
Freq: 4 MHz max.

VDD: 4.5V to 5.5V
IDD: 2.7 mA typ. at 5.5V
IPD: 1.5 µA typ. at 4V
Freq: 4 MHz max.

VDD: 3.0V to 6.0V
IDD: 3.8 mA max. at 3.0V
IPD: 13.5 µA max. at 3V
Freq: 4 MHz max.

VDD: 4.0V to 6.0V
IDD: 5 mA max. at 5.5V
IPD: 21 µA max. at 4V
Freq: 4 MHz max.

XT

VDD: 4.0V to 6.0V
IDD: 5 mA max. at 5.5V
IPD: 21 µA max. at 4V
Freq: 4 MHz max.

VDD: 4.5V to 5.5V
IDD: 2.7 mA typ. at 5.5V
IPD: 1.5 µA typ. at 4V
Freq: 4 MHz max.

VDD: 4.5V to 5.5V
IDD: 2.7 mA typ. at 5.5V
IPD: 1.5 µA typ. at 4V
Freq: 4 MHz max.

VDD: 3.0V to 6.0V
IDD: 3.8 mA max. at 3.0V
IPD: 13.5 µA max. at 3V
Freq: 4 MHz max.

VDD: 4.0V to 6.0V
IDD: 5 mA max. at 5.5V
IPD: 21 µA max. at 4V
Freq: 4 MHz max.

HS

VDD: 4.5V to 5.5V VDD: 4.5V to 5.5V VDD: 4.5V to 5.5V

Not recommended for 
use in HS mode

VDD: 4.5V to 5.5V

IDD: 13.5 mA typ. at 5.5V IDD: 15 mA max. at 5.5V IDD: 30 mA max. at 5.5V IDD: 30 mA max. at 5.5V

IPD: 1.5 µA typ. at 4.5V IPD: 1.5 µA typ. at 4.5V IPD: 1.5 µA typ. at 4.5V IPD: 1.5 µA typ. at 4.5V

Freq: 4 MHz max. Freq: 10 MHz max. Freq: 20 MHz max. Freq: 20 MHz max.

LP

VDD: 4.0V to 6.0V
IDD: 52.5 µA typ. at 

32 kHz, 4.0V
IPD: 0.9 µA typ. at 4.0V
Freq: 200 kHz max.

Not recommended for 
use in LP mode

Not recommended for 
use in LP mode

VDD: 3.0V to 6.0V
IDD: 48 µA max. at 

32 kHz, 3.0V
IPD: 13.5 µA max. at 3.0V
Freq: 200 kHz max.

VDD: 3.0V to 6.0V
IDD: 48 µA max. at 

32 kHz, 3.0V
IPD: 13.5 µA max. at 3.0V
Freq: 200 kHz max.

The shaded sections indicate oscillator selections which are tested for functionality, but not for MIN/MAX specifications. 
It is recommended that the user select the device type that ensures the specifications required.
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FIGURE 18-6: CAPTURE/COMPARE/PWM TIMINGS (CCP1 AND CCP2)

TABLE 18-6: CAPTURE/COMPARE/PWM REQUIREMENTS (CCP1 AND CCP2)

Parameter 
No.

Sym Characteristic Min Typ† Max Units Conditions

50* TccL CCP1 and CCP2
input low time

No Prescaler 0.5TCY + 20 — — ns

With Prescaler
PIC16C73/74 10 — — ns

PIC16LC73/74 20 — — ns

51* TccH CCP1 and CCP2
input high time

No Prescaler 0.5TCY + 20 — — ns

With Prescaler
PIC16C73/74 10 — — ns

PIC16LC73/74 20 — — ns

52* TccP CCP1 and CCP2 input period 3TCY + 40
N

— — ns N = prescale value 
(1,4 or 16)

53* TccR CCP1 and CCP2 output fall time PIC16C73/74 — 10 25 ns

PIC16LC73/74 — 25 45 ns

54* TccF CCP1 and CCP2 output fall time PIC16C73/74 — 10 25 ns

PIC16LC73/74 — 25 45 ns

* These parameters are characterized but not tested.
† Data in "Typ" column is at 5V, 25˚C unless otherwise stated. These parameters are for design guidance only and are not 

tested.

Note: Refer to Figure 18-1 for load conditions.

 and RC2/CCP1
(Capture Mode)

50 51

52

53 54

RC1/T1OSI/CCP2

 and RC2/CCP1
(Compare or PWM Mode)

RC1/T1OSI/CCP2
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19.5 Timing Diagrams and Specifications

FIGURE 19-2: EXTERNAL CLOCK TIMING

TABLE 19-2: EXTERNAL CLOCK TIMING REQUIREMENTS  

Parameter 
No.

Sym Characteristic Min Typ† Max Units Conditions

Fosc External CLKIN Frequency 
(Note 1)

DC — 4 MHz XT and RC osc mode

DC — 4 MHz HS osc mode (-04)

DC — 10 MHz HS osc mode (-10)

DC — 20 MHz HS osc mode (-20)

DC — 200 kHz LP osc mode 

Oscillator Frequency 
(Note 1)

DC — 4 MHz RC osc mode 

0.1 — 4 MHz XT osc mode 

4
5

—
—

20
200

MHz
kHz

HS osc mode 
LP osc mode

1 Tosc External CLKIN Period
(Note 1)

250 — — ns XT and RC osc mode

250 — — ns HS osc mode (-04)

100 — — ns HS osc mode (-10)

50 — — ns HS osc mode (-20)

5 — — µs LP osc mode 

Oscillator Period
(Note 1)

250 — — ns RC osc mode 

250 — 10,000 ns XT osc mode 

250 — 250 ns HS osc mode (-04)

100
50

—
—

250
250

ns
ns

HS osc mode (-10)
HS osc mode (-20)

5 — — µs LP osc mode

2 TCY Instruction Cycle Time (Note 1) 200 TCY DC ns TCY = 4/FOSC                             

3 TosL,
TosH

External Clock in (OSC1) High or 
Low Time

100 — — ns XT oscillator

2.5 — — µs LP oscillator

15 — — ns HS oscillator

4 TosR,
TosF

External Clock in (OSC1) Rise or 
Fall Time

— — 25 ns XT oscillator

— — 50 ns LP oscillator

— — 15 ns HS oscillator

† Data in "Typ" column is at 5V, 25˚C unless otherwise stated. These parameters are for design guidance only and are not 
tested.

Note 1: Instruction cycle period (TCY) equals four times the input oscillator time-base period. All specified values are based on 
characterization data for that particular oscillator type under standard operating conditions with the device executing code. 
Exceeding these specified limits may result in an unstable oscillator operation and/or higher than expected current con-
sumption. All devices are tested to operate at "min." values with an external clock applied to the OSC1/CLKIN pin.
When an external clock input is used, the "Max." cycle time limit is "DC" (no clock) for all devices.

OSC1

CLKOUT

Q4 Q1 Q2 Q3 Q4 Q1

1

2

3 3 4 4
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FIGURE 19-3: CLKOUT AND I/O TIMING

TABLE 19-3: CLKOUT AND I/O TIMING REQUIREMENTS

Param
No.

Sym Characteristic Min Typ† Max Units Conditions

10* TosH2ckL OSC1↑  to CLKOUT↓  — 75 200 ns Note 1

11* TosH2ckH OSC1↑  to CLKOUT↑  — 75 200 ns Note 1

12* TckR CLKOUT rise time — 35 100 ns Note 1

13* TckF CLKOUT fall time — 35 100 ns Note 1

14* TckL2ioV CLKOUT ↓  to Port out valid — — 0.5TCY + 20 ns Note 1

15* TioV2ckH Port in valid before CLKOUT ↑  TOSC + 200 — — ns Note 1

16* TckH2ioI Port in hold after CLKOUT ↑  0 — — ns Note 1

17* TosH2ioV OSC1↑  (Q1 cycle) to 
Port out valid

— 50 150 ns

18* TosH2ioI OSC1↑  (Q2 cycle) to 
Port input invalid (I/O in 
hold time)

PIC16C73A/74A 100 — — ns

PIC16LC73A/74A 200 — — ns

19* TioV2osH Port input valid to OSC1↑ (I/O in setup time) 0 — — ns

20* TioR Port output rise time PIC16C73A/74A — 10 40 ns

PIC16LC73A/74A — — 80 ns

21* TioF Port output fall time PIC16C73A/74A — 10 40 ns

PIC16LC73A/74A — — 80 ns

22††* Tinp INT pin high or low time TCY — — ns

23††* Trbp RB7:RB4 change INT high or low time TCY — — ns

* These parameters are characterized but not tested.
†Data in "Typ" column is at 5V, 25˚C unless otherwise stated. These parameters are for design guidance

 only and are not tested.
††    These parameters are asynchronous events not related to any internal clock edges.

Note 1: Measurements are taken in RC Mode where CLKOUT output is 4 x TOSC.

Note: Refer to Figure 19-1 for load conditions.

OSC1

CLKOUT

I/O Pin
(input)

I/O Pin
(output)

Q4 Q1 Q2 Q3

10

13
14

17

20, 21

19 18

15

11

12
16

old value new value
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FIGURE 20-14: I2C BUS DATA TIMING

TABLE 20-10: I2C BUS DATA REQUIREMENTS

Parameter
No.

Sym Characteristic Min Max Units Conditions

100 THIGH Clock high time   100 kHz mode 4.0 — µs Device must operate at a mini-
mum of 1.5 MHz

400 kHz mode 0.6 — µs Device must operate at a mini-
mum of 10 MHz

SSP Module 1.5TCY —

101 TLOW Clock low time 100 kHz mode 4.7 — µs Device must operate at a mini-
mum of 1.5 MHz

400 kHz mode 1.3 — µs Device must operate at a mini-
mum of 10 MHz

SSP Module 1.5TCY —

102 TR SDA and SCL rise 
time

100 kHz mode — 1000 ns

400 kHz mode 20 + 0.1Cb 300 ns Cb is specified to be from 
10 to 400 pF 

103 TF SDA and SCL fall time 100 kHz mode — 300 ns

400 kHz mode 20 + 0.1Cb 300 ns Cb is specified to be from 
10 to 400 pF 

90 TSU:STA START condition 
setup time

100 kHz mode 4.7 — µs Only relevant for repeated 
START condition400 kHz mode 0.6 — µs

91 THD:STA START condition hold 
time 

100 kHz mode 4.0 — µs After this period the first clock 
pulse is generated400 kHz mode 0.6 — µs

106 THD:DAT Data input hold time 100 kHz mode 0 — ns

400 kHz mode 0 0.9 µs

107 TSU:DAT Data input setup time 100 kHz mode 250 — ns Note 2

400 kHz mode 100 — ns

92 TSU:STO STOP condition setup 
time

100 kHz mode 4.7 — µs

400 kHz mode 0.6 — µs

109 TAA Output valid from 
clock

100 kHz mode — 3500 ns Note 1

400 kHz mode — — ns

110 TBUF Bus free time 100 kHz mode 4.7 — µs Time the bus must be free 
before a new transmission can 
start

400 kHz mode 1.3 — µs

Cb Bus capacitive loading —  400 pF 

Note 1: As a transmitter, the device must provide this internal minimum delay time to bridge the undefined region (min. 300 ns) of 
the falling edge of SCL to avoid unintended generation of START or STOP conditions.

2: A fast-mode (400 kHz) I2C-bus device can be used in a standard-mode (100 kHz) I2C-bus system, but the requirement 
tsu;DAT ≥ 250 ns must then be met. This will automatically be the case if the device does not stretch the LOW period of the 
SCL signal. If such a device does stretch the LOW period of the SCL signal, it must output the next data bit to the SDA line 
TR max.+tsu;DAT = 1000 + 250 = 1250 ns (according to the standard-mode I2C bus specification) before the SCL line is 
released. 

Note: Refer to Figure 20-1 for load conditions

90

91 92

100

101

103

106
107

109 109
110

102

SCL

SDA
In

SDA
Out
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FIGURE 21-29: TYPICAL IDD vs. FREQUENCY 
(HS MODE, 25°C) 
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FIGURE 21-30: MAXIMUM IDD vs. 
FREQUENCY
(HS MODE, -40°C TO 85°C) 
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E.7 PIC16C6X Family of Devices

PIC16C61 PIC16C62A PIC16CR62 PIC16C63 PIC16CR63

Clock
Maximum Frequency 
of Operation (MHz)

20 20 20 20 20

Memory

EPROM Program Memory 
(x14 words)

1K 2K — 4K —

ROM Program Memory 
(x14 words)

— — 2K — 4K

Data Memory (bytes) 36 128 128 192 192

Peripherals

Timer Module(s) TMR0 TMR0,
TMR1,
TMR2

TMR0,
TMR1,
TMR2

TMR0,
TMR1,
TMR2

TMR0,
TMR1,
TMR2

Capture/Compare/
PWM Module(s)

— 1 1 2 2

Serial Port(s) 
(SPI/I2C, USART)

— SPI/I2C SPI/I2C SPI/I2C,
USART

SPI/I2C
USART

Parallel Slave Port — — — — —

Features

Interrupt Sources 3 7 7 10 10

I/O Pins 13 22 22 22 22

Voltage Range (Volts) 3.0-6.0 2.5-6.0 2.5-6.0 2.5-6.0 2.5-6.0

In-Circuit Serial Programming Yes Yes Yes Yes Yes

Brown-out Reset — Yes Yes Yes Yes

Packages 18-pin DIP, SO 28-pin SDIP,
SOIC, SSOP

28-pin SDIP,
SOIC, SSOP

28-pin SDIP,
SOIC

28-pin SDIP,
SOIC

PIC16C64A PIC16CR64 PIC16C65A PIC16CR65 PIC16C66 PIC16C67

Clock
Maximum Frequency 
of Operation (MHz)

20 20 20 20 20 20

Memory

EPROM Program Memory 
(x14 words)

2K — 4K — 8K 8K

ROM Program Memory  (x14 
words)

— 2K — 4K — —

Data Memory (bytes) 128 128 192 192 368 368

Peripherals

Timer Module(s) TMR0,
TMR1,
TMR2

TMR0,
TMR1,
TMR2

TMR0,
TMR1,
TMR2

TMR0,
TMR1,
TMR2

TMR0,
TMR1,
TMR2

TMR0,
TMR1,
TMR2

Capture/Compare/PWM Mod-
ule(s)

1 1 2 2 2 2

Serial Port(s) (SPI/I2C, USART) SPI/I2C SPI/I2C SPI/I2C, 
USART

SPI/I2C, 
USART

SPI/I2C,
USART

SPI/I2C, 
USART

Parallel Slave Port Yes Yes Yes Yes — Yes

Features

Interrupt Sources 8 8 11 11 10 11

I/O Pins 33 33 33 33 22 33

Voltage Range (Volts) 2.5-6.0 2.5-6.0 2.5-6.0 2.5-6.0 2.5-6.0 2.5-6.0

In-Circuit Serial Programming Yes Yes Yes Yes Yes Yes

Brown-out Reset Yes Yes Yes Yes Yes Yes

Packages 40-pin DIP;
44-pin PLCC,
MQFP, TQFP

40-pin DIP;
44-pin PLCC,
MQFP, TQFP

40-pin DIP;
44-pin PLCC,
MQFP, TQFP

40-pin DIP;
44-pin 
PLCC, 
MQFP, 
TQFP

28-pin SDIP,
SOIC

40-pin DIP;
44-pin 
PLCC, 
MQFP, 
TQFP

All PIC16/17 Family devices have Power-on Reset, selectable Watchdog Timer, selectable code protect and high I/O current
capability. All PIC16C6X Family devices use serial programming with clock pin RB6 and data pin RB7.
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