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Welcome to E-XFL.COM

Understanding Embedded - CPLDs (Complex
Programmable Logic Devices)

Embedded - CPLDs, or Complex Programmable Logic
Devices, are highly versatile digital logic devices used in
electronic systems. These programmable components are
designed to perform complex logical operations and can
be customized for specific applications. Unlike fixed-
function ICs, CPLDs offer the flexibility to reprogram their
configuration, making them an ideal choice for various
embedded systems. They consist of a set of logic gates and
programmable interconnects, allowing designers to
implement complex logic circuits without needing custom
hardware.

Applications of Embedded - CPLDs

The applications of Embedded - CPLDs span a wide range
of industries due to their flexibility and reprogrammability.
They are commonly used in telecommunications for signal
processing and in consumer electronics for managing
device interfaces. In industrial automation, CPLDs are
employed to control machinery and manage real-time
processes. They are also found in automotive systems,
enabling advanced features like driver assistance and
infotainment control. Additionally, CPLDs are crucial in
aerospace and defense applications, where they provide
the reliability and adaptability needed for mission-critical
systems.

Common Subcategories of Embedded -
CPLDs

Within the category of Embedded - CPLDs, there are
several common subcategories based on functionality and
application requirements. General-purpose CPLDs are
widely used for a variety of logic functions. High-density
CPLDs are designed to handle more complex logic
operations and larger designs, offering greater flexibility.
Low-power CPLDs are optimized for applications where
energy efficiency is critical, such as portable devices and
battery-operated systems. There are also automotive-
grade CPLDs, which are specifically designed to meet the
stringent requirements of automotive electronics,
providing robustness and reliability in harsh environments.

Types of Embedded - CPLDs

Embedded - CPLDs can be categorized into different types
based on their architecture and capabilities. Some CPLDs
are based on EEPROM technology, allowing for easy
reprogramming and data retention without power. Flash-
based CPLDs offer faster programming times and are
suitable for applications requiring frequent updates. SRAM-
based CPLDs provide high-speed operation and are ideal
for performance-critical applications. Each type of CPLD
offers unique advantages, making it important to select the
right type based on the specific needs of the project.

Considerations for Purchasing Embedded -

Details

Product Status Obsolete

Programmable Type EE PLD

Delay Time tpd(1) Max 15 ns

Voltage Supply - Internal 4.75V ~ 5.25V

Number of Logic Elements/Blocks 10

Number of Macrocells 160

Number of Gates 3200

Number of I/O 104

Operating Temperature 0°C ~ 70°C (TA)

Mounting Type Surface Mount

Package / Case 160-BQFP

Supplier Device Package 160-PQFP (28x28)

Purchase URL https://www.e-xfl.com/product-detail/intel/epm7160eqc160-15yy

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/epm7160eqc160-15yy-4480160
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-cplds-complex-programmable-logic-devices
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tACNT Minimum array clock period 6.7 8.2 10.0 13.0 ns

fACNT Maximum internal array clock 
frequency

(4) 149.3 122.0 100.0 76.9 MHz

fMAX Maximum clock frequency (5) 166.7 166.7 125.0 100.0 MHz

Table 34. EPM7160S Internal Timing Parameters (Part 1 of 2) Note (1)

Symbol Parameter Conditions Speed Grade Unit

-6 -7 -10 -15

Min Max Min Max Min Max Min Max
tIN Input pad and buffer delay 0.2 0.3 0.5 2.0 ns

tIO I/O input pad and buffer delay 0.2 0.3 0.5 2.0 ns

tFIN Fast input delay 2.6 3.2 1.0 2.0 ns

tSEXP Shared expander delay 3.6 4.3 5.0 8.0 ns

tPEXP Parallel expander delay 1.0 1.3 0.8 1.0 ns

tLAD Logic array delay 2.8 3.4 5.0 6.0 ns

tLAC Logic control array delay 2.8 3.4 5.0 6.0 ns

tIOE Internal output enable delay 0.7 0.9 2.0 3.0 ns

tOD1 Output buffer and pad delay C1 = 35 pF 0.4 0.5 1.5 4.0 ns

tOD2 Output buffer and pad delay C1 = 35 pF (6) 0.9 1.0 2.0 5.0 ns

tOD3 Output buffer and pad delay C1 = 35 pF 5.4 5.5 5.5 8.0 ns

tZX1 Output buffer enable delay C1 = 35 pF 4.0 4.0 5.0 6.0 ns

tZX2 Output buffer enable delay C1 = 35 pF (6) 4.5 4.5 5.5 7.0 ns

tZX3 Output buffer enable delay C1 = 35 pF 9.0 9.0 9.0 10.0 ns

tXZ Output buffer disable delay C1 = 5 pF 4.0 4.0 5.0 6.0 ns

tSU Register setup time 1.0 1.2 2.0 4.0 ns

tH Register hold time 1.6 2.0 3.0 4.0 ns

tFSU Register setup time of fast 
input

1.9 2.2 3.0 2.0 ns

tFH Register hold time of fast 
input

0.6 0.8 0.5 1.0 ns

tRD Register delay 1.3 1.6 2.0 1.0 ns

tCOMB Combinatorial delay 1.0 1.3 2.0 1.0 ns

tIC Array clock delay 2.9 3.5 5.0 6.0 ns

tEN Register enable time 2.8 3.4 5.0 6.0 ns

tGLOB Global control delay 2.0 2.4 1.0 1.0 ns

tPRE Register preset time 2.4 3.0 3.0 4.0 ns

Table 33. EPM7160S External Timing Parameters (Part 2 of 2) Note (1)

Symbol Parameter Conditions Speed Grade Unit

-6 -7 -10 -15

Min Max Min Max Min Max Min Max
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Table 38. EPM7256S Internal Timing Parameters Note (1)

Symbol Parameter Conditions Speed Grade Unit

-7 -10 -15

Min Max Min Max Min Max
tIN Input pad and buffer delay 0.3 0.5 2.0 ns

tIO I/O input pad and buffer delay 0.3 0.5 2.0 ns

tFIN Fast input delay 3.4 1.0 2.0 ns

tSEXP Shared expander delay 3.9 5.0 8.0 ns

tPEXP Parallel expander delay 1.1 0.8 1.0 ns

tLAD Logic array delay 2.6 5.0 6.0 ns

tLAC Logic control array delay 2.6 5.0 6.0 ns

tIOE Internal output enable delay 0.8 2.0 3.0 ns

tOD1 Output buffer and pad delay C1 = 35 pF 0.5 1.5 4.0 ns

tOD2 Output buffer and pad delay C1 = 35 pF (6) 1.0 2.0 5.0 ns

tOD3 Output buffer and pad delay C1 = 35 pF 5.5 5.5 8.0 ns

tZX1 Output buffer enable delay C1 = 35 pF 4.0 5.0 6.0 ns

tZX2 Output buffer enable delay C1 = 35 pF (6) 4.5 5.5 7.0 ns

tZX3 Output buffer enable delay C1 = 35 pF 9.0 9.0 10.0 ns

tXZ Output buffer disable delay C1 = 5 pF 4.0 5.0 6.0 ns

tSU Register setup time 1.1 2.0 4.0 ns

tH Register hold time 1.6 3.0 4.0 ns

tFSU Register setup time of fast 
input

2.4 3.0 2.0 ns

tFH Register hold time of fast 
input

0.6 0.5 1.0 ns

tRD Register delay 1.1 2.0 1.0 ns

tCOMB Combinatorial delay 1.1 2.0 1.0 ns

tIC Array clock delay 2.9 5.0 6.0 ns

tEN Register enable time 2.6 5.0 6.0 ns

tGLOB Global control delay 2.8 1.0 1.0 ns

tPRE Register preset time 2.7 3.0 4.0 ns

tCLR Register clear time 2.7 3.0 4.0 ns

tPIA PIA delay (7) 3.0 1.0 2.0 ns

tLPA Low-power adder (8) 10.0 11.0 13.0 ns
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This calculation provides an ICC estimate based on typical conditions 
using a pattern of a 16-bit, loadable, enabled, up/down counter in each 
LAB with no output load. Actual ICC values should be verified during 
operation because this measurement is sensitive to the actual pattern in 
the device and the environmental operating conditions. 

Table 39. MAX 7000 ICC Equation Constants

Device A B C

EPM7032 1.87 0.52 0.144

EPM7064 1.63 0.74 0.144

EPM7096 1.63 0.74 0.144

EPM7128E 1.17 0.54 0.096

EPM7160E 1.17 0.54 0.096

EPM7192E 1.17 0.54 0.096

EPM7256E 1.17 0.54 0.096

EPM7032S 0.93 0.40 0.040

EPM7064S 0.93 0.40 0.040

EPM7128S 0.93 0.40 0.040

EPM7160S 0.93 0.40 0.040

EPM7192S 0.93 0.40 0.040

EPM7256S 0.93 0.40 0.040
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Figure 14. ICC vs. Frequency for MAX 7000 Devices (Part 2 of 2)
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Revision 
History

The information contained in the MAX 7000 Programmable Logic Device 
Family Data Sheet version 6.7 supersedes information published in 
previous versions. The following changes were made in the MAX 7000 
Programmable Logic Device Family Data Sheet version 6.7:

Version 6.7

The following changes were made in the MAX 7000 Programmable Logic 
Device Family Data Sheet version 6.7:

■ Reference to AN 88: Using the Jam Language for ISP & ICR via an 
Embedded Processor has been replaced by AN 122: Using Jam STAPL for 
ISP & ICR via an Embedded Processor.

Version 6.6

The following changes were made in the MAX 7000 Programmable Logic 
Device Family Data Sheet version 6.6:

■ Added Tables 6 through 8.
■ Added “Programming Sequence” section on page 17 and 

“Programming Times” section on page 18.

Version 6.5

The following changes were made in the MAX 7000 Programmable Logic 
Device Family Data Sheet version 6.5:

■ Updated text on page 16.

Version 6.4

The following changes were made in the MAX 7000 Programmable Logic 
Device Family Data Sheet version 6.4:

■ Added Note (5) on page 28.

Version 6.3

The following changes were made in the MAX 7000 Programmable Logic 
Device Family Data Sheet version 6.3:

■ Updated the “Open-Drain Output Option (MAX 7000S Devices 
Only)” section on page 20.
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