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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Active

Number of LABs/CLBs 2125

Number of Logic Elements/Cells 17000

Total RAM Bits 716800

Number of I/O 116

Number of Gates -

Voltage - Supply 1.14V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 328-LFBGA, CSBGA

Supplier Device Package 328-CSBGA (10x10)

Purchase URL https://www.e-xfl.com/product-detail/lattice-semiconductor/lfe3-17ea-6lmg328c

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/lfe3-17ea-6lmg328c-4483305
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-fpgas-field-programmable-gate-array
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Figure 2-20. Sources of Edge Clock (Left and Right Edges)

Figure 2-21. Sources of Edge Clock (Top Edge)

The edge clocks have low injection delay and low skew. They are used to clock the I/O registers and thus are ideal 
for creating I/O interfaces with a single clock signal and a wide data bus. They are also used for DDR Memory or 
Generic DDR interfaces.
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Programmable I/O Cells (PIC) 
Each PIC contains two PIOs connected to their respective sysI/O buffers as shown in Figure 2-32. The PIO Block 
supplies the output data (DO) and the tri-state control signal (TO) to the sysI/O buffer and receives input from the 
buffer. Table 2-11 provides the PIO signal list.

Figure 2-32. PIC Diagram
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Please see TN1177, LatticeECP3 sysIO Usage Guide for on-chip termination usage and value ranges.

Equalization Filter
Equalization filtering is available for single-ended inputs on both true and complementary I/Os, and for differential 
inputs on the true I/Os on the left, right, and top sides. Equalization is required to compensate for the difficulty of 
sampling alternating logic transitions with a relatively slow slew rate. It is considered the most useful for the Input 
DDRX2 modes, used in DDR3 memory, LVDS, or TRLVDS signaling. Equalization filter acts as a tunable filter with 
settings to determine the level of correction. In the LatticeECP3 devices, there are four settings available: 0 (none), 
1, 2 and 3. The default setting is 0. The equalization logic resides in the sysI/O buffers, the two bits of setting is set 
uniquely in each input IOLOGIC block. Therefore, each sysI/O can have a unique equalization setting within a 
DQS-12 group.

Hot Socketing
LatticeECP3 devices have been carefully designed to ensure predictable behavior during power-up and power-
down. During power-up and power-down sequences, the I/Os remain in tri-state until the power supply voltage is 
high enough to ensure reliable operation. In addition, leakage into I/O pins is controlled within specified limits. 
Please refer to the Hot Socketing Specifications in the DC and Switching Characteristics in this data sheet.

SERDES and PCS (Physical Coding Sublayer)
LatticeECP3 devices feature up to 16 channels of embedded SERDES/PCS arranged in quads at the bottom of the 
devices supporting up to 3.2Gbps data rate. Figure 2-40 shows the position of the quad blocks for the LatticeECP3-
150 devices. Table 2-14 shows the location of available SERDES Quads for all devices.

The LatticeECP3 SERDES/PCS supports a range of popular serial protocols, including:

• PCI Express 1.1

• Ethernet (XAUI, GbE - 1000 Base CS/SX/LX and SGMII)

• Serial RapidIO

• SMPTE SDI (3G, HD, SD)

• CPRI

• SONET/SDH (STS-3, STS-12, STS-48)

Each quad contains four dedicated SERDES for high speed, full duplex serial data transfer. Each quad also has a 
PCS block that interfaces to the SERDES channels and contains protocol specific digital logic to support the stan-
dards listed above. The PCS block also contains interface logic to the FPGA fabric. All PCS logic for dedicated pro-
tocol support can also be bypassed to allow raw 8-bit or 10-bit interfaces to the FPGA fabric.

Even though the SERDES/PCS blocks are arranged in quads, multiple baud rates can be supported within a quad 
with the use of dedicated, per channel 1, 2 and 11 rate dividers. Additionally, multiple quads can be arranged 
together to form larger data pipes.

For information on how to use the SERDES/PCS blocks to support specific protocols, as well on how to combine 
multiple protocols and baud rates within a device, please refer to TN1176, LatticeECP3 SERDES/PCS Usage 
Guide.

www.latticesemi.com/dynamic/view_document.cfm?document_id=32317
www.latticesemi.com/dynamic/view_document.cfm?document_id=32316
www.latticesemi.com/dynamic/view_document.cfm?document_id=32316
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Table 2-14. Available SERDES Quads per LatticeECP3 Devices

SERDES Block
A SERDES receiver channel may receive the serial differential data stream, equalize the signal, perform Clock and 
Data Recovery (CDR) and de-serialize the data stream before passing the 8- or 10-bit data to the PCS logic. The 
SERDES transmitter channel may receive the parallel 8- or 10-bit data, serialize the data and transmit the serial bit 
stream through the differential drivers. Figure 2-41 shows a single-channel SERDES/PCS block. Each SERDES 
channel provides a recovered clock and a SERDES transmit clock to the PCS block and to the FPGA core logic.

Each transmit channel, receiver channel, and SERDES PLL shares the same power supply (VCCA). The output 
and input buffers of each channel have their own independent power supplies (VCCOB and VCCIB).

Figure 2-41. Simplified Channel Block Diagram for SERDES/PCS Block
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For the transmit channel, the PCS block receives the parallel data from the FPGA core, encodes it with 8b/10b, 
selects the polarity and passes the 8/10 bit data to the transmit SERDES channel. 

The PCS also provides bypass modes that allow a direct 8-bit or 10-bit interface from the SERDES to the FPGA 
logic. The PCS interface to the FPGA can also be programmed to run at 1/2 speed for a 16-bit or 20-bit interface to 
the FPGA logic. 
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HDOUTP

HDOUTN

* 1/8 or 1/10 line rate

Deserializer
1:8/1:10

Word Alignment
8b10b Decoder

Serializer
8:1/10:1

8b10b
Encoder

SERDES PCS

Bypass

BypassBypassBypass

Transmitter

Receiver

Recovered Clock*

SERDES Transmit Clock*

Receive Clock

Transmit Clock

SERDES Transmit Clock

Receive Data

Transmit Data

Clock/Data
Recovery Clock

Data

RX_REFCLK

HDINP

HDINN
Equalizer

Bypass

Downsample
FIFO

Upsample
FIFO

Recovered Clock

TX PLLTX REFCLK

Polarity
Adjust

Polarity
Adjust

CTC

FPGA Core



2-49

Architecture
LatticeECP3 Family Data Sheet

Enhanced Configuration Options

LatticeECP3 devices have enhanced configuration features such as: decryption support, TransFR™ I/O and dual-
boot image support.

1. TransFR (Transparent Field Reconfiguration)
TransFR I/O (TFR) is a unique Lattice technology that allows users to update their logic in the field without 
interrupting system operation using a single ispVM command. TransFR I/O allows I/O states to be frozen dur-
ing device configuration. This allows the device to be field updated with a minimum of system disruption and 
downtime. See TN1087, Minimizing System Interruption During Configuration Using TransFR Technology for 
details.

2. Dual-Boot Image Support
Dual-boot images are supported for applications requiring reliable remote updates of configuration data for the 
system FPGA. After the system is running with a basic configuration, a new boot image can be downloaded 
remotely and stored in a separate location in the configuration storage device. Any time after the update the 
LatticeECP3 can be re-booted from this new configuration file. If there is a problem, such as corrupt data dur-
ing download or incorrect version number with this new boot image, the LatticeECP3 device can revert back to 
the original backup golden configuration and try again. This all can be done without power cycling the system. 
For more information, please see TN1169, LatticeECP3 sysCONFIG Usage Guide.

Soft Error Detect (SED) Support
LatticeECP3 devices have dedicated logic to perform Cycle Redundancy Code (CRC) checks. During configura-
tion, the configuration data bitstream can be checked with the CRC logic block. In addition, the LatticeECP3 device 
can also be programmed to utilize a Soft Error Detect (SED) mode that checks for soft errors in configuration 
SRAM. The SED operation can be run in the background during user mode. If a soft error occurs, during user 
mode (normal operation) the device can be programmed to generate an error signal.

For further information on SED support, please see TN1184, LatticeECP3 Soft Error Detection (SED) Usage 
Guide.

External Resistor
LatticeECP3 devices require a single external, 10 kOhm ±1% value between the XRES pin and ground. Device 
configuration will not be completed if this resistor is missing. There is no boundary scan register on the external 
resistor pad.

On-Chip Oscillator 
Every LatticeECP3 device has an internal CMOS oscillator which is used to derive a Master Clock (MCCLK) for 
configuration. The oscillator and the MCCLK run continuously and are available to user logic after configuration is 
completed. The software default value of the MCCLK is nominally 2.5 MHz. Table 2-16 lists all the available 
MCCLK frequencies. When a different Master Clock is selected during the design process, the following sequence 
takes place: 

1. Device powers up with a nominal Master Clock frequency of 3.1 MHz.

2. During configuration, users select a different master clock frequency.

3. The Master Clock frequency changes to the selected frequency once the clock configuration bits are received.

4. If the user does not select a master clock frequency, then the configuration bitstream defaults to the MCCLK 
frequency of 2.5 MHz.

This internal 130 MHz +/– 15% CMOS oscillator is available to the user by routing it as an input clock to the clock 
tree. For further information on the use of this oscillator for configuration or user mode, please see TN1169, 
LatticeECP3 sysCONFIG Usage Guide.

www.latticesemi.com/dynamic/view_document.cfm?document_id=32314
www.latticesemi.com/dynamic/view_document.cfm?document_id=21638
www.latticesemi.com/dynamic/view_document.cfm?document_id=32323
www.latticesemi.com/dynamic/view_document.cfm?document_id=32323
www.latticesemi.com/dynamic/view_document.cfm?document_id=32314
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SERDES Power Supply Requirements1, 2, 3

Over Recommended Operating Conditions

Symbol Description Typ. Max. Units

Standby (Power Down)

ICCA-SB VCCA current (per channel) 3 5 mA

ICCIB-SB Input buffer current (per channel) — — mA

ICCOB-SB Output buffer current (per channel) — — mA

Operating (Data Rate = 3.2 Gbps)

ICCA-OP VCCA current (per channel) 68 77 mA

ICCIB-OP Input buffer current (per channel) 5 7 mA

ICCOB-OP Output buffer current (per channel) 19 25 mA

Operating (Data Rate = 2.5 Gbps)

ICCA-OP VCCA current (per channel) 66 76 mA

ICCIB-OP Input buffer current (per channel) 4 5 mA

ICCOB-OP Output buffer current (per channel) 15 18 mA

Operating (Data Rate = 1.25 Gbps)

ICCA-OP VCCA current (per channel) 62 72 mA

ICCIB-OP Input buffer current (per channel) 4 5 mA

ICCOB-OP Output buffer current (per channel) 15 18 mA

Operating (Data Rate = 250 Mbps)

ICCA-OP VCCA current (per channel) 55 65 mA

ICCIB-OP Input buffer current (per channel) 4 5 mA

ICCOB-OP Output buffer current (per channel) 14 17 mA

Operating (Data Rate = 150 Mbps)

ICCA-OP VCCA current (per channel) 55 65 mA

ICCIB-OP Input buffer current (per channel) 4 5 mA

ICCOB-OP Output buffer current (per channel) 14 17 mA

1. Equalization enabled, pre-emphasis disabled.
2. One quarter of the total quad power (includes contribution from common circuits, all channels in the quad operating, 

pre-emphasis disabled, equalization enabled).
3. Pre-emphasis adds 20 mA to ICCA-OP data.
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, 2Derating Timing Tables
Logic timing provided in the following sections of this data sheet and the Diamond and ispLEVER design tools are 
worst case numbers in the operating range. Actual delays at nominal temperature and voltage for best case pro-
cess, can be much better than the values given in the tables. The Diamond and ispLEVER design tools can provide 
logic timing numbers at a particular temperature and voltage.

18x18 Multiply/Accumulate (Input & Output Registers) 200 MHz

18x18 Multiply-Add/Sub (All Registers) 400 MHz

1. These timing numbers were generated using ispLEVER tool. Exact performance may vary with device and tool version. The tool uses inter-
nal parameters that have been characterized but are not tested on every device.

2. Commercial timing numbers are shown. Industrial numbers are typically slower and can be extracted from the Diamond or ispLEVER soft-
ware.

3. For details on -9 speed grade devices, please contact your Lattice Sales Representative.

Register-to-Register Performance1, 2, 3

 Function –8 Timing Units
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fMAX_GDDR DDRX1 Clock Frequency ECP3-70EA/95EA — 250 — 250 — 250 MHz

tDVBGDDR Data Valid Before CLK ECP3-35EA 683 — 688 — 690 — ps

tDVAGDDR Data Valid After CLK ECP3-35EA 683 — 688 — 690 — ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-35EA — 250 — 250 — 250 MHz

tDVBGDDR Data Valid Before CLK ECP3-17EA 683 — 688 — 690 — ps

tDVAGDDR Data Valid After CLK ECP3-17EA 683 — 688 — 690 — ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-17EA — 250 — 250 — 250 MHz

Generic DDRX1 Output with Clock and Data Aligned at Pin (GDDRX1_TX.SCLK.Aligned)10 

tDIBGDDR Data Invalid Before Clock ECP3-150EA — 335 — 338 — 341 ps

tDIAGDDR Data Invalid After Clock ECP3-150EA — 335 — 338 — 341 ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-150EA — 250 — 250 — 250 MHz

tDIBGDDR Data Invalid Before Clock ECP3-70EA/95EA — 339 — 343 — 347 ps

tDIAGDDR Data Invalid After Clock ECP3-70EA/95EA — 339 — 343 — 347 ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-70EA/95EA — 250 — 250 — 250 MHz

tDIBGDDR Data Invalid Before Clock ECP3-35EA — 322 — 320 — 321 ps

tDIAGDDR Data Invalid After Clock ECP3-35EA — 322 — 320 — 321 ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-35EA — 250 — 250 — 250 MHz

tDIBGDDR Data Invalid Before Clock ECP3-17EA — 322 — 320 — 321 ps

tDIAGDDR Data Invalid After Clock ECP3-17EA — 322 — 320 — 321 ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-17EA — 250 — 250 — 250 MHz

Generic DDRX1 Output with Clock and Data (<10 Bits Wide) Centered at Pin (GDDRX1_TX.DQS.Centered)10 

Left and Right Sides

tDVBGDDR Data Valid Before CLK ECP3-150EA 670 — 670 — 670 — ps

tDVAGDDR Data Valid After CLK ECP3-150EA 670 — 670 — 670 — ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-150EA — 250 — 250 — 250 MHz

tDVBGDDR Data Valid Before CLK ECP3-70EA/95EA 657 — 652 — 650 — ps

tDVAGDDR Data Valid After CLK ECP3-70EA/95EA 657 — 652 — 650 — ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-70EA/95EA — 250 — 250 — 250 MHz

tDVBGDDR Data Valid Before CLK ECP3-35EA 670 — 675 — 676 — ps

tDVAGDDR Data Valid After CLK ECP3-35EA 670 — 675 — 676 — ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-35EA — 250 — 250 — 250 MHz

tDVBGDDR Data Valid Before CLK ECP3-17EA 670 — 670 — 670 — ps

tDVAGDDR Data Valid After CLK ECP3-17EA 670 — 670 — 670 — ps

fMAX_GDDR DDRX1 Clock Frequency ECP3-17EA — 250 — 250 — 250 MHz

Generic DDRX2 Output with Clock and Data (>10 Bits Wide) Aligned at Pin (GDDRX2_TX.Aligned)

Left and Right Sides

tDIBGDDR Data Invalid Before Clock All ECP3EA Devices — 200 — 210 — 220 ps

tDIAGDDR Data Invalid After Clock All ECP3EA Devices — 200 — 210 — 220 ps

fMAX_GDDR DDRX2 Clock Frequency All ECP3EA Devices — 500 — 420 — 375 MHz

Generic DDRX2 Output with Clock and Data (>10 Bits Wide) Centered at Pin  Using DQSDLL (GDDRX2_TX.DQSDLL.Centered)11

Left and Right Sides 

tDVBGDDR Data Valid Before CLK All ECP3EA Devices 400 — 400 — 431 — ps

tDVAGDDR Data Valid After CLK All ECP3EA Devices 400 — 400 — 432 — ps

fMAX_GDDR DDRX2 Clock Frequency All ECP3EA Devices — 400 — 400 — 375 MHz

LatticeECP3 External Switching Characteristics (Continued)1, 2, 3, 13

Over Recommended Commercial Operating Conditions

Parameter Description Device

–8 –7 –6

UnitsMin. Max. Min. Max. Min. Max.
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tHWREN_EBR Hold Write/Read Enable to EBR Memory 0.141 — 0.145 — 0.149 — ns

tSUCE_EBR
Clock Enable Setup Time to EBR Output 
Register 0.087 — 0.096 — 0.104 — ns

tHCE_EBR
Clock Enable Hold Time to EBR Output 
Register –0.066 — –0.080 — –0.094 — ns

tSUBE_EBR
Byte Enable Set-Up Time to EBR Output 
Register –0.071 — –0.070 — –0.068 — ns

tHBE_EBR
Byte Enable Hold Time to EBR Output 
Register 0.118 — 0.098 — 0.077 — ns

DSP Block Timing3

tSUI_DSP Input Register Setup Time 0.32 — 0.36 — 0.39 — ns

tHI_DSP Input Register Hold Time  –0.17 — –0.19 — –0.21 — ns

tSUP_DSP Pipeline Register Setup Time 2.23 — 2.30 — 2.37 — ns

tHP_DSP Pipeline Register Hold Time –1.02 — –1.09 — –1.15 — ns

tSUO_DSP Output Register Setup Time 3.09 — 3.22 — 3.34 — ns

tHO_DSP Output Register Hold Time –1.67 — –1.76 — –1.84 — ns

tCOI_DSP Input Register Clock to Output Time — 3.05 — 3.35 — 3.73 ns

tCOP_DSP Pipeline Register Clock to Output Time — 1.30 — 1.47 — 1.64 ns

tCOO_DSP Output Register Clock to Output Time — 0.58 — 0.60 — 0.62 ns

tSUOPT_DSP Opcode Register Setup Time 0.31 — 0.35 — 0.39 — ns

tHOPT_DSP Opcode Register Hold Time –0.20 — –0.24 — –0.27 — ns

tSUDATA_DSP
Cascade_data through ALU to Output 
Register Setup Time 1.69 — 1.94 — 2.14 — ns

tHPDATA_DSP
Cascade_data  through ALU to Output 
Register Hold Time –0.58 — –0.80 — –0.97 — ns

1. Internal parameters are characterized but not tested on every device.
2. Commercial timing numbers are shown. Industrial timing numbers are typically slower and can be extracted from the Diamond or ispLEVER 

software.
3. DSP slice is configured in Multiply Add/Sub 18 x 18 mode.
4. The output register is in Flip-flop mode.
5. For details on –9 speed grade devices, please contact your Lattice Sales Representative.

LatticeECP3 Internal Switching Characteristics1, 2, 5 (Continued)
Over Recommended Commercial Operating Conditions

Parameter Description

–8 –7 –6

Units.Min. Max. Min. Max. Min. Max.
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LatticeECP3 Family Timing Adders1, 2, 3, 4, 5, 7 
Over Recommended Commercial Operating Conditions

Buffer Type Description –8 –7 –6 Units

Input Adjusters 

LVDS25E LVDS, Emulated, VCCIO = 2.5 V 0.03 –0.01 –0.03 ns

LVDS25 LVDS, VCCIO = 2.5 V 0.03 0.00 –0.04 ns

BLVDS25 BLVDS, Emulated, VCCIO = 2.5 V 0.03 0.00 –0.04 ns

MLVDS25 MLVDS, Emulated, VCCIO = 2.5 V 0.03 0.00 –0.04 ns

RSDS25 RSDS, VCCIO = 2.5 V 0.03 –0.01 –0.03 ns

PPLVDS Point-to-Point LVDS 0.03 –0.01 –0.03 ns

TRLVDS Transition-Reduced LVDS 0.03 0.00 –0.04 ns

Mini MLVDS Mini LVDS 0.03 –0.01 –0.03 ns

LVPECL33 LVPECL, Emulated, VCCIO = 3.3 V 0.17 0.23 0.28 ns

HSTL18_I HSTL_18 class I, VCCIO = 1.8 V 0.20 0.17 0.13 ns

HSTL18_II HSTL_18 class II, VCCIO = 1.8 V 0.20 0.17 0.13 ns

HSTL18D_I Differential HSTL 18 class I 0.20 0.17 0.13 ns

HSTL18D_II Differential HSTL 18 class II 0.20 0.17 0.13 ns

HSTL15_I HSTL_15 class I, VCCIO = 1.5 V 0.10 0.12 0.13 ns

HSTL15D_I Differential HSTL 15 class I 0.10 0.12 0.13 ns

SSTL33_I SSTL_3 class I, VCCIO = 3.3 V 0.17 0.23 0.28 ns

SSTL33_II SSTL_3 class II, VCCIO = 3.3 V 0.17 0.23 0.28 ns

SSTL33D_I Differential SSTL_3 class I 0.17 0.23 0.28 ns

SSTL33D_II Differential SSTL_3 class II 0.17 0.23 0.28 ns

SSTL25_I SSTL_2 class I, VCCIO = 2.5 V 0.12 0.14 0.16 ns

SSTL25_II SSTL_2 class II, VCCIO = 2.5 V 0.12 0.14 0.16 ns

SSTL25D_I Differential SSTL_2 class I 0.12 0.14 0.16 ns

SSTL25D_II Differential SSTL_2 class II 0.12 0.14 0.16 ns

SSTL18_I SSTL_18 class I, VCCIO = 1.8 V 0.08 0.06 0.04 ns

SSTL18_II SSTL_18 class II, VCCIO = 1.8 V 0.08 0.06 0.04 ns

SSTL18D_I Differential SSTL_18 class I 0.08 0.06 0.04 ns

SSTL18D_II Differential SSTL_18 class II 0.08 0.06 0.04 ns

SSTL15 SSTL_15, VCCIO = 1.5 V 0.087 0.059 0.032 ns

SSTL15D Differential SSTL_15 0.087 0.059 0.032 ns

LVTTL33 LVTTL, VCCIO = 3.3 V 0.07 0.07 0.07 ns

LVCMOS33 LVCMOS, VCCIO = 3.3 V 0.07 0.07 0.07 ns

LVCMOS25 LVCMOS, VCCIO = 2.5 V 0.00 0.00 0.00 ns

LVCMOS18 LVCMOS, VCCIO = 1.8 V –0.13 –0.13 –0.13 ns

LVCMOS15 LVCMOS, VCCIO = 1.5 V –0.07 –0.07 –0.07 ns

LVCMOS12 LVCMOS, VCCIO = 1.2 V –0.20 –0.19 –0.19 ns

PCI33 PCI, VCCIO = 3.3 V 0.07 0.07 0.07 ns

Output Adjusters 

LVDS25E LVDS, Emulated, VCCIO = 2.5 V 1.02 1.14 1.26 ns

LVDS25 LVDS, VCCIO = 2.5 V –0.11 –0.07 –0.03 ns

BLVDS25 BLVDS, Emulated, VCCIO = 2.5 V 1.01 1.13 1.25 ns

MLVDS25 MLVDS, Emulated, VCCIO = 2.5 V 1.01 1.13 1.25 ns
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Figure 3-14. Jitter Transfer – 3.125 Gbps

Figure 3-15. Jitter Transfer – 2.5 Gbps
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XAUI/Serial Rapid I/O Type 3/CPRI LV E.30 Electrical and Timing 
Characteristics
AC and DC Characteristics
Table 3-13. Transmit

Over Recommended Operating Conditions

Table 3-14. Receive and Jitter Tolerance

Over Recommended Operating Conditions

Symbol Description Test Conditions Min. Typ. Max. Units

TRF Differential rise/fall time 20%-80% — 80 — ps

ZTX_DIFF_DC Differential impedance 80 100 120 Ohms

JTX_DDJ
2, 3, 4 Output data deterministic jitter — — 0.17 UI

JTX_TJ
1, 2, 3, 4 Total output data jitter — — 0.35 UI

1. Total jitter includes both deterministic jitter and random jitter.
2. Jitter values are measured with each CML output AC coupled into a 50-Ohm impedance (100-Ohm differential impedance).
3. Jitter and skew are specified between differential crossings of the 50% threshold of the reference signal.
4. Values are measured at 2.5 Gbps.

Symbol Description Test Conditions Min. Typ. Max. Units

RLRX_DIFF Differential return loss From 100 MHz 
to 3.125 GHz 10 — — dB

RLRX_CM Common mode return loss From 100 MHz 
to 3.125 GHz 6 — — dB

ZRX_DIFF Differential termination resistance 80 100 120 Ohms

JRX_DJ
1, 2, 3 Deterministic jitter tolerance (peak-to-peak) — — 0.37 UI

JRX_RJ
1, 2, 3 Random jitter tolerance (peak-to-peak) — — 0.18 UI

JRX_SJ
1, 2, 3 Sinusoidal jitter tolerance (peak-to-peak) — — 0.10 UI

JRX_TJ
1, 2, 3 Total jitter tolerance (peak-to-peak) — — 0.65 UI

TRX_EYE Receiver eye opening 0.35 — — UI

1. Total jitter includes deterministic jitter, random jitter and sinusoidal jitter. The sinusoidal jitter tolerance mask is shown in Figure 3-18.
2. Jitter values are measured with each high-speed input AC coupled into a 50-Ohm impedance.
3. Jitter and skew are specified between differential crossings of the 50% threshold of the reference signal.
4. Jitter tolerance parameters are characterized when Full Rx Equalization is enabled.
5. Values are measured at 2.5 Gbps.
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HDMI (High-Definition Multimedia Interface) Electrical and Timing 
Characteristics
AC and DC Characteristics
Table 3-22. Transmit and Receive1, 2

Symbol Description

Spec. Compliance

UnitsMin. Spec. Max. Spec.

Transmit

Intra-pair Skew — 75 ps

Inter-pair Skew — 800 ps

TMDS Differential Clock Jitter — 0.25 UI

Receive

RT Termination Resistance 40 60 Ohms

VICM
Input AC Common Mode Voltage (50-Ohm Set-
ting) — 50 mV

TMDS Clock Jitter Clock Jitter Tolerance — 0.25 UI

1. Output buffers must drive a translation device. Max. speed is 2 Gbps. If translation device does not modify rise/fall time, the maximum 
speed is 1.5 Gbps.

2. Input buffers must be AC coupled in order to support the 3.3 V common mode. Generally, HDMI inputs are terminated by an external cable 
equalizer before data/clock is forwarded to the LatticeECP3 device.
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LatticeECP3 sysCONFIG Port Timing Specifications 
Over Recommended Operating Conditions

Parameter Description Min. Max. Units

POR, Configuration Initialization, and Wakeup

tICFG

Time from the Application of VCC, VCCAUX or VCCIO8* (Whichever 
is the Last to Cross the POR Trip Point) to the Rising Edge of 
INITN

Master mode — 23 ms

Slave mode — 6 ms

tVMC Time from tICFG to the Valid Master MCLK — 5 µs

tPRGM PROGRAMN Low Time to Start Configuration 25 — ns

tPRGMRJ PROGRAMN Pin Pulse Rejection — 10 ns

tDPPINIT Delay Time from PROGRAMN Low to INITN Low — 37 ns

tDPPDONE Delay Time from PROGRAMN Low to DONE Low — 37 ns

tDINIT
1 PROGRAMN High to INITN High Delay — 1 ms

tMWC Additional Wake Master Clock Signals After DONE Pin is High 100 500 cycles

tCZ MCLK From Active To Low To High-Z — 300 ns

tIODISS User I/O Disable from PROGRAMN Low — 100 ns

tIOENSS User I/O Enabled Time from CCLK Edge During Wake-up Sequence — 100 ns

All Configuration Modes

tSUCDI Data Setup Time to CCLK/MCLK 5 — ns

tHCDI Data Hold Time to CCLK/MCLK 1 — ns

tCODO CCLK/MCLK to DOUT in Flowthrough Mode -0.2 12 ns

Slave Serial

tSSCH CCLK Minimum High Pulse 5 — ns

tSSCL CCLK Minimum Low Pulse 5 — ns

fCCLK CCLK Frequency
Without encryption — 33 MHz

With encryption — 20 MHz

Master and Slave Parallel

tSUCS CSN[1:0] Setup Time to CCLK/MCLK 7 — ns

tHCS CSN[1:0] Hold Time to CCLK/MCLK 1 — ns

tSUWD WRITEN Setup Time to CCLK/MCLK 7 — ns

tHWD WRITEN Hold Time to CCLK/MCLK 1 — ns

tDCB CCLK/MCLK to BUSY Delay Time — 12 ns

tCORD CCLK to Out for Read Data — 12 ns

tBSCH CCLK Minimum High Pulse 6 — ns

tBSCL CCLK Minimum Low Pulse 6 — ns

tBSCYC Byte Slave Cycle Time 30 — ns

fCCLK CCLK/MCLK Frequency
Without encryption — 33 MHz

With encryption — 20 MHz

Master and Slave SPI

tCFGX INITN High to MCLK Low — 80 ns

tCSSPI INITN High to CSSPIN Low 0.2 2 µs

tSOCDO MCLK Low to Output Valid — 15 ns

tCSPID CSSPIN[0:1] Low to First MCLK Edge Setup Time 0.3 µs

fCCLK CCLK Frequency
Without encryption — 33 MHz

With encryption — 20 MHz

tSSCH CCLK Minimum High Pulse 5 — ns
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Figure 3-20. sysCONFIG Parallel Port Read Cycle

tSSCL CCLK Minimum Low Pulse 5 — ns

tHLCH HOLDN Low Setup Time (Relative to CCLK) 5 — ns

tCHHH HOLDN Low Hold Time (Relative to CCLK) 5 — ns

Master and Slave SPI (Continued)

tCHHL HOLDN High Hold Time (Relative to CCLK) 5 — ns

tHHCH HOLDN High Setup Time (Relative to CCLK) 5 — ns

tHLQZ HOLDN to Output High-Z — 9 ns

tHHQX HOLDN to Output Low-Z — 9 ns

1. Re-toggling the PROGRAMN pin is not permitted until the INITN pin is high. Avoid consecutive toggling of the PROGRAMN.

Parameter Min. Max. Units

Master Clock Frequency Selected value - 15% Selected value + 15% MHz

Duty Cycle 40 60 %

LatticeECP3 sysCONFIG Port Timing Specifications (Continued)
Over Recommended Operating Conditions

Parameter Description Min. Max. Units

CCLK

CS1N

CSN

WRITEN

BUSY

D[0:7]

tSUCS tHCS

tSUWD

tCORD

tDCB

tHWD

tBSCYC

tBSCH

tBSCL

Byte 0 Byte 1 Byte 2 Byte n*

*n = last byte of read cycle.
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[LOC]DQS[num] I/O DQ input/output pads: T (top), R (right), B (bottom), L (left), DQS, num = ball 
function number.

[LOC]DQ[num] I/O DQ input/output pads: T (top), R (right), B (bottom), L (left), DQ, associated 
DQS number.

Test and Programming (Dedicated Pins)

TMS I Test Mode Select input, used to control the 1149.1 state machine. Pull-up is 
enabled during configuration. 

TCK I Test Clock input pin, used to clock the 1149.1 state machine. No pull-up 
enabled. 

TDI I 

Test Data in pin. Used to load data into device using 1149.1 state machine. 
After power-up, this TAP port can be activated for configuration by sending 
appropriate command. (Note: once a configuration port is selected it is 
locked. Another configuration port cannot be selected until the power-up 
sequence). Pull-up is enabled during configuration. 

TDO O Output pin. Test Data Out pin used to shift data out of a device using 1149.1. 

VCCJ — Power supply pin for JTAG Test Access Port. 

Configuration Pads (Used During sysCONFIG)

CFG[2:0] I 
Mode pins used to specify configuration mode values latched on rising edge 
of INITN. During configuration, a pull-up is enabled. These are dedicated 
pins. 

INITN I/O Open Drain pin. Indicates the FPGA is ready to be configured. During config-
uration, a pull-up is enabled. It is a dedicated pin. 

PROGRAMN I Initiates configuration sequence when asserted low. This pin always has an 
active pull-up. It is a dedicated pin. 

DONE I/O Open Drain pin. Indicates that the configuration sequence is complete, and 
the startup sequence is in progress. It is a dedicated pin. 

CCLK I Input Configuration Clock for configuring an FPGA in Slave SPI, Serial, and 
CPU modes. It is a dedicated pin.

MCLK I/O Output Configuration Clock for configuring an FPGA in SPI, SPIm, and Mas-
ter configuration modes.

BUSY/SISPI O Parallel configuration mode busy indicator. SPI/SPIm mode data output. 

CSN/SN/OEN I/O Parallel configuration mode active-low chip select. Slave SPI chip select. 
Parallel burst Flash output enable.

CS1N/HOLDN/RDY I Parallel configuration mode active-low chip select. Slave SPI hold input. 

WRITEN I Write enable for parallel configuration modes.

DOUT/CSON/CSSPI1N O Serial data output. Chip select output. SPI/SPIm mode chip select.

D[0]/SPIFASTN I/O

sysCONFIG Port Data I/O for Parallel mode. Open drain during configuration.

sysCONFIG Port Data I/O for SPI or SPIm. When using the SPI or SPIm 
mode, this pin should either be tied high or low, must not be left floating. Open 
drain during configuration.

D1 I/O Parallel configuration I/O. Open drain during configuration.

D2 I/O Parallel configuration I/O. Open drain during configuration.

D3/SI I/O Parallel configuration I/O. Slave SPI data input. Open drain during configura-
tion.

D4/SO I/O Parallel configuration I/O. Slave SPI data output. Open drain during configura-
tion.

D5 I/O Parallel configuration I/O. Open drain during configuration.

D6/SPID1 I/O Parallel configuration I/O. SPI/SPIm data input. Open drain during configura-
tion.

Signal Descriptions (Cont.)
Signal Name I/O Description 
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D7/SPID0 I/O Parallel configuration I/O. SPI/SPIm data input. Open drain during configura-
tion.

DI/CSSPI0N/CEN I/O Serial data input for slave serial mode. SPI/SPIm mode chip select. 

Dedicated SERDES Signals3

PCS[Index]_HDINNm I High-speed input, negative channel m 

PCS[Index]_HDOUTNm O High-speed output, negative channel m 

PCS[Index]_REFCLKN I Negative Reference Clock Input 

PCS[Index]_HDINPm I High-speed input, positive channel m 

PCS[Index]_HDOUTPm O High-speed output, positive channel m 

PCS[Index]_REFCLKP I Positive Reference Clock Input 

PCS[Index]_VCCOBm — Output buffer power supply, channel m (1.2V/1.5)

PCS[Index]_VCCIBm — Input buffer power supply, channel m (1.2V/1.5V) 

1. When placing switching I/Os around these critical pins that are designed to supply the device with the proper reference or supply voltage, 
care must be given. 

2. These pins are dedicated inputs or can be used as general purpose I/O.
3. m defines the associated channel in the quad. 

Signal Descriptions (Cont.)
Signal Name I/O Description 
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Pin Information Summary (Cont.)
Pin Information Summary ECP3-95EA ECP3-150EA

Pin Type
484 

fpBGA
672 

fpBGA
1156 

fpBGA
672 

fpBGA
1156

fpBGA

General Purpose 
Inputs/Outputs per bank

Bank 0 42 60 86 60 94

Bank 1 36 48 78 48 86

Bank 2 24 34 36 34 58

Bank 3 54 59 86 59 104

Bank 6 63 67 86 67 104

Bank 7 36 48 54 48 76

Bank 8 24 24 24 24 24

General Purpose Inputs per 
Bank

Bank 0 0 0 0 0 0

Bank 1 0 0 0 0 0

Bank 2 4 8 8 8 8

Bank 3 4 12 12 12 12

Bank 6 4 12 12 12 12

Bank 7 4 8 8 8 8

Bank 8 0 0 0 0 0

General Purpose Outputs per 
Bank

Bank 0 0 0 0 0 0

Bank 1 0 0 0 0 0

Bank 2 0 0 0 0 0

Bank 3 0 0 0 0 0

Bank 6 0 0 0 0 0

Bank 7 0 0 0 0 0

Bank 8 0 0 0 0 0

Total Single-Ended User I/O 295 380 490 380 586

VCC 16 32 32 32 32

VCCAUX 8 12 16 12 16

VTT 4 4 8 4 8

VCCA 4 8 16 8 16

VCCPLL 4 4 4 4 4

VCCIO

Bank 0 2 4 4 4 4

Bank 1 2 4 4 4 4

Bank 2 2 4 4 4 4

Bank 3 2 4 4 4 4

Bank 6 2 4 4 4 4

Bank 7 2 4 4 4 4

Bank 8 2 2 2 2 2

VCCJ 1 1 1 1 1

TAP 4 4 4 4 4

GND, GNDIO 98 139 233 139 233

NC 0 0 238 0 116

Reserved1 2 2 2 2 2

SERDES 26 52 78 52 104

Miscellaneous Pins 8 8 8 8 8

Total Bonded Pins 484 672 1156 672 1156
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LatticeECP3 Maximum I/O Buffer Speed table – Description column, 
references to VCCIO = 3.0V changed to 3.3V.

Updated SERDES External Reference Clock Waveforms.

Transmitter and Receiver Latency Block Diagram – Updated sections of 
the diagram to match descriptions on the SERDES/PCS Latency Break-
down table. 

Pinout Information “Logic Signal Connections” section heading renamed “Package Pinout 
Information”. Software menu selections within this section have been 
updated.

Signal Descriptions table – Updated description for VCCA signal.

April 2012 02.2EA Architecture Updated first paragraph of Output Register Block section.

Updated the information about sysIO buffer pairs below Figure 2-38.

Updated the information relating to migration between devices in the 
Density Shifting section.

DC and Switching
Characteristics

Corrected the Definitions in the sysCLOCK PLL Timing table for tRST.

Ordering Information Updated topside marks with new logos in the Ordering Information sec-
tion.

February 2012 02.1EA All Updated document with new corporate logo.

November 2011 02.0EA Introduction Added information for LatticeECP3-17EA, 328-ball csBGA package.

Architecture Added information for LatticeECP3-17EA, 328-ball csBGA package.

DC and Switching 
Characteristics

Updated LatticeECP3 Supply Current table power numbers.

Typical Building Block Function Performance table, LatticeECP3 Exter-
nal Switching Characteristics table, LatticeECP3 Internal Switching 
Characteristics table and LatticeECP3 Family Timing Adders: Added 
speed grade -9 and updated speed grade -8, -7 and -6 timing numbers. 

Pinout Information Added information for LatticeECP3-17EA, 328-ball csBGA package.

Ordering Information Added information for LatticeECP3-17EA, 328-ball csBGA package.

Added ordering information for low power devices and -9 speed grade 
devices.

July 2011 01.9EA DC and Switching 
Characteristics

Removed ESD Performance table and added reference to LatticeECP3 
Product Family Qualification Summary document.

sysCLOCK PLL TIming table, added footnote 4.

External Reference Clock Specification table – removed reference to 
VREF-CM-AC and removed footnote for VREF-CM-AC.

Pinout Information Pin Information Summary table: Corrected VCCIO Bank8 data for
LatticeECP3-17EA 256-ball ftBGA package and LatticeECP-35EA 256-
ball ftBGA package.

April 2011 01.8EA Architecture Updated Secondary Clock/Control Sources text section.

DC and Switching 
Characteristics

Added data for 150 Mbps to SERDES Power Supply Requirements 
table.

Updated Frequencies in Table 3-6 Serial Output Timing and Levels

Added Data for 150 Mbps to Table 3-7 Channel Output Jitter

Corrected External Switching Characteristics table, Description for 
DDR3 Clock Timing, tJIT.

Corrected Internal Switching Characteristics table, Description for EBR 
Timing, tSUWREN_EBR and tHWREN_EBR.

Added footnote 1 to sysConfig Port Timing Specifications table.

Updated description for RX-CIDs to 150M in Table 3-9 Serial Input Data 
Specifications

Date Version Section Change Summary
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September 2009 01.4 Architecture Corrected link in sysMEM Memory Block section. 

Updated information for On-Chip Programmable Termination and modi-
fied corresponding figure. 

Added footnote 2 to On-Chip Programmable Termination Options for 
Input Modes table.

Corrected Per Quadrant Primary Clock Selection figure.

DC and Switching
Characteristics

Modified -8 Timing data for 1024x18 True-Dual Port RAM (Read-Before-
Write, EBR Output Registers)

Added ESD Performance table.

LatticeECP3 External Switching Characteristics table - updated data for 
tDIBGDDR, tW_PRI, tW_EDGE and tSKEW_EDGE_DQS. 

LatticeECP3 Internal Switching Characteristics table - updated data for 
tCOO_PIO and added footnote #4.

sysCLOCK PLL Timing table - updated data for fOUT.

External Reference Clock Specification (refclkp/refclkn) table - updated 
data for VREF-IN-SE and VREF-IN-DIFF.

LatticeECP3 sysCONFIG Port Timing Specifications table - updated 
data for tMWC.

Added TRLVDS DC Specification table and diagram.

Updated Mini LVDS table.

August 2009 01.3 DC and Switching
Characteristics

Corrected truncated numbers for VCCIB and VCCOB in Recommended 
Operating Conditions table.

July 2009 01.2 Multiple Changed references of “multi-boot” to “dual-boot” throughout the data 
sheet.

Architecture Updated On-Chip Programmable Termination bullets.

Updated On-Chip Termination Options for Input Modes table.

Updated On-Chip Termination figure.

DC and Switching
Characteristics

Changed min/max data for FREF_PPM and added footnote 4 in 
SERDES External Reference Clock Specification table.

Updated SERDES minimum frequency.

Pinout Information Corrected MCLK to be I/O and CCLK to be I in Signal Descriptions table

May 2009 01.1 All Removed references to Parallel burst mode Flash.

Introduction Features - Changed 250 Mbps to 230 Mbps in Embedded SERDES bul-
leted section and added a footnote to indicate 230 Mbps applies to 
8b10b and 10b12b applications.

Updated data for ECP3-17 in LatticeECP3 Family Selection Guide table.

Changed embedded memory from 552 to 700 Kbits in LatticeECP3 
Family Selection Guide table.

Architecture Updated description for CLKFB in General Purpose PLL Diagram.

Corrected Primary Clock Sources text section.

Corrected Secondary Clock/Control Sources text section.

Corrected Secondary Clock Regions table.

Corrected note below Detailed sysDSP Slice Diagram.

Corrected Clock, Clock Enable, and Reset Resources text section.

Corrected ECP3-17 EBR number in Embedded SRAM in the 
LatticeECP3 Family table.

Added On-Chip Termination Options for Input Modes table.

Updated Available SERDES Quads per LatticeECP3 Devices table.

Date Version Section Change Summary


