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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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The eZ8 CPU features include:

• Direct register-to-register architecture allows each register to function as an 
accumulator, improving execution time and decreasing the required Program Memory

• Software stack allows much greater depth in subroutine calls and interrupts than 
hardware stacks

• Compatible with existing Z8 code

• Expanded internal Register File allows access of up to 4 KB

• New instructions improve execution efficiency for code developed using higher-level 
programming languages, including C

• Pipelined instruction fetch and execution

• New instructions for improved performance including BIT, BSWAP, BTJ, CPC, LDC, 
LDCI, LEA, MULT, and SRL

• New instructions support 12-bit linear addressing of the Register File

• Up to 10 MIPS operation 

• C-Compiler friendly

• 2 to 9 clock cycles per instruction

For more information on the eZ8 CPU, refer to eZ8™ CPU Core User Manual (UM0128) 
available for download at www.zilog.com.

General-Purpose Input/Output
The 64K Series features seven 8-bit ports (Ports A-G) and one 4-bit port (Port H) for 
general-purpose input/output (GPIO). Each pin is individually programmable. All ports 
(except B and H) support 5 V-tolerant inputs.

Flash Controller
The Flash Controller programs and erases the Flash memory. 

10-Bit Analog-to-Digital Converter
The Analog-to-Digital Converter converts an analog input signal to a 10-bit binary 
number. The ADC accepts inputs from up to 12 different analog input sources.

UARTs
Each UART is full-duplex and capable of handling asynchronous data transfers. The 
UARTs support 8- and 9-bit data modes, selectable parity, and an efficient bus transceiver 
Driver Enable signal for controlling a multi-transceiver bus, such as RS-485.
PS019919-1207  Introduction
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SCK I/O SPI Serial Clock. The SPI master supplies this pin. If the Z8 Encore! XP 64K 
Series Flash Microcontrollers is the SPI master, this pin is an output. If the Z8 
Encore! XP 64K Series Flash Microcontrollers is the SPI slave, this pin is an 
input. It is multiplexed with a general-purpose I/O pin.

MOSI I/O Master-Out/Slave-In. This signal is the data output from the SPI master 
device and the data input to the SPI slave device. It is multiplexed with a 
general-purpose I/O pin.

MISO I/O Master-In/Slave-Out. This pin is the data input to the SPI master device and 
the data output from the SPI slave device. It is multiplexed with a 
general-purpose I/O pin.

UART Controllers

TXD0 / TXD1 O Transmit Data. These signals are the transmit outputs from the UARTs. The 
TXD signals are multiplexed with general-purpose I/O pins.

RXD0 / RXD1 I Receive Data. These signals are the receiver inputs for the UARTs and 
IrDAs. The RXD signals are multiplexed with general-purpose I/O pins.

CTS0 / CTS1 I Clear To Send. These signals are control inputs for the UARTs. The CTS 
signals are multiplexed with general-purpose I/O pins.

DE0 / DE1 O Driver Enable. This signal allows automatic control of external RS-485 
drivers. This signal is approximately the inverse of the Transmit Empty (TXE) 
bit in the UART Status 0 register. The DE signal may be used to ensure an 
external RS-485 driver is enabled when data is transmitted by the UART.

Timers

T0OUT/T1OUT/
T2OUT/T3OUT

O Timer Output 0-3. These signals are output pins from the timers. The Timer 
Output signals are multiplexed with general-purpose I/O pins. T3OUT is not 
available in 44-pin package devices.

T0IN/T1IN/
T2IN/T3IN

I Timer Input 0-3. These signals are used as the capture, gating and counter 
inputs. The Timer Input signals are multiplexed with general-purpose I/O 
pins. T3IN is not available in 44-pin package devices.

Analog

ANA[11:0] I Analog Input. These signals are inputs to the ADC. The ADC analog inputs 
are multiplexed with general-purpose I/O pins.

VREF I Analog-to-Digital converter reference voltage input. The VREF pin must be 
left unconnected (or capacitively coupled to analog ground) if the internal 
voltage reference is selected as the ADC reference voltage.

Oscillators

Table 3. Signal Descriptions (Continued)

Signal 
Mnemonic I/O Description
PS019919-1207  Signal and Pin Descriptions
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Figure 9. Voltage Brownout Reset Operation

Watchdog Timer Reset
If the device is in normal or HALT mode, the Watchdog Timer can initiate a system reset 
at time-out if the WDT_RES Option Bit is set to 1. This capability is the default 
(unprogrammed) setting of the WDT_RES Option Bit. The WDT status bit in the WDT 
Control register is set to signify that the reset was initiated by the Watchdog Timer. 

External Pin Reset
The RESET pin has a Schmitt-triggered input, an internal pull-up, an analog filter and a 
digital filter to reject noise. Once the RESET pin is asserted for at least 4 system clock 
cycles, the devices progress through the system reset sequence. While the RESET input 
pin is asserted Low, the 64K Series devices continue to be held in the Reset state. If the 
RESET pin is held Low beyond the system reset time-out, the devices exit the Reset state 
immediately following RESET pin deassertion. Following a system reset initiated by the 
external RESET pin, the EXT status bit in the Watchdog Timer Control (WDTCTL) regis-
ter is set to 1.

VCC = 3.3 V
VPOR
VVBO

Internal RESET
Signal

Program
Execution

Program
Execution

Voltage
Brownout

VCC = 3.3 V

Primary
Oscillator

WDT Clock

XTALPOR
Counter DelayCounter Delay
PS019919-1207  Reset and Stop Mode Recovery
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where x indicates the specific GPIO Port C pin number (0 through 3).

IRQ0 Enable High and Low Bit Registers
The IRQ0 Enable High and Low Bit registers (see Table 28 and Table 29 on page 75) form 
a priority encoded enabling for interrupts in the Interrupt Request 0 register. Priority is 
generated by setting bits in each register. Table 27 describes the priority control for IRQ0.

T2ENH—Timer 2 Interrupt Request Enable High Bit
T1ENH—Timer 1 Interrupt Request Enable High Bit
T0ENH—Timer 0 Interrupt Request Enable High Bit
U0RENH—UART 0 Receive Interrupt Request Enable High Bit
U0TENH—UART 0 Transmit Interrupt Request Enable High Bit
I2CENH—I2C Interrupt Request Enable High Bit
SPIENH—SPI Interrupt Request Enable High Bit
ADCENH—ADC Interrupt Request Enable High Bit

Table 27. IRQ0 Enable and Priority Encoding

IRQ0ENH[x] IRQ0ENL[x] Priority Description

0 0 Disabled Disabled

0 1 Level 1 Low

1 0 Level 2 Nominal

1 1 Level 3 High

Note: where x indicates the register bits from 0 through 7.

Table 28. IRQ0 Enable High Bit Register (IRQ0ENH)

BITS 7 6 5 4 3 2 1 0

FIELD T2ENH T1ENH T0ENH U0RENH U0TENH I2CENH SPIENH ADCENH

RESET 0

R/W R/W

ADDR FC1H
PS019919-1207  Interrupt Controller
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T3ENH—Timer 3 Interrupt Request Enable High Bit
U1RENH—UART 1 Receive Interrupt Request Enable High Bit
U1TENH—UART 1 Transmit Interrupt Request Enable High Bit
DMAENH—DMA Interrupt Request Enable High Bit
C3ENH—Port C3 Interrupt Request Enable High Bit
C2ENH—Port C2 Interrupt Request Enable High Bit
C1ENH—Port C1 Interrupt Request Enable High Bit
C0ENH—Port C0 Interrupt Request Enable High Bit

T3ENL—Timer 3 Interrupt Request Enable Low Bit
U1RENL—UART 1 Receive Interrupt Request Enable Low Bit
U1TENL—UART 1 Transmit Interrupt Request Enable Low Bit
DMAENL—DMA Interrupt Request Enable Low Bit
C3ENL—Port C3 Interrupt Request Enable Low Bit
C2ENL—Port C2 Interrupt Request Enable Low Bit

1 1 Level 3 High

Note: where x indicates the register bits from 0 through 7.

Table 34. IRQ2 Enable High Bit Register (IRQ2ENH)

BITS 7 6 5 4 3 2 1 0

FIELD T3ENH U1RENH U1TENH DMAENH C3ENH C2ENH C1ENH C0ENH

RESET 0

R/W R/W

ADDR FC7H

Table 35. IRQ2 Enable Low Bit Register (IRQ2ENL)

BITS 7 6 5 4 3 2 1 0

FIELD T3ENL U1RENL U1TENL DMAENL C3ENL C2ENL C1ENL C0ENL

RESET 0

R/W R/W

ADDR FC8H

Table 33. IRQ2 Enable and Priority Encoding (Continued)

IRQ2ENH[x] IRQ2ENL[x] Priority Description
PS019919-1207  Interrupt Controller
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5. Write the Watchdog Timer Reload Low Byte register (WDTL).

All steps of the Watchdog Timer Reload Unlock sequence must be written in the order just 
listed. There must be no other register writes between each of these operations. If a regis-
ter write occurs, the lock state machine resets and no further writes can occur, unless the 
sequence is restarted. The value in the Watchdog Timer Reload registers is loaded into the 
counter when the Watchdog Timer is first enabled and every time a WDT instruction is 
executed.

Watchdog Timer Control Register Definitions

Watchdog Timer Control Register
The Watchdog Timer Control (WDTCTL) register (Table 48) is a Read-Only register that 
indicates the source of the most recent Reset event, indicates a Stop Mode Recovery event, 
and indicates a Watchdog Timer time-out. Reading this register resets the upper four bits 
to 0. 

Writing the 55H, AAH unlock sequence to the Watchdog Timer Control (WDTCTL) regis-
ter address unlocks the three Watchdog Timer Reload Byte registers (WDTU, WDTH, and 
WDTL) to allow changes to the time-out period. These write operations to the WDTCTL 
register address produce no effect on the bits in the WDTCTL register. The locking mech-
anism prevents spurious writes to the Reload registers.

Table 48. Watchdog Timer Control Register (WDTCTL)

BITS 7 6 5 4 3 2 1 0

FIELD POR STOP WDT EXT Reserved SM

RESET See descriptions below 0

R/W R

ADDR FF0H

Reset or Stop Mode Recovery Event POR STOP WDT EXT
Power-On Reset 1 0 0 0
Reset using RESET pin assertion 0 0 0 1
Reset using Watchdog Timer time-out 0 0 1 0
Reset using the On-Chip Debugger (OCDCTL[1] set to 1) 1 0 0 0
Reset from STOP Mode using DBG Pin driven Low 1 0 0 0
Stop Mode Recovery using GPIO pin transition 0 1 0 0
Stop Mode Recovery using Watchdog Timer time-out 0 1 1 0
PS019919-1207  Watchdog Timer
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POR—Power-On Reset Indicator
If this bit is set to 1, a Power-On Reset event occurred. This bit is reset to 0 if a WDT time-
out or Stop Mode Recovery occurs. This bit is also reset to 0 when the register is read.

STOP—Stop Mode Recovery Indicator
If this bit is set to 1, a Stop Mode Recovery occurred. If the STOP and WDT bits are both 
set to 1, the Stop Mode Recovery occurred due to a WDT time-out. If the STOP bit is 1 
and the WDT bit is 0, the Stop Mode Recovery was not caused by a WDT time-out. This bit 
is reset by a Power-On Reset or a WDT time-out that occurred while not in STOP mode. 
Reading this register also resets this bit.

WDT—Watchdog Timer Time-Out Indicator
If this bit is set to 1, a WDT time-out occurred. A Power-On Reset resets this pin. A Stop 
Mode Recovery from a change in an input pin also resets this bit. Reading this register 
resets this bit.

EXT—External Reset Indicator
If this bit is set to 1, a Reset initiated by the external RESET pin occurred. A Power-On 
Reset or a Stop Mode Recovery from a change in an input pin resets this bit. Reading this 
register resets this bit.

Reserved 
These bits are reserved and must be 0.

SM—STOP Mode Configuration Indicator
0 = Watchdog Timer and its internal RC oscillator will continue to operate in STOP Mode.
1 = Watchdog Timer and its internal RC oscillator will be disabled in STOP Mode.

Watchdog Timer Reload Upper, High and Low Byte Registers
The Watchdog Timer Reload Upper, High and Low Byte (WDTU, WDTH, WDTL) regis-
ters (see Table 49 on page 102 through Table 51 on page 102) form the 24-bit reload value 
that is loaded into the Watchdog Timer when a WDT instruction executes. The 24-bit 
reload value is {WDTU[7:0], WDTH[7:0], WDTL[7:0]}. Writing to these registers sets 
the desired Reload Value. Reading from these registers returns the current Watchdog 
Timer count value.
PS019919-1207  Watchdog Timer
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The 24-bit WDT Reload Value must not be set to a value less than 000004H. 

WDTU—WDT Reload Upper Byte
Most significant byte, Bits[23:16], of the 24-bit WDT reload value.

WDTH—WDT Reload High Byte
Middle byte, Bits[15:8], of the 24-bit WDT reload value.

WDTL—WDT Reload Low
Least significant byte, Bits[7:0], of the 24-bit WDT reload value.

Table 49. Watchdog Timer Reload Upper Byte Register (WDTU)

BITS 7 6 5 4 3 2 1 0

FIELD WDTU

RESET 1

R/W R/W*

ADDR FF1H

Note: R/W* - Read returns the current WDT count value. Write sets the desired Reload Value.

Table 50. Watchdog Timer Reload High Byte Register (WDTH)

BITS 7 6 5 4 3 2 1 0

FIELD WDTH

RESET 1

R/W R/W*

ADDR FF2H

Note: R/W* - Read returns the current WDT count value. Write sets the desired Reload Value.

Table 51. Watchdog Timer Reload Low Byte Register (WDTL)

BITS 7 6 5 4 3 2 1 0

FIELD WDTL

RESET 1

R/W R/W*

ADDR FF3H

Note: R/W* - Read returns the current WDT count value. Write sets the desired Reload Value.

Caution:
PS019919-1207  Watchdog Timer
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0 = SS input pin is asserted (Low).
1 = SS input is not asserted (High).
If SPI enabled as a Master, this bit is not applicable.

SPI Mode Register
The SPI Mode register (Table 66) configures the character bit width and the direction and 
value of the SS pin.

Reserved—Must be 0.

DIAG—Diagnostic Mode Control bit
This bit is for SPI diagnostics. Setting this bit allows the Baud Rate Generator value to be 
read using the SPIBRH and SPIBRL register locations.
0 = Reading SPIBRH, SPIBRL returns the value in the SPIBRH and SPIBRL registers
1 = Reading SPIBRH returns bits [15:8] of the SPI Baud Rate Generator; and reading 
      SPIBRL returns bits [7:0] of the SPI Baud Rate Counter. The Baud Rate Counter 
       High and Low byte values are not buffered.

Exercise caution if reading the values while the BRG is counting.

NUMBITS[2:0]—Number of Data Bits Per Character to Transfer
This field contains the number of bits to shift for each character transfer. For information 
on valid bit positions when the character length is less than 8-bits, see SPI Data Register 
description.

000 = 8 bits
001 = 1 bit
010 = 2 bits
011 = 3 bits
100 = 4 bits
101 = 5 bits
110 = 6 bits
111 = 7 bits

Table 66. SPI Mode Register (SPIMODE)

BITS 7 6 5 4 3 2 1 0

FIELD Reserved DIAG NUMBITS[2:0] SSIO SSV

RESET 0

R/W R R/W

ADDR F63H

Caution:
PS019919-1207  Serial Peripheral Interface



Z8 Encore! XP® 64K Series Flash Microcontrollers
Product Specification

149
Write Transaction with a 7-Bit Address
Figure 29 displays the data transfer format for a 7-bit addressed slave. Shaded regions 
indicate data transferred from the I2C Controller to slaves and unshaded regions indicate 
data transferred from the slaves to the I2C Controller.

Figure 29. 7-Bit Addressed Slave Data Transfer Format

Follow the steps below for a transmit operation to a 7-bit addressed slave:

1. Software asserts the IEN bit in the I2C Control register.

2. Software asserts the TXI bit of the I2C Control register to enable Transmit interrupts.

3. The I2C interrupt asserts, because the I2C Data register is empty

4. Software responds to the TDRE bit by writing a 7-bit slave address plus write bit (=0) 
to the I2C Data register.

5. Software asserts the START bit of the I2C Control register.

6. The I2C Controller sends the START condition to the I2C slave. 

7. The I2C Controller loads the I2C Shift register with the contents of the I2C Data 
register. 

8. After one bit of address has been shifted out by the SDA signal, the Transmit interrupt 
is asserted (TDRE = 1). 

9. Software responds by writing the transmit data into the I2C Data register. 

10. The I2C Controller shifts the rest of the address and write bit out by the SDA signal. 

11. If the I2C slave sends an acknowledge (by pulling the SDA signal low) during the next 
high period of SCL the I2C Controller sets the ACK bit in the I2C Status register. 
Continue with step 12.

If the slave does not acknowledge, the Not Acknowledge interrupt occurs (NCKI bit is 
set in the Status register, ACK bit is cleared). Software responds to the Not 
Acknowledge interrupt by setting the STOP and FLUSH bits and clearing the TXI bit. 
The I2C Controller sends the STOP condition on the bus and clears the STOP and 
NCKI bits. The transaction is complete (ignore the following steps).

12. The I2C Controller loads the contents of the I2C Shift register with the contents of the 
I2C Data register.

S Slave Address W = 0 A Data A Data A Data A/A P/S
PS019919-1207  I2C Controller
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7. The I2C Controller loads the I2C Shift register with the contents of the I2C Data 
register. 

8. After one bit of address is shifted out by the SDA signal, the Transmit interrupt is 
asserted.

9. Software responds by writing the second byte of address into the contents of the I2C 
Data register. 

10. The I2C Controller shifts the rest of the first byte of address and write bit out the SDA 
signal. 

11. If the I2C slave sends an acknowledge by pulling the SDA signal low during the next 
high period of SCL the I2C Controller sets the ACK bit in the I2C Status register. 
Continue with step 12.

If the slave does not acknowledge the first address byte, the I2C Controller sets the 
NCKI bit and clears the ACK bit in the I2C Status register. Software responds to the 
Not Acknowledge interrupt by setting the STOP and FLUSH bits and clearing the TXI 
bit. The I2C Controller sends the STOP condition on the bus and clears the STOP and 
NCKI bits. The transaction is complete (ignore following steps).

12. The I2C Controller loads the I2C Shift register with the contents of the I2C Data 
register (2nd byte of address). 

13. The I2C Controller shifts the second address byte out the SDA signal. After the first 
bit has been sent, the Transmit interrupt is asserted. 

14. Software responds by setting the STOP bit in the I2C Control register. The TXI bit can 
be cleared at the same time.

15. Software polls the STOP bit of the I2C Control register. Hardware deasserts the STOP 
bit when the transaction is completed (STOP condition has been sent).

16.  Software checks the ACK bit of the I2C Status register. If the slave acknowledged, the 
ACK bit is = 1. If the slave does not acknowledge, the ACK bit is = 0. The NCKI 
interrupt do not occur because the STOP bit was set.

Write Transaction with a 10-Bit Address
Figure 31 displays the data transfer format for a 10-bit addressed slave. Shaded regions 
indicate data transferred from the I2C Controller to slaves and unshaded regions indicate 
data transferred from the slaves to the I2C Controller.

Figure 31. 10-Bit Addressed Slave Data Transfer Format

S Slave Address
1st 7 bits W = 0 A Slave Address

2nd Byte A Data A Data A/A P/S
PS019919-1207  I2C Controller
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4. The I2C Controller sends the START condition. 

5. The I2C Controller shifts the address and read bit out the SDA signal. 

6. If the I2C slave acknowledges the address by pulling the SDA signal Low during the 
next high period of SCL, the I2C Controller sets the ACK bit in the I2C Status register. 
Continue with step 7.

If the slave does not acknowledge, the Not Acknowledge interrupt occurs (NCKI bit is 
set in the Status register, ACK bit is cleared). Software responds to the Not 
Acknowledge interrupt by setting the STOP bit and clearing the TXI bit. The I2C 
Controller sends the STOP condition on the bus and clears the STOP and NCKI bits. 
The transaction is complete (ignore the following steps).

7. The I2C Controller shifts in the byte of data from the I2C slave on the SDA signal. The 
I2C Controller sends a Not Acknowledge to the I2C slave if the NAK bit is set (last 
byte), else it sends an Acknowledge.

8. The I2C Controller asserts the Receive interrupt (RDRF bit set in the Status register).

9. Software responds by reading the I2C Data register which clears the RDRF bit. If there 
is only one more byte to receive, set the NAK bit of the I2C Control register.

10. If there are more bytes to transfer, return to step 7. 

11. After the last byte is shifted in, a Not Acknowledge interrupt is generated by the I2C 
Controller.

12. Software responds by setting the STOP bit of the I2C Control register.

13. A STOP condition is sent to the I2C slave, the STOP and NCKI bits are cleared.

Read Transaction with a 10-Bit Address
Figure 33 displays the read transaction format for a 10-bit addressed slave. The shaded 
regions indicate data transferred from the I2C Controller to slaves and unshaded regions 
indicate data transferred from the slaves to the I2C Controller.

Figure 33. Receive Data Format for a 10-Bit Addressed Slave

The first seven bits transmitted in the first byte are 11110XX. The two bits XX are the two 
most-significant bits of the 10-bit address. The lowest bit of the first byte transferred is the 
write control bit. 

S Slave Address 
1st 7 bits W=0 A Slave Address 

2nd Byte A S Slave Address
1st 7 bits R=1 A Data A Data A P
PS019919-1207  I2C Controller
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I2C Status Register
The Read-only I2C Status register (Table 71) indicates the status of the I2C Controller.

TDRE—Transmit Data Register Empty
When the I2C Controller is enabled, this bit is 1 when the I2C Data register is empty. 
When this bit is set, an interrupt is generated if the TXI bit is set, except when the I2C 
Controller is shifting in data during the reception of a byte or when shifting an address and 
the RD bit is set. This bit is cleared by writing to the I2CDATA register.

RDRF—Receive Data Register Full
This bit is set = 1 when the I2C Controller is enabled and the I2C Controller has received a 
byte of data. When asserted, this bit causes the I2C Controller to generate an interrupt. 
This bit is cleared by reading the I2C Data register (unless the read is performed using exe-
cution of the On-Chip Debugger’s Read Register command).

ACK—Acknowledge
This bit indicates the status of the Acknowledge for the last byte transmitted or received. 
When set, this bit indicates that an Acknowledge occurred for the last byte transmitted or 
received. This bit is cleared when IEN = 0 or when a Not Acknowledge occurred for the 
last byte transmitted or received. It is not reset at the beginning of each transaction and is 
not reset when this register is read.

Table 70. I2C Data Register (I2CDATA)

BITS 7 6 5 4 3 2 1 0

FIELD DATA

RESET 0

R/W R/W

ADDR F50H

Table 71. I2C Status Register (I2CSTAT)

BITS 7 6 5 4 3 2 1 0

FIELD TDRE RDRF ACK 10B RD TAS DSS NCKI

RESET 1 0

R/W R

ADDR F51H
PS019919-1207  I2C Controller
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Single-Shot Conversion
When configured for single-shot conversion, the ADC performs a single analog-to-digital 
conversion on the selected analog input channel. After completion of the conversion, the 
ADC shuts down. Follow the steps below for setting up the ADC and initiating a single-
shot conversion:

1. Enable the desired analog inputs by configuring the general-purpose I/O pins for 
alternate function. This configuration disables the digital input and output drivers.

2. Write to the ADC Control register to configure the ADC and begin the conversion. 
The bit fields in the ADC Control register can be written simultaneously:
– Write to the ANAIN[3:0] field to select one of the 12 analog input sources.
– Clear CONT to 0 to select a single-shot conversion.
– Write to the VREF bit to enable or disable the internal voltage reference generator.
– Set CEN to 1 to start the conversion.

3. CEN remains 1 while the conversion is in progress. A single-shot conversion requires 
5129 system clock cycles to complete. If a single-shot conversion is requested from an 
ADC powered-down state, the ADC uses 40 additional clock cycles to power-up 
before beginning the 5129 cycle conversion. 

4. When the conversion is complete, the ADC control logic performs the following 
operations:
– 10-bit data result written to {ADCD_H[7:0], ADCD_L[7:6]}.
– CEN resets to 0 to indicate the conversion is complete.
– An interrupt request is sent to the Interrupt Controller.

5. If the ADC remains idle for 160 consecutive system clock cycles, it is automatically 
powered-down.

Continuous Conversion
When configured for continuous conversion, the ADC continuously performs an analog-
to-digital conversion on the selected analog input. Each new data value over-writes the 
previous value stored in the ADC Data registers. An interrupt is generated after each con-
version. 

In CONTINUOUS mode, you must be aware that ADC updates are limited by
the input signal bandwidth of the ADC and the latency of the ADC and its dig-
ital filter. Step changes at the input are not seen at the next output from the
ADC. The response of the ADC (in all modes) is limited by the input signal
bandwidth and the latency.

Caution:
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3. Write the first unlock command 73H to the Flash Control register.

4. Write the second unlock command 8CH to the Flash Control register.

5. Re-write the page written in step 2 to the Page Select register.

Flash Sector Protection
The Flash Sector Protect register can be configured to prevent sectors from being 
programmed or erased. Once a sector is protected, it cannot be unprotected by user code. 
The Flash Sector Protect register is cleared after reset and any previously written 
protection values is lost. User code must write this register in their initialization routine if 
they want to enable sector protection.

The Flash Sector Protect register shares its Register File address with the Page Select 
register. The Flash Sector Protect register is accessed by writing the Flash Control register 
with 5EH. Once the Flash Sector Protect register is selected, it can be accessed at the Page 
Select Register address. When user code writes the Flash Sector Protect register, bits can 
only be set to 1. Thus, sectors can be protected, but not unprotected, via register write 
operations. Writing a value other than 5EH to the Flash Control register de-selects the 
Flash Sector Protect register and re-enables access to the Page Select register.

Follow the steps below to setup the Flash Sector Protect register from user code:

1. Write 00H to the Flash Control register to reset the Flash Controller.

2. Write 5EH to the Flash Control register to select the Flash Sector Protect register.

3. Read and/or write the Flash Sector Protect register which is now at Register File 
address FF9H.

4. Write 00H to the Flash Control register to return the Flash Controller to its reset state.

Flash Write Protection Option Bit
The Flash Write Protect option bit can be enabled to block all program and erase opera-
tions from user code. For more information, see Option Bits on page 195.

Byte Programming
When the Flash Controller is unlocked, writes to Flash Memory from user code will pro-
gram a byte into the Flash if the address is located in the unlocked page. An erased Flash 
byte contains all ones (FFH). The programming operation can only be used to change bits 
from one to zero. To change a Flash bit (or multiple bits) from zero to one requires a Page 
Erase or Mass Erase operation.

Byte Programming can be accomplished using the eZ8 CPU’s LDC or LDCI instructions. 
For a description of the LDC and LDCI instructions, refer to eZ8™ CPU Core User Man-
ual (UM0128). 
PS019919-1207  Flash Memory



Z8 Encore! XP® 64K Series Flash Microcontrollers
Product Specification

224
Figure 47 displays the maximum current consumption in STOP mode with the VBO and 
Watchdog Timer enabled versus the power supply voltage. All GPIO pins are configured 
as outputs and driven High. 

Figure 47. Maximum STOP Mode Idd with VBO enabled versus Power Supply Voltage
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Figure 57 and Table 121 provide timing information for UART pins for the case where the 
Clear To Send input signal (CTS) is not used for flow control. In this example, it is 
assumed that the Driver Enable polarity has been configured to be Active Low and is 
represented here by DE. DE asserts after the UART Transmit Data Register has been 
written. DE remains asserted for multiple characters as long as the Transmit Data register 
is written with the next character before the current character has completed.

Figure 57. UART Timing without CTS

Table 121. UART Timing without CTS

Parameter Abbreviation

Delay (ns)

Minimum Maximum

T1 DE Assertion to TXD Falling Edge (Start) 
Delay

1 Bit period 1 Bit period +
 1 * XIN period

T2 End of Stop Bit(s) to DE Deassertion Delay 1 * XIN period 2 * XIN period

T1

TXD
(Output)

DE
(Output)

Start Bit 0

T2

Bit 7 Parity StopBit 1

End of
Stop Bit(s)
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XOR dst, src Logical Exclusive OR

XORX dst, src Logical Exclusive OR using Extended 
Addressing

Table 131. Program Control Instructions

Mnemonic Operands Instruction

BRK — On-Chip Debugger Break

BTJ p, bit, src, DA Bit Test and Jump

BTJNZ bit, src, DA Bit Test and Jump if Non-Zero

BTJZ bit, src, DA Bit Test and Jump if Zero

CALL dst Call Procedure

DJNZ dst, src, RA Decrement and Jump Non-Zero

IRET — Interrupt Return

JP dst Jump

JP cc dst Jump Conditional

JR DA Jump Relative

JR cc DA Jump Relative Conditional

RET — Return

TRAP vector Software Trap

Table 132. Rotate and Shift Instructions

Mnemonic Operands Instruction

BSWAP dst Bit Swap

RL dst Rotate Left

RLC dst Rotate Left through Carry

RR dst Rotate Right

RRC dst Rotate Right through Carry

SRA dst Shift Right Arithmetic

Table 130. Logical Instructions (Continued)

Mnemonic Operands Instruction
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SWAP dst dst[7:4] ↔ dst[3:0] R F0 X * * X - - 2 2

IR F1 2 3

TCM dst, src (NOT dst) AND src r r 62 - * * 0 - - 2 3

r Ir 63 2 4

R R 64 3 3

R IR 65 3 4

R IM 66 3 3

IR IM 67 3 4

TCMX dst, src (NOT dst) AND src ER ER 68 - * * 0 - - 4 3

ER IM 69 4 3

TM dst, src dst AND src r r 72 - * * 0 - - 2 3

r Ir 73 2 4

R R 74 3 3

R IR 75 3 4

R IM 76 3 3

IR IM 77 3 4

TMX dst, src dst AND src ER ER 78 - * * 0 - - 4 3

ER IM 79 4 3

TRAP Vector SP ← SP – 2
@SP ← PC
SP ← SP – 1
@SP ← FLAGS
PC ← @Vector

Vector F2 - - - - - - 2 6

WDT 5F - - - - - - 1 2

Table 133. eZ8 CPU Instruction Summary (Continued)

Assembly
Mnemonic Symbolic Operation

Address 
Mode

Opcode(s)
(Hex)

Flags
Fetch
Cycles

Instr.
Cyclesdst src C Z S V D H
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Z8F482x with 48 KB Flash, 10-Bit Analog-to-Digital Converter

Standard Temperature: 0 °C to 70 °C

Z8F4821PM020SC 48 KB 4 KB 29 23 3 8 1 1 2 PDIP 40-pin package

Z8F4821AN020SC 48 KB 4 KB 31 23 3 8 1 1 2 LQFP 44-pin package

Z8F4821VN020SC 48 KB 4 KB 31 23 3 8 1 1 2 PLCC 44-pin package

Z8F4822AR020SC 48 KB 4 KB 46 24 4 12 1 1 2 LQFP 64-pin package

Z8F4822VS020SC 48 KB 4 KB 46 24 4 12 1 1 2 PLCC 68-pin package

Z8F4823FT020SC 48 KB 4 KB 60 24 4 12 1 1 2 QFP 80-pin package

Extended Temperature: –40 °C to +105 °C

Z8F4821PM020EC 48 KB 4 KB 29 23 3 8 1 1 2 PDIP 40-pin package

Z8F4821AN020EC 48 KB 4 KB 31 23 3 8 1 1 2 LQFP 44-pin package

Z8F4821VN020EC 48 KB 4 KB 31 23 3 8 1 1 2 PLCC 44-pin package

Z8F4822AR020EC 48 KB 4 KB 46 24 4 12 1 1 2 LQFP 64-pin package

Z8F4822VS020EC 48 KB 4 KB 46 24 4 12 1 1 2 PLCC 68-pin package

Z8F4823FT020EC 48 KB 4 KB 60 24 4 12 1 1 2 QFP 80-pin package

Automotive/Industrial Temperature: –40 °C to +125 °C

Z8F4821PM020AC 48 KB 4 KB 29 23 3 8 1 1 2 PDIP 40-pin package

Z8F4821AN020AC 48 KB 4 KB 31 23 3 8 1 1 2 LQFP 44-pin package

Z8F4821VN020AC 48 KB 4 KB 31 23 3 8 1 1 2 PLCC 44-pin package

Z8F4822AR020AC 48 KB 4 KB 46 24 4 12 1 1 2 LQFP 64-pin package

Z8F4822VS020AC 48 KB 4 KB 46 24 4 12 1 1 2 PLCC 68-pin package

Z8F4823FT020AC 48 KB 4 KB 60 24 4 12 1 1 2 QFP 80-pin package
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