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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Connectivity CANbus, EBI/EMI, I²C, IrDA, LINbus, SmartCard, SPI, UART/USART

Peripherals Brown-out Detect/Reset, DMA, LCD, POR, PWM, WDT

Number of I/O 50

Program Memory Size 2MB (2M x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 512K x 8

Voltage - Supply (Vcc/Vdd) 1.8V ~ 3.8V

Data Converters A/D 16x12b SAR; D/A 2x12b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 64-TQFP
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EFM32GG11B520F2048GQ64-A 2048 512 Yes No No No No Yes 50 QFP64 -40 to +85°C

EFM32GG11B510F2048GQ64-A 2048 384 Yes No No No No Yes 50 QFP64 -40 to +85°C

EFM32GG11B520F2048GM64-A 2048 512 Yes No No No No Yes 53 QFN64 -40 to +85°C

EFM32GG11B510F2048GM64-A 2048 384 Yes No No No No Yes 53 QFN64 -40 to +85°C

EFM32GG11B520F2048IQ64-A 2048 512 Yes No No No No Yes 50 QFP64 -40 to +125°C

EFM32GG11B510F2048IQ64-A 2048 384 Yes No No No No Yes 50 QFP64 -40 to +125°C

EFM32GG11B520F2048IM64-A 2048 512 Yes No No No No Yes 53 QFN64 -40 to +125°C

EFM32GG11B510F2048IM64-A 2048 384 Yes No No No No Yes 53 QFN64 -40 to +125°C

EFM32GG11B420F2048GL120-A 2048 512 No Yes Yes Yes Yes Yes 93 BGA120 -40 to +85°C

EFM32GG11B420F2048IL120-A 2048 512 No Yes Yes Yes Yes Yes 93 BGA120 -40 to +125°C

EFM32GG11B420F2048GL112-A 2048 512 No Yes Yes Yes Yes Yes 87 BGA112 -40 to +85°C

EFM32GG11B420F2048IL112-A 2048 512 No Yes Yes Yes Yes Yes 87 BGA112 -40 to +125°C

EFM32GG11B420F2048GQ100-A 2048 512 No Yes Yes Yes Yes Yes 83 QFP100 -40 to +85°C

EFM32GG11B420F2048IQ100-A 2048 512 No Yes Yes Yes Yes Yes 83 QFP100 -40 to +125°C

EFM32GG11B420F2048GQ64-A 2048 512 No Yes Yes Yes Yes Yes 50 QFP64 -40 to +85°C

EFM32GG11B420F2048GM64-A 2048 512 No Yes Yes Yes Yes Yes 53 QFN64 -40 to +85°C

EFM32GG11B420F2048IQ64-A 2048 512 No Yes Yes Yes Yes Yes 50 QFP64 -40 to +125°C

EFM32GG11B420F2048IM64-A 2048 512 No Yes Yes Yes Yes Yes 53 QFN64 -40 to +125°C

EFM32GG11B320F2048GL112-A 2048 512 No No No No No Yes 90 BGA112 -40 to +85°C

EFM32GG11B310F2048GL112-A 2048 384 No No No No No Yes 90 BGA112 -40 to +85°C

EFM32GG11B320F2048GQ100-A 2048 512 No No No No No Yes 86 QFP100 -40 to +85°C

EFM32GG11B310F2048GQ100-A 2048 384 No No No No No Yes 86 QFP100 -40 to +85°C

EFM32GG11B120F2048GQ64-A 2048 512 No No No No No No 53 QFP64 -40 to +85°C

EFM32GG11B110F2048GQ64-A 2048 384 No No No No No No 53 QFP64 -40 to +85°C

EFM32GG11B120F2048GM64-A 2048 512 No No No No No No 56 QFN64 -40 to +85°C

EFM32GG11B110F2048GM64-A 2048 384 No No No No No No 56 QFN64 -40 to +85°C

EFM32GG11B120F2048IQ64-A 2048 512 No No No No No No 53 QFP64 -40 to +125°C

EFM32GG11B110F2048IQ64-A 2048 384 No No No No No No 53 QFP64 -40 to +125°C

EFM32GG11B120F2048IM64-A 2048 512 No No No No No No 56 QFN64 -40 to +125°C

EFM32GG11B110F2048IM64-A 2048 384 No No No No No No 56 QFN64 -40 to +125°C
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Figure 3.3.  EFM32GG11 Memory Map — Peripherals
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4.  Electrical Specifications

4.1  Electrical Characteristics

All electrical parameters in all tables are specified under the following conditions, unless stated otherwise:
• Typical values are based on TAMB=25 °C and VDD= 3.3 V, by production test and/or technology characterization.
• Minimum and maximum values represent the worst conditions across supply voltage, process variation, and operating temperature,

unless stated otherwise.

Refer to 4.1.2.1 General Operating Conditions for more details about operational supply and temperature limits.

EFM32GG11 Family Data Sheet
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Parameter Symbol Test Condition Min Typ Max Unit

Current consumption in
EM4H mode, with voltage
scaling enabled

IEM4H_VS 128 byte RAM retention, RTCC
running from LFXO

— 0.94 — µA

128 byte RAM retention, CRYO-
TIMER running from ULFRCO

— 0.62 — µA

128 byte RAM retention, no RTCC — 0.62 — µA

Current consumption in
EM4S mode

IEM4S No RAM retention, no RTCC — 0.13 — µA

Current consumption of pe-
ripheral power domain 1,
with voltage scaling enabled,
DCDC in LP mode3

IPD1_VS Additional current consumption in
EM2/3 when any peripherals on
power domain 1 are enabled4

— 0.68 — µA

Current consumption of pe-
ripheral power domain 2,
with voltage scaling enabled,
DCDC in LP mode3

IPD2_VS Additional current consumption in
EM2/3 when any peripherals on
power domain 2 are enabled4

— 0.28 — µA

Note:
1. DCDC Low Noise CCM Mode = Light Drive (PFETCNT=NFETCNT=3), F=6.4 MHz (RCOBAND=4), ANASW=DVDD.
2. DCDC Low Noise DCM Mode = Light Drive (PFETCNT=NFETCNT=3), F=3.0 MHz (RCOBAND=0), ANASW=DVDD.
3. DCDC Low Power Mode = Medium Drive (PFETCNT=NFETCNT=7), LPOSCDIV=1, LPCMPBIASEM234H=0, LPCLIMILIM-

SEL=1, ANASW=DVDD.
4. Extra current consumed by power domain. Does not include current associated with the enabled peripherals. See 3.2.4 EM2 and

EM3 Power Domains for a list of the peripherals in each power domain.
5. CMU_LFRCOCTRL_ENVREF = 1, CMU_LFRCOCTRL_VREFUPDATE = 1
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4.1.12  General-Purpose I/O (GPIO)

Table 4.20.  General-Purpose I/O (GPIO)

Parameter Symbol Test Condition Min Typ Max Unit

Input low voltage VIL GPIO pins — — IOVDD*0.3 V

Input high voltage VIH GPIO pins IOVDD*0.7 — — V

Output high voltage relative
to IOVDD

VOH Sourcing 3 mA, IOVDD ≥ 3 V,

DRIVESTRENGTH1 = WEAK

IOVDD*0.8 — — V

Sourcing 1.2 mA, IOVDD ≥ 1.62
V,

DRIVESTRENGTH1 = WEAK

IOVDD*0.6 — — V

Sourcing 20 mA, IOVDD ≥ 3 V,

DRIVESTRENGTH1 = STRONG

IOVDD*0.8 — — V

Sourcing 8 mA, IOVDD ≥ 1.62 V,

DRIVESTRENGTH1 = STRONG

IOVDD*0.6 — — V

Output low voltage relative to
IOVDD

VOL Sinking 3 mA, IOVDD ≥ 3 V,

DRIVESTRENGTH1 = WEAK

— — IOVDD*0.2 V

Sinking 1.2 mA, IOVDD ≥ 1.62 V,

DRIVESTRENGTH1 = WEAK

— — IOVDD*0.4 V

Sinking 20 mA, IOVDD ≥ 3 V,

DRIVESTRENGTH1 = STRONG

— — IOVDD*0.2 V

Sinking 8 mA, IOVDD ≥ 1.62 V,

DRIVESTRENGTH1 = STRONG

— — IOVDD*0.4 V

Input leakage current IIOLEAK All GPIO except LFXO pins, GPIO
≤ IOVDD, T ≤ 85 °C

— 0.1 TBD nA

LFXO Pins, GPIO ≤ IOVDD, T ≤
85 °C

— 0.1 TBD nA

All GPIO except LFXO pins, GPIO
≤ IOVDD, T > 85 °C

— — TBD nA

LFXO Pins, GPIO ≤ IOVDD, T >
85 °C

— — TBD nA

Input leakage current on
5VTOL pads above IOVDD

I5VTOLLEAK IOVDD < GPIO ≤ IOVDD + 2 V — 3.3 TBD µA

I/O pin pull-up/pull-down re-
sistor

RPUD TBD 40 TBD kΩ

Pulse width of pulses re-
moved by the glitch suppres-
sion filter

tIOGLITCH 15 25 35 ns
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4.1.15  Analog Comparator (ACMP)

Table 4.23.  Analog Comparator (ACMP)

Parameter Symbol Test Condition Min Typ Max Unit

Input voltage range VACMPIN ACMPVDD =
ACMPn_CTRL_PWRSEL 1

— — VACMPVDD V

Supply voltage VACMPVDD BIASPROG4 ≤ 0x10 or FULL-
BIAS4 = 0

1.8 — VVREGVDD_

MAX

V

0x10 < BIASPROG4 ≤ 0x20 and
FULLBIAS4 = 1

2.1 — VVREGVDD_

MAX

V

Active current not including
voltage reference2

IACMP BIASPROG4 = 1, FULLBIAS4 = 0 — 50 — nA

BIASPROG4 = 0x10, FULLBIAS4

= 0
— 306 — nA

BIASPROG4 = 0x02, FULLBIAS4

= 1
— 6.5 — µA

BIASPROG4 = 0x20, FULLBIAS4

= 1
— 74 TBD µA

Current consumption of inter-
nal voltage reference2

IACMPREF VLP selected as input using 2.5 V
Reference / 4 (0.625 V)

— 50 — nA

VLP selected as input using VDD — 20 — nA

VBDIV selected as input using
1.25 V reference / 1

— 4.1 — µA

VADIV selected as input using
VDD/1

— 2.4 — µA
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Parameter Symbol Test Condition Min Typ Max Unit

Slew rate5 SR DRIVESTRENGTH = 3,
INCBW=13

— 4.7 — V/µs

DRIVESTRENGTH = 3,
INCBW=0

— 1.5 — V/µs

DRIVESTRENGTH = 2,
INCBW=13

— 1.27 — V/µs

DRIVESTRENGTH = 2,
INCBW=0

— 0.42 — V/µs

DRIVESTRENGTH = 1,
INCBW=13

— 0.17 — V/µs

DRIVESTRENGTH = 1,
INCBW=0

— 0.058 — V/µs

DRIVESTRENGTH = 0,
INCBW=13

— 0.044 — V/µs

DRIVESTRENGTH = 0,
INCBW=0

— 0.015 — V/µs

Startup time6 TSTART DRIVESTRENGTH = 2 — — 12 µs

Input offset voltage VOSI DRIVESTRENGTH = 2 or 3, T =
25 °C

TBD — TBD mV

DRIVESTRENGTH = 1 or 0, T =
25 °C

TBD — TBD mV

DRIVESTRENGTH = 2 or 3,
across operating temperature
range

TBD — TBD mV

DRIVESTRENGTH = 1 or 0,
across operating temperature
range

TBD — TBD mV

DC power supply rejection
ratio9

PSRRDC Input referred — 70 — dB

DC common-mode rejection
ratio9

CMRRDC Input referred — 70 — dB

Total harmonic distortion THDOPA DRIVESTRENGTH = 2, 3x Gain
connection, 1 kHz, VOUT = 0.1 V
to VOPA - 0.1 V

— 90 — dB

DRIVESTRENGTH = 0, 3x Gain
connection, 0.1 kHz, VOUT = 0.1 V
to VOPA - 0.1 V

— 90 — dB
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EBI Read Enable Output Timing

Timing applies to both EBI_REn and EBI_NANDREn for all addressing modes and both polarities. Output timing for EBI_AD applies
only to multiplexed addressing modes D8A24ALE and D16A16ALE. All numbers are based on route locations 0,1,2 only (with all EBI
alternate functions using the same location at the same time). Timing is specified at 10% and 90% of IOVDD, 25 pF external loading,
and slew rate for all GPIO set to 6.

Table 4.38.  EBI Read Enable Output Timing

Parameter Symbol Test Condition Min Typ Max Unit

Output hold time, from trail-
ing EBI_REn / EBI_NAN-
DREn edge to EBI_AD,
EBI_A, EBI_CSn, EBI_BLn
invalid

tOH_REn IOVDD ≥ 1.62 V -23 +
(RDHOLD *

tHFCOR-

ECLK)

— — ns

IOVDD ≥ 3.0 V -13 +
(RDHOLD *

tHFCOR-

ECLK)

— — ns

Output setup time, from
EBI_AD, EBI_A, EBI_CSn,
EBI_BLn valid to leading
EBI_REn / EBI_NANDREn
edge 1

tOSU_REn IOVDD ≥ 1.62 V -12 +
(RDSETUP
* tHFCOR-

ECLK)

— — ns

IOVDD ≥ 3.0 V -11 +
(RDSETUP
* tHFCOR-

ECLK)

— — ns

EBI_REn pulse width1 2 tWIDTH_REn IOVDD ≥ 1.62 V -6 +
(MAX(1,

RDSTRB) *
tHFCOR-

ECLK)

— — ns

IOVDD ≥ 3.0 V -4 +
(MAX(1,

RDSTRB) *
tHFCOR-

ECLK)

— — ns

Note:
1. The figure shows the timing for the case that the half strobe length functionality is not used, i.e. HALFRE=0. The leading edge of

EBI_REn can be moved to the right by setting HALFRE=1. This decreases the length of tWIDTH_REn and increases the length of
tOSU_REn by 1/2 * tHFCLKNODIV.

2. When page mode is used, RDSTRB is replaced by RDPA for page hits.
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4.1.26  Ethernet (ETH)

MII Transmit Timing

Timing is specified with 3.0 V ≤ IOVDD ≤ 3.8 V, 25 pF external loading, and slew rate for all GPIO set to 6 unless otherwise indicated.

Table 4.42.  Ethernet MII Transmit Timing

Parameter Symbol Test Condition Min Typ Max Unit

TX_CLK frequency FTX_CLK Output slew rate set to 7 — 25 — MHz

TX_CLK duty cycle DCTX_CLK 35 — 65 %

Output delay, TX_CLK to
TXD[3:0], TX_EN, TX_ER

tOUT 0 — 25 ns

TX_CLK

TXD[3:0], 
TX_EN, TX_ER

tOUT

Figure 4.9.  Ethernet MII Transmit Timing
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SDIO MMC SDR Mode Timing at 3.0 V

Timing is specified for route location 0 at 3.0 V IOVDD with voltage scaling disabled. Slew rate for SD_CLK set to 7, all other GPIO set
to 6, DRIVESTRENGTH = STRONG for all pins. SDIO_CTRL_TXDLYMUXSEL = 1. Loading between 5 and 10 pF on all pins or be-
tween 10 and 20 pF on all pins.

Table 4.51.  SDIO MMC SDR Mode Timing (Location 0, 3V I/O)

Parameter Symbol Test Condition Min Typ Max Unit

Clock frequency during data
transfer

FSD_CLK Using HFRCO, AUXHFRCO, or
USHFRCO

— — 48 MHz

Using HFXO — — TBD MHz

Clock low time tWL Using HFRCO, AUXHFRCO, or
USHFRCO

9.4 — — ns

Using HFXO TBD — — ns

Clock high time tWH Using HFRCO, AUXHFRCO, or
USHFRCO

9.4 — — ns

Using HFXO TBD — — ns

Clock rise time tR 1.96 3.87 — ns

Clock fall time tF 1.67 3.31 — ns

Input setup time, CMD,
DAT[0:7] valid to SD_CLK

tISU 5.3 — — ns

Input hold time, SD_CLK to
CMD, DAT[0:7] change

tIH 2.5 — — ns

Output delay time, SD_CLK
to CMD, DAT[0:7] valid

tODLY 0 — 16 ns

Output hold time, SD_CLK to
CMD, DAT[0:7] change

tOH 3 — — ns

EFM32GG11 Family Data Sheet
Electrical Specifications

silabs.com | Building a more connected world. Preliminary Rev. 0.6  |  97



Figure 4.27.  EM0 and EM1 Mode Typical Supply Current vs. Supply

Typical supply current for EM2, EM3 and EM4H using standard software libraries from Silicon Laboratories.
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5.2  EFM32GG11B8xx in BGA152 Device Pinout

Figure 5.2.  EFM32GG11B8xx in BGA152 Device Pinout

The following table provides package pin connections and general descriptions of pin functionality. For detailed information on the sup-
ported features for each GPIO pin, see 5.20 GPIO Functionality Table or 5.21 Alternate Functionality Overview.

Table 5.2.  EFM32GG11B8xx in BGA152 Device Pinout

Pin Name Pin(s) Description Pin Name Pin(s) Description

PE15 A1 GPIO PE13 A2 GPIO

PE11 A3 GPIO PE9 A4 GPIO

PD12 A5 GPIO PD10 A6 GPIO

PF9 A7 GPIO PF7 A8 GPIO

PF13 A9 GPIO (5V) VBUS A10 USB VBUS signal and auxiliary input to
5 V regulator.

PF1 A11 GPIO (5V) PC15 A12 GPIO (5V)

PF11 A13 GPIO (5V) PF10 A14 GPIO (5V)
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Pin Name Pin(s) Description Pin Name Pin(s) Description

PF1 77 GPIO (5V) PF2 78 GPIO

VBUS 79 USB VBUS signal and auxiliary input to
5 V regulator. PF12 80 GPIO

PF5 81 GPIO PF6 84 GPIO

PF7 85 GPIO PF8 86 GPIO

PF9 87 GPIO PD9 88 GPIO

PD10 89 GPIO PD11 90 GPIO

PD12 91 GPIO PE8 92 GPIO

PE9 93 GPIO PE10 94 GPIO

PE11 95 GPIO PE12 96 GPIO

PE13 97 GPIO PE14 98 GPIO

PE15 99 GPIO PA15 100 GPIO

Note:
1. GPIO with 5V tolerance are indicated by (5V).
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Pin Name Pin(s) Description Pin Name Pin(s) Description

PB6 12 GPIO PC4 13 GPIO

PC5 14 GPIO PB7 15 GPIO

PB8 16 GPIO PA12 17 GPIO (5V)

PA13 18 GPIO (5V) PA14 19 GPIO

RESETn 20

Reset input, active low. To apply an ex-
ternal reset source to this pin, it is re-
quired to only drive this pin low during
reset, and let the internal pull-up ensure
that reset is released.

PB11 21 GPIO

PB12 22 GPIO AVDD 23
27 Analog power supply.

PB13 24 GPIO PB14 25 GPIO

PD0 28 GPIO (5V) PD1 29 GPIO

PD2 30 GPIO (5V) PD3 31 GPIO

PD4 32 GPIO PD5 33 GPIO

PD6 34 GPIO PD7 35 GPIO

PD8 36 GPIO PC6 37 GPIO

PC7 38 GPIO DVDD 39 Digital power supply.

DECOUPLE 40
Decouple output for on-chip voltage
regulator. An external decoupling ca-
pacitor is required at this pin.

PE4 41 GPIO

PE5 42 GPIO PE6 43 GPIO

PE7 44 GPIO VREGI 45 Input to 5 V regulator.

VREGO 46
Decoupling for 5 V regulator and regu-
lator output. Power for USB PHY in
USB-enabled OPNs

PF10 47 GPIO (5V)

PF11 48 GPIO (5V) PF0 49 GPIO (5V)

PF1 50 GPIO (5V) PF2 51 GPIO

VBUS 52 USB VBUS signal and auxiliary input to
5 V regulator. PF12 53 GPIO

PF5 54 GPIO PE8 56 GPIO

PE9 57 GPIO PE10 58 GPIO

PE11 59 GPIO PE12 60 GPIO

PE13 61 GPIO PE14 62 GPIO

PE15 63 GPIO PA15 64 GPIO

Note:
1. GPIO with 5V tolerance are indicated by (5V).
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5.19  EFM32GG11B1xx in QFN64 Device Pinout

Figure 5.19.  EFM32GG11B1xx in QFN64 Device Pinout

The following table provides package pin connections and general descriptions of pin functionality. For detailed information on the sup-
ported features for each GPIO pin, see 5.20 GPIO Functionality Table or 5.21 Alternate Functionality Overview.

Table 5.19.  EFM32GG11B1xx in QFN64 Device Pinout

Pin Name Pin(s) Description Pin Name Pin(s) Description

VSS 0 Ground PA0 1 GPIO

PA1 2 GPIO PA2 3 GPIO

PA3 4 GPIO PA4 5 GPIO

PA5 6 GPIO PA6 7 GPIO

IOVDD0
8
26
55

Digital IO power supply 0. PC0 9 GPIO (5V)

PC1 10 GPIO (5V) PC2 11 GPIO (5V)
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Alternate LOCATION

Functionality 0 - 3 4 - 7 Description

SDIO_DAT7

0: PD9
1: PB4 SDIO Data 7.

SDIO_WP

0: PF9
1: PC5
2: PB15
3: PB9

SDIO Write Protect.

TIM0_CC0

0: PA0
1: PF6
2: PD1
3: PB6

4: PF0
5: PC4
6: PA8
7: PA1

Timer 0 Capture Compare input / output channel 0.

TIM0_CC1

0: PA1
1: PF7
2: PD2
3: PC0

4: PF1
5: PC5
6: PA9
7: PA0

Timer 0 Capture Compare input / output channel 1.

TIM0_CC2

0: PA2
1: PF8
2: PD3
3: PC1

4: PF2
5: PA7
6: PA10
7: PA13

Timer 0 Capture Compare input / output channel 2.

TIM0_CDTI0

0: PA3
1: PC13
2: PF3
3: PC2

4: PB7

Timer 0 Complimentary Dead Time Insertion channel 0.

TIM0_CDTI1

0: PA4
1: PC14
2: PF4
3: PC3

4: PB8

Timer 0 Complimentary Dead Time Insertion channel 1.

TIM0_CDTI2

0: PA5
1: PC15
2: PF5
3: PC4

4: PB11

Timer 0 Complimentary Dead Time Insertion channel 2.

TIM1_CC0

0: PC13
1: PE10
2: PB0
3: PB7

4: PD6
5: PF2
6: PF13
7: PI6

Timer 1 Capture Compare input / output channel 0.

TIM1_CC1

0: PC14
1: PE11
2: PB1
3: PB8

4: PD7
5: PF3
6: PF14
7: PI7

Timer 1 Capture Compare input / output channel 1.

TIM1_CC2

0: PC15
1: PE12
2: PB2
3: PB11

4: PC13
5: PF4
6: PF15
7: PI8

Timer 1 Capture Compare input / output channel 2.

TIM1_CC3

0: PC12
1: PE13
2: PB3
3: PB12

4: PC14
5: PF12
6: PF5
7: PI9

Timer 1 Capture Compare input / output channel 3.

TIM2_CC0

0: PA8
1: PA12
2: PC8
3: PF2

4: PB6
5: PC2
6: PG8
7: PG5

Timer 2 Capture Compare input / output channel 0.
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Table 5.26.  ACMP3 Bus and Pin Mapping
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Table 7.2.   BGA152 PCB Land Pattern Dimensions

Dimension Min Nom Max

X 0.20

C1 6.50

C2 6.50

E1 0.5

E2 0.5

Note:
1. All dimensions shown are in millimeters (mm) unless otherwise noted.
2. Dimensioning and Tolerancing is per the ANSI Y14.5M-1994 specification.
3. This Land Pattern Design is based on the IPC-7351 guidelines.
4. All metal pads are to be non-solder mask defined (NSMD). Clearance between the solder mask and the metal pad is to be 60 µm

minimum, all the way around the pad.
5. A stainless steel, laser-cut and electro-polished stencil with trapezoidal walls should be used to assure good solder paste release.
6. The stencil thickness should be 0.125 mm (5 mils).
7. The ratio of stencil aperture to land pad size should be 1:1.
8. A No-Clean, Type-3 solder paste is recommended.
9. The recommended card reflow profile is per the JEDEC/IPC J-STD-020C specification for Small Body Components.
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Table 9.1.   BGA112 Package Dimensions

Dimension Min Typ Max

A - - 1.30

A1 0.55 0.60 0.65

A2 0.21 BSC

A3 0.30 0.35 0.40

d 0.43 0.48 0.53

D 10.00 BSC

D1 8.00 BSC

E 10.00 BSC

E1 8.00 BSC

e1 0.80 BSC

e2 0.80 BSC

L1 1.00 REF

L2 1.00 REF

Note:
1. All dimensions shown are in millimeters (mm) unless otherwise noted.
2. Dimensioning and Tolerancing per ANSI Y14.5M-1994.
3. Recommended card reflow profile is per the JEDEC/IPC J-STD-020 specification for Small Body Components.
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Table 11.1.   TQFP64 Package Dimensions

Dimension Min Typ Max

A — 1.15 1.20

A1 0.05 — 0.15

A2 0.95 1.00 1.05

b 0.17 0.22 0.27

b1 0.17 0.20 0.23

c 0.09 — 0.20

c1 0.09 — 0.16

D 12.00 BSC

D1 10.00 BSC

e 0.50 BSC

E 12.00 BSC

E1 10.00 BSC

L 0.45 0.60 0.75

L1 1.00 REF

R1 0.08 — —

R2 0.08 — 0.20

S 0.20 — —

θ 0 3.5 7

ϴ1 0 — 0.10

ϴ2 11 12 13

ϴ3 11 12 13

Note:
1. All dimensions shown are in millimeters (mm) unless otherwise noted.
2. Dimensioning and Tolerancing per ANSI Y14.5M-1994.
3. Recommended card reflow profile is per the JEDEC/IPC J-STD-020 specification for Small Body Components.
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