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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
Pin Diagrams (Continued) 

36-Pin VTLA(2)

Note 1: The RPn pins can be used by any remappable peripheral. See Table 1 for the list of available peripherals.
2: The metal pad at the bottom of the device is not connected to any pins and is recommended to be connected 

to VSS externally.
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
FIGURE 4-2: PROGRAM MEMORY MAP FOR dsPIC33FJ32(GP/MC)101/102/104 DEVICES 

0x000000

0x0000FE
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Device Configuration

User Program
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0x0057FA(11.2K instructions)
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Note 1: On Reset, these bits are automatically copied into the device Configuration Shadow registers.
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Bit 3 Bit 2 Bit 1 Bit 0
All

Resets

IN DDRERR STKERR OSCFAIL — 0000

IN — INT2EP INT1EP INT0EP 0000

IF T1IF OC1IF IC1IF INT0IF 0000

IF CNIF CMIF MI2C1IF SI2C1IF 0000

IF — — — — 0000

IF — — — — 0000

IF — — U1EIF FLTB1IF(3) 0000

IE T1IE OC1IE IC1IE INT0IE 0000

IE CNIE CMIE MI2C1IE SI2C1IE 0000

IE — — — — 0000

IE — — — — 0000

IE — — U1EIE FLTB1IE(3) 0000

IP — INT0IP2:0> 4444

IP — — — — 4440

IP — T3IP2 T3IP1 T3IP0 4444

IP — U1TXIP2 U1TXIP1 U1TXIP0 0044

IP — SI2C1IP2 SI2C1IP1 SI2C1IP0 4444

IP — INT1IP2 INT1IP1 INT1IP0 0004

IP — — — — 4000

IP — T5IP2(2) T5IP1(2) T5IP0(2) 0044

IP — — — — 0040

IP — — — — 0040

IP — — — — 4400

IP — FLTB1IP2(3) FLTB1IP1(3) FLTB1IP0(3) 0040

IP — — — — 0040

IN ECNUM3 VECNUM2 VECNUM1 VECNUM0 0000

Le
N

BLE 4-6: INTERRUPT CONTROLLER REGISTER MAP

SFR 
Name

SFR 
Addr

Bit 15 Bit 14 Bit 13 Bit 12 Bit 11 Bit 10 Bit 9 Bit 8 Bit 7 Bit 6 Bit 5 Bit 4

TCON1 0080 NSTDIS OVAERR OVBERR COVAERR COVBERR OVATE OVBTE COVTE SFTACERR DIV0ERR — MATHERR A

TCON2 0082 ALTIVT DISI — — — — — — — — — —

S0 0084 — — AD1IF U1TXIF U1RXIF SPI1IF SPI1EIF T3IF T2IF OC2IF IC2IF —

S1 0086 — — INT2IF T5IF(2) T4IF(2) — — — — — — INT1IF

S2 0088 — — — — — — — — — — IC3IF —

S3 008A FLTA1IF(1) RTCIF — — — — PWM1IF(1) — — — — —

S4 008C — — CTMUIF — — — — — — — — —

C0 0094 — — AD1IE U1TXIE U1RXIE SPI1IE SPI1EIE T3IE T2IE OC2IE IC2IE —

C1 0096 — — INT2IE T5IE(2) T4IE(2) — — — — — — INT1IE

C2 0098 — — — — — — — — — — IC3IE —

C3 009A FLTA1IE(1) RTCIE — — — — PWM1IE(1) — — — — —

C4 009C — — CTMUIE — — — — — — — — —

C0 00A4 — T1IP2 T1IP1 T1IP0 — OC1IP2 OC1IP1 OC1IP0 — IC1IP2 IC1IP1 IC1IP0

C1 00A6 — T2IP2 T2IP1 T2IP0 — OC2IP2 OC2IP1 OC2IP0 — IC2IP2 IC2IP1 IC2IP0

C2 00A8 — U1RXIP2 U1RXIP1 U1RXIP0 — SPI1IP2 SPI1IP1 SPI1IP0 — SPI1EIP2 SPI1EIP1 SPI1EIP0

C3 00AA — — — — — — — — — AD1IP2 AD1IP1 AD1IP0

C4 00AC — CNIP2 CNIP1 CNIP0 — CMIP2 CMIP1 CMIP0 — MI2C1IP2 MI2C1IP1 MI2C1IP0

C5 00AE — — — — — — — — — — — —

C6 00B0 — T4IP2(2) T4IP1(2) T4IP0(2) — — — — — — — —

C7 00B2 — — — — — — — — — INT2IP2 INT2IP1 INT2IP0

C9 00B6 — — — — — — — — — IC3IP2 IC3IP1 IC3IP0

C14 00C0 — — — — — — — — — PWM1IP2(1) PWM1IP1(1) PWM1IP0(1)

C15 00C2 — FLTA1IP2(1) FLTA1IP1(1) FLTA1IP0(1) — RTCIP2 RTCIP1 RTCIP0 — — — —

C16 00C4 — — — — — — — — — U1EIP2 U1EIP1 U1EIP0

C19 00CA — — — — — — — — — CTMUIP2 CTMUIP1 CTMUIP0

TTREG 00E0 — — — — ILR3 ILR2 ILR1 ILR0 — VECNUM6 VECNUM5 VECNUM4 V

gend: — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
ote 1: These bits are available in dsPIC33FJXXMC10X devices only.

2: These bits are available in dsPIC33FJ32(GP/MC)10X devices only.
3: These bits are available in dsPIC33FJ(16/32)MC102/104 devices only.



dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
6.2 System Reset

The dsPIC33FJ16(GP/MC)101/102 and
dsPIC33FJ32(GP/MC)101/102/104 family of devices
have two types of Reset:

• Cold Reset

• Warm Reset

A Cold Reset is the result of a POR or a BOR. On a
Cold Reset, the FNOSC<2:0> Configuration bits in the
FOSCSEL Configuration register selects the device
clock source. 

A Warm Reset is the result of all other Reset sources,
including the RESET instruction. On Warm Reset, the
device will continue to operate from the current clock
source as indicated by the Current Oscillator Selec-
tion (COSC<2:0>) bits in the Oscillator Control
(OSCCON<14:12>) register. 

The device is kept in a Reset state until the system
power supplies have stabilized at appropriate levels
and the oscillator clock is ready. The sequence in
which this occurs is shown in Figure 6-2.

TABLE 6-1: OSCILLATOR DELAY

Oscillator Mode
Oscillator 

Start-up Delay
Oscillator Start-up 

Timer
PLL Lock Time Total Delay

FRC, FRCDIV16, 
FRCDIVN

TOSCD(1) — — TOSCD

FRCPLL TOSCD(1) — TLOCK(3) TOSCD(1) + TLOCK(3)

MS TOSCD(1) TOST(2) — TOSCD(1) + TOST(2)

HS TOSCD(1) TOST(2) — TOSCD(1) + TOST(2)

EC — — — —

MSPLL TOSCD(1) TOST(2) TLOCK(3) TOSCD(1) + TOST(2) + TLOCK(3)

ECPLL — — TLOCK(3) TLOCK(3)

SOSC TOSCD(1) TOST(2) — TOSCD(1) + TOST(2)

LPRC TOSCD(1) — — TOSCD(1)

Note 1: TOSCD = Oscillator Start-up Delay (1.1 s max. for FRC, 70 s max. for LPRC). Crystal oscillator start-up 
times vary with crystal characteristics, load capacitance, etc.

2: TOST = Oscillator Start-up Timer Delay (1024 oscillator clock period). For example, TOST = 102.4 s for a 
10 MHz crystal and TOST = 32 ms for a 32 kHz crystal.

3: TLOCK = PLL Lock time (1.5 ms nominal) if PLL is enabled.
DS70000652F-page 90  2011-2014 Microchip Technology Inc.



dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
     

     

REGISTER 7-12: IEC2: INTERRUPT ENABLE CONTROL REGISTER 2

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 R/W-0 U-0 U-0 U-0 U-0 U-0

— — IC3IE — — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-6 Unimplemented: Read as ‘0’

bit 5 IC3IE: Input Capture Channel 3 Interrupt Enable bit

1 = Interrupt request is enabled
0 = Interrupt request is not enabled

bit 4-0 Unimplemented: Read as ‘0’

REGISTER 7-13: IEC3: INTERRUPT ENABLE CONTROL REGISTER 3

R/W-0 R/W-0 U-0 U-0 U-0 U-0 R/W-0 U-0

FLTA1IE(1) RTCIE — — — — PWM1IE(1) —

bit 15 bit 8

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 FLTA1IE: PWM1 Fault A Interrupt Enable bit(1)

1 = Interrupt request is enabled
0 = Interrupt request is not enabled

bit 14 RTCIE: RTCC Interrupt Enable bit

1 = Interrupt request is enabled
0 = Interrupt request is not enabled

bit 13-10 Unimplemented: Read as ‘0’

bit 9 PWM1IE: PWM1 Interrupt Enable bit(1)

1 = Interrupt request is enabled
0 = Interrupt request is not enabled

bit 8-0 Unimplemented: Read as ‘0’

Note 1: These bits are available in dsPIC(16/32)MC10X devices only.
DS70000652F-page 110  2011-2014 Microchip Technology Inc.



dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
REGISTER 7-19: IPC4: INTERRUPT PRIORITY CONTROL REGISTER 4

U-0 R/W-1 R/W-0 R/W-0 U-0 R/W-1 R/W-0 R/W-0

— CNIP2 CNIP1 CNIP0 — CMIP2 CMIP1 CMIP0

bit 15 bit 8

U-0 R/W-1 R/W-0 R/W-0 U-0 R/W-1 R/W-0 R/W-0

— MI2C1IP2 MI2C1IP1 MI2C1IP0 — SI2C1IP2 SI2C1IP1 SI2C1IP0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’

bit 14-12 CNIP<2:0>: Change Notification Interrupt Priority bits

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 11 Unimplemented: Read as ‘0’

bit 10-8 CMIP<2:0>: Comparator Interrupt Priority bits

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 7 Unimplemented: Read as ‘0’

bit 6-4 MI2C1IP<2:0>: I2C1 Master Events Interrupt Priority bits

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled

bit 3 Unimplemented: Read as ‘0’

bit 2-0 SI2C1IP<2:0>: I2C1 Slave Events Interrupt Priority bits

111 = Interrupt is Priority 7 (highest priority interrupt)
•
•
•
001 = Interrupt is Priority 1
000 = Interrupt source is disabled
DS70000652F-page 116  2011-2014 Microchip Technology Inc.



dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
FIGURE 10-1: BLOCK DIAGRAM OF A TYPICAL SHARED PORT STRUCTURE 
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
REGISTER 10-2: RPINR1: PERIPHERAL PIN SELECT INPUT REGISTER 1

U-0 U-0 U-0 U-0 U-0 U-0 U-0 U-0

— — — — — — — —

bit 15 bit 8

U-0 U-0 U-0 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

— — — INT2R4 INT2R3 INT2R2 INT2R1 INT2R0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-5 Unimplemented: Read as ‘0’ 

bit 4-0 INT2R<4:0>: Assign External Interrupt 2 (INTR2) to the Corresponding RPn Pin bits

11111 = Input tied to VSS

11110 = Reserved
.
.
.
11010 = Reserved 
11001 = Input tied to RP25
.
.
.
00001 = Input tied to RP1
00000 = Input tied to RP0
DS70000652F-page 148  2011-2014 Microchip Technology Inc.



dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
\

REGISTER 10-23: RPOR12: PERIPHERAL PIN SELECT OUTPUT REGISTER 12

U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — RP25R<4:0>(1)

bit 15 bit 8

U-0 U-0 U-0 R/W-0 R/W-0 R/W-0 R/W-0 R/W-0

— — — RP24R<4:0>(1)

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15-13 Unimplemented: Read as ‘0’ 

bit 12-8 RP25R<4:0>: Peripheral Output Function is Assigned to RP25 Output Pin bits(1)

(see Table 10-2 for peripheral function numbers)

bit 7-5 Unimplemented: Read as ‘0’ 

bit 4-0 RP24R<4:0>: Peripheral Output Function is Assigned to RP24 Output Pin bits(1)

(see Table 10-2 for peripheral function numbers)

Note 1: These bits are available in dsPIC33FJ32(GP/MC)104 devices only.
 2011-2014 Microchip Technology Inc. DS70000652F-page 163



dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
FIGURE 12-2: TIMER2 AND TIMER4 (16-BIT) BLOCK DIAGRAM(1) 

FIGURE 12-3: TIMER3 AND TIMER5 (16-BIT) BLOCK DIAGRAM(1)
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
17.0 INTER-INTEGRATED CIRCUIT™ 
(I2C™)

The Inter-Integrated Circuit™ (I2C™) module provides
complete hardware support for both Slave and Multi-
Master modes of the I2C serial communication
standard, with a 16-bit interface. 

The I2C module has a 2-pin interface:

• The SCLx pin is clock
• The SDAx pin is data

The I2C module offers the following key features:

• I2C interface supporting both Master and Slave 
modes of operation

• I2C Slave mode supports 7-bit and 10-bit addresses

• I2C Master mode supports 7-bit and 10-bit addresses

• I2C port allows bidirectional transfers between 
master and slaves

• Serial clock synchronization for I2C port can be 
used as a handshake mechanism to suspend and 
resume serial transfer (SCLREL control)

• I2C supports multi-master operation, detects bus 
collision and arbitrates accordingly

17.1 Operating Modes

The hardware fully implements all the master and slave
functions of the I2C Standard and Fast mode
specifications, as well as 7-Bit and 10-Bit Addressing.

The I2C module can operate either as a slave or a
master on an I2C bus.

The following types of I2C operation are supported:

• I2C slave operation with 7-Bit Addressing

• I2C slave operation with 10-Bit Addressing

• I2C master operation with 7-Bit or 
10-Bit Addressing

For details about the communication sequence in each
of these modes, refer to the Microchip web site
(www.microchip.com) for the latest “dsPIC33/PIC24
Family Reference Manual” sections.

17.2 I2C Registers

I2CxCON and I2CxSTAT are control and status
registers, respectively. The I2CxCON register is
readable and writable. The lower six bits of I2CxSTAT
are read-only. The remaining bits of the I2CxSTAT are
read/write.

• I2CxRSR is the shift register used for shifting data

• I2CxRCV is the receive buffer and the register to 
which data bytes are written or from which data 
bytes are read

• I2CxTRN is the transmit register to which bytes 
are written during a transmit operation

• I2CxADD register holds the slave address

• ADD10 status bit indicates 10-Bit Addressing 
mode

• I2CxBRG acts as the Baud Rate Generator (BRG) 
reload value 

In receive operations, I2CxRSR and I2CxRCV together
form a double-buffered receiver. When I2CxRSR
receives a complete byte, it is transferred to I2CxRCV
and an interrupt pulse is generated. 

Note 1: This data sheet summarizes the features
of the dsPIC33FJ16(GP/MC)101/102 and
dsPIC33FJ32(GP/MC)101/102/104 family
devices. It is not intended to be a
comprehensive reference source. To com-
plement the information in this data sheet,
refer to “Inter-Integrated Circuit™
(I2C™)” (DS70195) in the “dsPIC33/
PIC24 Family Reference Manual”, which
is available from the Microchip web site
(www.microchip.com).

2: Some registers and associated bits
described in this section may not be
available on all devices. Refer to
Section 4.0 “Memory Organization” in
this data sheet for device-specific register
and bit information.
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
REGISTER 21-7: RTCVAL (WHEN RTCPTR<1:0> = 00): RTCC MINUTES AND SECONDS VALUE 
REGISTER  

U-0 R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

— MINTEN2 MINTEN1 MINTEN0 MINONE3 MINONE2 MINONE1 MINONE0

bit 15 bit 8

U-0 R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x R/W-x

— SECTEN2 SECTEN1 SECTEN0 SECONE3 SECONE2 SECONE1 SECONE0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 15 Unimplemented: Read as ‘0’

bit 14-12 MINTEN<2:0>: Binary Coded Decimal Value of Minute’s Tens Digit bits

Contains a value from 0 to 5.

bit 11-8 MINONE<3:0>: Binary Coded Decimal Value of Minute’s Ones Digit bits

Contains a value from 0 to 9.

bit 7 Unimplemented: Read as ‘0’

bit 6-4 SECTEN<2:0>: Binary Coded Decimal Value of Second’s Tens Digit bits

Contains a value from 0 to 5.

bit 3-0 SECONE<3:0>: Binary Coded Decimal Value of Second’s Ones Digit bits

Contains a value from 0 to 9.
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
TABLE 26-7: DC CHARACTERISTICS: IDLE CURRENT (IIDLE)  

DC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Parameter 
No.

Typical(1) Max Units Conditions

Idle Current (IIDLE): Core Off, Clock On Base Current(2) – dsPIC33FJ16(GP/MC)10X Devices 

DC40d 0.4 1.0 mA -40°C

3.3V
LPRC 

(32.768 kHz)(3)
DC40a 0.4 1.0 mA +25°C

DC40b 0.4 1.0 mA +85°C

DC40c 0.5 1.0 mA +125°C

DC41d 0.5 1.1 mA -40°C

3.3V 1 MIPS(3)DC41a 0.5 1.1 mA +25°C

DC41b 0.5 1.1 mA +85°C

DC41c 0.8 1.1 mA +125°C

DC42d 0.9 1.6 mA -40°C

3.3V 4 MIPS(3)DC42a 0.9 1.6 mA +25°C

DC42b 1.0 1.6 mA +85°C

DC42c 1.2 1.6 mA +125°C

DC43a 1.6 2.6 mA +25°C

3.3V 10 MIPS(3)2.6DC43d 1.6 mA -40°C

DC43b 1.7 2.6 mA +85°C

DC43c 2 2.6 mA +125°C

DC44d 2.4 3.8 mA -40°C

3.3V 16 MIPS(3)DC44a 2.4 3.8 mA +25°C

DC44b 2.6 3.8 mA +85°C

DC44c 2.9 3.8 mA +125°C

Note 1: Data in “Typical” column is at 3.3V, +25°C unless otherwise stated.

2: Base Idle current is measured as follows:

• CPU core is off, oscillator is configured in EC mode, OSC1 is driven with external square wave from 
rail-to-rail

• CLKO is configured as an I/O input pin in the Configuration Word

• External Secondary Oscillator (SOSC) is disabled (i.e., SOSCO and SOSCI pins are configured as 
digital I/O inputs)

• All I/O pins are configured as inputs and pulled to VSS

• MCLR = VDD, WDT and FSCM are disabled

• No peripheral modules are operating; however, every peripheral is being clocked (PMDx bits are all 
zeroed)

3: These parameters are characterized, but not tested in manufacturing.
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
FIGURE 26-4: RESET, WATCHDOG TIMER, OSCILLATOR START-UP TIMER AND POWER-UP 
TIMER TIMING CHARACTERISTICS       

VDD

MCLR

Internal
POR

PWRT
Time-out

OSC
Time-out

Internal
Reset

Watchdog
Timer Reset

SY11

SY10

SY20
SY13

I/O Pins

SY13

Note: Refer to Figure 26-1 for load conditions.

FSCM
Delay

SY35

SY30

SY12

TABLE 26-21: RESET, WATCHDOG TIMER, OSCILLATOR START-UP TIMER, POWER-UP TIMER 
AND BROWN-OUT RESET TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 3.0V to 3.6V
(unless otherwise stated)
Operating temperature -40°C  TA  +85°C for Industrial

-40°C  TA  +125°C for Extended

Param
No.

Symb Characteristic(1) Min Typ(2) Max Units Conditions

SY10 TMCL MCLR Pulse Width (low) 2 — — s

SY11 TPWRT Power-up Timer Period — 64 — ms 

SY12 TPOR Power-on Reset Delay 3 10 30 s

SY13 TIOZ I/O High-Impedance from MCLR 
Low or Watchdog Timer Reset

— — 1.2 s

SY20 TWDT1 Watchdog Timer Time-out 
Period

— — — ms See Section 23.4 “Watchdog 
Timer (WDT)” and LPRC 
Parameter F21a (Table 26-19).

SY30 TOST Oscillator Start-up Time — 1024 * TOSC — — TOSC = OSC1 period

SY35 TFSCM Fail-Safe Clock Monitor Delay — 500 900 s

Note 1: These parameters are characterized but are not tested in manufacturing.
2: Data in “Typ” column is at 3.3V, +25°C unless otherwise stated.
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
FIGURE 26-24: SPIx SLAVE MODE (FULL-DUPLEX, CKE = 1, CKP = 1, SMP = 0) TIMING 
CHARACTERISTICS FOR dsPIC33FJ32(GP/MC)10X

SSx

SCKx
(CKP = 0)

SCKx
(CKP = 1)

SDOx

SP60

SDIx

SP30,SP31

MSb Bit 14 - - - - - -1 LSb

SP51

MSb In Bit 14 - - - -1 LSb In

SP35

SP52

SP52

SP73SP72

SP72SP73SP70

SP40

SP41

Note: Refer to Figure 26-1 for load conditions.

SP50
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
Note: For the most current package drawings, please see the Microchip Packaging Specification located at 
http://www.microchip.com/packaging
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dsPIC33FJ16(GP/MC)101/102 AND dsPIC33FJ32(GP/MC)101/102/104
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for dsPIC33FJ32(GP/MC)10X .......................... 317
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