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Welcome to E-XFL.COM

Understanding Embedded - Microprocessors

Embedded microprocessors are specialized computing
chips designed to perform specific tasks within an
embedded system. Unlike general-purpose
microprocessors found in personal computers, embedded
microprocessors are tailored for dedicated functions within
larger systems, offering optimized performance, efficiency,
and reliability. These microprocessors are integral to the
operation of countless electronic devices, providing the
computational power necessary for controlling processes,
handling data, and managing communications.

Applications of Embedded - Microprocessors

Embedded microprocessors are utilized across a broad
spectrum of applications, makina them indispensable in

Obsolete

MPC8xx

1 Core, 32-Bit

66MHz

Communications; CPM
DRAM

No

10Mbps (4), 10/100Mbps (1)

3.3V

-40°C ~ 95°C (TA)
357-BBGA
357-PBGA (25x25)
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Features

2 Features

The following list summarizes the key MPC860 features:

» Embedded single-issue, 32-bit core (implementing the Power Architecture technology) with
thirty-two 32-bit general-purpose registers (GPRs)

The core performs branch prediction with conditional prefetch without conditional execution.
4- or 8-Kbyte data cache and 4- or 16-Kbyte instruction cache (see Table 1)

— 16-Kbyte instruction caches are four-way, set-associative with 256 sets; 4-Kbyte instruction
caches are two-way, set-associative with 128 sets.

— 8-Kbyte data caches are two-way, set-associative with 256 sets; 4-Kbyte data caches are
two-way, set-associative with 128 sets.

— Cache coherency for both instruction and data caches is maintained on 128-bit (4-word)
cache blocks.

— Caches are physically addressed, implement a least recently used (LRU) replacement
algorithm, and are lockable on a cache block basis.

MMUs with 32-entry TLB, fully-associative instruction, and data TLBs

MMUs support multiple page sizes of 4-, 16-, and 512-Kbytes, and 8-Mbytes; 16 virtual
address spaces and 16 protection groups

Advanced on-chip-emulation debug mode

* Up to 32-bit data bus (dynamic bus sizing for 8, 16, and 32 bits)
* 32 address lines

* Operates at up to 80 MHz

» Memory controller (eight banks)

Contains complete dynamic RAM (DRAM) controller
Each bank can be a chip select or RAS to support a DRAM bank.
Up to 15 wait states programmable per memory bank

Glueless interface to DRAM, SIMMS, SRAM, EPROM, Flash EPROM, and other memory
devices

DRAM controller programmable to support most size and speed memory interfaces
Four CAS lines, four WE lines, and one OE line

Boot chip-select available at reset (options for 8-, 16-, or 32-bit memory)

Variable block sizes (32 Kbytes to 256 Mbytes)

Selectable write protection

On-chip bus arbitration logic

* General-purpose timers

Four 16-bit timers or two 32-bit timers
Gate mode can enable/disable counting
Interrupt can be masked on reference match and event capture.
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Thermal Characteristics

Figure 1 shows the undershoot and overshoot voltages at the interface of the MPC860.

Vopn/VppL +20% — —— — — = —— — — —— — — —— — — —
VlH _________
ViL | : |
GND-0.7V — - - — - - = -
_;T T;_ Not to Exceed 10% —> 1.
Note: of tinterface1 b

1. tinterface refers to the clock period associated with the bus clock interface.

Figure 1. Undershoot/Overshoot Voltage for Vppy and Vpp

4 Thermal Characteristics
Table 3. Package Description

Package Designator Package Code (Case No.) Package Description
ZP 5050 (1103-01) PBGA 357 25*25*0.9P1.27
ZQ/VR 5058 (1103D-02) PBGA 357 25*25*1.2P1.27

MPC860 PowerQUICC Family Hardware Specifications, Rev. 10
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Power Dissipation

5 Power Dissipation

Table 5 provides power dissipation information. The modes are 1:1, where CPU and bus speeds are equal,
and 2:1, where CPU frequency is twice the bus speed.

Table 5. Power Dissipation (Pp)

Die Revision Frequency (MHz) Typical Maximum 2 Unit
D.4 50 656 735 mwW
(1:1 mode) 66 TBD TBD mw
D.4 66 722 762 mwW
(2:1 mode) 80 851 909 mw

1 Typical power dissipation is measured at 3.3 V.
2 Maximum power dissipation is measured at 3.5 V.

NOTE

Values in Table 5 represent Vppy -based power dissipation and do not
include I/0O power dissipation over Vppg. I/O power dissipation varies
widely by application due to buffer current, depending on external circuitry.

6 DC Characteristics

Table 6 provides the DC electrical characteristics for the MPC860.
Table 6. DC Electrical Specifications

Characteristic Symbol Min Max Unit
Operating voltage at 40 MHz or less Voou: Voous Vobsyn 3.0 3.6 \
KAPWR 2.0 3.6 \Y
(power-down mode)
KAPWR Vppy — 0.4 VbDH Vv
(all other operating modes)
Operating voltage greater than 40 MHz Vopns Voo, KAPWR, 3.135 3.465 Vv
VbpsyN
KAPWR 2.0 3.6 \Y
(power-down mode)
KAPWR Vppn — 0.4 VbpH \Y
(all other operating modes)
Input high voltage (all inputs except EXTAL and ViH 2.0 55 \'%
EXTCLK)
Input low voltage' Vi GND 0.8
EXTAL, EXTCLK input hlgh voItage VIHC 0.7 x (VDDH) VDDH +0.3
Input leakage current, Vi, = 5.5 V (except TMS, TRST, lin — 100 pA

DSCK, and DSDI pins)

MPC860 PowerQUICC Family Hardware Specifications, Rev. 10
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Layout Practices

where:
W1 = thermal characterization parameter
Tt = thermocouple temperature on top of package
Pp = power dissipation in package

The thermal characterization parameter is measured per JEDEC JESD51-2 specification using a 40 gauge
type T thermocouple epoxied to the top center of the package case. The thermocouple should be positioned
so that the thermocouple junction rests on the package. A small amount of epoxy is placed over the
thermocouple junction and over 1 mm of wire extending from the junction. The thermocouple wire is
placed flat against the package case to avoid measurement errors caused by cooling effects of the
thermocouple wire.

7.6 References

Semiconductor Equipment and Materials International (415) 964-5111
805 East Middlefield Rd.
Mountain View, CA 94043

MIL-SPEC and EIA/JESD (JEDEC) Specifications 800-854-7179 or
(Available from Global Engineering Documents) 303-397-7956
JEDEC Specifications http://www.jedec.org

1. C.E. Triplett and B. Joiner, “An Experimental Characterization of a 272 PBGA Within an
Automotive Engine Controller Module,” Proceedings of SemiTherm, San Diego, 1998, pp. 47-54.

2. B. Joiner and V. Adams, “Measurement and Simulation of Junction to Board Thermal Resistance
and Its Application in Thermal Modeling,” Proceedings of SemiTherm, San Diego, 1999,
pp. 212-220.

8 Layout Practices

Each Vp, pin on the MPC860 should be provided with a low-impedance path to the board’s supply. Each
GND pin should likewise be provided with a low-impedance path to ground. The power supply pins drive
distinct groups of logic on the chip. The V, power supply should be bypassed to ground using at least
four 0.1 uF-bypass capacitors located as close as possible to the four sides of the package. The capacitor
leads and associated printed circuit traces connecting to chip Vpp and GND should be kept to less than half
an inch per capacitor lead. A four-layer board employing two inner layers as V- and GND planes is
recommended.

All output pins on the MPC860 have fast rise and fall times. Printed circuit (PC) trace interconnection
length should be minimized in order to minimize undershoot and reflections caused by these fast output
switching times. This recommendation particularly applies to the address and data buses. Maximum PC
trace lengths of 6 inches are recommended. Capacitance calculations should consider all device loads as
well as parasitic capacitances due to the PC traces. Attention to proper PCB layout and bypassing becomes
especially critical in systems with higher capacitive loads because these loads create higher transient
currents in the V¢ and GND circuits. Pull up all unused inputs or signals that will be inputs during reset.
Special care should be taken to minimize the noise levels on the PLL supply pins.

MPC860 PowerQUICC Family Hardware Specifications, Rev. 10
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Table 7. Bus Operation Timings (continued)

Bus Signal Timing

Num

Characteristic

33 MHz

40 MHz

50 MHz

66 MHz

Min

Max

Min

Max

Min

Max

Min

Max

Unit

B23

CLKOUT rising edge to CS negated GPCM
read access, GPCM write access ACS =00,
TRLX =0,and CSNT =0

2.00

8.00

2.00

8.00

2.00

8.00

2.00

8.00

ns

B24

A(0:31) and BADDR(28:30) to CS asserted
GPCM ACS =10, TRLX = 0

5.58

4.25

3.00

1.79

ns

B24a

A(0:31) and BADDR(28:30) to CS asserted
GPCM ACS = 11, TRLX =0

13.15

10.50

8.00

5.58

ns

B25

CLKOUT rising edge to OE, WE(0:3)
asserted

9.00

9.00

9.00

9.00

ns

B26

CLKOUT rising edge to OE negated

2.00

9.00

2.00

9.00

2.00

9.00

2.00

9.00

ns

B27

A(0:31) and BADDR(28:30) to CS asserted
GPCM ACS =10, TRLX =1

35.88

29.25

23.00

16.94

ns

B27a

A(0:31) and BADDR(28:30) to CS asserted
GPCM ACS =11, TRLX =1

43.45

35.50

28.00

20.73

ns

B28

CLKOUT rising edge to WE(0:3) negated
GPCM write access CSNT =0

9.00

9.00

9.00

9.00

ns

B28a

CLKOUT falling edge to WE(0:3) negated
GPCM write access TRLX =0,1,CSNT =1,
EBDF =0

7.58

14.33

6.25

13.00

5.00

11.75

3.80

10.54

ns

B28b

CLKOUT falling edge to CS negated GPCM
write access TRLX =0, 1, CSNT =1,
ACS =10,0or ACS =11, EBDF =0

14.33

13.00

11.75

10.54

ns

B28c

CLKOUT falling edge to WE(0:3) negated
GPCM write access TRLX =0, 1, CSNT =1
write access TRLX =0, CSNT =1,

EBDF =1

10.86

17.99

8.88

16.00

7.00

14.13

5.18

12.31

ns

B28d

CLKOUT falling edge to CS negated GPCM
write access TRLX =0, 1, CSNT =1,
ACS =10, 0or ACS =11, EBDF =1

17.99

16.00

14.13

12.31

ns

B29

WE(0:3) negated to D(0:31), DP(0:3) High-Z
GPCM write access CSNT =0, EBDF =0

5.58

4.25

3.00

1.79

ns

B29a

WE(0:3) negated to D(0:31), DP(0:3) High-Z
GPCM write access, TRLX =0, CSNT =1,
EBDF =0

13.15

10.5

8.00

5.58

ns

B29b

CS negated to D(0:31), DP(0:3), High-Z
GPCM write access, ACS = 00, TRLX=0, 1,
and CSNT =0

5.58

4.25

3.00

1.79

ns

B29c

CS negated to D(0:31), DP(0:3) High-Z
GPCM write access, TRLX =0, CSNT =1,
ACS =10, 0or ACS=11,EBDF =0

13.15

10.5

8.00

5.58

ns
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Bus Signal Timing

Figure 3 is the control timing diagram.

./

CLKOUT

Outputs

%»

]

-
Outputs
Inputs /
Inputs

@ Maximum output delay specification.
e Minimum output hold time.

@ Minimum input setup time specification.
@ Minimum input hold time specification.

Figure 3. Control Timing

Figure 4 provides the timing for the external clock.

CLKOUT _7[—\—72
@ -

Figure 4. External Clock Timing
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Bus Signal Timing

worr /0 N/ N/ N\
TS \ \
> B30a
A[0:31] gi
828 - » <—»—B23
5« \ 717\
WE[0:3] #__/‘
- :
OE / B28a|B28c— = >

D[0:31],

DP[0:3] /

e
U

Figure 15. External Bus Write Timing (GPCM Controlled—TRLX =0 or 1, CSNT = 1)
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Bus Signal Timing

Table 11 shows the debug port timing for the MPC860.
Table 11. Debug Port Timing

All Frequencies
Num Characteristic Unit
Min Max
P61 | DSCK cycle time 3 x TeLockouT — —
P62 | DSCK clock pulse width 1.25 x ToLockouT — —
P63 | DSCK rise and fall times 0.00 3.00 ns
P64 | DSDI input data setup time 8.00 — ns
P65 |DSDI data hold time 5.00 — ns
P66 | DSCK low to DSDO data valid 0.00 15.00 ns
P67 | DSCK low to DSDO invalid 0.00 2.00 ns

Figure 30 provides the input timing for the debug port clock.

DSCK /

Figure 30. Debug Port Clock Input Timing

Figure 31 provides the timing for the debug port.

DSCK 4/—\

DSDI

DSDO >7

Figure 31. Debug Port Timings
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Bus Signal Timing

Figure 32 shows the reset timing for the data bus configuration.

HRESET

"

4
_p
RSTCONF \ f
R73 >
D[0:31] (IN) —i

Figure 32. Reset Timing—Configuration from Data Bus

Figure 33 provides the reset timing for the data bus weak drive during configuration.

CLKOUT / \ j_/ \ /
-
HRESET \

N

)/

RSTCONF 3( )

D[0:31] (OUT)

(Weak) £

07

Figure 33. Reset Timing—Data Bus Weak Drive During Configuration
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CPM Electrical Characteristics

11 CPM Electrical Characteristics

This section provides the AC and DC electrical specifications for the communications processor module
(CPM) of the MPC860.

11.1  PIP/PIO AC Electrical Specifications

Table 14 provides the PIP/PIO AC timings as shown in Figure 39 through Figure 43.
Table 14. PIP/PIO Timing

All Frequencies
Num Characteristic Unit

Min Max
21 Data-in setup time to STBI low 0 — ns
22 | Data-in hold time to STBI high 2.5 13! — CLK
23 | STBI pulse width 1.5 — CLK
24 STBO pulse width 1CLK-5ns — ns
25 Data-out setup time to STBO low 2 — CLK
26 | Data-out hold time from STBO high 5 — CLK
27 | STBI low to STBO low (Rx interlock) — 2 CLK
28 | STBI low to STBO high (Tx interlock) 2 — CLK
29 | Data-in setup time to clock high 15 — ns
30 |Data-in hold time from clock high 7.5 — ns
31 Clock low to data-out valid (CPU writes data, control, or direction) — 25 ns

1 3 = Specification 23.

DATA-IN

(e

STBI \
(o)

STBO \

~{(mm)} >

A
Y

\

Figure 39. PIP Rx (Interlock Mode) Timing Diagram
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CPM Electrical Characteristics

CLKO N \

TIN/TGATE + £

(Input)

TOUT
(Output)

Figure 50. CPM General-Purpose Timers Timing Diagram

11.6 Serial Interface AC Electrical Specifications

Table 19 provides the serial interface timings as shown in Figure 51 through Figure 55.
Table 19. Sl Timing

All Frequencies
Num Characteristic Unit
Min Max
70 |L1RCLK, L1TCLK frequency (DSC = 0)"- 2 — SYNCCLK/2.5| MHz
71 L1RCLK, L1TCLK width low (DSC = 0)2 P +10 — ns
71a |L1RCLK, L1TCLK width high (DSC = 0)3 P +10 — ns
72 L1TXD, L1ST(1-4), L1RQ, L1CLKO rise/fall time — 15.00 ns
73 |L1RSYNC, L1TSYNC valid to L1CLK edge (SYNC setup time) 20.00 — ns
74 L1CLK edge to LIRSYNC, L1TSYNC, invalid (SYNC hold time) 35.00 — ns
75 L1RSYNC, L1TSYNC rise/fall time — 15.00 ns
76 L1RXD valid to L1CLK edge (L1RXD setup time) 17.00 — ns
77 L1CLK edge to L1RXD invalid (L1RXD hold time) 13.00 — ns
78 L1CLK edge to L1ST(1—-4) valid 4 10.00 45.00 ns
78A |L1SYNC valid to L1ST(1-4) valid 10.00 45.00 ns
79 L1CLK edge to L1ST(1—-4) invalid 10.00 45.00 ns
80 L1CLK edge to L1TXD valid 10.00 55.00 ns
80A |L1TSYNC valid to L1TXD valid 10.00 55.00 ns
81 L1CLK edge to L1TXD high impedance 0.00 42.00 ns
82 L1RCLK, L1TCLK frequency (DSC =1) — 16.00 or MHz
SYNCCLK/2
83 L1RCLK, L1TCLK width low (DSC = 1) P+10 — ns
83a |L1RCLK, L1TCLK width high (DSC = 1)3 P+ 10 — ns

MPC860 PowerQUICC Family Hardware Specifications, Rev. 10
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L1RCLK
(FE=0,CE=0)
(Input)

L1RCLK
(FE=1,CE=1)
(Input)

L1RSYNC

(Input) |

L1TXD
(Output)

L1ST(4-1)
(Output)

L1CLKO
(Output)

}
_|
m
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¥

@
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Figure 54. Sl Transmit Timing with Double Speed Clocking (DSC = 1)
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CPM Electrical Characteristics

11.7 SCC in NMSI Mode Electrical Specifications

Table 20 provides the NMSI external clock timing.
Table 20. NMSI External Clock Timing

All Frequencies
Num Characteristic Unit
Min Max
100 |RCLK1 and TCLK1 width high' 1/SYNCCLK — ns
101 | RCLK1 and TCLK1 width low 1/SYNCCLK + 5 — ns
102 |RCLK1 and TCLK1 rise/fall time — 15.00 ns
103 | TXD1 active delay (from TCLK1 falling edge) 0.00 50.00 ns
104 |RTST active/inactive delay (from TCLK1 falling edge) 0.00 50.00 ns
105 |CTST setup time to TCLK1 rising edge 5.00 — ns
106 |RXD1 setup time to RCLK1 rising edge 5.00 — ns
107 |RXD1 hold time from RCLK1 rising edge® 5.00 — ns
108 |CD1 setup Time to RCLKT1 rising edge 5.00 — ns

! The ratios SYNCCLK/RCLK1 and SYNCCLK/TCLK1 must be greater than or equal to 2.25/1.
Also applies to CD and CTS hold time when they are used as external sync signals.

Table 21 provides the NMSI internal clock timing.
Table 21. NMSI Internal Clock Timing

All Frequencies
Num Characteristic Unit
Min Max
100 |RCLK1 and TCLK1 frequency’ 0.00 SYNCCLK/3 | MHz
102 | RCLK1 and TCLK1 rise/fall time — — ns
103 | TXD1 active delay (from TCLK1 falling edge) 0.00 30.00 ns
104 |RTST active/inactive delay (from TCLK1 falling edge) 0.00 30.00 ns
105 | CTS1 setup time to TCLK1 rising edge 40.00 — ns
106 |RXD1 setup time to RCLK1 rising edge 40.00 — ns
107 |RXD1 hold time from RCLK1 rising edge?® 0.00 — ns
108 | CD1 setup time to RCLK1 rising edge 40.00 — ns

' The ratios SYNCCLK/RCLK1 and SYNCCLK/TCLK1 must be greater than or equal to 3/1.
Also applies to CD and CTS hold time when they are used as external sync signals.

MPC860 PowerQUICC Family Hardware Specifications, Rev. 10
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CPM Electrical Characteristics

Figure 56 through Figure 58 show the NMSI timings.

RCLK1 / /
(129
-
(o = (109
(mpu) ‘ % X
4_.—.
@ - > @
(|nCth1) \(
> ()
CD1 \
(SYNC Input)

Figure 56. SCC NMSI Receive Timing Diagram

TCLKA / \

@

TxD1 ET
(Out)p()ut) ><

@
;

a

®

(105> =

RTSH
(Output)

®

CTSH
(Input) \

CTSH
(SYNC Input) A

Figure 57. SCC NMSI Transmit Timing Diagram
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CPM Electrical Characteristics

TCLK1 /
o ~
(102) = < (102) =} <~{101) >
- 100
TxD1 /
(Output) AN
RTS1
(Output) \(
@ € » <—>
-
CTSH V@
(Echo Input) AN

Figure 58. HDLC Bus Timing Diagram

11.8 Ethernet Electrical Specifications

Table 22 provides the Ethernet timings as shown in Figure 59 through Figure 63.
Table 22. Ethernet Timing

All Frequencies
Num Characteristic Unit

Min Max
120 | CLSN width high 40 — ns
121 | RCLK1 rise/fall time — 15 ns
122 | RCLK1 width low 40 — ns
123 | RCLK1 clock period’ 80 120 ns
124 | RXD1 setup time 20 — ns
125 |RXD1 hold time 5 — ns
126 | RENA active delay (from RCLK1 rising edge of the last data bit) 10 — ns
127 | RENA width low 100 — ns
128 | TCLK1 rise/fall time — 15 ns
129 | TCLK1 width low 40 — ns
130 |TCLK1 clock period’ 99 101 ns
131 | TXD1 active delay (from TCLK1 rising edge) 10 50 ns
132 | TXD1 inactive delay (from TCLK1 rising edge) 10 50 ns
133 | TENA active delay (from TCLK1 rising edge) 10 50 ns
134 | TENA inactive delay (from TCLK1 rising edge) 10 50 ns

MPC860 PowerQUICC Family Hardware Specifications, Rev. 10
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CPM Electrical Characteristics

11.10 SPI Master AC Electrical Specifications

Table 24 provides the SPI master timings as shown in Figure 65 and Figure 66.
Table 24. SPI Master Timing

All Frequencies
Num Characteristic Unit
Min Max
160 |MASTER cycle time 4 1024 teye
161 | MASTER clock (SCK) high or low time 2 512 teye
162 | MASTER data setup time (inputs) 50 — ns
163 | Master data hold time (inputs) 0 — ns
164 | Master data valid (after SCK edge) — 20 ns
165 |Master data hold time (outputs) 0 ns
166 | Rise time output — ns
167 | Fall time output — ns

SPICLK
(Cl=0) 7\ \ /

(Output)
160
P /.
(Output) | — i l
—
<

—
o

?
1
o o)

e () -_
T (Chalat

S(F(’)Ih/tlé)ﬁ)l ﬂ‘ msb Data Isb % msb

Figure 65. SPI Master (CP = 0) Timing Diagram
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FEC Electrical Characteristics

13 FEC Electrical Characteristics

This section provides the AC electrical specifications for the Fast Ethernet controller (FEC). Note that the
timing specifications for the MII signals are independent of system clock frequency (part speed
designation). Also, MII signals use TTL signal levels compatible with devices operating at either 5.0 V or
33V.

13.1 MIl Receive Signal Timing (MII_RXD[3:0], MII_RX_DV, Mll_RX_ER,
MII_RX_CLK)

The receiver functions correctly up to a MII RX CLK maximum frequency of 25 MHz + 1%. There is no
minimum frequency requirement. In addition, the processor clock frequency must exceed the
MII RX CLK frequency — 1%.

Table 29 provides information on the MII receive signal timing.

Table 29. MIl Receive Signal Timing

Num Characteristic Min Max Unit
M1 | MII_RXD[3:0], MIl_RX_DV, MIl_RX_ER to MIl_RX_CLK setup 5 — ns
M2 | MII_RX_CLK to MII_RXD[3:0], MIl_RX_DV, MIl_RX_ER hold 5 — ns
M3 | MII_RX_CLK pulse width high 35% 65% MII_RX_CLK
period
M4 | MII_RX_CLK pulse width low 35% 65% MII_RX_CLK
period

Figure 72 shows MII receive signal timing.

M3
MII_RX_CLK (Input)
M4
MII_RXDI[3:0] (Inputs)
MII_RX_DV
MII_RX_ER
M1 —>

M2
Figure 72. MIl Receive Signal Timing Diagram
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FEC Electrical Characteristics

13.3 MIl Async Inputs Signal Timing (MII_CRS, MII_COL)

Table 31 provides information on the MII async inputs signal timing.

Table 31. MIl Async Inputs Signal Timing

Num Characteristic Min Max Unit
M9 | MII_CRS, MII_COL minimum pulse width 1.5 — MIL_TX_CLK
period

Figure 74 shows the MII asynchronous inputs signal timing diagram.

MII_CRS, MII_COL

< >
I |

M9
Figure 74. MIl Async Inputs Timing Diagram

13.4 MIl Serial Management Channel Timing (MIl_MDIO, MII_MDC)

Table 32 provides information on the MII serial management channel signal timing. The FEC functions
correctly with a maximum MDC frequency in excess of 2.5 MHz. The exact upper bound is under
investigation.

Table 32. MIl Serial Management Channel Timing

Num Characteristic Min Max Unit
M10 | MII_MDC falling edge to MII_MDIO output invalid (minimum propagation 0 — ns
delay)
M11 | MII_MDC falling edge to MII_MDIO output valid (max prop delay) — 25 ns
M12 | MII_MDIO (input) to MII_MDC rising edge setup 10 — ns
M13 | MII_MDIO (input) to MII_MDC rising edge hold 0 — ns
M14 | MII_MDC pulse width high 40% 60% MII_MDC
period
M15 | MII_MDC pulse width low 40% 60% MIl_MDC
period
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Mechanical Data and Ordering Information

14.3 Mechanical Dimensions of the PBGA Package

Figure 77 shows the mechanical dimensions of the ZP PBGA package.
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NOTE

Dimensions and tolerance per ASME Y14.5M, 1994.

Dimensions in millimeters.

Dimension b is the maximum solder ball diameter

measured parallel to data C.
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A1
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SIDE VIEW
MILLIMETERS
DIM| MIN | MAX
A — | 205
A1 | 050 | 0.70
A2 | 095 | 1.35
A3 | 070 | 0.90
b | 060 | 0.90
D | 25.00BSC
D1 | 22.86 BSC
D2 | 22.40 | 22.60
e 1.27 BSC
E 25.00 BSC
E1 | 22.86BSC
E2 | 22.40 | 22.60

Figure 77. Mechanical Dimensions and Bottom Surface Nomenclature of the ZP PBGA Package
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