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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Active

Number of LABs/CLBs 25500

Number of Logic Elements/Cells 326400

Total RAM Bits 27648000

Number of I/O 600

Number of Gates -

Voltage - Supply 0.97V ~ 1.03V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 100°C (TJ)

Package / Case 1156-BBGA, FCBGA

Supplier Device Package 1157-FCBGA (35x35)

Purchase URL https://www.e-xfl.com/product-detail/xilinx/xc7vx330t-3ffg1157e
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Table 7 shows the minimum current, in addition to ICCQ, that is required by Virtex-7 T and XT devices for proper power-on 
and configuration. If the current minimums shown in Table 6 and Table 7 are met, the device powers on after all five supplies 
have passed through their power-on reset threshold voltages. The FPGA must not be configured until after VCCINT is 
applied.

Once initialized and configured, use the XPower tools to estimate current drain on these supplies.

Table  7: Power-On Current for Virtex-7 T and XT Devices

Device
ICCINTMIN ICCAUXMIN ICCOMIN ICCAUX_IO ICCBRAM

Units
Typ(1) Typ(1) Typ(1) Typ(1) Typ(1)

XC7V585T ICCINTQ + 2700 ICCAUXQ + 40 ICCOQ + 60 mA per bank ICCOAUXIOQ + 40 mA per bank ICCBRAMQ + 108 mA

XC7V2000T ICCINTQ + 4000 ICCAUXQ + 80 ICCOQ + 60 mA per bank ICCOAUXIOQ + 40 mA per bank ICCBRAMQ + 176 mA

XC7VX330T ICCINTQ + 1000 ICCAUXQ + 65 ICCOQ + 40 mA per bank ICCOAUXIOQ + 40 mA per bank ICCBRAMQ + 95 mA

XC7VX415T ICCINTQ + 1200 ICCAUXQ + 75 ICCOQ + 40 mA per bank ICCOAUXIOQ + 40 mA per bank ICCBRAMQ + 115 mA

XC7VX485T ICCINTQ + 1200 ICCAUXQ + 80 ICCOQ + 40 mA per bank ICCOAUXIOQ + 40 mA per bank ICCBRAMQ + 140 mA

XC7VX550T ICCINTQ + 3300 ICCAUXQ + 143 ICCOQ + 40 mA per bank ICCOAUXIOQ + 57 mA per bank ICCBRAMQ + 200 mA

XC7VX690T ICCINTQ + 3300 ICCAUXQ + 143 ICCOQ + 40 mA per bank ICCOAUXIOQ + 57 mA per bank ICCBRAMQ + 200 mA

XC7VX980T ICCINTQ + 6500 ICCAUXQ + 202 ICCOQ + 40 mA per bank ICCOAUXIOQ + 60 mA per bank ICCBRAMQ + 204 mA

XC7VX1140T ICCINTQ + 8000 ICCAUXQ + 235 ICCOQ + 40 mA per bank ICCOAUXIOQ + 63 mA per bank ICCBRAMQ + 256 mA

Notes: 
1. Typical values are specified at nominal voltage, 25°C.
2. Use the Xilinx Power Estimator (XPE) spreadsheet tool (download at http://www.xilinx.com/power) to calculate maximum power-on currents.

Table  8: Power Supply Ramp Time

Symbol Description Conditions Min Max Units

TVCCINT Ramp time from GND to 90% of VCCINT 0.2 50 ms

TVCCO Ramp time from GND to 90% of VCCO 0.2 50 ms

TVCCAUX Ramp time from GND to 90% of VCCAUX 0.2 50 ms

TVCCAUX_IO Ramp time from GND to 90% of VCCAUX_IO 0.2 50 ms

TVCCBRAM Ramp time from GND to 90% of VCCBRAM 0.2 50 ms

TVCCO2VCCAUX Allowed time per power cycle for VCCO – VCCAUX > 2.625V 
TJ = 100°C(1) – 500

ms
TJ = 85°C(1) – 800

TMGTAVCC Ramp time from GND to 90% of VMGTAVCC 0.2 50 ms

TMGTAVTT Ramp time from GND to 90% of VMGTAVTT 0.2 50 ms

TMGTVCCAUX Ramp time from GND to 90% of VMGTVCCAUX 0.2 50 ms

Notes: 
1. Based on 240,000 power cycles with nominal VCCO of 3.3V or 36,500 power cycles with a worst case VCCO of 3.465V.

http://www.xilinx.com/power
http://www.xilinx.com
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Table  10: Differential SelectIO DC Input and Output Levels

I/O Standard
VICM

(1) VID
(2) VOCM

(3) VOD
(4)

V, Min V, Typ V, Max V, Min V, Typ V, Max V, Min V, Typ V, Max V, Min V, Typ V, Max

BLVDS_25 0.300 1.200 1.425 0.100 – – – 1.250 – Note 5

MINI_LVDS_25 0.300 1.200 VCCAUX 0.200 0.400 0.600 1.000 1.200 1.400 0.300 0.450 0.600

PPDS_25 0.200 0.900 VCCAUX 0.100 0.250 0.400 0.500 0.950 1.400 0.100 0.250 0.400

RSDS_25 0.300 0.900 1.500 0.100 0.350 0.600 1.000 1.200 1.400 0.100 0.350 0.600

TMDS_33 2.700 2.965 3.230 0.150 0.675 1.200 VCCO–0.405 VCCO–0.300 VCCO–0.190 0.400 0.600 0.800

Notes: 
1. VICM is the input common mode voltage.
2. VID is the input differential voltage (Q – Q).
3. VOCM is the output common mode voltage.
4. VOD is the output differential voltage (Q – Q).
5. VOD for BLVDS will vary significantly depending on topology and loading.
6. LVDS_25 is specified in Table 12.
7. LVDS is specified in Table 13.

Table  11: Complementary Differential SelectIO DC Input and Output Levels

I/O Standard
VICM

(1) VID
(2) VOL

(3) VOH
(4) IOL IOH

V, Min V, Typ V, Max V, Min V, Max V, Max V, Min mA, Max mA, Min

DIFF_HSTL_I 0.300 0.750 1.125 0.100 – 0.400 VCCO–0.400 8.00 –8.00

DIFF_HSTL_I_18 0.300 0.900 1.425 0.100 – 0.400 VCCO–0.400 8.00 –8.00

DIFF_HSTL_II 0.300 0.750 1.125 0.100 – 0.400 VCCO–0.400 16.00 –16.00

DIFF_HSTL_II_18 0.300 0.900 1.425 0.100 – 0.400 VCCO–0.400 16.00 –16.00

DIFF_HSUL_12 0.300 0.600 0.850 0.100 – 20% VCCO 80% VCCO 0.100 –0.100

DIFF_MOBILE_DDR 0.300 0.900 1.425 0.100 – 10% VCCO 90% VCCO 0.100 –0.100

DIFF_SSTL12 0.300 0.600 0.850 0.100 – (VCCO/2) – 0.150 (VCCO/2) + 0.150 14.25 –14.25

DIFF_SSTL135 0.300 0.675 1.000 0.100 – (VCCO/2) – 0.150 (VCCO/2) + 0.150 13.0 –13.0

DIFF_SSTL135_R 0.300 0.675 1.000 0.100 – (VCCO/2) – 0.150 (VCCO/2) + 0.150 8.9 –8.9

DIFF_SSTL15 0.300 0.750 1.125 0.100 – (VCCO/2) – 0.175 (VCCO/2) + 0.175 13.0 –13.0

DIFF_SSTL15_R 0.300 0.750 1.125 0.100 – (VCCO/2) – 0.175 (VCCO/2) + 0.175 8.9 –8.9

DIFF_SSTL18_I 0.300 0.900 1.425 0.100 – (VCCO/2) – 0.470 (VCCO/2) + 0.470 8.00 –8.00

DIFF_SSTL18_II 0.300 0.900 1.425 0.100 – (VCCO/2) – 0.600 (VCCO/2) + 0.600 13.4 –13.4

Notes: 
1. VICM is the input common mode voltage.
2. VID is the input differential voltage (Q – Q).
3. VOL is the single-ended low-output voltage.
4. VOH is the single-ended high-output voltage.

http://www.xilinx.com
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LVDS DC Specifications (LVDS_25)

The LVDS standard is available in the HR I/O banks.

LVDS DC Specifications (LVDS)

The LVDS standard is available in the HP I/O banks.

Table  12: LVDS_25 DC Specifications(1)

Symbol DC Parameter Conditions Min Typ Max Units

VCCO Supply voltage 2.375 2.500 2.625 V

VOH Output High voltage for Q and Q RT = 100 Ω across Q and Q signals – – 1.675 V

VOL Output Low voltage for Q and Q RT = 100 Ω across Q and Q signals 0.700 – – V

VODIFF
Differential output voltage (Q – Q),
Q = High (Q – Q), Q = High

RT = 100 Ω across Q and Q signals 247 350 600 mV

VOCM Output common-mode voltage RT = 100 Ω across Q and Q signals 1.000 1.250 1.425 V

VIDIFF Differential input voltage (Q – Q), Q = High (Q – Q), Q = High 100 350 600 mV

VICM Input common-mode voltage 0.300 1.200 1.425 V

Notes: 
1. Differential inputs for LVDS_25 can be placed in banks with VCCO levels that are different from the required level for outputs. Consult the 

7 Series FPGAs SelectIO Resources User Guide (UG471) for more information.

Table  13: LVDS DC Specifications

Symbol DC Parameter Conditions Min Typ Max Units

VCCO Supply voltage 1.710 1.800 1.890 V

VOH Output High voltage for Q and Q RT = 100 Ω across Q and Q signals – – 1.675 V

VOL Output Low voltage for Q and Q RT = 100 Ω across Q and Q signals 0.825 – – V

VODIFF
Differential output voltage (Q – Q),
Q = High (Q – Q), Q = High

RT = 100 Ω across Q and Q signals 247 350 600 mV

VOCM Output common-mode voltage RT = 100 Ω across Q and Q signals 1.000 1.250 1.425 V

VIDIFF
Differential input voltage (Q – Q),
Q = High (Q – Q), Q = High

Common-mode input voltage = 1.25V 100 350 600 mV

VICM Input common-mode voltage Differential input voltage = ±350 mV 0.300 1.200 1.425 V

Notes: 
1. Differential inputs for LVDS can be placed in banks with VCCO levels that are different from the required level for outputs. Consult the 7 Series 

FPGAs SelectIO Resources User Guide (UG471) for more information.

http://www.xilinx.com/support/documentation/user_guides/ug471_7Series_SelectIO.pdf
http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug471_7Series_SelectIO.pdf
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Speed Grade Designations

Since individual family members are produced at different times, the migration from one category to another depends 
completely on the status of the fabrication process for each device. Table 15 correlates the current status of each 
Virtex-7 T and XT device on a per speed grade basis.

Production Silicon and Software Status

In some cases, a particular family member (and speed grade) is released to production before a speed specification is 
released with the correct label (Advance, Preliminary, Production). Any labeling discrepancies are corrected in subsequent 
speed specification releases.

Table 16 lists the production released Virtex-7 T and XT device, speed grade, and the minimum corresponding supported 
speed specification version and software revisions. The software and speed specifications listed are the minimum releases 
required for production. All subsequent releases of software and speed specifications are valid.

Table  15: Virtex-7 T and XT Device Speed Grade Designations

Device
Speed Grade Designations

Advance Preliminary Production

XC7V585T -3, -2, -2L, -1

XC7V2000T -2L, -2G -2, -1

XC7VX330T -3, -2, -2L, -1

XC7VX415T -3, -2, -2L, -1

XC7VX485T -3, -2, -2L, -1

XC7VX550T -3, -2, -2L, -1

XC7VX690T -3, -2, -2L, -1

XC7VX980T -2, -2L, -1

XC7VX1140T -2, -2L, -2G, -1

Table  16: Virtex-7 T and XT Device Production Software and Speed Specification Release

Device
Speed Grade Designations

-3 -2G -2 -2L -1

XC7V585T
 Vivado 2012.4 v1.08

or ISE 14.2 v1.06
N/A  Vivado 2012.4 v1.08 or ISE 14.2 v1.06

XC7V2000T N/A Vivado 2012.4 v1.07 Vivado 2012.4 v1.07

XC7VX330T Vivado 2013.1 v1.08
or ISE 14.5 v1.08

N/A
Vivado 2013.1 v1.08 or ISE 14.5 v1.08

XC7VX415T N/A

XC7VX485T
 Vivado 2012.4 v1.08

or ISE 14.2 v1.06
N/A  Vivado 2012.4 v1.08 or ISE 14.2 v1.06

XC7VX550T Vivado 2013.1 v1.08
or ISE 14.5 v1.08 N/A Vivado 2013.1 v1.08 or ISE 14.5 v1.08

XC7VX690T
Vivado 2013.1 v1.08

or ISE 14.5 v1.08
N/A Vivado 2013.1 v1.08 or ISE 14.5 v1.08

XC7VX980T N/A N/A

XC7VX1140T N/A

Notes: 
1. Blank entries indicate a device and/or speed grade in advance or preliminary status.

http://www.xilinx.com
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Table  18: Maximum Physical Interface (PHY) Rate for Memory Interfaces IP available with the Memory Interface 
Generator(1)(2)

Memory Standard I/O Bank Type VCCAUX_IO
Speed Grade

Units
-3 -2/-2L/-2G -1

4:1 Memory Controllers

DDR3

HP 2.0V 1866 1866 1600 Mb/s

HP 1.8V 1600 1333 1066 Mb/s

HR N/A 1066 1066 800 Mb/s

DDR3L

HP 2.0V 1600 1600 1333 Mb/s

HP 1.8V 1333 1066 800 Mb/s

HR N/A 800 800 667 Mb/s

DDR2

HP 2.0V 800 800 800 Mb/s

HP 1.8V 800 800 800 Mb/s

HR N/A 800 800 800 Mb/s

RLDRAM III

HP 2.0V 800 667 667 MHz

HP 1.8V 550 500 450 MHz

HR N/A N/A

2:1 Memory Controllers

DDR3

HP 2.0V 1066 1066 800 Mb/s

HP 1.8V 1066 1066 800 Mb/s

HR N/A 1066 1066 800 Mb/s

DDR3L

HP 2.0V 1066 1066 800 Mb/s

HP 1.8V 1066 1066 800 Mb/s

HR N/A 800 800 667 Mb/s

DDR2

HP 2.0V

800 800 800 Mb/sHP 1.8V

HR N/A

QDR II+(3)

HP 2.0V
550 500 450 MHz

HP 1.8V

HR N/A 500 450 400 MHz

RLDRAM II

HP 2.0V

533 500 450 MHzHP 1.8V

HR N/A

LPDDR2

HP 2.0V 667 667 667 Mb/s

HP 1.8V 667 667 667 Mb/s

HR N/A 667 667 667 Mb/s

Notes: 
1. VREF tracking is required. For more information, see the 7 Series FPGAs Memory Interface Solutions User Guide (UG586).
2. When using the internal VREF, the maximum data rate is 800 Mb/s (400 MHz).
3. The maximum QDRII+ performance specifications are for burst-length 4 (BL = 4) implementations. Burst length 2 (BL = 2) implementations 

are limited to 333 MHz for all speed grades and I/O bank types.

http://www.xilinx.com/support/documentation/ipmeminterfacestorelement_meminterfacecontrol_mig-7series.htm
http://www.xilinx.com
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IOB Pad Input/Output/3-State

Table 19 (3.3V high-range IOB (HR)) and Table 20 (1.8V high-performance IOB (HP)) summarizes the values of standard-
specific data input delay adjustments, output delays terminating at pads (based on standard) and 3-state delays.

• TIOPI is described as the delay from IOB pad through the input buffer to the I-pin of an IOB pad. The delay varies 
depending on the capability of the SelectIO input buffer.

• TIOOP is described as the delay from the O pin to the IOB pad through the output buffer of an IOB pad. The delay varies 
depending on the capability of the SelectIO output buffer. 

• TIOTP is described as the delay from the T pin to the IOB pad through the output buffer of an IOB pad, when 3-state is 
disabled. The delay varies depending on the SelectIO capability of the output buffer. In HP I/O banks, the internal DCI 
termination turn-on time is always faster than TIOTP when the DCITERMDISABLE pin is used. In HR I/O banks, the 
IN_TERM termination turn-on time is always faster than TIOTP when the INTERMDISABLE pin is used.

 

Table  19: 3.3V IOB High Range (HR) Switching Characteristics

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -2/-2L/-2G -1 -3 -2/-2L/-2G -1 -3 -2/-2L/-2G -1

LVTTL_S4 1.31 1.42 1.64 3.77 3.90 4.00 4.53 4.76 4.99 ns

LVTTL_S8 1.31 1.42 1.64 3.50 3.64 3.73 4.26 4.50 4.72 ns

LVTTL_S12 1.31 1.42 1.64 3.49 3.62 3.72 4.25 4.48 4.71 ns

LVTTL_S16 1.31 1.42 1.64 3.03 3.17 3.26 3.79 4.03 4.25 ns

LVTTL_S24 1.31 1.42 1.64 3.25 3.39 3.48 4.01 4.25 4.47 ns

LVTTL_F4 1.31 1.42 1.64 3.22 3.36 3.45 3.98 4.22 4.44 ns

LVTTL_F8 1.31 1.42 1.64 2.71 2.84 2.93 3.47 3.70 3.92 ns

LVTTL_F12 1.31 1.42 1.64 2.69 2.82 2.92 3.45 3.68 3.91 ns

LVTTL_F16 1.31 1.42 1.64 2.57 2.85 3.15 3.33 3.71 4.14 ns

LVTTL_F24 1.31 1.42 1.64 2.41 2.64 2.89 3.17 3.50 3.88 ns

LVDS_25(1) 0.64 0.68 0.80 1.36 1.47 1.55 2.12 2.33 2.54 ns

MINI_LVDS_25 0.68 0.70 0.79 1.36 1.47 1.55 2.12 2.33 2.54 ns

BLVDS_25(1) 0.65 0.69 0.80 1.83 2.02 2.20 2.59 2.88 3.19 ns

RSDS_25 (point to point)(1) 0.63 0.68 0.79 1.36 1.48 1.55 2.12 2.34 2.54 ns

PPDS_25(1) 0.65 0.69 0.80 1.36 1.49 1.58 2.12 2.35 2.57 ns

TMDS_33(1) 0.72 0.76 0.86 1.43 1.54 1.60 2.19 2.40 2.59 ns

PCI33_3(1) 1.28 1.41 1.65 2.71 3.08 3.52 3.47 3.94 4.51 ns

HSUL_12 0.63 0.64 0.71 1.77 1.90 2.00 2.53 2.76 2.99 ns

DIFF_HSUL_12 0.58 0.61 0.70 1.55 1.68 1.78 2.31 2.54 2.77 ns

HSTL_I_S 0.61 0.64 0.73 1.55 1.69 1.80 2.31 2.55 2.79 ns

HSTL_II_S 0.61 0.64 0.73 1.21 1.34 1.43 1.97 2.20 2.42 ns

HSTL_I_18_S 0.64 0.67 0.76 1.28 1.39 1.45 2.04 2.25 2.44 ns

HSTL_II_18_S 0.64 0.67 0.76 1.18 1.31 1.40 1.94 2.17 2.39 ns

DIFF_HSTL_I_S 0.63 0.67 0.77 1.42 1.54 1.61 2.18 2.40 2.60 ns

DIFF_HSTL_II_S 0.63 0.67 0.77 1.15 1.24 1.27 1.91 2.10 2.26 ns

DIFF_HSTL_I_18_S 0.65 0.69 0.78 1.27 1.38 1.43 2.03 2.24 2.42 ns

DIFF_HSTL_II_18_S 0.65 0.69 0.78 1.14 1.23 1.26 1.90 2.09 2.25 ns

HSTL_I_F 0.61 0.64 0.73 1.10 1.19 1.23 1.86 2.05 2.22 ns

http://www.xilinx.com
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LVCMOS15_F4 0.66 0.69 0.81 1.63 1.76 1.86 2.39 2.62 2.85 ns

LVCMOS15_F8 0.66 0.69 0.81 1.79 1.99 2.18 2.55 2.85 3.17 ns

LVCMOS15_F12 0.66 0.69 0.81 1.40 1.54 1.65 2.16 2.40 2.64 ns

LVCMOS15_F16 0.66 0.69 0.81 1.37 1.51 1.61 2.13 2.37 2.60 ns

LVCMOS12_S4 0.88 0.91 1.00 2.53 2.67 2.76 3.29 3.53 3.75 ns

LVCMOS12_S8 0.88 0.91 1.00 2.05 2.18 2.28 2.81 3.04 3.27 ns

LVCMOS12_S12(1) 0.88 0.91 1.00 1.75 1.89 1.98 2.51 2.75 2.97 ns

LVCMOS12_F4 0.88 0.91 1.00 1.94 2.07 2.17 2.70 2.93 3.16 ns

LVCMOS12_F8 0.88 0.91 1.00 1.50 1.64 1.73 2.26 2.50 2.72 ns

LVCMOS12_F12(1) 0.88 0.91 1.00 1.54 1.71 1.87 2.30 2.57 2.86 ns

SSTL135_S 0.61 0.64 0.73 1.27 1.40 1.50 2.03 2.26 2.49 ns

SSTL15_S 0.61 0.64 0.73 1.24 1.37 1.47 2.00 2.23 2.46 ns

SSTL18_I_S 0.64 0.67 0.76 1.59 1.74 1.85 2.35 2.60 2.84 ns

SSTL18_II_S 0.64 0.67 0.76 1.27 1.40 1.50 2.03 2.26 2.49 ns

DIFF_SSTL135_S 0.59 0.61 0.73 1.27 1.40 1.50 2.03 2.26 2.49 ns

DIFF_SSTL15_S 0.63 0.67 0.77 1.24 1.37 1.47 2.00 2.23 2.46 ns

DIFF_SSTL18_I_S 0.65 0.69 0.78 1.50 1.63 1.72 2.26 2.49 2.71 ns

DIFF_SSTL18_II_S 0.65 0.69 0.78 1.13 1.22 1.25 1.89 2.08 2.24 ns

SSTL135_F 0.61 0.64 0.73 1.04 1.17 1.26 1.80 2.03 2.25 ns

SSTL15_F 0.61 0.64 0.73 1.04 1.17 1.26 1.80 2.03 2.25 ns

SSTL18_I_F 0.64 0.67 0.76 1.12 1.22 1.26 1.88 2.08 2.25 ns

SSTL18_II_F 0.64 0.67 0.76 1.05 1.18 1.28 1.81 2.04 2.27 ns

DIFF_SSTL135_F 0.59 0.61 0.73 1.04 1.17 1.26 1.80 2.03 2.25 ns

DIFF_SSTL15_F 0.63 0.67 0.77 1.04 1.17 1.26 1.80 2.03 2.25 ns

DIFF_SSTL18_I_F 0.65 0.69 0.78 1.10 1.19 1.23 1.86 2.05 2.22 ns

DIFF_SSTL18_II_F 0.65 0.69 0.78 1.02 1.10 1.14 1.78 1.96 2.13 ns

Notes: 
1. This I/O standard is only available in the 3.3V high-range (HR) banks.

Table  19: 3.3V IOB High Range (HR) Switching Characteristics (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -2/-2L/-2G -1 -3 -2/-2L/-2G -1 -3 -2/-2L/-2G -1
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Input/Output Logic Switching Characteristics
 

Table  22: ILOGIC Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2/-2L/-2G -1

Setup/Hold

TICE1CK/TICKCE1 CE1 pin setup/hold with respect to CLK 0.42/0.00 0.48/0.00 0.67/0.00 ns

TISRCK/TICKSR SR pin setup/hold with respect to CLK 0.53/0.01 0.61/0.01 0.99/0.01 ns

TIDOCKE2/TIOCKDE2 D pin setup/hold with respect to CLK without delay
(HP I/O banks only)

0.01/0.27 0.01/0.29 0.01/0.34 ns

TIDOCKDE2/TIOCKDDE2 DDLY pin setup/hold with respect to CLK (using IDELAY)
(HP I/O banks only)

0.01/0.27 0.02/0.29 0.02/0.34 ns

TIDOCKE3/TIOCKDE3 D pin setup/hold with respect to CLK without delay
(HR I/O banks only)

0.01/0.27 0.01/0.29 0.01/0.34 ns

TIDOCKDE3/TIOCKDDE3 DDLY pin setup/hold with respect to CLK (using IDELAY)
(HR I/O banks only)

0.01/0.27 0.02/0.29 0.02/0.34 ns

Combinatorial

TIDIE2 D pin to O pin propagation delay, no delay
(HP I/O banks only)

0.09 0.10 0.12 ns

TIDIDE2 DDLY pin to O pin propagation delay (using IDELAY)
(HP I/O banks only)

0.10 0.11 0.13 ns

TIDIE3 D pin to O pin propagation delay, no delay
(HR I/O banks only)

0.09 0.10 0.12 ns

TIDIDE3 DDLY pin to O pin propagation delay (using IDELAY)
(HR I/O banks only)

0.10 0.11 0.13 ns

Sequential Delays

TIDLOE2 D pin to Q1 pin using flip-flop as a latch without delay
(HP I/O banks only)

0.36 0.39 0.45 ns

TIDLODE2 DDLY pin to Q1 pin using flip-flop as a latch (using IDELAY)
(HP I/O banks only)

0.36 0.39 0.45 ns

TIDLOE3 D pin to Q1 pin using flip-flop as a latch without delay
(HR I/O banks only)

0.36 0.39 0.45 ns

TIDLODE3 DDLY pin to Q1 pin using flip-flop as a latch (using IDELAY)
(HR I/O banks only)

0.36 0.39 0.45 ns

TICKQ CLK to Q outputs 0.47 0.50 0.58 ns

TRQ_ILOGICE2 SR pin to OQ/TQ out (HP I/O banks only) 0.84 0.94 1.16 ns

TGSRQ_ILOGICE2 Global set/reset to Q outputs (HP I/O banks only) 7.60 7.60 10.51 ns

TRQ_ILOGICE3 SR pin to OQ/TQ out (HR I/O banks only) 0.84 0.94 1.16 ns

TGSRQ_ILOGICE3 Global set/reset to Q outputs (HR I/O banks only) 7.60 7.60 10.51 ns

Set/Reset

TRPW_ILOGICE2 Minimum pulse width, SR inputs (HP I/O banks only) 0.54 0.63 0.63 ns, Min

TRPW_ILOGICE3 Minimum pulse width, SR inputs (HR I/O banks only) 0.54 0.63 0.63 ns, Min
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Table  23: OLOGIC Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2/-2L/-2G -1

Setup/Hold

TODCK/TOCKD D1/D2 pins setup/hold with respect to CLK 0.45/–0.13 0.50/–0.13 0.58/–0.13 ns

TOOCECK/TOCKOCE OCE pin setup/hold with respect to CLK 0.28/0.03 0.29/0.03 0.45/0.03 ns

TOSRCK/TOCKSR SR pin setup/hold with respect to CLK 0.32/0.18 0.38/0.18 0.70/0.18 ns

TOTCK/TOCKT T1/T2 pins setup/hold with respect to CLK 0.49/–0.16 0.56/–0.16 0.68/–0.16 ns

TOTCECK/TOCKTCE TCE pin setup/hold with respect to CLK 0.28/0.01 0.30/0.01 0.45/0.01 ns

Combinatorial

TODQ D1 to OQ out or T1 to TQ out 0.73 0.81 0.97 ns

Sequential Delays

TOCKQ CLK to OQ/TQ out 0.41 0.43 0.49 ns

TRQ_OLOGICE2 SR pin to OQ/TQ out (HP I/O banks only) 0.63 0.70 0.83 ns

TGSRQ_OLOGICE2 Global set/reset to Q outputs (HP I/O banks only) 7.60 7.60 10.51 ns

TRQ_OLOGICE3 SR pin to OQ/TQ out (HR I/O banks only) 0.63 0.70 0.83 ns

TGSRQ_OLOGICE3 Global set/reset to Q outputs (HR I/O banks only) 7.60 7.60 10.51 ns

Set/Reset

TRPW_OLOGICE2 Minimum pulse width, SR inputs (HP I/O banks only) 0.54 0.54 0.63 ns, Min

TRPW_OLOGICE3 Minimum pulse width, SR inputs (HR I/O banks only) 0.54 0.54 0.63 ns, Min
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Input Serializer/Deserializer Switching Characteristics
 

Table  24: ISERDES Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2/-2L/-2G -1

Setup/Hold for Control Lines

TISCCK_BITSLIP/ 
TISCKC_BITSLIP

BITSLIP pin setup/hold with respect to CLKDIV 0.01/0.12 0.02/0.13 0.02/0.15 ns

TISCCK_CE / TISCKC_CE
(2) CE pin setup/hold with respect to CLK (for CE1) 0.39/–0.02 0.44/–0.02 0.63/–0.02 ns

TISCCK_CE2 / 
TISCKC_CE2

(2)
CE pin setup/hold with respect to CLKDIV (for CE2) –0.12/0.29 –0.12/0.31 –0.12/0.35 ns

Setup/Hold for Data Lines

TISDCK_D /TISCKD_D D pin setup/hold with respect to CLK –0.02/0.11 –0.02/0.12 –0.02/0.15 ns

TISDCK_DDLY /TISCKD_DDLY DDLY pin setup/hold with respect to CLK (using IDELAY)(1) –0.02/0.11 –0.02/0.12 –0.02/0.15 ns

TISDCK_D_DDR /
TISCKD_D_DDR

D pin setup/hold with respect to CLK at DDR mode –0.02/0.11 –0.02/0.12 –0.02/0.15 ns

TISDCK_DDLY_DDR/ 
TISCKD_DDLY_DDR

D pin setup/hold with respect to CLK at DDR mode (using 
IDELAY)(1)

0.11/0.11 0.12/0.12 0.15/0.15 ns

Sequential Delays

TISCKO_Q CLKDIV to out at Q pin 0.46 0.47 0.58 ns

Propagation Delays

TISDO_DO D input to DO output pin 0.09 0.10 0.12 ns

Notes: 
1. Recorded at 0 tap value.
2. TISCCK_CE2 and TISCKC_CE2 are reported as TISCCK_CE/TISCKC_CE in the timing report.
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CLB Switching Characteristics

Table  28: CLB Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2/-2L/-2G -1

Combinatorial Delays

TILO An – Dn LUT address to A 0.05 0.05 0.06 ns, Max

TILO_2 An – Dn LUT address to AMUX/CMUX 0.15 0.16 0.19 ns, Max

TILO_3 An – Dn LUT address to BMUX_A 0.24 0.25 0.30 ns, Max

TITO An – Dn inputs to A – D Q outputs 0.58 0.61 0.74 ns, Max

TAXA AX inputs to AMUX output 0.38 0.40 0.49 ns, Max

TAXB AX inputs to BMUX output 0.40 0.42 0.52 ns, Max

TAXC AX inputs to CMUX output 0.39 0.41 0.50 ns, Max

TAXD AX inputs to DMUX output 0.43 0.44 0.52 ns, Max

TBXB BX inputs to BMUX output 0.31 0.33 0.40 ns, Max

TBXD BX inputs to DMUX output 0.38 0.39 0.47 ns, Max

TCXC CX inputs to CMUX output 0.27 0.28 0.34 ns, Max

TCXD CX inputs to DMUX output 0.33 0.34 0.41 ns, Max

TDXD DX inputs to DMUX output 0.32 0.33 0.40 ns, Max

Sequential Delays

TCKO Clock to AQ – DQ outputs 0.26 0.27 0.32 ns, Max

TSHCKO Clock to AMUX – DMUX outputs 0.32 0.32 0.39 ns, Max

Setup and Hold Times of CLB Flip-Flops Before/After Clock CLK

TAS/TAH AN – DN input to CLK on A – D flip-flops 0.01/0.12 0.02/0.13 0.03/0.18 ns, Min

TDICK/TCKDI AX – DX input to CLK on A – D flip-flops 0.04/0.14 0.04/0.14 0.05/0.20 ns, Min

AX – DX input through MUXs and/or carry logic to CLK on 
A – D flip-flops

0.36/0.10 0.37/0.11 0.46/0.16 ns, Min

TCECK_CLB/TCKCE_CLB CE input to CLK on A – D flip-flops 0.19/0.05 0.20/0.05 0.25/0.05 ns, Min

TSRCK/TCKSR SR input to CLK on A – D flip-flops 0.30/0.05 0.31/0.07 0.37/0.09 ns, Min

Set/Reset

TSRMIN SR input minimum pulse width 0.52 0.78 1.04 ns, Min

TRQ Delay from SR input to AQ – DQ flip-flops 0.38 0.38 0.46 ns, Max

TCEO Delay from CE input to AQ – DQ flip-flops 0.34 0.35 0.43 ns, Max

FTOG Toggle frequency (for export control) 1818 1818 1818 MHz

http://www.xilinx.com


Virtex-7 T and XT FPGAs Data Sheet: DC and AC Switching Characteristics

DS183 (v1.14) April 17, 2013 www.xilinx.com
Preliminary Product Specification 31

Block RAM and FIFO Switching Characteristics

Table  31: Block RAM and FIFO Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2/-2L/-2G -1

Block RAM and FIFO Clock-to-Out Delays

TRCKO_DO and 
TRCKO_DO_REG

(1)
Clock CLK to DOUT output (without output register)(2)(3) 1.57 1.80 2.08 ns, Max

Clock CLK to DOUT output (with output register)(4)(5) 0.54 0.63 0.75 ns, Max

TRCKO_DO_ECC and
TRCKO_DO_ECC_REG

Clock CLK to DOUT output with ECC (without output 
register)(2)(3)

2.35 2.58 3.26 ns, Max

Clock CLK to DOUT output with ECC (with output 
register)(4)(5)

0.62 0.69 0.80 ns, Max

TRCKO_DO_CASCOUT and
TRCKO_DO_CASCOUT_REG

Clock CLK to DOUT output with Cascade (without 
output register)(2)

2.21 2.45 2.80 ns, Max

Clock CLK to DOUT output with Cascade (with output 
register)(4)

0.98 1.08 1.24 ns, Max

TRCKO_FLAGS Clock CLK to FIFO flags outputs(6) 0.65 0.74 0.89 ns, Max

TRCKO_POINTERS Clock CLK to FIFO pointers outputs(7) 0.79 0.87 0.98 ns, Max

TRCKO_PARITY_ECC Clock CLK to ECCPARITY in ECC encode only mode 0.66 0.72 0.80 ns, Max

TRCKO_SDBIT_ECC and
TRCKO_SDBIT_ECC_REG

Clock CLK to BITERR (without output register) 2.17 2.38 3.01 ns, Max

Clock CLK to BITERR (with output register) 0.57 0.65 0.76 ns, Max

TRCKO_RDADDR_ECC and 
TRCKO_RDADDR_ECC_REG

Clock CLK to RDADDR output with ECC (without output 
register)

0.64 0.74 0.90 ns, Max

Clock CLK to RDADDR output with ECC (with output 
register)

0.71 0.79 0.92 ns, Max

Setup and Hold Times Before/After Clock CLK

TRCCK_ADDRA/TRCKC_ADDRA ADDR inputs(8) 0.38/0.27 0.42/0.28 0.48/0.31 ns, Min

TRDCK_DI_WF_NC/
TRCKD_DI_WF_NC

Data input setup/hold time when block RAM is 
configured in WRITE_FIRST or NO_CHANGE mode(9)

0.49/0.51 0.55/0.53 0.63/0.57 ns, Min

TRDCK_DI_RF/TRCKD_DI_RF Data input setup/hold time when block RAM is 
configured in READ_FIRST mode(9)

0.17/0.25 0.19/0.29 0.21/0.35 ns, Min

TRDCK_DI_ECC/TRCKD_DI_ECC DIN inputs with block RAM ECC in standard mode(9) 0.42/0.37 0.47/0.39 0.53/0.43 ns, Min

TRDCK_DI_ECCW/TRCKD_DI_ECCW DIN inputs with block RAM ECC encode only(9) 0.79/0.37 0.87/0.39 0.99/0.43 ns, Min

TRDCK_DI_ECC_FIFO/
TRCKD_DI_ECC_FIFO

DIN inputs with FIFO ECC in standard mode(9) 0.89/0.47 0.98/0.50 1.12/0.54 ns, Min

TRCCK_INJECTBITERR/
TRCKC_INJECTBITERR

Inject single/double bit error in ECC mode 0.49/0.30 0.55/0.31 0.63/0.34 ns, Min

TRCCK_EN/TRCKC_EN Block RAM Enable (EN) input 0.30/0.17 0.33/0.18 0.38/0.20 ns, Min

TRCCK_REGCE/TRCKC_REGCE CE input of output register 0.21/0.13 0.25/0.13 0.31/0.14 ns, Min

TRCCK_RSTREG/TRCKC_RSTREG Synchronous RSTREG input 0.25/0.06 0.27/0.06 0.29/0.06 ns, Min

TRCCK_RSTRAM/TRCKC_RSTRAM Synchronous RSTRAM input 0.27/0.35 0.29/0.37 0.31/0.39 ns, Min

TRCCK_WEA/TRCKC_WEA Write Enable (WE) input (Block RAM only) 0.38/0.15 0.41/0.16 0.46/0.17 ns, Min

TRCCK_WREN/TRCKC_WREN WREN FIFO inputs 0.39/0.25 0.39/0.30 0.40/0.37 ns, Min

TRCCK_RDEN/TRCKC_RDEN RDEN FIFO inputs 0.36/0.26 0.36/0.30 0.37/0.37 ns, Min

Reset Delays

TRCO_FLAGS Reset RST to FIFO flags/pointers(10) 0.76 0.83 0.93 ns, Max

TRREC_RST/TRREM_RST FIFO reset recovery and removal timing(11) 1.59/–0.68 1.76/–0.68 2.01/–0.68 ns, Max
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Clock to Outs from Input Register Clock to Cascading Output Pins

TDSPCKO_{ACOUT; BCOUT}_{AREG; BREG} CLK (ACOUT, BCOUT) to {A,B} 
register output

0.55 0.62 0.74 ns

TDSPCKO_CARRYCASCOUT_{AREG, BREG}_MULT CLK (AREG, BREG) to 
CARRYCASCOUT output using 
multiplier

3.55 4.06 4.84 ns

TDSPCKO_CARRYCASCOUT_ BREG CLK (BREG) to CARRYCASCOUT 
output not using multiplier

1.60 1.82 2.16 ns

TDSPCKO_CARRYCASCOUT_ DREG_MULT CLK (DREG) to CARRYCASCOUT 
output using multiplier

3.52 4.03 4.79 ns

TDSPCKO_CARRYCASCOUT_ CREG CLK (CREG) to CARRYCASCOUT 
output

1.64 1.88 2.23 ns

Maximum Frequency

FMAX With all registers used 741.84 650.20 547.95 MHz

FMAX_PATDET With pattern detector 627.35 549.75 463.61 MHz

FMAX_MULT_NOMREG Two register multiply without MREG 412.20 360.75 303.77 MHz

FMAX_MULT_NOMREG_PATDET Two register multiply without MREG 
with pattern detect

374.25 327.65 276.01 MHz

FMAX_PREADD_MULT_NOADREG Without ADREG 468.82 408.66 342.70 MHz

FMAX_PREADD_MULT_NOADREG_PATDET Without ADREG with pattern detect 468.82 408.66 342.58 MHz

FMAX_NOPIPELINEREG Without pipeline registers (MREG, 
ADREG)

306.84 267.81 225.02 MHz

FMAX_NOPIPELINEREG_PATDET Without pipeline registers (MREG, 
ADREG) with pattern detect

285.23 249.13 209.38 MHz

Table  32: DSP48E1 Switching Characteristics (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2/-2L/-2G -1
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MMCM Switching Characteristics

Table  37: Duty Cycle Distortion and Clock Tree Skew

Symbol Description Device
Speed Grade

Units
-3 -2/-2L/-2G -1

TDCD_CLK Global clock tree duty cycle distortion(1) All 0.20 0.20 0.20 ns

TCKSKEW Global clock tree skew(2) XC7V585T 0.75 0.91 0.98 ns

XC7V2000T N/A 0.39 0.39 ns

XC7VX330T 0.60 0.74 0.79 ns

XC7VX415T 0.76 0.84 0.91 ns

XC7VX485T 0.60 0.74 0.79 ns

XC7VX550T 0.73 0.88 0.96 ns

XC7VX690T 0.73 0.88 0.96 ns

XC7VX980T N/A 0.91 0.98 ns

XC7VX1140T N/A 0.39 0.39 ns

TDCD_BUFIO I/O clock tree duty cycle distortion All 0.12 0.12 0.12 ns

TBUFIOSKEW I/O clock tree skew across one clock region All 0.02 0.02 0.02 ns

TDCD_BUFR Regional clock tree duty cycle distortion All 0.15 0.15 0.15 ns

Notes: 
1. These parameters represent the worst-case duty cycle distortion observable at the I/O flip-flops. For all I/O standards, IBIS can be used to 

calculate any additional duty cycle distortion that might be caused by asymmetrical rise/fall times. 
2. The TCKSKEW value represents the worst-case clock-tree skew observable between sequential I/O elements in a single SLR. Significantly 

less clock-tree skew exists for I/O registers that are close to each other and fed by the same or adjacent clock-tree branches. Use the Xilinx 
Timing Analyzer tools to evaluate clock skew specific to your application.

Table  38: MMCM Specification

Symbol Description
Speed Grade

Units
-3 -2/-2L/-2G -1

MMCM_FINMAX Maximum input clock frequency 1066.00 933.00 800.00 MHz

MMCM_FINMIN Minimum input clock frequency 10 10 10 MHz

MMCM_FINJITTER Maximum input clock period jitter < 20% of clock input period or 1 ns Max

MMCM_FINDUTY Allowable input duty cycle: 10—49 MHz 25 25 25 %

Allowable input duty cycle: 50—199 MHz 30 30 30 %

Allowable input duty cycle: 200—399 MHz 35 35 35 %

Allowable input duty cycle: 400—499 MHz 40 40 40 %

Allowable input duty cycle: >500 MHz 45 45 45 %

MMCM_FMIN_PSCLK Minimum dynamic phase shift clock frequency 0.01 0.01 0.01 MHz

MMCM_FMAX_PSCLK Maximum dynamic phase shift clock frequency 550.00 500.00 450.00 MHz

MMCM_FVCOMIN Minimum MMCM VCO frequency 600.00 600.00 600.00 MHz

MMCM_FVCOMAX Maximum MMCM VCO frequency 1600.00 1440.00 1200.00 MHz

MMCM_FBANDWIDTH Low MMCM bandwidth at typical(1) 1.00 1.00 1.00 MHz

High MMCM bandwidth at typical(1) 4.00 4.00 4.00 MHz

MMCM_TSTATPHAOFFSET Static phase offset of the MMCM outputs(2) 0.12 0.12 0.12 ns

MMCM_TOUTJITTER MMCM output jitter Note 3

MMCM_TOUTDUTY MMCM output clock duty cycle precision(4) 0.20 0.20 0.20 ns
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Table 52 summarizes the DC specifications of the clock input of the GTX transceiver. Consult the 7 Series FPGAs GTX/GTH 
Transceiver User Guide (UG476) for further details.

GTX Transceiver Switching Characteristics

Consult the 7 Series FPGAs GTX/GTH Transceiver User Guide (UG476) for further information.

Table  52: GTX Transceiver Clock DC Input Level Specification

Symbol DC Parameter Min Typ Max Units

VIDIFF Differential peak-to-peak input voltage 250 – 2000 mV

RIN Differential input resistance – 100 – Ω

CEXT Required external AC coupling capacitor – 100 – nF

Table  53: GTX Transceiver Performance

Symbol Description Output Divider
Speed Grade

Units
-3/-2G -2/-2L -1(1)

FGTXMAX
(2) Maximum GTX transceiver data rate 12.5 10.3125 8.0 Gb/s

FGTXMIN
(2) Minimum GTX transceiver data rate 0.500 0.500 0.500 Gb/s

FGTXCRANGE CPLL line rate range

1 3.2–6.6 Gb/s

2 1.6–3.3 Gb/s

4 0.8–1.65 Gb/s

8 0.5–0.825 Gb/s

16 N/A Gb/s

FGTXQRANGE1 QPLL line rate range 1

1 5.93–8.0 5.93–8.0 5.93–8.0 Gb/s

2 2.965–4.0 2.965–4.0 2.965–4.0 Gb/s

4 1.4825–2.0 1.4825–2.0 1.4825–2.0 Gb/s

8 0.74125–1.0 0.74125–1.0 0.74125–1.0 Gb/s

16 N/A N/A N/A Gb/s

FGTXQRANGE2 QPLL line rate range 2(3)

1 9.8–12.5 9.8–10.3125 N/A Gb/s

2 4.9–6.25 4.9–5.15625 N/A Gb/s

4 2.45–3.125 2.45–2.578125 N/A Gb/s

8 1.225–1.5625 1.225–1.2890625 N/A Gb/s

16 0.6125–0.78125 0.6125–0.64453125 N/A Gb/s

FGCPLLRANGE GTX transceiver CPLL frequency range 1.6–3.3 1.6–3.3 1.6–3.3 GHz

FGQPLLRANGE1 GTX transceiver QPLL frequency range 1 5.93–8.0 5.93–8.0 5.93–8.0 GHz

FGQPLLRANGE2 GTX transceiver QPLL frequency range 2 9.8–12.5 9.8–10.3125 N/A GHz

Notes: 
1. The -1 speed grade requires a 4-byte internal data width for operation above 5.0 Gb/s. A -1 speed grade with VCCINT = 0.9V, as described 

in tge Lowering Power using the Voltage Identification Bit application note (XAPP555), requires a 4-byte internal data width for operation 
above 3.8 Gb/s.

2. Data rates between 8.0 Gb/s and 9.8 Gb/s are not available.
3. For QPLL line rate range 2, the maximum line rate with the divider N set to 66 is 10.3125Gb/s.

Table  54: GTX Transceiver Dynamic Reconfiguration Port (DRP) Switching Characteristics

Symbol Description
Speed Grade

Units
-3/-2G -2/-2L -1

FGTXDRPCLK GTXDRPCLK maximum frequency 175.01 175.01 156.25 MHz

http://www.xilinx.com/support/documentation/application_notes/xapp555-Lowering-Power-Using-VID-Bit.pdf
http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug476_7Series_Transceivers.pdf
http://www.xilinx.com/support/documentation/user_guides/ug476_7Series_Transceivers.pdf
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Table 67 summarizes the DC specifications of the clock input of the GTH transceiver. Consult the 7 Series FPGAs GTX/GTH 
Transceiver User Guide (UG476) for further details.

GTH Transceiver Switching Characteristics

Consult the 7 Series FPGAs GTX/GTH Transceiver User Guide (UG476) for further information.

Table  67: GTH Transceiver Clock DC Input Level Specification

Symbol DC Parameter Min Typ Max Units

VIDIFF Differential peak-to-peak input voltage 350 – 2000 mV

RIN Differential input resistance – 100 – Ω

CEXT Required external AC coupling capacitor – 100 – nF

Table  68: GTH Transceiver Performance

Symbol Description Output Divider
Speed Grade

Units
-3E/-2GE -2(C&I)/-2LE -1(C&I)(1)

FGTHMAX Maximum GTH transceiver data rate 13.1 11.3 8.5 Gb/s

FGTHMIN Minimum GTH transceiver data rate 0.500 0.500 0.500 Gb/s

FGTHCRANGE CPLL line rate range

1 3.2–10.3125 3.2–8.0 Gb/s

2 1.6–5.16 1.6–4.0 Gb/s

4 0.8–2.58 0.8–2.0 Gb/s

8 0.5–1.29 0.5–1.0 Gb/s

16 N/A Gb/s

FGTHQRANGE1 QPLL line rate range 1

1 8.0–11.85 8.0–11.3 8.0–8.5 Gb/s

2 4.0–5.925 4.0–5.65 4.0–4.25 Gb/s

4 2.0–2.9625 2.0–2.825 2.0–2.125 Gb/s

8 1.0–1.48125 1.0–1.4125 1.0–1.0625 Gb/s

16 N/A Gb/s

FGTHQRANGE2 QPLL line rate range 2

1 11.85–13.1 N/A Gb/s

2 5.925–6.55 N/A Gb/s

4 2.96–3.275 N/A Gb/s

8 1.48–1.63 N/A Gb/s

16 0.74–0.81 N/A Gb/s

FGCPLLRANGE GTH transceiver CPLL frequency range 1.6–5.16 1.6–4.0 GHz

FGQPLLRANGE1 GTH transceiver QPLL frequency range 1 8.0–11.85 8.0–11.3 8.0–8.5 GHz

FGQPLLRANGE2 GTH transceiver QPLL frequency range 2 11.85–13.1 N/A GHz

Notes: 
1. The -1 speed grade requires a 4-byte internal data width for operation above 5.0 Gb/s. A -1 speed grade with VCCINT = 0.9V, as described 

in the Lowering Power using the Voltage Identification Bit application note (XAPP555), requires a 4-byte internal data width for operation 
above 3.8 Gb/s.

Table  69: GTH Transceiver Dynamic Reconfiguration Port (DRP) Switching Characteristics

Symbol Description
Speed Grade

Units
-3/-2G -2L -2 -1

FGTHDRPCLK GTHDRPCLK maximum frequency 175 175 175 156 MHz

http://www.xilinx.com/support/documentation/application_notes/xapp555-Lowering-Power-Using-VID-Bit.pdf
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Table  72: GTH Transceiver User Clock Switching Characteristics(1)

Symbol Description
Data Width Conditions Speed Grade

Units
Internal Logic Interconnect Logic -3E/-2GE(2) -2(C&I)/-2LE(2) -1(C&I)(3)

FTXOUT TXUSERCLKOUT maximum frequency 412.500 412.500 312.500 MHz

FRXOUT RXUSERCLKOUT maximum frequency 412.500 412.500 312.500 MHz

FTXIN
TXUSERCLKIN 
maximum frequency

16-bit 16-bit and 32-bit 412.500 412.500 312.500 MHz

32-bit 32-bit 409.375 353.125 265.625 MHz

FRXIN
RXUSERCLKIN 
maximum frequency

16-bit 16-bit and 32-bit 412.500 412.500 312.500 MHz

32-bit 32-bit 409.375 353.125 265.625 MHz

FTXIN2
TXUSERCLKIN2 
maximum frequency

16-bit 16-bit 412.500 412.500 312.500 MHz

16-bit and 32-bit 32-bit 409.375 353.125 265.625 MHz

64-bit 64-bit 204.688 176.563 132.813 MHz

FRXIN2
RXUSERCLKIN2 
maximum frequency

16-bit 16-bit 412.500 412.500 312.500 MHz

16-bit and 32-bit 32-bit 409.375 353.125 265.625 MHz

64-bit 64-bit 204.688 176.563 132.813 MHz

Notes: 
1. Clocking must be implemented as described in the 7 Series FPGAs GTX/GTH Transceiver User Guide (UG476).
2. For speed grades -3E, -2GE, -2C, -2I, and -2LE, a 16-bit data path can only be used for speeds less than 6.6 Gb/s.
3. For speed grade -1 (and when VCCINT = 0.9V), a 16-bit data path can only be used for speeds less than 5.0 Gb/s.

Table  73: GTH Transceiver Transmitter Switching Characteristics

Symbol Description Condition Min Typ Max Units

FGTHTX Serial data rate range 0.500 – FGTHMAX Gb/s

TRTX TX rise time 20%–80% – 40 – ps

TFTX TX fall time 80%–20% – 40 – ps

TLLSKEW TX lane-to-lane skew(1) – – 500 ps

VTXOOBVDPP Electrical idle amplitude – – 15 mV

TTXOOBTRANSITION Electrical idle transition time – – 140 ns

TJ13.1 Total jitter(2)(4)
13.1 Gb/s

– – 0.3 UI

DJ13.1 Deterministic jitter(2)(4) – – 0.17 UI

TJ12.5 Total jitter(2)(4)
12.5 Gb/s

– – 0.28 UI

DJ12.5 Deterministic jitter(2)(4) – – 0.17 UI

TJ11.3 Total jitter(2)(4)
11.3 Gb/s

– – 0.28 UI

DJ11.3 Deterministic jitter(2)(4) – – 0.17 UI

TJ10.3125_QPLL Total jitter(2)(4)
10.3125 Gb/s

– – 0.28 UI

DJ10.3125_QPLL Deterministic jitter(2)(4) – – 0.17 UI

TJ10.3125_CPLL Total jitter(3)(4)
10.3125 Gb/s

– – 0.33 UI

DJ10.3125_CPLL Deterministic jitter(3)(4) – – 0.17 UI

TJ9.953 Total jitter(2)(4)
9.953 Gb/s

– – 0.28 UI

DJ9.953 Deterministic jitter(2)(4) – – 0.17 UI

TJ9.8 Total jitter(2)(4)
9.8 Gb/s

– – 0.28 UI

DJ9.8 Deterministic jitter(2)(4) – – 0.17 UI

TJ8.0_QPLL Total jitter(2)(4)
8.0 Gb/s

– – 0.28 UI

DJ8.0_QPLL Deterministic jitter(2)(4) – – 0.17 UI
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