
Renesas Electronics America Inc - R5F2L3A8MDFA#U1 Datasheet

Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Obsolete

Core Processor R8C

Core Size 16-Bit

Speed 20MHz

Connectivity I²C, LINbus, SIO, SSU, UART/USART

Peripherals LCD, POR, PWM, Voltage Detect, WDT

Number of I/O 88

Program Memory Size 64KB (64K x 8)

Program Memory Type FLASH

EEPROM Size 4K x 8

RAM Size 8K x 8

Voltage - Supply (Vcc/Vdd) 1.8V ~ 5.5V

Data Converters A/D 20x10b; D/A 2x8b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 100-BQFP

Supplier Device Package 100-QFP (14x20)
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Table 1.8 Product List for R8C/L36M Group Current of Jun 2011

Figure 1.2 Correspondence of Part No., with Memory Size and Package of R8C/L36M Group

Part No.
Internal ROM Capacity Internal RAM 

Capacity Package Type Remarks
Program ROM Data Flash

R5F2L367MNFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0064KB-A N Version
R5F2L367MNFA 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0064GA-A
R5F2L368MNFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0064KB-A
R5F2L368MNFA 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0064GA-A
R5F2L36AMNFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0064KB-A
R5F2L36AMNFA 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0064GA-A
R5F2L36CMNFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0064KB-A
R5F2L36CMNFA 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0064GA-A
R5F2L367MDFP 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0064KB-A D Version
R5F2L367MDFA 48 Kbytes 1 Kbyte × 4 6 Kbytes PLQP0064GA-A
R5F2L368MDFP 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0064KB-A
R5F2L368MDFA 64 Kbytes 1 Kbyte × 4 8 Kbytes PLQP0064GA-A
R5F2L36AMDFP 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0064KB-A
R5F2L36AMDFA 96 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0064GA-A
R5F2L36CMDFP 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0064KB-A
R5F2L36CMDFA 128 Kbytes 1 Kbyte × 4 10 Kbytes PLQP0064GA-A

Part No. R 5 F 2L 36 C M N FP
Package type:
    FP: LQFP (0.50 mm pin pitch)
    FA: LQFP (0.80 mm pin pitch)

Classification
N: Operating ambient temperature -20°C to 85°C
D: Operating ambient temperature -40°C to 85°C

ROM capacity
7: 48 KB
8: 64 KB
A: 96 KB
C: 128 KB

R8C/L36M Group

R8C/Lx Series

Memory type
F: Flash memory

Renesas MCU

Renesas semiconductor
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Figure 1.7 Block Diagram of R8C/L38M Group
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Figure 1.10 Pin Assignment (Top View) of PLQP0064KB-A and PLQP0064GA-A Packages
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Notes:
1. The pin in parentheses can be assigned by a program.
2. Confirm the pin 1 position on the package by referring to the package dimensions.
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Figure 1.11 Pin Assignment (Top View) of PLQP0080KB-A and PLQP0080JA-A Packages
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Notes:
1. The pin in parentheses can be assigned by a program.
2. Confirm the pin 1 position on the package by referring to the package dimensions.
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Figure 1.13 Pin Assignment (Top View) of PRQP0100JD-B Package
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P7_7/COM0

P7_3/SEG55/COM4
P7_4/COM3

P7_2/SEG54/COM5

P7_6/COM1

P5_2/SEG42

P6_2/SEG46/TRDIOC0
P6_3/SEG47/TRDIOD0

Notes:
1. The pin in parentheses can be assigned by a program.
2. Confirm the pin 1 position on the package by referring to the package dimensions.
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Notes:
1. The pin in parentheses can be assigned by a program.
2. The number in brackets indicates the pin number for the 100P6F package. 

Table 1.12 Pin Name Information by Pin Number (2)
Pin Number

Control 
Pin Port

I/O Pin Functions for Peripheral Modules

L3AM 
(Note 2)

L38M L36M L35M Interrupt Timer Serial 
Interface SSU I2C bus

A/D Converter,
 D/A Converter,
Comparator A,
Comparator B,

Voltage Detection 
Circuit

LCD 
drive 

control 
circuit 

40 [42] 31 P6_6 TRDIOC1 SEG50
41 [43] 32 P6_5 TRDIOB1 SEG49
42 [44] 33 P6_4 TRDIOA1 SEG48
43 [45] 34 P6_3 TRDIOD0 SEG47
44 [46] 35 P6_2 TRDIOC0 SEG46
45 [47] 36 P6_1 TRDIOB0 SEG45

46 [48] 37 P6_0 TRDIOA0/
TRDCLK SEG44

47 [49] P5_3 SEG43
48 [50] P5_2 SEG42
49 [51] P5_1 SEG41
50 [52] P5_0 SEG40

51 [53] 38 27 22 P4_7 TRCIOD/
TRCIOB SEG39

52 [54] 39 28 23 P4_6 TRCIOC/
TRCIOB SEG38

53 [55] 40 29 24 P4_5 TRCIOB SEG37

54 [56] 41 30 25 P4_4 TRCIOA/
TRCTRG SEG36

55 [57] 42 31 26 P4_3 TRCCLK/
TRCTRG SEG35

56 [58] 43 32 27 P4_2 CLK1 SEG34
57 [59] 44 33 28 P4_1 RXD1 SEG33
58 [60] 45 34 29 P4_0 TXD1 SEG32
59 [61] 46 35 P3_7 INT7 TRCTRG ADTRG SEG31

60 [62] 47 36 P3_6 INT6 SEG30

61 [63] 48 37 P3_5 INT5 SEG29

62 [64] 49 38 P3_4 INT4 SEG28

63 [65] 50 39 30 P3_3 INT3 SEG27

64 [66] 51 40 31 P3_2 INT2 SEG26

65 [67] 52 41 32 P3_1 INT1 SEG25

66 [68] 53 42 33 P3_0 INT0 SEG24

67 [69] 54 43 34 P2_7 KI7 SEG23

68 [70] 55 44 35 P2_6 KI6 SEG22

69 [71] 56 45 36 P2_5 KI5 SEG21

70 [72] 57 46 37 P2_4 KI4 SEG20

71 [73] 58 P2_3 KI3 SEG19

72 [74] 59 P2_2 KI2 SEG18

73 [75] 60 P2_1 KI1 SEG17

74 [76] 61 P2_0 KI0 SEG16
75 [77] P1_7 SEG15
76 [78] P1_6 SEG14
77 [79] P1_5 SEG13
78 [80] P1_4 SEG12
79 [81] 62 P1_3 AN15 SEG11
80 [82] 63 P1_2 AN14 SEG10
81 [83] 64 P1_1 AN13 SEG9
82 [84] 65 P1_0 AN12 SEG8
83 [85] 66 47 38 P0_7 AN11 SEG7
84 [86] 67 48 39 P0_6 AN10 SEG6
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2.8.7 Interrupt Enable Flag (I)
The I flag enables maskable interrupts.
Interrupts are disabled when the I flag is set to 0, and are enabled when the I flag is set to 1. The I flag is set to 0
when an interrupt request is acknowledged.

2.8.8 Stack Pointer Select Flag (U)
ISP is selected when the U flag is set to 0; USP is selected when the U flag is set to 1.
The U flag is set to 0 when a hardware interrupt request is acknowledged or the INT instruction of software
interrupt numbers 0 to 31 is executed. 

2.8.9 Processor Interrupt Priority Level (IPL)
IPL is 3 bits wide and assigns processor interrupt priority levels from level 0 to level 7.
If a requested interrupt has higher priority than IPL, the interrupt is enabled.

2.8.10 Reserved Bit
If necessary, set to 0. When read, the content is undefined.
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4. Special Function Registers (SFRs)
An SFR (special function register) is a control register for a peripheral function. Tables 4.1 to 4.16 list SFR
Informations and Table 4.17 lists the ID Code Areas and Option Function Select Area. The description offered in this
chapter is based on the R8C/L3AM Group.

Table 4.1 SFR Information (1) (1)

X: Undefined
Notes:

1. Blank spaces are reserved. No access is allowed.
2. The CWR bit in the RSTFR register is set to 0 after power-on, voltage monitor 0 reset, or exit from power-off mode. Hardware reset, software 

reset, or watchdog timer reset does not affect this bit. 
3. The CSPROINI bit in the OFS register is set to 0.
4. The LVDAS bit in the OFS register is set to 1.
5. The LVDAS bit in the OFS register is set to 0.

Address Register Symbol After Reset
0000h
0001h
0002h
0003h
0004h Processor Mode Register 0 PM0 00h
0005h Processor Mode Register 1 PM1 00h
0006h System Clock Control Register 0 CM0 00100000b
0007h System Clock Control Register 1 CM1 00100000b
0008h Module Standby Control Register MSTCR 00h
0009h System Clock Control Register 3 CM3 00h
000Ah Protect Register PRCR 00h
000Bh Reset Source Determination Register RSTFR XXh (2)

000Ch Oscillation Stop Detection Register OCD 00000100b
000Dh Watchdog Timer Reset Register WDTR XXh
000Eh Watchdog Timer Start Register WDTS XXh
000Fh Watchdog Timer Control Register WDTC 00111111b
0010h
0011h
0012h
0013h
0014h
0015h High-Speed On-Chip Oscillator Control Register 7 FRA7 When shipping
0016h
0017h
0018h
0019h
001Ah
001Bh
001Ch Count Source Protection Mode Register CSPR 00h

10000000b (3)

001Dh
001Eh
001Fh
0020h Power-Off Mode Control Register 0 POMCR0 X0000000b
0021h
0022h
0023h High-Speed On-Chip Oscillator Control Register 0 FRA0 00h
0024h High-Speed On-Chip Oscillator Control Register 1 FRA1 When shipping
0025h High-Speed On-Chip Oscillator Control Register 2 FRA2 00h
0026h On-Chip Reference Voltage Control Register OCVREFCR 00h
0027h
0028h
0029h High-Speed On-Chip Oscillator Control Register 4 FRA4 When Shipping
002Ah High-Speed On-Chip Oscillator Control Register 5 FRA5 When Shipping
002Bh High-Speed On-Chip Oscillator Control Register 6 FRA6 When Shipping
002Ch
002Dh
002Eh
002Fh High-Speed On-Chip Oscillator Control Register 3 FRA3 When shipping
0030h Voltage Monitor Circuit/Comparator A Control Register CMPA 00h
0031h Voltage Monitor Circuit Edge Select Register VCAC 00h
0032h
0033h Voltage Detect Register 1 VCA1 00001000b
0034h Voltage Detect Register 2 VCA2 00h (4)

00100000b (5)

0035h
0036h Voltage Detection 1 Level Select Register VD1LS 00000111b
0037h
0038h Voltage Monitor 0 Circuit Control Register VW0C 1100X010b (4)

1100X011b (5)

0039h Voltage Monitor 1 Circuit Control Register VW1C 10001010b
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Table 4.3 SFR Information (3) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0080h DTC Activation Control Register DTCTL 00h
0081h
0082h
0083h
0084h
0085h
0086h
0087h
0088h DTC Activation Enable Register 0 DTCEN0 00h
0089h DTC Activation Enable Register 1 DTCEN1 00h
008Ah DTC Activation Enable Register 2 DTCEN2 00h
008Bh DTC Activation Enable Register 3 DTCEN3 00h
008Ch DTC Activation Enable Register 4 DTCEN4 00h
008Dh DTC Activation Enable Register 5 DTCEN5 00h
008Eh DTC Activation Enable Register 6 DTCEN6 00h
008Fh
0090h
0091h
0092h
0093h
0094h
0095h
0096h
0097h
0098h
0099h
009Ah
009Bh
009Ch
009Dh
009Eh
009Fh
00A0h UART0 Transmit/Receive Mode Register U0MR 00h
00A1h UART0 Bit Rate Register U0BRG XXh
00A2h UART0 Transmit Buffer Register U0TB XXh
00A3h XXh
00A4h UART0 Transmit/Receive Control Register 0 U0C0 00001000b
00A5h UART0 Transmit/Receive Control Register 1 U0C1 00000010b
00A6h UART0 Receive Buffer Register U0RB XXh
00A7h XXh
00A8h UART2 Transmit/Receive Mode Register U2MR 00h
00A9h UART2 Bit Rate Register U2BRG XXh
00AAh UART2 Transmit Buffer Register U2TB XXh
00ABh XXh
00ACh UART2 Transmit/Receive Control Register 0 U2C0 00001000b
00ADh UART2 Transmit/Receive Control Register 1 U2C1 00000010b
00AEh UART2 Receive Buffer Register U2RB XXh
00AFh XXh
00B0h UART2 Digital Filter Function Select Register URXDF 00h
00B1h
00B2h
00B3h
00B4h
00B5h
00B6h
00B7h
00B8h
00B9h
00BAh
00BBh UART2 Special Mode Register 5 U2SMR5 00h
00BCh UART2 Special Mode Register 4 U2SMR4 00h
00BDh UART2 Special Mode Register 3 U2SMR3 000X0X0Xb
00BEh UART2 Special Mode Register 2 U2SMR2 X0000000b
00BFh UART2 Special Mode Register U2SMR X0000000b
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Table 4.5 SFR Information (5) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0100h Timer RA Control Register TRACR 00h
0101h Timer RA I/O Control Register TRAIOC 00h
0102h Timer RA Mode Register TRAMR 00h
0103h Timer RA Prescaler Register TRAPRE FFh
0104h Timer RA Register TRA FFh
0105h LIN Control Register 2 LINCR2 00h
0106h LIN Control Register LINCR 00h
0107h LIN Status Register LINST 00h
0108h Timer RB Control Register TRBCR 00h
0109h Timer RB One-Shot Control Register TRBOCR 00h
010Ah Timer RB I/O Control Register TRBIOC 00h
010Bh Timer RB Mode Register TRBMR 00h
010Ch Timer RB Prescaler Register TRBPRE FFh
010Dh Timer RB Secondary Register TRBSC FFh
010Eh Timer RB Primary Register TRBPR FFh
010Fh
0110h
0111h
0112h
0113h
0114h
0115h
0116h
0117h
0118h Timer RE Second Data Register / Timer RE Counter Data Register TRESEC XXh
0119h Timer RE Minute Data Register / Timer RE Compare Data Register TREMIN XXh
011Ah Timer RE Hour Data Register TREHR XXh
011Bh Timer RE Day of Week Data Register TREWK XXh
011Ch Timer RE Control Register 1 TRECR1 XXXXX0XXb
011Dh Timer RE Control Register 2 TRECR2 XXh
011Eh Timer RE Count Source Select Register TRECSR 00001000b
011Fh
0120h Timer RC Mode Register TRCMR 01001000b
0121h Timer RC Control Register 1 TRCCR1 00h
0122h Timer RC Interrupt Enable Register TRCIER 01110000b
0123h Timer RC Status Register TRCSR 01110000b
0124h Timer RC I/O Control Register 0 TRCIOR0 10001000b
0125h Timer RC I/O Control Register 1 TRCIOR1 10001000b
0126h Timer RC Counter TRC 00h
0127h 00h
0128h Timer RC General Register A TRCGRA FFh
0129h FFh
012Ah Timer RC General Register B TRCGRB FFh
012Bh FFh
012Ch Timer RC General Register C TRCGRC FFh
012Dh FFh
012Eh Timer RC General Register D TRCGRD FFh
012Fh FFh
0130h Timer RC Control Register 2 TRCCR2 00011000b
0131h Timer RC Digital Filter Function Select Register TRCDF 00h
0132h Timer RC Output Master Enable Register TRCOER 01111111b
0133h Timer RC Trigger Control Register TRCADCR 00h
0134h
0135h Timer RD Control Expansion Register TRDECR 00h
0136h Timer RD Trigger Control Register TRDADCR 00h
0137h Timer RD Start Register TRDSTR 11111100b
0138h Timer RD Mode Register TRDMR 00001110b
0139h Timer RD PWM Mode Register TRDPMR 10001000b
013Ah Timer RD Function Control Register TRDFCR 10000000b
013Bh Timer RD Output Master Enable Register 1 TRDOER1 FFh
013Ch Timer RD Output Master Enable Register 2 TRDOER2 01111111b
013Dh Timer RD Output Control Register TRDOCR 00h
013Eh Timer RD Digital Filter Function Select Register 0 TRDDF0 00h
013Fh Timer RD Digital Filter Function Select Register 1 TRDDF1 00h
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Table 4.6 SFR Information (6) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0140h Timer RD Control Register 0 TRDCR0 00h
0141h Timer RD I/O Control Register A0 TRDIORA0 10001000b
0142h Timer RD I/O Control Register C0 TRDIORC0 10001000b
0143h Timer RD Status Register 0 TRDSR0 11100000b
0144h Timer RD Interrupt Enable Register 0 TRDIER0 11100000b
0145h Timer RD PWM Mode Output Level Control Register 0 TRDPOCR0 11111000b
0146h Timer RD Counter 0 TRD0 00h
0147h 00h
0148h Timer RD General Register A0 TRDGRA0 FFh
0149h FFh
014Ah Timer RD General Register B0 TRDGRB0 FFh
014Bh FFh
014Ch Timer RD General Register C0 TRDGRC0 FFh
014Dh FFh
014Eh Timer RD General Register D0 TRDGRD0 FFh
014Fh FFh
0150h Timer RD Control Register 1 TRDCR1 00h
0151h Timer RD I/O Control Register A1 TRDIORA1 10001000b
0152h Timer RD I/O Control Register C1 TRDIORC1 10001000b
0153h Timer RD Status Register 1 TRDSR1 11000000b
0154h Timer RD Interrupt Enable Register 1 TRDIER1 11100000b
0155h Timer RD PWM Mode Output Level Control Register 1 TRDPOCR1 11111000b
0156h Timer RD Counter 1 TRD1 00h
0157h 00h
0158h Timer RD General Register A1 TRDGRA1 FFh
0159h FFh
015Ah Timer RD General Register B1 TRDGRB1 FFh
015Bh FFh
015Ch Timer RD General Register C1 TRDGRC1 FFh
015Dh FFh
015Eh Timer RD General Register D1 TRDGRD1 FFh
015Fh FFh
0160h UART1 Transmit/Receive Mode Register U1MR 00h
0161h UART1 Bit Rate Register U1BRG XXh
0162h UART1 Transmit Buffer Register U1TB XXh
0163h XXh
0164h UART1 Transmit/Receive Control Register 0 U1C0 00001000b
0165h UART1 Transmit/Receive Control Register 1 U1C1 00000010b
0166h UART1 Receive Buffer Register U1RB XXh
0167h XXh
0168h
0169h
016Ah
016Bh
016Ch
016Dh
016Eh
016Fh
0170h Timer RG Mode Register TRGMR 01000000b
0171h Timer RG Count Control Register TRGCNTC 00h
0172h Timer RG Control Register TRGCR 10000000b
0173h Timer RG Interrupt Enable Register TRGIER 11110000b
0174h Timer RG Status Register TRGSR 11100000b
0175h Timer RG I/O Control Register TRGIOR 00h
0176h Timer RG Counter TRG 00h
0177h 00h
0178h Timer RG General Register A TRGGRA FFh
0179h FFh
017Ah Timer RG General Register B TRGGRB FFh
017Bh FFh
017Ch Timer RG General Register C TRGGRC FFh
017Dh FFh
017Eh Timer RG General Register D TRGGRD FFh
017Fh FFh
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Table 4.9 SFR Information (9) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0200h LCD Control Register LCR0 00h
0201h LCD Bias Control Register LCR1 00h
0202h LCD Display Control Register LCR2 X0000000b
0203h LCD Clock Control Register LCR3 00h
0204h
0205h
0206h LCD Port Select Register 0 LSE0 00h
0207h LCD Port Select Register 1 LSE1 00h
0208h LCD Port Select Register 2 LSE2 00h
0209h LCD Port Select Register 3 LSE3 00h
020Ah LCD Port Select Register 4 LSE4 00h
020Bh LCD Port Select Register 5 LSE5 00h
020Ch LCD Port Select Register 6 LSE6 00h
020Dh LCD Port Select Register 7 LSE7 00h
020Eh
020Fh
0210h LCD Display Data Register LRA0L XXh
0211h LRA1L XXh
0212h LRA2L XXh
0213h LRA3L XXh
0214h LRA4L XXh
0215h LRA5L XXh
0216h LRA6L XXh
0217h LRA7L XXh
0218h LRA8L XXh
0219h LRA9L XXh
021Ah LRA10L XXh
021Bh LRA11L XXh
021Ch LRA12L XXh
021Dh LRA13L XXh
021Eh LRA14L XXh
021Fh LRA15L XXh
0220h LRA16L XXh
0221h LRA17L XXh
0222h LRA18L XXh
0223h LRA19L XXh
0224h LRA20L XXh
0225h LRA21L XXh
0226h LRA22L XXh
0227h LRA23L XXh
0228h LRA24L XXh
0229h LRA25L XXh
022Ah LRA26L XXh
022Bh LRA27L XXh
022Ch LRA28L XXh
022Dh LRA29L XXh
022Eh LRA30L XXh
022Fh LRA31L XXh
0230h LRA32L XXh
0231h LRA33L XXh
0232h LRA34L XXh
0233h LRA35L XXh
0234h LRA36L XXh
0235h LRA37L XXh
0236h LRA38L XXh
0237h LRA39L XXh
0238h LRA40L XXh
0239h LRA41L XXh
023Ah LRA42L XXh
023Bh LRA43L XXh
023Ch LRA44L XXh
023Dh LRA45L XXh
023Eh LRA46L XXh
023Fh LRA47L XXh
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Table 4.10 SFR Information (10) (1)

X: Undefined
Note:

1. Blank spaces are reserved. No access is allowed.

Address Register Symbol After Reset
0240h LCD Display Data Register LRA48L XXh
0241h LRA49L XXh
0242h LRA50L XXh
0243h LRA51L XXh
0244h LRA52L XXh
0245h LRA53L XXh
0246h LRA54L XXh
0247h LRA55L XXh
0248h
0249h
024Ah
024Bh
024Ch
024Dh
024Eh
024Fh
0250h
0251h
0252h
0253h
0254h
0255h
0256h
0257h
0258h
0259h
025Ah
025Bh
025Ch
025Dh
025Eh
025Fh
0260h
0261h
0262h
0263h
0264h
0265h
0266h
0267h
0268h
0269h
026Ah
026Bh
026Ch
026Dh
026Eh
026Fh
0270h LCD Display Control Data Register LRA0H XXh
0271h LRA1H XXh
0272h LRA2H XXh
0273h LRA3H XXh
0274h LRA4H XXh
0275h LRA5H XXh
0276h LRA6H XXh
0277h LRA7H XXh
0278h LRA8H XXh
0279h LRA9H XXh
027Ah LRA10H XXh
027Bh LRA11H XXh
027Ch LRA12H XXh
027Dh LRA13H XXh
027Eh LRA14H XXh
027Fh LRA15H XXh
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5. Electrical Characteristics

5.1 Absolute Maximum Ratings

Notes:
1. For the register settings for each operation, refer to 7. I/O Ports and 9. Clock Generation Circuit in the User's Manual: 

Hardware.
2. The VL1 voltage should be VCC or below.

Table 5.1 Absolute Maximum Ratings
Symbol Parameter Condition Rated Value Unit

VCC/AVCC Supply voltage −0.3 to 6.5 V
VI Input voltage XIN XIN-XOUT oscillation on

(oscillation buffer ON) (1)
−0.3 to 1.65 V

XIN XIN-XOUT oscillation on
(oscillation buffer OFF) (1)

−0.3 to VCC + 0.3 V

VL1 −0.3 to VL2 V
VL2 R8C/L35M VL1 to VL4 V

R8C/L36M, R8C/L38M, R8C/L3AM VL1 to VL3 V
VL3 VL2 to VL4 V
VL4 VL3 to 6.5 V
Other pins −0.3 to VCC + 0.3 V

VO Output voltage XOUT XIN-XOUT oscillation on
(oscillation buffer ON) (1)

−0.3 to 1.65 V

XOUT XIN-XOUT oscillation on
(oscillation buffer OFF) (1)

−0.3 to VCC + 0.3 V

VL1 −0.3 to VL2 (2) V
VL2 R8C/L35M VL1 to VL4 V

R8C/L36M, R8C/L38M, R8C/L3AM VL1 to VL3 V
VL3 VL2 to VL4 V
VL4 −0.3 to 6.5 V
CL1, CL2 −0.3 to 6.5 V
COM0 to COM7 −0.3 to VL4 V
SEG0 to SEG55 −0.3 to VL4 V
Other pins −0.3 to VCC + 0.3 V

Pd Power dissipation −40°C ≤ Topr ≤ 85°C 500 mW
Topr Operating ambient temperature −20 to 85 (N version) /

−40 to 85 (D version)
°C

Tstg Storage temperature −65 to 150 °C
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Notes:
1. Select the voltage detection level with bits VDSEL0 and VDSEL1 in the OFS register. 
2. Necessary time until the voltage detection circuit operates when setting to 1 again after setting the VCA25 bit in the VCA2 

register to 0.
3. Time until the voltage monitor 0 reset is generated after the voltage passes Vdet0.

Notes:
1. Select the voltage detection level with bits VD1S0 to VD1S3 in the VD1LS register. 
2. Time until the voltage monitor 1 interrupt request is generated after the voltage passes Vdet1.
3. Necessary time until the voltage detection circuit operates when setting to 1 again after setting the VCA26 bit in the VCA2 

register to 0.

Table 5.9 Voltage Detection 0 Circuit Characteristics
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

Vdet0 Voltage detection level Vdet0_0 (1) 1.80 1.90 2.05 V

Voltage detection level Vdet0_1 (1) 2.15 2.35 2.50 V

Voltage detection level Vdet0_2 (1) 2.70 2.85 3.05 V

Voltage detection level Vdet0_3 (1) 3.55 3.80 4.05 V
— Voltage detection 0 circuit response time (3) At the falling of Vcc from 5 V 

to (Vdet0_0 − 0.1) V
— 6 150 µs

— Voltage detection circuit self power consumption VCA25 = 1, VCC = 5.0 V — 1.5 — µA
td(E-A) Waiting time until voltage detection circuit 

operation starts (2)
— — 100 µs

Table 5.10 Voltage Detection 1 Circuit Characteristics
(VCC = 1.8 to 5.5 V and Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless 
otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

Vdet1 Voltage detection level Vdet1_0 (1) At the falling of VCC 2.00 2.20 2.40 V

Voltage detection level Vdet1_1 (1) At the falling of VCC 2.15 2.35 2.55 V

Voltage detection level Vdet1_2 (1) At the falling of VCC 2.30 2.50 2.70 V

Voltage detection level Vdet1_3 (1) At the falling of VCC 2.45 2.65 2.85 V

Voltage detection level Vdet1_4 (1) At the falling of VCC 2.60 2.80 3.00 V

Voltage detection level Vdet1_5 (1) At the falling of VCC 2.75 2.95 3.15 V

Voltage detection level Vdet1_6 (1) At the falling of VCC 2.85 3.10 3.40 V

Voltage detection level Vdet1_7 (1) At the falling of VCC 3.00 3.25 3.55 V

Voltage detection level Vdet1_8 (1) At the falling of VCC 3.15 3.40 3.70 V

Voltage detection level Vdet1_9 (1) At the falling of VCC 3.30 3.55 3.85 V

Voltage detection level Vdet1_A (1) At the falling of VCC 3.45 3.70 4.00 V

Voltage detection level Vdet1_B (1) At the falling of VCC 3.60 3.85 4.15 V

Voltage detection level Vdet1_C (1) At the falling of VCC 3.75 4.00 4.30 V

Voltage detection level Vdet1_D (1) At the falling of VCC 3.90 4.15 4.45 V

Voltage detection level Vdet1_E (1) At the falling of VCC 4.05 4.30 4.60 V

Voltage detection level Vdet1_F (1) At the falling of VCC 4.20 4.45 4.75 V
— Hysteresis width at the rising of Vcc in voltage 

detection 1 circuit
Vdet1_0 to Vdet1_5 
selected

— 0.07 — V

Vdet1_6 to Vdet1_F 
selected

— 0.10 — V

— Voltage detection 1 circuit response time (2) At the falling of Vcc from 
5 V to (Vdet1_0 − 0.1) V

— 60 150 µs

— Voltage detection circuit self power consumption VCA26 = 1, VCC = 5.0 V — 1.7 — µA
td(E-A) Waiting time until voltage detection circuit operation 

starts (3)
— — 100 µs
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5.4 DC Characteristics

Note:
1. This applies when the drive capacity of the output transistor is set to High by registers P10DRR and P11DRR. When the drive 

capacity is set to Low, the value of any other pin applies.

Table 5.18 DC Characteristics (1) [4.0 V ≤ Vcc ≤ 5.5 V]
(Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter Condition
Standard

Unit
Min. Typ. Max.

VOH Output “H” voltage Port P10, P11 (1) VCC = 5V IOH = −20 mA VCC − 2.0 — VCC V
Other pins VCC = 5V IOH = −5 mA VCC − 2.0 — VCC V
XOUT VCC = 5V IOH = −200 µA 1.0 — — V

VOL Output “L” voltage Port P10, P11 (1) VCC = 5V IOL = 20 mA — — 2.0 V
Other pins VCC = 5V IOL = 5 mA — — 2.0 V
XOUT VCC = 5V IOL = 200 µA — — 0.5 V

VT+-VT- Hysteresis INT0, INT1, INT2, 
INT3, INT4, INT5, 
INT6, INT7,
KI0, KI1, KI2, KI3, 
KI4, KI5, KI6, KI7, 
TRAIO,
TRCIOA, TRCIOB, 
TRCIOC, TRCIOD, 
TRDIOA0, TRDIOB0, 
TRDIOC0, TRDIOD0, 
TRDIOA1, TRDIOB1, 
TRDIOC1, TRDIOD1, 
TRCTRG, TRCCLK, 
TRGCLKA, 
TRGCLKB, TRGIOA, 
TRGIOB,  ADTRG, 
RXD0, RXD1, RXD2, 
CLK0, CLK1, CLK2, 
SSI, SCL, SDA, SSO

0.05 0.5 — V

RESET, WKUP0 0.1 1.0 — V
IIH Input “H” current VI = 5.0 V, VCC = 5.0 V — — 5.0 µA
IIL Input “L” current VI = 0 V, VCC = 5.0 V — — −5.0 µA
RPULLUP Pull-up resistance VI = 0 V, VCC = 5.0 V 25 50 100 kΩ
RfXIN Feedback 

resistance
XIN — 0.3 — MΩ

RfXCIN Feedback 
resistance

XCIN — 14 — MΩ

VRAM RAM hold voltage During stop mode 1.8 — — V



R8C/L35M Group, R8C/L36M Group, R8C/L38M Group, R8C/L3AM Group 5. Electrical Characteristics

R01DS0028EJ0100 Rev.1.00 Page 61 of 72
Jun 28, 2011

Notes:
1. Vcc = 1.8 V to 2.7 V, single chip mode, output pins are open, and other pins are Vss.
2. XIN is set to square wave input.
3. Vcc = 2.2 V
4. VLCD = Vcc, external division resistors are used for VL4 to VL1, 1/3 bias, 1/4 duty, f(FR) = 64 Hz, SEG0 to SEG55 are selected, and segment 

and common output pins are open.The standard value does not include the current that flows through external division resistors. 
5. The internal voltage multiplier is used, bits LVLS3 to LVLS0 in the LCR1 register = 1011b, 1/3 bias, 1/4 duty, f(FR) = 64 Hz, SEG0 to SEG55 are 

selected, and segment and common output pins are open.

Table 5.23 DC Characteristics (6) [1.8 V ≤ Vcc < 2.7 V]
(Topr = −20 to 85°C (N version) / −40 to 85°C (D version), unless otherwise specified.)

Symbol Parameter

Condition Standard

Unit
Oscillation 

Circuit
On-Chip 
Oscillator CPU 

Clock

Low-Power-
Consumption 

Setting
Other Min. Typ. 

(3)
Max.

XIN 
(2) XCIN High-Speed 

(fOCO-F)
Low-

Speed
ICC Power 

supply 
current (1)

High-
speed 
clock 
mode

5 
MHz

Off Off 125 
kHz

No 
division

— — 2.2 — mA

5 
MHz

Off Off 125 
kHz

Divide-
by-8

— — 0.8 — mA

High-
speed 
on-chip 
oscillator 
mode

Off Off 5 MHz 125 
kHz

No 
division

— — 2.5 10 mA

Off Off 5 MHz 125 
kHz

Divide-
by-8

— — 1.7 — mA

Off Off 4 MHz 125 
kHz

Divide-
by-16

MSTIIC = 1
MSTTRD = 1
MSTTRC = 1
MSTTRG = 1

— 1 — mA

Low-
speed 
on-chip 
oscillator 
mode

Off Off Off 125 
kHz

Divide-
by-8

FMR27 = 1
VCA20 = 0

— 90 300 µA

Low-
speed 
clock 
mode

Off 32 
kHz

Off Off No 
division

FMR27 = 1
VCA20 = 0

— 90 400 µA

Off 32 
kHz

Off Off No 
division

FMSTP = 1
VCA20 = 0

Flash memory off
Program operation on RAM

— 45 — µA

Wait 
mode

Off Off Off 125 
kHz

— VCA27 = 0
VCA26 = 0
VCA25 = 0
VCA20 = 1

While a WAIT instruction is executed
Peripheral clock operation

— 15 90 µA

Off Off Off 125 
kHz

— VCA27 = 0
VCA26 = 0
VCA25 = 0
VCA20 = 1
CM02 = 1
CM01 = 1

While a WAIT instruction is executed
Peripheral clock off

— 4 80 µA

Off 32 
kHz

Off Off — VCA27 = 0
VCA26 = 0
VCA25 = 0
VCA20 = 1
CM02 = 1
CM01 = 0

While a WAIT 
instruction is 
executed
Peripheral clock off
Timer RE operation 
in real-time clock 
mode

LCD drive control 
circuit (4)

When external division 
resistors are used

— 4 — µA

LCD drive control 
circuit (5)

When the internal 
voltage multiplier is 
used

— 11 — µA

Off 32 
kHz

Off Off — VCA27 = 0
VCA26 = 0
VCA25 = 0
VCA20 = 1
CM02 = 1
CM01 = 1

While a WAIT instruction is executed
Peripheral clock off
Timer RE operation in real-time clock mode

— 3.5 — µA

Stop 
mode

Off Off Off Off — VCA27 = 0
VCA26 = 0
VCA25 = 0
CM10 = 1

Topr = 25°C
Peripheral clock off

— 2.0 5.0 µA

Off Off Off Off — VCA27 = 0
VCA26 = 0
VCA25 = 0
CM10 = 1

Topr = 85°C
Peripheral clock off

— 13 — µA

Power-
off mode

Off Off Off Off — — Power-off 0
Topr = 25°C

— 0.02 0.2 µA

Off Off Off Off — — Power-off 0
Topr = 85°C

— 0.3 — µA

Off 32 
kHz

Off Off — — Power-off 1
Topr = 25°C

— 1.3 2.6 µA

Off 32 
kHz

Off Off — — Power-off 1
Topr = 85°C

— 1.7 — µA
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5.5 AC Characteristics

Note:
1. 1tCYC = 1/f1(s)

Table 5.24 Timing Requirements of Synchronous Serial Communication Unit (SSU)
(VCC = 1.8 to 5.5 V, VSS = 0 V, and Topr = −20 to 85°C (N version) / −40 to 85°C 
(D version), unless otherwise specified.)

Symbol Parameter Conditions
Standard

Unit
Min. Typ. Max.

tSUCYC SSCK clock cycle time 4 — — tCYC (1)

tHI SSCK clock “H” width 0.4 — 0.6 tSUCYC

tLO SSCK clock “L” width 0.4 — 0.6 tSUCYC

tRISE SSCK clock rising 
time

Master — — 1 tCYC (1)

Slave — — 1 µs
tFALL SSCK clock falling 

time 
Master — — 1 tCYC (1)

Slave — — 1 µs
tSU SSO, SSI data input setup time 100 — — ns
tH SSO, SSI data input hold time 1 — — tCYC (1)

tLEAD SCS setup time Slave 1tCYC + 50 — — ns
tLAG SCS hold time Slave 1tCYC + 50 — — ns
tOD SSO, SSI data output delay time — — 1 tCYC (1)

tSA SSI slave access time 2.7 V ≤ VCC ≤ 5.5 V — — 1.5tCYC + 100 ns
1.8 V ≤ VCC < 2.7 V — — 1.5tCYC + 200 ns

tOR SSI slave out open time 2.7 V ≤ VCC ≤ 5.5 V — — 1.5tCYC + 100 ns
1.8 V ≤ VCC < 2.7 V — — 1.5tCYC + 200 ns



R8C/L35M Group, R8C/L36M Group, R8C/L38M Group, R8C/L3AM Group 5. Electrical Characteristics

R01DS0028EJ0100 Rev.1.00 Page 64 of 72
Jun 28, 2011

Figure 5.5 I/O Timing of Synchronous Serial Communication Unit (SSU) (Slave)
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Package Dimensions
Diagrams showing the latest package dimensions and mounting information are available in the “Packages” section of
the Renesas Electronics web site.
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