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systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
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therapeutic equipment. Their versatility and
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creating efficient, responsive, and intelligent electronic
systems.
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Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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1.3 Block Diagram
Figure 1.2 shows a block diagram of the M32C/87 Group (M32C/87, M32C/87A, M32C/87B).
    

Figure 1.2 M32C/87 Group (M32C/87, M32C/87A, M32C/87B) Block Diagram

<VCC1>

<VCC1><VCC2>

Port P0 Port P1 Port P2 Port P3 Port P4 Port P5 Port P6 Port P7

Internal peripheral functions

Three-phase motor
control circuit

Watchdog timer (15 bits)

8-bit D/A converters:
  2 circuits

Intelligent I/O
Time measurement function:
8 channels

Waveform generation
function: 16 channels(4)

Communication function:
clock synchronous serial
interface, UART, HDLC
data processing, IEBus

CAN modules:2 channels(5)

Serial interface: 7 channels(3)

X/Y converter:
  16 bits X 16 bits

CRC calculation circuit
(CCITT):

X16 + X12 + X5 + 1

Clock generation circuits:
  XIN-XOUT
  XCIN-XCOUT
  On-chip oscillator
  PLL frequency synthesizer

DMAC: 4 channels DMACII

10-bit A/D converter:
  1 circuit
  34 channels for input(2)

Port P13(1) Port P12(1) Port P11(1) Port P15(1) Port P14(1) Port P10 Port P9 Port P8P8_5

Timers (16 bits)
  Output (timer A): 5
  Input (timer B): 6

NOTES:
   1. Ports P11 to P15 are provided in the 144-pin package only.
   2. 34 channels are available in the 144-pin package. 26 channels are available in the 100-pin package.
   3. 6 channels are available in the 100-pin package.
   4. 10 channels are available in the 100-pin package.
   5. M32C/87A has 1 channel.  M32C/87B has no CAN module.

8 8 8 8 8 8 8 8
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Table 1.14 100-Pin Package List of Pin Names (3/3)  
Pin No. Control 

Pin Port Interrupt
Pin Timer Pin UART/CAN Pin Intelligent I/O Pin Analog 

Pin
Bus Control 

PinFP GP
73 71 P1_7 INT5 D15
74 72 P1_6 INT4 D14
75 73 P1_5 INT3 D13
76 74 P1_4 D12
77 75 P1_3 D11
78 76 P1_2 D10
79 77 P1_1 D9
80 78 P1_0 D8
81 79 P0_7 AN0_7 D7
82 80 P0_6 AN0_6 D6
83 81 P0_5 AN0_5 D5
84 82 P0_4 AN0_4 D4
85 83 P0_3 AN0_3 D3
86 84 P0_2 AN0_2 D2
87 85 P0_1 AN0_1 D1
88 86 P0_0 AN0_0 D0
89 87 P10_7 KI3 RTP3_3 AN_7
90 88 P10_6 KI2 RTP3_2 AN_6
91 89 P10_5 KI1 RTP3_1 AN_5
92 90 P10_4 KI0 RTP3_0 AN_4
93 91 P10_3 RTP1_3 AN_3
94 92 P10_2 RTP1_2 AN_2
95 93 P10_1 RTP1_1 AN_1
96 94 AVSS
97 95 P10_0 RTP1_0 AN_0
98 96 VREF
99 97 AVCC
100 98 P9_7 RXD4/SCL4/STXD4 ADTRG
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Table 4.5 SFR Address Map (5/20)  

       X: Undefined
   Blank spaces are all reserved.  No access is allowed.

Address Register Symbol After Reset
00E0h
00E1h
00E2h
00E3h
00E4h
00E5h
00E6h
00E7h
00E8h

Group 0 SI/O Receive Buffer Register G0RB
XXXX  XXXXb

00E9h XXX0 XXXXb
00EAh Group 0 Transmit Buffer/Receive Data Register G0TB/G0DR XXh
00EBh
00ECh Group 0 Receive Input Register G0RI XXh
00EDh Group 0 SI/O Communication Mode Register G0MR 00h
00EEh Group 0 Transmit Output Register G0TO XXh
00EFh Group 0 SI/O Communication Control Register G0CR 0000  X011b
00F0h Group 0 Data Compare Register 0 G0CMP0 XXh
00F1h Group 0 Data Compare Register 1 G0CMP1 XXh
00F2h Group 0 Data Compare Register 2 G0CMP2 XXh
00F3h Group 0 Data Compare Register 3 G0CMP3 XXh
00F4h Group 0 Data Mask Register 0 G0MSK0 XXh
00F5h Group 0 Data Mask Register 1 G0MSK1 XXh
00F6h Communication Clock Select Register CCS XXXX  0000b
00F7h
00F8h

Group 0 Receive CRC Code Register G0RCRC XXXXh
00F9h
00FAh

Group 0 Transmit CRC Code Register G0TCRC 0000h
00FBh
00FCh Group 0 SI/O Expansion Mode Register G0EMR 00h
00FDh Group 0 SI/O Extended Receive Control Register G0ERC 00h
00FEh Group 0 SI/O Special Communication Interrupt Detection Register G0IRF 0000  XXXXb
00FFh Group 0 SI/O Extended Transmit Control Register G0ETC 0000  0XXXb
0100h

Group 1 Time Measurement/Waveform Generation Register 0  G1TM0/G1PO0 XXXXh
0101h
0102h

Group 1 Time Measurement/Waveform Generation Register 1  G1TM1/G1PO1 XXXXh
0103h
0104h

Group 1 Time Measurement/Waveform Generation Register 2  G1TM2/G1PO2 XXXXh
0105h
0106h

Group 1 Time Measurement/Waveform Generation Register 3  G1TM3/G1PO3 XXXXh
0107h
0108h

Group 1 Time Measurement/Waveform Generation Register 4  G1TM4/G1PO4 XXXXh
0109h
010Ah

Group 1 Time Measurement/Waveform Generation Register 5  G1TM5/G1PO5 XXXXh
010Bh
010Ch

Group 1 Time Measurement/Waveform Generation Register 6  G1TM6/G1PO6 XXXXh
010Dh
010Eh

Group 1 Time Measurement/Waveform Generation Register 7  G1TM7/G1PO7 XXXXh
010Fh
0110h Group 1 Waveform Generation Control Register 0 G1POCR0 0000  X000b
0111h Group 1 Waveform Generation Control Register 1 G1POCR1 0X00  X000b
0112h Group 1 Waveform Generation Control Register 2 G1POCR2 0X00  X000b
0113h Group 1 Waveform Generation Control Register 3 G1POCR3 0X00  X000b
0114h Group 1 Waveform Generation Control Register 4 G1POCR4 0X00  X000b
0115h Group 1 Waveform Generation Control Register 5 G1POCR5 0X00  X000b
0116h Group 1 Waveform Generation Control Register 6 G1POCR6 0X00  X000b
0117h Group 1 Waveform Generation Control Register 7 G1POCR7 0X00  X000b
0118h Group 1 Time Measurement Control Register 0 G1TMCR0 00h
0119h Group 1 Time Measurement Control Register 1 G1TMCR1 00h
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Timing Requirements
(VCC1 = VCC2 = 4.2 to 5.5 V, VSS = 0 V, Topr = -20 to 85�qC unless otherwise specified)

Table 5.28 Memory Expansion mode and Microprocessor Mode  

NOTE:
1. Values, which depend on BCLK frequency and external bus cycles, can be obtained from the following 

equations.  Insert wait states or lower the operation frequency, f(BCLK), if the calculated value is negative.
109 × m

f(BCLK) × 2
- 35 [ns] (if external bus cycle is a�I + b�I, m = (b × 2) + 1)tac1(RD-DB) =

109 × n
f(BCLK)

- 35 [ns] (if external bus cycle is a�I + b�I, n = a + b)tac1(AD-DB) =

109 × m
f(BCLK) × 2

- 35 [ns] (if external bus cycle is a�I + b�I, m = (b × 2) - 1)tac2(RD-DB) =

109 × p
f(BCLK) × 2

- 35 [ns] (if external bus cycle is a�I + b�I, p = {(a + b - 1) × 2} + 1)tac2(AD-DB) =

Symbol Parameter
Standard

Unit
Min. Max.

tac1(RD-DB) Data input access time (RD standard) (note 1) ns
tac1(AD-DB) Data input access time (AD standard, CS standard) (note 1) ns

tac2(RD-DB)
Data input access time (RD standard, when accessing a space with the 
multiplexed bus) (note 1) ns

tac2(AD-DB)
Data input access time (AD standard, when accessing a space with the 
multiplexed bus) (note 1) ns

tsu(DB-BCLK) Data input setup time 26 ns
tsu(RDY-BCLK) RDY input setup time 26 ns
tsu(HOLD-BCLK) HOLD input setup time 30 ns
th(RD-DB) Data input hold time 0 ns
th(BCLK-RDY) RDY input hold time 0 ns
th(BCLK-HOLD) HOLD input hold time 0 ns
td(BCLK-HLDA) HLDA output delay time 25 ns

VCC1 = VCC2 = 5V
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Switching Characteristics
(VCC1 = VCC2 = 4.2 to 5.5 V, VSS = 0 V, Topr = -20 to 85�qC unless otherwise specified)

Table 5.30 Memory Expansion Mode and Microprocessor Mode (when accessing external 
memory space with multiplexed bus)  

NOTES:
1. Values, which depend on BCLK frequency, can be obtained from the following equations. 

     109

f(BCLK) × 2
- 10 [ns]th(RD-AD)    =

     109

f(BCLK) × 2
- 10 [ns]th(WR-AD)   =

     109

f(BCLK) × 2
- 10 [ns]th(RD-CS)    =

     109

f(BCLK) × 2
- 10 [ns]th(WR-CS)   =

     109

f(BCLK) × 2
- 15 [ns]th(WR-DB)   =

 

2. Values, which depend on BCLK frequency and external bus cycles, can be obtained from the following equation.
109 × m

f(BCLK) × 2
- 25 [ns] (if external bus cycle is a�I + b�I, m = (b × 2) - 1)td(DB-WR)   =

3. Values, which depend on BCLK frequency and external bus cycles, can be obtained from the following equation.
109 × n

f(BCLK) × 2
- 20 [ns] (if external bus cycle is a�I + b�I, n = a)td(AD-ALE) =

4. Values, which depend on BCLK frequency and external bus cycles, can be obtained from the following equation.
109 × n

f(BCLK) × 2
- 20 [ns] (if external bus cycle is a�I + b�I, n = a)th(ALE-AD) =

5. tc [ns] is added when recovery cycle is inserted.

Symbol Parameter Measurement 
Condition

Standard
Unit

Min. Max.
td(BCLK-AD) Address output delay time

See Figure 5.2

18 ns
th(BCLK-AD) Address output hold time (BCLK standard) -3 ns
th(RD-AD) Address output hold time (RD standard)(5) (note 1) ns
th(WR-AD) Address output hold time (WR standard)(5) (note 1) ns
td(BCLK-CS) Chip-select signal output delay time 18 ns
th(BCLK-CS) Chip-select signal output hold time (BCLK standard) -3 ns
th(RD-CS) Chip-select signal output hold time (RD standard)(5) (note 1) ns
th(WR-CS) Chip-select signal output hold time (WR standard)(5) (note 1) ns
td(BCLK-RD) RD signal output delay time 18 ns
th(BCLK-RD) RD signal output hold time -5 ns
td(BCLK-WR) WR signal output delay time 18 ns
th(BCLK-WR) WR signal output hold time -5 ns
td(DB-WR) Data output delay time (WR standard) (note 2) ns
th(WR-DB) Data output hold time (WR standard)(5) (note 1) ns
td(BCLK-ALE) ALE signal output delay time (BCLK standard) 18 ns
th(BCLK-ALE) ALE signal output hold time (BCLK standard) -2 ns
td(AD-ALE) ALE signal output delay time (address standard) (note 3) ns
th(ALE-AD) ALE signal output hold time (address standard) (note 4) ns
tdz(RD-AD) Address output float start time 8 ns

VCC1 = VCC2 = 5V
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Figure 5.3 VCC1 = VCC2 = 5 V Timing Diagram (1/4)

VCC1=VCC2=5V

TAiIN input

tc(TA)
tw(TAH)

tw(TAL)

TAiOUT input

tc(UP)
tw(UPH)

tw(UPL)

TAiOUT input (counter increment/
decrement select input)

TAiIN input (count on falling edge)

TAiIN input (count on rising edge)

th(TIN-UP) tsu(UP-TIN)

In event counter mode

TBiIN input

tc(TB)
tw(TBH)

tw(TBL)

ADTRG input

tc(AD)
tw(ADL)

CLKi
ISCLKi

tc(CK)
tw(CKH)

tw(CKL)
TXDi
ISTXDi

th(C-Q)

td(C-Q)
RXDi
ISRXDi

tsu(D-C) th(C-D)

INTi input

tw(INL)

tw(INH)

NMI input

2 CPU clock cycles
+ 300 ns or more

2 CPU clock cycles
+ 300 ns or more

("L" width)

XIN input

tc

tw(L)tw(H)
tr tf

TAiIN input

TAiOUT input

In event counter mode with two-phase pulse input
tc(TA)

tsu(TAIN-TAOUT)tsu(TAIN-TAOUT)

tsu(TAOUT-TAIN)

tsu(TAOUT-TAIN)
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Figure 5.4 VCC1 = VCC2 = 5 V Timing Diagram (2/4)

Memory Expansion Mode and Microprocessor Mode

BCLK

RD
(Separate bus)

WR, WRL, WRH
(Separate bus)

RD
(Multiplexed bus)

WR, WRL, WRH
(Multiplexed bus)

RDY Input

tsu(RDY-BCLK) th(BCLK-RDY)

Hi-Z

tsu(HOLD-BCLK)

td(BCLK-HLDA)

BCLK

HOLD Input

HLDA Output

P0, P1, P2,
P3, P4,
P5_0 to P5_2

Measurement Conditions
- VCC1 = VCC2 = 4.2 to 5.5 V
- Input high and low voltage: VIH = 4.0 V, VIL = 1.0 V
- Output high and low voltage: VOH = 2.5 V, VOL = 2.5 V

VCC1=VCC2=5V

th(BCLK-HOLD)

td(BCLK-HLDA)
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Timing Requirements
(VCC1 = VCC2 = 3.0 to 3.6 V, VSS = 0 V, Topr = -20 to 85�qC unless otherwise specified)

Table 5.41 Timer A Input (Counter Increment/Decrement Input in Event Counter Mode)

       i = 0 to 4

Table 5.42 Timer A Input (Two-Phase Pulse Input in Event Counter Mode)

       i = 0 to 4

Table 5.43 Timer B Input (Count Source Input in Event Counter Mode)

      i = 0 to 5

Table 5.44 Timer B Input (Pulse Period Measurement Mode)

      i = 0 to 5

Table 5.45 Timer B Input (Pulse Width Measurement Mode)

      i = 0 to 5

Symbol Parameter
Standard

Unit
Min. Max.

tc(UP) TAiOUT input cycle time 2000 ns
tw(UPH) TAiOUT input high (“H”) pulse width 1000 ns
tw(UPL) TAiOUT input low (“L”) pulse width 1000 ns
tsu(UP-TIN) TAiOUT input setup time 400 ns
th(TIN-UP) TAiOUT input hold time 400 ns

Symbol Parameter
Standard

Unit
Min. Max.

tc(TA) TAiIN input cycle time 2 �Ps
tsu(TAIN-TAOUT) TAiOUT input setup time 500 ns
tsu(TAOUT-TAIN) TAiIN input setup time 500 ns

Symbol Parameter
Standard

Unit
Min. Max.

tc(TB) TBiIN input cycle time (counted on one edge) 100 ns
tw(TBH) TBiIN input high (“H”) pulse width (counted on one edge) 40 ns
tw(TBL) TBiIN input low (“L”) pulse width (counted on one edge) 40 ns
tc(TB) TBiIN input cycle time (counted on both edges) 200 ns
tw(TBH) TBiIN input high (“H”) pulse width (counted on both edges) 80 ns
tw(TBL) TBiIN input low (“L”) pulse width (counted on both edges) 80 ns

Symbol Parameter
Standard

Unit
Min. Max.

tc(TB) TBiIN input cycle time 400 ns
tw(TBH) TBiIN input high (“H”) pulse width 200 ns
tw(TBL) TBiIN input low (“L”) pulse width 200 ns

Symbol Parameter
Standard

Unit
Min. Max.

tc(TB) TBiIN input cycle time 400 ns
tw(TBH) TBiIN input high (“H”) pulse width 200 ns
tw(TBL) TBiIN input low (“L”) pulse width 200 ns

 VCC1 = VCC2 = 3.3 V
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Timing Requirements
(VCC1 = VCC2 = 3.0 to 3.6 V, VSS = 0 V, Topr = -20 to 85�qC unless otherwise specified)

Table 5.50 External Interrupt INTi Input (Edge Sensitive)

      i = 0 to 8(1) 
NOTE:

1. INT6 to INT8 are provided in the 144-pin package only.

Symbol Parameter
Standard

Unit
Min. Max.

tw(INH) INTi input high (“H”) pulse width 250 ns

tw(INL) INTi input low (“L”) pulse width 250 ns

 VCC1 = VCC2 = 3.3 V
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Timing Requirements
(VCC1 = VCC2 = 3.0 to 3.6 V, VSS = 0 V, Topr = -20 to 85�qC unless otherwise specified)

Table 5.51 Memory Expansion Mode and Microprocessor Mode  

NOTE:
1. Values, which depend on BCLK frequency and external bus cycles, can be obtained from the following 

equations.  Insert wait states or lower the operation frequency, f(BCLK), if the calculated value is negative.
109 × m

f(BCLK) × 2
- 35 [ns] (if external bus cycle is a�I + b�I, m = (b × 2) + 1)tac1(RD-DB) =

109 × n
f(BCLK)

- 35 [ns] (if external bus cycle is a�I + b�I, n = a + b)tac1(AD-DB) =

109 × m
f(BCLK) × 2

- 35 [ns] (if external bus cycle is a�I + b�I, m = (b × 2) - 1)tac2(RD-DB) =

109 × p
f(BCLK) × 2

- 35 [ns] (if external bus cycle is a�I + b�I, p = {(a + b - 1) × 2} + 1)tac2(AD-DB) =

Symbol Parameter
Standard

Unit
Min. Max.

tac1(RD-DB) Data input access time (RD standard) (note 1) ns
tac1(AD-DB) Data input access time (AD standard, CS standard) (note 1) ns

tac2(RD-DB)
Data input access time (RD standard, when accessing a space with the 
multiplexed bus) (note 1) ns

tac2(AD-DB)
Data input access time (AD standard, when accessing a space with the 
multiplexed bus) (note 1) ns

tsu(DB-BCLK) Data input setup time 30 ns
tsu(RDY-BCLK) RDY input setup time 40 ns
tsu(HOLD-BCLK) HOLD input setup time 60 ns
th(RD-DB) Data input hold time 0 ns
th(BCLK-RDY) RDY input hold time 0 ns
th(BCLK-HOLD) HOLD input hold time 0 ns
td(BCLK-HLDA) HLDA output delay time 25 ns

 VCC1 = VCC2 = 3.3 V
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Figure 5.7 VCC1 = VCC2 = 3.3 V Timing Diagram (1/4)

VCC1=VCC2=3.3V

TAiIN input

tc(TA)
tw(TAH)

tw(TAL)

TAiOUT input

tc(UP)
tw(UPH)

tw(UPL)

TAiOUT input (counter increment/
decrement select input)

TAiIN input (count on falling edge)

TAiIN input (count on rising edge)

th(TIN-UP) tsu(UP-TIN)

In event counter mode

TBiIN input

tc(TB)
tw(TBH)

tw(TBL)

ADTRG input

tc(AD)
tw(ADL)

CLKi
ISCLKi

tc(CK)
tw(CKH)

tw(CKL)
TXDi
ISTXDi

th(C-Q)

td(C-Q)
RXDi
ISRXDi

tsu(D-C) th(C-D)

INTi input

tw(INL)

tw(INH)

NMI input

2 CPU clock cycles
+ 300 ns or more

2 CPU clock cycles
+ 300 ns or more

("L" width)

XIN input

tc

tw(L)tw(H)
tr tf

TAiIN input

TAiOUT input

In event counter mode with two-phase pulse input
tc(TA)

tsu(TAIN-TAOUT)tsu(TAIN-TAOUT)

tsu(TAOUT-TAIN)

tsu(TAOUT-TAIN)
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CS) and th(BCLK-RD) values modified; tac1(AD-DB) expression on note 2 
modified; th(WR-DB), th(WR-AD) and tw(WR) expression on note 3 modified; 
tcyc expression added 

• Figure 5.8 Vcc1=Vcc2=3.3V Timing Diagram (2) tac2(RD-DB) and 
tac1(AD-DB) expressions on note 1 modified; th(ALE-AD) expressions on 
notes 1 and 2 modified; td(WR-AD), td(DB-WR) and th(WR-DB) expressions 
on note 2 modified; tcyc expression added 

• Figure 5.9 Vcc1=Vcc2=3.3V Timing Diagram (3) NMI input diagram 
added 

1.01 Aug. 29, 05
17

Overview
• Tables 1.6 Pin Description Intelligent I/O functions modified

29
29

Special Function Register (SFR)
• The G1BCR0 register Value after reset modified
• The G1BCR1 register Value after reset modified

49
Electrical Characteristics
• Table 5.3 Electrical Characteristics ICC standard value modified
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REVISION HISTORY M32C/87 Group Datasheet

1.50 Oct 20, 2007 All All in this manual
• Descriptions and formats unified
• Notation of numbers changed (e.g. 002 �o  00b, FF16 �o  FFh)
• Notation of pin name changed ��

(e.g. RTP00 �o  RTP_0, A15(/D15) �o  [A15/D15])
• [Term changed]
 Serial I/O �o  Serial interface
 Clock synchronous serial I/O mode �o  Clock synchronous mode 
 Clock asynchronous serial I/O mode �o  Clock asynchronous mode 
 Clock synchronous variable length �o��Variable data length clock 

synchronous
 Voltage detection circuit �o  Power supply voltage detection function
 Low voltage detection interrupt �o  Vdet4 detection interrupt
 Brown-out detection reset �o��Vdet3 detection function

1

2
2-5

8
6-7

9, 14, 15

11,17

19-22

Overview
• Header SINGLE-CHIP 16/32-BIT CMOS MICROCOMPUTER��

 �o��RENESAS MCU
• 1.1 Features title added; 1.1 Applications changed to 1.1.1 Applications
• 1.2 Performance Overview changed to 1.1.2 Specifications
• Tables 1.1 to 1.4 Structure, descriptions in Specification field, NOTE, and 

value partially revised or deleted
• Real-Time Port Item deleted; ROM Correction Function Item added
• 1.3 Block Diagram moved following the 1.2 Product List
• 1.2 Product List Tables revised; NOTE 1 added
• Figures 1.3 to 1.5 Arrows for VSS and VCC deleted; NOTES partially 

modified 
• Tables 1.9 and 1.13 CLKOUT pin moved from Bus Control Pin column to 

Control Pin column
• Tables 1.15 to 1.19 Descriptions revised; NOTE 1 added

26
Memory
• Text partially modified

34-39

45

27

34

41

42

SFR
• Tables 4.8 to 4.13 NOTE “Set the PM13 bit in the PM1 register to 1 (2 wait 

states for SFR area) before accessing the CAN-associated registers.” 
added

• Table 4.19 The PSL5 register added to the Address field of 03BBh item; 
the PSL7 register added to the Address field of 03BFh item 

• [Register names changed]
002Fh Low Voltage Detection Interrupt Register �o��Vdet4 Detection  ��
  Interrupt Register
01C1h UART5 Bit Rate Register �o��UART5 Baud Rate Register
01C9h UART6 Bit Rate Register �o��UART6 Baud Rate Register
01D0h UART5, UART6 Transmit/Receive Control Register 2 �o��UART5, ��
  UART6 Transmit/Receive Control Register
01DBh to 01D8h Pulse Output Data Register �o��RTP Output Buffer ��
  Register
0303h to 0302h Timer A1-1 Register �o  Timer A11 Register
0305h to 0304h Timer A2-1 Register �o��Timer A21 Register
0307h to 0306h Timer A4-1 Register �o��Timer A41 Register
0340h Count Start Flag �o��Count Start Register
0341h Clock Prescaler Reset Flag �o��Clock Prescaler Reset Register
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