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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Product Status Active

Number of LABs/CLBs 285

Number of Logic Elements/Cells 2280

Total RAM Bits 28262

Number of I/O 211

Number of Gates -

Voltage - Supply 1.14V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 256-LFBGA, CSPBGA

Supplier Device Package 256-CABGA (14x14)

Purchase URL https://www.e-xfl.com/product-detail/lattice-semiconductor/lcmxo2280e-5bn256c

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/lcmxo2280e-5bn256c-4483487
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-fpgas-field-programmable-gate-array


June 2013 Data Sheet DS1002

© 2013 Lattice Semiconductor Corp. All Lattice trademarks, registered trademarks, patents, and disclaimers are as listed at www.latticesemi.com/legal. All other brand 
or product names are trademarks or registered trademarks of their respective holders. The specifications and information herein are subject to change without notice.

www.latticesemi.com 2-1 DS1002 Architecture_01.5

Architecture Overview
The MachXO family architecture contains an array of logic blocks surrounded by Programmable I/O (PIO). Some 
devices in this family have sysCLOCK PLLs and blocks of sysMEM™ Embedded Block RAM (EBRs). Figures 2-1, 
2-2, and 2-3 show the block diagrams of the various family members.

The logic blocks are arranged in a two-dimensional grid with rows and columns. The EBR blocks are arranged in a 
column to the left of the logic array. The PIO cells are located at the periphery of the device, arranged into Banks. 
The PIOs utilize a flexible I/O buffer referred to as a sysIO interface that supports operation with a variety of inter-
face standards. The blocks are connected with many vertical and horizontal routing channel resources. The place 
and route software tool automatically allocates these routing resources.

There are two kinds of logic blocks, the Programmable Functional Unit (PFU) and the Programmable Functional 
unit without RAM (PFF). The PFU contains the building blocks for logic, arithmetic, RAM, ROM, and register func-
tions. The PFF block contains building blocks for logic, arithmetic, ROM, and register functions. Both the PFU and 
PFF blocks are optimized for flexibility, allowing complex designs to be implemented quickly and effectively. Logic 
blocks are arranged in a two-dimensional array. Only one type of block is used per row. 

In the MachXO family, the number of sysIO Banks varies by device. There are different types of I/O Buffers on dif-
ferent Banks. See the details in later sections of this document. The sysMEM EBRs are large, dedicated fast mem-
ory blocks; these blocks are found only in the larger devices. These blocks can be configured as RAM, ROM or 
FIFO. FIFO support includes dedicated FIFO pointer and flag “hard” control logic to minimize LUT use.

The MachXO registers in PFU and sysI/O can be configured to be SET or RESET. After power up and device is 
configured, the device enters into user mode with these registers SET/RESET according to the configuration set-
ting, allowing device entering to a known state for predictable system function.

The MachXO architecture provides up to two sysCLOCK™ Phase Locked Loop (PLL) blocks on larger devices. 
These blocks are located at either end of the memory blocks. The PLLs have multiply, divide, and phase shifting 
capabilities that are used to manage the frequency and phase relationships of the clocks.

Every device in the family has a JTAG Port that supports programming and configuration of the device as well as 
access to the user logic. The MachXO devices are available for operation from 3.3V, 2.5V, 1.8V, and 1.2V power 
supplies, providing easy integration into the overall system.

MachXO Family Data Sheet
Architecture
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Figure 2-22. MachXO Configuration and Programming

Density Shifting
The MachXO family has been designed to enable density migration in the same package. Furthermore, the archi-
tecture ensures a high success rate when performing design migration from lower density parts to higher density 
parts. In many cases, it is also possible to shift a lower utilization design targeted for a high-density device to a 
lower density device. However, the exact details of the final resource utilization will impact the likely success in 
each case.
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Recommended Operating Conditions1

MachXO Programming/Erase Specifications

Absolute Maximum Ratings1, 2, 3

1. Stress above those listed under the “Absolute Maximum Ratings” may cause permanent damage to the device. Functional operation of the 
device at these or any other conditions above those indicated in the operational sections of this specification is not implied.

2. Compliance with the Lattice Thermal Management document is required.
3. All voltages referenced to GND.

LCMXO E (1.2V) LCMXO C (1.8V/2.5V/3.3V)
Supply Voltage VCC . . . . . . . . . . . . . . . . . . . . . . . . -0.5 to 1.32V . . . . . . . . . . . . . . . -0.5 to 3.75V

Supply Voltage VCCAUX . . . . . . . . . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 3.75V

Output Supply Voltage VCCIO . . . . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 3.75V

I/O Tristate Voltage Applied 4 . . . . . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 3.75V

Dedicated Input Voltage Applied4  . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 4.25V

Storage Temperature (ambient). . . . . . . . . . . . . . . -65 to 150°C . . . . . . . . . . . . . . . -65 to 150°C

Junction Temp. (Tj) . . . . . . . . . . . . . . . . . . . . . . . . . . +125°C . . . . . . . . . . . . . . . . . . . +125°C

4. Overshoot and undershoot of -2V to (VIHMAX + 2) volts is permitted for a duration of <20ns.

Symbol Parameter Min. Max. Units

VCC
Core Supply Voltage for 1.2V Devices 1.14 1.26 V

Core Supply Voltage for 1.8V/2.5V/3.3V Devices 1.71 3.465 V

VCCAUX
3 Auxiliary Supply Voltage 3.135 3.465 V

VCCIO
2 I/O Driver Supply Voltage 1.14 3.465 V

tJCOM Junction Temperature Commercial Operation 0 +85 oC

tJIND Junction Temperature Industrial Operation -40 100 oC

tJFLASHCOM Junction Temperature, Flash Programming, Commercial 0 +85 oC

tJFLASHIND Junction Temperature, Flash Programming, Industrial -40 100 oC

1. Like power supplies must be tied together. For example, if VCCIO and VCC are both 2.5V, they must also be the same supply. 3.3V VCCIO 
and 1.2V VCCIO should be tied to VCCAUX or 1.2V VCC respectively.

2. See recommended voltages by I/O standard in subsequent table.
3. VCC must reach minimum VCC value before VCCAUX reaches 2.5V.

Symbol Parameter Min. Max. Units

NPROGCYC
Flash Programming Cycles per tRETENTION 1,000 Cycles

Flash Functional Programming Cycles 10,000 Cycles

tRETENTION Data Retention at 125o Junction Temperature 10 Years

MachXO Family Data Sheet
DC and Switching Characteristics
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DC Electrical Characteristics
Over Recommended Operating Conditions

MachXO256 and MachXO640 Hot Socketing Specifications1, 2, 3

1. Insensitive to sequence of VCC, VCCAUX, and VCCIO. However, assumes monotonic rise/fall rates for VCC, VCCAUX, and VCCIO.
2. 0  VCC  VCC (MAX), 0  VCCIO  VCCIO (MAX) and 0  VCCAUX  VCCAUX (MAX).
3. IDK is additive to IPU, IPD or IBH.

Symbol Parameter Condition Min. Typ. Max Units

IDK Input or I/O leakage Current 0  VIN  VIH (MAX) — — +/-1000 µA

1. Insensitive to sequence of VCC, VCCAUX, and VCCIO. However, assumes monotonic rise/fall rates for VCC, VCCAUX, and VCCIO.
2. 0  VCC  VCC (MAX), 0  VCCIO  VCCIO (MAX), and 0  VCCAUX  VCCAUX (MAX).
3. IDK is additive to IPU, IPW or IBH.

Symbol Parameter Condition Min. Typ. Max. Units

Non-LVDS General Purpose sysIOs

IDK Input or I/O Leakage Current 0  VIN  VIH (MAX.) — — +/-1000 µA

LVDS General Purpose sysIOs

IDK_LVDS Input or I/O Leakage Current
VIN  VCCIO — — +/-1000 µA

VIN > VCCIO — 35 — mA

Symbol Parameter Condition Min. Typ. Max. Units

IIL, IIH
1, 4, 5 Input or I/O Leakage

0  VIN  (VCCIO - 0.2V) — — 10 µA

(VCCIO - 0.2V) < VIN  3.6V — — 40 µA

IPU I/O Active Pull-up Current 0  VIN  0.7 VCCIO -30 — -150 µA

IPD I/O Active Pull-down Current VIL (MAX)  VIN  VIH (MAX) 30 — 150 µA

IBHLS Bus Hold Low sustaining current VIN = VIL (MAX) 30 — — µA

IBHHS Bus Hold High sustaining current VIN = 0.7VCCIO -30 — — µA

IBHLO Bus Hold Low Overdrive current 0  VIN  VIH (MAX) — — 150 µA

IBHHO Bus Hold High Overdrive current 0  VIN  VIH (MAX) — — -150 µA

VBHT
3 Bus Hold trip Points 0  VIN  VIH (MAX) VIL (MAX) — VIH (MIN) V

C1 I/O Capacitance2 VCCIO = 3.3V, 2.5V, 1.8V, 1.5V, 1.2V,
VCC = Typ., VIO = 0 to VIH (MAX) — 8 — pf

C2 Dedicated Input Capacitance2 VCCIO = 3.3V, 2.5V, 1.8V, 1.5V, 1.2V,
VCC = Typ., VIO = 0 to VIH (MAX) — 8 — pf

1. Input or I/O leakage current is measured with the pin configured as an input or as an I/O with the output driver tri-stated. It is not measured 
with the output driver active. Bus maintenance circuits are disabled.

2. TA 25°C, f = 1.0MHz
3. Please refer to VIL and VIH in the sysIO Single-Ended DC Electrical Characteristics table of this document.
4. Not applicable to SLEEPN pin.
5. When VIH is higher than VCCIO, a transient current typically of 30ns in duration or less with a peak current of 6mA can occur on the high-to-

low transition. For MachXO1200 and MachXO2280 true LVDS output pins, VIH must be less than or equal to VCCIO.
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sysIO Differential Electrical Characteristics
LVDS

Over Recommended Operating Conditions

LVDS Emulation
MachXO devices can support LVDS outputs via emulation (LVDS25E), in addition to the LVDS support that is avail-
able on-chip on certain devices. The output is emulated using complementary LVCMOS outputs in conjunction with 
resistors across the driver outputs on all devices. The scheme shown in Figure 3-1 is one possible solution for 
LVDS standard implementation. Resistor values in Figure 3-1 are industry standard values for 1% resistors.

Figure 3-1. LVDS Using External Resistors (LVDS25E)

The LVDS differential input buffers are available on certain devices in the MachXO family.

Parameter
Symbol Parameter Description Test Conditions Min. Typ. Max. Units

VINP, VINM Input Voltage 0 — 2.4 V

VTHD Differential Input Threshold +/-100 — — mV

VCM Input Common Mode Voltage

100mV  VTHD VTHD/2 1.2 1.8 V

200mV  VTHD VTHD/2 1.2 1.9 V

350mV  VTHD VTHD/2 1.2 2.0 V

IIN Input current Power on — — +/-10 µA

VOH Output high voltage for VOP or VOM RT = 100 Ohm — 1.38 1.60 V

VOL Output low voltage for VOP or VOM RT = 100 Ohm 0.9V 1.03 — V

VOD Output voltage differential (VOP - VOM), RT = 100 Ohm 250 350 450 mV

VOD
Change in VOD between high and 
low — — 50 mV

VOS Output voltage offset (VOP - VOM)/2, RT = 100 Ohm 1.125 1.25 1.375 V

VOS Change in VOS between H and L — — 50 mV

IOSD Output short circuit current VOD = 0V Driver outputs 
shorted — — 6 mA

158 

158 

Zo = 100   

140 100 

On-chip On-chip Off-chip Off-chip 

VCCIO = 2.5  

8mA  

8mA  

Note: All resistors are ±1%. 

VCCIO = 2.5  
+ 

- 

Emulated  
LVDS 

Buffer    
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MachXO Family Timing Adders1, 2, 3

Over Recommended Operating Conditions

Buffer Type Description -5 -4 -3 Units

Input Adjusters

LVDS254 LVDS 0.44 0.53 0.61 ns

BLVDS254 BLVDS 0.44 0.53 0.61 ns

LVPECL334 LVPECL 0.42 0.50 0.59 ns

LVTTL33 LVTTL 0.01 0.01 0.01 ns

LVCMOS33 LVCMOS 3.3 0.01 0.01 0.01 ns

LVCMOS25 LVCMOS 2.5 0.00 0.00 0.00 ns

LVCMOS18 LVCMOS 1.8 0.07 0.08 0.10 ns

LVCMOS15 LVCMOS 1.5 0.14 0.17 0.19 ns

LVCMOS12 LVCMOS 1.2 0.40 0.48 0.56 ns

PCI334 PCI 0.01 0.01 0.01 ns

Output Adjusters

LVDS25E LVDS 2.5 E -0.13 -0.15 -0.18 ns

LVDS254 LVDS 2.5 -0.21 -0.26 -0.30 ns

BLVDS25 BLVDS 2.5 -0.03 -0.03 -0.04 ns

LVPECL33 LVPECL 3.3 0.04 0.04 0.05 ns

LVTTL33_4mA LVTTL 4mA drive 0.04 0.04 0.05 ns

LVTTL33_8mA LVTTL 8mA drive 0.06 0.07 0.08 ns

LVTTL33_12mA LVTTL 12mA drive -0.01 -0.01 -0.01 ns

LVTTL33_16mA LVTTL 16mA drive 0.50 0.60 0.70 ns

LVCMOS33_4mA LVCMOS 3.3 4mA drive 0.04 0.04 0.05 ns

LVCMOS33_8mA LVCMOS 3.3 8mA drive 0.06 0.07 0.08 ns

LVCMOS33_12mA LVCMOS 3.3 12mA drive -0.01 -0.01 -0.01 ns

LVCMOS33_14mA LVCMOS 3.3 14mA drive 0.50 0.60 0.70 ns

LVCMOS25_4mA LVCMOS 2.5 4mA drive    0.05 0.06 0.07 ns

LVCMOS25_8mA LVCMOS 2.5 8mA drive    0.10 0.12 0.13 ns

LVCMOS25_12mA LVCMOS 2.5 12mA drive 0.00 0.00 0.00 ns

LVCMOS25_14mA LVCMOS 2.5 14mA drive   0.34 0.40 0.47 ns

LVCMOS18_4mA LVCMOS 1.8 4mA drive 0.11 0.13 0.15 ns

LVCMOS18_8mA LVCMOS 1.8 8mA drive 0.05 0.06 0.06 ns

LVCMOS18_12mA LVCMOS 1.8 12mA drive -0.06 -0.07 -0.08 ns

LVCMOS18_14mA LVCMOS 1.8 14mA drive 0.06 0.07 0.09 ns

LVCMOS15_4mA LVCMOS 1.5 4mA drive 0.15 0.19 0.22 ns

LVCMOS15_8mA LVCMOS 1.5 8mA drive 0.05 0.06 0.07 ns

LVCMOS12_2mA LVCMOS 1.2 2mA drive 0.26 0.31 0.36 ns

LVCMOS12_6mA LVCMOS 1.2 6mA drive 0.05 0.06 0.07 ns

PCI334 PCI33 1.85 2.22 2.59 ns

1. Timing adders are characterized but not tested on every device.
2. LVCMOS timing is measured with the load specified in Switching Test Conditions table.
3. All other standards tested according to the appropriate specifications. 
4. I/O standard only available in LCMXO1200 and LCMXO2280 devices.
Rev. A 0.19
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Power Supply and NC (Cont.)
Signal 132 csBGA1 256 caBGA / 256 ftBGA1 324 ftBGA1

VCC H3, P6, G12, C7 G7, G10, K7, K10 F14, G11, G9, H7, L7, M9

VCCIO0 LCMXO640: B11, C5 
LCMXO1200/2280: C5

LCMXO640: F8, F7, F9, F10
LCMXO1200/2280: F8, F7

G8, G7

VCCIO1 LCMXO640: L12, E12 
LCMXO1200/2280: B11

LCMXO640: H11, G11, K11, J11
LCMXO1200/2280: F9, F10

G12, G10

VCCIO2 LCMXO640: N2, M10 
LCMXO1200/2280: E12

LCMXO640: L9, L10, L8, L7
LCMXO1200/2280: H11, G11

J12, H12

VCCIO3 LCMXO640: D2, K3 
LCMXO1200/2280: L12

LCMXO640: K6, J6, H6, G6
LCMXO1200/2280: K11, J11

L12, K12

VCCIO4 LCMXO640: None 
LCMXO1200/2280: M10

LCMXO640: None 
LCMXO1200/2280: L9, L10

M12, M11

VCCIO5 LCMXO640: None 
LCMXO1200/2280: N2

LCMXO640: None 
LCMXO1200/2280: L8, L7

M8, R9

VCCIO6 LCMXO640: None 
LCMXO1200/2280: K3

LCMXO640: None 
LCMXO1200/2280: K6, J6

M7, K7

VCCIO7 LCMXO640: None 
LCMXO1200/2280: D2

LCMXO640: None 
LCMXO1200/2280: H6, G6

H6, J7

VCCAUX P7, A7 T9, A8 M10, F9

GND2 F1, P9, J14, C9, A10, B4, L13, 
D13, P2, N11, E1, L2 

A1, A16, F11, G8, G9, H7, H8, H9, 
H10, J7, J8, J9, J10, K8, K9, L6, 
T1, T16

E14, F16, H10, H11, H8, H9, J10, 
J11, J4, J8, J9, K10, K11, K17, K8, 
K9, L10, L11, L8, L9, N2, P14, P5, 
R7

NC3 — LCMXO640: E4, E5, F5, F6, C3, 
C2, G4, G5, H4, H5, K5, K4, M5, 
M4, P2, P3, N5, N6, M7, M8, N10, 
N11, R15, R16, P15, P16, M11, 
L11, N12, N13, M13, M12, K12, 
J12, F12, F13, E12, E13, D13, 
D14, B15, A15, C14, B14, E11, 
E10, E7, E6, D4, D3, B3, B2
LCMXO1200: None
LCMXO2280: None

—

1. Pin orientation A1 starts from the upper left corner of the top side view with alphabetical order ascending vertically and numerical order ascending horizontally.
2. All grounds must be electrically connected at the board level. For fpBGA and ftBGA packages, the total number of GND balls is less than the actual number of 

GND logic connections from the die to the common package GND plane.
3. NC pins should not be connected to any active signals, VCC or GND.
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LCMXO256 and LCMXO640 Logic Signal Connections: 100 TQFP 

Pin Number

LCMXO256 LCMXO640

Ball 
Function Bank 

Dual 
Function Differential

Ball 
Function Bank 

Dual 
Function Differential

1 PL2A 1  T PL2A 3  T

2 PL2B 1  C PL2C 3  T

3 PL3A 1  T PL2B 3  C

4 PL3B 1  C PL2D 3  C

5 PL3C 1  T PL3A 3  T

6 PL3D 1  C PL3B 3  C

7 PL4A 1  T PL3C 3  T

8 PL4B 1  C PL3D 3  C

9 PL5A 1  T PL4A 3   

10 VCCIO1 1   VCCIO3 3   

11 PL5B 1  C PL4C 3  T

12 GNDIO1 1   GNDIO3 3   

13 PL5C 1  T PL4D 3  C

14 PL5D 1 GSRN C PL5B 3 GSRN  

15 PL6A 1  T PL7B 3   

16 PL6B 1 TSALL C PL8C 3 TSALL T

17 PL7A 1  T PL8D 3  C

18 PL7B 1  C PL9A 3   

19 PL7C 1  T PL9C 3   

20 PL7D 1  C PL10A 3   

21 PL8A 1  T PL10C 3   

22 PL8B 1  C PL11A 3   

23 PL9A 1  T PL11C 3   

24 VCCIO1 1   VCCIO3 3   

25 GNDIO1 1   GNDIO3 3   

26 TMS 1 TMS  TMS 2 TMS  

27 PL9B 1  C PB2C 2   

28 TCK 1 TCK  TCK 2 TCK  

29 PB2A 1  T VCCIO2 2   

30 PB2B 1  C GNDIO2 2   

31 TDO 1 TDO  TDO 2 TDO  

32 PB2C 1  T PB4C 2   

33 TDI 1 TDI  TDI 2 TDI  

34 PB2D 1  C PB4E 2   

35 VCC -   VCC -   

36 PB3A 1 PCLK1_1** T PB5B 2 PCLK2_1**  

37 PB3B 1  C PB5D 2   

38 PB3C 1 PCLK1_0** T PB6B 2 PCLK2_0**  

39 PB3D 1  C PB6C 2   

40 GND -   GND -   

41 VCCIO1 1   VCCIO2 2   

42 GNDIO1 1   GNDIO2 2   
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85 PT4B 0 PCLK0_1** C PT6B 0 PCLK0_1**  

86 PT4A 0 PCLK0_0** T PT5B 0 PCLK0_0** C

87 PT3D 0  C PT5A 0  T

88 VCCAUX -   VCCAUX -   

89 PT3C 0  T PT4F 0   

90 VCC -   VCC -   

91 PT3B 0  C PT3F 0   

92 VCCIO0 0   VCCIO0 0   

93 GNDIO0 0   GNDIO0 0   

94 PT3A 0  T PT3B 0  C

95 PT2F 0  C PT3A 0  T

96 PT2E 0  T PT2F 0  C

97 PT2D 0  C PT2E 0  T

98 PT2C 0  T PT2B 0  C

99 PT2B 0  C PT2C 0   

100 PT2A 0  T PT2A 0  T 

* NC for “E” devices.
** Primary clock inputs are single-ended.

LCMXO256 and LCMXO640 Logic Signal Connections: 100 TQFP (Cont.)

Pin Number

LCMXO256 LCMXO640

Ball 
Function Bank 

Dual 
Function Differential

Ball 
Function Bank 

Dual 
Function Differential
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P13 PB5A 1   P13 PB9C 2  T

M12* SLEEPN - SLEEPN  M12* SLEEPN - SLEEPN  

P14 PB5C 1  T P14 PB9D 2  C

N13 PB5D 1  C N13 PB9F 2   

N14 PR9B 0  C N14 PR11D 1  C

M14 PR9A 0  T M14 PR11B 1  C

L13 PR8B 0  C L13 PR11C 1  T

L14 PR8A 0  T L14 PR11A 1  T

M13 PR7D 0  C M13 PR10D 1  C

K14 PR7C 0  T K14 PR10C 1  T

K13 PR7B 0  C K13 PR10B 1  C

J14 PR7A 0  T J14 PR10A 1  T

J13 PR6B 0  C J13 PR9D 1   

H13 PR6A 0  T H13 PR9B 1   

G14 GNDIO0 0   G14 GNDIO1 1   

G13 PR5D 0  C G13 PR7B 1   

F14 PR5C 0  T F14 PR6C 1   

F13 PR5B 0  C F13 PR6B 1   

E14 PR5A 0  T E14 PR5D 1   

E13 PR4B 0  C E13 PR5B 1   

D14 PR4A 0  T D14 PR4D 1   

D13 PR3D 0  C D13 PR4B 1   

C14 PR3C 0  T C14 PR3D 1   

C13 PR3B 0  C C13 PR3B 1   

B14 PR3A 0  T B14 PR2D 1   

C12 PR2B 0  C C12 PR2B 1   

B13 GNDIO0 0   B13 GNDIO1 1   

A13 PR2A 0  T A13 PT9F 0  C

A12 PT5C 0   A12 PT9E 0  T

B11 PT5B 0  C B11 PT9C 0   

A11 PT5A 0  T A11 PT9A 0   

B12 PT4F 0  C B12 VCCIO0 0   

A10 PT4E 0  T A10 GNDIO0 0   

B10 PT4D 0  C B10 PT7E 0   

A9 PT4C 0  T A9 PT7A 0   

A8 PT4B 0 PCLK0_1** C A8 PT6B 0 PCLK0_1**  

B8 PT4A 0 PCLK0_0** T B8 PT5B 0 PCLK0_0** C

A7 PT3D 0  C A7 PT5A 0  T

B7 VCCAUX -   B7 VCCAUX -   

A6 PT3C 0  T A6 PT4F 0   

B6 VCC -   B6 VCC -   

A5 PT3B 0  C A5 PT3F 0   

LCMXO256 and LCMXO640 Logic Signal Connections: 100 csBGA (Cont.)
LCMXO256 LCMXO640

Ball 
Number

Ball 
Function Bank 

Dual 
Function 

Differen-
tial

Ball 
Number

Ball 
Function Bank 

Dual 
Function 

Differen-
tial
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- -    VCCIO4 VCCIO4 4   VCCIO4 VCCIO4 4   

- -    GND GNDIO4 4   GND GNDIO4 4   

M10 PB6A 2  T M10 PB7E 4  T M10 PB10A 4  T

R9 PB6C 2  T R9 PB8A 4  T R9 PB11C 4  T

R10 PB6D 2  C R10 PB8B 4  C R10 PB11D 4  C

T10 PB7C 2  T T10 PB8C 4  T T10 PB12A 4  T

T11 PB7D 2  C T11 PB8D 4  C T11 PB12B 4  C

N10 NC    N10 PB8E 4  T N10 PB12C 4  T

N11 NC    N11 PB8F 4  C N11 PB12D 4  C

VCCIO2 VCCIO2 2   VCCIO4 VCCIO4 4   VCCIO4 VCCIO4 4   

GND GNDIO2 2   GND GNDIO4 4   GND GNDIO4 4   

R11 PB7E 2  T R11 PB9A 4  T R11 PB13A 4  T

R12 PB7F 2  C R12 PB9B 4  C R12 PB13B 4  C

P11 PB8A 2  T P11 PB9C 4  T P11 PB13C 4  T

P12 PB8B 2  C P12 PB9D 4  C P12 PB13D 4  C

T13 PB8C 2  T T13 PB9E 4  T T13 PB14A 4  T

T12 PB8D 2  C T12 PB9F 4  C T12 PB14B 4  C

R13 PB9A 2  T R13 PB10A 4  T R13 PB14C 4  T

R14 PB9B 2  C R14 PB10B 4  C R14 PB14D 4  C

GND GND -   GND GND -   GND GND -   

T14 PB9C 2  T T14 PB10C 4  T T14 PB15A 4  T

T15 PB9D 2  C T15 PB10D 4  C T15 PB15B 4  C

P13** SLEEPN - SLEEPN  P13** SLEEPN - SLEEPN  P13** SLEEPN - SLEEPN  

P14 PB9F 2   P14 PB10F 4   P14 PB15D 4   

R15 NC    R15 PB11A 4  T R15 PB16A 4  T

R16 NC    R16 PB11B 4  C R16 PB16B 4  C

P15 NC    P15 PB11C 4  T P15 PB16C 4  T

P16 NC    P16 PB11D 4  C P16 PB16D 4  C

VCCIO2 VCCIO2 2   VCCIO4 VCCIO4 4   VCCIO4 VCCIO4 4   

GND GNDIO2 2   GND GNDIO4 4   GND GNDIO4 4   

GND GNDIO1 1   GND GNDIO3 3   GND GNDIO3 3   

VCCIO1 VCCIO1 1   VCCIO3 VCCIO3 3   VCCIO3 VCCIO3 3   

M11 NC    M11 PR16B 3  C M11 PR20B 3  C

L11 NC    L11 PR16A 3  T L11 PR20A 3  T

N12 NC    N12 PR15B 3  C* N12 PR18B 3  C*

N13 NC    N13 PR15A 3  T* N13 PR18A 3  T*

M13 NC    M13 PR14D 3  C M13 PR17D 3  C

M12 NC    M12 PR14C 3  T M12 PR17C 3  T

N14 PR11D 1  C N14 PR14B 3  C* N14 PR17B 3  C*

N15 PR11C 1  T N15 PR14A 3  T* N15 PR17A 3  T*

L13 PR11B 1  C L13 PR13D 3  C L13 PR16D 3  C

L12 PR11A 1  T L12 PR13C 3  T L12 PR16C 3  T

M14 PR10B 1  C M14 PR13B 3  C* M14 PR16B 3  C*

VCCIO1 VCCIO1 1   VCCIO3 VCCIO3 3   VCCIO3 VCCIO3 3   

GND GNDIO1 1   GND GNDIO3 3   GND GNDIO3 3   

L14 PR10A 1  T L14 PR13A 3  T* L14 PR16A 3  T*

N16 PR10D 1  C N16 PR12D 3  C N16 PR15D 3  C

M16 PR10C 1  T M16 PR12C 3  T M16 PR15C 3  T

M15 PR9D 1  C M15 PR12B 3  C* M15 PR15B 3  C*

L15 PR9C 1  T L15 PR12A 3  T* L15 PR15A 3  T*

L16 PR9B 1  C L16 PR11D 3  C L16 PR14D 3  C

K16 PR9A 1  T K16 PR11C 3  T K16 PR14C 3  T

K13 PR8D 1  C K13 PR11B 3  C* K13 PR14B 3  C*

LCMXO640, LCMXO1200 and LCMXO2280 Logic Signal Connections:
256 caBGA / 256 ftBGA (Cont.)

LCMXO640 LCMXO1200 LCMXO2280

Ball 
Number

Ball 
Function Bank

Dual 
Function Differential

Ball 
Number

Ball 
Function Bank

Dual 
Function Differential

Ball 
Number

Ball 
Function Bank

Dual 
Function Differential
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E11 NC    E11 PT10D 1  C E11 PT15B 1  C

E10 NC    E10 PT10C 1  T E10 PT15A 1  T

D12 PT9D 0  C D12 PT10B 1  C D12 PT14D 1  C

D11 PT9C 0  T D11 PT10A 1  T D11 PT14C 1  T

A14 PT7F 0  C A14 PT9F 1  C A14 PT14B 1  C

A13 PT7E 0  T A13 PT9E 1  T A13 PT14A 1  T

C12 PT8B 0  C C12 PT9D 1  C C12 PT13D 1  C

C11 PT8A 0  T C11 PT9C 1  T C11 PT13C 1  T

- -    VCCIO1 VCCIO1 1   VCCIO1 VCCIO1 1   

- -    GND GNDIO1 1   GND GNDIO1 1   

B12 PT7B 0  C B12 PT9B 1  C B12 PT12D 1  C

B11 PT7A 0  T B11 PT9A 1  T B11 PT12C 1  T

A12 PT7D 0  C A12 PT8F 1  C A12 PT12B 1  C

A11 PT7C 0  T A11 PT8E 1  T A11 PT12A 1  T

GND GND -   GND GND -   GND GND -   

B10 PT5D 0  C B10 PT8D 1  C B10 PT11B 1  C

B9 PT5C 0  T B9 PT8C 1  T B9 PT11A 1  T

D10 PT8D 0  C D10 PT8B 1  C D10 PT10F 1  C

D9 PT8C 0  T D9 PT8A 1  T D9 PT10E 1  T

- -    VCCIO1 VCCIO1 1   VCCIO1 VCCIO1 1   

- -    GND GNDIO1 1   GND GNDIO1 1   

C10 PT6D 0  C C10 PT7F 1  C C10 PT10D 1  C

C9 PT6C 0  T C9 PT7E 1  T C9 PT10C 1  T

A9 PT6B 0 PCLK0_1*** C A9 PT7D 1 PCLK1_1*** C A9 PT10B 1 PCLK1_1*** C

A10 PT6A 0  T A10 PT7C 1  T A10 PT10A 1  T

E9 PT9B 0  C E9 PT7B 1  C E9 PT9D 1  C

E8 PT9A 0  T E8 PT7A 1  T E8 PT9C 1  T

D7 PT5B 0 PCLK0_0*** C D7 PT6F 0 PCLK1_0*** C D7 PT9B 1 PCLK1_0*** C

D8 PT5A 0  T D8 PT6E 0  T D8 PT9A 1  T

VCCIO0 VCCIO0 0   VCCIO0 VCCIO0 0   VCCIO0 VCCIO0 0   

GND GNDIO0 0   GND GNDIO0 0   GND GNDIO0 0   

C8 PT4F 0  C C8 PT6D 0  C C8 PT8D 0  C

B8 PT4E 0  T B8 PT6C 0  T B8 PT8C 0  T

A8 VCCAUX -   A8 VCCAUX -   A8 VCCAUX -   

A7 PT4D 0  C A7 PT6B 0  C A7 PT7D 0  C

A6 PT4C 0  T A6 PT6A 0  T A6 PT7C 0  T

VCC VCC -   VCC VCC -   VCC VCC -   

B7 PT4B 0  C B7 PT5F 0  C B7 PT7B 0  C

B6 PT4A 0  T B6 PT5E 0  T B6 PT7A 0  T

C6 PT3C 0  T C6 PT5C 0  T C6 PT6A 0  T

C7 PT3D 0  C C7 PT5D 0  C C7 PT6B 0  C

A5 PT3E 0  T A5 PT5A 0  T A5 PT6C 0  T

A4 PT3F 0  C A4 PT5B 0  C A4 PT6D 0  C

E7 NC    E7 PT4C 0  T E7 PT6E 0  T

E6 NC    E6 PT4D 0  C E6 PT6F 0  C

B5 PT3B 0  C B5 PT3F 0  C B5 PT5D 0  C

B4 PT3A 0  T B4 PT3E 0  T B4 PT5C 0  T

D5 PT2D 0  C D5 PT3D 0  C D5 PT5B 0  C

D6 PT2C 0  T D6 PT3C 0  T D6 PT5A 0  T

C4 PT2E 0  T C4 PT4A 0  T C4 PT4A 0  T

C5 PT2F 0  C C5 PT4B 0  C C5 PT4B 0  C

- - -   - - -   GND GND -   

D4 NC    D4 PT2D 0  C D4 PT3D 0  C

LCMXO640, LCMXO1200 and LCMXO2280 Logic Signal Connections:
256 caBGA / 256 ftBGA (Cont.)

LCMXO640 LCMXO1200 LCMXO2280

Ball 
Number

Ball 
Function Bank

Dual 
Function Differential

Ball 
Number

Ball 
Function Bank

Dual 
Function Differential

Ball 
Number

Ball 
Function Bank

Dual 
Function Differential
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LCMXO2280 Logic Signal Connections: 324 ftBGA 
LCMXO2280

Ball Number Ball Function Bank Dual Function Differential

GND GNDIO7 7   

VCCIO7 VCCIO7 7   

D4 PL2A 7 LUM0_PLLT_FB_A T

F5 PL2B 7 LUM0_PLLC_FB_A C

B3 PL3A 7  T*

C3 PL3B 7  C*

E4 PL3C 7 LUM0_PLLT_IN_A T

G6 PL3D 7 LUM0_PLLC_IN_A C

A1 PL4A 7  T*

B1 PL4B 7  C*

F4 PL4C 7  T

VCC VCC -   

E3 PL4D 7  C

D2 PL5A 7  T*

D3 PL5B 7  C*

G5 PL5C 7  T

F3 PL5D 7  C

C2 PL6A 7  T*

VCCIO7 VCCIO7 7   

GND GNDIO7 7   

C1 PL6B 7  C*

H5 PL6C 7  T

G4 PL6D 7  C

E2 PL7A 7  T*

D1 PL7B 7 GSRN C*

J6 PL7C 7  T

H4 PL7D 7  C

F2 PL8A 7  T*

E1 PL8B 7  C*

GND GND -   

J3 PL8C 7  T

J5 PL8D 7  C

G3 PL9A 7  T*

H3 PL9B 7  C*

K3 PL9C 7  T

K5 PL9D 7  C

F1 PL10A 7  T*

VCCIO7 VCCIO7 7   

GND GNDIO7 7   

G1 PL10B 7  C*

K4 PL10C 7  T

K6 PL10D 7  C
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F16 GND -   

H10 GND -   

H11 GND -   

H8 GND -   

H9 GND -   

J10 GND -   

J11 GND -   

J4 GND -   

J8 GND -   

J9 GND -   

K10 GND -   

K11 GND -   

K17 GND -   

K8 GND -   

K9 GND -   

L10 GND -   

L11 GND -   

L8 GND -   

L9 GND -   

N2 GND -   

P14 GND -   

P5 GND -   

R7 GND -   

F14 VCC -   

G11 VCC -   

G9 VCC -   

H7 VCC -   

L7 VCC -   

M9 VCC -   

H6 VCCIO7 7   

J7 VCCIO7 7   

M7 VCCIO6 6   

K7 VCCIO6 6   

M8 VCCIO5 5   

R9 VCCIO5 5   

M12 VCCIO4 4   

M11 VCCIO4 4   

L12 VCCIO3 3   

K12 VCCIO3 3   

J12 VCCIO2 2   

H12 VCCIO2 2   

G12 VCCIO1 1   

G10 VCCIO1 1   

LCMXO2280 Logic Signal Connections: 324 ftBGA (Cont.)
LCMXO2280

Ball Number Ball Function Bank Dual Function Differential
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Conventional Packaging
Commercial

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO256C-3T100C 256 1.8V/2.5V/3.3V 78 -3 TQFP 100 COM

LCMXO256C-4T100C 256 1.8V/2.5V/3.3V 78 -4 TQFP 100 COM

LCMXO256C-5T100C 256 1.8V/2.5V/3.3V 78 -5 TQFP 100 COM

LCMXO256C-3M100C 256 1.8V/2.5V/3.3V 78 -3 csBGA 100 COM

LCMXO256C-4M100C 256 1.8V/2.5V/3.3V 78 -4 csBGA 100 COM

LCMXO256C-5M100C 256 1.8V/2.5V/3.3V 78 -5 csBGA 100 COM

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO640C-3T100C 640 1.8V/2.5V/3.3V 74 -3 TQFP 100 COM

LCMXO640C-4T100C 640 1.8V/2.5V/3.3V 74 -4 TQFP 100 COM

LCMXO640C-5T100C 640 1.8V/2.5V/3.3V 74 -5 TQFP 100 COM

LCMXO640C-3M100C 640 1.8V/2.5V/3.3V 74 -3 csBGA 100 COM

LCMXO640C-4M100C 640 1.8V/2.5V/3.3V 74 -4 csBGA 100 COM

LCMXO640C-5M100C 640 1.8V/2.5V/3.3V 74 -5 csBGA 100 COM

LCMXO640C-3T144C 640 1.8V/2.5V/3.3V 113 -3 TQFP 144 COM

LCMXO640C-4T144C 640 1.8V/2.5V/3.3V 113 -4 TQFP 144 COM

LCMXO640C-5T144C 640 1.8V/2.5V/3.3V 113 -5 TQFP 144 COM

LCMXO640C-3M132C 640 1.8V/2.5V/3.3V 101 -3 csBGA 132 COM

LCMXO640C-4M132C 640 1.8V/2.5V/3.3V 101 -4 csBGA 132 COM

LCMXO640C-5M132C 640 1.8V/2.5V/3.3V 101 -5 csBGA 132 COM

LCMXO640C-3B256C 640 1.8V/2.5V/3.3V 159 -3 caBGA 256 COM

LCMXO640C-4B256C 640 1.8V/2.5V/3.3V 159 -4 caBGA 256 COM

LCMXO640C-5B256C 640 1.8V/2.5V/3.3V 159 -5 caBGA 256 COM

LCMXO640C-3FT256C 640 1.8V/2.5V/3.3V 159 -3 ftBGA 256 COM

LCMXO640C-4FT256C 640 1.8V/2.5V/3.3V 159 -4 ftBGA 256 COM

LCMXO640C-5FT256C 640 1.8V/2.5V/3.3V 159 -5 ftBGA 256 COM

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO1200C-3T100C 1200 1.8V/2.5V/3.3V 73 -3 TQFP 100 COM

LCMXO1200C-4T100C 1200 1.8V/2.5V/3.3V 73 -4 TQFP 100 COM

LCMXO1200C-5T100C 1200 1.8V/2.5V/3.3V 73 -5 TQFP 100 COM

LCMXO1200C-3T144C 1200 1.8V/2.5V/3.3V 113 -3 TQFP 144 COM

LCMXO1200C-4T144C 1200 1.8V/2.5V/3.3V 113 -4 TQFP 144 COM

LCMXO1200C-5T144C 1200 1.8V/2.5V/3.3V 113 -5 TQFP 144 COM

LCMXO1200C-3M132C 1200 1.8V/2.5V/3.3V 101 -3 csBGA 132 COM

LCMXO1200C-4M132C 1200 1.8V/2.5V/3.3V 101 -4 csBGA 132 COM

LCMXO1200C-5M132C 1200 1.8V/2.5V/3.3V 101 -5 csBGA 132 COM

LCMXO1200C-3B256C 1200 1.8V/2.5V/3.3V 211 -3 caBGA 256 COM

LCMXO1200C-4B256C 1200 1.8V/2.5V/3.3V 211 -4 caBGA 256 COM

LCMXO1200C-5B256C 1200 1.8V/2.5V/3.3V 211 -5 caBGA 256 COM

LCMXO1200C-3FT256C 1200 1.8V/2.5V/3.3V 211 -3 ftBGA 256 COM

LCMXO1200C-4FT256C 1200 1.8V/2.5V/3.3V 211 -4 ftBGA 256 COM

LCMXO1200C-5FT256C 1200 1.8V/2.5V/3.3V 211 -5 ftBGA 256 COM
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Conventional Packaging
Industrial

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO256C-3T100I 256 1.8V/2.5V/3.3V 78 -3 TQFP 100 IND

LCMXO256C-4T100I 256 1.8V/2.5V/3.3V 78 -4 TQFP 100 IND

LCMXO256C-3M100I 256 1.8V/2.5V/3.3V 78 -3 csBGA 100 IND

LCMXO256C-4M100I 256 1.8V/2.5V/3.3V 78 -4 csBGA 100 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO640C-3T100I 640 1.8V/2.5V/3.3V 74 -3 TQFP 100 IND

LCMXO640C-4T100I 640 1.8V/2.5V/3.3V 74 -4 TQFP 100 IND

LCMXO640C-3M100I 640 1.8V/2.5V/3.3V 74 -3 csBGA 100 IND

LCMXO640C-4M100I 640 1.8V/2.5V/3.3V 74 -4 csBGA 100 IND

LCMXO640C-3T144I 640 1.8V/2.5V/3.3V 113 -3 TQFP 144 IND

LCMXO640C-4T144I 640 1.8V/2.5V/3.3V 113 -4 TQFP 144 IND

LCMXO640C-3M132I 640 1.8V/2.5V/3.3V 101 -3 csBGA 132 IND

LCMXO640C-4M132I 640 1.8V/2.5V/3.3V 101 -4 csBGA 132 IND

LCMXO640C-3B256I 640 1.8V/2.5V/3.3V 159 -3 caBGA 256 IND

LCMXO640C-4B256I 640 1.8V/2.5V/3.3V 159 -4 caBGA 256 IND

LCMXO640C-3FT256I 640 1.8V/2.5V/3.3V 159 -3 ftBGA 256 IND

LCMXO640C-4FT256I 640 1.8V/2.5V/3.3V 159 -4 ftBGA 256 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO1200C-3T100I 1200 1.8V/2.5V/3.3V 73 -3 TQFP 100 IND

LCMXO1200C-4T100I 1200 1.8V/2.5V/3.3V 73 -4 TQFP 100 IND

LCMXO1200C-3T144I 1200 1.8V/2.5V/3.3V 113 -3 TQFP 144 IND

LCMXO1200C-4T144I 1200 1.8V/2.5V/3.3V 113 -4 TQFP 144 IND

LCMXO1200C-3M132I 1200 1.8V/2.5V/3.3V 101 -3 csBGA 132 IND

LCMXO1200C-4M132I 1200 1.8V/2.5V/3.3V 101 -4 csBGA 132 IND

LCMXO1200C-3B256I 1200 1.8V/2.5V/3.3V 211 -3 caBGA 256 IND

LCMXO1200C-4B256I 1200 1.8V/2.5V/3.3V 211 -4 caBGA 256 IND

LCMXO1200C-3FT256I 1200 1.8V/2.5V/3.3V 211 -3 ftBGA 256 IND

LCMXO1200C-4FT256I 1200 1.8V/2.5V/3.3V 211 -4 ftBGA 256 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO2280C-3T100I 2280 1.8V/2.5V/3.3V 73 -3 TQFP 100 IND

LCMXO2280C-4T100I 2280 1.8V/2.5V/3.3V 73 -4 TQFP 100 IND

LCMXO2280C-3T144I 2280 1.8V/2.5V/3.3V 113 -3 TQFP 144 IND

LCMXO2280C-4T144I 2280 1.8V/2.5V/3.3V 113 -4 TQFP 144 IND

LCMXO2280C-3M132I 2280 1.8V/2.5V/3.3V 101 -3 csBGA 132 IND

LCMXO2280C-4M132I 2280 1.8V/2.5V/3.3V 101 -4 csBGA 132 IND

LCMXO2280C-3B256I 2280 1.8V/2.5V/3.3V 211 -3 caBGA 256 IND

LCMXO2280C-4B256I 2280 1.8V/2.5V/3.3V 211 -4 caBGA 256 IND

LCMXO2280C-3FT256I 2280 1.8V/2.5V/3.3V 211 -3 ftBGA 256 IND

LCMXO2280C-4FT256I 2280 1.8V/2.5V/3.3V 211 -4 ftBGA 256 IND

LCMXO2280C-3FT324I 2280 1.8V/2.5V/3.3V 271 -3 ftBGA 324 IND

LCMXO2280C-4FT324I 2280 1.8V/2.5V/3.3V 271 -4 ftBGA 324 IND
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Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO256E-3T100I 256 1.2V 78 -3 TQFP 100 IND

LCMXO256E-4T100I 256 1.2V 78 -4 TQFP 100 IND

LCMXO256E-3M100I 256 1.2V 78 -3 csBGA 100 IND

LCMXO256E-4M100I 256 1.2V 78 -4 csBGA 100 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO640E-3T100I 640 1.2V 74 -3 TQFP 100 IND

LCMXO640E-4T100I 640 1.2V 74 -4 TQFP 100 IND

LCMXO640E-3M100I 640 1.2V 74 -3 csBGA 100 IND

LCMXO640E-4M100I 640 1.2V 74 -4 csBGA 100 IND

LCMXO640E-3T144I 640 1.2V 113 -3 TQFP 144 IND

LCMXO640E-4T144I 640 1.2V 113 -4 TQFP 144 IND

LCMXO640E-3M132I 640 1.2V 101 -3 csBGA 132 IND

LCMXO640E-4M132I 640 1.2V 101 -4 csBGA 132 IND

LCMXO640E-3B256I 640 1.2V 159 -3 caBGA 256 IND

LCMXO640E-4B256I 640 1.2V 159 -4 caBGA 256 IND

LCMXO640E-3FT256I 640 1.2V 159 -3 ftBGA 256 IND

LCMXO640E-4FT256I 640 1.2V 159 -4 ftBGA 256 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO1200E-3T100I 1200 1.2V 73 -3 TQFP 100 IND

LCMXO1200E-4T100I 1200 1.2V 73 -4 TQFP 100 IND

LCMXO1200E-3T144I 1200 1.2V 113 -3 TQFP 144 IND

LCMXO1200E-4T144I 1200 1.2V 113 -4 TQFP 144 IND

LCMXO1200E-3M132I 1200 1.2V 101 -3 csBGA 132 IND

LCMXO1200E-4M132I 1200 1.2V 101 -4 csBGA 132 IND

LCMXO1200E-3B256I 1200 1.2V 211 -3 caBGA 256 IND

LCMXO1200E-4B256I 1200 1.2V 211 -4 caBGA 256 IND

LCMXO1200E-3FT256I 1200 1.2V 211 -3 ftBGA 256 IND

LCMXO1200E-4FT256I 1200 1.2V 211 -4 ftBGA 256 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO2280E-3T100I 2280 1.2V 73 -3 TQFP 100 IND

LCMXO2280E-4T100I 2280 1.2V 73 -4 TQFP 100 IND

LCMXO2280E-3T144I 2280 1.2V 113 -3 TQFP 144 IND

LCMXO2280E-4T144I 2280 1.2V 113 -4 TQFP 144 IND

LCMXO2280E-3M132I 2280 1.2V 101 -3 csBGA 132 IND

LCMXO2280E-4M132I 2280 1.2V 101 -4 csBGA 132 IND

LCMXO2280E-3B256I 2280 1.2V 211 -3 caBGA 256 IND

LCMXO2280E-4B256I 2280 1.2V 211 -4 caBGA 256 IND

LCMXO2280E-3FT256I 2280 1.2V 211 -3 ftBGA 256 IND

LCMXO2280E-4FT256I 2280 1.2V 211 -4 ftBGA 256 IND

LCMXO2280E-3FT324I 2280 1.2V 271 -3 ftBGA 324 IND

LCMXO2280E-4FT324I 2280 1.2V 271 -4 ftBGA 324 IND
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Lead-Free Packaging
Industrial

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO256C-3TN100I 256 1.8V/2.5V/3.3V 78 -3 Lead-Free TQFP 100 IND

LCMXO256C-4TN100I 256 1.8V/2.5V/3.3V 78 -4 Lead-Free TQFP 100 IND

LCMXO256C-3MN100I 256 1.8V/2.5V/3.3V 78 -3 Lead-Free csBGA 100 IND

LCMXO256C-4MN100I 256 1.8V/2.5V/3.3V 78 -4 Lead-Free csBGA 100 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO640C-3TN100I 640 1.8V/2.5V/3.3V 74 -3 Lead-Free TQFP 100 IND

LCMXO640C-4TN100I 640 1.8V/2.5V/3.3V 74 -4 Lead-Free TQFP 100 IND

LCMXO640C-3MN100I 640 1.8V/2.5V/3.3V 74 -3 Lead-Free csBGA 100 IND

LCMXO640C-4MN100I 640 1.8V/2.5V/3.3V 74 -4 Lead-Free csBGA 100 IND

LCMXO640C-3TN144I 640 1.8V/2.5V/3.3V 113 -3 Lead-Free TQFP 144 IND

LCMXO640C-4TN144I 640 1.8V/2.5V/3.3V 113 -4 Lead-Free TQFP 144 IND

LCMXO640C-3MN132I 640 1.8V/2.5V/3.3V 101 -3 Lead-Free csBGA 132 IND

LCMXO640C-4MN132I 640 1.8V/2.5V/3.3V 101 -4 Lead-Free csBGA 132 IND

LCMXO640C-3BN256I 640 1.8V/2.5V/3.3V 159 -3 Lead-Free caBGA 256 IND

LCMXO640C-4BN256I 640 1.8V/2.5V/3.3V 159 -4 Lead-Free caBGA 256 IND

LCMXO640C-3FTN256I 640 1.8V/2.5V/3.3V 159 -3 Lead-Free ftBGA 256 IND

LCMXO640C-4FTN256I 640 1.8V/2.5V/3.3V 159 -4 Lead-Free ftBGA 256 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO1200C-3TN100I 1200 1.8V/2.5V/3.3V 73 -3 Lead-Free TQFP 100 IND

LCMXO1200C-4TN100I 1200 1.8V/2.5V/3.3V 73 -4 Lead-Free TQFP 100 IND

LCMXO1200C-3TN144I 1200 1.8V/2.5V/3.3V 113 -3 Lead-Free TQFP 144 IND

LCMXO1200C-4TN144I 1200 1.8V/2.5V/3.3V 113 -4 Lead-Free TQFP 144 IND

LCMXO1200C-3MN132I 1200 1.8V/2.5V/3.3V 101 -3 Lead-Free csBGA 132 IND

LCMXO1200C-4MN132I 1200 1.8V/2.5V/3.3V 101 -4 Lead-Free csBGA 132 IND

LCMXO1200C-3BN256I 1200 1.8V/2.5V/3.3V 211 -3 Lead-Free caBGA 256 IND

LCMXO1200C-4BN256I 1200 1.8V/2.5V/3.3V 211 -4 Lead-Free caBGA 256 IND

LCMXO1200C-3FTN256I 1200 1.8V/2.5V/3.3V 211 -3 Lead-Free ftBGA 256 IND

LCMXO1200C-4FTN256I 1200 1.8V/2.5V/3.3V 211 -4 Lead-Free ftBGA 256 IND

Part Number LUTs Supply Voltage I/Os Grade Package Pins Temp.

LCMXO2280C-3TN100I 2280 1.8V/2.5V/3.3V 73 -3 Lead-Free TQFP 100 IND

LCMXO2280C-4TN100I 2280 1.8V/2.5V/3.3V 73 -4 Lead-Free TQFP 100 IND

LCMXO2280C-3TN144I 2280 1.8V/2.5V/3.3V 113 -3 Lead-Free TQFP 144 IND

LCMXO2280C-4TN144I 2280 1.8V/2.5V/3.3V 113 -4 Lead-Free TQFP 144 IND

LCMXO2280C-3MN132I 2280 1.8V/2.5V/3.3V 101 -3 Lead-Free csBGA 132 IND

LCMXO2280C-4MN132I 2280 1.8V/2.5V/3.3V 101 -4 Lead-Free csBGA 132 IND

LCMXO2280C-3BN256I 2280 1.8V/2.5V/3.3V 211 -3 Lead-Free caBGA 256 IND

LCMXO2280C-4BN256I 2280 1.8V/2.5V/3.3V 211 -4 Lead-Free caBGA 256 IND

LCMXO2280C-3FTN256I 2280 1.8V/2.5V/3.3V 211 -3 Lead-Free ftBGA 256 IND

LCMXO2280C-4FTN256I 2280 1.8V/2.5V/3.3V 211 -4 Lead-Free ftBGA 256 IND

LCMXO2280C-3FTN324I 2280 1.8V/2.5V/3.3V 271 -3 Lead-Free ftBGA 324 IND

LCMXO2280C-4FTN324I 2280 1.8V/2.5V/3.3V 271 -4 Lead-Free ftBGA 324 IND
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Revision History

Date Version Section Change Summary

February 2005 01.0 — Initial release.

October 2005 01.1 Introduction Distributed RAM information in family table updated. Added footnote 1 - 
fpBGA packaging to the family selection guide.

Architecture sysIO Buffer section updated.

Hot Socketing section updated.

Sleep Mode section updated.

SLEEP Pin Characteristics section updated.

Oscillator section updated.

Security section updated.

DC and Switching 
Characteristics

Recommended Operating Conditions table updated.

DC Electrical Characteristics table updated.

Supply Current (Sleep Mode) table added with LCMXO256/640 data.

Supply Current (Standby) table updated with LCMXO256/640 data.

Initialization Supply Current table updated with LCMXO256/640 data.

Programming and Erase Flash Supply Current table updated with 
LCMXO256/640 data.

Register-to-Register Performance table updated (rev. A 0.16).

External Switching Characteristics table updated (rev. A 0.16).

Internal Timing Parameter table updated (rev. A 0.16).

Family Timing Adders updated (rev. A 0.16).

sysCLOCK Timingupdated (rev. A 0.16).

MachXO "C" Sleep Mode Timing updated (A 0.16). 

JTAG Port Timing Specification updated (rev. A 0.16).

Pinout Information SLEEPIN description updated.

Pin Information Summary updated.

Power Supply and NC Connection table has been updated.

Logic Signal Connection section has been updated to include all 
devices/packages.

Ordering Information Part Number Description section has been updated.

Ordering Part Number section has been updated (added LCMXO256C/
LCMXO640C "4W").

Supplemental 
Information

MachXO Density Migration Technical Note (TN1097) added.

November 2005 01.2 Pinout Information Added “Power Supply and NC Connections” summary information for 
LCMXO1200 and LCMXO2280 in 100 TQFP package.

December 2005 01.3 DC and Switching 
Characteristics

Supply Current (Standby) table updated with LCMXO1200/2280 data.

Ordering Information Ordering Part Number section updated (added LCMXO2280C "4W").

April 2006 02.0 Introduction Introduction paragraphs updated.

Architecture Architecture Overview paragraphs updated.
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November 2006 02.3 DC and Switching 
Characteristics

Corrections to MachXO “C” Sleep Mode Timing table - value for 
tWSLEEPN (400ns) changed from max. to min. Value for tWAWAKE 
(100ns) changed from min. to max.

Added Flash Download Time table.

December 2006 02.4 Architecture EBR Asynchronous Reset section added.

Pinout Information Power Supply and NC table: Pin/Ball orientation footnotes added.

February 2007 02.5 Architecture Updated EBR Asynchronous Reset section.

August 2007 02.6 DC and Switching 
Characteristics

Updated sysIO Single-Ended DC Electrical Characteristics table.

November 2007 02.7 DC and Switching 
Characteristics

Added JTAG Port Timing Waveforms diagram.

Pinout Information Added Thermal Management text section.

Supplemental 
Information

Updated title list.

June 2009 02.8 Introduction Added 0.8-mm 256-pin caBGA package to MachXO Family Selection 
Guide table.

Pinout Information Added Logic Signal Connections table for 0.8-mm 256-pin caBGA pack-
age.

Ordering Information Updated Part Number Description diagram and Ordering Part Number 
tables with 0.8-mm 256-pin caBGA package information.

July 2010 02.9 DC and Switching 
Characteristics

Updated sysCLOCK PLL Timing table.

June 2013 03.0 All Updated document with new corporate logo.

Architecture Architecture Overview – Added information on the state of the
register on power up and after configuration.

DC and Switching 
Characteristics

MachXO1200 and MachXO2280 Hot Socketing Specifications table – 
Removed footnote 4.

Added MachXO Programming/Erase Specifications table.
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