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Chapter 1: Cyclone IV FPGA Device Family Overview 1–3
Device Resources
■ Up to 532 user I/Os

■ LVDS interfaces up to 840 Mbps transmitter (Tx), 875 Mbps Rx

■ Support for DDR2 SDRAM interfaces up to 200 MHz

■ Support for QDRII SRAM and DDR SDRAM up to 167 MHz

■ Up to eight phase-locked loops (PLLs) per device

■ Offered in commercial and industrial temperature grades

Device Resources
Table 1–1 lists Cyclone IV E device resources.

Table 1–1. Resources for the Cyclone IV E Device Family

Resources

EP
4C

E6

EP
4C

E1
0

EP
4C

E1
5

EP
4C

E2
2

EP
4C

E3
0

EP
4C

E4
0

EP
4C

E5
5

EP
4C

E7
5

EP
4C

E1
15

Logic elements (LEs) 6,272 10,320 15,408 22,320 28,848 39,600 55,856 75,408 114,480

Embedded memory 
(Kbits) 270 414 504 594 594 1,134 2,340 2,745 3,888

Embedded 18 × 18 
multipliers 15 23 56 66 66 116 154 200 266

General-purpose PLLs 2 2 4 4 4 4 4 4 4

Global Clock Networks 10 10 20 20 20 20 20 20 20

User I/O Banks 8 8 8 8 8 8 8 8 8

Maximum user I/O (1) 179 179 343 153 532 532 374 426 528

Note to Table 1–1:

(1) The user I/Os count from pin-out files includes all general purpose I/O, dedicated clock pins, and dual purpose configuration pins. Transceiver 
pins and dedicated configuration pins are not included in the pin count.
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1–12 Chapter 1: Cyclone IV FPGA Device Family Overview
Reference and Ordering Information
Reference and Ordering Information
Figure 1–2 shows the ordering codes for Cyclone IV GX devices.

Figure 1–3 shows the ordering codes for Cyclone IV E devices.

Figure 1–2. Packaging Ordering Information for the Cyclone IV GX Device

Family Signature

Transceiver Count

Package Type

Package Code

Operating Temperature

Speed Grade

Optional Suffix
Indicates specific device 
options or shipment method

GX : 3-Gbps transceivers

EP4C : Cyclone IV

15 : 14,400 logic elements
22 : 21,280 logic elements
30 : 29,440 logic elements
50 : 49,888 logic elements
75 : 73,920 logic elements
110 : 109,424 logic elements
150 : 149,760 logic elements

B : 2
C : 4
D : 8

F : FineLine BGA (FBGA)
N : Quad Flat Pack No Lead (QFN)

FBGA Package Type
14 : 169 pins
19 : 324 pins
23 : 484 pins
27 : 672 pins
31 :  896 pins

C : Commercial temperature (TJ = 0° C to 85° C)
I : Industrial temperature (TJ = -40° C to 100° C)

6 (fastest)
7
8

N : Lead-free packaging
ES : Engineering sample

EP4C GX 30 C F 19 C 7 N

Member Code

Family Variant

Figure 1–3. Packaging Ordering Information for the Cyclone IV E Device

Family Signature

Package Type

Package Code

Operating Temperature

Speed Grade

Optional Suffix
Indicates specific device 
options or shipment method

E : Enhanced logic/memory

EP4C : Cyclone IV

6 : 6,272 logic elements
10 : 10,320 logic elements
15 : 15,408 logic elements
22 : 22,320 logic elements
30 : 28,848 logic elements
40 : 39,600 logic elements
55 : 55,856 logic elements
75 : 75,408 logic elements
115 : 114,480 logic elements

F : FineLine BGA (FBGA)
E : Enhanced Thin Quad Flat Pack (EQFP)
U : Ultra FineLine BGA (UBGA)
M : Micro FineLine BGA (MBGA)

FBGA Package Type
17 : 256 pins
19 :  324 pins
23 : 484 pins
29 : 780 pins

EQFP Package Type
22 : 144 pins

UBGA Package Type
14 : 256 pins
19 :  484 pins

MBGA Package Type
8 : 164 pins
9 : 256 pins

C : Commercial temperature (TJ = 0° C to 85° C)
I : Industrial temperature (TJ = -40° C to 100° C)
  Extended industrial temperature (TJ = -40° C to 125° C)
A : Automotive temperature (TJ = -40° C to 125° C)

6 (fastest)
7
8
9

N : Lead-free packaging
ES : Engineering sample
L : Low-voltage device

EP4C E 40 F 29 C 8 N

Member Code

Family Variant
Cyclone IV Device Handbook, March 2016 Altera Corporation
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Document Revision History
Document Revision History
Table 1–10 lists the revision history for this chapter.

Table 1–10. Document Revision History

Date Version Changes

March 2016 2.0
■ Updated Table 1–4 and Table 1–5 to remove support for the N148 package.

■ Updated Figure 1–2 to remove support for the N148 package.

April 2014 1.9 Updated “Packaging Ordering Information for the Cyclone IV E Device”.

May 2013 1.8 Updated Table 1–3, Table 1–6 and Figure 1–3 to add new device options and 
packages.

February 2013 1.7 Updated Table 1–3, Table 1–6 and Figure 1–3 to add new device options and 
packages.

October 2012 1.6 Updated Table 1–3 and Table 1–4.

November 2011 1.5
■ Updated “Cyclone IV Device Family Features” section.

■ Updated Figure 1–2 and Figure 1–3.

December 2010 1.4

■ Updated for the Quartus II software version 10.1 release.

■ Added Cyclone IV E new device package information.

■ Updated Table 1–1, Table 1–2, Table 1–3, Table 1–5, and Table 1–6.

■ Updated Figure 1–3.

■ Minor text edits.

July 2010 1.3 Updated Table 1–2 to include F484 package information.

March 2010 1.2

■ Updated Table 1–3 and Table 1–6.

■ Updated Figure 1–3.

■ Minor text edits.

February 2010 1.1

■ Added Cyclone IV E devices in Table 1–1, Table 1–3, and Table 1–6 for the 
Quartus II software version 9.1 SP1 release.

■ Added the “Cyclone IV Device Family Speed Grades” and “Configuration” 
sections.

■ Added Figure 1–3 to include Cyclone IV E Device Packaging Ordering 
Information.

■ Updated Table 1–2, Table 1–4, and Table 1–5 for Cyclone IV GX devices.

■ Minor text edits.

November 2009 1.0 Initial release.
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4–4 Chapter 4: Embedded Multipliers in Cyclone IV Devices
Operational Modes
Table 4–2 lists the sign of the multiplication results for the various operand sign 
representations. The results of the multiplication are signed if any one of the operands 
is a signed value.

Each embedded multiplier block has only one signa and one signb signal to control 
the sign representation of the input data to the block. If the embedded multiplier 
block has two 9 × 9 multipliers, the Data A input of both multipliers share the same 
signa signal, and the Data B input of both multipliers share the same signb signal. 
You can dynamically change the signa and signb signals to modify the sign 
representation of the input operands at run time. You can send the signa and signb 
signals through a dedicated input register. The multiplier offers full precision, 
regardless of the sign representation.

1 When the signa and signb signals are unused, the Quartus II software sets the 
multiplier to perform unsigned multiplication by default.

Output Registers
You can register the embedded multiplier output with output registers in either 18- or 
36-bit sections, depending on the operational mode of the multiplier. The following 
control signals are available for each output register in the embedded multiplier:

■ clock

■ clock enable

■ asynchronous clear

All input and output registers in a single embedded multiplier are fed by the same 
clock, clock enable, and asynchronous clear signals.

Operational Modes
You can use an embedded multiplier block in one of two operational modes, 
depending on the application needs:

■ One 18 × 18 multiplier

■ Up to two 9 × 9 independent multipliers

1 You can also use embedded multipliers of Cyclone IV devices to implement multiplier 
adder and multiplier accumulator functions, in which the multiplier portion of the 
function is implemented with embedded multipliers, and the adder or accumulator 
function is implemented in logic elements (LEs). 

Table 4–2. Multiplier Sign Representation 

Data A Data B
Result

signa Value Logic Level signb Value Logic Level

Unsigned Low Unsigned Low Unsigned

Unsigned Low Signed High Signed

Signed High Unsigned Low Signed

Signed High Signed High Signed
Cyclone IV Device Handbook, February 2010 Altera Corporation
Volume 1



5–32 Chapter 5: Clock Networks and PLLs in Cyclone IV Devices
Programmable Bandwidth
Programmable Bandwidth
The PLL bandwidth is the measure of the PLL’s ability to track the input clock and its 
associated jitter. PLLs of Cyclone IV devices provide advanced control of the PLL 
bandwidth using the programmable characteristics of the PLL loop, including loop 
filter and charge pump. The closed-loop gain 3-dB frequency in the PLL determines 
the PLL bandwidth. The bandwidth is approximately the unity gain point for open 
loop PLL response.

Phase Shift Implementation
Phase shift is used to implement a robust solution for clock delays in Cyclone IV 
devices. Phase shift is implemented with a combination of the VCO phase output and 
the counter starting time. The VCO phase output and counter starting time are the 
most accurate methods of inserting delays, because they are based only on counter 
settings that are independent of process, voltage, and temperature.

You can phase shift the output clocks from the PLLs of Cyclone IV devices in one of 
two ways:

■ Fine resolution using VCO phase taps

■ Coarse resolution using counter starting time

Fine resolution phase shifts are implemented by allowing any of the output counters 
(C[4..0]) or the M counter to use any of the eight phases of the VCO as the reference 
clock. This allows you to adjust the delay time with a fine resolution. 

Equation 5–1 shows the minimum delay time that you can insert using this method.

in which fREF is the input reference clock frequency.

For example, if fREF is 100 MHz, N = 1, and M = 8, then fVCO = 800 MHz, and 
fine = 156.25 ps. The PLL operating frequency defines this phase shift, a value that 
depends on reference clock frequency and counter settings.

Coarse resolution phase shifts are implemented by delaying the start of the counters 
for a predetermined number of counter clocks. Equation 5–2 shows the coarse phase 
shift.

C is the count value set for the counter delay time (this is the initial setting in the PLL 
usage section of the compilation report in the Quartus II software). If the initial value 
is 1, C – 1 = 0° phase shift.

Equation 5–1. Fine Resolution Phase Shift

Equation 5–2. Coarse Resolution Phase Shift

fine
TVCO

8
-------------- 1

8fVCO
---------------- N

8MfREF
--------------------= = =

coarse
C 1–
fVCO
------------- C 1– N

MfREF
----------------------= =
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Volume 1



Chapter 6: I/O Features in Cyclone IV Devices 6–7
OCT Support
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Table 6–2 lists the I/O standards that support impedance matching and series 
termination.

Table 6–2. Cyclone IV Device I/O Features Support (Part 1 of 2)

I/O Standard

IOH/IOL Current Strength 
Setting (mA) (1), (9)

RS OCT with 
Calibration

Setting, Ohm ()

RS OCT Without 
Calibration

Setting, Ohm ()
Cyclone 
IV E I/O 
Banks 

Support

Cyclone 
IV GX I/O 

Banks 
Support

Slew
Rat

Optio
(6)

Column I/O Row I/O Column 
I/O

Row 
I/O (8)

Column 
I/O

Row 
I/O (8)

3.3-V LVTTL 4,8 4,8 — — — —

1,2,3,4,
5,6,7,8

3,4,5,6,
7,8,9

—

3.3-V LVCMOS 2 2 — — — — —

3.0-V LVTTL 4,8,12,16 4,8,12,16 50,25 50,25 50,25 50,25
0,1,

3.0-V LVCMOS 4,8,12,16 4,8,12,16 50,25 50,25 50,25 50,25

3.0-V PCI/PCI-X — — — — — — —

2.5-V 
LVTTL/LVCMOS 4,8,12,16 4,8,12,16 50,25 50,25 50,25 50,25

0,1,

1.8-V 
LVTTL/LVCMOS

2,4,6,8,10,12,1
6

2,4,6,8,10,12,1
6 50,25 50,25 50,25 50,25

1.5-V LVCMOS 2,4,6,8,10,12,1
6

2,4,6,8,10,12,1
6 50,25 50,25 50,25 50,25

1.2-V LVCMOS 2,4,6,8,10,12 2,4,6,8,10 50,25 50 50,25 50
4,5,6,7,
8

SSTL-2 Class I 8,12 8,12 50 50 50 50

3,4,5,6,
7,8,9

SSTL-2 Class II 16 16 25 25 25 25

SSTL-18 Class I 8,10,12 8,10,12 50 50 50 50

SSTL-18 Class II 12,16 12,16 25 25 25 25

HSTL-18 Class I 8,10,12 8,10,12 50 50 50 50

HSTL-18 Class II 16 16 25 25 25 25

HSTL-15 Class I 8,10,12 8,10,12 50 50 50 50

HSTL-15 Class II 16 16 25 25 25 25

HSTL-12 Class I 8,10,12 8,10 50 50 50 50
4,5,6,7,
8

HSTL-12 Class II 14 — 25 — 25 — 3,4,7,8 4,7,8

Differential SSTL-2 
Class I (2), (7) 8,12 8,12 50 50 50 50

1,2,3,4,
5,6,7,8

3,4,5,6,
7,8 0,1,

Differential SSTL-2 
Class II (2), (7) 16 16 25 25 25 25

Differential SSTL-
18 (2), (7) 8,10,12 — 50 — 50 —

Differential HSTL-
18 (2), (7) 8,10,12 — 50 — 50 —

Differential HSTL-
15 (2), (7) 8,10,12 — 50 — 50 —

Differential HSTL-
12 (2), (7) 8,10,12 — 50 — 50 — 3,4,7,8 4,7,8
March 2016 Altera Corporation Cyclone IV Device Handbook,
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8–42 Chapter 8: Configuration and Remote System Upgrades in Cyclone IV Devices
Configuration
To ensure that DCLK and DATA[0] are not left floating at the end of the configuration, 
the MAX II device must drive them either high or low, whichever is convenient on 
your board. The DATA[0] pin is available as a user I/O pin after configuration. When 
you choose the FPP scheme in the Quartus II software, the DATA[0] pin is tri-stated by 
default in user mode and must be driven by the external host device. To change this 
default option in the Quartus II software, select the Dual-Purpose Pins tab of the 
Device and Pin Options dialog box.

The DCLK speed must be below the specified system frequency to ensure correct 
configuration. No maximum DCLK period exists, which means you can pause 
configuration by halting DCLK for an indefinite amount of time.

The external host device can also monitor the CONF_DONE and INIT_DONE pins to ensure 
successful configuration. The CONF_DONE pin must be monitored by the external device 
to detect errors and to determine when programming is complete. If all configuration 
data is sent, but CONF_DONE or INIT_DONE has not gone high, the external device must 
reconfigure the target device.

Figure 8–20 shows how to configure multiple devices with a MAX II device. This 
circuit is similar to the FPP configuration circuit for a single device, except the 
Cyclone IV devices are cascaded for multi-device configuration.

After the first device completes configuration in a multi-device configuration chain, 
its nCEO pin drives low to activate the nCE pin of the second device, which prompts the 
second device to begin configuration. The second device in the chain begins 
configuration in one clock cycle; therefore, the transfer of data destinations is 
transparent to the MAX II device. All other configuration pins (nCONFIG, nSTATUS, 

Figure 8–20. Multi-Device FPP Configuration Using an External Host

Notes to Figure 8–20:

(1) The pull-up resistor must be connected to a supply that provides an acceptable input signal for all devices in the 
chain. VCC must be high enough to meet the VIH specification of the I/O on the device and the external host.

(2) Connect the pull-up resistor to the VCCIO supply voltage of the I/O bank in which the nCE pin resides.
(3) The nCEO pin is left unconnected or used as a user I/O pin when it does not feed the nCE pin of another device.
(4) The MSEL pin settings vary for different configuration voltage standards and POR time. To connect the MSEL pins, 

refer to Table 8–4 on page 8–8 and Table 8–5 on page 8–9. Connect the MSEL pins directly to VCCA or GND. 
(5) All I/O inputs must maintain a maximum AC voltage of 4.1 V. DATA[7..0] and DCLK must fit the maximum overshoot 

outlined in Equation 8–1 on page 8–5.

External Host
(MAX II Device or
Microprocessor)

Memory

ADDR
Cyclone IV Device 1

nSTATUS
CONF_DONE

10 k

nCE nCEO

DATA[7..0]

GND

VCCIO (1) VCCIO (1)

10 k
MSEL[3..0] 

DATA[7..0] (5)
nCONFIG
DCLK (5)

nSTATUS
CONF_DONE

nCE nCEO N.C. (3)

DATA[7..0] (5)
nCONFIG
DCLK (5)

VCCIO (2)

10 k

     Cyclone IV Device 2

(4)
(4)

Buffers (5)

MSEL[3..0] 
Cyclone IV Device Handbook, May 2013 Altera Corporation
Volume 1



Chapter 8: Configuration and Remote System Upgrades in Cyclone IV Devices 8–79
Remote System Upgrade
The remote system upgrade status register is updated by the dedicated error 
monitoring circuitry after an error condition, but before the factory configuration is 
loaded.

User Watchdog Timer
The user watchdog timer prevents a faulty application configuration from indefinitely 
stalling the device. The system uses the timer to detect functional errors after an 
application configuration is successfully loaded into the Cyclone IV device.

The user watchdog timer is a counter that counts down from the initial value loaded 
into the remote system upgrade control register by the factory configuration. The 
counter is 29 bits wide and has a maximum count value of 229. When specifying the 
user watchdog timer value, specify only the most significant 12 bits. The remote 
system upgrade circuitry appends 17'b1000 to form the 29-bits value for the watchdog 
timer. The granularity of the timer setting is 217 cycles. The cycle time is based on the 
frequency of the 10-MHz internal oscillator or CLKUSR (maximum frequency of 
40 MHz). 

Table 8–27 lists the operating range of the 10-MHz internal oscillator.

The user watchdog timer begins counting after the application configuration enters 
device user mode. This timer must be periodically reloaded or reset by the application 
configuration before the timer expires by asserting RU_nRSTIMER. If the application 
configuration does not reload the user watchdog timer before the count expires, a 
time-out signal is generated by the remote system upgrade dedicated circuitry. The 
time-out signal tells the remote system upgrade circuitry to set the user watchdog 
timer status bit (Wd) in the remote system upgrade status register and reconfigures the 
device by loading the factory configuration.

1 To allow the remote system upgrade dedicated circuitry to reset the watchdog timer, 
you must assert the RU_nRSTIMER signal active for a minimum of 250 ns. This is 
equivalent to strobing the reset_timer input of the ALTREMOTE_UPDATE 
megafunction high for a minimum of 250 ns.

Errors during configuration are detected by the CRC engine. Functional errors must 
not exist in the factory configuration because it is stored and validated during 
production and is never updated remotely.

Table 8–26. Control Register Contents After an Error or Reconfiguration Trigger Condition 

Reconfiguration Error/Trigger Control Register Setting In Remote Update

nCONFIG reset All bits are 0

nSTATUS error All bits are 0

CORE triggered reconfiguration Update register

CRC error All bits are 0

Wd time out All bits are 0

Table 8–27. 10-MHz Internal Oscillator Specifications  

Minimum Typical Maximum Unit

5 6.5 10 MHz
May 2013 Altera Corporation Cyclone IV Device Handbook,
Volume 1



9–2 Chapter 9: SEU Mitigation in Cyclone IV Devices
User Mode Error Detection
Configuration error detection determines if the configuration data received through 
an external memory device is corrupted during configuration. To validate the 
configuration data, the Quartus® II software uses a function to calculate the CRC 
value for each configuration data frame and stores the frame-based CRC value in the 
configuration data as part of the configuration bit stream.

During configuration, Cyclone IV devices use the same methodology to calculate the 
CRC value based on the frame of data that is received and compares it against the 
frame CRC value in the data stream. Configuration continues until either the device 
detects an error or all the values are calculated.

In addition to the frame-based CRC value, the Quartus II software generates a 32-bit 
CRC value for the whole configuration bit stream. This 32-bit CRC value is stored in 
the 32-bit storage register at the end of the configuration and is used for user mode 
error detection that is discussed in “User Mode Error Detection”. 

User Mode Error Detection

1 User mode error detection is available in Cyclone IV GX and Cyclone IV E devices 
with 1.2-V core voltage. Cyclone IV E devices with 1.0-V core voltage do not support 
user mode error detection.

Soft errors are changes in a configuration random-access memory (CRAM) bit state 
due to an ionizing particle. Cyclone IV devices have built-in error detection circuitry 
to detect data corruption by soft errors in the CRAM cells. 

This error detection capability continuously computes the CRC of the configured 
CRAM bits based on the contents of the device and compares it with the 
pre-calculated CRC value obtained at the end of the configuration. If the CRCs match, 
there is no error in the current configuration CRAM bits. The process of error 
detection continues until the device is reset (by setting nCONFIG to low).

The Cyclone IV device error detection feature does not check memory blocks and I/O 
buffers. These device memory blocks support parity bits that are used to check the 
contents of memory blocks for any error. The I/O buffers are not verified during error 
detection because the configuration data uses flip-flops as storage elements that are 
more resistant to soft errors. Similar flip-flops are used to store the pre-calculated CRC 
and other error detection circuitry option bits.

The error detection circuitry in Cyclone IV devices uses a 32-bit CRC IEEE 802 
standard and a 32-bit polynomial as the CRC generator. Therefore, a single 32-bit CRC 
calculation is performed by the device. If a soft error does not occur, the resulting 
32-bit signature value is 0x00000000, that results in a 0 on the CRC_ERROR output 
signal. If a soft error occurs in the device, the resulting signature value is non-zero and 
the CRC_ERROR output signal is 1.

You can inject a soft error by changing the 32-bit CRC storage register in the CRC 
circuitry. After verifying the induced failure, you can restore the 32-bit CRC value to 
the correct CRC value with the same instruction and inserting the correct value. 

1 Before updating it with a known bad value, Altera recommends reading out the 
correct value.
Cyclone IV Device Handbook, May 2013 Altera Corporation
Volume 1
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10. JTAG Boundary-Scan Testing for
Cyclone IV Devices
This chapter describes the boundary-scan test (BST) features that are supported in 
Cyclone IV devices. The features are similar to Cyclone III devices, unless stated in 
this chapter.

Cyclone IV devices (Cyclone IV E devices and Cyclone IV GX devices) support IEEE 
Std. 1149.1. Cyclone IV GX devices also support IEEE Std. 1149.6. The IEEE Std. 1149.6 
(AC JTAG) is only supported on the high-speed serial interface (HSSI) transceivers in 
Cyclone IV GX devices. The purpose of IEEE Std. 1149.6 is to enable board-level 
connectivity checking between transmitters and receivers that are AC coupled. 

This chapter includes the following sections:

■ “IEEE Std. 1149.6 Boundary-Scan Register” on page 10–2

■ “BST Operation Control” on page 10–3

■ “I/O Voltage Support in a JTAG Chain” on page 10–5

■ “Boundary-Scan Description Language Support” on page 10–6

f For more information about the JTAG instructions code with descriptions and IEEE 
Std.1149.1 BST guidelines, refer to the IEEE 1149.1 (JTAG) Boundary-Scan Testing for 
Cyclone III Devices chapter.

f For more information about the following topics, refer to AN 39: IEEE 1149.1 (JTAG) 
Boundary-Scan Testing in Altera Devices:

■ IEEE Std. 1149.1 BST architecture and circuitry

■ TAP controller state-machine

■ Instruction mode
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For example, when operating an EP4CGX150 transmitter channel at 3.125 Gbps 
without byte serializer, the FPGA fabric frequency is 312.5 MHz (3.125 Gbps/10). This 
implementation violates the frequency limit and is not supported. Channel operation 
at 3.125 Gbps is supported when byte serializer is used, where the FPGA fabric 
frequency is 156.25 MHz (3.125 Gbps/20).

The byte serializer forwards the least significant byte first, followed by the most 
significant byte.

8B/10B Encoder
The optional 8B/10B encoder generates 10-bit code groups with proper disparity from 
the 8-bit data and 1-bit control identifier as shown in Figure 1–5. 

f The encoder is compliant with Clause 36 of the IEEE 802.3 Specification.

The 1-bit control identifier (tx_ctrlenable) port controls the 8-bit translation to either 
a 10-bit data word (Dx.y) or a 10-bit control word (Kx.y). Figure 1–6 shows the 8B/10B 
encoding operation with the tx_ctrlenable port, where the second 8'hBC data is 
encoded as a control word when tx_ctrlenable port is asserted, while the rest of the 
data is encoded as a data word.

1 The IEEE 802.3 8B/10B encoder specification identifies only a set of 8-bit characters 
for which the tx_ctrlenable port should be asserted. If you assert tx_ctrlenable 
port for any other set of characters, the 8B/10B encoder might encode the output 10-
bit code as an invalid code (it does not map to a valid Dx.y or Kx.y code), or an 
unintended valid Dx.y code, depending on the value entered. It is possible for a 
downstream 8B/10B decoder to decode an invalid control word into a valid Dx.y code 
without asserting any code error flags. Altera recommends not to assert 
tx_ctrlenable port for unsupported 8-bit characters.

Figure 1–5. 8B/10B Encoder Block Diagram

Figure 1–6. Control and Data Word Encoding with the 8B/10B Encoder

tx_ctrlenable

tx_forcedisp
8B/10B Encoder

tx_dispval

10 

8 

tx_ctrlenable

clock

code group D3.4 D24.3 D28.5 K28.5 D0.0 D31.5 D28.1D15.0

tx_datain[7..0] 83 78 BC BC 00 BF 3C0F

http://standards.ieee.org
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After updating the word boundary, word aligner status signals (rx_syncstatus and 
rx_patterndetect) are driven high for one parallel clock cycle synchronous to the 
most significant byte of the word alignment pattern. The rx_syncstatus and 
rx_patterndetect signals have the same latency as the datapath and are forwarded to 
the FPGA fabric to indicate the word aligner status. Any word alignment pattern 
received thereafter in the same word boundary causes only the rx_patterndetect 
signal to go high for one clock cycle.

Figure 1–17 shows the manual alignment mode word aligner operation in 10-bit data 
width mode. In this example, a /K28.5/ (10'b0101111100) is specified as the word 
alignment pattern. 

The word aligner aligns to the /K28.5/ alignment pattern (red) in cycle n because the 
rx_enapatternalign signal is asserted high. The rx_syncstatus signal goes high for 
one clock cycle indicating alignment to a new word boundary. The rx_patterndetect 
signal also goes high for one clock cycle to indicate initial word alignment. 

At time n + 1, the rx_enapatternalign signal is deasserted to instruct the word 
aligner to lock the current word boundary. 

The alignment pattern is detected again (green) in a new word boundary across cycles 
n + 2 and n + 3. The word aligner does not align to this new word boundary because 
the rx_enapatternalign signal is held low.

The /K28.5/ word alignment pattern is detected again (blue) in the current word 
boundary during cycle n + 5 causing the rx_patterndetect signal to go high for one 
parallel clock cycle.

1 If the word alignment pattern is known to be unique and does not appear between 
word boundaries, you can hold the rx_enapatternalign signal constantly high 
because there is no possibility of false word alignment. If there is a possibility of the 
word alignment pattern occurring across word boundaries, you must control the 
rx_enapatternalign signal to lock the word boundary after the desired word 
alignment is achieved to avoid re-alignment to an incorrect word boundary.

Figure 1–17. Word Aligner in 10-bit Manual Alignment Mode
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rx_clock
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rx_patterndetect

rx_syncstatus
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MSB      LSB MSB      LSB

0101111100 111110000 1111001010 1000000101 111110000 0101111100

n + 5
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Table 1–9 lists the high- and low-speed clock sources for each channel.

Table 1–9. High- and Low-Speed Clock Sources for Each Channel in Non-Bonded Channel Configuration

Package Transceiver Block Transceiver Channel
High- and Low-Speed Clocks Sources

Option 1 Option 2

F324 and smaller GXBL0 All channels MPLL_1 MPLL_2

F484 and larger

GXBL0
Channels 0, 1 MPLL_5/GPLL_1 MPLL_6

Channels 2, 3 MPLL_5 MPLL_6/MPLL_7 (1)

GXBL1 (1)
Channels 0, 1 MPLL_7/MPLL_6 MPLL_8

Channels 2, 3 MPLL_7 MPLL_8/GPLL_2

Note to Table 1–9:

(1) MPLL_7 and GXBL1 are not applicable for transceivers in F484 package
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Fast Recovery from P0s State
The PCIe protocol defines fast training sequences for bit and byte synchronization to 
transition from L0s to L0 (PIPE P0s to P0) power states. The PHY must acquire bit and 
byte synchronization when transitioning from L0s to L0 state between 16 ns to 4 µs. 
Each Cyclone IV GX receiver channel has built-in fast recovery circuit that allows the 
receiver to meet the requirement when enabled. 

Electrical Idle Inference
In PIPE mode, the Cyclone IV GX transceiver supports inferring the electrical idle 
condition at each receiver instead of detecting the electrical idle condition using 
analog circuitry, as defined in the version 2.0 of PCIe Base Specification. The inference 
is supported using rx_elecidleinfersel[2..0] port, with valid driven values as 
listed in Table 1–17 in each link training and status state machine substate. 

The electrical idle inference module drives the pipeelecidle signal high in each 
receiver channel when an electrical idle condition is inferred. The electrical idle 
inference module cannot detect electrical idle exit condition based on the reception of 
the electrical idle exit ordered set, as specified in the PCI Express (PIPE) Base 
Specification.

1 When enabled, the electrical idle inference block uses electrical idle ordered set 
detection from the fast recovery circuitry to drive the pipeelecidle signal.

Compliance Pattern Transmission
In PIPE mode, the Cyclone IV GX transceiver supports compliance pattern 
transmission which requires the first /K28.5/ code group of the compliance pattern to 
be encoded with negative current disparity. This requirement is supported using a 
tx_forcedispcompliance port that when driven with logic high, the transmitter data 
on the tx_datain port is transmitted with negative current running disparity.

Table 1–17. Electrical Idle Inference Conditions 

rx_elecidleinfersel
[2..0]

Link Training and Status 
State Machine State Description

3'b100 L0 Absence of update_FC or alternatively skip ordered set in 128 s 
window

3'b101 Recovery.RcvrCfg Absence of TS1 or TS2 ordered set in 1280 UI interval

3'b101
Recovery.Speed when 
successful speed 
negotiation = 1'b1

Absence of TS1 or TS2 ordered set in 1280 UI interval

3'b110
Recovery.Speed when 
successful speed 
negotiation = 1'b0

Absence of an exit from electrical idle in 2000 UI interval

3'b111 Loopback.Active (as slave) Absence of an exit from electrical idle in 128 s window
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Transceiver Top-Level Port Lists
Table 1–26 through Table 1–29 provide descriptions of the ports available when 
instantiating a transceiver using the ALTGX megafunction. The ALTGX megafunction 
requires a relatively small number of signals. There are also a large number of 
optional signals that facilitate debugging by providing information about the state of 
the transceiver. 
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Table 1–27. Receiver Ports in ALTGX Megafunction for Cyclone IV GX (Part 1 of 3)

Block Port Name Input/
Output Clock Domain Description

RX PCS

rx_syncstatus Output

Synchronous to tx_clkout (non-
bonded modes with rate match 
FIFO), rx_clkout (non-bonded 
modes without rate match FIFO), 
coreclkout (bonded modes), or 
rx_coreclk (when using the 
optional rx_coreclk input) 

Word alignment synchronization status indicator. This 
signal passes through the RX Phase Compensation FIFO. 

■ Not available in bit-slip mode

rx_patternde
tect Output

Synchronous to tx_clkout (non-
bonded modes with rate match 
FIFO), rx_clkout (non-bonded 
modes without rate match FIFO), 
coreclkout (bonded modes), or 
rx_coreclk (when using the 
optional rx_coreclk input)

Indicates when the word alignment logic detects the 
alignment pattern in the current word boundary. This 
signal passes through the RX Phase Compensation FIFO. 

rx_bitslip Input
Asynchronous signal. Minimum 
pulse width is two
parallel clock cycles.

Bit-slip control for the word aligner configured in bit-slip 
mode.

■ At every rising edge, word aligner slips one bit into 
the received data stream, effectively shifting the word 
boundary by one bit.

rx_rlv Output

Asynchronous signal. Driven for a 
minimum of two recovered clock 
cycles in configurations without 
byte serializer and a minimum of 
three recovered clock cycles in 
configurations with byte serializer.

Run-length violation indicator. 

■ A high pulse indicates that the number of consecutive 
1s or 0s in the received data stream exceeds the 
programmed run length violation threshold.

rx_invpolarity Input
Asynchronous signal. Minimum 
pulse width is two parallel clock 
cycles.

Generic receiver polarity inversion control. 

■ A high level to invert the polarity of every bit of the 8- 
or 10-bit data to the word aligner.

rx_enapattern
align Input Asynchronous signal. Controls the word aligner operation configured in 

manual alignment mode.

rx_rmfifodata
inserted Output

Synchronous to tx_clkout 
(non-bonded modes) or 
coreclkout (bonded modes)

Rate match FIFO insertion status indicator. 

■ A high level indicates the rate match pattern byte is 
inserted to compensate for the ppm difference in the 
reference clock frequencies between the upstream 
transmitter and the local receiver.

rx_rmfifodata
deleted Output

Synchronous to tx_clkout 
(non-bonded modes) or 
coreclkout (bonded modes)

Rate match FIFO deletion status indicator. 

■ A high level indicates the rate match pattern byte is 
deleted to compensate for the ppm difference in the 
reference clock frequencies between the upstream 
transmitter and the local receiver.
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Table 3–5 describes the rx_dataoutfull[31..0] FPGA fabric-Transceiver channel 
interface signals.

Table 3–5. rx_dataoutfull[31..0] FPGA Fabric-Transceiver Channel Interface Signal Descriptions (Part 1 of 3)

FPGA Fabric-Transceiver Channel 
Interface Description

Receive Signal Description (Based on Cyclone IV GX Supported FPGA 
Fabric-Transceiver Channel Interface Widths)

8-bit FPGA fabric-Transceiver 
Channel Interface

The following signals are used in 8-bit 8B/10B modes:

rx_dataoutfull[7:0]: 8-bit decoded data (rx_dataout)

rx_dataoutfull[8]: Control bit (rx_ctrldetect) 

rx_dataoutfull[9]: Code violation status signal (rx_errdetect) 

rx_dataoutfull[10]: rx_syncstatus

rx_dataoutfull[11]: Disparity error status signal (rx_disperr)

rx_dataoutfull[12]: Pattern detect status signal (rx_patterndetect)

rx_dataoutfull[13]: Rate Match FIFO deletion status indicator 
(rx_rmfifodatadeleted) in non-PCI Express (PIPE) functional modes.

rx_dataoutfull[14]: Rate Match FIFO insertion status indicator 
(rx_rmfifodatainserted) in non-PCI Express (PIPE) functional modes.

rx_dataoutfull[14:13]: PCI Express (PIPE) functional mode (rx_pipestatus)

rx_dataoutfull[15]: 8B/10B running disparity indicator (rx_runningdisp)

10-bit FPGA fabric-Transceiver 
Channel Interface

rx_dataoutfull[9:0]: 10-bit un-encoded data (rx_dataout)

rx_dataoutfull[10]: rx_syncstatus

rx_dataoutfull[11]: 8B/10B disparity error indicator (rx_disperr)

rx_dataoutfull[12]: rx_patterndetect

rx_dataoutfull[13]: Rate Match FIFO deletion status indicator 
(rx_rmfifodatadeleted) in non-PCI Express (PIPE) functional modes

rx_dataoutfull[14]: Rate Match FIFO insertion status indicator 
(rx_rmfifodatainserted) in non-PCI Express (PIPE) functional modes

rx_dataoutfull[15]: 8B/10B running disparity indicator (rx_runningdisp)
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Table 1–34. True LVDS Transmitter Timing Specifications for Cyclone IV Devices (1), (3)

Symbol Modes
C6 C7, I7 C8, A7 C8L, I8L C9L

Unit
Min Max Min Max Min Max Min Max Min Max

fHSCLK (input 
clock 
frequency)

×10 5 420 5 370 5 320 5 320 5 250 MHz

×8 5 420 5 370 5 320 5 320 5 250 MHz

×7 5 420 5 370 5 320 5 320 5 250 MHz

×4 5 420 5 370 5 320 5 320 5 250 MHz

×2 5 420 5 370 5 320 5 320 5 250 MHz

×1 5 420 5 402.5 5 402.5 5 362 5 265 MHz

HSIODR

×10 100 840 100 740 100 640 100 640 100 500 Mbps

×8 80 840 80 740 80 640 80 640 80 500 Mbps

×7 70 840 70 740 70 640 70 640 70 500 Mbps

×4 40 840 40 740 40 640 40 640 40 500 Mbps

×2 20 840 20 740 20 640 20 640 20 500 Mbps

×1 10 420 10 402.5 10 402.5 10 362 10 265 Mbps

tDUTY — 45 55 45 55 45 55 45 55 45 55 %

TCCS — — 200 — 200 — 200 — 200 — 200 ps

Output jitter
(peak to peak) — — 500 — 500 — 550 — 600 — 700 ps

tLOCK 
(2) — — 1 — 1 — 1 — 1 — 1 ms

Notes to Table 1–34:

(1) Cyclone IV E—true LVDS transmitter is only supported at the output pin of Row I/O Banks 1, 2, 5, and 6.
Cyclone IV GX—true LVDS transmitter is only supported at the output pin of Row I/O Banks 5 and 6.

(2) tLOCK is the time required for the PLL to lock from the end-of-device configuration.
(3) Cyclone IV E 1.0 V core voltage devices only support C8L, C9L, and I8L speed grades. Cyclone IV E 1.2 V core voltage devices only support 

C6, C7, C8, I7, and A7 speed grades. Cyclone IV GX devices only support C6, C7, C8, and I7 speed grades.

Table 1–35. Emulated LVDS Transmitter Timing Specifications for Cyclone IV Devices (1), (3) (Part 1 of 2)

Symbol Modes
C6 C7, I7 C8, A7 C8L, I8L C9L

Unit
Min Max Min Max Min Max Min Max Min Max

fHSCLK (input 
clock 
frequency)

×10 5 320 5 320 5 275 5 275 5 250 MHz

×8 5 320 5 320 5 275 5 275 5 250 MHz

×7 5 320 5 320 5 275 5 275 5 250 MHz

×4 5 320 5 320 5 275 5 275 5 250 MHz

×2 5 320 5 320 5 275 5 275 5 250 MHz

×1 5 402.5 5 402.5 5 402.5 5 362 5 265 MHz

HSIODR

×10 100 640 100 640 100 550 100 550 100 500 Mbps

×8 80 640 80 640 80 550 80 550 80 500 Mbps

×7 70 640 70 640 70 550 70 550 70 500 Mbps

×4 40 640 40 640 40 550 40 550 40 500 Mbps

×2 20 640 20 640 20 550 20 550 20 500 Mbps

×1 10 402.5 10 402.5 10 402.5 10 362 10 265 Mbps
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