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3–4 Chapter 3: Memory Blocks in Cyclone IV Devices
Overview
Figure 3–1 shows how the wren and byteena signals control the RAM operations.

When a byteena bit is deasserted during a write cycle, the old data in the memory 
appears in the corresponding data-byte output. When a byteena bit is asserted during 
a write cycle, the corresponding data-byte output depends on the setting chosen in 
the Quartus® II software. The setting can either be the newly written data or the old 
data at that location.

1 Byte enables are only supported for True Dual-Port memory configurations when 
both the PortA and PortB data widths of the individual M9K memory blocks are 
multiples of 8 or 9 bits.

Packed Mode Support
Cyclone IV devices M9K memory blocks support packed mode. You can implement 
two single-port memory blocks in a single block under the following conditions:

■ Each of the two independent block sizes is less than or equal to half of the M9K 
block size. The maximum data width for each independent block is 18 bits wide.

■ Each of the single-port memory blocks is configured in single-clock mode. For 
more information about packed mode support, refer to “Single-Port Mode” on 
page 3–8 and “Single-Clock Mode” on page 3–15.

Figure 3–1. Cyclone IV Devices byteena Functional Waveform (1)

Note to Figure 3–1:

(1) For this functional waveform, New Data mode is selected.
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5–12 Chapter 5: Clock Networks and PLLs in Cyclone IV Devices
Clock Networks
GCLK Network Clock Source Generation
Figure 5–2, Figure 5–3, and Figure 5–4 on page 5–14 show the Cyclone IV PLLs, clock 
inputs, and clock control block location for different Cyclone IV device densities.

Figure 5–2. Clock Networks and Clock Control Block Locations in EP4CGX15, EP4CGX22, and EP4CGX30 Devices (1), (2)

Notes to Figure 5–2:

(1) The clock networks and clock control block locations apply to all EP4CGX15, EP4CGX22, and EP4CGX30 devices except EP4CGX30 device in F484 
package.

(2) PLL_1 and PLL_2 are multipurpose PLLs while PLL_3 and PLL_4 are general purpose PLLs.
(3) There are five clock control blocks on each side.
(4) PLL_4 is only available in EP4CGX22 and EP4CGX30 devices in F324 package.
(5) The EP4CGX15 device has two DPCLK pins on three sides of the device: DPCLK2 and DPCLK5 on bottom side, DPCLK7 and DPCLK8 on the right 

side, DPCLK10 and DPCLK13 on the top side of device.
(6) Dedicated clock pins can feed into this PLL. However, these paths are not fully compensated.
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Chapter 6:
I/O Features in Cyclone IV Devices

6–21
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Note to Table 6–4:

(1) User I/O pins are used as inputs or outputs; clock input pins are used as inputs only; clock output pins are used as output only.

Table 6–4. Number of VREF Pins Per I/O Bank for Cyclone IV E Devices (Part 2 of 2)
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Table 6–5. Number of VREF Pins Per I/O Bank for Cyclone IV GX Devices

Device 4CGX15 4CGX22 4CGX30 4CGX50 4CGX75 4CGX
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Notes to Table 6–5:

(1) User I/O pins are used as inputs or outputs; clock input pins are used as inputs only; clock output pins are used as output only.
(2) Bank 9 does not have VREF pin. If input pins with VREF I/O standards are used in bank 9 during user mode, it shares the VREF pin in bank 8.



Chapter 6: I/O Features in Cyclone IV Devices 6–33
High-Speed I/O Standards Support
A resistor network is required to attenuate the output voltage swing to meet RSDS, 
mini-LVDS, and PPDS specifications when using emulated transmitters. You can 
modify the resistor network values to reduce power or improve the noise margin. 

The resistor values chosen must satisfy Equation 6–1.

1 Altera recommends that you perform simulations using Cyclone IV devices IBIS 
models to validate that custom resistor values meet the RSDS, mini-LVDS, or PPDS 
requirements.

It is possible to use a single external resistor instead of using three resistors in the 
resistor network for an RSDS interface, as shown in Figure 6–17. The external 
single-resistor solution reduces the external resistor count while still achieving the 
required signaling level for RSDS. However, the performance of the single-resistor 
solution is lower than the performance with the three-resistor network.

Figure 6–17 shows the RSDS interface with a single resistor network on the top and 
bottom I/O banks.

Note to Figure 6–16: 

(1) RS and RP values are pending characterization.

Equation 6–1. Resistor Network

Figure 6–16. RSDS, Mini-LVDS, or PPDS Interface with External Resistor Network on the Top and 
Bottom I/O Banks (1)
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2
-------
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2
-------+

-------------------- 50 =

Figure 6–17. RSDS Interface with Single Resistor Network on the Top and Bottom I/O Banks (1)

Note to Figure 6–17: 

(1) RP value is pending characterization.
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Chapter 8: Configuration and Remote System Upgrades in Cyclone IV Devices 8–19
Configuration
Table 8–8 provides the configuration time for AS configuration.

Enabling compression reduces the amount of configuration data that is sent to the 
Cyclone IV device, which also reduces configuration time. On average, compression 
reduces configuration time by 50%.

Programming Serial Configuration Devices
Serial configuration devices are non-volatile, flash memory-based devices. You can 
program these devices in-system with the USB-Blaster™ or ByteBlaster™ II download 
cables. Alternatively, you can program them with the Altera Programming Unit 
(APU), supported third-party programmers, or a microprocessor with the SRunner 
software driver.

You can perform in-system programming of serial configuration devices through the 
AS programming interface. During in-system programming, the download cable 
disables device access to the AS interface by driving the nCE pin high. Cyclone IV 
devices are also held in reset by a low level on nCONFIG. After programming is 
complete, the download cable releases nCE and nCONFIG, allowing the pull-down and 
pull-up resistors to drive VCC and GND, respectively.

To perform in-system programming of a serial configuration device through the AS 
programming interface, you must place the diodes and capacitors as close as possible 
to the Cyclone IV device. You must ensure that the diodes and capacitors maintain a 
maximum AC voltage of 4.1 V (Figure 8–6).

1 If you want to use the setup shown in Figure 8–6 to perform in-system programming 
of a serial configuration device and single- or multi-device AS configuration, you do 
not require a series resistor on the DATA line at the near end of the serial configuration 
device. The existing diodes and capacitors are sufficient.

Altera has developed the Serial FlashLoader (SFL), a JTAG-based in-system 
programming solution for Altera serial configuration devices. The SFL is a bridge 
design for the Cyclone IV device that uses its JTAG interface to access the EPCS JIC 
(JTAG Indirect Configuration Device Programming) file and then uses the AS 
interface to program the EPCS device. Both the JTAG interface and AS interface are 
bridged together inside the SFL design.

f For more information about implementing the SFL with Cyclone IV devices, refer to 
AN 370: Using the Serial FlashLoader with the Quartus II Software.

Table 8–8. AS Configuration Time for Cyclone IV Devices (1)

Symbol Parameter Cyclone IV E Cyclone IV GX Unit

tSU Setup time 10 8 ns

tH Hold time 0 0 ns

tCO Clock-to-output time 4 4 ns

Note to Table 8–8:

(1) For the AS configuration timing diagram, refer to the Serial Configuration (EPCS) Devices Datasheet.
May 2013 Altera Corporation Cyclone IV Device Handbook,
Volume 1
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8–26 Chapter 8: Configuration and Remote System Upgrades in Cyclone IV Devices
Configuration
Byte-Wide Multi-Device AP Configuration
The simpler method for multi-device AP configuration is the byte-wide multi-device 
AP configuration. In the byte-wide multi-device AP configuration, the LSB of the 
DATA[7..0]pin from the flash and master device (set to the AP configuration scheme) 
is connected to the slave devices set to the FPP configuration scheme, as shown in 
Figure 8–8.

Word-Wide Multi-Device AP Configuration
The more efficient setup is one in which some of the slave devices are connected to the 
LSB of the DATA[7..0]and the remaining slave devices are connected to the MSB of 
the DATA[15..8]. In the word-wide multi-device AP configuration, the nCEO pin of the 
master device enables two separate daisy chains of slave devices, allowing both 
chains to be programmed concurrently, as shown in Figure 8–9.

Figure 8–8. Byte-Wide Multi-Device AP Configuration

Notes to Figure 8–8: 

(1) Connect the pull-up resistors to the VCCIO supply of the bank in which the pin resides.
(2) Connect the pull-up resistor to the VCCIO supply voltage of the I/O bank in which the nCE pin resides.
(3) The nCEO pin is left unconnected or used as a user I/O pin when it does not feed the nCE pin of another device.
(4) The MSEL pin settings vary for different configuration voltage standards and POR time. You must set the master device in AP mode and the slave 

devices in FPP mode. To connect MSEL[3..0] for the master device in AP mode and the slave devices in FPP mode, refer to Table 8–5 on 
page 8–9. Connect the MSEL pins directly to VCCA or GND.

(5) The AP configuration ignores the WAIT signal during configuration mode. However, if you are accessing flash during user mode with user logic, 
you can optionally use the normal I/O to monitor the WAIT signal from the Micron P30 or P33 flash. 

(6) Connect the repeater buffers between the Cyclone IV E master device and slave devices for DATA[15..0] and DCLK. All I/O inputs must maintain 
a maximum AC voltage of 4.1 V. The output resistance of the repeater buffers must fit the maximum overshoot equation outlined in “Configuration 
and JTAG Pin I/O Requirements” on page 8–5.

CLK
RST#

CE#
OE#

ADV#
WE#

WAIT
DQ[15:0]

A[24:1]

DCLK
nRESET
FLASH_nCE
nOE
nAVD
nWE
I/O (5)
DATA[15..0]
PADD[23..0]

nCE

VCCIO (1)
VCCIO (1)

nC
O

N
F

IG

nS
TA

T
U

S

C
O

N
F

_D
O

N
E

MSEL[3..0]
 

(4)

nCEO N.C. (3)

Cyclone IV E 
Master DeviceMicron P30/P33 Flash

GND

DATA[7..0]
DCLK

nCE

nC
O

N
F

IG

nS
TA

T
U

S

C
O

N
F

_D
O

N
E

MSEL[3..0]
 

(4)

nCEO

Cyclone IV E Slave Device

DATA[7..0]
DCLK

nCE

nC
O

N
F

IG

nS
TA

T
U

S

C
O

N
F

_D
O

N
E

MSEL[3..0]
 

(4)

nCEO

Cyclone IV E Slave Device

VCCIO (2) VCCIO (2)

Buffers (6)

DQ[7..0] DQ[7..0]

10 kΩ
10 kΩ

10 kΩ 10 kΩ

VCCIO (1)

10 kΩ
Cyclone IV Device Handbook, May 2013 Altera Corporation
Volume 1



Chapter 8: Configuration and Remote System Upgrades in Cyclone IV Devices 8–31
Configuration
Programming Parallel Flash Memories
Supported parallel flash memories are external non-volatile configuration devices. 
They are industry standard microprocessor flash memories. For more information 
about the supported families for the commodity parallel flash, refer to Table 8–10 on 
page 8–22. 

Cyclone IV E devices in a single- or multiple-device chain support in-system 
programming of a parallel flash using the JTAG interface with the flash loader 
megafunction. The board intelligent host or download cable uses the four JTAG pins 
on Cyclone IV E devices to program the parallel flash in system, even if the host or 
download cable cannot access the configuration pins of the parallel flash.

f For more information about using the JTAG pins on Cyclone IV E devices to program 
the parallel flash in-system, refer to AN 478: Using FPGA-Based Parallel Flash Loader 
(PFL) with the Quartus II Software.

In the AP configuration scheme, the default configuration boot address is 0×010000 
when represented in 16-bit word addressing in the supported parallel flash memory 
(Figure 8–12). In the Quartus II software, the default configuration boot address is 
0×020000 because it is represented in 8-bit byte addressing. Cyclone IV E devices 
configure from word address 0×010000, which is equivalent to byte address 0×020000.

1 The Quartus II software uses byte addressing for the default configuration boot 
address. You must set the start address field to 0×020000.
May 2013 Altera Corporation Cyclone IV Device Handbook,
Volume 1
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8–38 Chapter 8: Configuration and Remote System Upgrades in Cyclone IV Devices
Configuration
The programming hardware or download cable then places the configuration data 
one bit at a time on the DATA[0] pin of the device. The configuration data is clocked 
into the target device until CONF_DONE goes high. The CONF_DONE pin must have an 
external 10-k pull-up resistor for the device to initialize.

When you use a download cable, setting the Auto-restart configuration after error 
option does not affect the configuration cycle because you must manually restart 
configuration in the Quartus II software if an error occurs. Additionally, the Enable 
user-supplied start-up clock (CLKUSR) option has no effect on device initialization, 
because this option is disabled in the .sof when programming the device with the 
Quartus II Programmer and download cable. Therefore, if you turn on the CLKUSR 
option, you do not have to provide a clock on CLKUSR when you configure the device 
with the Quartus II Programmer and a download cable.

Figure 8–17 shows PS configuration for Cyclone IV devices with a download cable.

Figure 8–17. PS Configuration Using a Download Cable

Notes to Figure 8–17:

(1) You must connect the pull-up resistor to the same supply voltage as the VCCA supply.
(2) The pull-up resistors on DATA[0] and DCLK are only required if the download cable is the only configuration scheme 

used on your board. This is to ensure that DATA[0] and DCLK are not left floating after configuration. For example, 
if you also use a configuration device, the pull-up resistors on DATA[0] and DCLK are not required.

(3) Pin 6 of the header is a VIO reference voltage for the MasterBlaster output driver. VIO must match the VCCA of the 
device. For this value, refer to the MasterBlaster Serial/USB Communications Cable User Guide. With the USB-Blaster, 
ByteBlaster II, ByteBlaster MV, and EthernetBlaster, this pin is a no connect. 

(4) The nCEO pin is left unconnected or used as a user I/O pin when it does not feed the nCE pin of another device.
(5) The MSEL pin settings vary for different configuration voltage standards and POR time. To connect the MSEL pins, 

refer to Table 8–3 on page 8–8, Table 8–4 on page 8–8, and Table 8–5 on page 8–9 for PS configuration schemes. 
Connect the MSEL pins directly to VCCA or GND.

(6) Power up the VCC of the ByteBlaster II, USB-Blaster, or ByteBlasterMV cable with a 2.5-V supply from VCCA. 
Third-party programmers must switch to 2.5 V. Pin 4 of the header is a VCC power supply for the MasterBlaster cable. 
The MasterBlaster cable can receive power from either 5.0- or 3.3-V circuit boards, DC power supply, or 5.0 V from 
the USB cable. For this value, refer to the MasterBlaster Serial/USB Communications Cable User Guide.
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8–70 Chapter 8: Configuration and Remote System Upgrades in Cyclone IV Devices
Remote System Upgrade
Figure 8–31 shows the block diagrams to implement remote system upgrade in 
Cyclone IV devices.

The MSEL pin setting in the remote system upgrade mode is the same as the standard 
configuration mode. Standard configuration mode refers to normal Cyclone IV device 
configuration mode with no support for remote system upgrades (the remote system 
upgrade circuitry is disabled). When using remote system upgrade in Cyclone IV 
devices, you must enable the remote update mode option setting in the Quartus II 
software.

Enabling Remote Update
You can enable or disable remote update for Cyclone IV devices in the Quartus II 
software before design compilation (in the Compiler Settings menu). To enable remote 
update in the compiler settings of the project, perform the following steps:

1. On the Assignments menu, click Device. The Settings dialog box appears.

2. Click Device and Pin Options. The Device and Pin Options dialog box appears.

3. Click the Configuration tab.

4. From the Configuration Mode list, select Remote.

5. Click OK.

6. In the Settings dialog box, click OK.

Configuration Image Types
When using remote system upgrade, Cyclone IV device configuration bitstreams are 
classified as factory configuration images or application configuration images. An 
image, also referred to as a configuration, is a design loaded into the device that 
performs certain user-defined functions. Each device in your system requires one 
factory image or with addition of one or more application images. The factory image 
is a user-defined fall-back or safe configuration and is responsible for administering 
remote updates with the dedicated circuitry. Application images implement 
user-defined functionality in the target Cyclone IV device. You can include the default 
application image functionality in the factory image.

Figure 8–31. Remote System Upgrade Block Diagrams for AS and AP Configuration Schemes

Serial Configuration Device Supported Parallel Flash 

Nios Processor or User Logic

Cyclone IV Device

Nios Processor or User Logic

Cyclone IV E Device

Serial Configuration Device Parallel Flash Memory
Cyclone IV Device Handbook, May 2013 Altera Corporation
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11–2 Chapter 11: Power Requirements for Cyclone IV Devices
Hot-Socketing Specifications
Hot-Socketing Specifications
Cyclone IV devices are hot-socketing compliant without the need for any external 
components or special design requirements. Hot-socketing support in Cyclone IV 
devices has the following advantages:

■ You can drive the device before power up without damaging the device.

■ I/O pins remain tri-stated during power up. The device does not drive out before 
or during power-up. Therefore, it does not affect other buses in operation.

Devices Driven Before Power-Up
You can drive signals into regular Cyclone IV E I/O pins and transceiver 
Cyclone IV GX I/O pins before or during power up or power down without 
damaging the device. Cyclone IV devices support any power-up or power-down 
sequence to simplify system-level designs.

I/O Pins Remain Tri-stated During Power-Up
The output buffers of Cyclone IV devices are turned off during system power up or 
power down. Cyclone IV devices do not drive out until the device is configured and 
working in recommended operating conditions. The I/O pins are tri-stated until the 
device enters user mode.

VCCL_GXB 1.2 Transceiver PMA and auxiliary power supply

Notes to Table 11–1:

(1) You must power up VCCA even if the phase-locked loop (PLL) is not used.
(2) I/O banks 3, 8, and 9 contain configuration pins. You can only power up the VCCIO level of I/O banks 3 and 9 to 1.5 V, 1.8 V, 2.5 V, 3.0 V, or 3.3 V. 

For Fast Passive Parallel (FPP) configuration mode, you must power up the VCCIO level of I/O bank 8 to 1.5 V, 1.8 V, 2.5 V, 3.0 V, or 3.3 V.
(3) All device packages of EP4CGX15, EP4CGX22, and device package F169 and F324 of EP4CGX30 devices have two VCC_CLKIN dedicated clock 

input I/O located at Banks 3A and 8A. Device package F484 of EP4CGX30, all device packages of EP4CGX50, EP4CGX75, EP4CGX110, and 
EP4CGX150 devices have four VCC_CLKIN dedicated clock input I/O bank located at banks 3A, 3B, 8A, and 8B.

(4) You must set VCC_CLKIN to 2.5V if the CLKIN is used as a high-speed serial interface (HSSI) transceiver refclk. When not used as a transceiver 
refclk, VCC_CLKIN supports 1.2 V/ 1.5 V/ 1.8 V/ 2.5 V/ 3.0 V/ 3.3V voltages.

Table 11–1. Power Supply Descriptions for the Cyclone IV GX Devices (Part 2 of 2)

Power Supply Pin Nominal Voltage Level (V) Description

Table 11–2. Power Supply Descriptions for the Cyclone IV E Devices

Power Supply Pin Nominal Voltage Level (V) Description

VCCINT 1.0, 1.2 Core voltage power supply

VCCA (1) 2.5 PLL analog power supply

VCCD_PLL 1.0, 1.2 PLL digital power supply

VCCIO (2) 1.2, 1.5, 1.8, 2.5, 3.0, 3.3 I/O banks power supply

Notes to Table 11–2:

(1) You must power up VCCA even if the PLL is not used.
(2) I/O banks 1, 6, 7, and 8 contain configuration pins.
Cyclone IV Device Handbook, May 2013 Altera Corporation
Volume 1
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Transmitter Channel Datapath
The following sections describe the Cyclone IV GX transmitter channel datapath 
architecture as shown in Figure 1–3:

■ TX Phase Compensation FIFO

■ Byte Serializer

■ 8B/10B Encoder

■ Serializer

■ Transmitter Output Buffer

TX Phase Compensation FIFO
The TX phase compensation FIFO compensates for the phase difference between the 
low-speed parallel clock and the FPGA fabric interface clock, when interfacing the 
transmitter channel to the FPGA fabric (directly or through the PIPE and 
PCIe hard IP). The FIFO is four words deep, with latency between two to three 
parallel clock cycles. Figure 1–4 shows the TX phase compensation FIFO block 
diagram.

1 The FIFO can operate in registered mode, contributing to only one parallel clock cycle 
of latency in Deterministic Latency functional mode. For more information, refer to 
“Deterministic Latency Mode” on page 1–73.

f For more information about FIFO clocking, refer to “FPGA Fabric-Transceiver 
Interface Clocking” on page 1–43.

Byte Serializer
The byte serializer divides the input datapath width by two to allow transmitter 
channel operation at higher data rates while meeting the maximum FPGA fabric 
frequency limit. This module is required in configurations that exceed the maximum 
FPGA fabric-transceiver interface clock frequency limit and optional in configurations 
that do not. 

f For the FPGA fabric-transceiver interface frequency specifications, refer to the Cyclone 
IV Device Data Sheet.

Figure 1–4. TX Phase Compensation FIFO Block Diagram

Note to Figure 1–4:

(1) The x refers to the supported 8-, 10-, 16-, or 20-bits transceiver channel width.

tx_phase_comp_fifo_errorTX Phase
Compensation

FIFO

wr_clk rd_clk

tx_datain[x..0] (1) Data output to
the byte serializer

or the 8B/10B encoder 

http://www.altera.com/literature/hb/cyclone-iv/cyiv-53001.pdf
http://www.altera.com/literature/hb/cyclone-iv/cyiv-53001.pdf


Chapter 2: Cyclone IV Reset Control and Power Down 2–19
Dynamic Reconfiguration Reset Sequences

September 2014 Altera Corporation Cyclone IV Device Handbook,
Volume 2

Dynamic Reconfiguration Reset Sequences
When using dynamic reconfiguration in data rate divisions in PLL reconfiguration or 
channel reconfiguration mode, use the following reset sequences.

Reset Sequence in PLL Reconfiguration Mode
Use the example reset sequence shown in Figure 2–11 when you use the PLL dynamic 
reconfiguration controller to change the data rate of the transceiver channel. In this 
example, PLL dynamic reconfiguration is used to dynamically reconfigure the data 
rate of the transceiver channel configured in Basic ×1 mode with the receiver CDR in 
automatic lock mode.

As shown in Figure 2–11, perform the following reset procedure when using the PLL 
dynamic reconfiguration controller to change the configuration of the PLLs in the 
transmitter channel:

1. Assert the tx_digitalreset, rx_analogreset, and rx_digitalreset signals. The 
pll_configupdate signal is asserted (marker 1) by the ALTPLL_RECONFIG 
megafunction after the final data bit is sent out. The pll_reconfig_done signal is 
asserted (marker 2) to inform the ALTPLL_RECONFIG megafunction that the scan 
chain process is completed. The ALTPLL_RECONFIG megafunction then asserts 
the pll_areset signal (marker 3) to reset the transceiver PLL.

Figure 2–11. Reset Sequence When Using the PLL Dynamic Reconfiguration Controller to Change 
the Data Rate of the Transceiver Channel

Notes to Figure 2–11:

(1) The pll_configupdate and pll_areset signals are driven by the ALTPLL_RECONFIG megafunction. For more 
information, refer to AN 609: Implementing Dynamic Reconfiguration in Cyclone IV GX Devices and the Cyclone IV 
Dynamic Reconfiguration chapter.

(2) For tLTD_Auto duration, refer to the Cyclone IV Device Datasheet chapter.

Output Status Signals

pll_reconfig_done

5

tx_digitalreset

pll_configupdate (1)

Reset and Control Signals

rx_analogreset

8
rx_digitalreset

pll_locked

3

pll_areset (1)

1

2

6

tLTD_Auto (2)

4

Five parallel clock cycles

rx_freqlocked

7

http://www.altera.com/literature/an/an609.pdf
http://www.altera.com/literature/hb/cyclone-iv/cyiv-52003.pdf
http://www.altera.com/literature/hb/cyclone-iv/cyiv-52003.pdf
http://www.altera.com/literature/hb/cyclone-iv/cyiv-53001.pdf
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Offset Cancellation Feature
The Cyclone IV GX devices provide an offset cancellation circuit per receiver channel 
to counter the offset variations due to process, voltage, and temperature (PVT). These 
variations create an offset in the analog circuit voltages, pushing them out of the 
expected range. In addition to reconfiguring the transceiver channel, the dynamic 
reconfiguration controller performs offset cancellation on all receiver channels 
connected to it on power up.

reconfig_address
_out[5..0]

Output

This signal is always available for you to select in the Channel reconfiguration screen. This 
signal is applicable only in the dynamic reconfiguration modes grouped under Channel 
reconfiguration mode including channel interface and Use RX local divider option.

This signal represents the current address used by the ALTGX_RECONFIG instance when 
writing the .mif into the transceiver channel. This signal increments by 1, from 0 to the last 
address, then starts at 0 again. You can use this signal to indicate the end of all the .mif 
write transactions (reconfig_address_out[5..0] changes from the last address to 0 at 
the end of all the .mif write transactions).

reconfig_address
_en

Output

This is an optional signal you can select in the Channel reconfiguration screen. This signal 
is applicable only in dynamic reconfiguration modes grouped under the Channel 
reconfiguration option. 

The dynamic reconfiguration controller asserts reconfig_address_en to indicate that 
reconfig_address_out[5..0] has changed. This signal is asserted only after the 
dynamic reconfiguration controller completes writing one 16-bit word of the .mif. 

reset_reconfig_
address

Input

This is an optional signal you can select in the Channel reconfiguration screen. This signal 
is applicable only in dynamic reconfiguration modes grouped under the Channel 
reconfiguration option. 

Enable this signal and assert it for one reconfig_clk clock cycle if you want to reset the 
reconfiguration address used by the ALTGX_RECONFIG instance during reconfiguration. 

reconfig_data
[15..0]

Input

This signal is applicable only in the dynamic reconfiguration modes grouped under the 
Channel reconfiguration option. This is a 16-bit word carrying the reconfiguration 
information. It is stored in a .mif that you must generate. The ALTGX_RECONFIG instance 
requires that you provide reconfig_data [15..0]on every .mif write transaction using 
the write_all signal.

reconfig_reset (4) Input

You can use this signal to reset all the reconfiguration process in Channel reconfiguration 
mode. Asserting this port will reset all the register in the reconfiguration controller logics. 
This port only shows up in Channel reconfiguration mode.

If you are feeding into this port, synchronize the reset signal to the reconfig_clk 
domain.

channel_reconfig
_done

Output

This signal goes high to indicate that the dynamic reconfiguration controller has finished 
writing all the words of the .mif. The channel_reconfig_done signal is automatically 
deasserted at the start of a new dynamic reconfiguration write sequence. This signal is 
applicable only in channel reconfiguration mode.

Notes to Table 3–2:

(1) Not all combinations of input bits are legal values. 
(2) This setting is required for compliance to PCI Express® (PIPE) functional mode.
(3) PLL reconfiguration is performed using ALTPLL_RECONFIG controller. Hence it is not selected through the reconfig_mode_sel[2..0] port.
(4) reconfig_reset will not restart the offset cancellation operation. Offset cancellation only occurs one time after power up and does not occur 

when subsequent reconfig_reset is asserted.

Table 3–2. Dynamic Reconfiguration Controller Port List (ALTGX_RECONFIG Instance) (Part 7 of 7)

Port Name Input/
Output Description
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The following modes are available for dynamically reconfiguring the Cyclone IV 
transceivers:

■ “PMA Controls Reconfiguration Mode” on page 3–13

■ “Transceiver Channel Reconfiguration Mode” on page 3–21

■ Channel interface (.mif based)

■ Data rate division in receiver channel (.mif based)

The following sections describe each of these modes in detail.

The following modes are unsupported for dynamic reconfiguration:

■ Dynamically enable/disable PRBS or BIST

■ Switch between a receiver-only channel and a transmitter-only channel

■ Switch between a ×1 mode to a bonded ×4 mode

PMA Controls Reconfiguration Mode
You can dynamically reconfigure the following PMA controls for all supported 
transceiver configurations channels as configured in the ALTGX instances:

■ Pre-emphasis settings

■ Equalization settings (channel reconfiguration mode does not support 
equalization settings)

■ DC gain settings

■ VOD settings

You can use the analog reconfiguration feature to dynamically reconfigure the 
transceivers channels setting in either the transmitter or the receivers in the PMA 
blocks. You can update the PMA controls on-the-fly based on the desired input. You 
can perform both read and write transaction separately for this analog reconfiguration 
mode. 

Channel Reconfiguration

Channel Interface v v v v v — v
Data Rate Division in 
Receiver Channel — v v v v — v
PLL Reconfiguration v v v v — v v

Table 3–3. Cyclone IV GX Supported Dynamic Reconfiguration Mode (Part 2 of 2)

Dynamic Reconfiguration 
Supported Mode

Operational Mode Quartus II Instances

.mif 
RequirementsTransmitter 

Only
Receiver 

Only

Transmitter 
and 

Receiver 
Only

ALTGX  ALTGX_
RECONFIG

ALTPLL_
RECONFIG
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Option 2: Use the Respective Channel Transmitter Core Clocks

■ Enable this option if you want the individual transmitter channel’s tx_clkout 
signal to provide the read clock to its respective Receive Phase Compensation 
FIFO. 

■ This option is typically enabled when all the transceiver channels have rate 
matching enabled with different data rates and are reconfigured to another Basic 
or Protocol functional mode with rate matching enabled.

Figure 3–14 shows the respective tx_clkout of each channel clocking the respective 
channels of a transceiver block.

Figure 3–14. Option 2 for Receiver Core Clocking (Channel Reconfiguration Mode)

Note to Figure 3–14:

(1) Assuming channel 2 and 3 are running at the same data rate with rate matcher enabled and are reconfigured to another Basic or Protocol functional 
mode with rate matching enabled.

High-speed serial clock generated by the MPLL

FPGA Fabric Transceiver Block

tx_clkout[0]

tx_clkout[1]

tx_clkout[2]

RX0

RX1

RX2 (1)

RX3 (1)

TX0

TX1

TX2 (1)

TX3 (1)

MPLL

Low-speed parallel clock
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Table 3–7 lists the ALTGX megafunction ports for PLL Reconfiguration mode.

f For more information about the ALTPLL_RECONFIG megafunction port list, 
description and usage, refer to the Phase-Locked Loop Reconfiguration 
(ALTPL_RECONFIG) Megafunction User Guide.

Table 3–7. ALTGX Megafunction Port List for PLL Reconfiguration Mode  

Port Name (1) Input/ 
Output Description Comments

pll_areset [n..0] Input

Resets the transceiver PLL. The 
pll_areset are asserted in two 
conditions:

■ Used to reset the transceiver PLL 
during the reset sequence. During 
reset sequence, this signal is user 
controlled.

■ After the transceiver PLL is 
reconfigured, this signal is 
asserted high by the 
ALTPLL_RECONFIG controller. At 
this time, this signal is not user 
controlled. 

You must connect the pll_areset port of ALTGX to the 
pll_areset port of the ALTPLL_RECONFIG 
megafunction. 

The ALTPLL_RECONFIG controller asserts the 
pll_areset port at the next rising clock edge after the 
pll_reconfig_done signal from the ALTGX 
megafunction goes high. After the pll_reconfig_done 
signal goes high, the transceiver PLL is reset. When the 
PLL reconfiguration is completed, this reset is 
performed automatically by the ALTPLL_RECONFIG 
megafunction and is not user controlled. 

pll_scandata
[n..0]

Input
Receives the scan data input from 
the ALTPLL_RECONFIG 
megafunction.

The reconfigurable transceiver PLL received the scan 
data input through this port for the dynamically 
reconfigurable bits from the ALTPLL_RECONFIG 
controller. 

pll_scanclk
[n..0]

Input Drives the scanclk port on the 
reconfigurable transceiver PLL.

Connect the pll_scanclk port of the ALTGX 
megafunction to the ALTPLL_RECONFIG scanclk port. 

pll_scanclkena
[n..0] Input

Acts as a clock enable for the 
scanclk port on the reconfigurable 
transceiver PLL.

Connect the pll_scanclkena port of the ALTGX 
megafunction to the ALTPLL_RECONFIG scanclk port.

pll_configupdate
[n..0] Input Drives the configupdate port on 

the reconfigurable transceiver PLL.

This port is connected to the pll_configupdate port 
from the ALTPLL_RECONFIG controller. After the final 
data bit is sent out, the ALTPLL_RECONFIG controller 
asserts this signal. 

pll_reconfig_done[n..0] Output This signal is asserted to indicate the 
reconfiguration process is done.

Connect the pll_reconfig_done port to the 
pll_scandone port on the ALTPLL_RECONFIG 
controller. The transceiver PLL scandone output signal 
drives this port and determines when the PLL is 
reconfigured.

pll_scandataout
[n..0] Output This port scan out the current 

configuration of the transceiver PLL.

Connect the pll_scandataout port to the 
pll_scandataout port of the ALTPLL_RECONFIG 
controller. This port reads the current configuration of 
the transceiver PLL and send it to the 
ALTPLL_RECONFIG megafunction. 

Note to Table 3–7:

(1) <n> = (number of transceiver PLLs configured in the ALTGX MegaWizard)  - 1.

www.altera.com/literature/ug/ug_altpll_reconfig.pdf
www.altera.com/literature/ug/ug_altpll_reconfig.pdf


1–14 Chapter 1: Cyclone IV Device Datasheet
Operating Conditions

)

x 

(3)

Max

—

—

1.375 
f For more information about receiver input and transmitter output waveforms, and for 
other differential I/O standards, refer to the I/O Features in Cyclone IV Devices chapter.

Table 1–18. Differential SSTL I/O Standard Specifications for Cyclone IV Devices (1)

I/O Standard
VCCIO (V) VSwing(DC) (V) VX(AC) (V) VSwing(AC) 

(V) VOX(AC) (V)

Min Typ Max Min Max Min Typ Max Min Max Min Typ Max

SSTL-2 
Class I, II 2.375 2.5 2.625 0.36 VCCIO VCCIO/2 – 0.2 — VCCIO/2 

+ 0.2 0.7 VCCI

O

VCCIO/2 – 
0.125 — VCCIO/2 

+ 0.125

SSTL-18 
Class I, II 1.7 1.8 1.90 0.25 VCCIO

VCCIO/2 – 
0.175 — VCCIO/2 

+ 0.175 0.5 VCCI

O

VCCIO/2 – 
0.125 — VCCIO/2 

+ 0.125

Note to Table 1–18:

(1) Differential SSTL requires a VREF input.

Table 1–19. Differential HSTL I/O Standard Specifications for Cyclone IV Devices (1)

I/O Standard

VCCIO (V) VDIF(DC) (V) VX(AC) (V) VCM(DC) (V) VDIF(AC) (V

Min Typ Max Min Max Min Typ Max Min Typ Max Mi
n Max

HSTL-18 
Class I, II 1.71 1.8 1.89 0.2 — 0.85 — 0.95 0.85 — 0.95 0.4 —

HSTL-15 
Class I, II 1.425 1.5 1.575 0.2 — 0.71 — 0.79 0.71 — 0.79 0.4 —

HSTL-12 
Class I, II 1.14 1.2 1.26 0.16 VCCIO 0.48 x VCCIO — 0.52 x 

VCCIO

0.48 x 
VCCIO

— 0.52 x 
VCCIO

0.3 0.48 
VCCIO

Note to Table 1–19:

(1) Differential HSTL requires a VREF input.

Table 1–20. Differential I/O Standard Specifications for Cyclone IV Devices (1) (Part 1 of 2)

I/O Standard
VCCIO (V) VID (mV) VIcM (V) (2) VOD (mV) (3) VOS (V) 

Min Typ Max Min Max Min Condition Max Min Typ Max Min Typ

LVPECL 
(Row I/Os) 
(6)

2.375 2.5 2.625 100 —

0.05 DMAX500 Mbps 1.80

— — — — —0.55 500 Mbps  DMAX 
 700 Mbps 1.80

1.05 DMAX > 700 Mbps 1.55

LVPECL 
(Column 
I/Os) (6)

2.375 2.5 2.625 100 —

0.05 DMAX 500 Mbps 1.80

— — — — —0.55 500 Mbps  DMAX 
700 Mbps 1.80

1.05 DMAX > 700 Mbps 1.55

LVDS (Row 
I/Os) 2.375 2.5 2.625 100 —

0.05 DMAX 500 Mbps 1.80

247 — 600 1.125 1.250.55 500 Mbps  DMAX 
 700 Mbps 1.80

1.05 DMAX > 700 Mbps 1.55
Cyclone IV Device Handbook, December 2016 Altera Corporation
Volume 3

http://www.altera.com/literature/hb/cyclone-iv/cyiv-51006.pdf


1–30 Chapter 1: Cyclone IV Device Datasheet
Switching Characteristics

ms

lone IV GX 

C8, I7, and 

Unit
x

Unit
ax

2.5 MHz

2.5 MHz

2.5 MHz

2.5 MHz

2.5 MHz

65 MHz

65 Mbps

65 Mbps

65 Mbps

65 Mbps

65 Mbps

65 Mbps

55 %

00 ps

00 ps

— ps

— ps

1 ms

 supported at 

ported at the 

, C8, I7, and 
tLOCK 
(2) — — — 1 — — 1 — — 1 — — 1 — — 1

Notes to Table 1–32:

(1) Emulated RSDS_E_1R transmitter is supported at the output pin of all I/O Banks of Cyclone IV E devices and I/O Banks 3, 4, 5, 6, 7, 8, and 9 of Cyc
devices.

(2) tLOCK is the time required for the PLL to lock from the end-of-device configuration.
(3) Cyclone IV E 1.0 V core voltage devices only support C8L, C9L, and I8L speed grades. Cyclone IV E 1.2 V core voltage devices only support C6, C7, 

A7 speed grades. Cyclone IV GX devices only support C6, C7, C8, and I7 speed grades.

Table 1–32. Emulated RSDS_E_1R Transmitter Timing Specifications for Cyclone IV Devices (1), (3) (Part 2 of 2)

Symbol Modes
C6 C7, I7 C8, A7 C8L, I8L C9L

Min Typ Max Min Typ Max Min Typ Max Min Typ Max Min Typ Ma

Table 1–33. Mini-LVDS Transmitter Timing Specifications for Cyclone IV Devices (1), (2), (4)

Symbol Modes
C6 C7, I7 C8, A7 C8L, I8L C9L

Min Typ Max Min Typ Max Min Typ Max Min Typ Max Min Typ M

fHSCLK (input 
clock 
frequency)

×10 5 — 200 5 — 155.5 5 — 155.5 5 — 155.5 5 — 13

×8 5 — 200 5 — 155.5 5 — 155.5 5 — 155.5 5 — 13

×7 5 — 200 5 — 155.5 5 — 155.5 5 — 155.5 5 — 13

×4 5 — 200 5 — 155.5 5 — 155.5 5 — 155.5 5 — 13

×2 5 — 200 5 — 155.5 5 — 155.5 5 — 155.5 5 — 13

×1 5 — 400 5 — 311 5 — 311 5 — 311 5 — 2

Device 
operation in 
Mbps

×10 100 — 400 100 — 311 100 — 311 100 — 311 100 — 2

×8 80 — 400 80 — 311 80 — 311 80 — 311 80 — 2

×7 70 — 400 70 — 311 70 — 311 70 — 311 70 — 2

×4 40 — 400 40 — 311 40 — 311 40 — 311 40 — 2

×2 20 — 400 20 — 311 20 — 311 20 — 311 20 — 2

×1 10 — 400 10 — 311 10 — 311 10 — 311 10 — 2

tDUTY — 45 — 55 45 — 55 45 — 55 45 — 55 45 —

TCCS — — — 200 — — 200 — — 200 — — 200 — — 2

Output jitter
(peak to peak) — — — 500 — — 500 — — 550 — — 600 — — 7

tRISE

20 – 80%,
CLOAD = 
5 pF

— 500 — — 500 — — 500 — — 500 — — 500

tFALL

20 – 80%,
CLOAD = 
5 pF

— 500 — — 500 — — 500 — — 500 — — 500

tLOCK 
(3) — — — 1 — — 1 — — 1 — — 1 — —

Notes to Table 1–33:

(1) Applicable for true and emulated mini-LVDS transmitter.
(2) Cyclone IV E—true mini-LVDS transmitter is only supported at the output pin of Row I/O Banks 1, 2, 5, and 6. Emulated mini-LVDS transmitter is

the output pin of all I/O banks.
Cyclone IV GX—true mini-LVDS transmitter is only supported at the output pin of Row I/O Banks 5 and 6. Emulated mini-LVDS transmitter is sup
output pin of I/O Banks 3, 4, 5, 6, 7, 8, and 9.

(3) tLOCK is the time required for the PLL to lock from the end-of-device configuration.
(4) Cyclone IV E 1.0 V core voltage devices only support C8L, C9L, and I8L speed grades. Cyclone IV E 1.2 V core voltage devices only support C6, C7

A7 speed grades. Cyclone IV GX devices only support C6, C7, C8, and I7 speed grades.
Cyclone IV Device Handbook, December 2016 Altera Corporation
Volume 3
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T

tC High-speed receiver and transmitter input and output clock period.

Channel-to-
channel-skew 
(TCCS)

High-speed I/O block: The timing difference between the fastest and slowest output edges, 
including tCO variation and clock skew. The clock is included in the TCCS measurement.

tcin Delay from the clock pad to the I/O input register.

tCO Delay from the clock pad to the I/O output.

tcout Delay from the clock pad to the I/O output register.

tDUTY High-speed I/O block: Duty cycle on high-speed transmitter output clock.

tFALL Signal high-to-low transition time (80–20%).

tH Input register hold time.

Timing Unit 
Interval (TUI)

High-speed I/O block: The timing budget allowed for skew, propagation delays, and data 
sampling window. (TUI = 1/(Receiver Input Clock Frequency Multiplication Factor) = tC/w).

tINJITTER Period jitter on the PLL clock input.

tOUTJITTER_DEDCLK Period jitter on the dedicated clock output driven by a PLL.

tOUTJITTER_IO Period jitter on the general purpose I/O driven by a PLL.

tpllcin Delay from the PLL inclk pad to the I/O input register.

tpllcout Delay from the PLL inclk pad to the I/O output register.

Transmitter 
Output 
Waveform

Transmitter output waveforms for the LVDS, mini-LVDS, PPDS and RSDS Differential I/O 
Standards:

tRISE Signal low-to-high transition time (20–80%).

tSU Input register setup time.

U — —

Table 1–46. Glossary (Part 4 of 5)

Letter Term Definitions

Single-Ended Waveform

Differential Waveform (Mathematical Function of Positive & Negative Channel)

Positive Channel (p) = VOH

Negative Channel (n) = VOL

Ground

VOD

VOD

VOD

 0 V

Vos

p - n 
Cyclone IV Device Handbook, December 2016 Altera Corporation
Volume 3
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V

VCM(DC) DC common mode input voltage.

VDIF(AC) AC differential input voltage: The minimum AC input differential voltage required for switching.

VDIF(DC) DC differential input voltage: The minimum DC input differential voltage required for switching.

VICM Input common mode voltage: The common mode of the differential signal at the receiver.

VID
Input differential voltage swing: The difference in voltage between the positive and 
complementary conductors of a differential transmission at the receiver.

VIH
Voltage input high: The minimum positive voltage applied to the input that is accepted by the 
device as a logic high.

VIH(AC) High-level AC input voltage.

VIH(DC) High-level DC input voltage. 

VIL
Voltage input low: The maximum positive voltage applied to the input that is accepted by the 
device as a logic low.

VIL (AC) Low-level AC input voltage. 

VIL (DC) Low-level DC input voltage. 

VIN DC input voltage.

VOCM Output common mode voltage: The common mode of the differential signal at the transmitter.

VOD
Output differential voltage swing: The difference in voltage between the positive and 
complementary conductors of a differential transmission at the transmitter. VOD = VOH – VOL.

VOH
Voltage output high: The maximum positive voltage from an output that the device considers is 
accepted as the minimum positive high level.

VOL
Voltage output low: The maximum positive voltage from an output that the device considers is 
accepted as the maximum positive low level.

VOS Output offset voltage: VOS = (VOH + VOL) / 2.

VOX (AC)
AC differential output cross point voltage: the voltage at which the differential output signals 
must cross. 

VREF Reference voltage for the SSTL and HSTL I/O standards. 

VREF (AC)
AC input reference voltage for the SSTL and HSTL I/O standards. VREF(AC) = VREF(DC) + noise. The 
peak-to-peak AC noise on VREF must not exceed 2% of VREF(DC).

VREF (DC) DC input reference voltage for the SSTL and HSTL I/O standards.

VSWING (AC)
AC differential input voltage: AC input differential voltage required for switching. For the SSTL 
differential I/O standard, refer to Input Waveforms.

VSWING (DC)
DC differential input voltage: DC input differential voltage required for switching. For the SSTL 
differential I/O standard, refer to Input Waveforms.

VTT Termination voltage for the SSTL and HSTL I/O standards.

VX (AC)
AC differential input cross point voltage: The voltage at which the differential input signals must 
cross. 

W — —

X — —

Y — —

Z — —

Table 1–46. Glossary (Part 5 of 5)

Letter Term Definitions
December 2016 Altera Corporation Cyclone IV Device Handbook,
Volume 3


