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Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
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adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
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their reliability and ability to handle complex algorithms
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Within the realm of Embedded - FPGAs, several
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of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
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based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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2 Overview
This datasheet describes PolarFire® FPGA device characteristics with industrial temperature range
(–40 °C to 100 °C T ) and extended commercial temperature range (0 °C to 100 °C T ). The devices are J J

provided with a standard speed grade (STD) and a –1 speed grade with higher performance. The FPGA 
core supply V  can operate at 1.0 V for lower-power or 1.05 V for higher performance. Similarly, the DD

transceiver core supply V  can also operate at 1.0 V or 1.05 V. Users select the core operating voltage DDA

while creating the Libero project.
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5 Silicon Status
There are three silicon status levels:

Advanced—initial estimated information based on simulations
Preliminary—information based on simulation and/or initial characterization
Production—final production silicon data

The following table shows the status of the PolarFire FPGA device.

Table 2 • PolarFire FPGA Silicon Status

Device Silicon Status

MPF100T, TL, TS, TLS Preliminary

MPF200T, TL, TS, TLS Preliminary

MPF300T, TL, TS, TLS Preliminary

MPF500T, TL, TS, TLS Preliminary
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The maximum overshoot duration is specified as a high-time percentage over the lifetime of the device. 
A DC signal is equivalent to 100% of the duty-cycle.

The following table shows the maximum AC input voltage (V ) overshoot duration for HSIO.IN

Table 6 • Maximum Overshoot During Transitions for HSIO

AC (V ) Overshoot Duration as % at TIN J = 100 °C Condition (V)

100 1.8

100 1.85

100 1.9

100 1.95

100 2

100 2.05

100 2.1

100 2.15

100 2.2

90 2.25

30 2.3

7.5 2.35

1.9 2.4

Note: Overshoot level is for VDDI at 1.8 V.

The following table shows the maximum AC input voltage (V ) undershoot duration for HSIO.IN

Table 7 • Maximum Undershoot During Transitions for HSIO

UndershootAC (V ) IN  Duration as % at TJ = 100 °C Condition (V)

100 –0.05

100 –0.1

100 –0.15

100 –0.2

100 –0.25

100 –0.3

100 –0.35

100 –0.4

44 –0.45

14 –0.5

4.8 –0.55

1.6 –0.6

The following table shows the maximum AC input voltage (V ) overshoot duration for GPIO.IN
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1.  
2.  
3.  
4.  
5.  

Parameter Description Min (%) Typ Max (%) Unit Condition

Single-ended
termination to VSS4, 5

Internal
parallel
termination
to VSS

–20 120 20 Ω V  = 2.5 V/1.8 V/1.5 V/1.2 VDDI

–20 240 20 Ω V  = 2.5 V/1.8 V/1.5 V/1.2 VDDI

Measured across P to N with 400 mV bias.
Thevenin impedance is calculated based on independent P and N as measured at 50% of V .DDI

For 50 Ω/75 Ω/150 Ω cases, nearest supported values of 40 Ω/60 Ω/120 Ω are used.
Measured at 50% of V .DDI

Supported terminations vary with the IO type regardless of V  nominal voltage. Refer to Libero for DDI

available combinations.
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7 AC Switching Characteristics
This section contains the AC switching characteristics of the PolarFire FPGA device.

7.1 I/O Standards Specifications
This section describes I/O delay measurement methodology, buffer speed, switching characteristics, 
digital latency, gearing training calibration, and maximum physical interface (PHY) rate for memory 
interface IP.

7.1.1 Input Delay Measurement Methodology Maximum PHY Rate for Memory Interface IP
The following table provides information about the methodology for input delay measurement.

Table 22 • Input Delay Measurement Methodology

Standard Description VL1 VH1 VID2 VICM2 VMEAS3, 4 VREF1, 5 Unit

PCI PCIE 3.3 V 0 VDDI   VDDI/2  V

LVTTL33 LVTTL 3.3 V 0 VDDI   VDDI/2  V

LVCMOS33 LVCMOS 3.3 V 0 VDDI   VDDI/2  V

LVCMOS25 LVCMOS 2.5 V 0 VDDI   VDDI/2  V

LVCMOS18 LVCMOS 1.8 V 0 VDDI   VDDI/2  V

LVCMOS15 LVCMOS 1.5 V 0 VDDI   VDDI/2  V

LVCMOS12 LVCMOS 1.2 V 0 VDDI   VDDI/2  V

SSTL25I SSTL 2.5 V 
Class I

V  – REF

0.5
V  + REF

0.5
  VREF 1.25 V

SSTL25II SSTL 2.5 V 
Class II

V  – REF

0.5
V  + REF

0.5
  VREF 1.25 V

SSTL18I SSTL 1.8 V 
Class I

V  – REF

0.5
V  + REF

0.5
  VREF 0.90 V

SSTL18II SSTL 1.8 V 
Class II

V  – REF

0.5
V  + REF

0.5
  VREF 0.90 V

SSTL15I SSTL 1.5 V 
Class I

V  –REF

.175
V  +REF

.175
  VREF 0.75 V

SSTL15II SSTL 1.5 V 
Class II

V  –REF

.175
V  +REF

.175
  VREF 0.75 V

SSTL135I SSTL 1.35 V 
Class I

V  –REF

.16
V  +REF

.16
  VREF 0.675 V

SSTL135II SSTL 1.35 V 
Class II

V  –REF

.16
V  +REF

.16
  VREF 0.675 V

HSTL15I HSTL 1.5 V 
Class I

V  –REF

.5
V  +REF

.5
  VREF 0.75 V

HSTL15II HSTL 1.5 V 
Class II

V  –REF

.5
V  +REF

.5
  VREF 0.75 V

HSTL135I HSTL 1.35 V 
Class I

V  – REF

0.45
V  + .REF

45
  VREF 0.675 V

HSTL135II HSTL 1.35 V 
Class II

V  –REF

.45
V  +REF

.45
  VREF 0.675 V

HSTL12 HSTL 1.2 V V  –REF

.4
V  +REF

.4
  VREF 0.60 V
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Standard Description VL1 VH1 VID2 VICM2 VMEAS3, 4 VREF1, 5 Unit

HSUL18I HSUL 1.8 V 
Class I

V  – REF

0.54
V  + REF

0.54
  VREF 0.90 V

HSUL18II HSUL 1.8 V 
Class II

V  – REF

0.54
V  + REF

0.54
  VREF 0.90 V

HSUL12 HSUL 1.2 V V  –REF

.22
V  +REF

.22
  VREF 0.60 V

POD12I Pseudo open 
drain (POD) 
logic 1.2 V 
Class I

V  –REF

.15
V  +REF

.15
  VREF 0.84 V

POD12II POD 1.2 V 
Class II

V  –REF

.15
V  +REF

.15
  VREF 0.84 V

LVDS33 Low-voltage 
differential 
signaling 
(LVDS) 3.3 V

V  –ICM

.125
V  +ICM

.125
0.250 1.250 0  V

LVDS25 LVDS 2.5 V V  –ICM

.125
V  +ICM

.125
0.250 1.250 0  V

LVDS18 LVDS 1.8 V V  –ICM

.125
V  +ICM

.125
0.250 0.900 0  V

RSDS33 RSDS 3.3 V V  –ICM

.125
V  +ICM

.125
0.250 1.250 0  V

RSDS25 RSDS 2.5 V V  –ICM

.125
V  +ICM

.125
0.250 1.250 0  V

RSDS18 RSDS 1.8 V V  –ICM

.125
V  +ICM

.125
0.250 1.250 0  V

MINILVDS33 Mini-LVDS
3.3 V

V  –ICM

.125
V  +ICM

.125
0.250 1.250 0  V

MINILVDS25 Mini-LVDS
2.5 V

V  –ICM

.125
V  +ICM

.125
0.250 1.250 0  V

MINILVDS18 Mini-LVDS
1.8 V

V  –ICM

.125
V  +ICM

.125
0.250 1.250 0  V

SUBLVDS33 Sub-LVDS
3.3 V

V  –ICM

.125
V  +ICM

.125
0.250 0.900 0  V

SUBLVDS25 Sub-LVDS
2.5 V

V  –ICM

.125
V  +ICM

.125
0.250 0.900 0  V

SUBLVDS18 Sub-LVDS
1.8 V

V  –ICM

.125
V  +ICM

.125
0.250 0.900 0  V

PPDS33 Point-to-point 
differential 
signaling
3.3 V

V  –ICM

.125
V  +ICM

.125
0.250 0.800 0  V

PPDS25 PPDS 2.5 V V  –ICM

.125
V  +ICM

.125
0.250 0.800 0  V

PPDS18 PPDS 1.8 V V  –ICM

.125
V  +ICM

.125
0.250 0.800 0  V

SLVS33 Scalable low-
voltage 
signaling
3.3 V

V  –ICM

.125
V  +ICM

.125
0.250 0.200 0  V
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1.  
2.  

Standard STD –1 Unit

LVCMOS18 (12 mA) 500 500 Mbps

LVCMOS15 (10 mA) 500 500 Mbps

LVCMOS12 (8 mA) 300 300 Mbps

MIPI25/MIPI33 800 800 Mbps

All SSTLD/HSTLD/HSULD/LVSTLD/POD type receivers use the LVDS differential receiver.
Performance is achieved with V  ≥200 mV.ID

7.1.4 Output Buffer Speed

Table 26 • HSIO Maximum Output Buffer Speed

Standard STD –1 Unit

SSTL18I 800 1066 Mbps

SSTL18II 800 1066 Mbps

SSTL18I (differential) 800 1066 Mbps

SSTL18II (differential) 800 1066 Mbps

SSTL15I 1066 1333 Mbps

SSTL15II 1066 1333 Mbps

SSTL15I (differential) 1066 1333 Mbps

SSTL15II (differential) 1066 1333 Mbps

SSTL135I 1066 1333 Mbps

SSTL135II 1066 1333 Mbps

SSTL135I (differential) 1066 1333 Mbps

SSTL135II (differential) 1066 1333 Mbps

HSTL15I 900 1100 Mbps

HSTL15II 900 1100 Mbps

HSTL15I (differential) 900 1100 Mbps

HSTL15II (differential) 900 1100 Mbps

HSTL135I 1066 1066 Mbps

HSTL135II 1066 1066 Mbps

HSTL135I (differential) 1066 1066 Mbps

HSTL135II (differential) 1066 1066 Mbps

HSUL18I 400 400 Mbps

HSUL18II 400 400 Mbps

HSUL18II (differential) 400 400 Mbps

HSUL12 1066 1333 Mbps

HSUL12I (differential) 1066 1333 Mbps

HSTL12 1066 1266 Mbps

HSTL12I (differential) 1066 1266 Mbps

POD12I 1333 1600 Mbps

POD12II 1333 1600 Mbps

LVCMOS18 (12 mA) 500 500 Mbps

LVCMOS15 (10 mA) 500 500 Mbps
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Standard STD –1 Unit

LVCMOS12 (8 mA) 250 300 Mbps

Table 27 • GPIO Maximum Output Buffer Speed

Standard STD –1 Unit

LVDS25/LCMDS25 1250 1250 Mbps

LVDS33/LCMDS33 1250 1600 Mbps

RSDS25 800 800 Mbps

MINILVDS25 800 800 Mbps

SUBLVDS25 800 800 Mbps

PPDS25 800 800 Mbps

SLVSE15 500 500 Mbps

BUSLVDSE25 500 500 Mbps

MLVDSE25 500 500 Mbps

LVPECLE33 500 500 Mbps

SSTL25I 800 800 Mbps

SSTL25II 800 800 Mbps

SSTL25I (differential) 800 800 Mbps

SSTL25II (differential) 800 800 Mbps

SSTL18I 800 800 Mbps

SSTL18II 800 800 Mbps

SSTL18I (differential) 800 800 Mbps

SSTL18II (differential) 800 800 Mbps

SSTL15I 800 1066 Mbps

SSTL15II 800 1066 Mbps

SSTL15I (differential) 800 1066 Mbps

SSTL15II (differential) 800 1066 Mbps

HSTL15I 900 900 Mbps

HSTL15II 900 900 Mbps

HSTL15I (differential) 900 900 Mbps

HSTL15II (differential) 900 900 Mbps

HSUL18I 400 400 Mbps

HSUL18II 400 400 Mbps

HSUL18I (differential) 400 400 Mbps

HSUL18II (differential) 400 400 Mbps

PCI 500 500 Mbps

LVTTL33 (20 mA) 500 500 Mbps

LVCMOS33 (20 mA) 500 500 Mbps

LVCMOS25 (16 mA) 500 500 Mbps

LVCMOS18 (12 mA) 500 500 Mbps

LVCMOS15 (10 mA) 500 500 Mbps

LVCMOS12 (8 mA) 250 300 Mbps

MIPIE25 500 500 Mbps
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1.  

1.  

7.1.5 Maximum PHY Rate for Memory Interface IP
The following tables provide information about the maximum PHY rate for memory interface IP.

Table 28 • Maximum PHY Rate for Memory Interfaces IP for HSIO Banks

Memory 
Standard

Gearing 
Ratio

VDDAUX VDDI STD
(Mbps)

–1
(Mbps)

Fabric 
STD 
(MHz)

–1 Fabric 
(MHz)

DDR4 8:1 1.8 V 1.2 V 1333 1600 167 200

DDR3 8:1 1.8 V 1.5 V 1067 1333 133 167

DDR3L 8:1 1.8 V 1.35 V 1067 1333 133 167

LPDDR3 8:1 1.8 V 1.2 V 1067 1333 133 167

QDRII+ 8:1 1.8 V 1.5 V 900 1100 112.5 137.5

RLDRAM31 8:1 1.8 V 1.35 V 1067 1067 133 133

RLDRAM31 4:1 1.8 V 1.35 V 667 800 167 200

RLDRAM31 2:1 1.8 V 1.35 V 333 400 167 200

RLDRAM21 8:1 1.8 V 1.8 V 800 1067 100 133

RLDRAM21 4:1 1.8 V 1.8 V 667 800 167 200

RLDRAM21 2:1 1.8 V 1.8 V 333 400 167 200

RLDRAM2 and RLDRAM3 are not supported with a soft IP controller currently.

Table 29 • Maximum PHY Rate for Memory Interfaces IP for GPIO Banks

Memory 
Standard

Gearing 
Ratio

VDDAUX VDDI STD
(Mbps)

–1
(Mbps)

Fabric 
STD 
(MHz)

Fabric –1 
(MHz)

DDR3 8:1 2.5 V 1.5 V 800 1067 100 133

QDRII+ 8:1 2.5 V 1.5 V 900 900 113 113

RLDRAM21 4:1 2.5 V 1.8 V 800 800 200 200

RLDRAM21 2:1 2.5 V 1.8 V 400 400 200 200

RLDRAM2 is currently not supported with a soft IP controller.
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1.  

Table 48 • Transceiver Differential Reference Clock I/O Standards

I/O Standard Comment

LVDS25 For DC input levels, se e table .Differential DC Input and Output Levels

HCSL25 (for PCIe)

Note: The transceiver reference clock differential receiver supports V  common mode.CM

7.4.4 Transceiver Interface Performance
The following table describes the single-ended I/O standards supported as transceiver reference clocks.

Table 49 • Transceiver Single-Ended Reference Clock I/O Standards

I/O Standard Comment

LVCMOS25 For DC input levels, see table .DC Input and Output Levels

7.4.5 Transmitter Performance
The following tables describe performance of the transmitter.

Table 50 • Transceiver Reference Clock Input Termination

Parameter Symbol Min Typ Max Unit

Single-ended termination RefTerm  50  Ω

Single-ended termination RefTerm  75  Ω

Single-ended termination RefTerm  150  Ω

Differential termination RefDiffTerm  1151  Ω

Power-up termination   >50K  Ω

Measured at VCM= 1.2 V and VID= 350 mV.
Note: All pull-ups are disabled at power-up to allow hot plug capability.

Table 51 • PolarFire Transceiver User Interface Clocks

Parameter Modes 1 STD
Min

STD
Max

 –1
Min

 –1
Max

Unit

Transceiver TX_CLK 
range (non-
deterministic PCS mode 
with global or regional 
fabric clocks)

8-bit, max data rate = 1.6 Gbps  200  200 MHz

10-bit, max data rate = 1.6 Gbps  160  160 MHz

16-bit, max data rate = 4.8 Gbps  300  300 MHz

20-bit, max data rate = 6.0 Gbps  300  300 MHz

32-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 325  325 MHz

40-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 260  320 MHz

64-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 165  160 MHz

80-bit, max data rate = 
10.3125 Gbps(–STD) / 12.7 Gbps (–1)1

 130  130 MHz

Fabric pipe mode 32-bit, max data rate = 6.0 Gbps  150  150 MHz

8-bit, max data rate = 1.6 Gbps  200  200 MHz

http://documentation.microsemi.net:8090/display/POLARFIRE/DS0143+Input+and+Output#DS0143InputandOutput-DifferentialDCInputandOutputLevels
http://documentation.microsemi.net:8090/display/POLARFIRE/DS0143+Input+and+Output#DS0143InputandOutput-DCInputandOutputLevels
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1.  

Parameter Modes 1 STD
Min

STD
Max

 –1
Min

 –1
Max

Unit

Transceiver RX_CLK 
range (non-
deterministic PCS mode 
with global or regional 
fabric clocks)

10-bit, max data rate = 1.6 Gbps  160  160 MHz

16-bit, max data rate = 4.8 Gbps  300  300 MHz

20-bit, max data rate = 6.0 Gbps  300  300 MHz

32-bit, max data rate = 10.3125 Gbps  325  325 MHz

40-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 260  320 MHz

64-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 165  200 MHz

80-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 130  160 MHz

Fabric pipe mode 32-bit, max data rate = 6.0 Gbps  150  150 MHz

Transceiver TX_CLK 
range (deterministic
PCS mode with regional 
fabric clocks)

8-bit, max data rate = 1.6 Gbps  200  200 MHz

10-bit, max data rate = 1.6 Gbps  160  160 MHz

16-bit, max data rate = 
3.6 Gbps (–STD) / 4.25 Gbps (–1)

 225  266 MHz

20-bit, max data rate = 
4.5 Gbps (–STD) / 5.32 Gbps (–1)

 225  266 MHz

32-bit, max data rate = 
7.2 Gbps (–STD) / 8.5 Gbps (–1)

 225  266 MHz

40-bit, max data rate = 
9.0 Gbps (–STD) / 10.6 Gbps (–1)1

 225  266 Mhz

64-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 165  200 MHz

80-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 130  160 MHz

Transceiver RX_CLK 
range (deterministic
PCS mode with regional 
fabric clocks)

8-bit, max data rate = 1.6 Gbps  200  200 MHz

10-bit, max data rate = 1.6 Gbps  160  160 MHz

16-bit, max data rate = 
3.6 Gbps (–STD) / 4.25 Gbps (–1)

 225  266 MHz

20-bit, max data rate = 
4.5 Gbps (–STD) / 5.32 Gbps (–1)

 225  266 MHz

32-bit, max data rate = 
7.2 Gbps (–STD) / 8.5 Gbps (–1)

 225  266 MHz

40-bit, max data rate = 
9.0 Gbps (–STD) / 10.6 Gbps (–1)1

 225  266 MHz

64-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 165  200 MHz

80-bit, max data rate = 
10.3125 Gbps (–STD) / 12.7 Gbps (–1)1

 130  160 MHz

For data rates greater than 10.3125 Gbps, VDDA must be set to 1.05 V mode. See supply tolerance 
in the section . Recommended Operating Conditions (see page 6)

Note: Until specified, all modes are non-deterministic. For more information, see UG0677: PolarFire 
.FPGA Transceiver User Guide

http://www.microsemi.com/index.php?option=com_docman&amp;task=doc_download&amp;gid=136531
http://www.microsemi.com/index.php?option=com_docman&amp;task=doc_download&amp;gid=136531
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1.  

Table 55 • PCI Express Gen2

Parameter Data Rate Min Max Unit

Total transmit jitter 5.0 Gbps  0.35 UI

Receiver jitter tolerance 5.0 Gbps 0.4  UI

: With add-in card as specified in PCI Express CEM Rev 2.0.Note

7.5.2 Interlaken
The following table describes Interlaken.

Table 56 • Interlaken

Parameter Data Rate Min Max Unit

Total transmit jitter 6.375 Gbps  0.3 UI

10.3125 Gbps  0.3 UI

12.7 Gbps1   UI

Receiver jitter tolerance 6.375 Gbps 0.6  UI

10.3125 Gbps 0.65  UI

12.7 Gbps1   UI

For data rates greater than 10.3125 Gbps, VDDA must be set to 1.05 V mode. See supply tolerance 
. in the section Recommended Operating Conditions (see page 6)

7.5.3 10GbE (10GBASE-R, and 10GBASE-KR)
The following table describes 10GbE (10GBASE-R).

Table 57 • 10GbE (10GBASE-R)

Parameter Data Rate Min Max Unit

Total transmit jitter 10.3125 Gbps  0.28 UI

Receiver jitter tolerance 10.3125 Gbps 0.7  UI

The following table describes 10GbE (10GBASE-KR).

Table 58 • 10GbE (10GBASE-KR)

Parameter Data Rate Min Max Unit

Total transmit jitter 10.3125 Gbps   UI

Receiver jitter tolerance 10.3125 Gbps   UI

The following table describes 10GbE (XAUI).

Table 59 • 10GbE (XAUI)

Parameter Data Rate Min Max Unit

Total transmit jitter (near end) 3.125 Gbps  0.35 UI

Total transmit jitter (far end)   0.55 UI

Receiver jitter tolerance 3.125 Gbps 0.65  UI

The following table describes 10GbE (RXAUI).
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7.5.7 CPRI
The following table describes CPRI.

Table 66 • CPRI

 Data Rate Min Max Unit

Total transmit jitter 0.6144 Gbps   UI

1.2288 Gbps   UI

2.4576 Gbps   UI

3.0720 Gbps   UI

4.9152 Gbps   UI

6.1440 Gbps   UI

9.8304 Gbps   UI

10.1376 Gbps   UI

12.16512 Gbps 1   UI

Receive jitter tolerance 0.6144 Gbps   UI

1.2288 Gbps   UI

2.4576 Gbps   UI

3.0720 Gbps   UI

4.9152 Gbps   UI

6.1440 Gbps   UI

9.8304 Gbps   UI

10.1376 Gbps   UI

12.16512 Gbps 1   UI

For data rates greater than 10.3125 Gbps, VDDA must be set to 1.05 V mode. See supply tolerance 
in the section . Recommended Operating Conditions (see page 6)

7.5.8 JESD204B
The following table describes JESD204B.

Table 67 • JESD204B

Parameter Data Rate Min Max Unit

Total transmit jitter 3.125 Gbps  0.35 UI

6.25 Gbps  0.3 UI

12.5 Gbps1   UI

Receive jitter tolerance 3.125 Gbps 0.56  UI

6.25 Gbps 0.6  UI

12.5 Gbps1   UI

For data rates greater than 10.3125 Gbps, VDDA must be set to 1.05V mode. See supply tolerance in 
the .section Recommended Operating Conditions (see page 6)

7.6 Non-Volatile Characteristics
The following section describes non-volatile characteristics.
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Table 75 • FPGA Programming Cycles Lifetime Factor

Programming T  J Programming Cycles LF

–40 °C to 100 °C 500 1

–40 °C to 85 °C 1000 0.8

–40 °C to 55 °C 2000 0.6

Notes:

The maximum number of device digest cycles is 100K.
Digests are operational only over the –40 °C to 100 °C temperature range.
After a program cycle, an additional N digests cycles are allowed with the resultant retention 
characteristics for the total operating and storage temperature shown.
Retention is specified for total device storage and operating temperature.
All temperatures are junction temperatures (T ).J

Example 1—500 digests cycles are performed between programming cycles. N = 500. The operating 
conditions are –40 °C to 85 °C T . 501 programming cycles have occurred. The retention under these J

operating conditions is 20 × LF = 20 × .8 = 16 years.
Example 2—one programming cycle has occurred, N = 1500 digest cycles have occurred. 
Temperature range is –40 °C to 100 °C. The resultant retention is 10 × LF or 10 years over the 
industrial temperature range.

7.6.5 Digest Time
The following table describes digest time.

Table 76 • Digest Times

Parameter Devices Typ Max Unit

Setup time All 2  μs

Fabric digest run time MPF100T, TL, TS, TLS   ms

MPF200T, TL, TS, TLS 1005 1072 ms

MPF300T, TL, TS, TLS 1503.9 1582 ms

MPF500T, TL, TS, TLS   ms

UFS CC digest run time MPF100T, TL, TS, TLS   μs

MPF200T, TL, TS, TLS 33.2 35 μs

MPF300T, TL, TS, TLS 33.2 35 μs

MPF500T, TL, TS, TLS   μs

sNVM digest run time1 MPF100T, TL, TS, TLS   ms

MPF200T, TL, TS, TLS 4.4 4.8 ms

MPF300T, TL, TS, TLS 4.4 4.8 ms

MPF500T, TL, TS, TLS   ms

UFS UL digest run time MPF100T, TL, TS, TLS   μs

MPF200T, TL, TS, TLS 46.6 48.8 μs

MPF300T, TL, TS, TLS 46.6 48.8 μs

MPF500T, TL, TS, TLS   μs

User key digest run time2 MPF100T, TL, TS, TLS   μs

MPF200T, TL, TS, TLS 525.4 543.3 μs

MPF300T, TL, TS, TLS 525.4 543.3 μs

MPF500T, TL, TS, TLS   μs
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Parameter Symbol Min Typ Max Unit Conditions

Authenticated text read  113.25 114.02 118.5 μs  

Authenticated and decrypted text read  159.59 160.53 166.5 μs  

Notes:

Page size= 252 bytes (non-authenticated), 236 bytes (authenticated).
Only page reads and writes allowed. 
T  is an additional time that occurs on the first R/W, after cold or warm boot, to sNVM using PUF_OVHD

authenticated or authenticated and encrypted text.

7.6.10 Secure NVM Programming Cycles
The following table describes secure NVM programming cycles.

Table 86 • sNVM Programming Cycles vs. Retention Characteristics

Programming 
Temperature

Programming Cycles per Page, 
Max

Programming Cycles per Block, 
Max

Retention 
Years

–40 °C to 100 °C 10,000 100,000 20

–40 °C to 85 °C 10,000 100,000 20

–40 °C to 55 °C 10,000 100,000 20

Note: Page size = 128 bytes. Block size = 56 KBytes. 

7.7 System Services
This section describes system switching and throughput characteristics.

7.7.1 System Services Throughput Characteristics
The following table describes system services throughput characteristics.

Table 87 • System Services Throughput Characteristics

Parameter Symbol Service 
ID

Typ Max Unit Conditions

Serial number TSerial 00H 65 67 μs  

User code TUser 01H 0.8 1.05 μs  

Design information TDesign 02H 2.4 2.7 μs  

Device certificate TCert 03H 255 271 ms  

Read digests Tdigest_read 04H 201 215 μs  

Query security locks Tsec_Query 05H 15 17 μs  

Read debug information TRd_debug 06H 34 38 μs  

Reserved  07H–0FH     

Secure NVM write plain text TSNVM_Wr_Plain 10H    Note 1

Secure NVM write authenticated 
plain text

TSNVM_Wr_Auth 11H    Note 1

Secure NVM write authenticated 
cipher text

TSNVM_Wr_Cipher 12H    Note 1

Reserved  13H–
17H
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Parameter Symbol Typ Max Unit

Time from negation of RESPONSE to all I/Os re-enabled TCLR_IO_DISABLE 28 38 μs

Time from triggering the response to security locked TLOCKDOWN   ns

Time from negation of RESPONSE to earlier security unlock condition TCLR_LOCKDOWN   ns

Time from triggering the response to device enters RESET Ttr_RESET 11.7 14 μs

Time from triggering the response to start of zeroization Ttr_ZEROLISE 7.4 8.2 ms

7.8.5 System Controller Suspend Switching Characteristics
The following table describes the characteristics of system controller suspend switching.

Table 95 • System Controller Suspend Entry and Exit Characteristics

Parameter Symbol Definition Typ Max Unit

Time from TRSTb falling 
edge to SUSPEND_EN signal 
assertion

Tsuspend_Tr1, 2 Suspend entry time from TRST_N 
assertion

42 44 ns

Time from TRSTb rising edge 
to ACTIVE signal assertion

Tsuspend_exit Suspend exit time from
TRST_N negation

361 372 ns

ACTIVE indicates that the system controller is inactive or active regardless of the state of 
SUSPEND_EN.
ACTIVE signal must never be asserted with SUSPEND_EN is asserted.

7.8.6 Dynamic Reconfiguration Interface
The following table provides interface timing information for the DRI, which is an embedded APB slave 
interface within the FPGA fabric that does not use FPGA resources.

Table 96 • Dynamic Reconfiguration Interface Timing Characteristics

Parameter Symbol Max Unit

PCLK frequency FPD _PCLK 200 MHz

7.9 Power-Up to Functional Timing
Microsemi non-volatile FPGA technology offers the fastest boot-time of any mid-range FPGA in the 
market. The following tables describes both cold-boot (from power-on) and warm-boot (assertion of 
DEVRST_N pin or assertion of reset from the tamper macro) timing. The power-up diagrams assume all 
power supplies to the device are stable.

7.9.1 Power-On (Cold) Reset Initialization Sequence
The following cold reset timing diagram shows the initialization sequencing of the device.
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Figure 5 • Cold Reset Timing

Notes: 

The previous diagram showsthe case where VDDI/VDDAUX of I/O banks are powered either before 
or sufficiently soon after VDD/VDD18/VDD25 that the I/O bank enable time is measured from the 
assertion time of VDD/VDD18/VDD25 (that is, the PUFT specification). If VDDI/VDDAUX of I/O banks 
are powered sufficiently after VDD/VDD18/VDD25, then the I/O bank enable time is measured from 
the assertion of VDDI/VDDAUX and is not specified by the PUFT specification. In this case, I/O 
operation is indicated by the assertion of BANK_i_VDDI_STATUS, rather than being measured 
relative to FABRIC_POR_N negation.
AUTOCALIB_DONE assertion indicates the completion of calibration for any I/O banks specified by 
the user for auto-calibration. AUTOCALIB_DONE asserts independently of DEVICE_INIT_DONE. It 
may assert before or after DEVICE_INIT_DONE and is determined by the following:

How long after VDD/VDD18/VDD25 that VDDI/VDDAUX are powered on. Note that if any of the 
user-specified I/O banks are not powered on within the auto-calibration timeout window, then 
AUTOCALIB_DONE doesn't assert until after this timeout.
The specified ramp times of VDDI of each I/O bank designated for auto-calibration.
How much auto-initialization is to be performed for the PCIe, SERDES transceivers, and fabric 
LSRAMs.

If any of the I/O banks specified for auto-calibration do not have their VDDI/VDDAUX powered on 
within the auto-calibration timeout window, then it will be approximately auto-calibrated whenever 
VDDI/VDDAUX is subsequently powered on. To obtain an accurate calibration however, on such IO 
banks, it is necessary to initiate a re-calibration (using CALIB_START from fabric).
AVM_ACTIVE only asserts if avionics mode is being used. It is asserted when the later of 
DEVICE_INIT_DONE or AUTOCALIB_DONE assert.

7.9.2 Warm Reset Initialization Sequence
The following warm reset timing diagram shows the initialization sequencing of the device when either 
DEVRST_N or TAMPER_RESET_DEVICE signals are asserted.



PolarFire

DS0141 Datasheet Revision 1.3 67

7.9.4 Design Dependence of T PUFT and T WRFT
Some phases of the device initialization are user design-dependent, as the device automatically 
initializes certain resources to user-specified configurations if those resources are used in the design. It 
is necessary to compute the overall power-up to functional time by referencing the following tables and 
adding the relevant phases, according to the design configuration. The following equation refers to 
timing parameters specified in the above timing diagrams. Please note T , T , T  and T  can PCIE XCVR LSRAM, USRAM

be found in the PolarFire FPGA device power-up and resets user guide UG0725.

T  = T  + max((T  + T  + T  + T ), T )PUFT FAB_READY(cold) PCIE XCVR LSRAM USRAM CALIB

T  = T  + max((T  + T  + T  + T ), T )WRFT FAB_READY(warm) PCIE XCVR LSRAM USRAM CALIB

Note: T , T , T , T , and T are common to both cold and warm reset scenarios.PCIE XCVR LSRAM USRAM CALIB 

Auto-initialization of FPGA (if required) occurs in parallel with I/O calibration. The device may be 
considered fully functional only when the later of these two activities has finished, which may be either 
one, depending on the configuration, as may be calculated from the following tables. Note that I/O 
calibration may extend beyond T  (as I/O calibration process is independent of main device power-on PUFT

and is instead dependent on I/O bank supply relative power-on time and ramp times). The previous 
timing diagram for power-on initialization shows the earliest that I/Os could be enabled, if the I/O 
power supplies are powered on before or at the same time as the main supplies.

7.9.5 Cold Reset to Fabric and I/Os (Low Speed) Functional
The following table specifies the minimum, typical, and maximum times from the power supplies 
reaching the above trip point levels until the FPGA fabric is operational and the FPGA IOs are functional 
for low-speed (sub 400 MHz) operation.

Table 99 • Cold Boot

Power-On (Cold) Reset to Fabric and I/O Operational Min Typ Max Unit

Time when input pins start working – TIN_ACTIVE(cold) 1.17 4.51 7.84 ms

Time when weak pull-ups are enabled – TPU_PD_ACTIVE(cold) 1.17 4.51 7.84 ms

Time when fabric is operational – TFAB_READY(cold) 1.20 4.54 7.87 ms

Time when output pins start driving – TOUT_ACTIVE(cold) 1.22 4.56 7.89 ms

7.9.6 Warm Reset to Fabric and I/Os (Low Speed) Functional
The following table specifies the minimum, typical, and maximum times from the negation of the warm 
reset event until the FPGA fabric is operational and the FPGA IOs are functional for low-speed
(sub 400 MHz) operation.

Table 100 • Warm Boot

Warm Reset to Fabric and I/O Operational Min Typ Max Unit

Time when input pins start working – TIN_ACTIVE(warm) 0.91 1.76 2.62 ms

Time when weak pull-ups/pull-downs are enabled – TPU_PD_ACTIVE(warm) 0.91 1.76 2.62 ms

Time when fabric is operational – TFAB_READY(warm) 0.94 1.79 2.65 ms

Time when output pins start driving – TOUT_ACTIVE(warm) 0.96 1.81 2.67 ms

7.9.7 Miscellaneous Initialization Parameters
In the following table, T  refers to either T  or T  as specified in the previous FAB_READY FAB_READY(cold) FAB_READY(warm)

tables, depending on whether the initialization is occurring as a result of a cold or warm reset, 
respectively.



PolarFire

DS0141 Datasheet Revision 1.3 71

1.  

7.11 User Crypto
The following section describes user crypto.

7.11.1 TeraFire 5200B Switching Characteristics
The following table describes TeraFire 5200B switching characteristics.

Table 112 • TeraFire F5200B Switching Characteristics

Parameter Symbol VDD =
1.0 V STD

VDD =
1.0 V – 1

VDD =
1.05 V STD

VDD =
1.05 V – 1

Unit Condition

Operating 
frequency

FMAX 189  189  MHz –40 °C to 100 °C

7.11.2 TeraFire 5200B Throughput Characteristics
The following tables for each algorithm describe the TeraFire 5200B throughput characteristics.

Note: Throughput cycle count collected with Athena TeraFire Core and RISCV running at 100 MHz.

Table 113 • AES

Modes Message Size 
(bits)

Athena TeraFire Crypto Core Clock-Cycles CAL Delay In CPU 
Clock-Cycles

AES-ECB-128 encrypt1 128 515 1095

64K 50157 933

AES-ECB-128 decrypt1 128 557 1760

64K 48385 1524

AES-ECB-256 encrypt1 128 531 1203

64K 58349 1203

AES-ECB-256 decrypt1 128 589 1676

64K 56673 1671

AES-CBC-256 encrypt1 128 576 1169

64K 52547 1169

AES-CBC-256 decrypt1 128 585 1744

64K 48565 1652

AES-GCM-128 encrypt ,1

128-bit tag, (full message
encrypted/authenticated)

128 1925 2740

64K 60070 2158

AES-GCM-256 encrypt ,1

128-bit tag, (full message
encrypted/authenticated)

128 1973 2268

64K 60102 2151

With DPA counter measures.

Table 114 • GMAC

Modes Message Size 
(bits)

Athena TeraFire Crypto Core Clock-
Cycles

CAL Delay In CPU Clock-
Cycles

AES-GCM-256 , 128-bit tag,1

(message is only 
authenticated)

128 1863 2211

64K 49707 2128


