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— Address translation units for address mapping between host and peripheral
— Dual address cycle for target 
— Internal configuration registers accessible from PCI

• Security engine is optimized to handle all the algorithms associated with IPSec, SSL/TLS, SRTP, 
IEEE Std. 802.11i®, iSCSI, and IKE processing. The security engine contains four 
crypto-channels, a controller, and a set of crypto execution units (EUs):
— Public key execution unit (PKEU) :

– RSA and Diffie-Hellman algorithms
– Programmable field size up to 2048 bits
– Elliptic curve cryptography
– F2m and F(p) modes
– Programmable field size up to 511 bits

— Data encryption standard (DES) execution unit (DEU)
– DES and 3DES algorithms
– Two key (K1, K2) or three key (K1, K2, K3) for 3DES
– ECB and CBC modes for both DES and 3DES

— Advanced encryption standard unit (AESU)
– Implements the Rijndael symmetric-key cipher
– Key lengths of 128, 192, and 256 bits
– ECB, CBC, CCM, and counter (CTR) modes 

— XOR parity generation accelerator for RAID applications
— ARC four execution unit (AFEU)

–  Stream cipher compatible with the RC4 algorithm 
–  40- to 128-bit programmable key

— Message digest execution unit (MDEU)
– SHA with 160-, 224-, or 256-bit message digest 
– MD5 with 128-bit message digest
– HMAC with either algorithm

— Random number generator (RNG)
— Four crypto-channels, each supporting multi-command descriptor chains

–  Static and/or dynamic assignment of crypto-execution units through an integrated controller
–  Buffer size of 256 bytes for each execution unit, with flow control for large data sizes

• Universal serial bus (USB) dual role controller
— USB on-the-go mode with both device and host functionality
— Complies with USB specification Rev. 2.0
— Can operate as a stand-alone USB device 

– One upstream facing port 
– Six programmable USB endpoints
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Table 5 shows the estimated typical I/O power dissipation for MPC8343EA.

4 Clock Input Timing
This section provides the clock input DC and AC electrical characteristics for the device.

4.1 DC Electrical Characteristics
Table 6 provides the clock input (CLKIN/PCI_SYNC_IN) DC timing specifications for the MPC8343EA.

Table 5. MPC8343EA Typical I/O Power Dissipation

Interface Parameter
DDR2
GVDD 
(1.8 V)

DDR1
GVDD 
(2.5 V)

OVDD 
(3.3 V)

LVDD
(3.3 V)

LVDD
(2.5 V)

Unit Comments

DDR I/O
65% utilization
2.5 V
Rs = 20 Ω
Rt = 50 Ω
2 pair of clocks

200 MHz, 32 bits 0.31 0.42 — — — W —

266 MHz, 32 bits 0.35 0.5 — — — W —

PCI I/O 
load = 30 pF

33 MHz, 32 bits — — 0.04 — — W —

66 MHz, 32 bits — — 0.07 — — W —

Local bus I/O
load = 25 pF

167 MHz, 32 bits — — 0.34 — — W —

133 MHz, 32 bits — — 0.27 — — W —

83 MHz, 32 bits — — 0.17 — — W —

66 MHz, 32 bits — — 0.14 — — W —

50 MHz, 32 bits — — 0.11 — — W —

TSEC I/O
load = 25 pF

MII — — 0.01 — W Multiply by number 
of interfaces used.

GMII or TBI — — 0.06 — W

RGMII or RTBI — — — 0.04 W

USB 12 MHz — — 0.01 — — W —

480 MHz — — 0.2 — — W —

Other I/O — — 0.01 — — W —

Table 6.  CLKIN DC Timing Specifications

Parameter Condition Symbol Min Max Unit

Input high voltage — VIH 2.7 OVDD + 0.3 V

Input low voltage — VIL –0.3 0.4 V

CLKIN input current 0 V ≤ VIN ≤ OVDD IIN — ±10 μA
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RESET Initialization

5 RESET Initialization
This section describes the DC and AC electrical specifications for the reset initialization timing and 
electrical requirements of the MPC8343EA. 

5.1 RESET DC Electrical Characteristics
Table 9 provides the DC electrical characteristics for the RESET pins of the MPC8343EA.

EC_GTX_CLK125 duty cycle
GMII, TBI

1000Base-T for RGMII, RTBI

tG125H/tG125
45
47

—
55
53

% 2

EC_GTX_CLK125 jitter — — — ±150 ps 2

Notes:
1. Rise and fall times for EC_GTX_CLK125 are measured from 0.5 and 2.0 V for LVDD = 2.5 V and from 0.6 and 2.7 V for 

LVDD = 3.3 V.

2. EC_GTX_CLK125 is used to generate the GTX clock for the eTSEC transmitter with 2% degradation. The EC_GTX_CLK125 
duty cycle can be loosened from 47%/53% as long as the PHY device can tolerate the duty cycle generated by the eTSEC 
GTX_CLK. See Section 8.2.2, “RGMII and RTBI AC Timing Specifications for the duty cycle for 10Base-T and 100Base-T 
reference clock.

Table 9. RESET Pins DC Electrical Characteristics1

Parameter Symbol Condition Min Max Unit

Input high voltage VIH — 2.0 OVDD + 0.3 V

Input low voltage VIL — –0.3 0.8 V

Input current IIN — — ±5 μA

Output high voltage2 VOH IOH = –8.0 mA 2.4 — V

Output low voltage VOL IOL = 8.0 mA — 0.5 V

Output low voltage VOL IOL = 3.2 mA — 0.4 V

Notes:
1. This table applies for pins PORESET, HRESET, SRESET, and QUIESCE.
2. HRESET and SRESET are open drain pins, thus VOH is not relevant for those pins. 

Table 8. EC_GTX_CLK125 AC Timing Specifications
At recommended operating conditions with LVDD = 2.5 ± 0.125 mV/ 3.3 V ± 165 mV (continued)

Parameter Symbol Min Typical Max Unit Notes
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6 DDR and DDR2 SDRAM
This section describes the DC and AC electrical specifications for the DDR SDRAM interface of the 
MPC8343EA. Note that DDR SDRAM is GVDD(typ) = 2.5 V and DDR2 SDRAM is GVDD(typ) = 1.8 V. 
The AC electrical specifications are the same for DDR and DRR2 SDRAM.

NOTE
The information in this document is accurate for revision 3.0 silicon and 
later. For information on revision 1.1 silicon and earlier versions see the 
MPC8343E PowerQUICC II Pro Integrated Host Processor Hardware 
Specifications. See Section 22.1, “Part Numbers Fully Addressed by This 
Document,” for silicon revision level determination.

6.1 DDR and DDR2 SDRAM DC Electrical Characteristics
Table 12 provides the recommended operating conditions for the DDR2 SDRAM component(s) of the 
MPC8343EA when GVDD(typ) = 1.8 V.

Table 12. DDR2 SDRAM DC Electrical Characteristics for GVDD(typ) = 1.8 V

Parameter/Condition Symbol Min Max Unit Notes

I/O supply voltage GVDD 1.71 1.89 V 1

I/O reference voltage MVREF 0.49 × GVDD 0.51 × GVDD V 2

I/O termination voltage VTT MVREF – 0.04 MVREF + 0.04 V 3

Input high voltage VIH MVREF + 0.125 GVDD + 0.3 V —

Input low voltage VIL –0.3 MVREF – 0.125 V —

Output leakage current IOZ –9.9 9.9 μA 4

Output high current (VOUT = 1.420 V) IOH –13.4 — mA —

Output low current (VOUT = 0.280 V) IOL 13.4 — mA —

Notes:
1. GVDD is expected to be within 50 mV of the DRAM GVDD at all times.
2. MVREF is expected to equal 0.5 × GVDD, and to track GVDD DC variations as measured at the receiver. Peak-to-peak noise 

on MVREF cannot exceed ±2% of the DC value.
3. VTT is not applied directly to the device. It is the supply to which far end signal termination is made and is expected to equal 

MVREF. This rail should track variations in the DC level of MVREF.
4. Output leakage is measured with all outputs disabled, 0 V ≤ VOUT ≤ GVDD.
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Table 16 provides the current draw characteristics for MVREF.

6.2 DDR and DDR2 SDRAM AC Electrical Characteristics
This section provides the AC electrical characteristics for the DDR and DDR2 SDRAM interface.

6.2.1 DDR and DDR2 SDRAM Input AC Timing Specifications

Table 17 provides the input AC timing specifications for the DDR2 SDRAM when GVDD(typ) = 1.8 V.

Table 18 provides the input AC timing specifications for the DDR SDRAM when GVDD(typ) = 2.5 V.

Table 19 provides the input AC timing specifications for the DDR SDRAM interface.

Table 16. Current Draw Characteristics for MVREF

Parameter/Condition Symbol Min Max Unit Note

Current draw for MVREF IMVREF — 500 μA 1

Note:
1. The voltage regulator for MVREF must supply up to 500 μA current.

Table 17. DDR2 SDRAM Input AC Timing Specifications for 1.8-V Interface
At recommended operating conditions with GVDD of 1.8 ± 5%.

Parameter Symbol Min Max Unit Notes

AC input low voltage VIL — MVREF – 0.25 V —

AC input high voltage VIH MVREF + 0.25 — V —

Table 18. DDR SDRAM Input AC Timing Specifications for 2.5-V Interface
At recommended operating conditions with GVDD of 2.5 ± 5%.

Parameter Symbol Min Max Unit Notes

AC input low voltage VIL — MVREF – 0.31 V —

AC input high voltage VIH MVREF + 0.31 — V —

Table 19. DDR and DDR2 SDRAM Input AC Timing Specifications
At recommended operating conditions with GVDD of (1.8 or 2.5 V) ± 5%.

Parameter Symbol Min Max Unit Notes

Controller Skew for MDQS—MDQ/MECC/MDM tCISKEW ps 1, 2

400 MHz –600 600 3

333 MHz –750 750 —
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Ethernet: Three-Speed Ethernet, MII Management

8.2.1.2 MII Receive AC Timing Specifications

Table 26 provides the MII receive AC timing specifications.
 

Figure 10 provides the AC test load for TSEC.

Figure 10. TSEC AC Test Load

Figure 11 shows the MII receive AC timing diagram.

Figure 11. MII Receive AC Timing Diagram

Table 26. MII Receive AC Timing Specifications
At recommended operating conditions with LVDD/OVDD of 3.3 V ± 10%.

Parameter/Condition Symbol1 Min Typ Max Unit

RX_CLK clock period 10 Mbps tMRX — 400 — ns

RX_CLK clock period 100 Mbps tMRX — 40 — ns

RX_CLK duty cycle tMRXH/tMRX 35 — 65 %

RXD[3:0], RX_DV, RX_ER setup time to RX_CLK tMRDVKH 10.0 — — ns

RXD[3:0], RX_DV, RX_ER hold time to RX_CLK tMRDXKH 10.0 — — ns

RX_CLK clock rise (20%–80%) tMRXR 1.0 — 4.0 ns

RX_CLK clock fall time (80%–20%) tMRXF 1.0 — 4.0 ns

Note:
1. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tMRDVKH symbolizes MII receive timing 
(MR) with respect to the time data input signals (D) reach the valid state (V) relative to the tMRX clock reference (K) going to 
the high (H) state or setup time. Also, tMRDXKL symbolizes MII receive timing (GR) with respect to the time data input signals 
(D) went invalid (X) relative to the tMRX clock reference (K) going to the low (L) state or hold time. In general, the clock 
reference symbol is based on three letters representing the clock of a particular function. For example, the subscript of tMRX 
represents the MII (M) receive (RX) clock. For rise and fall times, the latter convention is used with the appropriate letter: 
R (rise) or F (fall).

Output Z0 = 50 Ω OVDD/2
RL = 50 Ω

RX_CLK

RXD[3:0]

tMRDXKH

tMRX

tMRXH

tMRXR

tMRXF

RX_DV
RX_ER

tMRDVKH

Valid Data
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Figure 13 shows the MII management AC timing diagram.

Figure 13. MII Management Interface Timing Diagram

MDC fall time tMDHF — — 10 ns —

Notes:
1. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tMDKHDX symbolizes management data 
timing (MD) for the time tMDC from clock reference (K) high (H) until data outputs (D) are invalid (X) or data hold time. Also, 
tMDDVKH symbolizes management data timing (MD) with respect to the time data input signals (D) reach the valid state (V) 
relative to the tMDC clock reference (K) going to the high (H) state or setup time. For rise and fall times, the latter convention 
is used with the appropriate letter: R (rise) or F (fall).

2. This parameter is dependent on the csb_clk speed (that is, for a csb_clk of 267 MHz, the maximum frequency is 8.3 MHz 
and the minimum frequency is 1.2 MHz; for a csb_clk of 375 MHz, the maximum frequency is 11.7 MHz and the minimum 
frequency is 1.7 MHz).

3. This parameter is dependent on the csb_clk speed (that is, for a csb_clk of 267 MHz, the delay is 70 ns and for a csb_clk of 
333 MHz, the delay is 58 ns).

Table 30. MII Management AC Timing Specifications (continued)
At recommended operating conditions with LVDD is 3.3 V ± 10% or 2.5 V ± 5%.

Parameter/Condition Symbol1 Min Typ Max Unit Notes

MDC

tMDDXKH

tMDC

tMDCH

tMDCR

tMDCF

tMDDVKH

tMDKHDX

MDIO

MDIO

(Input)

(Output)
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10.2 Local Bus AC Electrical Specification
Table 34 and Table 35 describe the general timing parameters of the local bus interface of the 
MPC8343EA. 

Table 34. Local Bus General Timing Parameters—DLL On

Parameter Symbol1 Min Max Unit Notes

Local bus cycle time tLBK 7.5 — ns 2

Input setup to local bus clock (except LUPWAIT) tLBIVKH1 1.5 — ns 3, 4

LUPWAIT input setup to local bus clock tLBIVKH2 2.2 — ns 3, 4

Input hold from local bus clock (except LUPWAIT) tLBIXKH1 1.0 — ns 3, 4

LUPWAIT Input hold from local bus clock tLBIXKH2 1.0 — ns 3, 4

LALE output fall to LAD output transition (LATCH hold time) tLBOTOT1 1.5 — ns 5

LALE output fall to LAD output transition (LATCH hold time) tLBOTOT2 3 — ns 6

LALE output fall to LAD output transition (LATCH hold time) tLBOTOT3 2.5 — ns 7

Local bus clock to LALE rise tLBKHLR — 4.5 ns —

Local bus clock to output valid (except LAD/LDP and LALE) tLBKHOV1 — 4.5 ns —

Local bus clock to data valid for LAD/LDP tLBKHOV2 — 4.5 ns 3

Local bus clock to address valid for LAD tLBKHOV3 — 4.5 ns 3

Output hold from local bus clock (except LAD/LDP and LALE) tLBKHOX1 1 — ns 3

Output hold from local bus clock for LAD/LDP tLBKHOX2 1 — ns 3

Local bus clock to output high impedance for LAD/LDP tLBKHOZ — 3.8 ns 8

Notes:
1. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tLBIXKH1 symbolizes local bus timing (LB) 
for the input (I) to go invalid (X) with respect to the time the tLBK clock reference (K) goes high (H), in this case for clock one 
(1). Also, tLBKHOX symbolizes local bus timing (LB) for the tLBK clock reference (K) to go high (H), with respect to the output 
(O) going invalid (X) or output hold time. 

2. All timings are in reference to the rising edge of LSYNC_IN.
3. All signals are measured from OVDD/2 of the rising edge of LSYNC_IN to 0.4 × OVDD of the signal in question for 3.3 V 

signaling levels.
4. Input timings are measured at the pin.
5. tLBOTOT1 should be used when RCWH[LALE] is not set and when the load on the LALE output pin is at least 10 pF less than 

the load on the LAD output pins.
6. tLBOTOT2 should be used when RCWH[LALE] is set and when the load on the LALE output pin is at least 10 pF less than the 

load on the LAD output pins.
7. tLBOTOT3 should be used when RCWH[LALE] is set and when the load on the LALE output pin equals the load on the LAD 

output pins. 
8. For active/float timing measurements, the Hi-Z or off-state is defined to be when the total current delivered through the 

component pin is less than or equal to that of the leakage current specification.
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Figure 21. Local Bus Signals, GPCM/UPM Signals for LCCR[CLKDIV] = 4 (DLL Bypass Mode)

LCLK

UPM Mode Input Signal:
LUPWAIT

tLBIXKH
tLBIVKH

tLBIVKH

tLBIXKH

tLBKHOZ

T1

T3

UPM Mode Output Signals:
LCS[0:7]/LBS[0:3]/LGPL[0:5]

GPCM Mode Output Signals:
LCS[0:7]/LWE

tLBKLOV

tLBKLOV

tLBKHOZ

T2

T4

Input Signals:
LAD[0:31]/LDP[0:3]
(DLL Bypass Mode)
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Figure 26 provides the boundary-scan timing diagram.

Figure 26. Boundary-Scan Timing Diagram

Figure 27 provides the test access port timing diagram.

Figure 27. Test Access Port Timing Diagram

VM = Midpoint Voltage (OVDD/2)

VM VM

tJTDVKH
tJTDXKH

Boundary
Data Outputs

Boundary
Data Outputs

JTAG
External Clock

Boundary
Data Inputs

Output Data Valid

tJTKLDX

tJTKLDZ

tJTKLDV

Input
Data Valid

Output Data Valid

VM = Midpoint Voltage (OVDD/2)

VM VM

tJTIVKH
tJTIXKH

JTAG
External Clock

Output Data Valid

tJTKLOX

tJTKLOZ

tJTKLOV

Input
Data Valid

Output Data Valid

TDI, TMS

TDO

TDO



MPC8343EA PowerQUICC II Pro Integrated Host Processor Hardware Specifications, Rev. 11

44 Freescale Semiconductor
 

PCI

Table 42 provides the PCI AC timing specifications at 33 MHz.

Figure 30 provides the AC test load for PCI.

Figure 30. PCI AC Test Load

Input hold from clock tPCIXKH 0 — ns 3, 5

Notes:
1. PCI timing depends on M66EN and the ratio between PCI1/PCI2. Refer to the PCI chapter of the reference manual for a 

description of M66EN. 
2. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tPCIVKH symbolizes PCI timing (PC) with 
respect to the time the input signals (I) reach the valid state (V) relative to the PCI_SYNC_IN clock, tSYS, reference (K) going 
to the high (H) state or setup time. Also, tPCRHFV symbolizes PCI timing (PC) with respect to the time hard reset (R) went 
high (H) relative to the frame signal (F) going to the valid (V) state.

3. See the timing measurement conditions in the PCI 2.3 Local Bus Specifications.
4. For active/float timing measurements, the Hi-Z or off-state is defined to be when the total current delivered through the 

component pin is less than or equal to the leakage current specification.
5. Input timings are measured at the pin. 

Table 42. PCI AC Timing Specifications at 33 MHz

Parameter Symbol1 Min Max Unit Notes

Clock to output valid tPCKHOV — 11 ns 2

Output hold from clock tPCKHOX 2 — ns 2

Clock to output high impedance tPCKHOZ — 14 ns 2, 3

Input setup to clock tPCIVKH 3.0 — ns 2, 4

Input hold from clock tPCIXKH 0 — ns 2, 4

Notes:
1. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tPCIVKH symbolizes PCI timing (PC) with 
respect to the time the input signals (I) reach the valid state (V) relative to the PCI_SYNC_IN clock, tSYS, reference (K) going 
to the high (H) state or setup time. Also, tPCRHFV symbolizes PCI timing (PC) with respect to the time hard reset (R) went 
high (H) relative to the frame signal (F) going to the valid (V) state.

2. See the timing measurement conditions in the PCI 2.3 Local Bus Specifications.
3. For active/float timing measurements, the Hi-Z or off-state is defined to be when the total current delivered through the 

component pin is less than or equal to the leakage current specification.
4. Input timings are measured at the pin.

Table 41. PCI AC Timing Specifications at 66 MHz1 (continued)

Parameter Symbol2 Min Max Unit Notes

Output Z0 = 50 Ω OVDD/2
RL = 50 Ω
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14.2 Timer AC Timing Specifications
Table 44 provides the timer input and output AC timing specifications. 

15 GPIO
This section describes the DC and AC electrical specifications for the GPIO.

15.1 GPIO DC Electrical Characteristics
Table 45 provides the DC electrical characteristics for the MPC8343EA GPIO.

15.2 GPIO AC Timing Specifications
Table 46 provides the GPIO input and output AC timing specifications. 

Table 44. Timers Input AC Timing Specifications1

Parameter Symbol2 Min Unit

Timers inputs—minimum pulse width tTIWID 20 ns

Notes:
1. Input specifications are measured from the 50 percent level of the signal to the 50 percent level of the rising edge of CLKIN. 

Timings are measured at the pin.
2. Timer inputs and outputs are asynchronous to any visible clock. Timer outputs should be synchronized before use by external 

synchronous logic. Timer inputs are required to be valid for at least tTIWID ns to ensure proper operation.

Table 45. GPIO DC Electrical Characteristics

PArameter Symbol Condition Min Max Unit

Input high voltage VIH — 2.0 OVDD + 0.3 V

Input low voltage VIL — –0.3 0.8 V

Input current IIN — — ±5 μA

Output high voltage VOH IOH = –8.0 mA 2.4 — V

Output low voltage VOL IOL = 8.0 mA — 0.5 V

Output low voltage VOL IOL = 3.2 mA — 0.4 V

Table 46. GPIO Input AC Timing Specifications1

Parameter Symbol2 Min Unit

GPIO inputs—minimum pulse width tPIWID 20 ns

Notes:
1. Input specifications are measured from the 50 percent level of the signal to the 50 percent level of the rising edge of CLKIN. 

Timings are measured at the pin.
2. GPIO inputs and outputs are asynchronous to any visible clock. GPIO outputs should be synchronized before use by external 

synchronous logic. GPIO inputs must be valid for at least tPIWID ns to ensure proper operation.
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17.2 SPI AC Timing Specifications
Table 50 provides the SPI input and output AC timing specifications.

Figure 33 provides the AC test load for the SPI.

Figure 33. SPI AC Test Load

Input current IIN — — ±5 μA

Output high voltage VOH IOH = –8.0 mA 2.4 — V

Output low voltage VOL IOL = 8.0 mA — 0.5 V

Output low voltage VOL IOL = 3.2 mA — 0.4 V

Table 50.  SPI AC Timing Specifications1

Parameter Symbol2 Min Max Unit

SPI outputs valid—Master mode (internal clock) delay tNIKHOV — 6 ns

SPI outputs hold—Master mode (internal clock) delay tNIKHOX 0.5 — ns

SPI outputs valid—Slave mode (external clock) delay tNEKHOV — 8 ns

SPI outputs hold—Slave mode (external clock) delay tNEKHOX 2 — ns

SPI inputs—Master mode (internal clock input setup time tNIIVKH 4 — ns

SPI inputs—Master mode (internal clock input hold time tNIIXKH 0 — ns

SPI inputs—Slave mode (external clock) input setup time tNEIVKH 4 — ns

SPI inputs—Slave mode (external clock) input hold time tNEIXKH 2 — ns

Notes:
1. Output specifications are measured from the 50 percent level of the rising edge of CLKIN to the 50 percent level of the signal. 

Timings are measured at the pin.
2. The symbols for timing specifications follow the pattern of t(first two letters of functional block)(signal)(state)(reference)(state) for inputs 

and t(first two letters of functional block)(reference)(state)(signal)(state) for outputs. For example, tNIKHOX symbolizes the internal timing 
(NI) for the time SPICLK clock reference (K) goes to the high state (H) until outputs (O) are invalid (X). 

Table 49. SPI DC Electrical Characteristics (continued)

Parameter Symbol Condition Min Max Unit

Output Z0 = 50 Ω OVDD/2
RL = 50 Ω
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LBCTL H5 O OVDD —

LALE E3 O OVDD —

LGPL0/LSDA10/cfg_reset_source0 F4 I/O OVDD —

LGPL1/LSDWE/cfg_reset_source1 D2 I/O OVDD —

LGPL2/LSDRAS/LOE C1 O OVDD —

LGPL3/LSDCAS/cfg_reset_source2 C2 I/O OVDD —

LGPL4/LGTA/LUPWAIT/LPBSE C3 I/O OVDD 12

LGPL5/cfg_clkin_div B3 I/O OVDD —

LCKE E4 O OVDD —

LCLK[0:2] D4, A3, C4 O OVDD —

LSYNC_OUT U3 O OVDD —

LSYNC_IN Y2 I OVDD —

General Purpose I/O Timers

GPIO1[0]/DMA_DREQ0/GTM1_TIN1/
GTM2_TIN2

D27 I/O OVDD —

GPIO1[1]/DMA_DACK0/GTM1_TGATE1/
GTM2_TGATE2

E26 I/O OVDD —

GPIO1[2]/DMA_DDONE0/
GTM1_TOUT1

D28 I/O OVDD —

GPIO1[3]/DMA_DREQ1/GTM1_TIN2/
GTM2_TIN1

G25 I/O OVDD —

GPIO1[4]/DMA_DACK1/
GTM1_TGATE2/GTM2_TGATE1

J24 I/O OVDD —

GPIO1[5]/DMA_DDONE1/
GTM1_TOUT2/GTM2_TOUT1

F26 I/O OVDD —

GPIO1[6]/DMA_DREQ2/GTM1_TIN3/
GTM2_TIN4

E27 I/O OVDD —

GPIO1[7]/DMA_DACK2/GTM1_TGATE3/
GTM2_TGATE4

E28 I/O OVDD —

GPIO1[8]/DMA_DDONE2/
GTM1_TOUT3

H25 I/O OVDD —

GPIO1[9]/DMA_DREQ3/GTM1_TIN4/
GTM2_TIN3

F27 I/O OVDD —

GPIO1[10]/DMA_DACK3/
GTM1_TGATE4/GTM2_TGATE3

K24 I/O OVDD —

GPIO1[11]/DMA_DDONE3/
GTM1_TOUT4/GTM2_TOUT3

G26 I/O OVDD —

Table 51. MPC8343EA (PBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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Power and Ground Signals

AVDD1 C15 Power for e300 
PLL (1.2 V)

AVDD1 —

AVDD2 U1 Power for 
system PLL 

(1.2 V)

AVDD2 —

AVDD3 AF9 Power for DDR 
DLL (1.2 V)

— —

AVDD4 U2 Power for LBIU 
DLL (1.2 V)

AVDD4 —

GND A2, B1, B2, D10, D18, E6, E14, E22, F9, 
F12, F15, F18, F21, F24, G5, H6, J23, 
L4, L6, L12, L13, L14, L15, L16, L17, 

M11, M12, M13, M14, M15, M16, M17, 
M18, M23, N11, N12, N13, N14, N15, 

N16, N17, N18, P6, P11, P12, P13, P14, 
P15, P16, P17, P18, P24, R5, R23, R11, 

R12, R13, R14, R15, R16, R17, R18, 
T11, T12, T13, T14, T15, T16, T17, T18, 

U6, U11, U12, U13, U14, U15, U16, 
U17, U18, V12, V13, V14, V15, V16, 
V17, V23, V25, W4, Y6, AA23, AB24, 
AC5, AC8, AC11, AC14, AC17, AC20, 
AD9, AD15, AD21, AE12, AE18, AF3, 

AF26

— — —

GVDD U9, V9, W10, W19, Y11, Y12, Y14, Y15, 
Y17, Y18, AA6, AB5, AC9, AC12, AC15, 
AC18, AC21, AC24, AD6, AD8, AD14, 
AD20, AE5, AE11, AE17, AG2, AG27

Power for DDR 
DRAM I/O 

voltage
(2.5 V)

GVDD —

LVDD1 U20, W25 Power for three 
speed  Ethernet 

#1 and for 
Ethernet 

management 
interface I/O 
(2.5V, 3.3V)

LVDD1 —

LVDD2 V20, Y23 Power for three 
speed  Ethernet 

#2 I/O (2.5 V, 
3.3 V)

LVDD2 —

VDD J11, J12, J15, K10, K11, K12, K13, K14, 
K15, K16, K17, K18, K19, L10, L11, L18, 
L19, M10, M19, N10, N19, P9, P10, P19, 

R10, R19, R20, T10, T19, U10, U19, 
V10, V11, V18, V19, W11, W12, W13, 

W14, W15, W16, W17, W18

Power for core
(1.2 V)

VDD —

Table 51. MPC8343EA (PBGA) Pinout Listing (continued)

Signal Package Pin Number Pin Type
Power
Supply

Notes
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19 Clocking
Figure 37 shows the internal distribution of the clocks. 

Figure 37. MPC8343EA Clock Subsystem

The primary clock source can be one of two inputs, CLKIN or PCI_CLK, depending on whether the device 
is configured in PCI host or PCI agent mode. When the MPC8343EA is configured as a PCI host device, 
CLKIN is its primary input clock. CLKIN feeds the PCI clock divider (÷2) and the multiplexors for 
PCI_SYNC_OUT and PCI_CLK_OUT. The CFG_CLKIN_DIV configuration input selects whether 
CLKIN or CLKIN/2 is driven out on the PCI_SYNC_OUT signal. The OCCR[PCICDn] parameters select 
whether CLKIN or CLKIN/2 is driven out on the PCI_CLK_OUTn signals.

PCI_SYNC_OUT is connected externally to PCI_SYNC_IN to allow the internal clock subsystem to 
synchronize to the system PCI clocks. PCI_SYNC_OUT must be connected properly to PCI_SYNC_IN, 
with equal delay to all PCI agent devices in the system, to allow the MPC8343EA to function. When the 
device is configured as a PCI agent device, PCI_CLK is the primary input clock and the CLKIN signal 
should be tied to GND.
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Table 53 provides the operating frequencies for the MPC8343EA PBGA under recommended operating 
conditions.

19.1 System PLL Configuration 
The system PLL is controlled by the RCWL[SPMF] parameter. Table 54 shows the multiplication factor 
encodings for the system PLL.

Table 53. Operating Frequencies for PBGA

Parameter1

1 The CLKIN frequency, RCWL[SPMF], and RCWL[COREPLL] settings must be chosen so that the resulting csb_clk, MCLK, 
LCLK[0:2], and core_clk frequencies do not exceed their respective maximum or minimum operating frequencies. The value 
of SCCR[ENCCM], SCCR[USBDRCM], and SCCR[USBMPHCM] must be programmed so that the maximum internal 
operating frequency of the Security core and USB modules does not exceed the respective values listed in this table.

266 MHz 333 MHz 400 MHz Unit

e300 core frequency (core_clk) 200–266 200–333 200–400 MHz

Coherent system bus frequency (csb_clk) 100–266 MHz

DDR1 memory bus frequency (MCK)2

2 The DDR data rate is 2× the DDR memory bus frequency.

100–133 MHz

DDR2 memory bus frequency (MCK)3

3 The DDR data rate is 2× the DDR memory bus frequency.

100–133 MHz

Local bus frequency (LCLKn)4

4 The local bus frequency is ½, ¼, or 1/8 of the lbiu_clk frequency (depending on LCCR[CLKDIV]) which is in turn 1× or 2× the 
csb_clk frequency (depending on RCWL[LBIUCM]).

16.67–133 MHz

PCI input frequency (CLKIN or PCI_CLK) 25–66 MHz

Security core maximum internal operating frequency 133 MHz

USB_DR, USB_MPH maximum internal operating 
frequency

133 MHz

Table 54. System PLL Multiplication Factors

RCWL[SPMF] System PLL Multiplication Factor

0000 × 16

0001 Reserved

0010 × 2

0011 × 3

0100 × 4

0101 × 5

0110 × 6

0111 × 7

1000 × 8

1001 × 9

1010 × 10
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As described in Section 19, “Clocking,” the LBIUCM, DDRCM, and SPMF parameters in the reset 
configuration word low and the CFG_CLKIN_DIV configuration input signal select the ratio between the 
primary clock input (CLKIN or PCI_CLK) and the internal coherent system bus clock (csb_clk). Table 55 
and Table 56 show the expected frequency values for the CSB frequency for select csb_clk to 
CLKIN/PCI_SYNC_IN ratios.

1011 × 11

1100 × 12

1101 × 13

1110 × 14

1111 × 15

Table 55. CSB Frequency Options for Host Mode

CFG_CLKIN_DIV 
at Reset1

SPMF
csb_clk :

Input Clock Ratio2

Input Clock Frequency (MHz)2

16.67 25 33.33 66.67

csb_clk Frequency (MHz)

Low 0010 2 : 1 133

Low 0011 3 : 1 100 200

Low 0100 4 : 1 100 133 266

Low 0101 5 : 1 125 166 333

Low 0110 6 : 1 100 150 200

Low 0111 7 : 1 116 175 233

Low 1000 8 : 1 133 200 266

Low 1001 9 : 1 150 225 300 

Low 1010 10 : 1 166 250 333 

Low 1011 11 : 1 183 275

Low 1100 12 : 1 200 300

Low 1101 13 : 1 216 325

Low 1110 14 : 1 233 

Low 1111 15 : 1 250 

Low 0000 16 : 1 266 

Table 54. System PLL Multiplication Factors (continued)

RCWL[SPMF] System PLL Multiplication Factor
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20 Thermal
This section describes the thermal specifications of the MPC8343EA. 

20.1 Thermal Characteristics
.Table 59 provides the package thermal characteristics for the 620 29 × 29 mm PBGA of the MPC8343EA.

20.2 Thermal Management Information
For the following sections, PD = (VDD × IDD) + PI/O where PI/O is the power dissipation of the I/O drivers. 
See Table 5 for I/O power dissipation values.

20.2.1 Estimation of Junction Temperature with Junction-to-Ambient 
Thermal Resistance

An estimation of the chip junction temperature, TJ, can be obtained from the equation:
TJ = TA + (RθJA × PD)

where:
TJ = junction temperature (°C)
TA = ambient temperature for the package (°C)
RθJA = junction-to-ambient thermal resistance (°C/W)
PD = power dissipation in the package (W) 

Table 59. Package Thermal Characteristics for PBGA

Parameter Symbol Value Unit Notes

Junction-to-ambient natural convection on single-layer board (1s) RθJA 21 °C/W 1, 2

Junction-to-ambient natural convection on four-layer board (2s2p) RθJMA 15 °C/W 1, 3

Junction-to-ambient (at 200 ft/min) on single-layer board (1s) RθJMA 17 °C/W 1, 3

Junction-to-ambient (at 200 ft/min) on four-layer board (2s2p) RθJMA 12 °C/W 1, 3

Junction-to-board thermal RθJB 6 °C/W 4

Junction-to-case thermal RθJC 5 °C/W 5

Junction-to-package natural convection on top ψJT 5 °C/W 6

Notes
1. Junction temperature is a function of die size, on-chip power dissipation, package thermal resistance, mounting site (board) 

temperature, ambient temperature, air flow, power dissipation of other components on the board, and board thermal 
resistance.

2. Per SEMI G38-87 and JEDEC JESD51-2 with the single-layer board horizontal.
3. Per JEDEC JESD51-6 with the board horizontal.
4. Thermal resistance between the die and the printed-circuit board per JEDEC JESD51-8. Board temperature is measured on 

the top surface of the board near the package.
5. Thermal resistance between the die and the case top surface as measured by the cold plate method (MIL SPEC-883 Method 

1012.1).
6. Thermal characterization parameter indicating the temperature difference between package top and the junction temperature 

per JEDEC JESD51-2. When Greek letters are not available, the thermal characterization parameter is written as Psi-JT.
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Interface material vendors include the following:
Chomerics, Inc. 781-935-4850
77 Dragon Ct.
Woburn, MA 01801
Internet: www.chomerics.com
Dow-Corning Corporation 800-248-2481
Dow-Corning Electronic Materials
P.O. Box 994
Midland, MI 48686-0997
Internet: www.dowcorning.com
Shin-Etsu MicroSi, Inc. 888-642-7674
10028 S. 51st St.
Phoenix, AZ 85044
Internet: www.microsi.com
The Bergquist Company 800-347-4572
18930 West 78th St.
Chanhassen, MN 55317
Internet: www.bergquistcompany.com

20.3 Heat Sink Attachment
When heat sinks are attached, an interface material is required, preferably thermal grease and a spring clip. 
The spring clip should connect to the printed-circuit board, either to the board itself, to hooks soldered to 
the board, or to a plastic stiffener. Avoid attachment forces that can lift the edge of the package or peel the 
package from the board. Such peeling forces reduce the solder joint lifetime of the package. The 
recommended maximum force on the top of the package is 10 lb force (4.5 kg force). Any adhesive 
attachment should attach to painted or plastic surfaces, and its performance should be verified under the 
application requirements. 

20.3.1 Experimental Determination of the Junction Temperature with a 
Heat Sink

When a heat sink is used, the junction temperature is determined from a thermocouple inserted at the 
interface between the case of the package and the interface material. A clearance slot or hole is normally 
required in the heat sink. Minimize the size of the clearance to minimize the change in thermal 
performance caused by removing part of the thermal interface to the heat sink. Because of the experimental 
difficulties with this technique, many engineers measure the heat sink temperature and then back calculate 
the case temperature using a separate measurement of the thermal resistance of the interface. From this 
case temperature, the junction temperature is determined from the junction-to-case thermal resistance. 

TJ = TC + (RθJC × PD)

where:
TJ = junction temperature (°C)
TC = case temperature of the package (°C)


