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2 – ProASIC3E DC and Switching Characteristics

General Specifications
DC and switching characteristics for –F speed grade targets are based only on simulation.

The characteristics provided for the –F speed grade are subject to change after establishing FPGA
specifications. Some restrictions might be added and will be reflected in future revisions of this
document. The –F speed grade is only supported in the commercial temperature range.

Operating Conditions
Stresses beyond those listed in Table 2-1 may cause permanent damage to the device.

Exposure to absolute maximum rating conditions for extended periods may affect device reliability.
Absolute Maximum Ratings are stress ratings only; functional operation of the device at these or any
other conditions beyond those listed under the Recommended Operating Conditions specified in
Table 2-2 on page 2-2 is not implied. 

Table 2-1 • Absolute Maximum Ratings

Symbol Parameter Limits Units

VCC DC core supply voltage –0.3 to 1.65 V

VJTAG JTAG DC voltage –0.3 to 3.75 V

VPUMP Programming voltage –0.3 to 3.75 V

VCCPLL Analog power supply (PLL) –0.3 to 1.65 V

VCCI 2 DC I/O output buffer supply voltage –0.3 to 3.75 V

VMV 2 DC I/O input buffer supply voltage –0.3 to 3.75 V

VI I/O input voltage –0.3 V to 3.6 V (when I/O hot insertion mode is enabled)

–0.3 V to (VCCI + 1 V) or 3.6 V, whichever voltage is lower
(when I/O hot-insertion mode is disabled)

V

TSTG
3 Storage temperature –65 to +150 °C

TJ
3 Junction temperature +125 °C

Notes:

1. The device should be operated within the limits specified by the datasheet. During transitions, the input signal may
undershoot or overshoot according to the limits shown in Table 2-3 on page 2-2.

2. VMV pins must be connected to the corresponding VCCI pins. See the "VMVx I/O Supply Voltage (quiet)" section on
page 3-1 for further information.

3. For flash programming and retention maximum limits, refer to Table 2-3 on page 2-2, and for recommended operating
limits, refer to Table 2-2 on page 2-2.
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ProASIC3E Flash Family FPGAs
Thermal Characteristics

Introduction
The temperature variable in Designer software refers to the junction temperature, not the ambient
temperature. This is an important distinction because dynamic and static power consumption cause the
chip junction to be higher than the ambient temperature.

EQ 1 can be used to calculate junction temperature.

TJ = Junction Temperature = T + TA 

EQ 1

where:

TA = Ambient Temperature

T = Temperature gradient between junction (silicon) and ambient T = ja * P 

ja = Junction-to-ambient of the package. ja numbers are located in Table 2-5.

P = Power dissipation

Package Thermal Characteristics
The device junction-to-case thermal resistivity is jc and the junction-to-ambient air thermal resistivity is
ja. The thermal characteristics for ja are shown for two air flow rates. The absolute maximum junction
temperature is 110°C. EQ 2 shows a sample calculation of the absolute maximum power dissipation
allowed for an 896-pin FBGA package at commercial temperature and in still air. 

EQ 2

Temperature and Voltage Derating Factors 

Maximum Power Allowed Max. junction temp.  (C) Max. ambient temp. (C)–
ja(C/W)

--------------------------------------------------------------------------------------------------------------------------------- 110C 70C–
13.6C/W

----------------------------------- 5.88 W===

Table 2-5 • Package Thermal Resistivities

Package Type Pin Count jc

ja

UnitsStill Air 200 ft./min. 500 ft./min.

Plastic Quad Flat Package (PQFP) 208 8.0 26.1 22.5 20.8 C/W

Plastic Quad Flat Package (PQFP) with
embedded heat spreader in A3PE3000

208 3.8 16.2 13.3 11.9 C/W

Fine Pitch Ball Grid Array (FBGA) 256 3.8 26.9 22.8 21.5 C/W

484 3.2 20.5 17.0 15.9 C/W

676 3.2 16.4 13.0 12.0 C/W

896 2.4 13.6 10.4 9.4 C/W

Table 2-6 • Temperature and Voltage Derating Factors for Timing Delays
(normalized to TJ = 70°C, VCC = 1.425 V)

Array Voltage 
VCC (V)

Junction Temperature (°C)

–40°C 0°C 25°C 70°C 85°C 100°C

1.425 0.87 0.92 0.95 1.00 1.02 1.04

1.500 0.83 0.88 0.90 0.95 0.97 0.98

1.575 0.80 0.85 0.87 0.92 0.93 0.95
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ProASIC3E Flash Family FPGAs
HSTL (I) 1.5 0.17 2.03

HSTL (II) 1.5 0.17 2.03

SSTL2 (I) 2.5 1.38 4.48

SSTL2 (II) 2.5 1.38 4.48

SSTL3 (I) 3.3 3.21 9.26

SSTL3 (II) 3.3 3.21 9.26

Differential

LVDS/B-LVDS/M-LVDS 2.5 2.26 1.50

LVPECL 3.3 5.71 2.17

Table 2-9 • Summary of I/O Output Buffer Power (per pin) – Default I/O Software Settings 1

CLOAD
(pF)

VCCI
(V)

Static Power
PDC3 (mW)2

Dynamic Power
PAC10 (µW/MHz)3

Single-Ended

3.3 V LVTTL/LVCMOS 35 3.3 – 474.70

3.3 V LVTTL/LVCMOS Wide Range4 35 3.3 – 474.70

2.5 V LVCMOS 35 2.5 – 270.73

1.8 V LVCMOS 35 1.8 – 151.78

1.5 V LVCMOS (JESD8-11) 35 1.5 – 104.55

3.3 V PCI 10 3.3 – 204.61

3.3 V PCI-X 10 3.3 – 204.61

Voltage-Referenced

3.3 V GTL 10 3.3 – 24.08

2.5 V GTL 10 2.5 – 13.52

3.3 V GTL+ 10 3.3 – 24.10

2.5 V GTL+ 10 2.5 – 13.54

HSTL (I) 20 1.5 7.08 26.22

HSTL (II) 20 1.5 13.88 27.22

SSTL2 (I) 30 2.5 16.69 105.56

SSTL2 (II) 30 2.5 25.91 116.60

Notes:

1. Dynamic power consumption is given for standard load and software default drive strength and output slew.
2. PDC3 is the static power (where applicable) measured on VCCI.

3. PAC10 is the total dynamic power measured on VCC and VCCI.

4. All LVCMOS 3.3 V software macros support LVCMOS 3.3 V wide range as specified in the JESD8-B specification.

Table 2-8 • Summary of I/O Input Buffer Power (per pin) – Default I/O Software Settings (continued)

VMV
(V)

Static Power
PDC2 (mW)1

Dynamic Power
PAC9 (µW/MHz)2

Notes:

1. PDC2 is the static power (where applicable) measured on VMV.
2. PAC9 is the total dynamic power measured on VCC and VMV.

3. All LVCMOS 3.3 V software macros support LVCMOS 3.3 V wide range as specified in the JESD8b specification.
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ProASIC3E DC and Switching Characteristics
Summary of I/O Timing Characteristics – Default I/O Software 
Settings

Table 2-15 • Summary of AC Measuring Points

Standard
Input Reference Voltage

(VREF_TYP)
Board Termination
Voltage (VTT_REF)

Measuring Trip Point
(Vtrip)

3.3 V LVTTL / 3.3 V
LVCMOS

– – 1.4 V

3.3 V LVCMOS Wide Range – – 1.4 V

2.5 V LVCMOS – – 1.2 V

1.8 V LVCMOS – – 0.90 V

1.5 V LVCMOS – – 0.75 V

3.3 V PCI – – 0.285 * VCCI (RR)

0.615 * VCCI (FF))

3.3 V PCI-X – – 0.285 * VCCI (RR)

0.615 * VCCI (FF)

3.3 V GTL 0.8 V 1.2 V VREF

2.5 V GTL 0.8 V 1.2 V VREF

3.3 V GTL+ 1.0 V 1.5 V VREF

2.5 V GTL+ 1.0 V 1.5 V VREF

HSTL (I) 0.75 V 0.75 V VREF

HSTL (II) 0.75 V 0.75 V VREF

SSTL2 (I) 1.25 V 1.25 V VREF

SSTL2 (II) 1.25 V 1.25 V VREF

SSTL3 (I) 1.5 V 1.485 V VREF

SSTL3 (II) 1.5 V 1.485 V VREF

LVDS – – Cross point

LVPECL – – Cross point

Table 2-16 • I/O AC Parameter Definitions

Parameter Definition

tDP Data to Pad delay through the Output Buffer

tPY Pad to Data delay through the Input Buffer with Schmitt trigger disabled

tDOUT Data to Output Buffer delay through the I/O interface

tEOUT Enable to Output Buffer Tristate Control delay through the I/O interface

tDIN Input Buffer to Data delay through the I/O interface

tPYS Pad to Data delay through the Input Buffer with Schmitt trigger enabled

tHZ Enable to Pad delay through the Output Buffer—High to Z 

tZH Enable to Pad delay through the Output Buffer—Z to High

tLZ Enable to Pad delay through the Output Buffer—Low to Z

tZL Enable to Pad delay through the Output Buffer—Z to Low

tZHS Enable to Pad delay through the Output Buffer with delayed enable—Z to High

tZLS Enable to Pad delay through the Output Buffer with delayed enable—Z to Low
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ProASIC3E DC and Switching Characteristics
Single-Ended I/O Characteristics

3.3 V LVTTL / 3.3 V LVCMOS
Low-Voltage Transistor–Transistor Logic is a general-purpose standard (EIA/JESD) for 3.3 V
applications. It uses an LVTTL input buffer and push-pull output buffer. The 3.3 V LVCMOS standard is
supported as part of the 3.3 V LVTTL support.

Table 2-25 • Minimum and Maximum DC Input and Output Levels

3.3 V LVTTL / 
3.3 V LVCMOS VIL VIH VOL VOH IOL IOH IOSL IOSH IIL1 IIH2

Drive Strength
Min.

V
Max.

V
Min.,

V
Max.

V
Max.

V
Min.

V mA mA
Max.
mA3

Max.
mA3 µA4 µA4

2 mA –0.3 0.8 2 3.6 0.4 2.4 4 4 27 25 10 10

4 mA –0.3 0.8 2 3.6 0.4 2.4 4 4 27 25 10 10

6 mA –0.3 0.8 2 3.6 0.4 2.4 8 8 54 51 10 10

8 mA –0.3 0.8 2 3.6 0.4 2.4 8 8 54 51 10 10

12 mA –0.3 0.8 2 3.6 0.4 2.4 12 12 109 103 10 10

16 mA –0.3 0.8 2 3.6 0.4 2.4 16 16 127 132 10 10

24 mA –0.3 0.8 2 3.6 0.4 2.4 24 24 181 268 10 10

Notes:

1. IIL is the input leakage current per I/O pin over recommended operation conditions where –0.3 V< VIN < VIL.
2. IIH is the input leakage current per I/O pin over recommended operating conditions VIH < VIN< VCCI. Input current is

larger when operating outside recommended ranges.

3. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.

4. Currents are measured at 85°C junction temperature.

5. Software default selection highlighted in gray.

Figure 2-6 • AC Loading

Table 2-26 • 3.3 V LVTTL / 3.3 V LVCMOS AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V) Measuring Point* (V) VREF (typ.) (V) CLOAD (pF)

0 3.3 1.4 – 35

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point
Test Point

Enable PathDatapath 35 pF

R = 1 k R to VCCI for tLZ / tZL / tZLS
R to GND for tHZ / tZH / tZHS

35 pF for tZH / tZHS / tZL / tZLS
35 pF for tHZ / tLZ
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ProASIC3E DC and Switching Characteristics
Timing Characteristics

Table 2-31 • 3.3 V LVCMOS Wide Range High Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 2.7 V

Drive 
Strength 

Equivalent 
Software 
Default 
Drive 
Strength 
Option1 

Speed
Grade tDOUT tDP tDIN tPY tPYS tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

100 µA 4 mA Std. 0.66 12.19 0.04 1.83 2.38 0.43 12.19 10.17 4.16 4.00 15.58 13.57 ns

–1 0.56 10.37 0.04 1.55 2.02 0.36 10.37 8.66 3.54 3.41 13.26 11.54 ns

–2 0.49 9.10 0.03 1.36 1.78 0.32 9.10 7.60 3.11 2.99 11.64 10.13 ns

100 µA 8 mA Std. 0.66 7.85 0.04 1.83 2.38 0.43 7.85 6.29 4.71 4.97 11.24 9.68 ns

–1 0.56 6.68 0.04 1.55 2.02 0.36 6.68 5.35 4.01 4.22 9.57 8.24 ns

–2 0.49 5.86 0.03 1.36 1.78 0.32 5.86 4.70 3.52 3.71 8.40 7.23 ns

100 µA 12 mA Std. 0.66 5.67 0.04 1.83 2.38 0.43 5.67 4.36 5.06 5.59 9.07 7.75 ns

–1 0.56 4.82 0.04 1.55 2.02 0.36 4.82 3.71 4.31 4.75 7.71 6.59 ns

–2 0.49 4.24 0.03 1.36 1.78 0.32 4.24 3.25 3.78 4.17 6.77 5.79 ns

100 µA 16 mA Std. 0.66 5.35 0.04 1.83 2.38 0.43 5.35 3.96 5.15 5.76 8.75 7.35 ns

–1 0.56 4.55 0.04 1.55 2.02 0.36 4.55 3.36 4.38 4.90 7.44 6.25 ns

–2 0.49 4.00 0.03 1.36 1.78 0.32 4.00 2.95 3.85 4.30 6.53 5.49 ns

100 µA 24 mA Std. 0.66 4.96 0.04 1.83 2.38 0.43 4.96 3.27 5.23 6.38 8.35 6.67 ns

–1 0.56 4.22 0.04 1.55 2.02 0.36 4.22 2.78 4.45 5.43 7.11 5.67 ns

–2 0.49 3.70 0.03 1.36 1.78 0.32 3.70 2.44 3.91 4.76 6.24 4.98 ns

Notes:

1. The minimum drive strength for any LVCMOS 3.3 V software configuration when run in wide range is ±100 µA. Drive
strength displayed in the software is supported for normal range only. For a detailed I/V curve, refer to the IBIS models.

2. Software default selection highlighted in gray.

3. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E DC and Switching Characteristics
HSTL Class II
High-Speed Transceiver Logic is a general-purpose high-speed 1.5 V bus standard (EIA/JESD8-6).
ProASIC3E devices support Class II. This provides a differential amplifier input buffer and a push-pull
output buffer.

Timing Characteristics

Table 2-63 • Minimum and Maximum DC Input and Output Levels

HSTL Class II VIL VIH VOL VOH IOL IOH IOSL IOSH IIL IIH

Drive 
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.,
V

Min.
V mA mA

Max.
mA1

Max.
mA1 µA2 µA2

15 mA3 –0.3 VREF – 0.1 VREF + 0.1 3.6 0.4 VCCI – 0.4 15 15 55 66 10 10

Notes:

1. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.
2. Currents are measured at 85°C junction temperature.

3. Output drive strength is below JEDEC specification.

Figure 2-17 • AC Loading

Table 2-64 • AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V)
Measuring 
Point* (V) VREF (typ.) (V) VTT (typ.) (V) CLOAD (pF)

VREF – 0.1 VREF + 0.1 0.75 0.75 0.75 20

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point

20 pF

25

HSTL
Class II

VTT

Table 2-65 • HSTL Class II
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, 
Worst-Case VCCI = 1.4 V, VREF = 0.75 V

Speed 
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

Std. 0.66 3.02 0.04 2.12 0.43 3.08 2.71 5.32 4.95 ns

–1 0.56 2.57 0.04 1.81 0.36 2.62 2.31 4.52 4.21 ns

–2 0.49 2.26 0.03 1.59 0.32 2.30 2.03 3.97 3.70 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E Flash Family FPGAs
SSTL3 Class I
Stub-Speed Terminated Logic for 3.3 V memory bus standard (JESD8-8). ProASIC3E devices support
Class I. This provides a differential amplifier input buffer and a push-pull output buffer.

Timing Characteristics

Table 2-72 • Minimum and Maximum DC Input and Output Levels

SSTL3 Class I VIL VIH VOL VOH IOL IOH IOSL IOSH IIL IIH

Drive 
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.
V

Min.
V mA mA

Max.
mA1

Max.
mA1 µA2 µA2

14 mA –0.3 VREF – 0.2 VREF + 0.2 3.6 0.7 VCCI – 1.1 14 14 54 51 10 10

Notes:

1. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.
2. Currents are measured at 85°C junction temperature.

Figure 2-20 • AC Loading

Table 2-73 • AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V)
Measuring 
Point* (V) VREF (typ.) (V) VTT (typ.) (V) CLOAD (pF)

VREF – 0.2 VREF + 0.2 1.5 1.5 1.485 30

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point

30 pF

50

25

SSTL3
Class I

VTT

Table 2-74 • SSTL3 Class I
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, 
Worst-Case VCCI = 3.0 V, VREF = 1.5 V

Speed 
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

Std. 0.66 2.31 0.04 1.25 0.43 2.35 1.84 4.59 4.07 ns

–1 0.56 1.96 0.04 1.06 0.36 2.00 1.56 3.90 3.46 ns

–2 0.49 1.72 0.03 0.93 0.32 1.75 1.37 3.42 3.04 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E Flash Family FPGAs
Input Register

Timing Characteristics

Figure 2-27 • Input Register Timing Diagram
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Table 2-86 • Input Data Register Propagation Delays
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V

Parameter Description –2 –1 Std. Units

tICLKQ Clock-to-Q of the Input Data Register 0.24 0.27 0.32 ns

tISUD Data Setup Time for the Input Data Register 0.26 0.30 0.35 ns

tIHD Data Hold Time for the Input Data Register 0.00 0.00 0.00 ns

tISUE Enable Setup Time for the Input Data Register 0.37 0.42 0.50 ns

tIHE Enable Hold Time for the Input Data Register 0.00 0.00 0.00 ns

tICLR2Q Asynchronous Clear-to-Q of the Input Data Register 0.45 0.52 0.61 ns

tIPRE2Q Asynchronous Preset-to-Q of the Input Data Register 0.45 0.52 0.61 ns

tIREMCLR Asynchronous Clear Removal Time for the Input Data Register 0.00 0.00 0.00 ns

tIRECCLR Asynchronous Clear Recovery Time for the Input Data Register 0.22 0.25 0.30 ns

tIREMPRE Asynchronous Preset Removal Time for the Input Data Register 0.00 0.00 0.00 ns

tIRECPRE Asynchronous Preset Recovery Time for the Input Data Register 0.22 0.25 0.30 ns

tIWCLR Asynchronous Clear Minimum Pulse Width for the Input Data Register 0.22 0.25 0.30 ns

tIWPRE Asynchronous Preset Minimum Pulse Width for the Input Data Register 0.22 0.25 0.30 ns

tICKMPWH Clock Minimum Pulse Width High for the Input Data Register 0.36 0.41 0.48 ns

tICKMPWL Clock Minimum Pulse Width Low for the Input Data Register 0.32 0.37 0.43 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E Flash Family FPGAs
Timing Characteristics

Figure 2-31 • Input DDR Timing Diagram
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Table 2-90 • Input DDR Propagation Delays
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V

Parameter Description –2 –1 Std. Units

tDDRICLKQ1 Clock-to-Out Out_QR for Input DDR 0.39 0.44 0.52 ns

tDDRICLKQ2 Clock-to-Out Out_QF for Input DDR 0.27 0.31 0.37 ns

tDDRISUD Data Setup for Input DDR 0.28 0.32 0.38 ns

tDDRIHD Data Hold for Input DDR 0.00 0.00 0.00 ns

tDDRICLR2Q1 Asynchronous Clear to Out Out_QR for Input DDR 0.57 0.65 0.76 ns

tDDRICLR2Q2 Asynchronous Clear-to-Out Out_QF for Input DDR 0.46 0.53 0.62 ns

tDDRIREMCLR Asynchronous Clear Removal Time for Input DDR 0.00 0.00 0.00 ns

tDDRIRECCLR Asynchronous Clear Recovery Time for Input DDR 0.22 0.25 0.30 ns

tDDRIWCLR Asynchronous Clear Minimum Pulse Width for Input DDR 0.22 0.25 0.30 ns

tDDRICKMPWH Clock Minimum Pulse Width High for Input DDR 0.36 0.41 0.48 ns

tDDRICKMPWL Clock Minimum Pulse Width Low for Input DDR 0.32 0.37 0.43 ns

FDDRIMAX Maximum Frequency for Input DDR 1404 1232 1048 MHz

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E Flash Family FPGAs
Timing Waveforms

Figure 2-47 • FIFO Read

Figure 2-48 • FIFO Write
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ProASIC3E DC and Switching Characteristics
Timing Characteristics

Table 2-101 • FIFO
Commercial-Case Conditions: TJ = 70°C, VCC = 1.425 V

Parameter Description –2 –1 Std. Units

tENS REN, WEN Setup Time 1.38 1.57 1.84 ns

tENH REN, WEN Hold Time 0.02 0.02 0.02 ns

tBKS BLK Setup Time 0.19 0.22 0.26 ns

tBKH BLK Hold Time 0.00 0.00 0.00 ns

tDS Input Data (WD) Setup Time 0.18 0.21 0.25 ns

tDH Input Data (WD) Hold Time 0.00 0.00 0.00 ns

tCKQ1 Clock High to New Data Valid on RD (pass-through) 2.36 2.68 3.15 ns

tCKQ2 Clock High to New Data Valid on RD (pipelined) 0.89 1.02 1.20 ns

tRCKEF RCLK High to Empty Flag Valid 1.72 1.96 2.30 ns

tWCKFF WCLK High to Full Flag Valid 1.63 1.86 2.18 ns

tCKAF Clock High to Almost Empty/Full Flag Valid 6.19 7.05 8.29 ns

tRSTFG RESET Low to Empty/Full Flag Valid 1.69 1.93 2.27 ns

tRSTAF RESET Low to Almost Empty/Full Flag Valid 6.13 6.98 8.20 ns

tRSTBQ RESET Low to Data Out Low on RD (pass-through) 0.92 1.05 1.23 ns

RESET Low to Data Out Low on RD (pipelined) 0.92 1.05 1.23 ns

tREMRSTB RESET Removal 0.29 0.33 0.38 ns

tRECRSTB RESET Recovery 1.50 1.71 2.01 ns

tMPWRSTB RESET Minimum Pulse Width 0.21 0.24 0.29 ns

tCYC Clock Cycle Time 3.23 3.68 4.32 ns

FMAX Maximum Frequency 310 272 231 MHz

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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Package Pin Assignments
FG256

Note
For Package Manufacturing and Environmental information, visit the Resource Center at
http://www.microsemi.com/products/fpga-soc/solutions.

Note: This is the bottom view of the package.
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ProASIC3E Flash Family FPGAs
FG256

Pin Number A3PE600 Function

A1 GND

A2 GAA0/IO00NDB0V0

A3 GAA1/IO00PDB0V0

A4 GAB0/IO01NDB0V0

A5 IO05PDB0V0

A6 IO10PDB0V1

A7 IO12PDB0V2

A8 IO16NDB0V2

A9 IO23NDB1V0

A10 IO23PDB1V0

A11 IO28NDB1V1

A12 IO28PDB1V1

A13 GBB1/IO34PDB1V1

A14 GBA0/IO35NDB1V1

A15 GBA1/IO35PDB1V1

A16 GND

B1 GAB2/IO133PDB7V1

B2 GAA2/IO134PDB7V1

B3 GNDQ

B4 GAB1/IO01PDB0V0

B5 IO05NDB0V0

B6 IO10NDB0V1

B7 IO12NDB0V2

B8 IO16PDB0V2

B9 IO20NDB1V0

B10 IO24NDB1V0

B11 IO24PDB1V0

B12 GBC1/IO33PDB1V1

B13 GBB0/IO34NDB1V1

B14 GNDQ

B15 GBA2/IO36PDB2V0

B16 IO42NDB2V0

C1 IO133NDB7V1

C2 IO134NDB7V1

C3 VMV7

C4 VCCPLA

C5 GAC0/IO02NDB0V0

C6 GAC1/IO02PDB0V0

C7 IO15NDB0V2

C8 IO15PDB0V2

C9 IO20PDB1V0

C10 IO25NDB1V0

C11 IO27PDB1V0

C12 GBC0/IO33NDB1V1

C13 VCCPLB

C14 VMV2

C15 IO36NDB2V0

C16 IO42PDB2V0

D1 IO128PDB7V1

D2 IO129PDB7V1

D3 GAC2/IO132PDB7V1

D4 VCOMPLA

D5 GNDQ

D6 IO09NDB0V1

D7 IO09PDB0V1

D8 IO13PDB0V2

D9 IO21PDB1V0

D10 IO25PDB1V0

D11 IO27NDB1V0

D12 GNDQ

D13 VCOMPLB

D14 GBB2/IO37PDB2V0

D15 IO39PDB2V0

D16 IO39NDB2V0

E1 IO128NDB7V1

E2 IO129NDB7V1

E3 IO132NDB7V1

E4 IO130PDB7V1

E5 VMV0

E6 VCCIB0

E7 VCCIB0

E8 IO13NDB0V2

FG256

Pin Number A3PE600 Function

E9 IO21NDB1V0

E10 VCCIB1

E11 VCCIB1

E12 VMV1

E13 GBC2/IO38PDB2V0

E14 IO37NDB2V0

E15 IO41NDB2V0

E16 IO41PDB2V0

F1 IO124PDB7V0

F2 IO125PDB7V0

F3 IO126PDB7V0

F4 IO130NDB7V1

F5 VCCIB7

F6 GND

F7 VCC

F8 VCC

F9 VCC

F10 VCC

F11 GND

F12 VCCIB2

F13 IO38NDB2V0

F14 IO40NDB2V0

F15 IO40PDB2V0

F16 IO45PSB2V1

G1 IO124NDB7V0

G2 IO125NDB7V0

G3 IO126NDB7V0

G4 GFC1/IO120PPB7V0

G5 VCCIB7

G6 VCC

G7 GND

G8 GND

G9 GND

G10 GND

G11 VCC

G12 VCCIB2

FG256

Pin Number A3PE600 Function
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Package Pin Assignments
H19 IO67PDB2V1

H20 VCC

H21 VMV2

H22 IO74PSB2V2

J1 IO212NDB7V2

J2 IO212PDB7V2

J3 VMV7

J4 IO206PDB7V1

J5 IO204PDB7V1

J6 IO210PDB7V2

J7 IO215NDB7V3

J8 VCCIB7

J9 GND

J10 VCC

J11 VCC

J12 VCC

J13 VCC

J14 GND

J15 VCCIB2

J16 IO60NDB2V0

J17 IO65NDB2V1

J18 IO65PDB2V1

J19 IO75PPB2V2

J20 GNDQ

J21 IO77PDB2V2

J22 IO79PDB2V3

K1 IO200NDB7V1

K2 IO200PDB7V1

K3 GNDQ

K4 IO206NDB7V1

K5 IO204NDB7V1

K6 IO210NDB7V2

K7 GFC1/IO192PPB7V0

K8 VCCIB7

K9 VCC

K10 GND

FG484

Pin Number A3PE1500 Function

K11 GND

K12 GND

K13 GND

K14 VCC

K15 VCCIB2

K16 GCC1/IO85PPB2V3

K17 IO73NDB2V2

K18 IO73PDB2V2

K19 IO81NPB2V3

K20 IO75NPB2V2

K21 IO77NDB2V2

K22 IO79NDB2V3

L1 NC

L2 IO196PDB7V0

L3 IO196NDB7V0

L4 GFB0/IO191NPB7V0

L5 GFA0/IO190NDB6V2

L6 GFB1/IO191PPB7V0

L7 VCOMPLF

L8 GFC0/IO192NPB7V0

L9 VCC

L10 GND

L11 GND

L12 GND

L13 GND

L14 VCC

L15 GCC0/IO85NPB2V3

L16 GCB1/IO86PPB2V3

L17 GCA0/IO87NPB3V0

L18 VCOMPLC

L19 GCB0/IO86NPB2V3

L20 IO81PPB2V3

L21 IO83NDB2V3

L22 IO83PDB2V3

M1 GNDQ

M2 IO185NPB6V2

FG484

Pin Number A3PE1500 Function

M3 IO189NDB6V2

M4 GFA2/IO189PDB6V2

M5 GFA1/IO190PDB6V2

M6 VCCPLF

M7 IO188NDB6V2

M8 GFB2/IO188PDB6V2

M9 VCC

M10 GND

M11 GND

M12 GND

M13 GND

M14 VCC

M15 GCB2/IO89PPB3V0

M16 GCA1/IO87PPB3V0

M17 GCC2/IO90PPB3V0

M18 VCCPLC

M19 GCA2/IO88PDB3V0

M20 IO88NDB3V0

M21 IO93PDB3V0

M22 NC

N1 IO185PPB6V2

N2 IO183NDB6V2

N3 VMV6

N4 GFC2/IO187PPB6V2

N5 IO184PPB6V2

N6 IO186PDB6V2

N7 IO186NDB6V2

N8 VCCIB6

N9 VCC

N10 GND

N11 GND

N12 GND

N13 GND

N14 VCC

N15 VCCIB3

N16 IO89NPB3V0

FG484

Pin Number A3PE1500 Function
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Package Pin Assignments
C21 IO94PPB2V1

C22 VCCIB2

D1 IO293PDB7V2

D2 IO303NDB7V3

D3 IO305NDB7V3

D4 GND

D5 GAA0/IO00NDB0V0

D6 GAA1/IO00PDB0V0

D7 GAB0/IO01NDB0V0

D8 IO20PDB0V2

D9 IO22PDB0V2

D10 IO30PDB0V3

D11 IO38NDB0V4

D12 IO52NDB1V1

D13 IO52PDB1V1

D14 IO66NDB1V3

D15 IO66PDB1V3

D16 GBB1/IO80PDB1V4

D17 GBA0/IO81NDB1V4

D18 GBA1/IO81PDB1V4

D19 GND

D20 IO88PDB2V0

D21 IO90PDB2V1

D22 IO94NPB2V1

E1 IO293NDB7V2

E2 IO299PPB7V3

E3 GND

E4 GAB2/IO308PDB7V4

E5 GAA2/IO309PDB7V4

E6 GNDQ

E7 GAB1/IO01PDB0V0

E8 IO20NDB0V2

E9 IO22NDB0V2

E10 IO30NDB0V3

E11 IO38PDB0V4

E12 IO44NDB1V0

FG484

Pin Number A3PE3000 Function

E13 IO58NDB1V2

E14 IO58PDB1V2

E15 GBC1/IO79PDB1V4

E16 GBB0/IO80NDB1V4

E17 GNDQ

E18 GBA2/IO82PDB2V0

E19 IO86NDB2V0

E20 GND

E21 IO90NDB2V1

E22 IO98PDB2V2

F1 IO299NPB7V3

F2 IO301NDB7V3

F3 IO301PDB7V3

F4 IO308NDB7V4

F5 IO309NDB7V4

F6 VMV7

F7 VCCPLA

F8 GAC0/IO02NDB0V0

F9 GAC1/IO02PDB0V0

F10 IO32NDB0V3

F11 IO32PDB0V3

F12 IO44PDB1V0

F13 IO50NDB1V1

F14 IO60PDB1V2

F15 GBC0/IO79NDB1V4

F16 VCCPLB

F17 VMV2

F18 IO82NDB2V0

F19 IO86PDB2V0

F20 IO96PDB2V1

F21 IO96NDB2V1

F22 IO98NDB2V2

G1 IO289NDB7V1

G2 IO289PDB7V1

G3 IO291PPB7V2

G4 IO295PDB7V2

FG484

Pin Number A3PE3000 Function

G5 IO297PDB7V2

G6 GAC2/IO307PDB7V4

G7 VCOMPLA

G8 GNDQ

G9 IO26NDB0V3

G10 IO26PDB0V3

G11 IO36PDB0V4

G12 IO42PDB1V0

G13 IO50PDB1V1

G14 IO60NDB1V2

G15 GNDQ

G16 VCOMPLB

G17 GBB2/IO83PDB2V0

G18 IO92PDB2V1

G19 IO92NDB2V1

G20 IO102PDB2V2

G21 IO102NDB2V2

G22 IO105NDB2V2

H1 IO286PSB7V1

H2 IO291NPB7V2

H3 VCC

H4 IO295NDB7V2

H5 IO297NDB7V2

H6 IO307NDB7V4

H7 IO287PDB7V1

H8 VMV0

H9 VCCIB0

H10 VCCIB0

H11 IO36NDB0V4

H12 IO42NDB1V0

H13 VCCIB1

H14 VCCIB1

H15 VMV1

H16 GBC2/IO84PDB2V0

H17 IO83NDB2V0

H18 IO100NDB2V2

FG484

Pin Number A3PE3000 Function
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Package Pin Assignments
G13 IO21NDB0V2

G14 IO27PDB0V3

G15 IO35NDB1V0

G16 IO39PDB1V0

G17 IO51NDB1V2

G18 IO53NDB1V2

G19 VCCIB1

G20 GBA2/IO58PPB2V0

G21 GNDQ

G22 IO64NDB2V1

G23 IO64PDB2V1

G24 IO72PDB2V2

G25 IO72NDB2V2

G26 IO78PDB2V2

H1 IO208NDB7V2

H2 IO208PDB7V2

H3 IO209NDB7V2

H4 IO209PDB7V2

H5 IO219NDB7V3

H6 GAC2/IO219PDB7V3

H7 VCCIB7

H8 VCC

H9 VCCIB0

H10 VCCIB0

H11 VCCIB0

H12 VCCIB0

H13 VCCIB0

H14 VCCIB1

H15 VCCIB1

H16 VCCIB1

H17 VCCIB1

H18 VCCIB1

H19 VCC

H20 VCC

H21 IO58NPB2V0

H22 IO70PDB2V1

FG676

Pin Number A3PE1500 Function

H23 IO69PDB2V1

H24 IO76PDB2V2

H25 IO76NDB2V2

H26 IO78NDB2V2

J1 IO197NDB7V0

J2 IO197PDB7V0

J3 VMV7

J4 IO215NDB7V3

J5 IO215PDB7V3

J6 IO214PDB7V3

J7 IO214NDB7V3

J8 VCCIB7

J9 VCC

J10 VCC

J11 VCC

J12 VCC

J13 VCC

J14 VCC

J15 VCC

J16 VCC

J17 VCC

J18 VCC

J19 VCCIB2

J20 IO62PDB2V0

J21 IO62NDB2V0

J22 IO70NDB2V1

J23 IO69NDB2V1

J24 VMV2

J25 IO80PDB2V3

J26 IO80NDB2V3

K1 IO195PDB7V0

K2 IO199NDB7V1

K3 IO199PDB7V1

K4 IO205NDB7V1

K5 IO205PDB7V1

K6 IO217PDB7V3

FG676

Pin Number A3PE1500 Function

K7 IO217NDB7V3

K8 VCCIB7

K9 VCC

K10 GND

K11 GND

K12 GND

K13 GND

K14 GND

K15 GND

K16 GND

K17 GND

K18 VCC

K19 VCCIB2

K20 IO65PDB2V1

K21 IO65NDB2V1

K22 IO74PDB2V2

K23 IO74NDB2V2

K24 IO75PDB2V2

K25 IO75NDB2V2

K26 IO84PDB2V3

L1 IO195NDB7V0

L2 IO198PPB7V0

L3 GNDQ

L4 IO201PDB7V1

L5 IO201NDB7V1

L6 IO210NDB7V2

L7 IO210PDB7V2

L8 VCCIB7

L9 VCC

L10 GND

L11 GND

L12 GND

L13 GND

L14 GND

L15 GND

L16 GND

FG676

Pin Number A3PE1500 Function
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ProASIC3E Flash Family FPGAs
FG896

Pin Number A3PE3000 Function

A2 GND

A3 GND

A4 IO14NPB0V1

A5 GND

A6 IO07NPB0V0

A7 GND

A8 IO09NDB0V1

A9 IO17NDB0V2

A10 IO17PDB0V2

A11 IO21NDB0V2

A12 IO21PDB0V2

A13 IO33NDB0V4

A14 IO33PDB0V4

A15 IO35NDB0V4

A16 IO35PDB0V4

A17 IO41NDB1V0

A18 IO43NDB1V0

A19 IO43PDB1V0

A20 IO45NDB1V0

A21 IO45PDB1V0

A22 IO57NDB1V2

A23 IO57PDB1V2

A24 GND

A25 IO69PPB1V3

A26 GND

A27 GBC1/IO79PPB1V4

A28 GND

A29 GND

AA1 IO256PDB6V2

AA2 IO248PDB6V1

AA3 IO248NDB6V1

AA4 IO246NDB6V1

AA5 GEA1/IO234PDB6V0

AA6 GEA0/IO234NDB6V0

AA7 IO243PPB6V1

AA8 IO245NDB6V1

AA9 GEB1/IO235PPB6V0

AA10 VCC

AA11 IO226PPB5V4

AA12 VCCIB5

AA13 VCCIB5

AA14 VCCIB5

AA15 VCCIB5

AA16 VCCIB4

AA17 VCCIB4

AA18 VCCIB4

AA19 VCCIB4

AA20 IO174PDB4V2

AA21 VCC

AA22 IO142NPB3V3

AA23 IO144NDB3V3

AA24 IO144PDB3V3

AA25 IO146NDB3V4

AA26 IO146PDB3V4

AA27 IO147PDB3V4

AA28 IO139NDB3V3

AA29 IO139PDB3V3

AA30 IO133NDB3V2

AB1 IO256NDB6V2

AB2 IO244PDB6V1

AB3 IO244NDB6V1

AB4 IO241PDB6V0

AB5 IO241NDB6V0

AB6 IO243NPB6V1

AB7 VCCIB6

AB8 VCCPLE

AB9 VCC

AB10 IO222PDB5V3

AB11 IO218PPB5V3

AB12 IO206NDB5V1

AB13 IO206PDB5V1

AB14 IO198NDB5V0

FG896

Pin Number A3PE3000 Function

AB15 IO198PDB5V0

AB16 IO192NDB4V4

AB17 IO192PDB4V4

AB18 IO178NDB4V3

AB19 IO178PDB4V3

AB20 IO174NDB4V2

AB21 IO162NPB4V1

AB22 VCC

AB23 VCCPLD

AB24 VCCIB3

AB25 IO150PDB3V4

AB26 IO148PDB3V4

AB27 IO147NDB3V4

AB28 IO145PDB3V3

AB29 IO143PDB3V3

AB30 IO137PDB3V2

AC1 IO254PDB6V2

AC2 IO254NDB6V2

AC3 IO240PDB6V0

AC4 GEC1/IO236PDB6V0

AC5 IO237PDB6V0

AC6 IO237NDB6V0

AC7 VCOMPLE

AC8 GND

AC9 IO226NPB5V4

AC10 IO222NDB5V3

AC11 IO216NPB5V2

AC12 IO210NPB5V2

AC13 IO204NDB5V1

AC14 IO204PDB5V1

AC15 IO194NDB5V0

AC16 IO188NDB4V4

AC17 IO188PDB4V4

AC18 IO182PPB4V3

AC19 IO170NPB4V2

AC20 IO164NDB4V1

FG896

Pin Number A3PE3000 Function
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ProASIC3E Flash Family FPGAs
M23 IO104PPB2V2

M24 IO102PDB2V2

M25 IO102NDB2V2

M26 IO95PDB2V1

M27 IO97NDB2V1

M28 IO101NDB2V2

M29 IO103NDB2V2

M30 IO119PDB3V0

N1 IO276PDB7V0

N2 IO278PDB7V0

N3 IO280PDB7V0

N4 IO284PDB7V1

N5 IO279PDB7V0

N6 IO285NDB7V1

N7 IO287NDB7V1

N8 IO281NDB7V0

N9 IO281PDB7V0

N10 VCCIB7

N11 VCC

N12 GND

N13 GND

N14 GND

N15 GND

N16 GND

N17 GND

N18 GND

N19 GND

N20 VCC

N21 VCCIB2

N22 IO106NDB2V3

N23 IO106PDB2V3

N24 IO108PDB2V3

N25 IO108NDB2V3

N26 IO95NDB2V1

N27 IO99NDB2V2

N28 IO99PDB2V2

FG896

Pin Number A3PE3000 Function

N29 IO107PDB2V3

N30 IO107NDB2V3

P1 IO276NDB7V0

P2 IO278NDB7V0

P3 IO280NDB7V0

P4 IO284NDB7V1

P5 IO279NDB7V0

P6 GFC1/IO275PDB7V0

P7 GFC0/IO275NDB7V0

P8 IO277PDB7V0

P9 IO277NDB7V0

P10 VCCIB7

P11 VCC

P12 GND

P13 GND

P14 GND

P15 GND

P16 GND

P17 GND

P18 GND

P19 GND

P20 VCC

P21 VCCIB2

P22 GCC1/IO112PDB2V3

P23 IO110PDB2V3

P24 IO110NDB2V3

P25 IO109PPB2V3

P26 IO111NPB2V3

P27 IO105PDB2V2

P28 IO105NDB2V2

P29 GCC2/IO117PDB3V0

P30 IO117NDB3V0

R1 GFC2/IO270PDB6V4

R2 GFB1/IO274PPB7V0

R3 VCOMPLF

R4 GFA0/IO273NDB6V4

FG896

Pin Number A3PE3000 Function

R5 GFB0/IO274NPB7V0

R6 IO271NDB6V4

R7 GFB2/IO271PDB6V4

R8 IO269PDB6V4

R9 IO269NDB6V4

R10 VCCIB7

R11 VCC

R12 GND

R13 GND

R14 GND

R15 GND

R16 GND

R17 GND

R18 GND

R19 GND

R20 VCC

R21 VCCIB2

R22 GCC0/IO112NDB2V3

R23 GCB2/IO116PDB3V0

R24 IO118PDB3V0

R25 IO111PPB2V3

R26 IO122PPB3V1

R27 GCA0/IO114NPB3V0

R28 VCOMPLC

R29 GCB1/IO113PPB2V3

R30 IO115NPB3V0

T1 IO270NDB6V4

T2 VCCPLF

T3 GFA2/IO272PPB6V4

T4 GFA1/IO273PDB6V4

T5 IO272NPB6V4

T6 IO267NDB6V4

T7 IO267PDB6V4

T8 IO265PDB6V3

T9 IO263PDB6V3

T10 VCCIB6

FG896

Pin Number A3PE3000 Function
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ProASIC3E Flash Family FPGAs
Revision 10
(March 2012)

The "In-System Programming (ISP) and Security" section and "Security" section
were revised to clarify that although no existing security measures can give an
absolute guarantee, Microsemi FPGAs implement the best security available in
the industry (SAR 34669).

I, 1-1

The Y security option and Licensed DPA Logo were added to the "ProASIC3E
Ordering Information" section. The trademarked Licensed DPA Logo identifies
that a product is covered by a DPA counter-measures license from Cryptography
Research (SAR 34727).

III

The following sentence was removed from the "Advanced Architecture" section:

"In addition, extensive on-chip programming circuitry allows for rapid, single-
voltage (3.3 V) programming of IGLOOe devices via an IEEE 1532 JTAG
interface" (SAR 34689).

1-3

The "Specifying I/O States During Programming" section is new (SAR 34699). 1-6

VCCPLL in Table 2-2 • Recommended Operating Conditions 1 was corrected
from "1.4 to 1.6 V" to "1.425 to 1.575 V" (SAR 33851).

The TJ symbol was added to the table and notes regarding TA and TJ were
removed. The second of two parameters in the VCCI and VMV row, called "3.3 V
DC supply voltage," was corrected to "3.0 V DC supply voltage" (SAR 37227).

2-2

The reference to guidelines for global spines and VersaTile rows, given in the
"Global Clock Contribution—PCLOCK" section, was corrected to the "Spine
Architecture" section of the Global Resources chapter in the ProASIC3E
FPGA Fabric User's Guide (SAR 34735).

2-9

tDOUT was corrected to tDIN in Figure 2-3 • Input Buffer Timing Model and Delays
(example) (SAR 37109).

2-13

The typo related to the values for 3.3 V LVCMOS Wide Range in Table 2-17
• Summary of I/O Timing Characteristics—Software Default Settings was
corrected (SAR 37227).

2-19

The notes regarding drive strength in the "Summary of I/O Timing Characteristics
– Default I/O Software Settings" section and "3.3 V LVCMOS Wide Range"
section and tables were revised for clarification. They now state that the minimum
drive strength for the default software configuration when run in wide range is
±100 µA. The drive strength displayed in software is supported in normal range
only. For a detailed I/V curve, refer to the IBIS models (SAR 34763).

2-18, 2-27
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