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ProASIC3E Flash Family FPGAs
Figure 2-3 • Input Buffer Timing Model and Delays (example)
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ProASIC3E DC and Switching Characteristics
Single-Ended I/O Characteristics

3.3 V LVTTL / 3.3 V LVCMOS
Low-Voltage Transistor–Transistor Logic is a general-purpose standard (EIA/JESD) for 3.3 V
applications. It uses an LVTTL input buffer and push-pull output buffer. The 3.3 V LVCMOS standard is
supported as part of the 3.3 V LVTTL support.

Table 2-25 • Minimum and Maximum DC Input and Output Levels

3.3 V LVTTL / 
3.3 V LVCMOS VIL VIH VOL VOH IOL IOH IOSL IOSH IIL1 IIH2

Drive Strength
Min.

V
Max.

V
Min.,

V
Max.

V
Max.

V
Min.

V mA mA
Max.
mA3

Max.
mA3 µA4 µA4

2 mA –0.3 0.8 2 3.6 0.4 2.4 4 4 27 25 10 10

4 mA –0.3 0.8 2 3.6 0.4 2.4 4 4 27 25 10 10

6 mA –0.3 0.8 2 3.6 0.4 2.4 8 8 54 51 10 10

8 mA –0.3 0.8 2 3.6 0.4 2.4 8 8 54 51 10 10

12 mA –0.3 0.8 2 3.6 0.4 2.4 12 12 109 103 10 10

16 mA –0.3 0.8 2 3.6 0.4 2.4 16 16 127 132 10 10

24 mA –0.3 0.8 2 3.6 0.4 2.4 24 24 181 268 10 10

Notes:

1. IIL is the input leakage current per I/O pin over recommended operation conditions where –0.3 V< VIN < VIL.
2. IIH is the input leakage current per I/O pin over recommended operating conditions VIH < VIN< VCCI. Input current is

larger when operating outside recommended ranges.

3. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.

4. Currents are measured at 85°C junction temperature.

5. Software default selection highlighted in gray.

Figure 2-6 • AC Loading

Table 2-26 • 3.3 V LVTTL / 3.3 V LVCMOS AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V) Measuring Point* (V) VREF (typ.) (V) CLOAD (pF)

0 3.3 1.4 – 35

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point
Test Point

Enable PathDatapath 35 pF

R = 1 k R to VCCI for tLZ / tZL / tZLS
R to GND for tHZ / tZH / tZHS

35 pF for tZH / tZHS / tZL / tZLS
35 pF for tHZ / tLZ
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ProASIC3E DC and Switching Characteristics
12 mA Std. 0.66 6.03 0.04 1.20 1.57 0.43 6.14 5.02 3.28 3.47 8.37 7.26 ns

–1 0.56 5.13 0.04 1.02 1.33 0.36 5.22 4.27 2.79 2.95 7.12 6.17 ns

–2 0.49 4.50 0.03 0.90 1.17 0.32 4.58 3.75 2.45 2.59 6.25 5.42 ns

16 mA Std. 0.66 5.62 0.04 1.20 1.57 0.43 5.72 4.72 3.32 3.58 7.96 6.96 ns

–1 0.56 4.78 0.04 1.02 1.33 0.36 4.87 4.02 2.83 3.04 6.77 5.92 ns

–2 0.49 4.20 0.03 0.90 1.17 0.32 4.27 3.53 2.48 2.67 5.94 5.20 ns

24 mA Std. 0.66 5.24 0.04 1.20 1.57 0.43 5.34 4.69 3.39 3.96 7.58 6.93 ns

–1 0.56 4.46 0.04 1.02 1.33 0.36 4.54 3.99 2.88 3.37 6.44 5.89 ns

–2 0.49 3.92 0.03 0.90 1.17 0.32 3.99 3.50 2.53 2.96 5.66 5.17 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.

Table 2-28 • 3.3 V LVTTL / 3.3 V LVCMOS Low Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 3.0 V

Drive 
Strength

Speed
Grade tDOUT tDP tDIN tPY tPYS tEOUT tZL tZH tLZ tHZ tZLS tZHS Units
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ProASIC3E DC and Switching Characteristics
2.5 V LVCMOS
Low-Voltage CMOS for 2.5 V is an extension of the LVCMOS standard (JESD8-5) used for general-
purpose 2.5 V applications. 

Table 2-33 • Minimum and Maximum DC Input and Output Levels

2.5 V 
LVCMOS VIL VIH VOL VOH IOL IOH IOSL IOSH IIL1 IIH2

Drive
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.,
V

Min.
V mA mA

Max.
mA3

Max.
mA3 µA4 µA4

4 mA –0.3 0.7 1.7 3.6 0.7 1.7 4 4 18 16 10 10

8 mA –0.3 0.7 1.7 3.6 0.7 1.7 8 8 37 32 10 10

12 mA –0.3 0.7 1.7 3.6 0.7 1.7 12 12 74 65 10 10

16 mA –0.3 0.7 1.7 3.6 0.7 1.7 16 16 87 83 10 10

24 mA –0.3 0.7 1.7 3.6 0.7 1.7 24 24 124 169 10 10

Notes:

1. IIL is the input leakage current per I/O pin over recommended operation conditions where –0.3 V < VIN < VIL.
2. IIH is the input leakage current per I/O pin over recommended operating conditions VIH < VIN < VCCI. Input current is

larger when operating outside recommended ranges.

3. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.

4. Currents are measured at 85°C junction temperature.

5. Software default selection highlighted in gray.

Figure 2-8 • AC Loading

Table 2-34 • AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V) Measuring Point* (V) VREF (typ.) (V) CLOAD (pF)

0 2.5 1.2 – 35

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point
Test Point

Enable PathDatapath 35 pF

R = 1 k R to VCCI for tLZ / tZL / tZLS
R to GND for tHZ / tZH / tZHS

35 pF for tZH / tZHS / tZL / tZLS
35 pF for tHZ / tLZ
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ProASIC3E DC and Switching Characteristics
Table 2-36 • 2.5 V LVCMOS Low Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 2.3 V

Drive 
Strength

Speed
Grade tDOUT tDP tDIN tPY tPYS tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

4 mA Std. 0.66 12.00 0.04 1.51 1.66 0.43 12.23 11.61 2.72 2.20 14.46 13.85 ns

–1 0.56 10.21 0.04 1.29 1.41 0.36 10.40 9.88 2.31 1.87 12.30 11.78 ns

–2 0.49 8.96 0.03 1.13 1.24 0.32 9.13 8.67 2.03 1.64 10.80 10.34 ns

8 mA Std. 0.66 8.73 0.04 1.51 1.66 0.43 8.89 8.01 3.10 2.93 11.13 10.25 ns

–1 0.56 7.43 0.04 1.29 1.41 0.36 7.57 6.82 2.64 2.49 9.47 8.72 ns

–2 0.49 6.52 0.03 1.13 1.24 0.32 6.64 5.98 2.32 2.19 8.31 7.65 ns

12 mA Std. 0.66 6.77 0.04 1.51 1.66 0.43 6.90 6.11 3.37 3.39 9.14 8.34 ns

–1 0.56 5.76 0.04 1.29 1.41 0.36 5.87 5.20 2.86 2.89 7.77 7.10 ns

–2 0.49 5.06 0.03 1.13 1.24 0.32 5.15 4.56 2.51 2.53 6.82 6.23 ns

16 mA Std. 0.66 6.31 0.04 1.51 1.66 0.43 6.42 5.73 3.42 3.52 8.66 7.96 ns

–1 0.56 5.37 0.04 1.29 1.41 0.36 5.46 4.87 2.91 3.00 7.37 6.77 ns

–2 0.49 4.71 0.03 1.13 1.24 0.32 4.80 4.28 2.56 2.63 6.47 5.95 ns

24 mA Std. 0.66 5.93 0.04 1.51 1.66 0.43 6.04 5.70 3.49 4.00 8.28 7.94 ns

–1 0.56 5.05 0.04 1.29 1.41 0.36 5.14 4.85 2.97 3.40 7.04 6.75 ns

–2 0.49 4.43 0.03 1.13 1.24 0.32 4.51 4.26 2.61 2.99 6.18 5.93 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E Flash Family FPGAs
Voltage-Referenced I/O Characteristics

3.3 V GTL
Gunning Transceiver Logic is a high-speed bus standard (JESD8-3). It provides a differential amplifier
input buffer and an open-drain output buffer. The VCCI pin should be connected to 3.3 V.

Timing Characteristics

Table 2-48 • Minimum and Maximum DC Input and Output Levels

3.3 V GTL VIL VIH VOL VOH IOL IOH IOSL IOSH IIL IIH

Drive
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.
V

Min.
V mA mA

Max.
mA1

Max.
mA1 µA2 µA2

20 mA3 –0.3 VREF – 0.05 VREF + 0.05 3.6 0.4 – 20 20 181 268 10 10

Notes:

1. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.
2. Currents are measured at 85°C junction temperature.

3. Output drive strength is below JEDEC specification.

Figure 2-12 • AC Loading

Table 2-49 • AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V)
Measuring 
Point* (V) VREF (typ.) (V) VTT (typ.) (V) CLOAD (pF)

VREF – 0.05 VREF + 0.05 0.8 0.8 1.2 10

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point

10 pF

25GTL

VTT

Table 2-50 • 3.3 V GTL
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, 
Worst-Case VCCI = 3.0 V VREF = 0.8 V

Speed 
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

Std. 0.60 2.08 0.04 2.93 0.43 2.04 2.08 4.27 4.31 ns

–1 0.51 1.77 0.04 2.50 0.36 1.73 1.77 3.63 3.67 ns

–2 0.45 1.55 0.03 2.19 0.32 1.52 1.55 3.19 3.22 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
Revision 15 2-39



ProASIC3E Flash Family FPGAs
3.3 V GTL+
Gunning Transceiver Logic Plus is a high-speed bus standard (JESD8-3). It provides a differential
amplifier input buffer and an open-drain output buffer. The VCCI pin should be connected to 3.3 V.

Timing Characteristics

Table 2-54 • Minimum and Maximum DC Input and Output Levels

3.3 V GTL+ VIL VIH VOL VOH IOL IOH IOSL IOSH IIL IIH

Drive 
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.
V

Min.
V mA mA

Max.
mA1

Max.
mA1 µA2 µA2

35 mA –0.3 VREF – 0.1 VREF + 0.1 3.6 0.6 – 35 35 181 268 10 10

Notes:

1. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.
2. Currents are measured at 85°C junction temperature.

Figure 2-14 • AC Loading

Table 2-55 • AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V)
Measuring 
Point* (V) VREF (typ.) (V) VTT (typ.) (V) CLOAD (pF)

VREF – 0.1 VREF + 0.1 1.0 1.0 1.5 10

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point

10 pF

25GTL+

VTT

Table 2-56 • 3.3 V GTL+
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V,
Worst-Case VCCI = 3.0 V, VREF = 1.0 V

Speed 
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

Std. 0.60 2.06 0.04 1.59 0.43 2.09 2.06 4.33 4.29 ns

–1 0.51 1.75 0.04 1.35 0.36 1.78 1.75 3.68 3.65 ns

–2 0.45 1.53 0.03 1.19 0.32 1.56 1.53 3.23 3.20 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E Flash Family FPGAs
SSTL2 Class I
Stub-Speed Terminated Logic for 2.5 V memory bus standard (JESD8-9). ProASIC3E devices support
Class I. This provides a differential amplifier input buffer and a push-pull output buffer.

Timing Characteristics

Table 2-66 • Minimum and Maximum DC Input and Output Levels

SSTL2 Class I VIL VIH VOL VOH IOL IOH IOSL IOSH IIL IIH

Drive
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.
V

Min.
V mA mA

Max.
mA1

Max.
mA1 µA2 µA2

15 mA –0.3 VREF – 0.2 VREF + 0.2 3.6 0.54 VCCI – 0.62 15 15 87 83 10 10

Notes:

1. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.
2. Currents are measured at 85°C junction temperature.

Figure 2-18 • AC Loading

Table 2-67 • AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V)
Measuring 
Point* (V) VREF (typ.) (V) VTT (typ.) (V) CLOAD (pF)

VREF – 0.2 VREF + 0.2 1.25 1.25 1.25 30

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point

30 pF

50

25

SSTL2
Class I

VTT

Table 2-68 • SSTL 2 Class I
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, 
Worst-Case VCCI = 2.3 V, VREF = 1.25 V

Speed 
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

Std. 0.66 2.13 0.04 1.33 0.43 2.17 1.85 4.40 4.08 ns

–1 0.56 1.81 0.04 1.14 0.36 1.84 1.57 3.74 3.47 ns

–2 0.49 1.59 0.03 1.00 0.32 1.62 1.38 3.29 3.05 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E Flash Family FPGAs
Timing Characteristics

B-LVDS/M-LVDS
Bus LVDS (B-LVDS) and Multipoint LVDS (M-LVDS) specifications extend the existing LVDS standard to
high-performance multipoint bus applications. Multidrop and multipoint bus configurations may contain
any combination of drivers, receivers, and transceivers. Microsemi LVDS drivers provide the higher drive
current required by B-LVDS and M-LVDS to accommodate the loading. The drivers require series
terminations for better signal quality and to control voltage swing. Termination is also required at both
ends of the bus since the driver can be located anywhere on the bus. These configurations can be
implemented using the TRIBUF_LVDS and BIBUF_LVDS macros along with appropriate terminations.
Multipoint designs using Microsemi LVDS macros can achieve up to 200 MHz with a maximum of 20
loads. A sample application is given in Figure 2-23. The input and output buffer delays are available in
the LVDS section in Table 2-80. 

Example: For a bus consisting of 20 equidistant loads, the following terminations provide the required
differential voltage, in worst-case Industrial operating conditions, at the farthest receiver: RS = 60  and
RT = 70 , given Z0 = 50  (2") and Zstub = 50  (~1.5"). 

Table 2-80 • LVDS
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case 
VCCI = 2.3 V

Speed Grade tDOUT tDP tDIN tPY Units

Std. 0.66 1.87 0.04 1.82 ns

–1 0.56 1.59 0.04 1.55 ns

–2 0.49 1.40 0.03 1.36 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for
derating values.

Figure 2-23 • B-LVDS/M-LVDS Multipoint Application Using LVDS I/O Buffers
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ProASIC3E Flash Family FPGAs
I/O Register Specifications

Fully Registered I/O Buffers with Synchronous Enable and 
Asynchronous Preset

Figure 2-25 • Timing Model of Registered I/O Buffers with Synchronous Enable and Asynchronous Preset
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ProASIC3E DC and Switching Characteristics
Output DDR Module

Figure 2-32 • Output DDR Timing Model

Table 2-91 • Parameter Definitions

Parameter Name Parameter Definition Measuring Nodes (from, to)

tDDROCLKQ Clock-to-Out B, E

tDDROCLR2Q Asynchronous Clear-to-Out C, E

tDDROREMCLR Clear Removal C, B

tDDRORECCLR Clear Recovery C, B

tDDROSUD1 Data Setup Data_F A, B

tDDROSUD2 Data Setup Data_R D, B

tDDROHD1 Data Hold Data_F A, B

tDDROHD2 Data Hold Data_R D, B

Data_F
(from core)
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ProASIC3E Flash Family FPGAs
Timing Characteristics

Table 2-95 • A3PE600 Global Resource
Commercial-Case Conditions: TJ = 70°C, VCC = 1.425 V

Parameter Description

–2 –1 Std.

UnitsMin.1 Max.2 Min.1 Max.2 Min.1 Max.2

tRCKL Input Low Delay for Global Clock 0.83 1.04 0.94 1.18 1.11 1.39 ns

tRCKH Input High Delay for Global Clock 0.81 1.06 0.93 1.21 1.09 1.42 ns

tRCKMPWH Minimum Pulse Width High for Global Clock 0.75 0.85 1.00 ns

tRCKMPWL Minimum Pulse Width Low for Global Clock 0.85 0.96 1.13 ns

tRCKSW Maximum Skew for Global Clock 0.25 0.28 0.33 ns

Notes:

1. Value reflects minimum load. The delay is measured from the CCC output to the clock pin of a sequential element,
located in a lightly loaded row (single element is connected to the global net).

2. Value reflects maximum load. The delay is measured on the clock pin of the farthest sequential element, located in a fully
loaded row (all available flip-flops are connected to the global net in the row).

3. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.

Table 2-96 • A3PE1500 Global Resource
Commercial-Case Conditions: TJ = 70°C, VCC = 1.425 V

Parameter Description

–2 –1 Std.

UnitsMin.1 Max.2 Min.1 Max.2 Min.1 Max.2

tRCKL Input Low Delay for Global Clock 1.07 1.29 1.22 1.47 1.43 1.72 ns

tRCKH Input High Delay for Global Clock 1.06 1.32 1.21 1.50 1.42 1.76 ns

tRCKMPWH Minimum Pulse Width High for Global Clock 0.75 0.85 1.00 ns

tRCKMPWL Minimum Pulse Width Low for Global Clock 0.85 0.96 1.13 ns

tRCKSW Maximum Skew for Global Clock 0.26 0.29 0.34 ns

Notes:

1. Value reflects minimum load. The delay is measured from the CCC output to the clock pin of a sequential element,
located in a lightly loaded row (single element is connected to the global net).

2. Value reflects maximum load. The delay is measured on the clock pin of the farthest sequential element, located in a fully
loaded row (all available flip-flops are connected to the global net in the row).

3. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.

Table 2-97 • A3PE3000 Global Resource
Commercial-Case Conditions: TJ = 70°C, VCC = 1.425 V

Parameter Description

–2 –1 Std.

UnitsMin.1 Max.2 Min.1 Max.2 Min.1 Max.2

tRCKL Input Low Delay for Global Clock 1.41 1.62 1.60 1.85 1.88 2.17 ns

tRCKH Input High Delay for Global Clock 1.40 1.66 1.59 1.89 1.87 2.22 ns

tRCKMPWH Minimum Pulse Width High for Global Clock 0.75 0.85 1.00 ns

tRCKMPWL Minimum Pulse Width Low for Global Clock 0.85 0.96 1.13 ns

tRCKSW Maximum Skew for Global Clock 0.26 0.29 0.35 ns

Notes:

1. Value reflects minimum load. The delay is measured from the CCC output to the clock pin of a sequential element,
located in a lightly loaded row (single element is connected to the global net).

2. Value reflects maximum load. The delay is measured on the clock pin of the farthest sequential element, located in a fully
loaded row (all available flip-flops are connected to the global net in the row).

3. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E DC and Switching Characteristics
Embedded SRAM and FIFO Characteristics

SRAM

Figure 2-40 • RAM Models
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ProASIC3E DC and Switching Characteristics
Figure 2-43 • RAM Write, Output Retained. Applicable to Both RAM4K9 and RAM512x18.

Figure 2-44 • RAM Write, Output as Write Data. Applicable to RAM4K9 Only.
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ProASIC3E Flash Family FPGAs
FG256

Pin Number A3PE600 Function

A1 GND

A2 GAA0/IO00NDB0V0

A3 GAA1/IO00PDB0V0

A4 GAB0/IO01NDB0V0

A5 IO05PDB0V0

A6 IO10PDB0V1

A7 IO12PDB0V2

A8 IO16NDB0V2

A9 IO23NDB1V0

A10 IO23PDB1V0

A11 IO28NDB1V1

A12 IO28PDB1V1

A13 GBB1/IO34PDB1V1

A14 GBA0/IO35NDB1V1

A15 GBA1/IO35PDB1V1

A16 GND

B1 GAB2/IO133PDB7V1

B2 GAA2/IO134PDB7V1

B3 GNDQ

B4 GAB1/IO01PDB0V0

B5 IO05NDB0V0

B6 IO10NDB0V1

B7 IO12NDB0V2

B8 IO16PDB0V2

B9 IO20NDB1V0

B10 IO24NDB1V0

B11 IO24PDB1V0

B12 GBC1/IO33PDB1V1

B13 GBB0/IO34NDB1V1

B14 GNDQ

B15 GBA2/IO36PDB2V0

B16 IO42NDB2V0

C1 IO133NDB7V1

C2 IO134NDB7V1

C3 VMV7

C4 VCCPLA

C5 GAC0/IO02NDB0V0

C6 GAC1/IO02PDB0V0

C7 IO15NDB0V2

C8 IO15PDB0V2

C9 IO20PDB1V0

C10 IO25NDB1V0

C11 IO27PDB1V0

C12 GBC0/IO33NDB1V1

C13 VCCPLB

C14 VMV2

C15 IO36NDB2V0

C16 IO42PDB2V0

D1 IO128PDB7V1

D2 IO129PDB7V1

D3 GAC2/IO132PDB7V1

D4 VCOMPLA

D5 GNDQ

D6 IO09NDB0V1

D7 IO09PDB0V1

D8 IO13PDB0V2

D9 IO21PDB1V0

D10 IO25PDB1V0

D11 IO27NDB1V0

D12 GNDQ

D13 VCOMPLB

D14 GBB2/IO37PDB2V0

D15 IO39PDB2V0

D16 IO39NDB2V0

E1 IO128NDB7V1

E2 IO129NDB7V1

E3 IO132NDB7V1

E4 IO130PDB7V1

E5 VMV0

E6 VCCIB0

E7 VCCIB0

E8 IO13NDB0V2

FG256

Pin Number A3PE600 Function

E9 IO21NDB1V0

E10 VCCIB1

E11 VCCIB1

E12 VMV1

E13 GBC2/IO38PDB2V0

E14 IO37NDB2V0

E15 IO41NDB2V0

E16 IO41PDB2V0

F1 IO124PDB7V0

F2 IO125PDB7V0

F3 IO126PDB7V0

F4 IO130NDB7V1

F5 VCCIB7

F6 GND

F7 VCC

F8 VCC

F9 VCC

F10 VCC

F11 GND

F12 VCCIB2

F13 IO38NDB2V0

F14 IO40NDB2V0

F15 IO40PDB2V0

F16 IO45PSB2V1

G1 IO124NDB7V0

G2 IO125NDB7V0

G3 IO126NDB7V0

G4 GFC1/IO120PPB7V0

G5 VCCIB7

G6 VCC

G7 GND

G8 GND

G9 GND

G10 GND

G11 VCC

G12 VCCIB2

FG256

Pin Number A3PE600 Function
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ProASIC3E Flash Family FPGAs
N17 IO91NPB3V0

N18 IO90NPB3V0

N19 IO91PPB3V0

N20 GNDQ

N21 IO93NDB3V0

N22 IO95PDB3V1

P1 NC

P2 IO183PDB6V2

P3 IO187NPB6V2

P4 IO184NPB6V2

P5 IO176PPB6V1

P6 IO182PDB6V1

P7 IO182NDB6V1

P8 VCCIB6

P9 GND

P10 VCC

P11 VCC

P12 VCC

P13 VCC

P14 GND

P15 VCCIB3

P16 GDB0/IO109NPB3V2

P17 IO97NDB3V1

P18 IO97PDB3V1

P19 IO99PDB3V1

P20 VMV3

P21 IO98PDB3V1

P22 IO95NDB3V1

R1 NC

R2 IO177PDB6V1

R3 VCC

R4 IO176NPB6V1

R5 IO174NDB6V0

R6 IO174PDB6V0

R7 GEC0/IO169NPB6V0

R8 VMV5

FG484

Pin Number A3PE1500 Function

R9 VCCIB5

R10 VCCIB5

R11 IO135NDB5V0

R12 IO135PDB5V0

R13 VCCIB4

R14 VCCIB4

R15 VMV3

R16 VCCPLD

R17 GDB1/IO109PPB3V2

R18 GDC1/IO108PDB3V2

R19 IO99NDB3V1

R20 VCC

R21 IO98NDB3V1

R22 IO101PDB3V1

T1 NC

T2 IO177NDB6V1

T3 NC

T4 IO171PDB6V0

T5 IO171NDB6V0

T6 GEC1/IO169PPB6V0

T7 VCOMPLE

T8 GNDQ

T9 GEA2/IO166PPB5V3

T10 IO145NDB5V1

T11 IO141NDB5V0

T12 IO139NDB5V0

T13 IO119NDB4V1

T14 IO119PDB4V1

T15 GNDQ

T16 VCOMPLD

T17 VJTAG

T18 GDC0/IO108NDB3V2

T19 GDA1/IO110PDB3V2

T20 NC

T21 IO103PDB3V2

T22 IO101NDB3V1

FG484

Pin Number A3PE1500 Function

U1 IO175PPB6V1

U2 IO173PDB6V0

U3 IO173NDB6V0

U4 GEB1/IO168PDB6V0

U5 GEB0/IO168NDB6V0

U6 VMV6

U7 VCCPLE

U8 IO166NPB5V3

U9 IO157PPB5V2

U10 IO145PDB5V1

U11 IO141PDB5V0

U12 IO139PDB5V0

U13 IO121NDB4V1

U14 IO121PDB4V1

U15 VMV4

U16 TCK

U17 VPUMP

U18 TRST

U19 GDA0/IO110NDB3V2

U20 NC

U21 IO103NDB3V2

U22 IO105PDB3V2

V1 NC

V2 IO175NPB6V1

V3 GND

V4 GEA1/IO167PDB6V0

V5 GEA0/IO167NDB6V0

V6 GNDQ

V7 GEC2/IO164PDB5V3

V8 IO157NPB5V2

V9 IO151NDB5V2

V10 IO151PDB5V2

V11 IO137NDB5V0

V12 IO137PDB5V0

V13 IO123NDB4V1

V14 IO123PDB4V1

FG484

Pin Number A3PE1500 Function
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Package Pin Assignments
FG676

Note
For Package Manufacturing and Environmental information, visit the Resource Center at
http://www.microsemi.com/products/fpga-soc/solutions.

Note: This is the bottom view of the package.
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ProASIC3E Flash Family FPGAs
C9 IO10PDB0V1

C10 IO16PDB0V2

C11 IO20PDB0V2

C12 IO24PDB0V3

C13 IO23PDB0V2

C14 IO28PDB0V3

C15 IO31PDB0V3

C16 IO32NDB1V0

C17 IO36NDB1V0

C18 IO37NDB1V0

C19 IO45NDB1V1

C20 IO42PPB1V1

C21 IO46NPB1V1

C22 IO48NPB1V2

C23 GBB0/IO56NPB1V3

C24 VMV1

C25 GBC2/IO60PDB2V0

C26 IO60NDB2V0

D1 IO218NDB7V3

D2 IO218PDB7V3

D3 GND

D4 VMV7

D5 IO221NDB7V3

D6 GAC0/IO02NDB0V0

D7 GAC1/IO02PDB0V0

D8 IO05NDB0V0

D9 IO08PDB0V1

D10 IO12NDB0V1

D11 IO18NDB0V2

D12 IO17NDB0V2

D13 IO25NDB0V3

D14 IO29NDB0V3

D15 IO33NDB1V0

D16 IO40PDB1V1

D17 IO43NDB1V1

D18 IO47PDB1V1

FG676

Pin Number A3PE1500 Function

D19 IO45PDB1V1

D20 IO46PPB1V1

D21 IO48PPB1V2

D22 GBA0/IO57NPB1V3

D23 GNDQ

D24 GBB1/IO56PPB1V3

D25 GBB2/IO59PDB2V0

D26 IO59NDB2V0

E1 IO212PDB7V2

E2 IO211NDB7V2

E3 IO211PDB7V2

E4 IO220NPB7V3

E5 GNDQ

E6 GAB2/IO220PPB7V3

E7 GAB1/IO01PDB0V0

E8 IO05PDB0V0

E9 IO08NDB0V1

E10 IO12PDB0V1

E11 IO18PDB0V2

E12 IO17PDB0V2

E13 IO25PDB0V3

E14 IO29PDB0V3

E15 IO33PDB1V0

E16 IO40NDB1V1

E17 IO43PDB1V1

E18 IO47NDB1V1

E19 IO54NDB1V3

E20 IO52NDB1V2

E21 IO52PDB1V2

E22 VCCPLB

E23 GBA1/IO57PPB1V3

E24 IO63PDB2V0

E25 IO63NDB2V0

E26 IO68PDB2V1

F1 IO212NDB7V2

F2 IO203PPB7V1

FG676

Pin Number A3PE1500 Function

F3 IO213NDB7V2

F4 IO213PDB7V2

F5 GND

F6 VCCPLA

F7 GAB0/IO01NDB0V0

F8 GNDQ

F9 IO03PDB0V0

F10 IO13PDB0V1

F11 IO15PDB0V1

F12 IO19PDB0V2

F13 IO21PDB0V2

F14 IO27NDB0V3

F15 IO35PDB1V0

F16 IO39NDB1V0

F17 IO51PDB1V2

F18 IO53PDB1V2

F19 IO54PDB1V3

F20 VMV2

F21 VCOMPLB

F22 IO61PDB2V0

F23 IO61NDB2V0

F24 IO66PDB2V1

F25 IO66NDB2V1

F26 IO68NDB2V1

G1 IO203NPB7V1

G2 IO207NDB7V2

G3 IO207PDB7V2

G4 IO216NDB7V3

G5 IO216PDB7V3

G6 VCOMPLA

G7 VMV0

G8 VCC

G9 IO03NDB0V0

G10 IO13NDB0V1

G11 IO15NDB0V1

G12 IO19NDB0V2

FG676

Pin Number A3PE1500 Function
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ProASIC3E Flash Family FPGAs
W25 IO96PDB3V1

W26 IO94NDB3V0

Y1 IO175NDB6V1

Y2 IO175PDB6V1

Y3 IO173NDB6V0

Y4 IO173PDB6V0

Y5 GEC1/IO169PPB6V0

Y6 GNDQ

Y7 VMV6

Y8 VCCIB5

Y9 IO163NDB5V3

Y10 IO159PDB5V3

Y11 IO153PDB5V2

Y12 IO147PDB5V1

Y13 IO139PDB5V0

Y14 IO137PDB5V0

Y15 IO125NDB4V1

Y16 IO125PDB4V1

Y17 IO115NDB4V0

Y18 IO115PDB4V0

Y19 VCC

Y20 VPUMP

Y21 VCOMPLD

Y22 VCCPLD

Y23 IO100NDB3V1

Y24 IO100PDB3V1

Y25 IO96NDB3V1

Y26 IO98PDB3V1

FG676

Pin Number A3PE1500 Function
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ProASIC3E Flash Family FPGAs
AG9 IO225NPB5V3

AG10 IO223NPB5V3

AG11 IO221PDB5V3

AG12 IO221NDB5V3

AG13 IO205NPB5V1

AG14 IO199NDB5V0

AG15 IO199PDB5V0

AG16 IO187NDB4V4

AG17 IO187PDB4V4

AG18 IO181NDB4V3

AG19 IO171PPB4V2

AG20 IO165NPB4V1

AG21 IO161NPB4V0

AG22 IO159NDB4V0

AG23 IO159PDB4V0

AG24 IO158PPB4V0

AG25 GDB2/IO155PDB4V0

AG26 GDA2/IO154PPB4V0

AG27 GND

AG28 VJTAG

AG29 VCC

AG30 IO149NDB3V4

AH1 GND

AH2 IO233NPB5V4

AH3 VCC

AH4 GEB2/IO232PPB5V4

AH5 VCCIB5

AH6 IO219NDB5V3

AH7 IO219PDB5V3

AH8 IO227NDB5V4

AH9 IO227PDB5V4

AH10 IO225PPB5V3

AH11 IO223PPB5V3

AH12 IO211NDB5V2

AH13 IO211PDB5V2

AH14 IO205PPB5V1

FG896

Pin Number A3PE3000 Function

AH15 IO195NDB5V0

AH16 IO185NDB4V3

AH17 IO185PDB4V3

AH18 IO181PDB4V3

AH19 IO177NDB4V2

AH20 IO171NPB4V2

AH21 IO165PPB4V1

AH22 IO161PPB4V0

AH23 IO157NDB4V0

AH24 IO157PDB4V0

AH25 IO155NDB4V0

AH26 VCCIB4

AH27 TDI

AH28 VCC

AH29 VPUMP

AH30 GND

AJ1 GND

AJ2 GND

AJ3 GEA2/IO233PPB5V4

AJ4 VCC

AJ5 IO217NPB5V2

AJ6 VCC

AJ7 IO215NPB5V2

AJ8 IO213NDB5V2

AJ9 IO213PDB5V2

AJ10 IO209NDB5V1

AJ11 IO209PDB5V1

AJ12 IO203NDB5V1

AJ13 IO203PDB5V1

AJ14 IO197NDB5V0

AJ15 IO195PDB5V0

AJ16 IO183NDB4V3

AJ17 IO183PDB4V3

AJ18 IO179NPB4V3

AJ19 IO177PDB4V2

AJ20 IO173NDB4V2

FG896

Pin Number A3PE3000 Function

AJ21 IO173PDB4V2

AJ22 IO163NDB4V1

AJ23 IO163PDB4V1

AJ24 IO167NPB4V1

AJ25 VCC

AJ26 IO156NPB4V0

AJ27 VCC

AJ28 TMS

AJ29 GND

AJ30 GND

AK2 GND

AK3 GND

AK4 IO217PPB5V2

AK5 GND

AK6 IO215PPB5V2

AK7 GND

AK8 IO207NDB5V1

AK9 IO207PDB5V1

AK10 IO201NDB5V0

AK11 IO201PDB5V0

AK12 IO193NDB4V4

AK13 IO193PDB4V4

AK14 IO197PDB5V0

AK15 IO191NDB4V4

AK16 IO191PDB4V4

AK17 IO189NDB4V4

AK18 IO189PDB4V4

AK19 IO179PPB4V3

AK20 IO175NDB4V2

AK21 IO175PDB4V2

AK22 IO169NDB4V1

AK23 IO169PDB4V1

AK24 GND

AK25 IO167PPB4V1

AK26 GND

AK27 GDC2/IO156PPB4V0

FG896

Pin Number A3PE3000 Function
Revision 15 4-43


