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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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ProASIC3E Flash Family FPGAs
ProASIC3E Ordering Information

A3PE3000 FG_

Part Number

Speed Grade  

1

1 = 15% Faster than Standard
2 = 25% Faster than Standard

Package Type

PQ = Plastic Quad Flat Pack (0.5 mm pitch) 
FG = Fine Pitch Ball Grid Array (1.0 mm pitch)

896 Y

Package Lead Count

600,000 System GatesA3PE600 =
1,500,000 System GatesA3PE1500 =
3,000,000 System GatesA3PE3000 =

1,500,000 System GatesM1A3PE1500 =
3,000,000 System GatesM1A3PE3000 =

G

Lead-Free Packaging
Blank = Standard Packaging

G = RoHS-Compliant (Green) Packaging

ProASIC3E Devices

ProASIC3E Devices with Cortex-M1

Security Feature

Y = Device Includes License to Implement IP Based on the
Cryptography Research, Inc. (CRI) Patent Portfolio

Blank = Device Does Not Include License to Implement IP Based
on the Cryptography Research, Inc. (CRI) Patent Portfolio

I

Blank = Commercial (0°C to +85°C Junction Temperature)
        I = Industrial (–40°C to +100°C Junction Temperature)
    PP = Pre-Production
    ES = Engineering Sample (Room Temperature Only)

Application (Temperature Range)

Note:Note: Only devices with packages greater than or equal to 5x5 are supported
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ProASIC3E Flash Family FPGAs
I/O Power-Up and Supply Voltage Thresholds for Power-On Reset 
(Commercial and Industrial)
Sophisticated power-up management circuitry is designed into every ProASIC®3E device. These circuits
ensure easy transition from the powered-off state to the powered-up state of the device. The many
different supplies can power up in any sequence with minimized current spikes or surges. In addition, the
I/O will be in a known state through the power-up sequence. The basic principle is shown in Figure 2-1
on page 2-4. 

There are five regions to consider during power-up. 

ProASIC3E I/Os are activated only if ALL of the following three conditions are met:

1. VCC and VCCI are above the minimum specified trip points (Figure 2-1 on page 2-4). 

2. VCCI > VCC – 0.75 V (typical)

3. Chip is in the operating mode.

VCCI Trip Point: 
Ramping up: 0.6 V < trip_point_up < 1.2 V
Ramping down: 0.5 V < trip_point_down < 1.1 V 

VCC Trip Point: 
Ramping up: 0.6 V < trip_point_up < 1.1 V
Ramping down: 0.5 V < trip_point_down < 1 V 

VCC and VCCI ramp-up trip points are about 100 mV higher than ramp-down trip points. This specifically
built-in hysteresis prevents undesirable power-up oscillations and current surges. Note the following:

• During programming, I/Os become tristated and weakly pulled up to VCCI.

• JTAG supply, PLL power supplies, and charge pump VPUMP supply have no influence on I/O
behavior.

Table 2-4 • Overshoot and Undershoot Limits 1

VCCI and VMV

Average VCCI–GND Overshoot or 
Undershoot Duration 

as a Percentage of Clock Cycle2
Maximum Overshoot/

Undershoot2

2.7 V or less 10% 1.4 V

5% 1.49 V

3 V 10% 1.1 V

5% 1.19 V

3.3 V 10% 0.79 V

5% 0.88 V

3.6 V 10% 0.45 V

5% 0.54 V

Notes:

1. Based on reliability requirements at 85°C.
2. The duration is allowed at one out of six clock cycles. If the overshoot/undershoot occurs at one out of two cycles, the

maximum overshoot/undershoot has to be reduced by 0.15 V.

3. This table does not provide PCI overshoot/undershoot limits.
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ProASIC3E DC and Switching Characteristics
Calculating Power Dissipation

Quiescent Supply Current

Power per I/O Pin

Table 2-7 • Quiescent Supply Current Characteristics

A3PE600 A3PE1500 A3PE3000

Typical (25°C) 5 mA 12 mA 25 mA

Maximum (Commercial) 30 mA 70 mA 150 mA

Maximum (Industrial) 45 mA 105 mA 225 mA

Notes:

1. IDD Includes VCC, VPUMP, VCCI, and VMV currents. Values do not include I/O static contribution, which is shown in
Table 2-8 and Table 2-9 on page 2-7.

2. –F speed grade devices may experience higher standby IDD of up to five times the standard IDD and higher I/O
leakage. 

Table 2-8 • Summary of I/O Input Buffer Power (per pin) – Default I/O Software Settings

VMV
(V)

Static Power
PDC2 (mW)1

Dynamic Power
PAC9 (µW/MHz)2

Single-Ended

3.3 V LVTTL/LVCMOS 3.3 – 17.39

3.3 V LVTTL/LVCMOS – Schmitt trigger 3.3 – 25.51

3.3 V LVTTL/LVCMOS Wide Range3 3.3 – 16.34

3.3 V LVTTL/LVCMOS Wide Range – Schmitt trigger3 3.3 – 24.49

2.5 V LVCMOS 2.5 – 5.76

2.5 V LVCMOS – Schmitt trigger 2.5 – 7.16

1.8 V LVCMOS 1.8 – 2.72

1.8 V LVCMOS – Schmitt trigger 1.8 – 2.80

1.5 V LVCMOS (JESD8-11) 1.5 – 2.08

1.5 V LVCMOS (JESD8-11) – Schmitt trigger 1.5 – 2.00

3.3 V PCI 3.3 – 18.82

3.3 V PCI – Schmitt trigger 3.3 – 20.12

3.3 V PCI-X 3.3 – 18.82

3.3 V PCI-X – Schmitt trigger 3.3 – 20.12

Voltage-Referenced

3.3 V GTL 3.3 2.90 8.23

2.5 V GTL 2.5 2.13 4.78

3.3 V GTL+ 3.3 2.81 4.14

2.5 V GTL+ 2.5 2.57 3.71

Notes:

1. PDC2 is the static power (where applicable) measured on VMV.
2. PAC9 is the total dynamic power measured on VCC and VMV.

3. All LVCMOS 3.3 V software macros support LVCMOS 3.3 V wide range as specified in the JESD8b specification.
2-6 Revision 15



ProASIC3E DC and Switching Characteristics
Figure 2-4 • Output Buffer Model and Delays (example)
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ProASIC3E Flash Family FPGAs
Table 2-14 • Summary of Maximum and Minimum DC Input Levels 
Applicable to Commercial and Industrial Conditions

DC I/O Standards

Commercial1 Industrial2

IIL3 IIH4 IIL3 IIH4

µA µA µA µA

3.3 V LVTTL / 3.3 V LVCMOS 10 10 15 15

3.3 V LVCMOS Wide Range 10 10 15 15

2.5 V LVCMOS 10 10 15 15

1.8 V LVCMOS 10 10 15 15

1.5 V LVCMOS 10 10 15 15

3.3 V PCI 10 10 15 15

3.3 V PCI-X 10 10 15 15

3.3 V GTL 10 10 15 15

2.5 V GTL 10 10 15 15

3.3 V GTL+ 10 10 15 15

2.5 V GTL+ 10 10 15 15

HSTL (I) 10 10 15 15

HSTL (II) 10 10 15 15

SSTL2 (I) 10 10 15 15

SSTL2 (II) 10 10 15 15

SSTL3 (I) 10 10 15 15

SSTL3 (II) 10 10 15 15

Notes:

1. Commercial range (0°C < TA < 70°C)
2. Industrial range (–40°C < TA < 85°C)

3. IIL is the input leakage current per I/O pin over recommended operation conditions where –0.3 V < VIN <
VIL.

4. IIH is the input leakage current per I/O pin over recommended operating conditions VIH < VIN < VCCI.
Input current is larger when operating outside recommended ranges.
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ProASIC3E DC and Switching Characteristics
The length of time an I/O can withstand IOSH/IOSL events depends on the junction temperature. The
reliability data below is based on a 3.3 V, 36 mA I/O setting, which is the worst case for this type of
analysis.

For example, at 100°C, the short current condition would have to be sustained for more than six months
to cause a reliability concern. The I/O design does not contain any short circuit protection, but such
protection would only be needed in extremely prolonged stress conditions.

Table 2-21 • I/O Short Currents IOSH/IOSL

Drive Strength IOSH (mA)* IOSL (mA)*

3.3 V LVTTL / 3.3 V LVCMOS 2 mA 25 27

4 mA 25 27

6 mA 51 54

8 mA 51 54

12 mA 103 109

16 mA 132 127

24 mA 268 181

3.3 V LVCMOS Wide Range 100 µA Same as regular
3.3 V LVCMOS

Same as regular
3.3 V LVCMOS

2.5 V LVCMOS 4 mA 16 18

8 mA 32 37

12 mA 65 74

16 mA 83 87

24 mA 169 124

1.8 V LVCMOS 2 mA 9 11

4 mA 17 22

6 mA 35 44

8 mA 45 51

12 mA 91 74

16 mA 91 74

1.5 V LVCMOS 2 mA 13 16

4 mA 25 33

6 mA 32 39

8 mA 66 55

12 mA 66 55

Notes:

1. TJ = 100°C
2. Applicable to 3.3 V LVCMOS Wide Range. IOSL/IOSH dependent on the I/O buffer drive strength

selected for wide range applications. All LVCMOS 3.3 V software macros support LVCMOS 3.3 V wide
range as specified in the JESD8b specification.

Table 2-22 • Duration of Short Circuit Event Before Failure

Temperature Time before Failure

–40°C > 20 years

0°C > 20 years

25°C > 20 years

70°C 5 years
2-22 Revision 15



ProASIC3E DC and Switching Characteristics
12 mA Std. 0.66 6.03 0.04 1.20 1.57 0.43 6.14 5.02 3.28 3.47 8.37 7.26 ns

–1 0.56 5.13 0.04 1.02 1.33 0.36 5.22 4.27 2.79 2.95 7.12 6.17 ns

–2 0.49 4.50 0.03 0.90 1.17 0.32 4.58 3.75 2.45 2.59 6.25 5.42 ns

16 mA Std. 0.66 5.62 0.04 1.20 1.57 0.43 5.72 4.72 3.32 3.58 7.96 6.96 ns

–1 0.56 4.78 0.04 1.02 1.33 0.36 4.87 4.02 2.83 3.04 6.77 5.92 ns

–2 0.49 4.20 0.03 0.90 1.17 0.32 4.27 3.53 2.48 2.67 5.94 5.20 ns

24 mA Std. 0.66 5.24 0.04 1.20 1.57 0.43 5.34 4.69 3.39 3.96 7.58 6.93 ns

–1 0.56 4.46 0.04 1.02 1.33 0.36 4.54 3.99 2.88 3.37 6.44 5.89 ns

–2 0.49 3.92 0.03 0.90 1.17 0.32 3.99 3.50 2.53 2.96 5.66 5.17 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.

Table 2-28 • 3.3 V LVTTL / 3.3 V LVCMOS Low Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 3.0 V

Drive 
Strength

Speed
Grade tDOUT tDP tDIN tPY tPYS tEOUT tZL tZH tLZ tHZ tZLS tZHS Units
2-26 Revision 15



ProASIC3E Flash Family FPGAs
3.3 V LVCMOS Wide Range

Table 2-29 • Minimum and Maximum DC Input and Output Levels

3.3 V 
LVCMOS 
Wide 
Range

Equivalent 
Software 
Default 
Drive 
Strength 
Option1

VIL VIH VOL VOH IOL IOH IOSL IOSH IIL2 IIH3

Drive 
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.
V

Min.
V µA µA

Max.
mA4

Max.
mA4 µA5 µA5

100 µA 2 mA –0.3 0.8 2 3.6 0.2 VDD – 0.2 100 100 27 25 10 10

100 µA 4 mA –0.3 0.8 2 3.6 0.2 VDD – 0.2 100 100 27 25 10 10

100 µA 6 mA –0.3 0.8 2 3.6 0.2 VDD – 0.2 100 100 54 51 10 10

100 µA 8 mA –0.3 0.8 2 3.6 0.2 VDD – 0.2 100 100 54 51 10 10

100 µA 12 mA –0.3 0.8 2 3.6 0.2 VDD – 0.2 100 100 109 103 10 10

100 µA 16 mA –0.3 0.8 2 3.6 0.2 VDD – 0.2 100 100 127 132 10 10

100 µA 24 mA –0.3 0.8 2 3.6 0.2 VDD – 0.2 100 100 181 268 10 10

Notes:

1. The minimum drive strength for any LVCMOS 3.3 V software configuration when run in wide range is ±100 µA. Drive
strength displayed in the software is supported for normal range only. For a detailed I/V curve, refer to the IBIS models.

2. IIL is the input leakage current per I/O pin over recommended operation conditions where –0.3 V < VIN < VIL.

3. IIH is the input leakage current per I/O pin over recommended operating conditions VIH < VIN< VCCI. Input current is
larger when operating outside recommended ranges.

4. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.

5. Currents are measured at 85°C junction temperature.

6. Software default selection highlighted in gray.

Figure 2-7 • AC Loading

Table 2-30 • 3.3 V LVCMOS Wide Range AC Waveforms, Measuring Points, and Capacitive Loads 

Input Low (V) Input High (V) Measuring Point* (V) VREF (typ.) (V) CLOAD (pF)

0 3.3 1.4 – 35

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point
Test Point

Enable PathDatapath 35 pF

R = 1 k R to VCCI for tLZ / tZL / tZLS
R to GND for tHZ / tZH / tZHS

35 pF for tZH / tZHS / tZL / tZLS
35 pF for tHZ / tLZ
Revision 15 2-27



ProASIC3E Flash Family FPGAs
Table 2-32 • 3.3 V LVCMOS Wide Range Low Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 2.7 V

Drive 
Strength 

Equivalent 
Software 
Default 
Drive 
Strength 
Option1 

Speed
Grade tDOUT tDP tDIN tPY tPYS tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

100 µA 4 mA Std. 0.66 17.02 0.04 1.83 2.38 0.43 17.02 13.74 4.16 3.78 20.42 17.14 ns

–1 0.56 14.48 0.04 1.55 2.02 0.36 14.48 11.69 3.54 3.21 17.37 14.58 ns

–2 0.49 12.71 0.03 1.36 1.78 0.32 12.71 10.26 3.11 2.82 15.25 12.80 ns

100 µA 8 mA Std. 0.66 12.16 0.04 1.83 2.38 0.43 12.16 9.78 4.70 4.74 15.55 13.17 ns

–1 0.56 10.34 0.04 1.55 2.02 0.36 10.34 8.32 4.00 4.03 13.23 11.20 ns

–2 0.49 9.08 0.03 1.36 1.78 0.32 9.08 7.30 3.51 3.54 11.61 9.84 ns

100µA 12 mA Std. 0.66 9.32 0.04 1.83 2.38 0.43 9.32 7.62 5.06 5.36 12.71 11.02 ns

–1 0.56 7.93 0.04 1.55 2.02 0.36 7.93 6.48 4.31 4.56 10.81 9.37 ns

–2 0.49 6.96 0.03 1.36 1.78 0.32 6.96 5.69 3.78 4.00 9.49 8.23 ns

100 µA 16 mA Std. 0.66 8.69 0.04 1.83 2.38 0.43 8.69 7.17 5.14 5.53 12.08 10.57 ns

–1 0.56 7.39 0.04 1.55 2.02 0.36 7.39 6.10 4.37 4.71 10.28 8.99 ns

–2 0.49 6.49 0.03 1.36 1.78 0.32 6.49 5.36 3.83 4.13 9.02 7.89 ns

100 µA 24 mA Std. 0.66 8.11 0.04 1.83 2.38 0.43 8.11 7.13 5.23 6.13 11.50 10.52 ns

–1 0.56 6.90 0.04 1.55 2.02 0.36 6.90 6.06 4.45 5.21 9.78 8.95 ns

–2 0.49 6.05 0.03 1.36 1.78 0.32 6.05 5.32 3.91 4.57 8.59 7.86 ns

Notes:

1. The minimum drive strength for any LVCMOS 3.3 V software configuration when run in wide range is ±100 µA. Drive
strength displayed in the software is supported for normal range only. For a detailed I/V curve, refer to the IBIS models.

2. Software default selection highlighted in gray.

3. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-5 for derating values.
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ProASIC3E Flash Family FPGAs
1.8 V LVCMOS
Low-Voltage CMOS for 1.8 V is an extension of the LVCMOS standard (JESD8-5) used for general-
purpose 1.8 V applications. It uses a 1.8 V input buffer and a push-pull output buffer.

Table 2-37 • Minimum and Maximum DC Input and Output Levels

1.8 V 
LVCMOS VIL VIH VOL VOH IOL IOH IOSL IOSH IIL1 IIH2

Drive 
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.
V

Min.
V mA mA

Max.
mA3

Max.
mA3 µA4 µA4

2 mA –0.3 0.35 * VCCI 0.65 * VCCI 3.6 0.45 VCCI – 0.45 2 2 11 9 10 10

4 mA –0.3 0.35 * VCCI 0.65 * VCCI 3.6 0.45 VCCI – 0.45 4 4 22 17 10 10

6 mA –0.3 0.35 * VCCI 0.65 * VCCI 3.6 0.45 VCCI – 0.45 6 6 44 35 10 10

8 mA –0.3 0.35 * VCCI 0.65 * VCCI 3.6 0.45 VCCI – 0.45 8 8 51 45 10 10

12 mA –0.3 0.35 * VCCI 0.65 * VCCI 3.6 0.45 VCCI – 0.45 12 12 74 91 10 10

16 mA –0.3 0.35 * VCCI 0.65 * VCCI 3.6 0.45 VCCI – 0.45 16 16 74 91 10 10

Notes:

1. IIL is the input leakage current per I/O pin over recommended operation conditions where –0.3 V < VIN < VIL.
2. IIH is the input leakage current per I/O pin over recommended operating conditions VIH < VIN < VCCI. Input current is

larger when operating outside recommended ranges.

3. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.

4. Currents are measured at 85°C junction temperature.

5. Software default selection highlighted in gray.

Figure 2-9 • AC Loading

Table 2-38 • AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V) Measuring Point* (V) VREF (typ.) (V) CLOAD (pF)

0 1.8 0.9 – 35

Note: *Measuring point = Vtrip. See Table 2-15 on page 2-18 for a complete table of trip points.

Test Point
Test Point

Enable PathDatapath 35 pF

R = 1 k R to VCCI for tLZ / tZL / tZLS
R to GND for tHZ / tZH / tZHS

35 pF for tZH / tZHS / tZL / tZLS
35 pF for tHZ / tLZ
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ProASIC3E Flash Family FPGAs
Figure 2-35 • Timing Model and Waveforms
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ProASIC3E DC and Switching Characteristics
Global Resource Characteristics

A3PE600 Clock Tree Topology
Clock delays are device-specific. Figure 2-38 is an example of a global tree used for clock routing. The
global tree presented in Figure 2-38 is driven by a CCC located on the west side of the A3PE600 device.
It is used to drive all D-flip-flops in the device. 

Global Tree Timing Characteristics
Global clock delays include the central rib delay, the spine delay, and the row delay. Delays do not
include I/O input buffer clock delays, as these are I/O standard–dependent, and the clock may be driven
and conditioned internally by the CCC module. For more details on clock conditioning capabilities, refer
to the "Clock Conditioning Circuits" section on page 2-70. Table 2-95 on page 2-69, Table 2-96 on
page 2-69, and Table 2-97 on page 2-69 present minimum and maximum global clock delays within the
device. Minimum and maximum delays are measured with minimum and maximum loading.

Figure 2-38 • Example of Global Tree Use in an A3PE600 Device for Clock Routing

Central
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Rows

Global Spine

CCC
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ProASIC3E DC and Switching Characteristics
Figure 2-49 • FIFO Reset

Figure 2-50 • FIFO EMPTY Flag and AEMPTY Flag Assertion
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Pin Descriptions and Packaging
Special Function Pins
NC No Connect
This pin is not connected to circuitry within the device. These pins can be driven to any voltage or can be
left floating with no effect on the operation of the device.

DC Do Not Connect
This pin should not be connected to any signals on the PCB. These pins should be left unconnected. 

Packaging
Semiconductor technology is constantly shrinking in size while growing in capability and functional
integration. To enable next-generation silicon technologies, semiconductor packages have also evolved
to provide improved performance and flexibility.

Microsemi consistently delivers packages that provide the necessary mechanical and environmental
protection to ensure consistent reliability and performance. Microsemi IC packaging technology
efficiently supports high-density FPGAs with large-pin-count Ball Grid Arrays (BGAs), but is also flexible
enough to accommodate stringent form factor requirements for Chip Scale Packaging (CSP). In addition,
Microsemi offers a variety of packages designed to meet your most demanding application and economic
requirements for today's embedded and mobile systems.

Related Documents

User’s Guides
ProASIC3E FPGA Fabric User’s Guide

http://www.microsemi.com/document-portal/doc_download/130883-proasic3e-fpga-fabric-user-s-
guide 

Packaging
The following documents provide packaging information and device selection for low power flash
devices. 

Product Catalog
http://www.microsemi.com/soc/documents/ProdCat_PIB.pdf 

Lists devices currently recommended for new designs and the packages available for each member of
the family. Use this document or the datasheet tables to determine the best package for your design, and
which package drawing to use.

Package Mechanical Drawings 
http://www.microsemi.com/document-portal/doc_download/131095-package-mechanical-drawings 

This document contains the package mechanical drawings for all packages currently or previously
supplied by Microsemi. Use the bookmarks to navigate to the package mechanical drawings. 

Additional packaging materials: http://www.microsemi.com/products/fpga-soc/solutions.
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Package Pin Assignments
FG484

Pin Number A3PE1500 Function

A1 GND

A2 GND

A3 VCCIB0

A4 IO05NDB0V0

A5 IO05PDB0V0

A6 IO11NDB0V1

A7 IO11PDB0V1

A8 IO15PDB0V1

A9 IO17PDB0V2

A10 IO27NDB0V3

A11 IO27PDB0V3

A12 IO32PDB1V0

A13 IO43PDB1V1

A14 IO47NDB1V1

A15 IO47PDB1V1

A16 IO51NDB1V2

A17 IO51PDB1V2

A18 IO54NDB1V3

A19 NC

A20 VCCIB1

A21 GND

A22 GND

AA1 GND

AA2 VCCIB6

AA3 NC

AA4 IO161PDB5V3

AA5 IO155NDB5V2

AA6 IO155PDB5V2

AA7 IO154NDB5V2

AA8 IO154PDB5V2

AA9 IO143PDB5V1

AA10 IO143NDB5V1

AA11 IO131PPB4V2

AA12 IO129NDB4V2

AA13 IO129PDB4V2

AA14 NC

AA15 NC

AA16 IO117NDB4V0

AA17 IO117PDB4V0

AA18 IO115NDB4V0

AA19 IO115PDB4V0

AA20 NC

AA21 VCCIB3

AA22 GND

AB1 GND

AB2 GND

AB3 VCCIB5

AB4 IO159NDB5V3

AB5 IO159PDB5V3

AB6 IO149NDB5V1

AB7 IO149PDB5V1

AB8 IO138NDB5V0

AB9 IO138PDB5V0

AB10 NC

AB11 NC

AB12 IO127NDB4V2

AB13 IO127PDB4V2

AB14 IO125NDB4V1

AB15 IO125PDB4V1

AB16 IO122NDB4V1

AB17 IO122PDB4V1

AB18 NC

AB19 NC

AB20 VCCIB4

AB21 GND

AB22 GND

B1 GND

B2 VCCIB7

B3 NC

B4 IO03NDB0V0

B5 IO03PDB0V0

B6 IO10NDB0V1

FG484

Pin Number A3PE1500 Function

B7 IO10PDB0V1

B8 IO15NDB0V1

B9 IO17NDB0V2

B10 IO20PDB0V2

B11 IO29PDB0V3

B12 IO32NDB1V0

B13 IO43NDB1V1

B14 NC

B15 NC

B16 IO53NDB1V2

B17 IO53PDB1V2

B18 IO54PDB1V3

B19 NC

B20 NC

B21 VCCIB2

B22 GND

C1 VCCIB7

C2 NC

C3 NC

C4 NC

C5 GND

C6 IO07NDB0V0

C7 IO07PDB0V0

C8 VCC

C9 VCC

C10 IO20NDB0V2

C11 IO29NDB0V3

C12 NC

C13 NC

C14 VCC

C15 VCC

C16 NC

C17 NC

C18 GND

C19 NC

C20 NC

FG484

Pin Number A3PE1500 Function
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Package Pin Assignments
FG896

Note
For Package Manufacturing and Environmental information, visit the Resource Center at
http://www.microsemi.com/products/fpga-soc/solutions.

Note: This is the bottom view of the package.
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ProASIC3E Flash Family FPGAs
Revision 10
(March 2012)

The "In-System Programming (ISP) and Security" section and "Security" section
were revised to clarify that although no existing security measures can give an
absolute guarantee, Microsemi FPGAs implement the best security available in
the industry (SAR 34669).

I, 1-1

The Y security option and Licensed DPA Logo were added to the "ProASIC3E
Ordering Information" section. The trademarked Licensed DPA Logo identifies
that a product is covered by a DPA counter-measures license from Cryptography
Research (SAR 34727).

III

The following sentence was removed from the "Advanced Architecture" section:

"In addition, extensive on-chip programming circuitry allows for rapid, single-
voltage (3.3 V) programming of IGLOOe devices via an IEEE 1532 JTAG
interface" (SAR 34689).

1-3

The "Specifying I/O States During Programming" section is new (SAR 34699). 1-6

VCCPLL in Table 2-2 • Recommended Operating Conditions 1 was corrected
from "1.4 to 1.6 V" to "1.425 to 1.575 V" (SAR 33851).

The TJ symbol was added to the table and notes regarding TA and TJ were
removed. The second of two parameters in the VCCI and VMV row, called "3.3 V
DC supply voltage," was corrected to "3.0 V DC supply voltage" (SAR 37227).

2-2

The reference to guidelines for global spines and VersaTile rows, given in the
"Global Clock Contribution—PCLOCK" section, was corrected to the "Spine
Architecture" section of the Global Resources chapter in the ProASIC3E
FPGA Fabric User's Guide (SAR 34735).

2-9

tDOUT was corrected to tDIN in Figure 2-3 • Input Buffer Timing Model and Delays
(example) (SAR 37109).

2-13

The typo related to the values for 3.3 V LVCMOS Wide Range in Table 2-17
• Summary of I/O Timing Characteristics—Software Default Settings was
corrected (SAR 37227).

2-19

The notes regarding drive strength in the "Summary of I/O Timing Characteristics
– Default I/O Software Settings" section and "3.3 V LVCMOS Wide Range"
section and tables were revised for clarification. They now state that the minimum
drive strength for the default software configuration when run in wide range is
±100 µA. The drive strength displayed in software is supported in normal range
only. For a detailed I/V curve, refer to the IBIS models (SAR 34763).

2-18, 2-27
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ProASIC3E Flash Family FPGAs
Advance v0.5
(continued)

The "RESET" section was updated. 2-25

The "RESET" section was updated. 2-27

The "Introduction" of the "Introduction" section was updated. 2-28

PCI-X 3.3 V was added to the Compatible Standards for 3.3 V in Table 2-
11 • VCCI Voltages and Compatible Standards

2-29

Table 2-35 • ProASIC3E I/O Features was updated. 2-54

The "Double Data Rate (DDR) Support" section was updated to include
information concerning implementation of the feature.

2-32

The "Electrostatic Discharge (ESD) Protection" section was updated to include
testing information.

2-35

Level 3 and 4 descriptions were updated in Table 2-43 • I/O Hot-Swap and 5 V
Input Tolerance Capabilities in ProASIC3 Devices.

2-64

The notes in Table 2-45 • I/O Hot-Swap and 5 V Input Tolerance Capabilities in
ProASIC3E Devices were updated.

2-64

The "Simultaneous Switching Outputs (SSOs) and Printed Circuit Board Layout"
section is new.

2-41

A footnote was added to Table 2-37 • Maximum I/O Frequency for Single-Ended
and Differential I/Os in All Banks in ProASIC3E Devices (maximum drive strength
and high slew selected).

2-55

Table 2-48 • ProASIC3E I/O Attributes vs. I/O Standard Applications 2-81

Table 2-55 • ProASIC3 I/O Standards—SLEW and Output Drive (OUT_DRIVE)
Settings

2-85

The "x" was updated in the "Pin Descriptions" section. 2-50

The "VCC Core Supply Voltage" pin description was updated. 2-50

The "VMVx I/O Supply Voltage (quiet)" pin description was updated to include
information concerning leaving the pin unconnected.

2-50

EXTFB was removed from Figure 2-24 • ProASIC3E CCC Options. 2-24

The CCC Output Peak-to-Peak Period Jitter FCCC_OUT was updated in Table
2-13 • ProASIC3E CCC/PLL Specification.

2-30

EXTFB was removed from Figure 2-27 • CCC/PLL Macro. 2-28

The LVPECL specification in Table 2-45 • I/O Hot-Swap and 5 V Input Tolerance
Capabilities in ProASIC3E Devices was updated.

2-64

Table 2-15 • Levels of Hot-Swap Support was updated. 2-34

The "Cold-Sparing Support" section was updated. 2-34

"Electrostatic Discharge (ESD) Protection" section was updated. 2-35

The VJTAG and I/O pin descriptions were updated in the "Pin Descriptions"
section.

2-50

The "VJTAG JTAG Supply Voltage" pin description was updated. 2-50

The "VPUMP Programming Supply Voltage" pin description was updated to
include information on what happens when the pin is tied to ground.

2-50
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ProASIC3E Flash Family FPGAs
Advance v0.3
(continued)

The "Methodology" section was updated. 3-9

The A3PE3000 "208-Pin PQFP" pin table was updated. 4-6
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