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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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3 Functional overview

3.1 Low-power modes

The ultra-low-power STM32L031x4/6 supports dynamic voltage scaling to optimize its 
power consumption in Run mode. The voltage from the internal low-drop regulator that 
supplies the logic can be adjusted according to the system’s maximum operating frequency 
and the external voltage supply. 

There are three power consumption ranges: 

 Range 1 (VDD range limited to 1.71-3.6 V), with the CPU running at up to 32 MHz

 Range 2 (full VDD range), with a maximum CPU frequency of 16 MHz

 Range 3 (full VDD range), with a maximum CPU frequency limited to 4.2 MHz

Seven low-power modes are provided to achieve the best compromise between low-power 
consumption, short startup time and available wakeup sources:

 Sleep mode

In Sleep mode, only the CPU is stopped. All peripherals continue to operate and can 
wake up the CPU when an interrupt/event occurs. Sleep mode power consumption at 
16 MHz is about 1 mA with all peripherals off.

 Low-power run mode

This mode is achieved with the multispeed internal (MSI) RC oscillator set to the low-
speed clock (max 131 kHz), execution from SRAM or Flash memory, and internal 
regulator in low-power mode to minimize the regulator's operating current. In Low-
power run mode, the clock frequency and the number of enabled peripherals are both 
limited.

 Low-power sleep mode

This mode is achieved by entering Sleep mode with the internal voltage regulator in 
low-power mode to minimize the regulator’s operating current. In Low-power sleep 
mode, both the clock frequency and the number of enabled peripherals are limited; a 
typical example would be to have a timer running at 32 kHz.

When wakeup is triggered by an event or an interrupt, the system reverts to the Run 
mode with the regulator on.

 Stop mode with RTC

The Stop mode achieves the lowest power consumption while retaining the RAM and 
register contents and real time clock. All clocks in the VCORE domain are stopped, the 
PLL, MSI RC, HSE and HSI RC oscillators are disabled. The LSE or LSI is still running. 
The voltage regulator is in the low-power mode.

Some peripherals featuring wakeup capability can enable the HSI RC during Stop 
mode to detect their wakeup condition.

The device can be woken up from Stop mode by any of the EXTI line, in 3.5 µs, the 
processor can serve the interrupt or resume the code. The EXTI line source can be any 
GPIO. It can be the PVD output, the comparator 1 event or comparator 2 event 
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3.2 Interconnect matrix

Several peripherals are directly interconnected. This allows autonomous communication 
between peripherals, thus saving CPU resources and power consumption. In addition, 
these hardware connections allow fast and predictable latency. 

Depending on peripherals, these interconnections can operate in Run, Sleep, Low-power 
run, Low-power sleep and Stop modes. 

         

Consumption 
VDD=1.8 to 3.6 V 
(Typ)

Down to 
115 µA/MHz 
(from Flash)

Down to 
25 µA/MHz 
(from Flash)

Down to 
6.5 µA

Down to 
3.2 µA

0.35 µA (No 
RTC) VDD=1.8 V

 0.23 µA (No 
RTC) VDD=1.8 V

0.6 µA (with 
RTC) VDD=1.8 V

0.39 µA (with 
RTC) VDD=1.8 V

0.38 µA (No 
RTC) VDD=3.0 V

 0.26 µA (No 
RTC) VDD=3.0 V

0.8 µA (with 
RTC) VDD=3.0 V

0.57 µA (with 
RTC) VDD=3.0 V

1. Legend: 
“Y” = Yes (enable). 
“O” = Optional, can be enabled/disabled by software)
“-” = Not available

2. Some peripherals with wakeup from Stop capability can request HSI to be enabled. In this case, HSI is woken up by the 
peripheral, and only feeds the peripheral which requested it. HSI is automatically put off when the peripheral does not need 
it anymore. 

3. UART and LPUART reception is functional in Stop mode. It generates a wakeup interrupt on Start.To generate a wakeup on 
address match or received frame event, the LPUART can run on LSE clock while the UART has to wake up or keep running 
the HSI clock.

4. I2C address detection is functional in Stop mode. It generates a wakeup interrupt in case of address match. It will wake up 
the HSI during reception.

Table 5. Functionalities depending on the working mode
(from Run/active down to standby) (continued)(1)

IPs Run/Active Sleep
Low-

power 
run

Low-
power 
sleep

Stop Standby

Wakeup 
capability

Wakeup 
capability

Table 6. STM32L0xx peripherals interconnect matrix

Interconnect 
source 

Interconnect 
destination 

Interconnect action Run Sleep 
Low- 

power 
run 

Low- 
power 
sleep 

Stop

COMPx

TIM2,TIM21,
TIM22

Timer input channel, 
trigger from analog 
signals comparison 

Y Y Y Y -

LPTIM
Timer input channel, 
trigger from analog 
signals comparison 

Y Y Y Y Y

TIMx TIMx
Timer triggered by other 

timer
Y Y Y Y -
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6.3.2 Embedded reset and power control block characteristics

The parameters given in the following table are derived from the tests performed under the 
ambient temperature condition summarized in Table 20.

          

TA Temperature range

Maximum power 
dissipation (range 6)

–40 85

°C

Maximum power 
dissipation (range 7)

–40 105

Maximum power 
dissipation (range 3)

–40 125

TJ 

Junction temperature range (range 6) -40 °C  TA  85 ° –40 105

Junction temperature range (range 7) -40 °C  TA  105 °C –40 125

Junction temperature range (range 3) -40 °C  TA  125 °C –40 130

1. It is recommended to power VDD and VDDA from the same source. A maximum difference of 300 mV between VDD and 
VDDA can be tolerated during power-up and normal operation.

2. To sustain a voltage higher than VDD+0.3V, the internal pull-up/pull-down resistors must be disabled.

3. If TA is lower, higher PD values are allowed as long as TJ does not exceed TJ max (see Table 19: Thermal characteristics 
on page 50).

Table 20. General operating conditions (continued)

Symbol Parameter  Conditions Min Max Unit

Table 21. Embedded reset and power control block characteristics

Symbol Parameter Conditions Min Typ Max Unit

tVDD
(1)

VDD rise time rate
BOR detector enabled 0 - 

µs/V
BOR detector disabled 0 - 1000

VDD fall time rate
BOR detector enabled 20 - 

BOR detector disabled 0 - 1000

TRSTTEMPO
(1) Reset temporization

VDD rising, BOR enabled - 2 3.3
ms

VDD rising, BOR disabled(2) 0.4 0.7 1.6

VPOR/PDR
Power on/power down reset 
threshold

Falling edge 1 1.5 1.65

V

Rising edge 1.3 1.5 1.65

VBOR0 Brown-out reset threshold 0
Falling edge 1.67 1.7 1.74

Rising edge 1.69 1.76 1.8

VBOR1 Brown-out reset threshold 1
Falling edge 1.87 1.93 1.97

Rising edge 1.96 2.03 2.07

VBOR2 Brown-out reset threshold 2
Falling edge 2.22 2.30 2.35

Rising edge 2.31 2.41 2.44
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6.3.4 Supply current characteristics

The current consumption is a function of several parameters and factors such as the 
operating voltage, temperature, I/O pin loading, device software configuration, operating 
frequencies, I/O pin switching rate, program location in memory and executed binary code. 
The current consumption is measured as described in Figure 14: Current consumption 
measurement scheme.

All Run-mode current consumption measurements given in this section are performed with a 
reduced code that gives a consumption equivalent to Dhrystone 2.1 code if not specified 
otherwise. 

The current consumption values are derived from the tests performed under ambient 
temperature and VDD supply voltage conditions summarized in Table 20: General operating 
conditions unless otherwise specified. 

The MCU is placed under the following conditions:

 All I/O pins are configured in analog input mode

 All peripherals are disabled except when explicitly mentioned

 The Flash memory access time and prefetch is adjusted depending on fHCLK 
frequency and voltage range to provide the best CPU performance unless otherwise 
specified.

 When the peripherals are enabled fAPB1 = fAPB2 = fAPB

 When PLL is on, the PLL inputs are equal to HSI = 16 MHz (if internal clock is used) or 
HSE = 16 MHz (if HSE bypass mode is used)

 The HSE user clock is applied to OSCI_IN input (LQFP48 package) and to CK_IN 
(other packages). It follows the characteristic specified in Table 37: High-speed 
external user clock characteristics

 For maximum current consumption VDD = VDDA = 3.6 V is applied to all supply pins

 For typical current consumption VDD = VDDA = 3.0 V is applied to all supply pins if not 
specified otherwise

The parameters given in Table 44, Table 20 and Table 21 are derived from tests performed 
under ambient temperature and VDD supply voltage conditions summarized in Table 20.
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Table 26. Current consumption in Run mode, code with data processing running from RAM

Symbol Parameter Conditions fHCLK Typ Max(1) Unit

IDD (Run 
from 
RAM)

Supply current in 
Run mode, code 
executed from 
RAM, Flash 
switched OFF

fHSE = fHCLK up to 16 
MHz, included 
fHSE = fHCLK/2 above 
16 MHz
(PLL ON)(2)

Range 3, 
VCORE=1.2 V, 
VOS[1:0]=11

1 MHz 115 170

µA2 MHz 210 250

4 MHz 385 420

Range 2, 
VCORE=1.5 ,V, 
VOS[1:0]=10

4 MHz 0.48 0.6

mA

8 MHz 0.935 1.1

16 MHz 1.8 2

Range 1, 
VCORE=1.8 V, 
VOS[1:0]=01 

8 MHz 1.1 1.3

16 MHz 2.1 2.3

32 MHz 4.5 4.7

MSI clock
Range 3, 
VCORE=1.2 V, 
VOS[1:0]=11

65 kHz 22 52

µA524 kHz 70.5 91

4.2 MHz 420 450

HSI16 clock source 
(16 MHz)

Range 2, 
VCORE=1.5 V, 
VOS[1:0]=10

16 MHz 1.95 2.2

mA
Range 1, 
VCORE=1.8 V, 
VOS[1:0]=01

32 MHz 4.7 5.1

1. Guaranteed by characterization results at 125 °C, unless otherwise specified.

2. Oscillator bypassed (HSEBYP = 1 in RCC_CR register).

Table 27. Current consumption in Run mode vs code type, 
code with data processing running from RAM(1)

Symbol Parameter Conditions fHCLK Typ Unit

IDD (Run 
from 
RAM)

Supply current in 
Run mode, code 
executed from 
RAM, Flash 
switched OFF

fHSE = fHCLK up to 16 
MHz, included, 
fHSE = fHCLK/2 above 
16 MHz (PLL ON)(2)

Range 3, 
VCORE=1.2 V, 
VOS[1:0]=11

Dhrystone

4 MHz

385

µA
CoreMark 395

Fibonacci 360

while(1) 265

Range 1, 
VCORE=1.8 V, 
VOS[1:0]=01

Dhrystone

32 MHz

4.5

mA
CoreMark 4.65

Fibonacci 4.2

while(1) 3.05

1. Guaranteed by characterization results, unless otherwise specified.

2. Oscillator bypassed (HSEBYP = 1 in RCC_CR register).
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6.3.7 Internal clock source characteristics

The parameters given in Table 41 are derived from tests performed under ambient 
temperature and VDD supply voltage conditions summarized in Table 20.

High-speed internal 16 MHz (HSI16) RC oscillator

         

Figure 24. HSI16 minimum and maximum value versus temperature

Table 41. 16 MHz HSI16 oscillator characteristics 

Symbol Parameter Conditions Min Typ Max Unit

fHSI16 Frequency VDD = 3.0 V - 16 - MHz 

TRIM
(1)(2)

1. The trimming step differs depending on the trimming code. It is usually negative on the codes which are 
multiples of 16 (0x00, 0x10, 0x20, 0x30...0xE0).

HSI16 user-
trimmed resolution

Trimming code is not a multiple of 16 - 0.4 0.7 %

Trimming code is a multiple of 16 - - 1.5 %

ACCHSI16
(2)

2. Guaranteed by characterization results.

Accuracy of the 
factory-calibrated 
HSI16 oscillator

VDDA = 3.0 V, TA = 25 °C -1(3)

3. Guaranteed by test in production.

- 1(3) %

VDDA = 3.0 V, TA = 0 to 55 °C -1.5 - 1.5 %

VDDA = 3.0 V, TA = -10 to 70 °C -2 - 2 %

VDDA = 3.0 V, TA = -10 to 85 °C -2.5 - 2 %

VDDA = 3.0 V, TA = -10 to 105 °C -4 - 2 %

VDDA = 1.65 V to 3.6 V
TA = -40 to 125 °C

-5.45 - 3.25 %

tSU(HSI16)
(2) HSI16 oscillator 

startup time
- - 3.7 6 µs

IDD(HSI16)
(2) HSI16 oscillator 

power consumption
- - 100 140 µA
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6.3.8 PLL characteristics

The parameters given in Table 44 are derived from tests performed under ambient 
temperature and VDD supply voltage conditions summarized in Table 20.

         

tSU(MSI) MSI oscillator startup time

MSI range 0 30 -

µs

MSI range 1 20 -

MSI range 2 15 -

MSI range 3 10 -

MSI range 4 6 -

MSI range 5 5 -

MSI range 6, 
Voltage range 1 

and 2
3.5 -

MSI range 6, 
Voltage range 3

5 -

tSTAB(MSI)
(2) MSI oscillator stabilization time

MSI range 0 - 40

µs

MSI range 1 - 20

MSI range 2 - 10

MSI range 3 - 4

MSI range 4 - 2.5

MSI range 5 - 2

MSI range 6, 
Voltage range 1 
and 2

- 2

MSI range 3, 
Voltage range 3

- 3

fOVER(MSI) MSI oscillator frequency overshoot

Any range to 
range 5

- 4

MHz
Any range to 
range 6

- 6

1. This is a deviation for an individual part, once the initial frequency has been measured.

2. Guaranteed by characterization results.

Table 43. MSI oscillator characteristics (continued)

Symbol Parameter Condition Typ Max Unit

Table 44. PLL characteristics

Symbol Parameter
Value

Unit
Min Typ Max(1)

fPLL_IN

PLL input clock(2) 2 - 24 MHz

PLL input clock duty cycle 45 - 55 %
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Figure 25. VIH/VIL versus VDD (CMOS I/Os)

Figure 26. VIH/VIL versus VDD (TTL I/Os)

Output driving current

The GPIOs (general purpose input/outputs) can sink or source up to ±8 mA, and sink or 
source up to ±15 mA with the non-standard VOL/VOH specifications given in Table 54.

In the user application, the number of I/O pins which can drive current must be limited to 
respect the absolute maximum rating specified in Section 6.2:

 The sum of the currents sourced by all the I/Os on VDD, plus the maximum Run 
consumption of the MCU sourced on VDD, cannot exceed the absolute maximum rating 
IVDD(Σ) (see Table 18). 

 The sum of the currents sunk by all the I/Os on VSS plus the maximum Run 
consumption of the MCU sunk on VSS cannot exceed the absolute maximum rating 
IVSS(Σ) (see Table 18). 
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Figure 27. I/O AC characteristics definition 

6.3.14 NRST pin characteristics

The NRST pin input driver uses CMOS technology. It is connected to a permanent pull-up 
resistor, RPU , except when it is internally driven low (see Table 56).

Unless otherwise specified, the parameters given in Table 56 are derived from tests 
performed under ambient temperature and VDD supply voltage conditions summarized in 
Table 20. 

         

Table 56. NRST pin characteristics

Symbol Parameter Conditions Min Typ Max Unit

VIL(NRST)
(1)

1. Guaranteed by design.

NRST input low level voltage - VSS - 0.8

V

VIH(NRST)
(1) NRST input high level voltage - 1.4 - VDD

VOL(NRST)
(1) NRST output low level 

voltage

IOL = 2 mA
2.7 V < VDD < 3.6 V

- -

0.4
IOL = 1.5 mA

1.65 V < VDD < 2.7 V
- -

Vhys(NRST)
(1) NRST Schmitt trigger voltage 

hysteresis 
- - 10%VDD

(2)

2. 200 mV minimum value

- mV

RPU
Weak pull-up equivalent 
resistor(3)

3. The pull-up is designed with a true resistance in series with a switchable PMOS. This PMOS contribution to 
the series resistance is around 10%.

VIN VSS 30 45 60 k

VF(NRST)
(1) NRST input filtered pulse - - - 50 ns

VNF(NRST)
(1) NRST input not filtered pulse - 350 - - ns
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Figure 28. Recommended NRST pin protection 

1. The reset network protects the device against parasitic resets.

2. The user must ensure that the level on the NRST pin can go below the VIL(NRST) max level specified in 
Table 56. Otherwise the reset will not be taken into account by the device.

6.3.15 12-bit ADC characteristics

Unless otherwise specified, the parameters given in Table 57 are values derived from tests 
performed under ambient temperature, fPCLK frequency and VDDA supply voltage conditions 
summarized in Table 20: General operating conditions.

Note: It is recommended to perform a calibration after each power-up.

         

Table 57. ADC characteristics

Symbol Parameter  Conditions Min Typ Max Unit

VDDA
Analog supply voltage for 
ADC on

Fast channel 1.65 - 3.6
V

Standard channel 1.75(1) - 3.6

IDDA (ADC)

Current consumption of the 
ADC on VDDA

1.14 Msps - 200 -

µA
10 ksps - 40 -

Current consumption of the 
ADC on VDD

(2)

1.14 Msps - 70 -

10 ksps - 1 -

fADC ADC clock frequency

Voltage scaling Range 1 0.14 - 16

MHzVoltage scaling Range 2 0.14 - 8

Voltage scaling Range 3 0.14 - 4

fS
(3) Sampling rate 0.05 - 1.14 MHz

fTRIG
(3) External trigger frequency

fADC = 16 MHz - - 941 kHz

- - 17 1/fADC

VAIN Conversion voltage range 0 - VDDA V

RAIN
(3) External input impedance

See Equation 1 and 
Table 58 for details

- - 50 k

RADC
(3)(4) Sampling switch resistance - - 1 k

CADC
(3) Internal sample and hold 

capacitor
- - 8 pF
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Table 68. SPI characteristics in voltage Range 2 (1)

Symbol  Parameter  Conditions  Min Typ Max Unit

fSCK
1/tc(SCK)

SPI clock frequency

Master mode

- -

8

MHz
Slave mode Transmitter 

1.65<VDD<3.6V
8

Slave mode Transmitter 
2.7<VDD<3.6V

8(2)

Duty(SCK)
Duty cycle of SPI clock 

frequency
Slave mode 30 50 70 %

tsu(NSS) NSS setup time Slave mode, SPI presc = 2 4*Tpclk - -

ns

th(NSS) NSS hold time Slave mode, SPI presc = 2 2*Tpclk - -

tw(SCKH)

tw(SCKL)
SCK high and low time Master mode Tpclk-2 Tpclk Tpclk+2

tsu(MI)
Data input setup time

Master mode 12 - -

tsu(SI) Slave mode 11 - -

th(MI)
Data input hold time

Master mode 6.5 - -

th(SI) Slave mode 2 - -

ta(SO Data output access time Slave mode 18 - 52

tdis(SO) Data output disable time Slave mode 12 - 42

tv(SO) Data output valid time
Slave mode 

-
40 55

Master mode - 16 26

tv(MO)
Data output hold time

Slave mode 12 - -

th(SO) Master mode 4 - -

1. Guaranteed by characterization results.

2. The maximum SPI clock frequency in slave transmitter mode is determined by the sum of tv(SO) and tsu(MI) which has to fit 
into SCK low or high phase preceding the SCK sampling edge. This value can be achieved when the SPI communicates 
with a master having tsu(MI) = 0 while Duty(SCK) = 50%.
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Figure 31. SPI timing diagram - slave mode and CPHA = 0

Table 69. SPI characteristics in voltage Range 3 (1)

Symbol  Parameter  Conditions  Min Typ Max Unit

 fSCK
1/tc(SCK)

SPI clock frequency
Master mode

- -
2

MHz
Slave mode 2(2)

Duty(SCK)
Duty cycle of SPI clock 

frequency
Slave mode 30 50 70 %

tsu(NSS) NSS setup time Slave mode, SPI presc = 2 4*Tpclk - -

ns

th(NSS) NSS hold time Slave mode, SPI presc = 2 2*Tpclk - -

tw(SCKH)

tw(SCKL)
SCK high and low time Master mode Tpclk-2 Tpclk Tpclk+2

tsu(MI)
Data input setup time

Master mode 28.5 - -

tsu(SI) Slave mode 22 - -

th(MI)
Data input hold time

Master mode 7 - -

th(SI) Slave mode 5 - -

ta(SO Data output access time Slave mode 30 - 70

tdis(SO) Data output disable time Slave mode 40 - 80

tv(SO) Data output valid time
Slave mode - 53 86

Master mode - 30 54

tv(MO)
Data output hold time

Slave mode 18 - -

th(SO) Master mode 8 - -

1. Guaranteed by characterization results.

2. The maximum SPI clock frequency in slave transmitter mode is determined by the sum of tv(SO) and tsu(MI) which has to fit 
into SCK low or high phase preceding the SCK sampling edge. This value can be achieved when the SPI communicates 
with a master having tsu(MI) = 0 while Duty(SCK) = 50%.
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Figure 35. LQFP48 recommended footprint

1. Dimensions are expressed in millimeters.

LQFP48 device marking

The following figure gives an example of topside marking versus pin 1 position identifier 
location. 

Figure 36. Example of LQFP48 marking (package top view)

1. Parts marked as “ES”, “E” or accompanied by an Engineering Sample notification letter, are not yet 
qualified and therefore not yet ready to be used in production and any consequences deriving from such 
usage will not be at ST charge. In no event, ST will be liable for any customer usage of these engineering 
samples in production. ST Quality has to be contacted prior to any decision to use these Engineering 
samples to run qualification activity. 
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WLCSP25 device marking

The following figure gives an example of topside marking versus ball A1 position identifier 
location. 

Figure 48. Example of WLCSP25 marking (package top view)

1. Parts marked as “ES”, “E” or accompanied by an Engineering Sample notification letter, are not yet 
qualified and therefore not yet ready to be used in production and any consequences deriving from such 
usage will not be at ST charge. In no event, ST will be liable for any customer usage of these engineering 
samples in production. ST Quality has to be contacted prior to any decision to use these Engineering 
samples to run qualification activity. 
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Figure 50. TSSOP20 – 20-lead thin shrink small outline, 6.5 x 4.4 mm, 0.65 mm pitch, 
package footprint

1. Dimensions are expressed in millimeters.

k 0° - 8° 0° - 8°

aaa - - 0.100 - - 0.0039

1. Values in inches are converted from mm and rounded to four decimal digits.

Table 76. TSSOP20 – 20-lead thin shrink small outline, 6.5 x 4.4 mm, 0.65 mm pitch, 
package mechanical data (continued)

Symbol
millimeters inches(1)

Min. Typ. Max. Min. Typ. Max.
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Features:

– Change minimum comparator supply voltage to 1.65 V.

– Updated current consumptions in Standby, Stop and Stop with 
RTC ON modes.

Updated number of GPIOs for STM32L031GxUxS in Table 2: 
Ultra-low-power STM32L031x4/x6 device features and peripheral 
counts.

Removed note related to preliminary consumption values in 
Table 5: Functionalities depending on the working mode  (from 
Run/active down to standby). 

Added number of fast and standard channels in Section 3.10: 
Analog-to-digital converter (ADC).

Added baudrate allowing to wake up the MCU from Stop mode in 
Section 3.15.2: Universal synchronous/asynchronous receiver 
transmitter (USART) and Section 3.15.3: Low-power universal 
asynchronous receiver transmitter (LPUART).

Changed VDDA minimum value to 1.65 V in Table 20: General 
operating conditions.

Added IREFINT value for VDD=1.8 V in Table 35: Peripheral 
current consumption in Stop and Standby mode.

Section 6.3.15: 12-bit ADC characteristics:

– Table 57: ADC characteristics: 

Distinction made between VDDA for fast and standard 
channels; added note 1.
Added note 4. related to RADC.
Updated tS and tCONV.

– Updated Table 58: RAIN max for fADC = 16 MHz for fADC = 
16 MHz and distinction made between fast and standard 
channels.

Added Table 66: USART/LPUART characteristics.

Table 79. Document revision history

Date Revision Changes
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