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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Program Memory Type OTP

EEPROM Size -

RAM Size 1K x 8

Voltage - Supply (Vcc/Vdd) 4.5V ~ 5.5V

Data Converters -

Oscillator Type Internal

Operating Temperature 0°C ~ 70°C (TA)

Mounting Type Surface Mount

Package / Case 44-QFP
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is
Reset 9 10 4 I Reset:A high on this pin for two machine cycles while the oscillator is running,
resets the device. An internal diffused resistor to VSS permits a power-on reset
using only an external capacitor to VCC. If the hardware watchdog reaches its
time-out, the reset pin becomes an output during the time the internal reset
activated.
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Figure 4. Internal and External Data Memory Address

Table 5. Auxiliary Register AUXR

AUXR
Address 08EH

- - - - - -
EXTRA

M
AO

Reset value X X X X X X 0 0

Symbol Function

- Not implemented, reserved for future use.a

a. User software should not write 1s to reserved bits. These bits may be used in future 8051 family
products to invoke new features. In that case, the reset or inactive value of the new bit will be 0, and
its active value will be 1. The value read from a reserved bit is indeterminate.

AO Disable/Enable ALE

AO Operating Mode

0
ALE is emitted at a constant rate of 1/6 the oscillator frequency (or 1/3 if
X2 mode is used)

1 ALE is active only during a MOVX or MOVC instruction

EXTRAM Internal/External RAM (00H-FFH) access using MOVX @ Ri/ @ DPTR

EXTRAM Operating Mode

0 Internal XRAM access using MOVX @ Ri/ @ DPTR

1 External data memory access

XRAM

256 bytes

Upper
128 bytes
Internal

Ram

Lower
128 bytes
Internal

Ram

Special
Function
Register

80 80

00

FF(RA, RB, RC)/2FF (RD)
FF

00

FF

External
Data

Memory

0000
0100 (RA, RB, RC) or 0300 (RD)

FFFF

indirect accesses direct accesses

direct or indirect
accesses
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Figure 5. Auto-Reload Mode Up/Down Counter (DCEN = 1)

6.4.2.  Programmable Clock-Output

In the clock-out mode, timer 2 operates as a 50%-duty-cycle, programmable clock generator (See Figure 6
input clock increments TL2 at frequency FOSC/2. The timer repeatedly counts to overflow from a loaded valu
At overflow, the contents of RCAP2H and RCAP2L registers are loaded into TH2 and TL2. In this mode,
2 overflows do not generate interrupts. The formula gives the clock-out frequency as a function of the s
oscillator frequency and the value in the RCAP2H and RCAP2L registers :

For a 16 MHz system clock, timer 2 has a programmable frequency range of 61 Hz
(FOSC/2

16) to 4 MHz (FOSC/4). The generated clock signal is brought out to T2 pin (P1.0).

Timer 2 is programmed for the clock-out mode as follows:

• Set T2OE bit in T2MOD register.

• Clear C/T2 bit in T2CON register.

• Determine the 16-bit reload value from the formula and enter it in RCAP2H/RCAP2L registers.

• Enter a 16-bit initial value in timer registers TH2/TL2. It can be the same as the reload value or a diff
one depending on the application.

• To start the timer, set TR2 run control bit in T2CON register.

(DOWN COUNTING RELOAD VALUE)

C/T2

TF2

TR2

T2

EXF2

TH2
(8-bit)

TL2
(8-bit)

RCAP2H
(8-bit)

RCAP2L
(8-bit)

FFh
(8-bit)

FFh
(8-bit)

TOGGLE

(UP COUNTING RELOAD VALUE)

TIMER 2
INTERRUPT

XTAL1  :12
FOSCFXTAL

0

1

T2CONreg T2CONreg

T2CONreg

T2CONreg

T2EX:
if DCEN=1, 1=UP
if DCEN=1, 0=DOWN
if DCEN = 0, up counting

(:6 in X2 mode)

Clock OutFrequency–
Fosc

4 65536 RCAP2H– RCAP2L⁄( )×
--------------------------------------------------------------------------------------=
Rev. C - 06 March, 2001 19



TS80C51RA2/RD2
TS83C51RB2/RC2/RD2
TS87C51RB2/RC2/RD2

uration,
2H and
It is possible to use timer 2 as a baud rate generator and a clock generator simultaneously. For this config
the baud rates and clock frequencies are not independent since both functions use the values in the RCAP
RCAP2L registers.

Figure 6. Clock-Out Mode C/T2 = 0

 :2

EXF2

TR2

OVERFLOW

T2EX

TH2
(8-bit)

TL2
(8-bit)

TIMER 2

RCAP2H
(8-bit)

RCAP2L
(8-bit)

T2OE

T2

XTAL1

T2CON reg

T2CON reg

T2CON reg

T2MOD reg

INTERRUPT

Q D

Toggle

EXEN2

(:1 in X2 mode)
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6.5. Programmable Counter Array PCA

The PCA provides more timing capabilities with less CPU intervention than the standard timer/counte
advantages include reduced software overhead and improved accuracy. The PCA consists of a d
timer/counter which serves as the time base for an array of five compare/ capture modules. Its cloc
can be programmed to count any one of the following signals:

• Oscillator frequency÷ 12 (÷ 6 in X2 mode)
• Oscillator frequency÷ 4 (÷ 2 in X2 mode)
• Timer 0 overflow
• External input on ECI (P1.2)

Each compare/capture modules can be programmed in any one of the following modes:
• rising and/or falling edge capture,
• software timer,
• high-speed output, or
• pulse width modulator.

Module 4 can also be programmed as a watchdog timer (See Section "PCA Watchdog Timer", pag

When the compare/capture modules are programmed in the capture mode, software timer, or high
output mode, an interrupt can be generated when the module executes its function. All five modules p
PCA timer overflow share one interrupt vector.

The PCA timer/counter and compare/capture modules share Port 1 for external I/O. These pins ar
below. If the port is not used for the PCA, it can still be used for standard I/O.

The PCA timer is a common time base for all five modules (See Figure 7). The timer count source is
determined from the CPS1 and CPS0 bits in theCMOD SFR (See Table 8) and can be programmed to r
at:
• 1/12 the oscillator frequency. (Or 1/6 in X2 Mode)

• 1/4 the oscillator frequency. (Or 1/2 in X2 Mode)

• The Timer 0 overflow

• The input on the ECI pin (P1.2)

PCA component External I/O Pin

16-bit Counter P1.2 / ECI

16-bit Module 0 P1.3 / CEX0

16-bit Module 1 P1.4 / CEX1

16-bit Module 2 P1.5 / CEX2

16-bit Module 3 P1.6 / CEX3

16-bit Module 4 P1.7 / CEX4
Rev. C - 06 March, 2001 23
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Figure 8. PCA Interrupt System

PCA Modules: each one of the five compare/capture modules has six possible functions. It can perf
• 16-bit Capture, positive-edge triggered,
• 16-bit Capture, negative-edge triggered,
• 16-bit Capture, both positive and negative-edge triggered,
• 16-bit Software Timer,
• 16-bit High Speed Output,
• 8-bit Pulse Width Modulator.

In addition, module 4 can be used as a Watchdog Timer.

Each module in the PCA has a special function register associated with it. These registers are: CCAP
module 0, CCAPM1 for module 1, etc. (See Table 10). The registers contain the bits that control the
that each module will operate in.
• The ECCF bit (CCAPMn.0 where n=0, 1, 2, 3, or 4 depending on the module) enables the CCF flag

CCON SFR to generate an interrupt when a match or compare occurs in the associated module.

• PWM (CCAPMn.1) enables the pulse width modulation mode.

• The TOG bit (CCAPMn.2) when set causes the CEX output associated with the module to toggle when
is a match between the PCA counter and the module's capture/compare register.

• The match bit MAT (CCAPMn.3) when set will cause the CCFn bit in the CCON register to be set when
is a match between the PCA counter and the module's capture/compare register.

• The next two bits CAPN (CCAPMn.4) and CAPP (CCAPMn.5) determine the edge that a capture inpu
be active on. The CAPN bit enables the negative edge, and the CAPP bit enables the positive edge.
bits are set both edges will be enabled and a capture will occur for either transition.

• The last bit in the register ECOM (CCAPMn.6) when set enables the comparator function.

Table 11 shows the CCAPMn settings for the various PCA functions.

.

CF CR
CCON

0xD8
CCF4 CCF3 CCF2 CCF1 CCF0

Module 4

Module 3

Module 2

Module 1

Module 0

ECF

PCA Timer/Counter

ECCFn CCAPMn.0CMOD.0
IE.6 IE.7

To Interrupt
priority decoder

EC EA
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6.5.1. PCA Capture Mode

To use one of the PCA modules in the capture mode either one or both of the CCAPM bits CAPN and
for that module must be set. The external CEX input for the module (on port 1) is sampled for a tran
When a valid transition occurs the PCA hardware loads the value of the PCA counter registers (CH a
into the module's capture registers (CCAPnL and CCAPnH). If the CCFn bit for the module in the C
SFR and the ECCFn bit in the CCAPMn SFR are set then an interrupt will be generated (Refer to Fig

Figure 9. PCA Capture Mode

CF CR CCON
0xD8

CH CL

CCAPnH CCAPnL

CCF4 CCF3 CCF2 CCF1 CCF0

PCA IT

PCA Counter/Timer

ECOMn CCAPMn, n= 0 to 4
0xDA to 0xDE

CAPNn MATn TOGn PWMn ECCFnCAPPn

Cex.n

Capture
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6.5.3. High Speed Output Mode

In this mode the CEX output (on port 1) associated with the PCA module will toggle each time a m
occurs between the PCA counter and the module's capture registers. To activate this mode the TOG
and ECOM bits in the module's CCAPMn SFR must be set (See Figure 11).

A prior write must be done to CCAPnL and CCAPnH before writing the ECOMn bit.

Figure 11. PCA High Speed Output Mode

Before enabling ECOM bit, CCAPnL and CCAPnH should be set with a non zero value, otherwise an unw
match could happen.

Once ECOM set, writing CCAPnL will clear ECOM so that an unwanted match doesn’t occur while modif
the compare value. Writing to CCAPnH will set ECOM. For this reason, user software should write CCAPnL
and then CCAPnH. Of course, the ECOM bit can still be controlled by accessing to CCAPMn register.

CH CL

CCAPnH CCAPnL

ECOMn
CCAPMn, n = 0 to 4

0xDA to 0xDE
CAPNn MATn TOGn PWMn ECCFnCAPPn

16 bit comparator
Match

CF CR
CCON

0xD8CCF4 CCF3 CCF2 CCF1 CCF0

PCA IT

Enable

CEXn

PCA counter/timer

Write to
CCAPnH

Reset
Write to
CCAPnL

1 0
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Software may examine FE bit after each reception to check for data errors. Once set, only software or a re
clear FE bit. Subsequently received frames with valid stop bits cannot clear FE bit. When FE feature is en
RI rises on stop bit instead of the last data bit (See Figure 14. and Figure 15.).

Figure 14. UART Timings in Mode 1

Figure 15. UART Timings in Modes 2 and 3

6.6.2.  Automatic Address Recognition

The automatic address recognition feature is enabled when the multiprocessor communication feature is
(SM2 bit in SCON register is set).
Implemented in hardware, automatic address recognition enhances the multiprocessor communication fea
allowing the serial port to examine the address of each incoming command frame. Only when the seri
recognizes its own address, the receiver sets RI bit in SCON register to generate an interrupt. This ensu
the CPU is not interrupted by command frames addressed to other devices.
If desired, you may enable the automatic address recognition feature in mode 1. In this configuration, the s
takes the place of the ninth data bit. Bit RI is set only when the received command frame address matc
device’s address and is terminated by a valid stop bit.
To support automatic address recognition, a device is identified by a given address and a broadcast addr

NOTE: The multiprocessor communication and automatic address recognition features cannot be enabled in mode 0 (i.e. setting SM2 bit
register in mode 0 has no effect).

Data byte

RI
SMOD0=X

Stop
bit

Start
bit

RXD D7D6D5D4D3D2D1D0

FE
SMOD0=1

RI
SMOD0=0

Data byte Ninth
bit

Stop
bit

Start
bit

RXD D8D7D6D5D4D3D2D1D0

RI
SMOD0=1

FE
SMOD0=1
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6.6.5.  Reset Addresses

On reset, the SADDR and SADEN registers are initialized to 00h, i.e. the given and broadcast addresses arXXXX
XXXXb (all don’t-care bits). This ensures that the serial port will reply to any address, and so, that it is back
compatible with the 80C51 microcontrollers that do not support automatic address recognition.
SADEN - Slave Address Mask Register (B9h)

Reset Value = 0000 0000b
Not bit addressable

SADDR - Slave Address Register (A9h)

Reset Value = 0000 0000b
Not bit addressable

7 6 5 4 3 2 1 0

7 6 5 4 3 2 1 0
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Table 16. SCON Register

SCON - Serial Control Register (98h)

Reset Value = 0000 0000b
Bit addressable

7 6 5 4 3 2 1 0

FE/SM0 SM1 SM2 REN TB8 RB8 TI RI

Bit Number
Bit

Mnemonic
Description

7 FE

Framing Error bit (SMOD0=1 )
Clear to reset the error state, not cleared by a valid stop bit.
Set by hardware when an invalid stop bit is detected.
SMOD0 must be set to enable access to the FE bit

SM0
Serial port Mode bit 0

Refer to SM1 for serial port mode selection.
SMOD0 must be cleared to enable access to the SM0 bit

6 SM1

Serial port Mode bit 1
SM0 SM1   Mode Description Baud Rate

0 0 0 Shift Register FXTAL /12 (/6 in X2 mode)
0 1 1 8-bit UART Variable
1 0 2 9-bit UART FXTAL /64 or FXTAL /32 (/32, /16 in X2 mode)
1 1 3 9-bit UART Variable

5 SM2

Serial port Mode 2 bit / Multiprocessor Communication Enable bit
Clear to disable multiprocessor communication feature.
Set to enable multiprocessor communication feature in mode 2 and 3, and eventually mode 1. This bit sh
be cleared in mode 0.

4 REN
Reception Enable bit

Clear to disable serial reception.
Set to enable serial reception.

3 TB8
Transmitter Bit 8 / Ninth bit to transmit in modes 2 and 3.

Clear to transmit a logic 0 in the 9th bit.
Set to transmit a logic 1 in the 9th bit.

2 RB8

Receiver Bit 8 / Ninth bit received in modes 2 and 3
Cleared by hardware if 9th bit received is a logic 0.
Set by hardware if 9th bit received is a logic 1.
In mode 1, if SM2 = 0, RB8 is the received stop bit. In mode 0 RB8 is not used.

1 TI

Transmit Interrupt flag
Clear to acknowledge interrupt.
Set by hardware at the end of the 8th bit time in mode 0 or at the beginning of the stop bit in the other

modes.

0 RI
Receive Interrupt flag

Clear to acknowledge interrupt.
Set by hardware at the end of the 8th bit time in mode 0, see  Figure 14. and Figure 15. in the other m
38 Rev. C - 06 March, 2001



TS80C51RA2/RD2
TS83C51RB2/RC2/RD2
TS87C51RB2/RC2/RD2
Table 21. IPH Register
IPH - Interrupt Priority High Register (B7h)

Reset Value = X000 0000b
Not bit addressable

7 6 5 4 3 2 1 0

- PPCH PT2H PSH PT1H PX1H PT0H PX0H

Bit
Number

Bit
Mnemonic

Description

7 - Reserved
The value read from this bit is indeterminate. Do not set this bit.

6 PPCH

PCA interrupt priority bit  high.
PPCH PPC Priority Level
0 0 Lowest
0 1
1 0
1 1 Highest

5 PT2H

Timer 2 overflow interrupt Priority High bit
PT2H PT2 Priority Level
0 0 Lowest
0 1
1 0
1 1 Highest

4 PSH

Serial port Priority High bit
PSH PS Priority Level
0 0 Lowest
0 1
1 0
1 1 Highest

3 PT1H

Timer 1 overflow interrupt Priority High bit
PT1H PT1 Priority Level
0 0 Lowest
0 1
1 0
1 1 Highest

2 PX1H

External interrupt 1 Priority High bit
PX1H PX1 Priority Level
0 0 Lowest
0 1
1 0
1 1 Highest

1 PT0H

Timer 0 overflow interrupt Priority High bit
PT0H PT0 Priority Level
0 0 Lowest
0 1
1 0
1 1 Highest

0 PX0H

External interrupt 0 Priority High bit
PX0H PX0 Priority Level
0 0 Lowest
0 1
1 0
1 1 Highest
Rev. C - 06 March, 2001 43
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6.10. Hardware Watchdog Timer

The WDT is intended as a recovery method in situations where the CPU may be subjected to software ups
WDT consists of a 14-bit counter and the WatchDog Timer ReSeT (WDTRST) SFR. The WDT is by de
disabled from exiting reset. To enable the WDT, user must write 01EH and 0E1H in sequence to the WD
SFR location 0A6H. When WDT is enabled, it will increment every machine cycle while the oscillator is run
and there is no way to disable the WDT except through reset (either hardware reset or WDT overflow reset)
WDT overflows, it will drive an output RESET HIGH pulse at the RST-pin.

6.10.1. Using the WDT

To enable the WDT, user must write 01EH and 0E1H in sequence to the WDTRST, SFR location 0A6H.
WDT is enabled, the user needs to service it by writing to 01EH and 0E1H to WDTRST to avoid WDT over
The 14-bit counter overflows when it reaches 16383 (3FFFH) and this will reset the device. When WDT is en
it will increment every machine cycle while the oscillator is running. This means the user must reset the W
least every 16383 machine cycle. To reset the WDT the user must write 01EH and 0E1H to WDTRST. WD
is a write only register. The WDT counter cannot be read or written. When WDT overflows, it will generat
output RESET pulse at the RST-pin. The RESET pulse duration is 96 x TOSC , where TOSC = 1/FOSC . To make
the best use of the WDT, it should be serviced in those sections of code that will periodically be executed
the time required to prevent a WDT reset.

To have a more powerful WDT, a 27 counter has been added to extend the Time-out capability, ranking f
16ms to 2s @ FOSC= 12MHz. To manage this feature, refer to WDTPRG register description, Table 24. (SFR0A

Table 23. WDTRST Register
WDTRST Address (0A6h)

Write only, this SFR is used to reset/enable the WDT by writing 01EH then 0E1H in sequence.

7 6 5 4 3 2 1

Reset value X X X X X X X
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Figure 18. Set-Up Modes Configuration

8.3.3.  Programming  Algorithm

The Improved Quick Pulse algorithm is based on the Quick Pulse algorithm and decreases the number o
applied during byte programming from 25 to 1.

To program the TS87C51RB2/RC2/RD2 the following sequence must be exercised:

• Step 1: Activate the combination of control signals.

• Step 2: Input the valid address on the address lines.

• Step 3: Input the appropriate data on the data lines.

• Step 4: RaiseEA/VPP from VCC to VPP (typical 12.75V).

• Step 5: Pulse ALE/PROG once.

• Step 6: LowerEA/VPP from VPP to VCC

Repeat step 2 through 6 changing the address and data for the entire array or until the end of the objec
reached (See Figure 19.).

8.3.4.  Verify algorithm

Code array verify must be done after each byte or block of bytes is programmed. In either case, a complete
of the programmed array will ensure reliable programming of the TS87C51RB2/RC2/RD2.

P 2.7 is used to enable data output.

To verify the TS87C51RB2/RC2/RD2 code the following sequence must be exercised:

• Step 1: Activate the combination of program and control signals.

• Step 2: Input the valid address on the address lines.

• Step 3: Read data on the data lines.

Repeat step 2 through 3 changing the address for the entire array verification (See Figure 19.)

The encryption array cannot be directly verified. Verification of the encryption array is done by observing th
code array is well encrypted.

+5V

VCC

P0.0-P0.7

P1.0-P1.7

P2.0-P2.5
P3.4-P3.5

VSS

GND

D0-D7

A0-A7

A8-A15

RST

EA/VPP

ALE/PROG

PSEN
P2.6
P2.7
P3.3

P3.7
P3.6

XTAL14 to 6 MHz

CONTROL
SIGNALS*

PROGRAM
SIGNALS*

* See Table 31. for proper value on these inputs
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10. Electrical Characteristics

10.1. Absolute Maximum Ratings(1)

Ambiant Temperature Under Bias:
C = commercial 0°C to 70°C
I = industrial -40°C to 85°C
Storage Temperature -65°C to + 150°C
Voltage on VCC to VSS -0.5 V to + 7 V
Voltage on VPP to VSS -0.5 V to + 13 V
Voltage on Any Pin to VSS -0.5 V to VCC + 0.5 V
Power Dissipation 1 W(2)

NOTES
1. Stresses at or above those listed under “ Absolute Maximum Ratings” may cause permanent damage to the device. This is a stress ra
and functional operation of the device at these or any other conditions above those indicated in the operational sections of this specification is not
implied. Exposure to absolute maximum rating conditions may affect device reliability.
2. This value is based on the maximum allowable die temperature and the thermal resistance of the package.

10.2. Power consumption measurement

Since the introduction of the first C51 devices, every manufacturer made operating Icc measurements unde
which made sense for the designs were the CPU was running under reset. In Atmel Wireless & Microcont
new devices, the CPU is no more active during reset, so the power consumption is very low but is not
representative of what will happen in the customer system. That’s why, while keeping measurements unde
Atmel Wireless & Microcontrollers presents a new way to measure the operating Icc:

Using an internal test ROM, the following code is executed:

Label: SJMP Label (80 FE)

Ports 1, 2, 3 are disconnected, Port 0 is tied to FFh, EA = Vcc, RST = Vss, XTAL2 is not connected and X
is driven by the clock.

This is much more representative of the real operating Icc.
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10.4. DC Parameters for Low Voltage

TA = 0°C to +70°C; VSS = 0 V; VCC = 2.7 V to 5.5 V± 10%; F = 0 to 30MHz.
TA = -40°C to +85°C; VSS = 0 V; VCC = 2.7 V to 5.5 V± 10%; F = 0 to 30MHz.

Table 33. DC Parameters for Low Voltage

ICC

operating

Power Supply Current Maximum values, X1
mode:(7)

3 + 0.6 Freq
(MHz)

@12MHz 10.2
@16MHz 12.6

mA VCC = 5.5 V(8)

ICC

idle

Power Supply Current Maximum values, X1
mode:(7)

0.25+0.3Freq
(MHz)

@12MHz 3.9
@16MHz 5.1

mA VCC = 5.5 V(2)

Symbol Parameter Min Typ Max Unit Test Conditions

VIL Input Low Voltage -0.5 0.2 VCC - 0.1 V

VIH Input High Voltage except XTAL1, RST 0.2 VCC + 0.9 VCC + 0.5 V

VIH1 Input High Voltage, XTAL1, RST 0.7 VCC VCC + 0.5 V

VOL Output Low Voltage, ports 1, 2, 3, 4, 5(6) 0.45 V IOL = 0.8 mA(4)

VOL1 Output Low Voltage, port 0, ALE,PSEN(6) 0.45 V IOL = 1.6 mA(4)

VOH Output High Voltage, ports 1, 2, 3, 4, 5 0.9 VCC V IOH = -10µA

VOH1 Output High Voltage, port 0, ALE,PSEN 0.9 VCC V IOH = -40µA

IIL Logical 0 Input Current ports 1, 2, 3, 4, 5 -50 µA Vin = 0.45 V

ILI Input Leakage Current ±10 µA 0.45 V < Vin < VCC

ITL Logical 1 to 0 Transition Current, ports 1, 2, 3,
4, 5

-650 µA Vin = 2.0 V

RRST RST Pulldown Resistor 50 90 (5) 200 kΩ

CIO Capacitance of I/O Buffer 10 pF Fc = 1 MHz
TA = 25°C

IPD Power Down Current 20 (5)

10 (5)
50

30

µA VCC = 2.0 V to 5.5 V(3)

VCC = 2.0 V to 3.3 V(3)

ICC

under
RESET

Power Supply Current Maximum values, X1
mode:(7)

1 + 0.2 Freq
(MHz)

@12MHz 3.4
@16MHz 4.2

mA
VCC = 3.3 V(1)

ICC

operating

Power Supply Current Maximum values, X1
mode:(7)

1 + 0.3 Freq
(MHz)

@12MHz 4.6
@16MHz 5.8

mA
VCC = 3.3 V(8)

Symbol Parameter Min Typ Max Unit Test Conditions
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Figure 21. Operating ICC Test Condition

Figure 22. ICC Test Condition, Idle Mode

Figure 23. ICC Test Condition, Power-Down Mode

Figure 24. Clock Signal Waveform for ICC Tests in Active and Idle Modes
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VCC

VCC

ICC
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CLOCK
SIGNAL  All other pins are disconnected.
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during at least 24 clock cycles
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XTAL2
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VSS

VCC

VCC

ICC
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CLOCK
SIGNAL

Reset = Vss after a high pulse
during at least 24 clock cycles

RST EA

XTAL2
XTAL1

VSS

VCC

VCC

ICC

(NC)

P0

VCC

 All other pins are disconnected.

Reset = Vss after a high pulse
during at least 24 clock cycles

VCC-0.5V

0.45V

0.7VCC
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10.5.4. External Data Memory Characteristics

Table 39. Symbol Description

Symbol Parameter

TRLRH RD Pulse Width

TWLWH WR Pulse Width

TRLDV RD to Valid Data In

TRHDX Data Hold AfterRD

TRHDZ Data Float AfterRD

TLLDV ALE to Valid Data In

TAVDV Address to Valid Data In

TLLWL ALE to WR orRD

TAVWL Address toWR orRD

TQVWX Data Valid toWR Transition

TQVWH Data set-up toWR High

TWHQX Data Hold AfterWR

TRLAZ RD Low to Address Float

TWHLH RD orWR High to ALE high
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10.5.9. EPROM Programming and Verification Characteristics

TA = 21°C to 27°C; VSS = 0V; VCC = 5V ± 10% while programming. VCC = operating range while verifying

10.5.10. EPROM Programming and Verification Waveforms

Figure 29. EPROM Programming and Verification Waveforms

Table 45. EPROM Programming Parameters

Symbol Parameter Min Max Units

VPP Programming Supply Voltage 12.5 13 V

IPP Programming Supply Current 75 mA

1/TCLCL Oscillator Frquency 4 6 MHz

TAVGL Address Setup toPROG Low 48 TCLCL

TGHAX Adress Hold afterPROG 48 TCLCL

TDVGL Data Setup toPROG Low 48 TCLCL

TGHDX DataHold afterPROG 48 TCLCL

TEHSH (Enable) High to VPP 48 TCLCL

TSHGL VPP Setup toPROG Low 10 µs

TGHSL VPPHold afterPROG 10 µs

TGLGH PROG Width 90 110 µs

TAVQV Address to Valid Data 48 TCLCL

TELQV ENABLE Low to Data Valid 48 TCLCL

TEHQZ Data Float after ENABLE 0 48 TCLCL

TGHSL

TEHSH

ALE/PROG

TAVGL

TDVGL

P0

P1.0-P1.7
P2.0-P2.5
P3.4-P3.5*

EA/VPP

CONTROL
SIGNALS

(ENABLE)

ADDRESS

DATA IN

VCC
VPPVCC

TGHAX

TGHDX

TGLGH

TSHGL

ADDRESS

DATA OUT

TAVQV

TELQV TEHQZ

PROGRAMMING VERIFICATION

* 8KB: up to P2.4, 16KB: up to P2.5, 32KB: up to P3.4, 64KB: up to P3.5
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Table 48. Possible Ordering Entries

• -Ex for samples

• Tape and Reel available for B, E, L and M packages

• Dry pack mandatory for E and M packages

TS80C51RA2/RD2 ROMless
TS83C51RB2/RC2/RD2zzz

ROM
TS87C51RB2/RC2/RD2 OTP

-MCA X X X

-MCB X X X

-MCE X X X

-MCL RD2 only RD2 only RD2 only

-MCM RD2 only RD2 only RD2 only

-VCA X X X

-VCB X X X

-VCE X X X

-VCL RD2 only RD2 only RD2 only

-VCM RD2 only RD2 only RD2 only

-LCA X X X

-LCB X X X

-LCE X X X

-LCL RD2 only RD2 only RD2 only

-LCM RD2 only RD2 only RD2 only

-MIA X X X

-MIB X X X

-MIE X X X

-MIL RD2 only RD2 only RD2 only

-MIM RD2 only RD2 only RD2 only

-VIA X X X

-VIB X X X

-VIE X X X

-VIL RD2 only RD2 only RD2 only

-VIM RD2 only RD2 only RD2 only

-LIA X X X

-LIB X X X

-LIE X X X

-LIL RD2 only RD2 only RD2 only

-LIM RD2 only RD2 only RD2 only

-EA X X

-EB X X

-EE X X

-EL RD2 only RD2 only

-EM RD2 only RD2 only

-EJ RC2 and RD2 only

-EK RC2 and RD2 only

-EN RD2 only
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