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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC32MX3XX/4XX

Pin Diagrams 

64-Pin QFN (General Purpose)
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= Pins are up to 5V tolerant 

Note: The metal plane at the bottom of the device is not connected to any pins and is recommended to be connected to
VSS externally.
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PIC32MX3XX/4XX

Pin Diagrams (Continued)
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PIC32MX3XX/4XX

Pin Diagrams (Continued) 

64-Pin TQFP (USB)
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PIC32MX3XX/4XX
K4 AN8/C1OUT/RB8 L3 AVSS

K5 No Connect (NC) L4 AN9/C2OUT/RB9

K6 U2CTS/RF12 L5 AN10/CVREFOUT/PMA13/RB10

K7 AN14/PMALH/PMA1/RB14 L6 U2RTS/RF13

K8 VDD L7 AN13/PMA10/RB13

K9 U1RTS/CN21/RD15 L8 AN15/OCFB/PMALL/PMA0/CN12/RB15

K10 USBID/RF3 L9 U1CTS/CN20/RD14

K11 U1RX/RF2 L10 U2RX/PMA9/CN17/RF4

L1 PGEC2/AN6/OCFA/RB6 L11 U2TX/PMA8/CN18/RF5

L2 VREF-/CVREF-/PMA7/RA9

TABLE 4: PIN NAMES: PIC32MX440F128L, PIC32MX460F256L AND PIC32MX460F512L 
DEVICES (CONTINUED)

Pin 
Number Full Pin Name Pin 

Number Full Pin Name
© 2011 Microchip Technology Inc. DS61143H-page 17



PIC32MX3XX/4XX
TO OUR VALUED CUSTOMERS
It is our intention to provide our valued customers with the best documentation possible to ensure successful use of your Microchip
products. To this end, we will continue to improve our publications to better suit your needs. Our publications will be refined and
enhanced as new volumes and updates are introduced. 
If you have any questions or comments regarding this publication, please contact the Marketing Communications Department via
E-mail at docerrors@microchip.com or fax the Reader Response Form in the back of this data sheet to (480) 792-4150. We
welcome your feedback.

Most Current Data Sheet
To obtain the most up-to-date version of this data sheet, please register at our Worldwide Web site at:

http://www.microchip.com
You can determine the version of a data sheet by examining its literature number found on the bottom outside corner of any page.
The last character of the literature number is the version number, (e.g., DS30000A is version A of document DS30000).

Errata
An errata sheet, describing minor operational differences from the data sheet and recommended workarounds, may exist for current
devices. As device/documentation issues become known to us, we will publish an errata sheet. The errata will specify the revision
of silicon and revision of document to which it applies.
To determine if an errata sheet exists for a particular device, please check with one of the following:
• Microchip’s Worldwide Web site; http://www.microchip.com
• Your local Microchip sales office (see last page)
When contacting a sales office, please specify which device, revision of silicon and data sheet (include literature number) you are
using.

Customer Notification System
Register on our web site at www.microchip.com to receive the most current information on all of our products.
© 2011 Microchip Technology Inc. DS61143H-page 19



PIC32MX3XX/4XX

3.2 Architecture Overview
The MIPS32® M4K® Processor Core contains several
logic blocks working together in parallel, providing an
efficient high performance computing engine. The
following blocks are included with the core:

• Execution Unit
• Multiply/Divide Unit (MDU)
• System Control Coprocessor (CP0)
• Fixed Mapping Translation (FMT)
• Dual Internal Bus interfaces
• Power Management
• MIPS16e Support
• Enhanced JTAG (EJTAG) Controller

3.2.1 EXECUTION UNIT
The MIPS32® M4K® Processor Core execution unit
implements a load/store architecture with single-cycle
ALU operations (logical, shift, add, subtract) and an
autonomous multiply/divide unit. The core contains
thirty-two 32-bit general purpose registers used for
integer operations and address calculation. One addi-
tional register file shadow set (containing thirty-two reg-
isters) is added to minimize context switching overhead
during interrupt/exception processing. The register file
consists of two read ports and one write port and is fully
bypassed to minimize operation latency in the pipeline.

 The execution unit includes:

• 32-bit adder used for calculating the data address
• Address unit for calculating the next instruction

address
• Logic for branch determination and branch target

address calculation
• Load aligner
• Bypass multiplexers used to avoid stalls when

executing instructions streams where data
producing instructions are followed closely by
consumers of their results

• Leading Zero/One detect unit for implementing the
CLZ and CLO instructions

• Arithmetic Logic Unit (ALU) for performing bitwise
logical operations

• Shifter and Store Aligner

3.2.2 MULTIPLY/DIVIDE UNIT (MDU)
The MIPS32® M4K® Processor Core includes a multi-
ply/divide unit (MDU) that contains a separate pipeline
for multiply and divide operations. This pipeline oper-
ates in parallel with the integer unit (IU) pipeline and
does not stall when the IU pipeline stalls. This allows
MDU operations to be partially masked by system stalls
and/or other integer unit instructions.

The high-performance MDU consists of a 32x16 booth
recoded multiplier, result/accumulation registers (HI
and LO), a divide state machine, and the necessary
multiplexers and control logic. The first number shown
(‘32’ of 32x16) represents the rs operand. The second
number (‘16’ of 32x16) represents the rt operand. The
PIC32MX core only checks the value of the latter (rt)
operand to determine how many times the operation
must pass through the multiplier. The 16x16 and 32x16
operations pass through the multiplier once. A 32x32
operation passes through the multiplier twice.

The MDU supports execution of one 16x16 or 32x16
multiply operation every clock cycle; 32x32 multiply
operations can be issued every other clock cycle.
Appropriate interlocks are implemented to stall the
issuance of back-to-back 32x32 multiply operations.
The multiply operand size is automatically determined
by logic built into the MDU.

Divide operations are implemented with a simple 1 bit
per clock iterative algorithm. An early-in detection
checks the sign extension of the dividend (rs) operand.
If rs is 8 bits wide, 23 iterations are skipped. For a 16-
bit-wide rs, 15 iterations are skipped, and for a 24-bit-
wide rs, 7 iterations are skipped. Any attempt to issue
a subsequent MDU instruction while a divide is still
active causes an IU pipeline stall until the divide
operation is completed.

Table 3-1 lists the repeat rate (peak issue rate of cycles
until the operation can be reissued) and latency (num-
ber of cycles until a result is available) for the PIC32MX
core multiply and divide instructions. The approximate
latency and repeat rates are listed in terms of pipeline
clocks.

 

DS61143H-page 38 © 2011 Microchip Technology Inc.
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3.3 Power Management

The MIPS32® M4K® Processor Core offers a number
of power management features, including low-power
design, active power management and power-down
modes of operation. The core is a static design that
supports slowing or halting the clocks, which reduces
system power consumption during idle periods.

3.3.1 INSTRUCTION-CONTROLLED
POWER MANAGEMENT

The mechanism for invoking power-down mode is
through execution of the WAIT instruction. For more
information on power management, see Section 25.0
“Power-Saving Features”.

3.3.2 LOCAL CLOCK GATING

The majority of the power consumed by the
PIC32MX3XX/4XX family core is in the clock tree and
clocking registers. The PIC32MX family uses extensive
use of local gated-clocks to reduce this dynamic power
consumption.

3.4 EJTAG Debug Support

The MIPS32® M4K® Processor Core provides for an
Enhanced JTAG (EJTAG) interface for use in the
software debug of application and kernel code. In
addition to standard user mode and kernel modes of
operation, the core provides a Debug mode that is
entered after a debug exception (derived from a
hardware breakpoint, single-step exception, etc.) is
taken and continues until a debug exception return
(DERET) instruction is executed. During this time, the
processor executes the debug exception handler
routine.

The EJTAG interface operates through the Test Access
Port (TAP), a serial communication port used for
transferring test data in and out of the core. In addition
to the standard JTAG instructions, special instructions
defined in the EJTAG specification define what
registers are selected and how they are used.
© 2011 Microchip Technology Inc. DS61143H-page 41
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l A
dd

re
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R
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20

0600 T1CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL TWDIS TWIP — — — TGATE — TCKPS<1:0>

0610 TMR1
31:16 — — — — — — — — — — — —

15:0 TMR1<15:0>

0620 PR1
31:16 — — — — — — — — — — — —

15:0 PR1<15:0>

0800 T2CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — TGATE TCKPS<2:0>

0810 TMR2
31:16 — — — — — — — — — — — —

15:0 TMR2<15:0>

0820 PR2
31:16 — — — — — — — — — — — —

15:0 PR2<15:0>

0A00 T3CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — TGATE TCKPS<2:0>

0A10 TMR3
31:16 — — — — — — — — — — — —

15:0 TMR3<15:0>

0A20 PR3
31:16 — — — — — — — — — — — —

15:0 PR3<15:0>

0C00 T4CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — TGATE TCKPS<2:0>

0C10 TMR4
31:16 — — — — — — — — — — — —

15:0 TMR4<15:0>

0C20 PR4
31:16 — — — — — — — — — — — —

15:0 PR4<15:0>

0E00 T5CON
31:16 — — — — — — — — — — — —

15:0 ON — SIDL — — — — — TGATE TCKPS<2:0>

0E10 TMR5
31:16 — — — — — — — — — — — —

15:0 TMR5<15:0>

0E20 PR5
31:16 — — — — — — — — — — — —

15:0 PR5<15:0>
Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectively. See S

information.
2: This bit is not available on 64-pin devices.
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TA XXXX 

Vi
rt

ua
l A

dd
re

ss

A
ll 

R
es

et
s

19/3 18/2 17/1 16/0

30
— — — — 0000

— CHEDET CHPRI<1:0> 0000

30
Q<7:0> 00FF

AIRQEN — — — FF00

30
CHBCIE CHCCIE CHTAIE CHERIE 0000

CHBCIF CHCCIF CHTAIF CHERIF 0000

30
0000

0000

30
0000

0000

30
— — — — 0000

IZ<7:0> 0000

30
— — — — 0000

IZ<7:0> 0000

30
— — — — 0000

R<7:0> 0000

30
— — — — 0000

TR<7:0> 0000

30
— — — — 0000

IZ<7:0> 0000

31
— — — — 0000

TR<7:0> 0000

31
— — — — 0000

AT<7:0> 0000

31
— — — — 0000

— CHEDET CHPRI<1:0> 0000

31
Q<7:0> 00FF

AIRQEN — — — FF00

31
CHBCIE CHCCIE CHTAIE CHERIE 0000

CHBCIF CHCCIF CHTAIF CHERIF 0000

31
0000

0000

Leg
No 0x8 and 0xC, respectively. See Section 12.1.1 “CLR, 
BLE 4-16: DMA CHANNELS 0-3 REGISTERS MAP FOR PIC32MX340FXXXX/360FXXXX/440FXXXX/460
DEVICES ONLY(1)

(B
F8

8_
#)

R
eg

is
te

r
N

am
e

B
it 

R
an

ge

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

60 DCH0CON
31:16 — — — — — — — — — — — —

15:0 — — — — — — — CHCHNS CHEN CHAED CHCHN CHAEN

70 DCH0ECON
31:16 — — — — — — — — CHAIR

15:0 CHSIRQ<7:0> CFORCE CABORT PATEN SIRQEN

80 DCH0INT
31:16 — — — — — — — — CHSDIE CHSHIE CHDDIE CHDHIE

15:0 — — — — — — — — CHSDIF CHSHIF CHDDIF CHDHIF

90 DCH0SSA
31:16

CHSSA<31:0>
15:0

A0 DCH0DSA
31:16

CHDSA<31:0>
15:0

B0 DCH0SSIZ
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHSS

C0 DCH0DSIZ
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHDS

D0 DCH0SPTR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHST

E0 DCH0DPTR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHDP

F0 DCH0CSIZ
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHCS

00 DCH0CPTR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHCP

10 DCH0DAT
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHPD

20 DCH1CON
31:16 — — — — — — — — — — — —

15:0 — — — — — — — CHCHNS CHEN CHAED CHCHN CHAEN

30 DCH1ECON
31:16 — — — — — — — — CHAIR

15:0 CHSIRQ<7:0> CFORCE CABORT PATEN SIRQEN

40 DCH1INT
31:16 — — — — — — — — CHSDIE CHSHIE CHDDIE CHDHIE

15:0 — — — — — — — — CHSDIF CHSHIF CHDDIF CHDHIF

50 DCH1SSA
31:16

CHSSA<31:0>
15:0

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
te 1: All registers except DCHxSPTR, DCHxDPTR and DCHxCPTR have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 

SET and INV Registers” for more information.
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56L, PIC32MX360F512L, 

A
ll 

R
es

et
s

/4 19/3 18/2 17/1 16/0

— — — — 0000

SA4 TRISA3 TRISA2 TRISA1 TRISA0 C6FF

— — — — 0000

A4 RA3 RA2 RA1 RA0 xxxx

— — — — 0000

TA4 LATA3 LATA2 LATA1 LATA0 xxxx

— — — — 0000

CA4 ODCA3 ODCA2 ODCA1 ODCA0 0000

ection 12.1.1 “CLR, SET and INV Registers” for more 

A
ll 

R
es

et
s

/4 19/3 18/2 17/1 16/0

— — — — 0000

SB4 TRISB3 TRISB2 TRISB1 TRISB0 FFFF

— — — — 0000

4 RB3 RB2 RB1 RB0 xxxx

— — — — 0000

B4 LATB3 LATB2 LATB1 LATB0 xxxx

— — — — 0000

B4 ODCB3 ODCB2 ODCB1 ODCB0 0000

ection 12.1.1 “CLR, SET and INV Registers” for more 
 

 

TABLE 4-21: PORTA REGISTERS MAP FOR PIC32MX320F128L, PIC32MX340F128L, PIC32MX360F2
PIC32MX440F128L, PIC32MX460F256L AND PIC32MX460F512L DEVICES ONLY(1)

Vi
rt

ua
l A

dd
re

ss
(B

F8
8_

#)
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e
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R
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20

6000 TRISA
31:16 — — — — — — — — — — — —

15:0 TRISA15 TRISA14 — — — TRISA10 TRISA9 — TRISA7 TRISA6 TRISA5 TRI

6010 PORTA
31:16 — — — — — — — — — — — —

15:0 RA15 RA14 — — — RA10 RA9 — RA7 RA6 RA5 R

6020 LATA
31:16 — — — — — — — — — — — —

15:0 LATA15 LATA14 — — — LATA10 LATA9 — LATA7 LATA6 LATA5 LA

6030 ODCA
31:16 — — — — — — — — — — — —

15:0 ODCA15 ODCA14 — — — ODCA10 ODCA9 — ODCA7 ODCA6 ODCA5 OD
Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectively. See S

information.

TABLE 4-22: PORTB REGISTERS MAP(1)

Vi
rt

ua
l A

dd
re

ss
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8_
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e
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Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20

6040 TRISB
31:16 — — — — — — — — — — — —

15:0 TRISB15 TRISB14 TRISB13 TRISB12 TRISB11 TRISB10 TRISB9 TRISB8 TRISB7 TRISB6 TRISB5 TRI

6050 PORTB
31:16 — — — — — — — — — — — —

15:0 RB15 RB14 RB13 RB12 RB11 RB10 RB9 RB8 RB7 RB6 RB5 RB

6060 LATB
31:16 — — — — — — — — — — — —

15:0 LATB15 LATB14 LATB13 LATB12 LATB11 LATB10 LATB9 LATB8 LATB7 LATB6 LATB5 LAT

6070 ODCB
31:16 — — — — — — — — — — — —

15:0 ODCB15 ODCB14 ODCB13 ODCB12 ODCB11 ODCB10 ODCB9 ODCB8 ODCB7 ODCB6 ODCB5 ODC
Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectively. See S

information.
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TABLE 7-1: INTERRUPT IRQ AND VECTOR LOCATION

Interrupt Source(1) IRQ Vector 
Number Interrupt Bit Location

Highest Natural Order Priority Flag Enable Priority Subpriority

CT – Core Timer Interrupt 0 0 IFS0<0> IEC0<0> IPC0<4:2> IPC0<1:0>

CS0 – Core Software Interrupt 0 1 1 IFS0<1> IEC0<1> IPC0<12:10> IPC0<9:8>

CS1 – Core Software Interrupt 1 2 2 IFS0<2> IEC0<2> IPC0<20:18> IPC0<17:16>

INT0 – External Interrupt 0 3 3 IFS0<3> IEC0<3> IPC0<28:26> IPC0<25:24>

T1 – Timer1 4 4 IFS0<4> IEC0<4> IPC1<4:2> IPC1<1:0>

IC1 – Input Capture 1 5 5 IFS0<5> IEC0<5> IPC1<12:10> IPC1<9:8>

OC1 – Output Compare 1 6 6 IFS0<6> IEC0<6> IPC1<20:18> IPC1<17:16>

INT1 – External Interrupt 1 7 7 IFS0<7> IEC0<7> IPC1<28:26> IPC1<25:24>

T2 – Timer2 8 8 IFS0<8> IEC0<8> IPC2<4:2> IPC2<1:0>

IC2 – Input Capture 2 9 9 IFS0<9> IEC0<9> IPC2<12:10> IPC2<9:8>

OC2 – Output Compare 2 10 10 IFS0<10> IEC0<10> IPC2<20:18> IPC2<17:16>

INT2 – External Interrupt 2 11 11 IFS0<11> IEC0<11> IPC2<28:26> IPC2<25:24>

T3 – Timer3 12 12 IFS0<12> IEC0<12> IPC3<4:2> IPC3<1:0>

IC3 – Input Capture 3 13 13 IFS0<13> IEC0<13> IPC3<12:10> IPC3<9:8>

OC3 – Output Compare 3 14 14 IFS0<14> IEC0<14> IPC3<20:18> IPC3<17:16>

INT3 – External Interrupt 3 15 15 IFS0<15> IEC0<15> IPC3<28:26> IPC3<25:24>

T4 – Timer4 16 16 IFS0<16> IEC0<16> IPC4<4:2> IPC4<1:0>

IC4 – Input Capture 4 17 17 IFS0<17> IEC0<17> IPC4<12:10> IPC4<9:8>

OC4 – Output Compare 4 18 18 IFS0<18> IEC0<18> IPC4<20:18> IPC4<17:16>

INT4 – External Interrupt 4 19 19 IFS0<19> IEC0<19> IPC4<28:26> IPC4<25:24>

T5 – Timer5 20 20 IFS0<20> IEC0<20> IPC5<4:2> IPC5<1:0>

IC5 – Input Capture 5 21 21 IFS0<21> IEC0<21> IPC5<12:10> IPC5<9:8>

OC5 – Output Compare 5 22 22 IFS0<22> IEC0<22> IPC5<20:18> IPC5<17:16>

SPI1E – SPI1 Fault 23 23 IFS0<23> IEC0<23> IPC5<28:26> IPC5<25:24>

SPI1TX – SPI1 Transfer Done 24 23 IFS0<24> IEC0<24> IPC5<28:26> IPC5<25:24>

SPI1RX – SPI1 Receive Done 25 23 IFS0<25> IEC0<25> IPC5<28:26> IPC5<25:24>

U1E – UART1 Error 26 24 IFS0<26> IEC0<26> IPC6<4:2> IPC6<1:0>

U1RX – UART1 Receiver 27 24 IFS0<27> IEC0<27> IPC6<4:2> IPC6<1:0>

U1TX – UART1 Transmitter 28 24 IFS0<28> IEC0<28> IPC6<4:2> IPC6<1:0>

I2C1B – I2C1 Bus Collision Event 29 25 IFS0<29> IEC0<29> IPC6<12:10> IPC6<9:8>

I2C1S – I2C1 Slave Event 30 25 IFS0<30> IEC0<30> IPC6<12:10> IPC6<9:8>

I2C1M – I2C1 Master Event 31 25 IFS0<31> IEC0<31> IPC6<12:10> IPC6<9:8>

CN – Input Change Interrupt 32 26 IFS1<0> IEC1<0> IPC6<20:18> IPC6<17:16>

AD1 – ADC1 Convert Done 33 27 IFS1<1> IEC1<1> IPC6<28:26> IPC6<25:24>

PMP – Parallel Master Port 34 28 IFS1<2> IEC1<2> IPC7<4:2> IPC7<1:0>

CMP1 – Comparator Interrupt 35 29 IFS1<3> IEC1<3> IPC7<12:10> IPC7<9:8>

CMP2 – Comparator Interrupt 36 30 IFS1<4> IEC1<4> IPC7<20:18> IPC7<17:16>

Note 1: Not all interrupt sources are available on all devices. See TABLE 1: “PIC32MX General Purpose – 
Features” and TABLE 2: “PIC32MX USB – Features” for available peripherals. 
DS61143H-page 90 © 2011 Microchip Technology Inc.
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12.1 Parallel I/O (PIO) Ports
All port pins have three registers (TRIS, LAT and
PORT) that are directly associated with their operation.

TRIS is a data direction or tri-state control register that
determines whether a digital pin is an input or an out-
put. Setting a TRISx register bit = 1 configures the cor-
responding I/O pin as an input; setting a TRISx register
bit = 0 configures the corresponding I/O pin as an out-
put. All port I/O pins are defined as inputs after a device
Reset. Certain I/O pins are shared with analog
peripherals and default to analog inputs after a device
Reset. 

PORT is a register used to read the current state of the
signal applied to the port I/O pins. Writing to a PORTx
register performs a write to the port’s latch, LATx
register, latching the data to the port’s I/O pins. 

LAT is a register used to write data to the port I/O pins.
The LATx latch register holds the data written to either
the LATx or PORTx registers. Reading the LATx latch
register reads the last value written to the
corresponding port or latch register.

Not all port I/O pins are implemented on some devices,
therefore, the corresponding PORTx, LATx and TRISx
register bits will read as zeros. 

12.1.1 CLR, SET AND INV REGISTERS
Every I/O module register has a corresponding CLR
(clear), SET (set) and INV (invert) register designed to
provide fast atomic bit manipulations. As the name of
the register implies, a value written to a SET, CLR or
INV register effectively performs the implied operation,
but only on the corresponding base register and only
bits specified as ‘1’ are modified. Bits specified as ‘0’
are not modified.

Reading SET, CLR and INV registers returns undefined
values. To see the affects of a write operation to a SET,
CLR or INV register, the base register must be read.

12.1.2 DIGITAL INPUTS
Pins are configured as digital inputs by setting the cor-
responding TRIS register bits = 1. When configured as
inputs, they are either TTL buffers or Schmitt Triggers.
Several digital pins share functionality with analog
inputs and default to the analog inputs at POR. Setting
the corresponding bit in the AD1PCFG register = 1
enables the pin as a digital pin.

The maximum input voltage allowed on the input pins
is the same as the maximum VIH specification. Refer to
Section 29.0 “Electrical Characteristics” for VIH
specification details.

12.1.3 ANALOG INPUTS
Certain pins can be configured as analog inputs used
by the ADC and Comparator modules. Setting the cor-
responding bits in the AD1PCFG register = 0 enables
the pin as an analog input pin and must have the corre-
sponding TRIS bit set = 1 (input). If the TRIS bit is
cleared = 0 (output), the digital output level (VOH or
VOL) will be converted. Any time a port I/O pin is config-
ured as analog, its digital input is disabled and the cor-
responding PORTx register bit will read ‘0’. The
AD1PCFG Register has a default value of 0x0000;
therefore, all pins that share ANx functions are analog
(not digital) by default.

12.1.4 DIGITAL OUTPUTS
Pins are configured as digital outputs by setting the cor-
responding TRIS register bits = 0. When configured as
digital outputs, these pins are CMOS drivers or can be
configured as open drain outputs by setting the corre-
sponding bits in the ODCx Open-Drain Configuration
register. 

The open-drain feature allows the generation of
outputs higher than VDD (e.g., 5V) on any desired 5V
tolerant pins by using external pull-up resistors. The
maximum open-drain voltage allowed is the same as
the maximum VIH specification.

See the “Pin Diagrams” section for the available pins
and their functionality.

12.1.5 ANALOG OUTPUTS
Certain pins can be configured as analog outputs, such
as the CVREF output voltage used by the comparator
module. Configuring the Comparator Reference mod-
ule to provide this output will present the analog output
voltage on the pin, independent of the TRIS register
setting for the corresponding pin.

12.1.6 INPUT CHANGE NOTIFICATION
The input change notification function of the I/O ports
(CNx) allows devices to generate interrupt requests in
response to change of state on selected pin.

Each CNx pin also has a weak pull-up, which acts as a
current source connected to the pin. The pull-ups are
enabled by setting corresponding bit in CNPUE register.

Note: Using a PORTxINV register to toggle a bit
is recommended because the operation is
performed in hardware atomically, using
fewer instructions as compared to the tra-
ditional read-modify-write method shown
below:

PORTC ^= 0x0001;

Note: Analog levels on any pin that is defined as
a digital input (including the ANx pins)
may cause the input buffer to consume
current that exceeds the device specifica-
tions.
DS61143H-page 102 © 2011 Microchip Technology Inc.
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26.0 SPECIAL FEATURES PIC32MX3XX/4XX devices include several features
intended to maximize application flexibility and reliabil-
ity and minimize cost through elimination of external
components. These are:
• Flexible Device Configuration
• Watchdog Timer
• JTAG Interface
• In-Circuit Serial Programming™ (ICSP™)

26.1 Configuration Bits
The Configuration bits can be programmed to select
various device configurations.

 

Note: This data sheet summarizes the features of
the PIC32MX3XX/4XX family family of
devices. It is not intended to be a compre-
hensive reference source. To complement
the information in this data sheet, refer to
Section 9. “Watchdog Timer and
Power-up Timer” (DS61114), Section
32. “Configuration” (DS61124) and
Section 33. “Programming and Diag-
nostics” (DS61129) of the “PIC32 Family
Reference Manual”, which is available from
the Microchip web site
(www.microchip.com/PIC32).

REGISTER 26-1: DEVCFG0: DEVICE CONFIGURATION WORD 0
Bit 

Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
r-0 r-1 r-1 R/P r-1 r-1 r-1 R/P

— — — CP — — — BWP

23:16
r-1 r-1 r-1 r-1 R/P R/P R/P R/P

— — — — PWP<7:4>

15:8
R/P R/P R/P R/P r-1 r-1 r-1 r-1

PWP<3:0> — — — —

7:0
r-1 r-1 r-1 r-1 R/P r-1 R/P R/P

— — — — ICESEL — DEBUG<1:0>

Legend:
R = Readable bit W = Writable bit P = Programmable bit r = Reserved bit
U = Unimplemented bit -n = Bit Value at POR: (‘0’, ‘1’, x = Unknown)

bit 31 Reserved: Write ‘0’
bit 30-29 Reserved: Write ‘1’
bit 28 CP: Code-Protect bit

Prevents boot and program Flash memory from being read or modified by an external
programming device.
1 = Protection disabled
0 = Protection enabled 

bit 27-25 Reserved: Write ‘1’
bit 24 BWP: Boot Flash Write-Protect bit

Prevents boot Flash memory from being modified during code execution.
1 = Boot Flash is writable
0 = Boot Flash is not writable

bit 23-20 Reserved: Write ‘1’
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26.2 Watchdog Timer (WDT)
This section describes the operation of the WDT and
Power-Up Timer of the PIC32MX3XX/4XX. 

The WDT, when enabled, operates from the internal
Low-Power Oscillator (LPRC) clock source and can be
used to detect system software malfunctions by reset-
ting the device if the WDT is not cleared periodically in
software. Various WDT time-out periods can be
selected using the WDT postscaler. The WDT can also
be used to wake the device from Sleep or Idle mode. 

The following are some of the key features of the WDT
module:

• Configuration or software controlled
• User-configurable time-out period
• Can wake the device from Sleep or Idle

FIGURE 26-1: WATCHDOG AND POWER-UP TIMER BLOCK DIAGRAM

Wake

WDTCLR = 1

WDT Enable

 

LPRC

Power Save

25-bit Counter

PWRT Enable
WDT Enable

LPRC

WDT Counter Reset

Control

Oscillator

25
Device Reset

NMI (Wake-up)

PWRT

PWRT Enable

FWDTPS<4:0>(DEVCFG1<20:16>)

Clock 

Decoder

1

1:64 Output

0

1WDT Enable
Reset Event
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28.2 MPLAB C Compilers for Various 

Device Families
The MPLAB C Compiler code development systems
are complete ANSI C compilers for Microchip’s PIC18,
PIC24 and PIC32 families of microcontrollers and the
dsPIC30 and dsPIC33 families of digital signal control-
lers. These compilers provide powerful integration
capabilities, superior code optimization and ease of
use.

For easy source level debugging, the compilers provide
symbol information that is optimized to the MPLAB IDE
debugger.

28.3 HI-TECH C for Various Device 
Families

The HI-TECH C Compiler code development systems
are complete ANSI C compilers for Microchip’s PIC
family of microcontrollers and the dsPIC family of digital
signal controllers. These compilers provide powerful
integration capabilities, omniscient code generation
and ease of use.

For easy source level debugging, the compilers provide
symbol information that is optimized to the MPLAB IDE
debugger.

The compilers include a macro assembler, linker, pre-
processor, and one-step driver, and can run on multiple
platforms.

28.4 MPASM Assembler
The MPASM Assembler is a full-featured, universal
macro assembler for PIC10/12/16/18 MCUs. 

The MPASM Assembler generates relocatable object
files for the MPLINK Object Linker, Intel® standard HEX
files, MAP files to detail memory usage and symbol
reference, absolute LST files that contain source lines
and generated machine code and COFF files for
debugging.

The MPASM Assembler features include:

• Integration into MPLAB IDE projects
• User-defined macros to streamline 

assembly code
• Conditional assembly for multi-purpose 

source files
• Directives that allow complete control over the 

assembly process

28.5 MPLINK Object Linker/
MPLIB Object Librarian

The MPLINK Object Linker combines relocatable
objects created by the MPASM Assembler and the
MPLAB C18 C Compiler. It can link relocatable objects
from precompiled libraries, using directives from a
linker script. 

The MPLIB Object Librarian manages the creation and
modification of library files of precompiled code. When
a routine from a library is called from a source file, only
the modules that contain that routine will be linked in
with the application. This allows large libraries to be
used efficiently in many different applications. 

The object linker/library features include:

• Efficient linking of single libraries instead of many 
smaller files

• Enhanced code maintainability by grouping 
related modules together

• Flexible creation of libraries with easy module 
listing, replacement, deletion and extraction

28.6 MPLAB Assembler, Linker and 
Librarian for Various Device 
Families

MPLAB Assembler produces relocatable machine
code from symbolic assembly language for PIC24,
PIC32 and dsPIC devices. MPLAB C Compiler uses
the assembler to produce its object file. The assembler
generates relocatable object files that can then be
archived or linked with other relocatable object files and
archives to create an executable file. Notable features
of the assembler include:

• Support for the entire device instruction set
• Support for fixed-point and floating-point data
• Command line interface
• Rich directive set
• Flexible macro language
• MPLAB IDE compatibility
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29.2 AC Characteristics and Timing 

Parameters 
The information contained in this section defines
PIC32MX3XX/4XX AC characteristics and timing
parameters.

FIGURE 29-1: LOAD CONDITIONS FOR DEVICE TIMING SPECIFICATIONS

FIGURE 29-2: EXTERNAL CLOCK TIMING 
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VSS

VSS

CL

RL = 464Ω
CL = 50 pF for all pins

50 pF for OSC2 pin (EC mode)

Load Condition 1 – for all pins except OSC2 Load Condition 2 – for OSC2

TABLE 29-16: CAPACITIVE LOADING REQUIREMENTS ON OUTPUT PINS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial

-40°C ≤ TA ≤ +105°C for V-Temp

Param.
 No. Symbol Characteristics Min. Typical(1) Max. Units Conditions

DO56 CIO All I/O pins and OSC2 — — 50 pF EC mode 
DO58 CB SCLx, SDAx — — 400 pF In I2C™ mode
Note 1: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated. Parameters are for design guidance only 

and are not tested.
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TABLE 29-24: TIMER2, 3, 4, 5 EXTERNAL CLOCK TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial

-40°C ≤ TA ≤ +105°C for V-Temp

Param.
No. Symbol Characteristics(1) Min. Max. Units Conditions

TB10 TTXH TxCK
High 
Time

Synchronous, 
with prescaler

[(12.5 ns or 1TPB)/N]
 + 25 ns

— ns Must also meet 
parameter 
TB15.

N = prescale 
value 
(1, 2, 4, 8, 16, 
32, 64, 256)TB11 TTXL TxCK

Low 
Time

Synchronous, 
with prescaler

[(12.5 ns or 1TPB)/N]
 + 25 ns

— ns Must also meet 
parameter 
TB15.

TB15 TTXP TxCK
Input 
Period

Synchronous, 
with prescaler

[(Greater of 25 ns or 
2 TPB)/N] + 30 ns

— ns VDD > 2.7V

[(Greater of 25 ns or 
2 TPB)/N] + 50 ns

— ns VDD < 2.7V —

TB20 TCKEXTMRL Delay from External 
TxCK Clock Edge to 
Timer Increment

— 1 TPB —

Note 1: These parameters are characterized, but not tested in manufacturing.
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TABLE 29-36: ANALOG-TO-DIGITAL CONVERSION TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial

-40°C ≤ TA ≤ +105°C for V-Temp

Param. 
No. Symbol Characteristics Min. Typical(1) Max. Units Conditions

Clock Parameters
AD50 TAD Analog-to-Digital Clock Period 65 — — ns See Table 29-35 and 

Note 2
AD51 TRC Analog-to-Digital Internal RC 

Oscillator Period
— 250 — ns See Note 3

Conversion Rate
AD55 TCONV Conversion Time — 12 TAD — — —

AD56 FCNV Throughput Rate 
(Sampling Speed)

— — 1000 KSPS AVDD = 3.0V to 3.6V

— — 400 KSPS AVDD = 2.5V to 3.6V

AD57 TSAMP Sample Time 1 TAD — — — TSAMP must be ≥ 132 
ns.

Timing Parameters
AD60 TPCS Conversion Start from Sample

Trigger
— 1.0 TAD — — Auto-Convert Trigger 

(SSRC<2:0> = 111) 
not selected.
See Note 3

AD61 TPSS Sample Start from Setting
Sample (SAMP) bit

0.5 TAD — 1.5 TAD — —

AD62 TCSS Conversion Completion to
Sample Start (ASAM = 1)

— 0.5 TAD — — See Note 3

AD63 TDPU Time to Stabilize Analog Stage 
from Analog-to-Digital OFF to 
Analog-to-Digital ON

— — 2 μs See Note 3

Note 1: These parameters are characterized, but not tested in manufacturing.
2: Because the sample caps will eventually lose charge, clock rates below 10 kHz can affect linearity 

performance, especially at elevated temperatures.
3: Characterized by design but not tested.
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