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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Core Size 32-Bit Single-Core
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Connectivity I²C, IrDA, LINbus, PMP, SPI, UART/USART, USB OTG

Peripherals Brown-out Detect/Reset, DMA, POR, PWM, WDT

Number of I/O 53

Program Memory Size 128KB (128K x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 32K x 8

Voltage - Supply (Vcc/Vdd) 2.3V ~ 3.6V

Data Converters A/D 16x10b

Oscillator Type Internal

Operating Temperature -40°C ~ 105°C (TA)

Mounting Type Surface Mount

Package / Case 64-TQFP
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PIC32MX3XX/4XX
K4 AN8/C1OUT/RB8 L3 AVSS

K5 No Connect (NC) L4 AN9/C2OUT/RB9

K6 U2CTS/RF12 L5 AN10/CVREFOUT/PMA13/RB10

K7 AN14/PMALH/PMA1/RB14 L6 U2RTS/RF13

K8 VDD L7 AN13/PMA10/RB13

K9 U1RTS/CN21/RD15 L8 AN15/OCFB/PMALL/PMA0/CN12/RB15

K10 U1TX/RF3 L9 CN20/U1CTS/RD14

K11 U1RX/RF2 L10 U2RX/PMA9/CN17/RF4

L1 PGEC2/AN6/OCFA/RB6 L11 U2TX/PMA8/CN18/RF5

L2 VREF-/CVREF-/PMA7/RA9

TABLE 3: PIN NAMES: PIC32MX320F128L, PIC32MX340F128L, PIC32MX360F128L, AND 
PIC32MX360F512L DEVICES (CONTINUED)

Pin 
Number Full Pin Name Pin 

Number Full Pin Name
© 2011 Microchip Technology Inc. DS61143H-page 11



PIC32MX3XX/4XX
2.0 GUIDELINES FOR GETTING 
STARTED WITH 32-BIT 
MICROCONTROLLERS

2.1 Basic Connection Requirements
Getting started with the PIC32MX3XX/4XX family of
32-bit Microcontrollers (MCUs) requires attention to a
minimal set of device pin connections before
proceeding with development. The following is a list of
pin names, which must always be connected:

• All VDD and VSS pins 
(see Section 2.2 “Decoupling Capacitors”)

• All AVDD and AVSS pins (regardless if ADC module 
is not used) 
(see Section 2.2 “Decoupling Capacitors”)

• VCAP/VCORE 
(see Section 2.3 “Capacitor on Internal Voltage 
Regulator (VCAP/VCORE)”) 

• MCLR pin 
(see Section 2.4 “Master Clear (MCLR) Pin”)

• PGECx/PGEDx pins used for In-Circuit Serial 
Programming™ (ICSP™) and debugging purposes 
(see Section 2.5 “ICSP Pins”)

• OSC1 and OSC2 pins when external oscillator 
source is used 
(see Section 2.8 “External Oscillator Pins”)

Additionally, the following pins may be required:

• VREF+/VREF- pins used when external voltage 
reference for ADC module is implemented

2.2 Decoupling Capacitors
The use of decoupling capacitors on every pair of
power supply pins, such as VDD, VSS, AVDD and
AVSS is required. See Figure 2-1.

Consider the following criteria when using decoupling
capacitors:

• Value and type of capacitor: Recommendation 
of 0.1 µF (100 nF), 10-20V. This capacitor should 
be a low-ESR and have resonance frequency in 
the range of 20 MHz and higher. It is 
recommended that ceramic capacitors be used.

• Placement on the printed circuit board: The 
decoupling capacitors should be placed as close 
to the pins as possible. It is recommended to 
place the capacitors on the same side of the 
board as the device. If space is constricted, the 
capacitor can be placed on another layer on the 
PCB using a via; however, ensure that the trace 
length from the pin to the capacitor is within 
one-quarter inch (6 mm) in length.

• Handling high frequency noise: If the board is 
experiencing high frequency noise, upward of 
tens of MHz, add a second ceramic-type capacitor 
in parallel to the above described decoupling 
capacitor. The value of the second capacitor can 
be in the range of 0.01 µF to 0.001 µF. Place this 
second capacitor next to the primary decoupling 
capacitor. In high-speed circuit designs, consider 
implementing a decade pair of capacitances as 
close to the power and ground pins as possible. 
For example, 0.1 µF in parallel with 0.001 µF.

• Maximizing performance: On the board layout 
from the power supply circuit, run the power and 
return traces to the decoupling capacitors first, 
and then to the device pins. This ensures that the 
decoupling capacitors are first in the power chain. 
Equally important is to keep the trace length 
between the capacitor and the power pins to a 
minimum thereby reducing PCB track inductance.

Note 1: This data sheet summarizes the features
of the PIC32MX3XX/4XX family of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to the “PIC32 Family
Reference Manual”, which is available
from the Microchip web site
(www.microchip.com/PIC32).

2: Some registers and associated bits
described in this section may not be avail-
able on all devices. Refer to Section 4.0
“Memory Organization” in this data
sheet for device-specific register and bit
information.

Note: The AVDD and AVSS pins must be
connected independent of ADC use and
ADC voltage reference source.
© 2011 Microchip Technology Inc. DS61143H-page 31



PIC32MX3XX/4XX
4.0 MEMORY ORGANIZATION

PIC32MX3XX/4XX microcontrollers provide 4 GB of
unified virtual memory address space. All memory
regions including program, data memory, SFRs and
Configuration registers reside in this address space at
their respective unique addresses. The program and
data memories can be optionally partitioned into user
and kernel memories. In addition, the data memory can
be made executable, allowing PIC32MX3XX/4XX to
execute from data memory.

4.1 Key Features
• 32-bit native data width
• Separate User and Kernel mode address space
• Flexible program Flash memory partitioning
• Flexible data RAM partitioning for data and 

program space
• Separate boot Flash memory for protected code
• Robust bus exception handling to intercept 

runaway code
• Simple memory mapping with Fixed Mapping 

Translation (FMT) unit
• Cacheable and non-cacheable address regions

4.2 PIC32MX3XX/4XX Memory Layout
PIC32MX3XX/4XX microcontrollers implement two
address spaces: Virtual and Physical. All hardware
resources such as program memory, data memory and
peripherals are located at their respective physical
addresses. Virtual addresses are exclusively used by
the CPU to fetch and execute instructions as well as
access peripherals. Physical addresses are used by
peripherals such as DMA and Flash controller that
access memory independently of CPU.

Note 1: This data sheet summarizes the features
of the PIC32MX3XX/4XX family of
devices. It is not intended to be a
comprehensive reference source. To
complement the information in this data
sheet, refer to Section 3. “Memory
Organization” (DS61115) of the “PIC32
Family Reference Manual”, which is
available from the Microchip web site
(www.microchip.com/PIC32).
© 2011 Microchip Technology Inc. DS61143H-page 43
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TA 60F512L DEVICES ONLY(1)
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10
— — — SS0 0000

INT3EP INT2EP INT1EP INT0EP 0000

10
— — — — 0000

VEC<5:0> 0000

10
0000

0000

10
INT4IF OC4IF IC4IF T4IF 0000

INT0IF CS1IF CS0IF CTIF 0000

10
DMA3IF DMA2IF DMA1IF DMA0IF 0000

CMP1IF PMPIF AD1IF CNIF 0000

10
INT4IE OC4IE IC4IE T4IE 0000

INT0IE CS1IE CS0IE CTIE 0000

10
DMA3IE DMA2IE DMA1IE DMA0IE 0000

CMP1IE PMPIE AD1IE CNIE 0000

10
CS1IP<2:0> CS1IS<1:0> 0000

CTIP<2:0> CTIS<1:0> 0000

10
OC1IP<2:0> OC1IS<1:0> 0000

T1IP<2:0> T1IS<1:0> 0000

10
OC2IP<2:0> OC2IS<1:0> 0000

T2IP<2:0> T2IS<1:0> 0000

10
OC3IP<2:0> OC3IS<1:0> 0000

T3IP<2:0> T3IS<1:0> 0000

10
OC4IP<2:0> OC4IS<1:0> 0000

T4IP<2:0> T4IS<1:0> 0000

10
OC5IP<2:0> OC5IS<1:0> 0000

T5IP<2:0> T5IS<1:0> 0000

10
CNIP<2:0> CNIS<1:0> 0000

U1IP<2:0> U1IS<1:0> 0000

11
MP2IP<2:0> CMP2IS<1:0> 0000

PMPIP<2:0> PMPIS<1:0> 0000

11
SCMIP<2:0> FSCMIS<1:0> 0000

U2IP<2:0> U2IS<1:0> 0000

11
MA2IP<2:0> DMA2IS<1:0> 0000

MA0IP<2:0> DMA0IS<1:0> 0000

11
— — — — 0000

FCEIP<2:0> FCEIS<1:0> 0000
Leg
No pectively. See Section 12.1.1 “CLR, SET and INV 
BLE 4-2: INTERRUPT REGISTERS MAP FOR PIC32MX440F128L, PIC32MX460F256L AND PIC32MX4
(B

F8
8_

#)

R
eg

is
te

r
N

am
e

B
it 

R
an

ge

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

00 INTCON
31:16 — — — — — — — — — — — —
15:0 — — — MVEC — TPC<2:0> — — — INT4EP

10 INTSTAT(2) 31:16 — — — — — — — — — — — —
15:0 — — — — — SRIPL<2:0> — —

20 IPTMR
31:16

IPTMR<31:0>
15:0

30 IFS0
31:16 I2C1MIF I2C1SIF I2C1BIF U1TXIF U1RXIF U1EIF SPI1RXIF SPI1TXIF SPI1EIF OC5IF IC5IF T5IF
15:0 INT3IF OC3IF IC3IF T3IF INT2IF OC2IF IC2IF T2IF INT1IF OC1IF IC1IF T1IF

40 IFS1
31:16 — — — — — — USBIF FCEIF — — — —
15:0 RTCCIF FSCMIF I2C2MIF I2C2SIF I2C2BIF U2TXIF U2RXIF U2EIF SPI2RXIF SPI2TXIF SPI2EIF CMP2IF

60 IEC0
31:16 I2C1MIE I2C1SIE I2C1BIE U1TXIE U1RXIE U1EIE SPI1RXIE SPI1TXIE SPI1EIE OC5IE IC5IE T5IE
15:0 INT3IE OC3IE IC3IE T3IE INT2IE OC2IE IC2IE T2IE INT1IE OC1IE IC1IE T1IE

70 IEC1
31:16 — — — — — — USBIE FCEIE — — — —
15:0 RTCCIE FSCMIE I2C2MIE I2C2SIE I2C2BIE U2TXIE U2RXIE U2EIE SPI2RXIE SPI2TXIE SPI2EIE CMP2IE

90 IPC0
31:16 — — — INT0IP<2:0> INT0IS<1:0> — — —
15:0 — — — CS0IP<2:0> CS0IS<1:0> — — —

A0 IPC1
31:16 — — — INT1IP<2:0> INT1IS<1:0> — — —
15:0 — — — IC1IP<2:0> IC1IS<1:0> — — —

B0 IPC2
31:16 — — — INT2IP<2:0> INT2IS<1:0> — — —
15:0 — — — IC2IP<2:0> IC2IS<1:0> — — —

C0 IPC3
31:16 — — — INT3IP<2:0> INT3IS<1:0> — — —
15:0 — — — IC3IP<2:0> IC3IS<1:0> — — —

D0 IPC4
31:16 — — — INT4IP<2:0> INT4IS<1:0> — — —
15:0 — — — IC4IP<2:0> IC4IS<1:0> — — —

E0 IPC5
31:16 — — — SPI1IP<2:0> SPI1IS<1:0> — — —
15:0 — — — IC5IP<2:0> IC5IS<1:0> — — —

F0 IPC6
31:16 — — — AD1IP<2:0> AD1IS<1:0> — — —
15:0 — — — I2C1IP<2:0> I2C1IS<1:0> — — —

00 IPC7
31:16 — — — SPI2IP<2:0> SPI2IS<1:0> — — — C
15:0 — — — CMP1IP<2:0> CMP1IS<1:0> — — —

10 IPC8
31:16 — — — RTCCIP<2:0> RTCCIS<1:0> — — — F
15:0 — — — I2C2IP<2:0> I2C2IS<1:0> — — —

20 IPC9
31:16 — — — DMA3IP<2:0> DMA3IS<1:0> — — — D
15:0 — — — DMA1IP<2:0> DMA1IS<1:0> — — — D

40 IPC11
31:16 — — — — — — — — — — — —
15:0 — — — USBIP<2:0> USBIS<1:0> — — —

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
te 1: Except where noted, all registers in this table have corresponding CLR, SET, and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, res

Registers” for more information.
2: This register does not have associated CLR, SET, and INV registers.
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TA 128H AND PIC32MX320F128L 
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19/3 18/2 17/1 16/0

10
— — — SS0 0000

INT3EP INT2EP INT1EP INT0EP 0000

10
— — — — 0000

VEC<5:0> 0000

10
0000

0000

10
INT4IF OC4IF IC4IF T4IF 0000

INT0IF CS1IF CS0IF CTIF 0000

10
— — — — 0000

CMP1IF PMPIF AD1IF CNIF 0000

10
INT4IE OC4IE IC4IE T4IE 0000

INT0IE CS1IE CS0IE CTIE 0000

10
— — — — 0000

CMP1IE PMPIE AD1IE CNIE 0000

10
CS1IP<2:0> CS1IS<1:0> 0000

CTIP<2:0> CTIS<1:0> 0000

10
OC1IP<2:0> OC1IS<1:0> 0000

T1IP<2:0> T1IS<1:0> 0000

10
OC2IP<2:0> OC2IS<1:0> 0000

T2IP<2:0> T2IS<1:0> 0000

10
OC3IP<2:0> OC3IS<1:0> 0000

T3IP<2:0> T3IS<1:0> 0000

10
OC4IP<2:0> OC4IS<1:0> 0000

T4IP<2:0> T4IS<1:0> 0000

10
OC5IP<2:0> OC5IS<1:0> 0000

T5IP<2:0> T5IS<1:0> 0000

10
CNIP<2:0> CNIS<1:0> 0000

U1IP<2:0> U1IS<1:0> 0000

11
MP2IP<2:0> CMP2IS<1:0> 0000

PMPIP<2:0> PMPIS<1:0> 0000

11
SCMIP<2:0> FSCMIS<1:0> 0000

U2IP<2:0> U2IS<1:0> 0000

11
— — — — 0000

FCEIP<2:0> FCEIS<1:0> 0000
Leg
No ectively. See Section 12.1.1 “CLR, SET and INV 
BLE 4-4: INTERRUPT REGISTERS MAP FOR PIC32MX320F032H, PIC32MX320F064H, PIC32MX320F
DEVICES ONLY(1)
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

00 INTCON
31:16 — — — — — — — — — — — —
15:0 — — — MVEC — TPC<2:0> — — — INT4EP

10 INTSTAT(2) 31:16 — — — — — — — — — — — —
15:0 — — — — — SRIPL<2:0> — —

20 IPTMR
31:16

IPTMR<31:0>
15:0

30 IFS0
31:16 I2C1MIF I2C1SIF I2C1BIF U1TXIF U1RXIF U1EIF SPI1RXIF SPI1TXIF SPI1EIF OC5IF IC5IF T5IF
15:0 INT3IF OC3IF IC3IF T3IF INT2IF OC2IF IC2IF T2IF INT1IF OC1IF IC1IF T1IF

40 IFS1
31:16 — — — — — — — FCEIF — — — —
15:0 RTCCIF FSCMIF I2C2MIF I2C2SIF I2C2BIF U2TXIF U2RXIF U2EIF SPI2RXIF SPI2TXIF SPI2EIF CMP2IF

60 IEC0
31:16 I2C1MIE I2C1SIE I2C1BIE U1TXIE U1RXIE U1EIE SPI1RXIE SPI1TXIE SPI1EIE OC5IE IC5IE T5IE
15:0 INT3IE OC3IE IC3IE T3IE INT2IE OC2IE IC2IE T2IE INT1IE OC1IE IC1IE T1IE

70 IEC1
31:16 — — — — — — — FCEIE — — — —
15:0 RTCCIE FSCMIE I2C2MIE — — — — — SPI2RXIE SPI2TXIE SPI2EIE CMP2IE

90 IPC0
31:16 — — — INT0IP<2:0> INT0IS<1:0> — — —
15:0 — — — CS0IP<2:0> CS0IS<1:0> — — —

A0 IPC1
31:16 — — — INT1IP<2:0> INT1IS<1:0> — — —
15:0 — — — IC1IP<2:0> IC1IS<1:0> — — —

B0 IPC2
31:16 — — — INT2IP<2:0> INT2IS<1:0> — — —
15:0 — — — IC2IP<2:0> IC2IS<1:0> — — —

C0 IPC3
31:16 — — — INT3IP<2:0> INT3IS<1:0> — — —
15:0 — — — IC3IP<2:0> IC3IS<1:0> — — —

D0 IPC4
31:16 — — — INT4IP<2:0> INT4IS<1:0> — — —
15:0 — — — IC4IP<2:0> IC4IS<1:0> — — —

E0 IPC5
31:16 — — — SPI1IP<2:0> SPI1IS<1:0> — — —
15:0 — — — IC5IP<2:0> IC5IS<1:0> — — —

F0 IPC6
31:16 — — — AD1IP<2:0> AD1IS<1:0> — — —
15:0 — — — I2C1IP<2:0> I2C1IS<1:0> — — —

00 IPC7
31:16 — — — SPI2IP<2:0> SPI2IS<1:0> — — — C
15:0 — — — CMP1IP<2:0> CMP1IS<1:0> — — —

10 IPC8
31:16 — — — RTCCIP<2:0> RTCCIS<1:0> — — — F
15:0 — — — I2C2IP<2:0> I2C2IS<1:0> — — —

40 IPC11
31:16 — — — — — — — — — — — —
15:0 — — — — — — — — — — —

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
te 1: Except where noted, all registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, resp

Registers” for more information.
2: This register does not have associated CLR, SET, and INV registers.
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0/4 19/3 18/2 17/1 16/0

— — — — — 0000

INV BRGH PDSEL<1:0> STSEL 0000

ADDR<7:0> 0000

DLE PERR FERR OERR URXDA 0110

— — — — — 0000

ransmit Register 0000

— — — — — 0000

eceive Register 0000

— — — — — 0000

0000

— — — — — 0000

INV BRGH PDSEL<1:0> STSEL 0000

ADDR<7:0> 0000

DLE PERR FERR OERR URXDA 0110

— — — — — 0000

ransmit Register 0000

— — — — — 0000

eceive Register 0000

— — — — — 0000

0000

“CLR, SET and INV Registers” for more information.
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31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 2

6000 U1MODE(1) 31:16 — — — — — — — — — — —

15:0 ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD RX

6010 U1STA(1) 31:16 — — — — — — — ADM_EN

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RI

6020 U1TXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — TX8 T

6030 U1RXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — RX8 R

6040 U1BRG(1) 31:16 — — — — — — — — — — —

15:0 BRG<15:0>

6200 U2MODE(1) 31:16 — — — — — — — — — — —

15:0 ON — SIDL IREN RTSMD — UEN<1:0> WAKE LPBACK ABAUD RX

6210 U2STA(1) 31:16 — — — — — — — ADM_EN

15:0 UTXISEL<1:0> UTXINV URXEN UTXBRK UTXEN UTXBF TRMT URXISEL<1:0> ADDEN RI

6220 U2TXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — TX8 T

6230 U2RXREG
31:16 — — — — — — — — — — —

15:0 — — — — — — — RX8 R

6240 U2BRG(1) 31:16 — — — — — — — — — — —

15:0 BRG<15:0>
Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: This register has corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. See Section 12.1.1 



PIC
32M

X3XX/4XX

D
S

61143H
-page 62

©
 2011 M

icrochip Technology Inc.

A
ll 

R
es

et
s

0/4 19/3 18/2 17/1 16/0

— — — — — 0000

ASAM — ASAM SAMP DONE 0000

— — — — — 0000

SMPI<3:0> BUFM ALTS 0000

— — — — — 0000

ADCS<7:0> 0000

— CH0SA<3:0> 0000

— — — — — 0000

— — — — — 0000

FG4 PCFG3 PCFG2 PCFG1 PCFG0 0000

— — — — — 0000

SL4 CSSL3 CSSL2 CSSL1 CSSL0 0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

0000

CLR, SET and INV Registers” for more information.
 

TABLE 4-13: ADC REGISTERS MAP
Vi

rt
ua

l A
dd

re
ss

(B
F8

0_
#)

R
eg

is
te

r
N

am
e

B
it 

R
an

ge

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 2

9000 AD1CON1(1) 31:16 — — — — — — — — — — —

15:0 ON — SIDL — — FORM<2:0> SSRC<2:0> CLR

9010 AD1CON2(1) 31:16 — — — — — — — — — — —

15:0 VCFG2 VCFG1 VCFG0 OFFCAL — CSCNA — — BUFS —

9020 AD1CON3(1) 31:16 — — — — — — — — — — —

15:0 ADRC — — SAMC<4:0>

9040 AD1CHS(1) 31:16 CH0NB — — — CH0SB<3:0> CH0NA — —

15:0 — — — — — — — — — — —

9060 AD1PCFG(1) 31:16 — — — — — — — — — — —

15:0 PCFG15 PCFG14 PCFG13 PCFG12 PCFG11 PCFG10 PCFG9 PCFG8 PCFG7 PCFG6 PCFG5 PC

9050 AD1CSSL(1) 31:16 — — — — — — — — — — —

15:0 CSSL15 CSSL14 CSSL13 CSSL12 CSSL11 CSSL10 CSSL9 CSSL8 CSSL7 CSSL6 CSSL5 CS

9070 ADC1BUF0
31:16

ADC Result Word 0 (ADC1BUF0<31:0>)
15:0

9080 ADC1BUF1
31:16

ADC Result Word 1 (ADC1BUF1<31:0>)
15:0

9090 ADC1BUF2
31:16

ADC Result Word 2 (ADC1BUF2<31:0>)
15:0

90A0 ADC1BUF3
31:16

ADC Result Word 3 (ADC1BUF3<31:0>)
15:0

90B0 ADC1BUF4
31:16

ADC Result Word 4 (ADC1BUF4<31:0>)
15:0

90C0 ADC1BUF5
31:16

ADC Result Word 5 (ADC1BUF5<31:0>)
15:0

90D0 ADC1BUF6
31:16

ADC Result Word 6 (ADC1BUF6<31:0>)
15:0

90E0 ADC1BUF7
31:16

ADC Result Word 7 (ADC1BUF7<31:0>)
15:0

90F0 ADC1BUF8
31:16

ADC Result Word 8 (ADC1BUF8<31:0>)
15:0

9100 ADC1BUF9
31:16

ADC Result Word 9 (ADC1BUF9<31:0>)
15:0

Legend: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
Note 1: This register has corresponding CLR, SET and INV registers at its virtual address, plus an offset of 0x4, 0x8 and 0xC, respectively. See Section 12.1.1 “
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TA XXXX 

Vi
rt

ua
l A

dd
re

ss

A
ll 

R
es

et
s

19/3 18/2 17/1 16/0

30
— — — — 0000

— CHEDET CHPRI<1:0> 0000

30
Q<7:0> 00FF

AIRQEN — — — FF00

30
CHBCIE CHCCIE CHTAIE CHERIE 0000

CHBCIF CHCCIF CHTAIF CHERIF 0000

30
0000

0000

30
0000

0000

30
— — — — 0000

IZ<7:0> 0000

30
— — — — 0000

IZ<7:0> 0000

30
— — — — 0000

R<7:0> 0000

30
— — — — 0000

TR<7:0> 0000

30
— — — — 0000

IZ<7:0> 0000

31
— — — — 0000

TR<7:0> 0000

31
— — — — 0000

AT<7:0> 0000

31
— — — — 0000

— CHEDET CHPRI<1:0> 0000

31
Q<7:0> 00FF

AIRQEN — — — FF00

31
CHBCIE CHCCIE CHTAIE CHERIE 0000

CHBCIF CHCCIF CHTAIF CHERIF 0000

31
0000

0000

Leg
No 0x8 and 0xC, respectively. See Section 12.1.1 “CLR, 
BLE 4-16: DMA CHANNELS 0-3 REGISTERS MAP FOR PIC32MX340FXXXX/360FXXXX/440FXXXX/460
DEVICES ONLY(1)

(B
F8

8_
#)

R
eg

is
te

r
N

am
e

B
it 

R
an

ge

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

60 DCH0CON
31:16 — — — — — — — — — — — —

15:0 — — — — — — — CHCHNS CHEN CHAED CHCHN CHAEN

70 DCH0ECON
31:16 — — — — — — — — CHAIR

15:0 CHSIRQ<7:0> CFORCE CABORT PATEN SIRQEN

80 DCH0INT
31:16 — — — — — — — — CHSDIE CHSHIE CHDDIE CHDHIE

15:0 — — — — — — — — CHSDIF CHSHIF CHDDIF CHDHIF

90 DCH0SSA
31:16

CHSSA<31:0>
15:0

A0 DCH0DSA
31:16

CHDSA<31:0>
15:0

B0 DCH0SSIZ
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHSS

C0 DCH0DSIZ
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHDS

D0 DCH0SPTR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHST

E0 DCH0DPTR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHDP

F0 DCH0CSIZ
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHCS

00 DCH0CPTR
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHCP

10 DCH0DAT
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — CHPD

20 DCH1CON
31:16 — — — — — — — — — — — —

15:0 — — — — — — — CHCHNS CHEN CHAED CHCHN CHAEN

30 DCH1ECON
31:16 — — — — — — — — CHAIR

15:0 CHSIRQ<7:0> CFORCE CABORT PATEN SIRQEN

40 DCH1INT
31:16 — — — — — — — — CHSDIE CHSHIE CHDDIE CHDHIE

15:0 — — — — — — — — CHSDIF CHSHIF CHDDIF CHDHIF

50 DCH1SSA
31:16

CHSSA<31:0>
15:0

end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.
te 1: All registers except DCHxSPTR, DCHxDPTR and DCHxCPTR have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 

SET and INV Registers” for more information.
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TA , PIC32MX340F128H, 

Vi
rt

ua
l A

dd
re

ss

A
ll 

R
es

et
s

19/3 18/2 17/1 16/0

61
— — — — 0000

TRISF3 TRISF2 TRISF1 TRISF0 07FF

61
— — — — 0000

RF3 RF2 RF1 RF0 xxxx

61
— — — — 0000

LATF3 LATF2 LATF1 LATF0 xxxx

61
— — — — 0000

ODCF3 ODCF2 ODCF1 ODCF0 0000

Leg
No n 12.1.1 “CLR, SET and INV Registers” for more 

TA 56H DEVICES ONLY(1)

Vi
rt

ua
l A

dd
re

ss

A
ll 

R
es

et
s

19/3 18/2 17/1 16/0

61
— — — — 0000

TRISF3 TRISF2 TRISF1 TRISF0 03FF

61
— — — — 0000

RF3 RF2 RF1 RF0 xxxx

61
— — — — 0000

LATF3 LATF2 LATF1 LATF0 xxxx

61
— — — — 0000

ODCF3 ODCF2 ODCF1 ODCF0 0000

Leg
No n 12.1.1 “CLR, SET and INV Registers” for more 
BLE 4-31: PORTF REGISTERS MAP FOR PIC32MX320F032H, PIC32MX320F064H, PIC32MX320F128H
PIC32MX340F256H AND PIC32MX340F512H DEVICES ONLY(1)

(B
F8

8_
#)

R
eg

is
te

r
N

am
e

B
it 

R
an

ge

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

40 TRISF
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — TRISF6 TRISF5 TRISF4

50 PORTF
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — RF6 RF5 RF4

60 LATF
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — LATF6 LATF5 LATF4

70 ODCF
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — ODCF6 ODCF5 ODCF4
end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

te 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectively. See Sectio
information.

BLE 4-32: PORTF REGISTERS MAP FOR PIC32MX420F032H, PIC32MX440F128H AND PIC2MX440F2

(B
F8

8_
#)

R
eg

is
te

r
N

am
e

B
it 

R
an

ge

Bits

31/15 30/14 29/13 28/12 27/11 26/10 25/9 24/8 23/7 22/6 21/5 20/4

40 TRISF
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — TRISF5 TRISF4

50 PORTF
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — RF5 RF4

60 LATF
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — LATF5 LATF4

70 ODCF
31:16 — — — — — — — — — — — —

15:0 — — — — — — — — — — ODCF5 ODCF4
end: x = unknown value on Reset, — = unimplemented, read as ‘0’. Reset values are shown in hexadecimal.

te 1: All registers in this table have corresponding CLR, SET and INV registers at their virtual addresses, plus offsets of 0x4, 0x8 and 0xC, respectively. See Sectio
information.
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PIC32MX3XX/4XX

FIGURE 11-1: PIC32MX3XX/4XX FAMILY USB INTERFACE DIAGRAM

OSC1

OSC2

Primary Oscillator 

8 MHz Typical

FRC
Oscillator

TUN<5:0>(4)

 PLL

48 MHz USB Clock(7)

Div x

UPLLEN(6)

(PB out)(1)

UFRCEN(3)

(POSC)

UPLLIDIV(6)

UFIN(5)
Div 2

VUSB

D+(2)

D-(2)

ID(8)

VBUS

Transceiver

SIE

VBUSON(8)

Comparators

USB
SRP Charge

SRP Discharge

Registers
and

Control
Interface

Transceiver Power 3.3V

To Clock Generator for Core and Peripherals
Sleep or Idle

Sleep

USBEN
USB Suspend

CPU Clock Not POSC

USB Module
Voltage

System
RAM

USB Suspend

Full Speed Pull-up

Host Pull-down

Low Speed Pull-up

Host Pull-down

ID Pull-up

DMA 

Note 1: PB clock is only available on this pin for select EC modes.
2: Pins can be used as digital inputs when USB is not enabled.
3: This bit field is contained in the OSCCON register.
4: This bit field is contained in the OSCTRM register.
5: USB PLL UFIN requirements: 4 MHz.
6: This bit field is contained in the DEVCFG2 register.
7: A 48 MHz clock is required for proper USB operation.
8: Pins can be used as GPIO when the USB module is disabled.
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FIGURE 18-1: I2C™ BLOCK DIAGRAM   (X = 1 OR 2) 
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REGISTER 26-4: DEVCFG3: DEVICE CONFIGURATION WORD 3

Bit 
Range

Bit
31/23/15/7

Bit
30/22/14/6

Bit
29/21/13/5

Bit
28/20/12/4

Bit
27/19/11/3

Bit
26/18/10/2

Bit
25/17/9/1

Bit
24/16/8/0

31:24
r-1 r-1 r-1 r-1 r-1 r-1 r-1 r-1

— — — — — — — —

23:16
r-1 r-1 r-1 r-1 r-1 r-1 r-1 r-1

— — — — — — — —

15:8
R/P R/P R/P R/P R/P R/P R/P R/P

USERID<15:8>

7:0
R/P R/P R/P R/P R/P R/P R/P R/P

USERID<7:0>

Legend:
R = Readable bit W = Writable bit P = Programmable bit r = Reserved bit
U = Unimplemented bit -n = Bit Value at POR: (‘0’, ‘1’, x = Unknown)

bit 31-16 Reserved: Write ‘1’
bit 15-0 USERID<15:0>: This is a 16-bit value that is user defined and is readable via ICSP™ and JTAG

REGISTER 26-5: DEVID: DEVICE AND REVISION ID REGISTER
Bit 

Range
Bit

31/23/15/7
Bit

30/22/14/6
Bit

29/21/13/5
Bit

28/20/12/4
Bit

27/19/11/3
Bit

26/18/10/2
Bit

25/17/9/1
Bit

24/16/8/0

31:24
R R R R R R R R

VER<3:0>(1) DEVID<27:24>(1)

23:16
R R R R R R R R

DEVID<23:16>(1)

15:8
R R R R R R R R

DEVID<15:8>(1)

7:0
R R R R R R R R

DEVID<7:0>(1)

Legend:
R = Readable bit W = Writable bit P = Programmable bit r = Reserved bit
U = Unimplemented bit -n = Bit Value at POR: (‘0’, ‘1’, x = Unknown)

bit 31-28 VER<3:0>: Revision Identifier bits(1)

bit 27-0 DEVID<27:0>: Device ID(1)

Note 1: See the “PIC32MX Flash Programming Specification” (DS61145) for a list of Revision and Device ID values.
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PIC32MX3XX/4XX
29.0 ELECTRICAL CHARACTERISTICS
This section provides an overview of PIC32MX3XX/4XX electrical characteristics. Additional information will be provided
in future revisions of this document as it becomes available. 

Absolute maximum ratings for the PIC32MX3XX/4XX are listed below. Exposure to these maximum rating conditions
for extended periods may affect device reliability. Functional operation of the device at these or any other conditions
above the parameters indicated in the operation listings of this specification is not implied.

Absolute Maximum Ratings
(Note 1) 
Ambient temperature under bias............................................................................................................ .-40°C to +105°C
Storage temperature ..............................................................................................................................  -65°C to +150°C
Voltage on VDD with respect to VSS .........................................................................................................  -0.3V to +4.0V
Voltage on any pin that is not 5V tolerant, with respect to VSS (Note 3)......................................... -0.3V to (VDD + 0.3V)
Voltage on any 5V tolerant pin with respect to VSS when VDD ≥ 2.3V (Note 3) ........................................  -0.3V to +5.5V
Voltage on any 5V tolerant pin with respect to VSS when VDD < 2.3V (Note 3)........................................  -0.3V to +3.6V
Voltage on VCORE with respect to VSS .......................................................................................................  -0.3V to 2.0V
Voltage on VBUS with respect to VSS .......................................................................................................  -0.3V to +5.5V
Maximum current out of VSS pin(s) .......................................................................................................................300 mA
Maximum current into VDD pin(s) (Note 2)............................................................................................................300 mA
Maximum output current sunk by any I/O pin..........................................................................................................25 mA
Maximum output current sourced by any I/O pin ....................................................................................................25 mA
Maximum current sunk by all ports .......................................................................................................................200 mA
Maximum current sourced by all ports (Note 2)....................................................................................................200 mA

Note 1: Stresses above those listed under “Absolute Maximum Ratings” may cause permanent damage to the
device. This is a stress rating only and functional operation of the device at those or any other conditions
above those indicated in the operation listings of this specification is not implied. Exposure to maximum
rating conditions for extended periods may affect device reliability.

2: Maximum allowable current is a function of device maximum power dissipation (see Table 29-2).

3: See the “Pin Diagrams” section for the 5V tolerant pins.
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PIC32MX3XX/4XX
TABLE 29-5: DC CHARACTERISTICS: OPERATING CURRENT (IDD)  

DC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial 

-40°C ≤ TA ≤ +105°C for V-Temp

Param. 
No. Typical(3) Max. Units Conditions 

Operating Current (IDD)(1,2)

DC20
8.5 13

mA Code executing from Flash

-40ºC, 
+25ºC, 
+85ºC — 4 MHz

9 15 +105ºC
DC20c 4.0 — mA Code executing from SRAM —
DC21 23.5 32 mA Code executing from Flash

— — 20 MHz 
(Note 4)DC21c 16.4 — mA Code executing from SRAM

DC22 48 61 mA Code executing from Flash
— — 60 MHz 

(Note 4)DC22c 45 — mA Code executing from SRAM

DC23
55 75

mA Code executing from Flash

-40ºC, 
+25ºC, 
+85ºC 2.3V

80 MHz
60 100 +105ºC

DC23c 55 — mA Code executing from SRAM — —
DC24 — 100 µA — -40°C

2.3V

LPRC (31 kHz) 
(Note 4)

DC24a — 130 µA — +25°C
DC24b — 670 µA — +85°C
DC24c — 850 µA — +105ºC
DC25 94 — µA — -40°C

3.3V
DC25a 125 — µA — +25°C
DC25b 302 — µA — +85°C
DC25d 400 — µA — +105ºC
DC25c 71 — µA Code executing from SRAM — —
DC26 — 110 µA — -40°C

3.6V
DC26a — 180 µA — +25°C
DC26b — 700 µA — +85°C
DC26c — 900 µA — +105ºC
Note 1: A device’s IDD supply current is mainly a function of the operating voltage and frequency. Other factors, 

such as PBCLK (Peripheral Bus Clock) frequency, number of peripheral modules enabled, internal code 
execution pattern, execution from program Flash memory vs. SRAM, I/O pin loading and switching rate, 
oscillator type as well as temperature can have an impact on the current consumption.

2: The test conditions for IDD measurements are as follows: Oscillator mode = EC+PLL with OSC1 driven by 
external square wave from rail to rail and PBCLK divisor = 1:8. CPU, Program Flash and SRAM data 
memory are operational, Program Flash memory Wait states = 7, program cache and prefetch are dis-
abled and SRAM data memory Wait states = 1. All peripheral modules are disabled (ON bit = 0). WDT 
and FSCM are disabled. All I/O pins are configured as inputs and pulled to VSS. MCLR = VDD.

3: Data in “Typical” column is at 3.3V, 25°C at specified operating frequency unless otherwise stated.    
Parameters are for design guidance only and are not tested.

4: This parameter is characterized, but not tested in manufacturing.
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FIGURE 29-5: EXTERNAL RESET TIMING CHARACTERISTICS

TABLE 29-22: RESETS TIMING

MCLR

(SY20)

Reset Sequence

(SY10)

CPU starts fetching code

BOR

(SY30)

TOST

TMCLR

TBOR

Reset Sequence

CPU starts fetching code

Clock Sources = (FRC, FRCDIV, FRCDIV16, FRCPLL, EC, ECPLL and LPRC)

Clock Sources = (HS, HSPLL, XT, XTPLL and SOSC) (TSYSDLY)
SY02

(TSYSDLY)
SY02

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial

-40°C ≤ TA ≤ +105°C for V-Temp

Param.
No. Symbol Characteristics(1) Min. Typical(2) Max. Units Conditions

SY00 TPU Power-up Period
Internal Voltage Regulator Enabled

— 400 600 μs -40°C to +85°C

SY01 TPWRT Power-up Period
External Vcore Applied
(Power-Up-Timer Active)

48 64 80 ms -40°C to +85°C

SY02 TSYSDLY System Delay Period:
Time required to reload Device 
Configuration Fuses plus  SYSCLK 
delay before first instruction is 
fetched.

— 1 μs
 +

 8 SYSCLK 
cycles

— — -40°C to +85°C

SY20 TMCLR MCLR Pulse Width (low) — 2 — μs -40°C to +85°C

SY30 TBOR BOR Pulse Width (low) — 1 — μs -40°C to +85°C
Note 1: These parameters are characterized, but not tested in manufacturing.

2: Data in “Typ” column is at 3.3V, 25°C unless otherwise stated. Characterized by design but not tested.
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FIGURE 29-11: SPIx MODULE MASTER MODE (CKE = 1) TIMING CHARACTERISTICS     

TABLE 29-29: SPIx MODULE MASTER MODE (CKE = 1) TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial

-40°C ≤ TA ≤ +105°C for V-Temp

Param.
No. Symbol Characteristics(1) Min. Typical(2) Max. Units Conditions

SP10 TSCL SCKx Output Low Time(3) TSCK/2 — — ns —
SP11 TSCH SCKx Output High Time(3) TSCK/2 — — ns —
SP20 TSCF SCKx Output Fall Time(4) — — — ns See parameter DO32
SP21 TSCR SCKx Output Rise Time(4) — — — ns See parameter DO31
SP30 TDOF SDOx Data Output Fall Time(4) — — — ns See parameter DO32
SP31 TDOR SDOx Data Output Rise Time(4) — — — ns See parameter DO31
SP35 TSCH2DOV,

TSCL2DOV
SDOx Data Output Valid after
SCKx Edge

— — 15 ns VDD > 2.7V

— — 20 ns VDD < 2.7V

SP36 TDOV2SC, 
TDOV2SCL

SDOx Data Output Setup to
First SCKx Edge

15 — — ns —

SP40 TDIV2SCH, 
TDIV2SCL

Setup Time of SDIx Data Input 
to SCKx Edge

15 — — ns VDD > 2.7V

20 — — ns VDD < 2.7V
SP41 TSCH2DIL, 

TSCL2DIL
Hold Time of SDIx Data Input
to SCKx Edge 

15 — — ns VDD > 2.7V

20 — — ns VDD < 2.7V
Note 1: These parameters are characterized, but not tested in manufacturing.

2: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated. Parameters are for design guidance only 
and are not tested.

3: The minimum clock period for SCKx is 40 ns. Therefore, the clock generated in Master mode must not 
violate this specification.

4: Assumes 50 pF load on all SPIx pins.

SCKX
(CKP = 0)

SCKX
(CKP = 1)

SDOX

SDIX

SP36

SP30,SP31

SP35

MSb

MSb In

Bit 14 - - - - - -1

LSb InBit 14 - - - -1

LSb

Note: Refer to Figure 29-1 for load conditions.

SP11 SP10 SP20SP21

SP21SP20

SP40 SP41
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FIGURE 29-12: SPIx MODULE SLAVE MODE (CKE = 0) TIMING CHARACTERISTICS   

SSX

SCKX
(CKP = 0)

SCKX
(CKP = 1)

SDOX

SP50

SP40 SP41

SP30,SP31 SP51

SP35

MSb LSbBit 14 - - - - - -1

MSb In Bit 14 - - - -1 LSb In

SP52

SP73SP72

SP72SP73SP71 SP70

Note: Refer to Figure 29-1 for load conditions.

SDIX

TABLE 29-30: SPIx MODULE SLAVE MODE (CKE = 0) TIMING REQUIREMENTS

AC CHARACTERISTICS

Standard Operating Conditions: 2.3V to 3.6V
(unless otherwise stated)
Operating temperature -40°C ≤ TA ≤ +85°C for Industrial

-40°C ≤ TA ≤ +105°C for V-Temp

Param. 
No. Symbol Characteristics(1) Min. Typical(2) Max. Units Conditions

SP70 TSCL SCKx Input Low Time(3) TSCK/2 — — ns —
SP71 TSCH SCKx Input High Time(3) TSCK/2 — — ns —
SP72 TSCF SCKx Input Fall Time — — — ns See parameter DO32
SP73 TSCR SCKx Input Rise Time — — — ns See parameter DO31
SP30 TDOF SDOx Data Output Fall Time(4) — — — ns See parameter DO32
SP31 TDOR SDOx Data Output Rise Time(4) — — — ns See parameter DO31
SP35 TSCH2DOV,

TSCL2DOV
SDOx Data Output Valid after
SCKx Edge

— — 15 ns VDD > 2.7V
— — 20 ns VDD < 2.7V

SP40 TDIV2SCH, 
TDIV2SCL

Setup Time of SDIx Data Input
to SCKx Edge

10 — — ns —

SP41 TSCH2DIL, 
TSCL2DIL

Hold Time of SDIx Data Input
to SCKx Edge 

10 — — ns —

SP50 TSSL2SCH, 
TSSL2SCL

SSx ↓ to SCKx ↑  or SCKx Input 175 — — ns —

SP51 TSSH2DOZ SSx ↑  to SDOx Output
High-Impedance(3)

5 — 25 ns —

SP52 TSCH2SSH
TSCL2SSH

SSx after SCKx Edge TSCK + 20 — — ns —

Note 1: These parameters are characterized, but not tested in manufacturing.
2: Data in “Typical” column is at 3.3V, 25°C unless otherwise stated. Parameters are for design guidance 

only and are not tested.
3: The minimum clock period for SCKx is 40 ns.
4: Assumes 50 pF load on all SPIx pins.
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