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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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ICCAUXQ Quiescent VCCAUX 
supply current

XC6VLX75T 45 45 45 N/A 45 45 mA

XC6VLX130T 75 75 75 N/A 75 75 mA

XC6VLX195T 113 113 113 N/A 113 113 mA

XC6VLX240T 135 135 135 N/A 135 135 mA

XC6VLX365T 191 191 191 N/A 191 191 mA

XC6VLX550T(3) N/A 286 286 N/A 286 286 mA

XC6VLX760(3) N/A 387 387 N/A 387 387 mA

XC6VSX315T 186 186 186 N/A 186 186 mA

XC6VSX475T(3) N/A 279 279 N/A 279 279 mA

XC6VHX250T 152 152 152 N/A N/A N/A mA

XC6VHX255T 152 152 152 N/A N/A N/A mA

XC6VHX380T(4) 227 227 227 N/A N/A N/A mA

XC6VHX565T(5) N/A 315 315 N/A N/A N/A mA

XQ6VLX130T(6) N/A 75 N/A 75 N/A 75 mA

XQ6VLX240T(6) N/A 135 N/A 135 N/A 135 mA

XQ6VLX550T(7) N/A N/A N/A 286 N/A 286 mA

XQ6VSX315T(6) N/A 186 N/A 186 N/A 186 mA

XQ6VSX475T(7) N/A N/A N/A 279 N/A 279 mA

Notes: 
1. Typical values are specified at nominal voltage, 85°C junction temperatures (Tj). -1 and -2 industrial (I) grade devices have the same typical 

values as commercial (C) grade devices at 85°C, but higher values at 100°C. Use the XPE tool to calculate 100°C values. -1L industrial 
temperature range devices have the values specified in this column.

2. Use the XPE tool to calculate 125°C values for -1M temperature range devices.
3. The -2E extended temperature range (Tj = 0°C to +100°C) is only available in these devices. The -2I temperature range (Tj = –40°C to 

+100°C) is available for all other devices except the XC6VHX565T.
4. The XC6VHX380T is available with both -2E and -2I temperature ranges.
5. The XC6VHX565T is only available in the following temperature ranges: -1C, -1I, -2C, and -2E.
6. The XQ6VLX130T, XQ6VLX240T, and XQ6VSX315T are available in -2I, -1I, -1M, and -1LI temperature ranges.
7. The XQ6VLX550T and the XQ6VSX475T are only available in -1I and -1LI temperature ranges.
8. Typical values are for blank configured devices with no output current loads, no active input pull-up resistors, all I/O pins are 3-state and 

floating.
9. If DCI or differential signaling is used, more accurate quiescent current estimates can be obtained by using the XPE or XPower Analyzer 

(XPA) tools.

Table  4: Typical Quiescent Supply Current (Cont’d)

Symbol Description Device
Speed and Temperature Grade

Units
-3 (C) -2 (C, E, & I) -1 (C & I) -1 (I & M)(2) -1L (C) -1L (I)(1)

http://www.xilinx.com
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GTX Transceiver DC Input and Output Levels

Table 17 summarizes the DC output specifications of the GTX transceivers in Virtex-6 FPGAs. Consult UG366:Virtex-6 
FPGA GTX Transceivers User Guide for further details.

Table  16: GTX Transceiver Quiescent Supply Current (per Lane) (1)(2)(3)

Symbol Description Typ(4) Max Units

IMGTAVTTQ Quiescent MGTAVTT supply current for one GTX transceiver 0.9
Note 2

mA

IMGTAVCCQ Quiescent MGTAVCC supply current for one GTX transceiver 3.5 mA

Notes: 
1. Device powered and unconfigured.
2. Currents for conditions other than values specified in this table can be obtained by using the XPE or XPA tools.
3. GTX transceiver quiescent supply current for an entire device can be calculated by multiplying the values in this table by the number of 

available GTX transceivers.
4. Typical values are specified at nominal voltage, 25°C.

Table  17: GTX Transceiver DC Specifications

Symbol DC Parameter Conditions Min Typ Max Units

DVPPIN
Differential peak-to-peak input 
voltage

External AC coupled  4.25 Gb/s 125 – 2000 mV

External AC coupled > 4.25 Gb/s 175 – 2000 mV

VIN
Absolute input voltage DC coupled

MGTAVTT = 1.2V
–400 – MGTAVTT mV

VCMIN
Common mode input voltage DC coupled 

MGTAVTT = 1.2V
– 2/3 MGTAVTT – mV

DVPPOUT
Differential peak-to-peak output 
voltage(1)

Transmitter output swing is set to 
maximum setting

– – 1000 mV

VCMOUTDC
DC common mode output 
voltage.

Equation based MGTAVTT – DVPPOUT/4 mV

RIN Differential input resistance 80 100 130 

ROUT Differential output resistance 80 100 120 

TOSKEW Transmitter output pair (TXP and TXN) intra-pair skew – 2 8 ps

CEXT Recommended external AC coupling capacitor(2) – 100 – nF

Notes: 
1. The output swing and preemphasis levels are programmable using the attributes discussed in UG366:Virtex-6 FPGA GTX Transceivers User 

Guide and can result in values lower than reported in this table.
2. Other values can be used as appropriate to conform to specific protocols and standards.

X-Ref Target - Figure 1

Figure 1: Single-Ended Peak-to-Peak Voltage
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Table 18 summarizes the DC specifications of the clock input of the GTX transceiver. Consult UG366:Virtex-6 FPGA GTX 
Transceivers User Guide for further details.

GTX Transceiver Switching Characteristics

Consult UG366:Virtex-6 FPGA GTX Transceivers User Guide for further information.

X-Ref Target - Figure 2

Figure 2: Differential Peak-to-Peak Voltage

Table  18: GTX Transceiver Clock DC Input Level Specification

Symbol DC Parameter Min Typ Max Units

VIDIFF Differential peak-to-peak input voltage 210 800 2000 mV

RIN Differential input resistance 90 100 130 

CEXT Required external AC coupling capacitor – 100 – nF

Table  19: GTX Transceiver Performance

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

FGTXMAX Maximum GTX transceiver data rate 6.6 6.6 5.0 5.0 Gb/s

FGPLLMAX Maximum PLL frequency 3.3(1) 3.3(1) 2.7 2.7 GHz

FGPLLMIN Minimum PLL frequency 1.2 1.2 1.2 1.2 GHz

Notes: 
1. See Table 14 for MGTAVCC requirements when PLL frequency is greater than 2.7 GHz.

Table  20: GTX Transceiver Dynamic Reconfiguration Port (DRP) Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

FGTXDRPCLK GTXDRPCLK maximum frequency 150 150 125 100 MHz

0 

+V 

–V 

 

 

P–N
ds152_02_121509
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Voltage
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Table  21: GTX Transceiver Reference Clock Switching Characteristics

Symbol Description Conditions
All Speed Grades

Units
Min Typ Max

FGCLK Reference clock frequency range 62.5 – 650 MHz

TRCLK Reference clock rise time 20% – 80% – 200 – ps

TFCLK Reference clock fall time 80% – 20% – 200 – ps

TDCREF Reference clock duty cycle Transceiver PLL only 45 50 55 %

TLOCK
Clock recovery frequency acquisition 
time Initial PLL lock – – 1 ms

TPHASE Clock recovery phase acquisition time Lock to data after PLL has locked 
to the reference clock

– – 200 µs

X-Ref Target - Figure 3

Figure 3: Reference Clock Timing Parameters

Table  22: GTX Transceiver User Clock Switching Characteristics(1)

Symbol Description Conditions
Speed Grade

Units
-3 -2 -1 -1L

FTXOUT TXOUTCLK maximum frequency
Internal 20-bit data path 330 330 250 250 MHz

Internal 16-bit data path 412.5 412.5 312.5 250 MHz

FRXREC RXRECCLK maximum frequency
Internal 20-bit data path 330 330 250 250 MHz

Internal 16-bit data path 412.5 412.5 312.5 250 MHz

TRX RXUSRCLK maximum frequency 412.5(2) 412.5(2) 312.5 250 MHz

TRX2 RXUSRCLK2 maximum frequency

1 byte interface 376 376 312.5 250 MHz

2 byte interface 406.25 406.25 312.5 250 MHz

4 byte interface 206.25 206.25 156.25 125 MHz

TTX TXUSRCLK maximum frequency 412.5(3) 412.5(3) 312.5 250 MHz

TTX2 TXUSRCLK2 maximum frequency

1 byte interface 376 376 312.5 250 MHz

2 byte interface 406.25 406.25 312.5 250 MHz

4 byte interface 206.25 206.25 156.25 125 MHz

Notes: 
1. Clocking must be implemented as described in UG366:Virtex-6 FPGA GTX Transceivers User Guide.
2. 406.25 MHz when the RX elastic buffer is bypassed.
3. 406.25 MHz when the TX buffer is bypassed.

ds152_05_042109
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Figure 4 shows the timing parameters in Table 27.

X-Ref Target - Figure 4

Figure 4: GTH Transceiver Power Supply Power-On Sequencing

Table  28: GTH Transceiver Supply Current

Symbol Description Typ(1) Max Units

IMGTHAVCC MGTHAVCC supply current for one GTH Quad (4 lanes) 571 Note 2 mA

IMGTHAVCCRX MGTHAVCCRX supply current for a GTH Quad (4 lanes) 254 Note 2 mA

IMGTHAVTT MGTHAVTT supply current for one GTH Quad (4 lanes) 93 Note 2 mA

IMGTHAVCCPLL MGTHAVCCPLL supply current for one GTH Quad (4 lanes) 219 Note 2 mA

MGTRREF Precision reference resistor for internal calibration termination 1000.0 ± 1% tolerance 

Notes: 
1. Typical values are specified at nominal voltage, 25°C, with a 10.3125 Gb/s line rate.
2. Values for currents other than the values specified in this table can be obtained by using the XPower Estimator (XPE) or XPower Analyzer 

(XPA) tools.

Table  29: GTH Transceiver Quiescent Supply Current(1)(2)

Symbol Description Typ(3) Max Units

IMGTHAVCCQ Quiescent MGTHAVCC Supply Current for one GTH Quad (4 lanes) 65 Note 4 mA

IMGTHAVCCRXQ Quiescent MGTHAVCCRX Supply Current for one GTH Quad (4 lanes) 17 Note 4 mA

IMGTHAVTTQ Quiescent MGTHAVTT Supply Current for one GTH Quad (4 lanes) 1 Note 4 mA

IMGTHAVCCPLLQ Quiescent MGTHAVCCPLL Supply Current for one GTH Quad (4 lanes) 1 Note 4 mA

Notes: 
1. Device powered and unconfigured.
2. GTH transceiver quiescent supply current for an entire device can be calculated by multiplying the values in this table by the number of 

available GTH transceivers.
3. Typical values are specified at nominal voltage, 25°C.
4. Currents for conditions other than values specified in this table can be obtained by using the XPE or XPA tools.

MGTHAVCC
(1.1V DC)

MGTHAVCCPLL
(1.8V DC)

MGTHAVCCRX
(1.1V DC)

MGTHAVTT
(1.2V DC)

THAVCC2HAVCCRX

THAVCCRX2HAVCCPLL

THAVCCRX2HAVTT

DS152_04_051110
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GTH Transceiver Switching Characteristics

Consult UG371:Virtex-6 FPGA GTH Transceivers User Guide for further information.

 

Table  32: GTH Transceiver Maximum Data Rate and PLL Frequency Range

Symbol Description Conditions
Speed Grade

Units
-3 -2 -1

FGTHMAX Maximum GTH transceiver data rate
PLL Output Divider = 1 11.182 11.182 10.32 Gb/s

PLL Output Divider = 4 2.795 2.795 2.58 Gb/s

FGTHMIN Minimum GTH transceiver data rate(1)
PLL Output Divider = 1 9.92 9.92 9.92 Gb/s

PLL Output Divider = 4 2.48 2.48 2.48 Gb/s

FGPLLMAX Maximum GTH PLL frequency 5.591 5.591 5.16 GHz

FGPLLMIN Minimum GTH PLL frequency 4.96 4.96 4.96 GHz

Notes: 
1. Lower data rates can be achieved using FPGA logic based oversampling designs.

Table  33: GTH Transceiver Dynamic Reconfiguration Port (DRP) Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1

FGTHDRPCLK GTHDRPCLK maximum frequency 70 70 60 MHz

Table  34: GTH Transceiver Reference Clock Switching Characteristics

Symbol Description Conditions
All Speed Grades

Units
Min Typ Max

FGCLK Reference clock frequency range
-1 speed grade 150 – 645 MHz

-2 and -3 speed grades 150 – 700 MHz

TRCLK Reference clock rise time 20% – 80% – 200 – ps

TFCLK Reference clock fall time 80% – 20% – 200 – ps

TDCREF Reference clock duty cycle CLK 45 50 55 %

TLOCK
Clock recovery frequency acquisition 
time

Initial PLL lock – – 2 ms

TPHASE Clock recovery phase acquisition time Lock to data after PLL has locked 
to the reference clock

– – 20 µs

X-Ref Target - Figure 5

Figure 5: Reference Clock Timing Parameters
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Performance Characteristics
This section provides the performance characteristics of some common functions and designs implemented in 
Virtex-6 devices. The numbers reported here are worst-case values; they have all been fully characterized. These values are 
subject to the same guidelines as the Switching Characteristics, page 26.

Table  41: Interface Performances

Description
Speed Grade

-3 -2 -1 -1L

Networking Applications

SDR LVDS transmitter (using OSERDES; DATA_WIDTH = 4 to 8) 710 Mb/s 710 Mb/s 650 Mb/s 585 Mb/s

DDR LVDS transmitter (using OSERDES; DATA_WIDTH = 4 to 10) 1.4 Gb/s 1.3 Gb/s 1.25 Gb/s 1.1 Gb/s

SDR LVDS receiver (SFI-4.1)(1) 710 Mb/s 710 Mb/s 650 Mb/s 585 Mb/s

DDR LVDS receiver (SPI-4.2)(1) 1.4 Gb/s 1.3 Gb/s 1.1 Gb/s 0.9 Gb/s

Maximum Physical Interface (PHY) Rate for Memory Interfaces(2)(3)(4)

DDR2 800 Mb/s 800 Mb/s 800 Mb/s 606 Mb/s

DDR3 1066 Mb/s 1066 Mb/s 800 Mb/s 800 Mb/s

QDR II + SRAM 400 MHz 350 MHz 300 MHz –

RLDRAM II 500 MHz 400 MHz 350 MHz –

Notes: 
1. LVDS receivers are typically bounded with certain applications where specific DPA algorithms dominate deterministic performance.
2. Verified on Xilinx memory characterization platforms designed according to the guidelines in UG:Virtex-6 FPGA Memory Interface Solutions 

User Guide.
3. Consult DS186:Virtex-6 FPGA Memory Interface Solutions Data Sheet for performance and feature information on memory interface cores 

(controller plus PHY).
4. Memory Interface data rates have not been tested over the junction temperature operating range for military (M) temperature devices. 

Customers are responsible for specifying and testing their specific M temperature grade memory implementation.

http://www.xilinx.com
http://www.xilinx.com/support/documentation/ip_documentation/ds186.pdf
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LVCMOS25, Fast, 16 mA 0.57 0.66 0.70 1.92 2.15 2.08 1.92 2.15 2.08 ns

LVCMOS25, Fast, 24 mA 0.57 0.66 0.70 1.79 2.15 1.96 1.79 2.15 1.96 ns

LVCMOS18, Slow, 2 mA 0.61 0.71 0.73 4.47 4.87 4.30 4.47 4.87 4.30 ns

LVCMOS18, Slow, 4 mA 0.61 0.71 0.73 2.96 3.21 2.94 2.96 3.21 2.94 ns

LVCMOS18, Slow, 6 mA 0.61 0.71 0.73 2.43 2.64 2.47 2.43 2.64 2.47 ns

LVCMOS18, Slow, 8 mA 0.61 0.71 0.73 2.11 2.41 2.24 2.11 2.41 2.24 ns

LVCMOS18, Slow, 12 mA 0.61 0.71 0.73 1.99 2.30 2.10 1.99 2.30 2.10 ns

LVCMOS18, Slow, 16 mA 0.61 0.71 0.73 1.95 2.30 2.04 1.95 2.30 2.04 ns

LVCMOS18, Fast, 2 mA 0.61 0.71 0.73 4.23 4.57 4.08 4.23 4.57 4.08 ns

LVCMOS18, Fast, 4 mA 0.61 0.71 0.73 2.76 2.97 2.74 2.76 2.97 2.74 ns

LVCMOS18, Fast, 6 mA 0.61 0.71 0.73 2.28 2.46 2.32 2.28 2.46 2.32 ns

LVCMOS18, Fast, 8 mA 0.61 0.71 0.73 1.99 2.34 2.14 1.99 2.34 2.14 ns

LVCMOS18, Fast, 12 mA 0.61 0.71 0.73 1.80 2.19 1.88 1.80 2.19 1.88 ns

LVCMOS18, Fast, 16 mA 0.61 0.71 0.73 1.74 2.18 1.88 1.74 2.18 1.88 ns

LVCMOS15, Slow, 2 mA 0.73 0.85 0.85 3.77 4.29 3.91 3.77 4.29 3.91 ns

LVCMOS15, Slow, 4 mA 0.73 0.85 0.85 2.79 3.10 2.93 2.79 3.10 2.93 ns

LVCMOS15, Slow, 6 mA 0.73 0.85 0.85 2.32 2.68 2.50 2.32 2.68 2.50 ns

LVCMOS15, Slow, 8 mA 0.73 0.85 0.85 1.98 2.29 2.24 1.98 2.29 2.24 ns

LVCMOS15, Slow, 12 mA 0.73 0.85 0.85 1.91 2.23 2.07 1.91 2.23 2.07 ns

LVCMOS15, Slow, 16 mA 0.73 0.85 0.85 1.83 2.23 1.98 1.83 2.23 1.98 ns

LVCMOS15, Fast, 2 mA 0.73 0.85 0.85 3.77 4.28 3.91 3.77 4.28 3.91 ns

LVCMOS15, Fast, 4 mA 0.73 0.85 0.85 2.53 2.78 2.66 2.53 2.78 2.66 ns

LVCMOS15, Fast, 6 mA 0.73 0.85 0.85 2.05 2.42 2.16 2.05 2.42 2.16 ns

LVCMOS15, Fast, 8 mA 0.73 0.85 0.85 1.90 2.20 2.04 1.90 2.20 2.04 ns

LVCMOS15, Fast, 12 mA 0.73 0.85 0.85 1.77 2.11 1.90 1.77 2.11 1.90 ns

LVCMOS15, Fast, 16 mA 0.73 0.85 0.85 1.76 2.11 1.92 1.76 2.11 1.92 ns

LVCMOS12, Slow, 2 mA 0.81 0.93 0.95 3.39 3.75 3.54 3.39 3.75 3.54 ns

LVCMOS12, Slow, 4 mA 0.81 0.93 0.95 2.63 2.93 2.79 2.63 2.93 2.79 ns

LVCMOS12, Slow, 6 mA 0.81 0.93 0.95 2.11 2.67 2.26 2.11 2.67 2.26 ns

LVCMOS12, Slow, 8 mA 0.81 0.93 0.95 2.02 2.25 2.17 2.02 2.25 2.17 ns

LVCMOS12, Fast, 2 mA 0.81 0.93 0.95 2.98 3.39 3.11 2.98 3.39 3.11 ns

LVCMOS12, Fast, 4 mA 0.81 0.93 0.95 2.16 2.70 2.31 2.16 2.70 2.31 ns

LVCMOS12, Fast, 6 mA 0.81 0.93 0.95 1.89 2.34 2.05 1.89 2.34 2.05 ns

LVCMOS12, Fast, 8 mA 0.81 0.93 0.95 1.82 2.10 1.98 1.82 2.10 1.98 ns

LVDCI_25 0.57 0.70 0.70 2.14 2.82 2.26 2.14 2.82 2.26 ns

LVDCI_18 0.61 0.71 0.73 2.23 2.78 2.38 2.23 2.78 2.38 ns

LVDCI_15 0.73 0.85 0.85 2.01 2.75 2.18 2.01 2.75 2.18 ns

LVDCI_DV2_25 0.57 0.70 0.70 1.83 2.37 2.00 1.83 2.37 2.00 ns

Table  45: IOB Switching Characteristics for the Defense-grade (XQ) Virtex-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-2 -1 -1L -2 -1 -1L -2 -1 -1L

http://www.xilinx.com
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LVDCI_DV2_18 0.61 0.72 0.73 1.81 2.36 1.98 1.81 2.36 1.98 ns

LVDCI_DV2_15 0.73 0.85 0.85 1.77 2.30 1.98 1.77 2.30 1.98 ns

LVPECL_25 0.94 1.09 1.08 1.49 2.68 1.64 1.49 2.68 1.64 ns

HSTL_I_12 0.91 1.06 1.06 1.60 2.48 1.74 1.60 2.48 1.74 ns

HSTL_I_DCI 0.91 1.06 1.06 1.50 2.43 1.64 1.50 2.43 1.64 ns

HSTL_II_DCI 0.91 1.06 1.06 1.49 2.39 1.66 1.49 2.39 1.66 ns

HSTL_II_T_DCI 0.91 1.06 1.06 1.50 2.43 1.64 1.50 2.43 1.64 ns

HSTL_III_DCI 0.91 1.06 1.06 1.45 2.48 1.61 1.45 2.48 1.61 ns

HSTL_I_DCI_18 0.91 1.06 1.06 1.53 2.44 1.66 1.53 2.44 1.66 ns

HSTL_II_DCI_18 0.91 1.06 1.06 1.46 2.41 1.59 1.46 2.41 1.59 ns

HSTL_II _T_DCI_18 0.91 1.06 1.06 1.53 2.43 1.66 1.53 2.43 1.66 ns

HSTL_III_DCI_18 0.91 1.06 1.06 1.54 2.50 1.67 1.54 2.50 1.67 ns

DIFF_HSTL_I_18 0.94 1.09 1.08 1.58 2.30 1.72 1.58 2.30 1.72 ns

DIFF_HSTL_I_DCI_18 0.94 1.09 1.08 1.53 2.21 1.66 1.53 2.21 1.66 ns

DIFF_HSTL_I 0.94 1.09 1.08 1.56 2.28 1.71 1.56 2.28 1.71 ns

DIFF_HSTL_I_DCI 0.94 1.09 1.08 1.50 2.28 1.64 1.50 2.28 1.64 ns

DIFF_HSTL_II_18 0.94 1.09 1.08 1.62 2.33 1.78 1.62 2.33 1.78 ns

DIFF_HSTL_II_DCI_18 0.94 1.09 1.08 1.46 2.18 1.59 1.46 2.18 1.59 ns

DIFF_HSTL_II _T_DCI_18 0.94 1.09 1.08 1.53 2.22 1.66 1.53 2.22 1.66 ns

DIFF_HSTL_II 0.94 1.09 1.08 1.56 2.29 1.72 1.56 2.29 1.72 ns

DIFF_HSTL_II_DCI 0.94 1.09 1.08 1.49 2.26 1.66 1.49 2.26 1.66 ns

SSTL2_I_DCI 0.91 1.06 1.06 1.53 2.51 1.68 1.53 2.51 1.68 ns

SSTL2_II_DCI 0.91 1.06 1.06 1.50 2.50 1.69 1.50 2.50 1.69 ns

SSTL2_II_T_DCI 0.91 1.06 1.06 1.53 2.52 1.68 1.53 2.52 1.68 ns

SSTL18_I 0.91 1.06 1.06 1.58 2.48 1.73 1.58 2.48 1.73 ns

SSTL18_II 0.91 1.06 1.06 1.50 2.46 1.66 1.50 2.46 1.66 ns

SSTL18_I_DCI 0.91 1.06 1.06 1.51 2.49 1.65 1.51 2.49 1.65 ns

SSTL18_II_DCI 0.91 1.06 1.06 1.47 2.41 1.62 1.47 2.41 1.62 ns

SSTL18_II_T_DCI 0.91 1.06 1.06 1.51 2.49 1.65 1.51 2.49 1.65 ns

SSTL15_T_DCI 0.91 1.06 1.06 1.52 2.48 1.66 1.52 2.48 1.66 ns

SSTL15_DCI 0.91 1.06 1.06 1.52 2.48 1.66 1.52 2.48 1.66 ns

DIFF_SSTL2_I 0.94 1.09 1.08 1.60 2.34 1.74 1.60 2.34 1.74 ns

DIFF_SSTL2_I_DCI 0.94 1.09 1.08 1.53 2.25 1.68 1.53 2.25 1.68 ns

DIFF_SSTL2_II 0.94 1.09 1.08 1.54 2.29 1.71 1.54 2.29 1.71 ns

DIFF_SSTL2_II_DCI 0.94 1.09 1.08 1.50 2.23 1.69 1.50 2.23 1.69 ns

DIFF_SSTL2_II_T_DCI 0.94 1.09 1.08 1.53 2.26 1.68 1.53 2.26 1.68 ns

DIFF_SSTL18_I 0.94 1.09 1.08 1.58 2.22 1.73 1.58 2.22 1.73 ns

DIFF_SSTL18_I_DCI 0.94 1.09 1.08 1.51 2.30 1.65 1.51 2.30 1.65 ns

Table  45: IOB Switching Characteristics for the Defense-grade (XQ) Virtex-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-2 -1 -1L -2 -1 -1L -2 -1 -1L
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DIFF_SSTL18_II 0.94 1.09 1.08 1.50 2.27 1.66 1.50 2.27 1.66 ns

DIFF_SSTL18_II_DCI 0.94 1.09 1.08 1.47 2.20 1.62 1.47 2.20 1.62 ns

DIFF_SSTL18_II_T_DCI 0.94 1.09 1.08 1.51 2.30 1.65 1.51 2.30 1.65 ns

DIFF_SSTL15 0.91 1.06 1.06 1.54 2.25 1.69 1.54 2.25 1.69 ns

DIFF_SSTL15_DCI 0.91 1.06 1.06 1.52 2.25 1.66 1.52 2.25 1.66 ns

DIFF_SSTL15_T_DCI 0.91 1.06 1.06 1.52 2.25 1.66 1.52 2.25 1.66 ns

Table  46: IOB 3-state ON Output Switching Characteristics (TIOTPHZ)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

TIOTPHZ T input to Pad high-impedance 0.86 0.92 0.99 0.99 ns

Table  45: IOB Switching Characteristics for the Defense-grade (XQ) Virtex-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-2 -1 -1L -2 -1 -1L -2 -1 -1L
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Output Serializer/Deserializer Switching Characteristics

Table  52: OSERDES Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 (XC) -1 (XQ) -1L

Setup/Hold 

TOSDCK_D/TOSCKD_D D input Setup/Hold with respect to CLKDIV 0.23/
–0.10

0.28/
–0.10

0.31/
–0.10

0.35/
–0.10

0.36/
–0.15

ns

TOSDCK_T/TOSCKD_T
(1) T input Setup/Hold with respect to CLK 0.44/

–0.10
0.51/
–0.09

0.56/
–0.08

0.60/
–0.08

0.68/
–0.15

ns

TOSDCK_T2/TOSCKD_T2
(1) T input Setup/Hold with respect to CLKDIV 0.25/

–0.10
0.27/
–0.09

0.31/
–0.08

0.31/
–0.08

0.47/
–0.15

ns

TOSCCK_OCE/TOSCKC_OCE OCE input Setup/Hold with respect to CLK 0.17/
–0.03

0.20/
–0.03

0.22/
–0.03

0.27/
–0.03

0.27/
–0.04

ns

TOSCCK_S SR (Reset) input Setup with respect to 
CLKDIV

0.07 0.07 0.07 0.07 0.08 ns

TOSCCK_TCE/TOSCKC_TCE TCE input Setup/Hold with respect to CLK 0.15/
–0.04

0.19/
–0.04

0.21/
–0.04

0.27/
–0.04

0.29/
–0.05

ns

Sequential Delays

TOSCKO_OQ Clock to out from CLK to OQ 0.63 0.71 0.82 0.82 0.93 ns

TOSCKO_TQ Clock to out from CLK to TQ 0.63 0.71 0.82 0.82 0.93 ns

Combinatorial

TOSDO_TTQ T input to TQ Out 0.76 0.84 0.97 0.97 1.11 ns

Notes: 
1. TOSDCK_T2 and TOSCKD_T2 are reported as TOSDCK_T/TOSCKD_T in TRACE report.
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Input/Output Delay Switching Characteristics

CLB Switching Characteristics

Table  53: Input/Output Delay Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

IDELAYCTRL

TDLYCCO_RDY Reset to Ready for IDELAYCTRL 3.00 3.00 3.00 3.25 µs

FIDELAYCTRL_REF REFCLK frequency = 200.0(1) 200 200 200 200 MHz

REFCLK frequency = 300.0(1) 300 300 – – MHz

IDELAYCTRL_REF_PRECISION REFCLK precision ±10 ±10 ±10 ±10 MHz

TIDELAYCTRL_RPW Minimum Reset pulse width 50.00 50.00 50.00 52.50 ns

IODELAY

TIDELAYRESOLUTION IODELAY Chain Delay Resolution 1/(32 x 2 x FREF) ps

TIDELAYPAT_JIT

Pattern dependent period jitter in delay 
chain for clock pattern.(2)

0 0 0 0 ps
per tap

Pattern dependent period jitter in delay 
chain for random data pattern 
(PRBS 23).(3)

±5 ±5 ±5 ±5 ps
per tap

Pattern dependent period jitter in delay 
chain for random data pattern 
(PRBS 23).(4)

±9 ±9 ±9 ±9 ps
per tap

TIODELAY_CLK_MAX Maximum frequency of CLK input to 
IODELAY

500.00 420.00 300.00 300.00 MHz

TIODCCK_CE / TIODCKC_CE CE pin Setup/Hold with respect to CK 0.45/
–0.09

0.53/
–0.09

0.65/
–0.09

0.84/
–0.14

ns

TIODCK_INC/ TIODCKC_INC INC pin Setup/Hold with respect to CK 0.23/
–0.02

0.27/
–0.01

0.31/
0.00

0.27/
–0.04

ns

TIODCCK_RST/ TIODCKC_RST RST pin Setup/Hold with respect to CK 0.57/
–0.08

0.62/
–0.08

0.69/
–0.08

0.74/
–0.13

ns

TIODDO_T TSCONTROL delay to MUXE/MUXF 
switching and through IODELAY

Note 5 Note 5 Note 5 Note 5 ps

TIODDO_IDATAIN Propagation delay through IODELAY Note 5 Note 5 Note 5 Note 5 ps

TIODDO_ODATAIN Propagation delay through IODELAY Note 5 Note 5 Note 5 Note 5 ps

Notes: 
1. Average Tap Delay at 200 MHz = 78 ps, at 300 MHz = 52 ps.
2. When HIGH_PERFORMANCE mode is set to TRUE or FALSE.
3. When HIGH_PERFORMANCE mode is set to TRUE
4. When HIGH_PERFORMANCE mode is set to FALSE.
5. Delay depends on IODELAY tap setting. See TRACE report for actual values.

Table  54: CLB Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

Combinatorial Delays

TILO An – Dn LUT address to A 0.06 0.07 0.07 0.09 ns, Max

An – Dn LUT address to AMUX/CMUX 0.18 0.20 0.22 0.25 ns, Max

An – Dn LUT address to BMUX_A 0.28 0.31 0.36 0.40 ns, Max
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TITO An – Dn inputs to A – D Q outputs 0.59 0.67 0.79 0.85 ns, Max

TAXA AX inputs to AMUX output 0.31 0.35 0.42 0.44 ns, Max

TAXB AX inputs to BMUX output 0.35 0.39 0.47 0.50 ns, Max

TAXC AX inputs to CMUX output 0.39 0.44 0.52 0.56 ns, Max

TAXD AX inputs to DMUX output 0.42 0.47 0.55 0.60 ns, Max

TBXB BX inputs to BMUX output 0.30 0.34 0.39 0.44 ns, Max

TBXD BX inputs to DMUX output 0.38 0.43 0.50 0.55 ns, Max

TCXC CX inputs to CMUX output 0.26 0.29 0.34 0.37 ns, Max

TCXD CX inputs to DMUX output 0.30 0.34 0.40 0.44 ns, Max

TDXD DX inputs to DMUX output 0.30 0.33 0.38 0.43 ns, Max

TOPCYA An input to COUT output 0.32 0.36 0.41 0.47 ns, Max

TOPCYB Bn input to COUT output 0.32 0.36 0.41 0.47 ns, Max

TOPCYC Cn input to COUT output 0.27 0.30 0.34 0.40 ns, Max

TOPCYD Dn input to COUT output 0.25 0.28 0.32 0.37 ns, Max

TAXCY AX input to COUT output 0.25 0.28 0.33 0.36 ns, Max

TBXCY BX input to COUT output 0.22 0.24 0.28 0.31 ns, Max

TCXCY CX input to COUT output 0.15 0.17 0.20 0.22 ns, Max

TDXCY DX input to COUT output 0.14 0.16 0.19 0.21 ns, Max

TBYP CIN input to COUT output 0.06 0.07 0.08 0.09 ns, Max

TCINA CIN input to AMUX output 0.21 0.24 0.28 0.30 ns, Max

TCINB CIN input to BMUX output 0.23 0.25 0.29 0.31 ns, Max

TCINC CIN input to CMUX output 0.23 0.26 0.30 0.33 ns, Max

TCIND CIN input to DMUX output 0.25 0.29 0.33 0.36 ns, Max

Sequential Delays

TCKO Clock to AQ – DQ outputs 0.29 0.33 0.39 0.44 ns, Max

TSHCKO Clock to AMUX – DMUX outputs 0.36 0.40 0.47 0.53 ns, Max

Setup and Hold Times of CLB Flip-Flops Before/After Clock CLK

TDICK/TCKDI A – D input to CLK on A – D Flip Flops 0.30/0.17 0.36/0.18 0.43/0.20 0.44/0.25 ns, Min

TCECK_CLB/
TCKCE_CLB

CE input to CLK on A – D Flip Flops 0.20/0.00 0.25/0.00 0.32/0.00 0.32/0.01 ns, Min

TSRCK/TCKSR SR input to CLK on A – D Flip Flops 0.39/–0.07 0.44/–0.07 0.52/–0.07 0.58/–0.08 ns, Min

TCINCK/TCKCIN CIN input to CLK on A – D Flip Flops 0.16/0.12 0.19/0.14 0.24/0.16 0.23/0.22 ns, Min

Set/Reset

TSRMIN SR input minimum pulse width 0.90 0.90 0.97 0.80 ns, Min

TRQ Delay from SR input to AQ – DQ flip-flops 0.52 0.58 0.68 0.77 ns, Max

TCEO Delay from CE input to AQ – DQ flip-flops 0.41 0.48 0.59 0.61 ns, Max

FTOG Toggle frequency (for export control) 1412.00 1286.40 1098.00 1098.00 MHz

Notes: 
1. A Zero “0” Hold Time listing indicates no hold time or a negative hold time. Negative values can not be guaranteed “best-case”, but if a “0” is 

listed, there is no positive hold time.
2. These items are of interest for Carry Chain applications.

Table  54: CLB Switching Characteristics (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L
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TRCCK_WE/TRCKC_WE Write Enable (WE) input (Block RAM only) 0.44/
0.19

0.47/
0.25

0.52/
0.35

0.67/
0.24

ns, Min

TRCCK_WREN/TRCKC_WREN WREN FIFO inputs 0.47/
0.26

0.50/
0.27

0.55/
0.30

0.68/
0.31

ns, Min

TRCCK_RDEN/TRCKC_RDEN RDEN FIFO inputs 0.46/
0.26

0.50/
0.27

0.55/
0.30

0.67/
0.31

ns, Min

Reset Delays

TRCO_FLAGS Reset RST to FIFO Flags/Pointers(10) 0.90 0.98 1.10 1.23 ns, Max

TRCCK_RSTREG/TRCKC_RSTREG FIFO reset timing(11) 0.22/
0.23

0.24/
0.24

0.28/
0.26

0.31/
0.27

ns, Min

Maximum Frequency

FMAX Block RAM in TDP and SDP modes
(Write First and No Change modes)

600 540 450 340 MHz

Block RAM (Read First mode) 525 475 400 275 MHz

Block RAM (SDP mode)(12) 525 475 400 275 MHz

FMAX_CASCADE Block RAM Cascade
(Write First and No Change modes)

550 490 400 300 MHz

Block RAM Cascade (Read First mode) 475 425 350 235 MHz

FMAX_FIFO FIFO in all modes 600 540 450 340 MHz

FMAX_ECC Block RAM and FIFO in ECC configuration 450 400 325 250 MHz

Notes:  
1. TRACE will report all of these parameters as TRCKO_DO. 
2. TRCKO_DOR includes TRCKO_DOW, TRCKO_DOPR, and TRCKO_DOPW as well as the B port equivalent timing parameters. 
3. These parameters also apply to synchronous FIFO with DO_REG = 0.
4. TRCKO_DO includes TRCKO_DOP as well as the B port equivalent timing parameters.
5. These parameters also apply to multirate (asynchronous) and synchronous FIFO with DO_REG = 1.
6. TRCKO_FLAGS includes the following parameters: TRCKO_AEMPTY, TRCKO_AFULL, TRCKO_EMPTY, TRCKO_FULL, TRCKO_RDERR, TRCKO_WRERR.
7. TRCKO_POINTERS includes both TRCKO_RDCOUNT and TRCKO_WRCOUNT.
8. The ADDR setup and hold must be met when EN is asserted (even when WE is deasserted). Otherwise, block RAM data corruption is 

possible.
9. TRCKO_DI includes both A and B inputs as well as the parity inputs of A and B.
10. TRCO_FLAGS includes the following flags: AEMPTY, AFULL, EMPTY, FULL, RDERR, WRERR, RDCOUNT, and WRCOUNT.
11. The FIFO reset must be asserted for at least three positive clock edges.
12. When using ISE software v12.4 or later, if the RDADDR_COLLISION_HWCONFIG attribute is set to PERFORMANCE or the block RAM is 

in single-port operation, then the faster FMAX for WRITE_FIRST/NO_CHANGE modes apply.

Table  57: Block RAM and FIFO Switching Characteristics (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L
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DSP48E1 Switching Characteristics

Table  58: DSP48E1 Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 

(XC)
-1 

(XQ) -1L

Setup and Hold Times of Data/Control Pins to the Input Register Clock

TDSPDCK_{A, ACIN; B, BCIN}_{AREG; BREG}/ 
TDSPCKD_{A, ACIN; B, BCIN}_{AREG; BREG}

{A, ACIN, B, BCIN} input to 
{A, B} register CLK

0.25/
0.27

0.29/
0.30

0.35/
0.34

0.36/
0.34

0.46/
0.39

ns

TDSPDCK_C_CREG/TDSPCKD_C_CREG C input to C register CLK 0.16/
0.20

0.19/
0.22

0.22/
0.24

0.25/
0.24

0.33/
0.30

ns

TDSPDCK_D_DREG/TDSPCKD_D_DREG D input to D register CLK 0.07/
0.31

0.10/
0.34

0.15/
0.39

0.16/
0.39

0.24/
0.45

ns

Setup and Hold Times of Data Pins to the Pipeline Register Clock

TDSPDCK_{A, ACIN, B, BCIN}_MREG_MULT/ 
TDSPCKD_{A, ACIN, B, BCIN}_MREG_MULT

{A, ACIN, B, BCIN} input to 
M register CLK

2.36/
0.04

2.70/
0.04

3.21/
0.04

3.21/
0.04

3.66/
0.02

ns

TDSPDCK_{A, D}_ADREG/ 
TDSPCKD_{A, D}_ADREG

{A, D} input to AD register CLK 1.24/
0.10

1.42/
0.12

1.69/
0.13

1.69/
0.13

1.91/
0.16

ns

Setup and Hold Times of Data/Control Pins to the Output Register Clock

TDSPDCK_{A, ACIN, B, BCIN}_PREG_MULT/ 
TDSPCKD_{A, ACIN, B, BCIN}_PREG_MULT

{A, ACIN, B, BCIN} input to 
P register CLK using multiplier

3.83/
–0.13

4.37/
–0.13

5.20/
–0.13

5.20/
–0.13

5.94/
–0.24

ns

TDSPDCK_D_PREG_MULT/ TDSPCKD_D_PREG_MULT D input to P register CLK 3.62/
–0.47

4.13/
–0.47

4.90/
–0.47

4.90/
–0.47

5.61/
–0.77

ns

TDSPDCK_{A, ACIN, B, BCIN}_PREG/
TDSPCKD_{A, ACIN, B, BCIN}_PREG

{A, ACIN, B, BCIN} input to 
P register CLK not using 
multiplier

1.59/
–0.13

1.81/
–0.13

2.15/
–0.13

2.15/
–0.13

2.44/
–0.24

ns

TDSPDCK_C_PREG/ TDSPCKD_C_PREG C input to P register CLK 1.42/
–0.10

1.61/
–0.10

1.91/
–0.10

1.91/
–0.10

2.16/
–0.19

ns

TDSPDCK_{PCIN, CARRYCASCIN, MULTSIGNIN}_PREG/
TDSPCKD_{PCIN, CARRYCASCIN, MULTSIGNIN}_PREG

{PCIN, CARRYCASCIN, 
MULTSIGNIN} input to 
P register CLK

1.23/
–0.02

1.41/
–0.02

1.67/
–0.02

1.67/
–0.02

1.91/
–0.07

ns

Setup and Hold Times of the CE Pins

TDSPDCK_{CEA; CEB}_{AREG; BREG}/ 
TDSPCKD_{CEA; CEB}_{AREG; BREG}

{CEA; CEB} input to {A; B} 
register CLK

0.14/
0.19

0.17/
0.22

0.22/
0.25

0.22/
0.25

0.30/
0.28

ns

TDSPDCK_CEC_CREG/ TDSPCKD_CEC_CREG CEC input to C register CLK 0.15/
0.18

0.18/
0.20

0.24/
0.23

0.24/
0.23

0.31/
0.26

ns

TDSPDCK_CED_DREG/ TDSPCKD_CED_DREG CED input to D register CLK 0.20/
0.12

0.24/
0.13

0.31/
0.14

0.31/
0.14

0.43/
0.16

ns

TDSPDCK_CEM_MREG/ TDSPCKD_CEM_MREG CEM input to M register CLK 0.16/
0.19

0.20/
0.21

0.26/
0.25

0.26/
0.25

0.32/
0.28

ns

TDSPDCK_CEP_PREG/ TDSPCKD_CEP_PREG CEP input to P register CLK 0.32/
0.02

0.38/
0.02

0.46/
0.03

0.46/
0.03

0.54/
0.04

ns

Setup and Hold Times of the RST Pins

TDSPDCK_{RSTA; RSTB}_{AREG; BREG}/ 
TDSPCKD_{RSTA; RSTB}_{AREG; BREG}

{RSTA, RSTB} input to {A, B} 
register CLK

0.27/
0.17

0.31/
0.19

0.38/
0.22

0.38/
0.22

0.41/
0.25

ns

TDSPDCK_RSTC_CREG/ TDSPCKD_RSTC_CREG RSTC input to C register CLK 0.18/
0.08

0.20/
0.08

0.23/
0.09

0.23/
0.09

0.27/
0.11

ns

TDSPDCK_RSTD_DREG/ TDSPCKD_RSTD_DREG RSTD input to D register CLK 0.28/
0.15

0.32/
0.16

0.38/
0.19

0.38/
0.19

0.45/
0.21

ns

TDSPDCK_RSTM_MREG/ TDSPCKD_RSTM_MREG RSTM input to M register CLK 0.20/
0.24

0.23/
0.26

0.26/
0.30

0.26/
0.30

0.29/
0.34

ns
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TDSPDO_{PCIN, CARRYCASCIN, MULTSIGNIN}_ 
{PCOUT, CARRYCASCOUT, MULTSIGNOUT}

{PCIN, CARRYCASCIN, 
MULTSIGNIN} input to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output

1.28 1.46 1.72 1.72 2.06 ns

Clock to Outs from Output Register Clock to Output Pins

TDSPCKO_{P, CARRYOUT}_PREG CLK (PREG) to {P, CARRYOUT} 
output

0.38 0.43 0.50 0.50 0.57 ns

TDSPCKO_{PCOUT, CARRYCASCOUT, MULTSIGNOUT}_PREG CLK (PREG) to 
{CARRYCASCOUT, PCOUT, 
MULTSIGNOUT} output

0.50 0.56 0.66 0.66 0.76 ns

Clock to Outs from Pipeline Register Clock to Output Pins

TDSPCKO_{P, CARRYOUT}_MREG CLK (MREG) to {P, CARRYOUT} 
output

1.72 1.96 2.30 2.30 2.69 ns

TDSPCKO_{PCOUT, CARRYCASCOUT, MULTSIGNOUT}_MREG CLK (MREG) to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output

1.81 2.06 2.43 2.43 2.88 ns

TDSPCKO_{P, CARRYOUT}_ADREG_MULT CLK (ADREG) to {P, 
CARRYOUT} output

2.79 3.16 3.72 3.72 4.32 ns

TDSPCKO_{PCOUT, CARRYCASCOUT, 
MULTSIGNOUT}_ADREG_MULT

CLK (ADREG) to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output

2.87 3.26 3.84 3.84 4.51 ns

Clock to Outs from Input Register Clock to Output Pins

TDSPCKO_{P, CARRYOUT}_{AREG, BREG}_MULT CLK (AREG, BREG) to {P, 
CARRYOUT} output using 
multiplier

3.97 4.52 5.36 5.36 6.20 ns

TDSPCKO_{P, CARRYOUT}_{AREG, BREG} CLK (AREG, BREG) to {P, 
CARRYOUT} output not using 
multiplier

1.70 1.93 2.27 2.27 2.65 ns

TDSPCKO_{P, CARRYOUT}_CREG CLK (CREG) to {P, CARRYOUT} 
output

1.70 1.93 2.27 2.27 2.80 ns

TDSPCKO_{P, CARRYOUT}_DREG_MULT CLK (DREG) to {P, CARRYOUT} 
output

3.89 4.44 5.25 5.25 6.07 ns

Clock to Outs from Input Register Clock to Cascading Output Pins

TDSPCKO_{ACOUT; BCOUT}_{AREG; BREG} CLK (AREG, BREG) to {P, 
CARRYOUT} output

0.66 0.76 0.89 0.89 1.01 ns

TDSPCKO_{PCOUT, CARRYCASCOUT, 
MULTSIGNOUT}_{AREG, BREG}_MULT

CLK (AREG, BREG) to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output using 
multiplier

4.05 4.63 5.49 5.49 6.39 ns

TDSPCKO_{PCOUT, CARRYCASCOUT, 
MULTSIGNOUT}_{AREG, BREG}

CLK (AREG, BREG) to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output not 
using multiplier

1.79 2.03 2.40 2.40 2.84 ns

TDSPCKO_{PCOUT, CARRYCASCOUT, 
MULTSIGNOUT}_DREG_MULT

CLK (DREG) to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output using 
multiplier

3.98 4.54 5.38 5.38 6.26 ns

TDSPCKO_{PCOUT, CARRYCASCOUT, MULTSIGNOUT}_CREG CLK (CREG) to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output

1.78 2.03 2.40 2.40 2.99 ns

Table  58: DSP48E1 Switching Characteristics (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2 -1 

(XC)
-1 

(XQ) -1L
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MMCM Switching Characteristics

TBRDO_O Propagation delay from CLR to O 0.69 0.74 0.80 1.12 ns

Maximum Frequency

FMAX
(1) Regional clock tree (BUFR) 500 420 300 300 MHz

Notes: 
1. The maximum input frequency to the BUFR is the BUFIO FMAX frequency.

Table  63: Horizontal Clock Buffer Switching Characteristics (BUFH)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

TBHCKO_O BUFH delay from I to O 0.10 0.11 0.13 0.15 ns

TBHCCK_CE/TBHCKC_CE CE pin Setup and Hold 0.04/
0.04

0.04/
0.04

0.05/
0.05

0.04/
0.04

ns

Maximum Frequency

FMAX Horizontal clock buffer (BUFH) 800 750 700 667 MHz

Table  64: MMCM Specification

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

FINMAX Maximum Input Clock Frequency(1) 800 750 700 700 MHz

FINMIN Minimum Input Clock Frequency 10 10 10 10 MHz

FINJITTER Maximum Input Clock Period Jitter < 20% of clock input period or 1 ns Max

FINDUTY
(2) Allowable Input Duty Cycle: 10—49 MHz 25/75 %

Allowable Input Duty Cycle: 50—199 MHz 30/70 %

Allowable Input Duty Cycle: 200—399 MHz 35/65 %

Allowable Input Duty Cycle: 400—499 MHz 40/60 %

Allowable Input Duty Cycle: >500 MHz 45/55 %

FMIN_PSCLK Minimum Dynamic Phase Shift Clock Frequency 0.01 0.01 0.01 0.01 MHz

FMAX_PSCLK Maximum Dynamic Phase Shift Clock Frequency 550 500 450 450 MHz

FVCOMIN Minimum MMCM VCO Frequency 600 600 600 600 MHz

FVCOMAX Maximum MMCM VCO Frequency 1600 1440 1200 1200 MHz

FBANDWIDTH Low MMCM Bandwidth at Typical(3) 1.00 1.00 1.00 1.00 MHz

High MMCM Bandwidth at Typical(3) 4.00 4.00 4.00 4.00 MHz

TSTATPHAOFFSET Static Phase Offset of the MMCM Outputs(4) 0.12 0.12 0.12 0.12 ns

TOUTJITTER MMCM Output Jitter(5) Note 3

TOUTDUTY MMCM Output Clock Duty Cycle Precision(6) 0.15 0.20 0.20 0.20 ns

TLOCKMAX MMCM Maximum Lock Time 100 100 100 100 µs

FOUTMAX MMCM Maximum Output Frequency 800 750 700 700 MHz

FOUTMIN MMCM Minimum Output Frequency(7)(8) 4.69 4.69 4.69 4.69 MHz

TEXTFDVAR External Clock Feedback Variation < 20% of clock input period or 1 ns Max

Table  62: Regional Clock Switching Characteristics (BUFR) (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L
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Clock Switching Characteristics

The parameters in this section provide the necessary values for calculating timing budgets for Virtex-6 FPGA clock 
transmitter and receiver data-valid windows.

Table  71: Duty Cycle Distortion and Clock-Tree Skew

Symbol Description Device
Speed Grade

Units
-3 -2 -1 -1L

TDCD_CLK Global Clock Tree Duty Cycle Distortion(1) All 0.12 0.12 0.12 0.12 ns

TCKSKEW Global Clock Tree Skew(2) XC6VLX75T 0.15 0.16 0.18 0.17 ns

XC6VLX130T 0.25 0.26 0.29 0.28 ns

XC6VLX195T 0.26 0.27 0.31 0.30 ns

XC6VLX240T 0.26 0.27 0.31 0.30 ns

XC6VLX365T 0.28 0.29 0.31 0.31 ns

XC6VLX550T N/A 0.50 0.54 0.54 ns

XC6VLX760 N/A 0.51 0.56 0.56 ns

XC6VSX315T 0.27 0.28 0.32 0.30 ns

XC6VSX475T N/A 0.39 0.44 0.42 ns

XC6VHX250T 0.25 0.26 0.29 N/A ns

XC6VHX255T 0.35 0.37 0.41 N/A ns

XC6VHX380T 0.45 0.47 0.52 N/A ns

XC6VHX565T N/A 0.46 0.51 N/A ns

XQ6VLX130T N/A 0.26 0.29 0.28 ns

XQ6VLX240T N/A 0.27 0.31 0.30 ns

XQ6VLX550T N/A N/A 0.54 0.54 ns

XQ6VSX315T N/A 0.28 0.32 0.30 ns

XQ6VSX475T N/A N/A 0.44 0.42 ns

TDCD_BUFIO I/O clock tree duty cycle distortion All 0.08 0.08 0.08 0.08 ns

TBUFIOSKEW I/O clock tree skew across one clock region All 0.03 0.03 0.03 0.02 ns

TBUFIOSKEW2 I/O clock tree skew across three clock regions All 0.10 0.12 0.23 0.12 ns

TDCD_BUFR Regional clock tree duty cycle distortion All 0.15 0.15 0.15 0.15 ns

Notes: 
1. These parameters represent the worst-case duty cycle distortion observable at the pins of the device using LVDS output buffers. For cases 

where other I/O standards are used, IBIS can be used to calculate any additional duty cycle distortion that might be caused by asymmetrical 
rise/fall times. 

2. The TCKSKEW value represents the worst-case clock-tree skew observable between sequential I/O elements. Significantly less clock-tree 
skew exists for I/O registers that are close to each other and fed by the same or adjacent clock-tree branches. Use the Xilinx FPGA_Editor 
and Timing Analyzer tools to evaluate clock skew specific to your application.

http://www.xilinx.com


Virtex-6 FPGA Data Sheet: DC and Switching Characteristics

DS152 (v3.4) January 12, 2012 www.xilinx.com
Product Specification 62

Revision History
The following table shows the revision history for this document:

Table  73: Sample Window

Symbol Description Device
Speed Grade

Units
-3 -2 -1 -1L

TSAMP Sampling Error at Receiver Pins(1) All 510 560 610 670 ps

TSAMP_BUFIO Sampling Error at Receiver Pins using BUFIO(2) All 300 350 400 440 ps

Notes: 
1. This parameter indicates the total sampling error of Virtex-6 FPGA DDR input registers, measured across voltage, temperature, and 

process. The characterization methodology uses the MMCM to capture the DDR input registers’ edges of operation. These measurements 
include:
- CLK0 MMCM jitter 
- MMCM accuracy (phase offset)
- MMCM phase shift resolution
These measurements do not include package or clock tree skew.

2. This parameter indicates the total sampling error of Virtex-6 FPGA DDR input registers, measured across voltage, temperature, and 
process. The characterization methodology uses the BUFIO clock network and IODELAY to capture the DDR input registers’ edges of 
operation. These measurements do not include package or clock tree skew.

Table  74: Pin-to-Pin Setup/Hold and Clock-to-Out

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

Data Input Setup and Hold Times Relative to a Forwarded Clock Input Pin Using BUFIO

TPSCS/TPHCS Setup/Hold of I/O clock –0.28/1.09 –0.28/1.16 –0.28/1.33 –0.18/1.79 ns

Pin-to-Pin Clock-to-Out Using BUFIO

TICKOFCS Clock-to-Out of I/O clock 4.22 4.59 5.22 5.63 ns

Date Version Description of Revisions

06/24/09 1.0 Initial Xilinx release.

07/16/09 1.1 Revised the maximum VCCAUX and VIN numbers in Table 2, page 2. Removed empty column from 
Table 3, page 3. Revised specifications on Table 20, page 13. Updated Table 38, page 22 and added 
notes 1 and 2. Revised TDLYCCO_RDY, TIDELAYCTRL_RPW, and TIDELAYPAT_JIT in Table 53, page 41. 
Updated Table 58, page 46 to more closely match the DSP48E1 speed specifications. Updated 
TTAPTCK/TTCKTAP in Table 59, page 49. Updated XC6VLX130T parameters in Table 68 through 
Table 70, page 59.

08/19/09 1.2 Added values for -1L voltages and speed grade in all pertinent tables. Added VFS and notes to Table 1 
and Table 2. Removed DVPPIN from the example in Figure 2. Added networking applications to 
Table 41, page 25. Changed and added to the block RAM FMAX section in Table 57, page 44 including 
removing Note 12. Changed FPFDMAX values and corrected units for TSTATPHAOFFSET and TOUTDUTY 
in Table 64, page 52. Updated Table 71, page 60.

09/16/09 2.0 Added Virtex-6 HXT devices to entire document including GTH Transceiver Specifications. Updated 
speed specifications as described in Switching Characteristics, includes changes in Table 51, 
Table 57, Table 58, and Table 66 through Table 70. Comprehensive changes to Table 14, Table 15, and 
Table 16. Added conditions to DVPPOUT and revised description of TOSKEW in Table 17. Removed VISE 
specification and note from Table 18. Added note 3 to Table 23. Updated note 3 in Table 24. Updated 
LVCMOS25 delays in Table 44. Updated specification for TIOTPHZ in Table 46. Removed TBUFHSKEW 
from Table 71, page 60 and added values for TBUFIOSKEW. Added values in Table 74.
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Notice of Disclaimer
The information disclosed to you hereunder (the "Materials") is provided solely for the selection and use of Xilinx products. To the
maximum extent permitted by applicable law: (1) Materials are made available "AS IS" and with all faults, Xilinx hereby DISCLAIMS ALL
WARRANTIES AND CONDITIONS, EXPRESS, IMPLIED, OR STATUTORY, INCLUDING BUT NOT LIMITED TO WARRANTIES OF
MERCHANTABILITY, NON-INFRINGEMENT, OR FITNESS FOR ANY PARTICULAR PURPOSE; and (2) Xilinx shall not be liable
(whether in contract or tort, including negligence, or under any other theory of liability) for any loss or damage of any kind or nature related
to, arising under, or in connection with, the Materials (including your use of the Materials), including for any direct, indirect, special,
incidental, or consequential loss or damage (including loss of data, profits, goodwill, or any type of loss or damage suffered as a result of
any action brought by a third party) even if such damage or loss was reasonably foreseeable or Xilinx had been advised of the possibility
of the same. Xilinx assumes no obligation to correct any errors contained in the Materials, or to advise you of any corrections or update.
You may not reproduce, modify, distribute, or publicly display the Materials without prior written consent. Certain products are subject to
the terms and conditions of the Limited Warranties which can be viewed at http://www.xilinx.com/warranty.htm; IP cores may be subject to
warranty and support terms contained in a license issued to you by Xilinx. Xilinx products are not designed or intended to be fail-safe or
for use in any application requiring fail-safe performance; you assume sole risk and liability for use of Xilinx products in Critical
Applications: http://www.xilinx.com/warranty.htm#critapps.

AUTOMOTIVE APPLICATIONS DISCLAIMER
XILINX PRODUCTS ARE NOT DESIGNED OR INTENDED TO BE FAIL-SAFE, OR FOR USE IN ANY APPLICATION REQUIRING FAIL-
SAFE PERFORMANCE, SUCH AS APPLICATIONS RELATED TO: (I) THE DEPLOYMENT OF AIRBAGS, (II) CONTROL OF A
VEHICLE, UNLESS THERE IS A FAIL-SAFE OR REDUNDANCY FEATURE (WHICH DOES NOT INCLUDE USE OF SOFTWARE IN
THE XILINX DEVICE TO IMPLEMENT THE REDUNDANCY) AND A WARNING SIGNAL UPON FAILURE TO THE OPERATOR, OR (III)
USES THAT COULD LEAD TO DEATH OR PERSONAL INJURY. CUSTOMER ASSUMES THE SOLE RISK AND LIABILITY OF ANY
USE OF XILINX PRODUCTS IN SUCH APPLICATIONS.
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