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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Table  3: DC Characteristics Over Recommended Operating Conditions (1)(2)

Symbol Description Min Typ Max Units

VDRINT Data retention VCCINT voltage (below which configuration data might be lost) 0.75 – – V

VDRI Data retention VCCAUX voltage (below which configuration data might be lost) 2.0 – – V

IREF VREF leakage current per pin – – 10 µA

IL Input or output leakage current per pin (sample-tested) – – 10 µA

CIN
(3) Die input capacitance at the pad – – 8 pF

IRPU

Pad pull-up (when selected) @ VIN = 0V, VCCO = 2.5V 20 – 80 µA

Pad pull-up (when selected) @ VIN = 0V, VCCO = 1.8V 8 – 40 µA

Pad pull-up (when selected) @ VIN = 0V, VCCO = 1.5V 5 – 30 µA

Pad pull-up (when selected) @ VIN = 0V, VCCO = 1.2V 1 – 20 µA

IRPD Pad pull-down (when selected) @ VIN = 2.5V 3 – 80 µA

IBATT Battery supply current – – 150 nA

n Temperature diode ideality factor – 1.0002 – n

r Series resistance – 5 – 

Notes: 
1. Typical values are specified at nominal voltage, 25°C.
2. Maximum value specified for worst case process at 25°C.
3. This measurement represents the die capacitance at the pad, not including the package.

http://www.xilinx.com


Virtex-6 FPGA Data Sheet: DC and Switching Characteristics

DS152 (v3.4) January 12, 2012 www.xilinx.com
Product Specification 8

SelectIO™ DC Input and Output Levels

Values for VIL and VIH are recommended input voltages. Values for IOL and IOH are guaranteed over the recommended 
operating conditions at the VOL and VOH test points. Only selected standards are tested. These are chosen to ensure that 
all standards meet their specifications. The selected standards are tested at a minimum VCCO with the respective VOL and 
VOH voltage levels shown. Other standards are sample tested.

Table  6: Power Supply Ramp Time

Symbol Description Ramp Time Units

VCCINT Internal supply voltage relative to GND 0.20 to 50.0 ms

VCCO Output drivers supply voltage relative to GND 0.20 to 50.0 ms

VCCAUX Auxiliary supply voltage relative to GND 0.20 to 50.0 ms

Table  7: SelectIO DC Input and Output Levels

I/O Standard
VIL VIH VOL VOH IOL IOH

V, Min V, Max V, Min V, Max V, Max V, Min mA mA

LVCMOS25, 
LVDCI25

–0.3 0.7 1.7 VCCO + 0.3 0.4 VCCO – 0.4 Note(3) Note(3)

LVCMOS18, 
LVDCI18

–0.3 35% VCCO 65% VCCO VCCO + 0.3 0.45 VCCO – 0.45 Note(4) Note(4)

LVCMOS15, 
LVDCI15

–0.3 35% VCCO 65% VCCO VCCO + 0.3 25% VCCO 75% VCCO Note(4) Note(4)

LVCMOS12 –0.3 35% VCCO 65% VCCO VCCO + 0.3 25% VCCO 75% VCCO Note(5) Note(5)

HSTL I_12 –0.3 VREF – 0.1 VREF + 0.1 VCCO + 0.3 25% VCCO 75% VCCO 6.3 6.3

HSTL I(2) –0.3 VREF – 0.1 VREF + 0.1 VCCO + 0.3 0.4 VCCO – 0.4 8 –8

HSTL II(2) –0.3 VREF – 0.1 VREF + 0.1 VCCO + 0.3 0.4 VCCO – 0.4 16 –16

HSTL III(2) –0.3 VREF – 0.1 VREF + 0.1 VCCO + 0.3 0.4 VCCO – 0.4 24 –8

DIFF HSTL I(2) –0.3 50% VCCO – 0.1 50% VCCO + 0.1 VCCO + 0.3 – – – –

DIFF HSTL II(2) –0.3 50% VCCO – 0.1 50% VCCO + 0.1 VCCO + 0.3 – – – –

SSTL2 I –0.3 VREF – 0.15 VREF + 0.15 VCCO + 0.3 VTT – 0.61 VTT + 0.61 8.1 –8.1

SSTL2 II –0.3 VREF – 0.15 VREF + 0.15 VCCO + 0.3 VTT – 0.81 VTT + 0.81 16.2 –16.2

DIFF SSTL2 I –0.3 50% 
VCCO – 0.15

50% 
VCCO + 0.15

VCCO + 0.3 – – – –

DIFF SSTL2 II –0.3 50% 
VCCO – 0.15

50% 
VCCO + 0.15

VCCO + 0.3 – – – –

SSTL18 I –0.3 VREF – 0.125 VREF + 0.125 VCCO + 0.3 VTT – 0.47 VTT + 0.47 6.7 –6.7

SSTL18 II –0.3 VREF – 0.125 VREF + 0.125 VCCO + 0.3 VTT – 0.60 VTT + 0.60 13.4 –13.4

DIFF SSTL18 I –0.3 50% 
VCCO – 0.125

50% 
VCCO + 0.125

VCCO + 0.3 – – – –

DIFF SSTL18 II –0.3 50% 
VCCO – 0.125

50% 
VCCO + 0.125

VCCO + 0.3 – – – –

SSTL15 –0.3 VREF – 0.1 VREF + 0.1 VCCO + 0.3 VTT – 0.175 VTT + 0.175 14.3 14.3

Notes: 
1. Tested according to relevant specifications.
2. Applies to both 1.5V and 1.8V HSTL.
3. Using drive strengths of 2, 4, 6, 8, 12, 16, or 24 mA.
4. Using drive strengths of 2, 4, 6, 8, 12, or 16 mA.
5. Supported drive strengths of 2, 4, 6, or 8 mA.
6. For detailed interface specific DC voltage levels, see UG361:Virtex-6 FPGA SelectIO Resources User Guide.

http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug361.pdf
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LVPECL DC Specifications (LVPECL_25)

These values are valid when driving a 100 differential load only, i.e., a 100 resistor between the two receiver pins. The 
VOH levels are 200 mV below standard LVPECL levels and are compatible with devices tolerant of lower common-mode 
ranges. Table 11 summarizes the DC output specifications of LVPECL. For more information on using LVPECL, see UG361: 
Virtex-6 FPGA SelectIO Resources User Guide.
 

eFUSE Read Endurance

Table 12 lists the maximum number of read cycle operations expected. For more information, see UG360:Virtex-6 FPGA 
Configuration User Guide.

Table  11: LVPECL DC Specifications

Symbol DC Parameter Min Typ Max Units

VOH Output High Voltage VCC – 1.025 1.545 VCC – 0.88 V

VOL Output Low Voltage VCC – 1.81 0.795 VCC – 1.62 V

VICM Input Common-Mode Voltage 0.6 – 2.2 V

VIDIFF Differential Input Voltage(1)(2) 0.100 – 1.5 V

Notes: 
1. Recommended input maximum voltage not to exceed VCCAUX + 0.2V.
2. Recommended input minimum voltage not to go below –0.5V.

Table  12: eFUSE Read Endurance

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

DNA_CYCLES Number of DNA_PORT READ operations or JTAG ISC_DNA read 
command operations. Unaffected by SHIFT operations. 30,000,000 Read 

Cycles

AES_CYCLES Number of JTAG FUSE_KEY or FUSE_CNTL read command 
operations. Unaffected by SHIFT operations.

30,000,000 Read 
Cycles

http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug361.pdf
http://www.xilinx.com/support/documentation/user_guides/ug360.pdf
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GTX Transceiver Specifications

GTX Transceiver DC Characteristics
 

 

 

Table  13: Absolute Maximum Ratings for GTX Transceivers(1)

Symbol Description Min Max Units

MGTAVCC Analog supply voltage for the GTX transmitter and receiver circuits relative to 
GND

–0.5 1.1 V

MGTAVTT Analog supply voltage for the GTX transmitter and receiver termination circuits 
relative to GND

–0.5 1.32 V

MGTAVTTRCAL Analog supply voltage for the resistor calibration circuit of the GTX transceiver 
column

–0.5 1.32 V

VIN Receiver (RXP/RXN) and Transmitter (TXP/TXN) absolute input voltage –0.5 1.32 V

VMGTREFCLK Reference clock absolute input voltage –0.5 1.32 V

Notes: 
1. Stresses beyond those listed under Absolute Maximum Ratings might cause permanent damage to the device. These are stress ratings only, 

and functional operation of the device at these or any other conditions beyond those listed under Operating Conditions is not implied. 
Exposure to Absolute Maximum Ratings conditions for extended periods of time might affect device reliability.

Table  14: Recommended Operating Conditions for GTX Transceivers(1)(2)

Symbol Description Speed 
Grade

PLL 
Frequency Min Typ Max Units

MGTAVCC Analog supply voltage for the GTX transmitter 
and receiver circuits relative to GND

-3, -2(3) > 2.7  GHz 1.0 1.03 1.06 V

-3, -2(3)  2.7  GHz 0.95 1.0 1.06 V

-1  2.7  GHz 0.95 1.0 1.06 V

-1L  2.7  GHz 0.95 1.0 1.05 V

MGTAVTT Analog supply voltage for the GTX transmitter 
and receiver termination circuits relative to GND All – 1.14 1.2 1.26 V

MGTAVTTRCAL Analog supply voltage for the resistor calibration 
circuit of the GTX transceiver column All – 1.14 1.2 1.26 V

Notes: 
1. Each voltage listed requires the filter circuit described in UG366:Virtex-6 FPGA GTX Transceivers User Guide.
2. Voltages are specified for the temperature range of Tj = –40°C to +100°C for all XC devices and Tj = –55°C to +125°C for the XQ devices
3. If a GTX Quad contains transceivers operating with a mixture of PLL frequencies above and below 2.7 GHz, the MGTAVCC voltage supply 

must be in the range of 1.0V to 1.06V.

Table  15: GTX Transceiver Supply Current (per Lane) (1)(2)

Symbol Description Typ Max Units

IMGTAVTT MGTAVTT supply current for one GTX transceiver 55.9
Note 2

mA

IMGTAVCC MGTAVCC supply current for one GTX transceiver 56.1 mA

MGTRREF Precision reference resistor for internal calibration termination 100.0 ± 1% tolerance 

Notes: 
1. Typical values are specified at nominal voltage, 25°C, with a 3.125 Gb/s line rate.
2. Values for currents of other transceiver configurations and conditions can be obtained by using the XPower Estimator (XPE) or XPower 

Analyzer (XPA) tools.

http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug366.pdf
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Table 18 summarizes the DC specifications of the clock input of the GTX transceiver. Consult UG366:Virtex-6 FPGA GTX 
Transceivers User Guide for further details.

GTX Transceiver Switching Characteristics

Consult UG366:Virtex-6 FPGA GTX Transceivers User Guide for further information.

X-Ref Target - Figure 2

Figure 2: Differential Peak-to-Peak Voltage

Table  18: GTX Transceiver Clock DC Input Level Specification

Symbol DC Parameter Min Typ Max Units

VIDIFF Differential peak-to-peak input voltage 210 800 2000 mV

RIN Differential input resistance 90 100 130 

CEXT Required external AC coupling capacitor – 100 – nF

Table  19: GTX Transceiver Performance

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

FGTXMAX Maximum GTX transceiver data rate 6.6 6.6 5.0 5.0 Gb/s

FGPLLMAX Maximum PLL frequency 3.3(1) 3.3(1) 2.7 2.7 GHz

FGPLLMIN Minimum PLL frequency 1.2 1.2 1.2 1.2 GHz

Notes: 
1. See Table 14 for MGTAVCC requirements when PLL frequency is greater than 2.7 GHz.

Table  20: GTX Transceiver Dynamic Reconfiguration Port (DRP) Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

FGTXDRPCLK GTXDRPCLK maximum frequency 150 150 125 100 MHz

0 

+V 

–V 

 

 

P–N
ds152_02_121509

Differential
Voltage

http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug366.pdf
http://www.xilinx.com/support/documentation/user_guides/ug366.pdf
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Table  24: GTX Transceiver Receiver Switching Characteristics

Symbol Description Min Typ Max Units

FGTXRX Serial data rate
RX oversampler not enabled 0.600 – FGTXMAX Gb/s

RX oversampler enabled 0.480 – 0.600 Gb/s

TRXELECIDLE Time for RXELECIDLE to respond to loss or restoration of data – 75 – ns

RXOOBVDPP OOB detect threshold peak-to-peak 60 – 150 mV

RXSST
Receiver spread-spectrum 
tracking(1) Modulated @ 33 KHz –5000 – 0 ppm

RXRL Run length (CID) Internal AC capacitor bypassed – – 512 UI

RXPPMTOL
Data/REFCLK PPM offset 
tolerance

CDR 2nd-order loop disabled –200 – 200 ppm

CDR 2nd-order loop enabled –2000 – 2000 ppm

SJ Jitter Tolerance(2)

JT_SJ6.5 Sinusoidal Jitter(3) 6.5 Gb/s 0.44 – – UI

JT_SJ5.0 Sinusoidal Jitter(3) 5.0 Gb/s 0.44 – – UI

JT_SJ4.25 Sinusoidal Jitter(3) 4.25 Gb/s 0.44 – – UI

JT_SJ3.75 Sinusoidal Jitter(3) 3.75 Gb/s 0.44 – – UI

JT_SJ3.125 Sinusoidal Jitter(3) 3.125 Gb/s 0.45 – – UI

JT_SJ3.125L Sinusoidal Jitter(3) 3.125 Gb/s(4) 0.45 – – UI

JT_SJ2.5 Sinusoidal Jitter(3) 2.5 Gb/s(5) 0.5 – – UI

JT_SJ1.25 Sinusoidal Jitter(3) 1.25 Gb/s(6) 0.5 – – UI

JT_SJ600 Sinusoidal Jitter(3) 600 Mb/s 0.4 – – UI

JT_SJ480 Sinusoidal Jitter(3) 480 Mb/s 0.4 – – UI

SJ Jitter Tolerance with Stressed Eye(2)

JT_TJSE3.125 Total Jitter with Stressed Eye(7)
3.125 Gb/s 0.70 – – UI

5.0 Gb/s 0.70 – – UI

JT_SJSE3.125
Sinusoidal Jitter with Stressed 
Eye(7)

3.125 Gb/s 0.1 – – UI

5.0 Gb/s 0.1 – – UI

Notes: 
1. Using PLL_RXDIVSEL_OUT = 1, 2, and 4.
2. All jitter values are based on a bit error ratio of 1e–12.
3. The frequency of the injected sinusoidal jitter is 80 MHz.
4. PLL frequency at 1.5625 GHz and OUTDIV = 1.
5. PLL frequency at 2.5 GHz and OUTDIV = 2.
6. PLL frequency at 2.5 GHz and OUTDIV = 4.
7. Composite jitter with RX equalizer enabled. DFE disabled.

http://www.xilinx.com
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Figure 4 shows the timing parameters in Table 27.

X-Ref Target - Figure 4

Figure 4: GTH Transceiver Power Supply Power-On Sequencing

Table  28: GTH Transceiver Supply Current

Symbol Description Typ(1) Max Units

IMGTHAVCC MGTHAVCC supply current for one GTH Quad (4 lanes) 571 Note 2 mA

IMGTHAVCCRX MGTHAVCCRX supply current for a GTH Quad (4 lanes) 254 Note 2 mA

IMGTHAVTT MGTHAVTT supply current for one GTH Quad (4 lanes) 93 Note 2 mA

IMGTHAVCCPLL MGTHAVCCPLL supply current for one GTH Quad (4 lanes) 219 Note 2 mA

MGTRREF Precision reference resistor for internal calibration termination 1000.0 ± 1% tolerance 

Notes: 
1. Typical values are specified at nominal voltage, 25°C, with a 10.3125 Gb/s line rate.
2. Values for currents other than the values specified in this table can be obtained by using the XPower Estimator (XPE) or XPower Analyzer 

(XPA) tools.

Table  29: GTH Transceiver Quiescent Supply Current(1)(2)

Symbol Description Typ(3) Max Units

IMGTHAVCCQ Quiescent MGTHAVCC Supply Current for one GTH Quad (4 lanes) 65 Note 4 mA

IMGTHAVCCRXQ Quiescent MGTHAVCCRX Supply Current for one GTH Quad (4 lanes) 17 Note 4 mA

IMGTHAVTTQ Quiescent MGTHAVTT Supply Current for one GTH Quad (4 lanes) 1 Note 4 mA

IMGTHAVCCPLLQ Quiescent MGTHAVCCPLL Supply Current for one GTH Quad (4 lanes) 1 Note 4 mA

Notes: 
1. Device powered and unconfigured.
2. GTH transceiver quiescent supply current for an entire device can be calculated by multiplying the values in this table by the number of 

available GTH transceivers.
3. Typical values are specified at nominal voltage, 25°C.
4. Currents for conditions other than values specified in this table can be obtained by using the XPE or XPA tools.

MGTHAVCC
(1.1V DC)

MGTHAVCCPLL
(1.8V DC)

MGTHAVCCRX
(1.1V DC)

MGTHAVTT
(1.2V DC)

THAVCC2HAVCCRX

THAVCCRX2HAVCCPLL

THAVCCRX2HAVTT

DS152_04_051110

http://www.xilinx.com
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GTH Transceiver Switching Characteristics

Consult UG371:Virtex-6 FPGA GTH Transceivers User Guide for further information.

 

Table  32: GTH Transceiver Maximum Data Rate and PLL Frequency Range

Symbol Description Conditions
Speed Grade

Units
-3 -2 -1

FGTHMAX Maximum GTH transceiver data rate
PLL Output Divider = 1 11.182 11.182 10.32 Gb/s

PLL Output Divider = 4 2.795 2.795 2.58 Gb/s

FGTHMIN Minimum GTH transceiver data rate(1)
PLL Output Divider = 1 9.92 9.92 9.92 Gb/s

PLL Output Divider = 4 2.48 2.48 2.48 Gb/s

FGPLLMAX Maximum GTH PLL frequency 5.591 5.591 5.16 GHz

FGPLLMIN Minimum GTH PLL frequency 4.96 4.96 4.96 GHz

Notes: 
1. Lower data rates can be achieved using FPGA logic based oversampling designs.

Table  33: GTH Transceiver Dynamic Reconfiguration Port (DRP) Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1

FGTHDRPCLK GTHDRPCLK maximum frequency 70 70 60 MHz

Table  34: GTH Transceiver Reference Clock Switching Characteristics

Symbol Description Conditions
All Speed Grades

Units
Min Typ Max

FGCLK Reference clock frequency range
-1 speed grade 150 – 645 MHz

-2 and -3 speed grades 150 – 700 MHz

TRCLK Reference clock rise time 20% – 80% – 200 – ps

TFCLK Reference clock fall time 80% – 20% – 200 – ps

TDCREF Reference clock duty cycle CLK 45 50 55 %

TLOCK
Clock recovery frequency acquisition 
time

Initial PLL lock – – 2 ms

TPHASE Clock recovery phase acquisition time Lock to data after PLL has locked 
to the reference clock

– – 20 µs

X-Ref Target - Figure 5

Figure 5: Reference Clock Timing Parameters

ds152_05_042109
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T FCLK 

T RCLK 

http://www.xilinx.com
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LVCMOS25, Fast, 24 mA 0.51 0.57 0.66 0.70 1.66 1.79 1.99 1.96 1.66 1.79 1.99 1.96 ns

LVCMOS18, Slow, 2 mA 0.55 0.61 0.71 0.73 4.21 4.47 4.87 4.30 4.21 4.47 4.87 4.30 ns

LVCMOS18, Slow, 4 mA 0.55 0.61 0.71 0.73 2.79 2.96 3.21 2.94 2.79 2.96 3.21 2.94 ns

LVCMOS18, Slow, 6 mA 0.55 0.61 0.71 0.73 2.30 2.43 2.64 2.47 2.30 2.43 2.64 2.47 ns

LVCMOS18, Slow, 8 mA 0.55 0.61 0.71 0.73 2.01 2.11 2.27 2.24 2.01 2.11 2.27 2.24 ns

LVCMOS18, Slow, 12 mA 0.55 0.61 0.71 0.73 1.88 1.99 2.15 2.10 1.88 1.99 2.15 2.10 ns

LVCMOS18, Slow, 16 mA 0.55 0.61 0.71 0.73 1.84 1.95 2.11 2.04 1.84 1.95 2.11 2.04 ns

LVCMOS18, Fast, 2 mA 0.55 0.61 0.71 0.73 4.00 4.23 4.57 4.08 4.00 4.23 4.57 4.08 ns

LVCMOS18, Fast, 4 mA 0.55 0.61 0.71 0.73 2.62 2.76 2.97 2.74 2.62 2.76 2.97 2.74 ns

LVCMOS18, Fast, 6 mA 0.55 0.61 0.71 0.73 2.15 2.28 2.46 2.32 2.15 2.28 2.46 2.32 ns

LVCMOS18, Fast, 8 mA 0.55 0.61 0.71 0.73 1.90 1.99 2.13 2.14 1.90 1.99 2.13 2.14 ns

LVCMOS18, Fast, 12 mA 0.55 0.61 0.71 0.73 1.69 1.80 1.97 1.88 1.69 1.80 1.97 1.88 ns

LVCMOS18, Fast, 16 mA 0.55 0.61 0.71 0.73 1.63 1.74 1.91 1.88 1.63 1.74 1.91 1.88 ns

LVCMOS15, Slow, 2 mA 0.64 0.73 0.85 0.85 3.43 3.77 4.29 3.91 3.43 3.77 4.29 3.91 ns

LVCMOS15, Slow, 4 mA 0.64 0.73 0.85 0.85 2.58 2.79 3.10 2.93 2.58 2.79 3.10 2.93 ns

LVCMOS15, Slow, 6 mA 0.64 0.73 0.85 0.85 2.08 2.32 2.68 2.50 2.08 2.32 2.68 2.50 ns

LVCMOS15, Slow, 8 mA 0.64 0.73 0.85 0.85 1.81 1.98 2.23 2.24 1.81 1.98 2.23 2.24 ns

LVCMOS15, Slow, 12 mA 0.64 0.73 0.85 0.85 1.76 1.91 2.13 2.07 1.76 1.91 2.13 2.07 ns

LVCMOS15, Slow, 16 mA 0.64 0.73 0.85 0.85 1.69 1.83 2.04 1.98 1.69 1.83 2.04 1.98 ns

LVCMOS15, Fast, 2 mA 0.64 0.73 0.85 0.85 3.44 3.77 4.28 3.91 3.44 3.77 4.28 3.91 ns

LVCMOS15, Fast, 4 mA 0.64 0.73 0.85 0.85 2.37 2.53 2.78 2.66 2.37 2.53 2.78 2.66 ns

LVCMOS15, Fast, 6 mA 0.64 0.73 0.85 0.85 1.80 2.05 2.42 2.16 1.80 2.05 2.42 2.16 ns

LVCMOS15, Fast, 8 mA 0.64 0.73 0.85 0.85 1.76 1.90 2.11 2.04 1.76 1.90 2.11 2.04 ns

LVCMOS15, Fast, 12 mA 0.64 0.73 0.85 0.85 1.64 1.77 1.97 1.90 1.64 1.77 1.97 1.90 ns

LVCMOS15, Fast, 16 mA 0.64 0.73 0.85 0.85 1.62 1.76 1.96 1.92 1.62 1.76 1.96 1.92 ns

LVCMOS12, Slow, 2 mA 0.72 0.81 0.93 0.95 3.14 3.39 3.75 3.54 3.14 3.39 3.75 3.54 ns

LVCMOS12, Slow, 4 mA 0.72 0.81 0.93 0.95 2.43 2.63 2.93 2.79 2.43 2.63 2.93 2.79 ns

LVCMOS12, Slow, 6 mA 0.72 0.81 0.93 0.95 1.92 2.11 2.41 2.26 1.92 2.11 2.41 2.26 ns

LVCMOS12, Slow, 8 mA 0.72 0.81 0.93 0.95 1.87 2.02 2.25 2.17 1.87 2.02 2.25 2.17 ns

LVCMOS12, Fast, 2 mA 0.72 0.81 0.93 0.95 2.71 2.98 3.39 3.11 2.71 2.98 3.39 3.11 ns

LVCMOS12, Fast, 4 mA 0.72 0.81 0.93 0.95 1.93 2.16 2.51 2.31 1.93 2.16 2.51 2.31 ns

LVCMOS12, Fast, 6 mA 0.72 0.81 0.93 0.95 1.75 1.89 2.11 2.05 1.75 1.89 2.11 2.05 ns

LVCMOS12, Fast, 8 mA 0.72 0.81 0.93 0.95 1.69 1.82 2.02 1.98 1.69 1.82 2.02 1.98 ns

LVDCI_25 0.51 0.57 0.66 0.70 2.05 2.14 2.26 2.26 2.05 2.14 2.26 2.26 ns

LVDCI_18 0.55 0.61 0.71 0.73 2.07 2.23 2.47 2.38 2.07 2.23 2.47 2.38 ns

LVDCI_15 0.64 0.73 0.85 0.85 1.85 2.01 2.24 2.18 1.85 2.01 2.24 2.18 ns

Table  44: IOB Switching Characteristics for the Commercial (XC) Virtex-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -2 -1 -1L -3 -2 -1 -1L -3 -2 -1 -1L
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LVDCI_DV2_25 0.51 0.57 0.66 0.70 1.71 1.83 2.01 2.00 1.71 1.83 2.01 2.00 ns

LVDCI_DV2_18 0.55 0.61 0.71 0.73 1.69 1.81 2.00 1.98 1.69 1.81 2.00 1.98 ns

LVDCI_DV2_15 0.64 0.73 0.85 0.85 1.68 1.77 1.91 1.98 1.68 1.77 1.91 1.98 ns

LVPECL_25 0.85 0.94 1.09 1.08 1.38 1.49 1.65 1.64 1.38 1.49 1.65 1.64 ns

HSTL_I_12 0.81 0.91 1.06 1.06 1.48 1.60 1.78 1.74 1.48 1.60 1.78 1.74 ns

HSTL_I_DCI 0.81 0.91 1.06 1.06 1.40 1.50 1.66 1.64 1.40 1.50 1.66 1.64 ns

HSTL_II_DCI 0.81 0.91 1.06 1.06 1.37 1.49 1.68 1.66 1.37 1.49 1.68 1.66 ns

HSTL_II_T_DCI 0.81 0.91 1.06 1.06 1.40 1.50 1.66 1.64 1.40 1.50 1.66 1.64 ns

HSTL_III_DCI 0.81 0.91 1.06 1.06 1.34 1.45 1.62 1.61 1.34 1.45 1.62 1.61 ns

HSTL_I_DCI_18 0.81 0.91 1.06 1.06 1.42 1.53 1.68 1.66 1.42 1.53 1.68 1.66 ns

HSTL_II_DCI_18 0.81 0.91 1.06 1.06 1.36 1.46 1.62 1.59 1.36 1.46 1.62 1.59 ns

HSTL_II _T_DCI_18 0.81 0.91 1.06 1.06 1.42 1.53 1.68 1.66 1.42 1.53 1.68 1.66 ns

HSTL_III_DCI_18 0.81 0.91 1.06 1.06 1.43 1.54 1.69 1.67 1.43 1.54 1.69 1.67 ns

DIFF_HSTL_I_18 0.85 0.94 1.09 1.08 1.47 1.58 1.75 1.72 1.47 1.58 1.75 1.72 ns

DIFF_HSTL_I_DCI_18 0.85 0.94 1.09 1.08 1.42 1.53 1.68 1.66 1.42 1.53 1.68 1.66 ns

DIFF_HSTL_I 0.85 0.94 1.09 1.08 1.45 1.56 1.73 1.71 1.45 1.56 1.73 1.71 ns

DIFF_HSTL_I_DCI 0.85 0.94 1.09 1.08 1.40 1.50 1.66 1.64 1.40 1.50 1.66 1.64 ns

DIFF_HSTL_II_18 0.85 0.94 1.09 1.08 1.50 1.62 1.81 1.78 1.50 1.62 1.81 1.78 ns

DIFF_HSTL_II_DCI_18 0.85 0.94 1.09 1.08 1.36 1.46 1.62 1.59 1.36 1.46 1.62 1.59 ns

DIFF_HSTL_II _T_DCI_18 0.85 0.94 1.09 1.08 1.42 1.53 1.68 1.66 1.42 1.53 1.68 1.66 ns

DIFF_HSTL_II 0.85 0.94 1.09 1.08 1.44 1.56 1.74 1.72 1.44 1.56 1.74 1.72 ns

DIFF_HSTL_II_DCI 0.85 0.94 1.09 1.08 1.37 1.49 1.68 1.66 1.37 1.49 1.68 1.66 ns

SSTL2_I_DCI 0.81 0.91 1.06 1.06 1.42 1.53 1.70 1.68 1.42 1.53 1.70 1.68 ns

SSTL2_II_DCI 0.81 0.91 1.06 1.06 1.39 1.50 1.67 1.69 1.39 1.50 1.67 1.69 ns

SSTL2_II_T_DCI 0.81 0.91 1.06 1.06 1.42 1.53 1.70 1.68 1.42 1.53 1.70 1.68 ns

SSTL18_I 0.81 0.91 1.06 1.06 1.47 1.58 1.75 1.73 1.47 1.58 1.75 1.73 ns

SSTL18_II 0.81 0.91 1.06 1.06 1.39 1.50 1.67 1.66 1.39 1.50 1.67 1.66 ns

SSTL18_I_DCI 0.81 0.91 1.06 1.06 1.40 1.51 1.67 1.65 1.40 1.51 1.67 1.65 ns

SSTL18_II_DCI 0.81 0.91 1.06 1.06 1.36 1.47 1.63 1.62 1.36 1.47 1.63 1.62 ns

SSTL18_II_T_DCI 0.81 0.91 1.06 1.06 1.40 1.51 1.67 1.65 1.40 1.51 1.67 1.65 ns

SSTL15_T_DCI 0.81 0.91 1.06 1.06 1.41 1.52 1.68 1.66 1.41 1.52 1.68 1.66 ns

SSTL15_DCI 0.81 0.91 1.06 1.06 1.41 1.52 1.68 1.66 1.41 1.52 1.68 1.66 ns

DIFF_SSTL2_I 0.85 0.94 1.09 1.08 1.49 1.60 1.77 1.74 1.49 1.60 1.77 1.74 ns

DIFF_SSTL2_I_DCI 0.85 0.94 1.09 1.08 1.42 1.53 1.70 1.68 1.42 1.53 1.70 1.68 ns

DIFF_SSTL2_II 0.85 0.94 1.09 1.08 1.42 1.54 1.72 1.71 1.42 1.54 1.72 1.71 ns

DIFF_SSTL2_II_DCI 0.85 0.94 1.09 1.08 1.39 1.50 1.67 1.69 1.39 1.50 1.67 1.69 ns

DIFF_SSTL2_II_T_DCI 0.85 0.94 1.09 1.08 1.42 1.53 1.70 1.68 1.42 1.53 1.70 1.68 ns

Table  44: IOB Switching Characteristics for the Commercial (XC) Virtex-6 Devices (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

UnitsSpeed Grade Speed Grade Speed Grade

-3 -2 -1 -1L -3 -2 -1 -1L -3 -2 -1 -1L
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Input Serializer/Deserializer Switching Characteristics
 

Table  51: ISERDES Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 (XC) -1 (XQ) -1L

Setup/Hold for Control Lines

TISCCK_BITSLIP/ TISCKC_BITSLIP BITSLIP pin Setup/Hold with respect to 
CLKDIV

0.07/
0.15

0.08/
0.16

0.09/
0.17

0.09/
0.17

0.14/
0.17

ns

TISCCK_CE / TISCKC_CE
(2) CE pin Setup/Hold with respect to CLK 

(for CE1)
0.20/
0.03

0.25/
0.04

0.27/
0.04

0.27/
0.04

0.31/
0.05

ns

TISCCK_CE2 / TISCKC_CE2
(2) CE pin Setup/Hold with respect to CLKDIV 

(for CE2)
0.01/
0.27

0.01
0.29

0.01/
0.31

0.01/
0.31

–0.05/
0.35

ns

Setup/Hold for Data Lines

TISDCK_D /TISCKD_D D pin Setup/Hold with respect to CLK 0.07/
0.08

0.08/
0.09

0.09/
0.11

0.09/
0.11

0.11/
0.19

ns

TISDCK_DDLY /TISCKD_DDLY DDLY pin Setup/Hold with respect to CLK 
(using IODELAY)(1)

0.10/
0.05

0.12/
0.06

0.14/
0.07

0.14/
0.07

0.16/
0.15

ns

TISDCK_D_DDR /TISCKD_D_DDR D pin Setup/Hold with respect to CLK at 
DDR mode

0.07/
0.08

0.08/
0.09

0.09/
0.11

0.09/
0.11

0.11/
0.19

ns

TISDCK_DDLY_DDR 
TISCKD_DDLY_DDR

D pin Setup/Hold with respect to CLK at 
DDR mode (using IODELAY)(1)

0.10/
0.05

0.12/
0.06

0.14/
0.07

0.14/
0.07

0.16/
0.15

ns

Sequential Delays

TISCKO_Q CLKDIV to out at Q pin 0.57 0.66 0.75 0.80 0.88 ns

Propagation Delays

TISDO_DO D input to DO output pin 0.19 0.22 0.25 0.25 0.28 ns

Notes: 
1. Recorded at 0 tap value.
2. TISCCK_CE2 and TISCKC_CE2 are reported as TISCCK_CE/TISCKC_CE in TRACE report.
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Input/Output Delay Switching Characteristics

CLB Switching Characteristics

Table  53: Input/Output Delay Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

IDELAYCTRL

TDLYCCO_RDY Reset to Ready for IDELAYCTRL 3.00 3.00 3.00 3.25 µs

FIDELAYCTRL_REF REFCLK frequency = 200.0(1) 200 200 200 200 MHz

REFCLK frequency = 300.0(1) 300 300 – – MHz

IDELAYCTRL_REF_PRECISION REFCLK precision ±10 ±10 ±10 ±10 MHz

TIDELAYCTRL_RPW Minimum Reset pulse width 50.00 50.00 50.00 52.50 ns

IODELAY

TIDELAYRESOLUTION IODELAY Chain Delay Resolution 1/(32 x 2 x FREF) ps

TIDELAYPAT_JIT

Pattern dependent period jitter in delay 
chain for clock pattern.(2)

0 0 0 0 ps
per tap

Pattern dependent period jitter in delay 
chain for random data pattern 
(PRBS 23).(3)

±5 ±5 ±5 ±5 ps
per tap

Pattern dependent period jitter in delay 
chain for random data pattern 
(PRBS 23).(4)

±9 ±9 ±9 ±9 ps
per tap

TIODELAY_CLK_MAX Maximum frequency of CLK input to 
IODELAY

500.00 420.00 300.00 300.00 MHz

TIODCCK_CE / TIODCKC_CE CE pin Setup/Hold with respect to CK 0.45/
–0.09

0.53/
–0.09

0.65/
–0.09

0.84/
–0.14

ns

TIODCK_INC/ TIODCKC_INC INC pin Setup/Hold with respect to CK 0.23/
–0.02

0.27/
–0.01

0.31/
0.00

0.27/
–0.04

ns

TIODCCK_RST/ TIODCKC_RST RST pin Setup/Hold with respect to CK 0.57/
–0.08

0.62/
–0.08

0.69/
–0.08

0.74/
–0.13

ns

TIODDO_T TSCONTROL delay to MUXE/MUXF 
switching and through IODELAY

Note 5 Note 5 Note 5 Note 5 ps

TIODDO_IDATAIN Propagation delay through IODELAY Note 5 Note 5 Note 5 Note 5 ps

TIODDO_ODATAIN Propagation delay through IODELAY Note 5 Note 5 Note 5 Note 5 ps

Notes: 
1. Average Tap Delay at 200 MHz = 78 ps, at 300 MHz = 52 ps.
2. When HIGH_PERFORMANCE mode is set to TRUE or FALSE.
3. When HIGH_PERFORMANCE mode is set to TRUE
4. When HIGH_PERFORMANCE mode is set to FALSE.
5. Delay depends on IODELAY tap setting. See TRACE report for actual values.

Table  54: CLB Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

Combinatorial Delays

TILO An – Dn LUT address to A 0.06 0.07 0.07 0.09 ns, Max

An – Dn LUT address to AMUX/CMUX 0.18 0.20 0.22 0.25 ns, Max

An – Dn LUT address to BMUX_A 0.28 0.31 0.36 0.40 ns, Max
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DSP48E1 Switching Characteristics

Table  58: DSP48E1 Switching Characteristics

Symbol Description
Speed Grade

Units
-3 -2 -1 

(XC)
-1 

(XQ) -1L

Setup and Hold Times of Data/Control Pins to the Input Register Clock

TDSPDCK_{A, ACIN; B, BCIN}_{AREG; BREG}/ 
TDSPCKD_{A, ACIN; B, BCIN}_{AREG; BREG}

{A, ACIN, B, BCIN} input to 
{A, B} register CLK

0.25/
0.27

0.29/
0.30

0.35/
0.34

0.36/
0.34

0.46/
0.39

ns

TDSPDCK_C_CREG/TDSPCKD_C_CREG C input to C register CLK 0.16/
0.20

0.19/
0.22

0.22/
0.24

0.25/
0.24

0.33/
0.30

ns

TDSPDCK_D_DREG/TDSPCKD_D_DREG D input to D register CLK 0.07/
0.31

0.10/
0.34

0.15/
0.39

0.16/
0.39

0.24/
0.45

ns

Setup and Hold Times of Data Pins to the Pipeline Register Clock

TDSPDCK_{A, ACIN, B, BCIN}_MREG_MULT/ 
TDSPCKD_{A, ACIN, B, BCIN}_MREG_MULT

{A, ACIN, B, BCIN} input to 
M register CLK

2.36/
0.04

2.70/
0.04

3.21/
0.04

3.21/
0.04

3.66/
0.02

ns

TDSPDCK_{A, D}_ADREG/ 
TDSPCKD_{A, D}_ADREG

{A, D} input to AD register CLK 1.24/
0.10

1.42/
0.12

1.69/
0.13

1.69/
0.13

1.91/
0.16

ns

Setup and Hold Times of Data/Control Pins to the Output Register Clock

TDSPDCK_{A, ACIN, B, BCIN}_PREG_MULT/ 
TDSPCKD_{A, ACIN, B, BCIN}_PREG_MULT

{A, ACIN, B, BCIN} input to 
P register CLK using multiplier

3.83/
–0.13

4.37/
–0.13

5.20/
–0.13

5.20/
–0.13

5.94/
–0.24

ns

TDSPDCK_D_PREG_MULT/ TDSPCKD_D_PREG_MULT D input to P register CLK 3.62/
–0.47

4.13/
–0.47

4.90/
–0.47

4.90/
–0.47

5.61/
–0.77

ns

TDSPDCK_{A, ACIN, B, BCIN}_PREG/
TDSPCKD_{A, ACIN, B, BCIN}_PREG

{A, ACIN, B, BCIN} input to 
P register CLK not using 
multiplier

1.59/
–0.13

1.81/
–0.13

2.15/
–0.13

2.15/
–0.13

2.44/
–0.24

ns

TDSPDCK_C_PREG/ TDSPCKD_C_PREG C input to P register CLK 1.42/
–0.10

1.61/
–0.10

1.91/
–0.10

1.91/
–0.10

2.16/
–0.19

ns

TDSPDCK_{PCIN, CARRYCASCIN, MULTSIGNIN}_PREG/
TDSPCKD_{PCIN, CARRYCASCIN, MULTSIGNIN}_PREG

{PCIN, CARRYCASCIN, 
MULTSIGNIN} input to 
P register CLK

1.23/
–0.02

1.41/
–0.02

1.67/
–0.02

1.67/
–0.02

1.91/
–0.07

ns

Setup and Hold Times of the CE Pins

TDSPDCK_{CEA; CEB}_{AREG; BREG}/ 
TDSPCKD_{CEA; CEB}_{AREG; BREG}

{CEA; CEB} input to {A; B} 
register CLK

0.14/
0.19

0.17/
0.22

0.22/
0.25

0.22/
0.25

0.30/
0.28

ns

TDSPDCK_CEC_CREG/ TDSPCKD_CEC_CREG CEC input to C register CLK 0.15/
0.18

0.18/
0.20

0.24/
0.23

0.24/
0.23

0.31/
0.26

ns

TDSPDCK_CED_DREG/ TDSPCKD_CED_DREG CED input to D register CLK 0.20/
0.12

0.24/
0.13

0.31/
0.14

0.31/
0.14

0.43/
0.16

ns

TDSPDCK_CEM_MREG/ TDSPCKD_CEM_MREG CEM input to M register CLK 0.16/
0.19

0.20/
0.21

0.26/
0.25

0.26/
0.25

0.32/
0.28

ns

TDSPDCK_CEP_PREG/ TDSPCKD_CEP_PREG CEP input to P register CLK 0.32/
0.02

0.38/
0.02

0.46/
0.03

0.46/
0.03

0.54/
0.04

ns

Setup and Hold Times of the RST Pins

TDSPDCK_{RSTA; RSTB}_{AREG; BREG}/ 
TDSPCKD_{RSTA; RSTB}_{AREG; BREG}

{RSTA, RSTB} input to {A, B} 
register CLK

0.27/
0.17

0.31/
0.19

0.38/
0.22

0.38/
0.22

0.41/
0.25

ns

TDSPDCK_RSTC_CREG/ TDSPCKD_RSTC_CREG RSTC input to C register CLK 0.18/
0.08

0.20/
0.08

0.23/
0.09

0.23/
0.09

0.27/
0.11

ns

TDSPDCK_RSTD_DREG/ TDSPCKD_RSTD_DREG RSTD input to D register CLK 0.28/
0.15

0.32/
0.16

0.38/
0.19

0.38/
0.19

0.45/
0.21

ns

TDSPDCK_RSTM_MREG/ TDSPCKD_RSTM_MREG RSTM input to M register CLK 0.20/
0.24

0.23/
0.26

0.26/
0.30

0.26/
0.30

0.29/
0.34

ns
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TDSPDCK_RSTP_PREG/ TDSPCKD_RSTP_PREG RSTP input to P register CLK 0.26/
0.04

0.30/
0.04

0.35/
0.05

0.35/
0.05

0.43/
0.06

ns

Combinatorial Delays from Input Pins to Output Pins

TDSPDO_{A, B}_{P, CARRYOUT}_MULT {A, B} input to {P, CARRYOUT} 
output using multiplier

3.76 4.29 5.08 5.08 5.87 ns

TDSPDO_D_{P, CARRYOUT}_MULT D input to {P, CARRYOUT} 
output using multiplier

3.57 4.07 4.82 4.82 5.57 ns

TDSPDO_{A, B}_{P, CARRYOUT} {A, B} input to {P, CARRYOUT} 
output not using multiplier

1.55 1.76 2.07 2.07 2.41 ns

TDSPDO_{C, CARRYIN}_{P, CARRYOUT} {C, CARRYIN} input to {P, 
CARRYOUT} output

1.38 1.56 1.83 1.83 2.13 ns

Combinatorial Delays from Input Pins to Cascading Output Pins

TDSPDO_{A; B}_{ACOUT; BCOUT} {A, B} input to {ACOUT, BCOUT} 
output

0.49 0.56 0.65 0.65 0.73 ns

TDSPDO_{A, B}_{PCOUT, CARRYCASCOUT, 
MULTSIGNOUT}_MULT

{A, B} input to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output using 
multiplier

3.87 4.42 5.24 5.24 6.09 ns

TDSPDO_D_{PCOUT, CARRYCASCOUT, 
MULTSIGNOUT}_MULT

D input to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output using 
multiplier

3.66 4.17 4.94 4.94 5.76 ns

TDSPDO_{A, B}_{PCOUT, CARRYCASCOUT, MULTSIGNOUT} {A, B} input to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output not 
using multiplier

1.64 1.86 2.19 2.19 2.60 ns

TDSPDO__{C, CARRYIN}_{PCOUT, 
CARRYCASCOUT,MULTSIGNOUT}

{C, CARRYIN} input to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output

1.46 1.66 1.95 1.95 2.32 ns

Combinatorial Delays from Cascading Input Pins to All Output Pins

TDSPDO_{ACIN, BCIN}_{P, CARRYOUT}_MULT {ACIN, BCIN} input to {P, 
CARRYOUT} output using 
multiplier

3.67 4.19 4.97 4.97 5.75 ns

TDSPDO_{ACIN, BCIN}_{P, CARRYOUT {ACIN, BCIN} input to {P, 
CARRYOUT} output not using 
multiplier

1.43 1.63 1.92 1.92 2.25 ns

TDSPDO_{ACIN; BCIN}_{ACOUT; BCOUT} {ACIN, BCIN} input to {ACOUT, 
BCOUT} output

0.36 0.42 0.49 0.49 0.56 ns

TDSPDO_{ACIN, BCIN}_{PCOUT, CARRYCASCOUT, 
MULTSIGNOUT}_MULT

{ACIN, BCIN} input to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output using 
multiplier

3.76 4.29 5.10 5.10 5.94 ns

TDSPDO_{ACIN, BCIN}_{PCOUT, CARRYCASCOUT, 
MULTSIGNOUT}

{ACIN, BCIN} input to {PCOUT, 
CARRYCASCOUT, 
MULTSIGNOUT} output not 
using multiplier

1.52 1.73 2.05 2.05 2.44 ns

TDSPDO_{PCIN, CARRYCASCIN, MULTSIGNIN}_
{P, CARRYOUT}

{PCIN, CARRYCASCIN, 
MULTSIGNIN} input to {P, 
CARRYOUT} output

1.19 1.35 1.60 1.60 1.87 ns

Table  58: DSP48E1 Switching Characteristics (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2 -1 

(XC)
-1 

(XQ) -1L
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TSMCKBY CCLK to BUSY out in readback at 2.5V 6 6 6 7 ns, Max

CCLK to BUSY out in readback at 1.8V 6 6 6 7 ns, Max

FSMCCK Maximum Frequency with respect to nominal CCLK 100 100 100 70 MHz, Max

FRBCCK Maximum Readback Frequency with respect to 
nominal CCLK

100 100 100 60 MHz, Max

FMCCKTOL Frequency tolerance, master mode with
respect to nominal CCLK

55 55 55 60 %

Boundary-Scan Port Timing Specifications

TTAPTCK/TTCKTAP TMS and TDI Setup time before TCK/ Hold time 
after TCK

3.0/2.0 3.0/2.0 3.0/2.0 4.0/2.0 ns, Min

TTCKTDO TCK falling edge to TDO output valid at 2.5V 6 6 6 7 ns, Max

TCK falling edge to TDO output valid at 1.8V 6 6 6 7 ns, Max

FTCK Maximum configuration TCK clock frequency 66 66 66 33 MHz, Max

FTCKB_MIN Minimum boundary-scan TCK clock frequency 
when using IEEE Std 1149.6 (AC-JTAG). Minimum 
operating temperature for IEEE Std 1149.6 is 0°C.

15 15 15 15 MHz, Min

FTCKB Maximum boundary-scan TCK clock frequency 66 66 66 33 MHz, Max

BPI Master Flash Mode Programming Switching

TBPICCO
(2) ADDR[25:0], RS[1:0], FCS_B, FOE_B, FWE_B 

outputs valid after CCLK rising edge at 2.5V
6 6 6 7 ns

ADDR[25:0], RS[1:0], FCS_B, FOE_B, FWE_B 
outputs valid after CCLK rising edge at 1.8V

6 6 6 7 ns

TBPIDCC/TBPICCD Setup/Hold on D[15:0] data input pins 4.0/0.0 4.0/0.0 4.0/0.0 5.0/0.0 ns

TINITADDR Minimum period of initial ADDR[25:0] address 
cycles

3 3 3 3 CCLK cycles

SPI Master Flash Mode Programming Switching

TSPIDCC/TSPIDCCD DIN Setup/Hold before/after the rising CCLK edge 3.0/0.0 3.0/0.0 3.0/0.0 3.5/0.0 ns

TSPICCM MOSI clock to out at 2.5V 6 6 6 7 ns

MOSI clock to out at 1.8V 6 6 6 7 ns

TSPICCFC FCS_B clock to out at 2.5V 6 6 6 7 ns

FCS_B clock to out at 1.8V 6 6 6 7 ns

TFSINIT/TFSINITH FS[2:0] to INIT_B rising edge Setup and Hold 2 2 2 2 µs

CCLK Output (Master Modes)

TMCCKL Master CCLK clock Low time duty cycle 45/55 45/55 45/55 40/60 %, Min/Max

TMCCKH Master CCLK clock High time duty cycle 45/55 45/55 45/55 40/60 %, Min/Max

CCLK Input (Slave Modes)

TSCCKL Slave CCLK clock minimum Low time 2.5 2.5 2.5 2.5 ns, Min

TSCCKH Slave CCLK clock minimum High time 2.5 2.5 2.5 2.5 ns, Min

Dynamic Reconfiguration Port (DRP) for MMCM Before and After DCLK

FDCK Maximum frequency for DCLK 200 200 200 200 MHz

TMMCMDCK_DADDR/
TMMCMCKD_DADDR

DADDR Setup/Hold 1.25/
0.00

1.40/
0.00

1.63/
0.00

1.64/
0.00

ns

Table  59: Configuration Switching Characteristics (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L
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MMCM Switching Characteristics

TBRDO_O Propagation delay from CLR to O 0.69 0.74 0.80 1.12 ns

Maximum Frequency

FMAX
(1) Regional clock tree (BUFR) 500 420 300 300 MHz

Notes: 
1. The maximum input frequency to the BUFR is the BUFIO FMAX frequency.

Table  63: Horizontal Clock Buffer Switching Characteristics (BUFH)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

TBHCKO_O BUFH delay from I to O 0.10 0.11 0.13 0.15 ns

TBHCCK_CE/TBHCKC_CE CE pin Setup and Hold 0.04/
0.04

0.04/
0.04

0.05/
0.05

0.04/
0.04

ns

Maximum Frequency

FMAX Horizontal clock buffer (BUFH) 800 750 700 667 MHz

Table  64: MMCM Specification

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L

FINMAX Maximum Input Clock Frequency(1) 800 750 700 700 MHz

FINMIN Minimum Input Clock Frequency 10 10 10 10 MHz

FINJITTER Maximum Input Clock Period Jitter < 20% of clock input period or 1 ns Max

FINDUTY
(2) Allowable Input Duty Cycle: 10—49 MHz 25/75 %

Allowable Input Duty Cycle: 50—199 MHz 30/70 %

Allowable Input Duty Cycle: 200—399 MHz 35/65 %

Allowable Input Duty Cycle: 400—499 MHz 40/60 %

Allowable Input Duty Cycle: >500 MHz 45/55 %

FMIN_PSCLK Minimum Dynamic Phase Shift Clock Frequency 0.01 0.01 0.01 0.01 MHz

FMAX_PSCLK Maximum Dynamic Phase Shift Clock Frequency 550 500 450 450 MHz

FVCOMIN Minimum MMCM VCO Frequency 600 600 600 600 MHz

FVCOMAX Maximum MMCM VCO Frequency 1600 1440 1200 1200 MHz

FBANDWIDTH Low MMCM Bandwidth at Typical(3) 1.00 1.00 1.00 1.00 MHz

High MMCM Bandwidth at Typical(3) 4.00 4.00 4.00 4.00 MHz

TSTATPHAOFFSET Static Phase Offset of the MMCM Outputs(4) 0.12 0.12 0.12 0.12 ns

TOUTJITTER MMCM Output Jitter(5) Note 3

TOUTDUTY MMCM Output Clock Duty Cycle Precision(6) 0.15 0.20 0.20 0.20 ns

TLOCKMAX MMCM Maximum Lock Time 100 100 100 100 µs

FOUTMAX MMCM Maximum Output Frequency 800 750 700 700 MHz

FOUTMIN MMCM Minimum Output Frequency(7)(8) 4.69 4.69 4.69 4.69 MHz

TEXTFDVAR External Clock Feedback Variation < 20% of clock input period or 1 ns Max

Table  62: Regional Clock Switching Characteristics (BUFR) (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L
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RSTMINPULSE Minimum Reset Pulse Width 1.5 1.5 1.5 1.5 ns

FPFDMAX Maximum Frequency at the Phase Frequency 
Detector with Bandwidth Set to High or Optimized(9)

550 500 450 450 MHz

Maximum Frequency at the Phase Frequency 
Detector with Bandwidth Set to Low

300 300 300 300 MHz

FPFDMIN Minimum Frequency at the Phase Frequency 
Detector with Bandwidth Set to High or Optimized

135 135 135 135 MHz

Minimum Frequency at the Phase Frequency 
Detector with Bandwidth Set to Low

10 10 10 10 MHz

TFBDELAY Maximum Delay in the Feedback Path 3 ns Max or one CLKIN cycle

TMMCMDCK_PSEN/
TMMCMCKD_PSEN

Setup and Hold of Phase Shift Enable 1.04
0.00

1.04
0.00

1.04
0.00

1.04
0.00

ns

TMMCMDCK_PSINCDEC/
TMMCMCKD_PSINCDEC

Setup and Hold of Phase Shift Increment/Decrement 1.04
0.00

1.04
0.00

1.04
0.00

1.04
0.00

ns

TMMCMCKO_PSDONE Phase Shift Clock-to-Out of PSDONE 0.32 0.34 0.38 0.38 ns

Notes: 
1. When DIVCLK_DIVIDE = 3 or 4, FINMAX is 315 MHz.
2. This duty cycle specification does not apply to the GTH_QUAD (GTH) to MMCM connection. The GTH transceivers drive the MMCMs at the 

following maximum frequencies: 323 MHz for -1 speed grade devices, 350 MHz for -2 speed grade devices, or 350 MHz for -3 speed grade 
devices.

3. The MMCM does not filter typical spread-spectrum input clocks because they are usually far below the bandwidth filter frequencies.
4. The static offset is measured between any MMCM outputs with identical phase.
5. Values for this parameter are available in the Clocking Wizard.

See http://www.xilinx.com/products/intellectual-property/clocking_wizard.htm.
6. Includes global clock buffer.
7. Calculated as FVCO/128 assuming output duty cycle is 50%.
8. When CASCADE4_OUT = TRUE, FOUTMIN is 0.036 MHz.
9. In ISE software 12.3 (or earlier versions supporting the Virtex-6 family), the phase frequency detector Optimized bandwidth setting is 

equivalent to the High bandwidth setting. Starting with ISE software 12.4, the Optimized bandwidth setting is automatically adjusted to Low 
when the software can determine that the phase frequency detector input is less than 135 MHz.

Table  64: MMCM Specification (Cont’d)

Symbol Description
Speed Grade

Units
-3 -2 -1 -1L
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Table  69: Global Clock Input Setup and Hold With MMCM

Symbol Description Device
Speed Grade

Units
-3 -2 -1 -1L

Input Setup and Hold Time Relative to Global Clock Input Signal for LVCMOS25 Standard.(1)

TPSMMCMGC/ 
TPHMMCMGC

No Delay Global Clock Input and IFF(2) 
with MMCM

XC6VLX75T 1.45/
–0.18

1.57/
–0.18

1.72/
–0.18

1.78/
–0.08

ns

XC6VLX130T 1.53/
–0.18

1.65/
–0.18

1.81/
–0.18

1.87/
–0.07

ns

XC6VLX195T 1.54/
–0.17

1.66/
–0.17

1.82/
–0.17

1.87/
–0.08

ns

XC6VLX240T 1.54/
–0.17

1.66/
–0.17

1.82/
–0.17

1.87/
–0.08

ns

XC6VLX365T 1.55/
–0.18

1.67/
–0.18

1.83/
–0.18

1.87/
–0.07

ns

XC6VLX550T N/A 1.84/
–0.17

2.02/
–0.17

2.06/
–0.06

ns

XC6VLX760 N/A 2.26/
–0.13

2.49/
–0.13

2.06/
–0.03

ns

XC6VSX315T 1.56/
–0.18

1.68/
–0.18

1.84/
–0.18

1.89/
–0.08

ns

XC6VSX475T N/A 1.85/
–0.23

2.03/
–0.23

2.07/
–0.13

ns

XC6VHX250T 1.52/
–0.17

1.64/
–0.17

1.80/
–0.17

N/A ns

XC6VHX255T 1.52/
–0.12

1.64/
–0.12

1.85/
–0.12

N/A ns

XC6VHX380T 1.68/
–0.16

1.81/
–0.16

1.99/
–0.16

N/A ns

XC6VHX565T N/A 1.81/
–0.01

1.99/
–0.01

N/A ns

XQ6VLX130T N/A 1.65/
–0.18

1.81/
–0.18

1.87/
–0.07

ns

XQ6VLX240T N/A 1.66/
–0.17

1.82/
–0.17

1.87/
–0.08

ns

XQ6VLX550T N/A N/A 2.02/
–0.17

2.06/
–0.06

ns

XQ6VSX315T N/A 1.68/
–0.18

1.84/
–0.18

1.89/
–0.08

ns

XQ6VSX475T N/A N/A 2.03/
–0.23

2.07/
–0.13

ns

Notes: 
1. Setup and Hold times are measured over worst case conditions (process, voltage, temperature). Setup time is measured relative to the 

Global Clock input signal using the slowest process, highest temperature, and lowest voltage. Hold time is measured relative to the Global 
Clock input signal using the fastest process, lowest temperature, and highest voltage.

2. IFF = Input Flip-Flop or Latch 
3. Use IBIS to determine any duty-cycle distortion incurred using various standards.
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Table  70: Clock-Capable Clock Input Setup and Hold With MMCM

Symbol Description Device
Speed Grade

Units
-3 -2 -1 -1L

Input Setup and Hold Time Relative to Clock-capable Clock Input Signal for LVCMOS25 Standard.(1)

TPSMMCMCC/ 
TPHMMCMCC

No Delay Clock-capable Clock Input and 
IFF(2) with MMCM

XC6VLX75T 1.56/
–0.25

1.69/
–0.25

1.86/
–0.25

1.91/
–0.15

ns

XC6VLX130T 1.64/
–0.25

1.78/
–0.25

1.95/
–0.25

2.00/
–0.14

ns

XC6VLX195T 1.65/
–0.24

1.79/
–0.24

1.96/
–0.24

2.01/
–0.15

ns

XC6VLX240T 1.65/
–0.24

1.79/
–0.24

1.96/
–0.24

2.01/
–0.15

ns

XC6VLX365T 1.66/
–0.25

1.79/
–0.25

1.97/
–0.25

2.02/
–0.15

ns

XC6VLX550T N/A 1.97/
–0.24

2.16/
–0.24

2.19/
–0.14

ns

XC6VLX760 N/A 2.39/
–0.20

2.63/
–0.20

2.21/
–0.10

ns

XC6VSX315T 1.67/
–0.25

1.80/
–0.25

1.98/
–0.25

2.03/
–0.16

ns

XC6VSX475T N/A 1.98/
–0.29

2.17/
–0.29

2.21/
–0.20

ns

XC6VHX250T 1.63/
–0.24

1.76/
–0.24

1.94/
–0.24

N/A ns

XC6VHX255T 1.63/
–0.19

1.76/
–0.19

1.99/
–0.19

N/A ns

XC6VHX380T 1.80/
–0.23

1.94/
–0.23

2.13/
–0.23

N/A ns

XC6VHX565T N/A 1.94/
–0.08

2.13/
–0.08

N/A ns

XQ6VLX130T N/A 1.78/
–0.25

1.95/
–0.25

2.00/
–0.14

ns

XQ6VLX240T N/A 1.79/
–0.24

1.96/
–0.24

2.01/
–0.15

ns

XQ6VLX550T N/A N/A 2.16/
–0.24

2.19/
–0.14

ns

XQ6VSX315T N/A 1.80/
–0.25

1.98/
–0.25

2.03/
–0.16

ns

XQ6VSX475T N/A N/A 2.17/
–0.29

2.21/
–0.20

ns

Notes: 
1. Setup and Hold times are measured over worst case conditions (process, voltage, temperature). Setup time is measured relative to the 

Global Clock input signal using the slowest process, highest temperature, and lowest voltage. Hold time is measured relative to the Global 
Clock input signal using the fastest process, lowest temperature, and highest voltage.

2. IFF = Input Flip-Flop or Latch 
3. Use IBIS to determine any duty-cycle distortion incurred using various standards.
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Table  72: Package Skew

Symbol Description Device Package Value Units

TPKGSKEW Package Skew(1)
XC6VLX75T

FF484 95 ps

FF784 146 ps

XC6VLX130T

FF484 95 ps

FF784 146 ps

FF1156 165 ps

XC6VLX195T
FF784 145 ps

FF1156 182 ps

XC6VLX240T

FF784 146 ps

FF1156 182 ps

FF1759 187 ps

XC6VLX365T
FF1156 189 ps

FF1759 184 ps

XC6VLX550T
FF1759 196 ps

FF1760 249 ps

XC6VLX760 FF1760 236 ps

XC6VSX315T
FF1156 168 ps

FF1759 190 ps

XC6VSX475T
FF1156 168 ps

FF1759 204 ps

XC6VHX250T FF1154 166 ps

XC6VHX255T
FF1155 168 ps

FF1923 228 ps

XC6VHX380T

FF1154 159 ps

FF1155 172 ps

FF1923 227 ps

FF1924 220 ps

XC6VHX565T
FF1923 232 ps

FF1924 197 ps

XQ6VLX130T RF784 146 ps

RF1156 165 ps

FFG1156 165 ps

XQ6VLX240T RF784 146 ps

RF1156 182 ps

FFG1156 182 ps

RF1759 187 ps

XQ6VLX550T RF1759 196 ps

XQ6VSX315T RF1156 168 ps

FFG1156 168 ps

RF1759 190 ps

XQ6VSX475T RF1156 168 ps

FFG1156 168 ps

RF1759 204 ps

Notes: 
1. These values represent the worst-case skew between any two SelectIO resources in the package: shortest flight time to longest flight time 

from Pad to Ball (7.0 ps per mm).
2. Package trace length information is available for these device/package combinations. This information can be used to deskew the package.
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