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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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ACT 3 Family Overview
Table 1-1 • Chip-to-Chip Performance (worst-case commercial)

Device and Speed 
Grade tCKHS (ns) tTRACE (ns) tINSU (ns) Total (ns) MHz

A1425A -3 7.5 1.0 1.8 10.3 97

A1460A -3 9.0 1.0 1.3 11.3 88

A1425A -2 7.5 1.0 2.0 10.5 95

A1460A -2 9.0 1.0 1.5 11.5 87

A1425A -1 9.0 1.0 2.3 12.3 81

A1460A -1 10.0 1.0 1.8 12.8 78

A1425A STD 10.0 1.0 2.7 13.7 73

A1460A STD 11.5 1.0 2.0 14.5 69

Note: The –2 and –3 speed grades have been discontinued. Refer to PDN 0104, PDN 0203, PDN
0604, and PDN 1004 at http://www.microsemi.com/soc/support/notifications/default.aspx#pdn.
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2 – Detailed Specifications
This section of the datasheet is meant to familiarize the user with the architecture of the ACT 3 family of
FPGA devices. A generic description of the family will be presented first, followed by a detailed
description of the logic blocks, the routing structure, the antifuses, and the special function circuits. The
on-chip circuitry required to program the devices is not covered.

Topology
The ACT 3 family architecture is composed of six key elements: Logic modules, I/O modules, I/O Pad
Drivers, Routing Tracks, Clock Networks, and Programming and Test Circuits. The basic structure is
similar for all devices in the family, differing only in the number of rows, columns, and I/Os. The array
itself consists of alternating rows of modules and channels. The logic modules and channels are in the
center of the array; the I/O modules are located along the array periphery. A simplified floor plan is
depicted in Figure 2-1.

Figure 2-1 • Generalized Floor Plan of ACT 3 Device
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Detailed Specifications
Logic Modules
ACT 3 logic modules are enhanced versions of the 1200XL family logic modules. As in the 1200XL
family, there are two types of modules: C-modules and S-modules (Figure 2-2 and Figure 2-3). The C-
module is functionally equivalent to the 1200XL C-module and implements high fanin combinatorial
macros, such as 5-input AND, 5-input OR, and so on. It is available for use as the CM8 hard macro. The
S-module is designed to implement high-speed sequential functions within a single module.

S-modules consist of a full C-module driving a flip-flop, which allows an additional level of logic to be
implemented without additional propagation delay. It is available for use as the DFM8A/B and DLM8A/B
hard macros. C-modules and S-modules are arranged in pairs called module-pairs. Module-pairs are
arranged in alternating patterns and make up the bulk of the array. This arrangement allows the
placement software to support two-module macros of four types (CC, CS, SC, and SS). The C-module
implements the following function:

Y = !S1 * !S0 * D00 + !S1 * S0 * D01 + S1 * !S0 * D10 + S1 * S0 * D11

EQ 1
where: S0 = A0 * B0 and S1 = A1 + B1

Figure 2-2 • C-Module Diagram

Figure 2-3 • S-Module Diagram
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Detailed Specifications
The I/O module output Y is used to bring Pad signals into the array or to feed the output register back into
the array. This allows the output register to be used in high-speed state machine applications. Side I/O
modules have a dedicated output segment for Y extending into the routing channels above and below
(similar to logic modules). Top/Bottom I/O modules have no dedicated output segment. Signals coming
into the chip from the top or bottom are routed using F-fuses and LVTs (F-fuses and LVTs are explained
in detail in the routing section).

I/O Pad Drivers
All pad drivers are capable of being tristate. Each buffer connects to an associated I/O module with four
signals: OE (Output Enable), IE (Input Enable), DataOut, and DataIn. Certain special signals used only
during programming and test also connect to the pad drivers: OUTEN (global output enable), INEN
(global input enable), and SLEW (individual slew selection). See Figure 2-5.

Special I/Os
The special I/Os are of two types: temporary and permanent. Temporary special I/Os are used during
programming and testing. They function as normal I/Os when the MODE pin is inactive. Permanent
special I/Os are user programmed as either normal I/Os or special I/Os. Their function does not change
once the device has been programmed. The permanent special I/Os consist of the array clock input
buffers (CLKA and CLKB), the hard-wired array clock input buffer (HCLK), the hard-wired I/O clock input
buffer (IOCLK), and the hard-wired I/O register preset/clear input buffer (IOPCL). Their function is
determined by the I/O macros selected.

Clock Networks
The ACT 3 architecture contains four clock networks: two high-performance dedicated clock networks
and two general purpose routed networks. The high-performance networks function up to 200 MHz,
while the general purpose routed networks function up to 150 MHz.

Figure 2-5 • Function Diagram for I/O Pad Driver
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Accelerator Series FPGAs – ACT 3 Family
Package Thermal Characteristics
The device junction to case thermal characteristic is θjc, and the junction to ambient air characteristic is
θja. The thermal characteristics for θja are shown with two different air flow rates.
Maximum junction temperature is 150°C.
A sample calculation of the absolute maximum power dissipation allowed for a CPGA 175-pin package at
commercial temperature and still air is as follows:

EQ 2

Table 2-8 • Package Thermal Characteristics

Package Type* Pin Count θjc

θja 
Still Air

θja
300 ft./min. Units

Ceramic Pin Grid Array 100 20 35 17 °C/W

133 20 30 15 °C/W

175 20 25 14 °C/W

207 20 22 13 °C/W

257 20 15 8 °C/W

Ceramic Quad Flatpack 132 13 55 30 °C/W

196 13 36 24 °C/W

256 13 30 18 °C/W

Plastic Quad Flatpack 100 13 51 40 °C/W

160 10 33 26 °C/W

208 10 33 26 °C/W

Very Thin Quad Flatpack 100 12 43 35 °C/W

Thin Quad Flatpack 176 11 32 25 °C/W

Power Quad Flatpack 208 0.4 17 13 °C/W

Plastic Leaded Chip Carrier 84 12 37 28 °C/W

Plastic Ball Grid Array 225 10 25 19 °C/W

313 10 23 17 °C/W

Note: Maximum power dissipation in still air: 
PQ160 = 2.4 W 
PQ208 = 2.4 W
PQ100 = 1.6 W
VQ100 = 1.9 W
TQ176 = 2.5 W
PL84 = 2.2 W
RQ208 = 4.7 W
BG225 = 3.2 W
BG313 = 3.5 W

Max. junction temp. (°C) Max. ambient temp. (°C)–
θja°C/W

--------------------------------------------------------------------------------------------------------------------------------------- 150°C 70°C–
25°C/W

------------------------------------ 3.2 W= =
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Detailed Specifications
Figure 2-14 • Module Delays

Figure 2-15 • Sequential Module Timing Characteristics
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Accelerator Series FPGAs – ACT 3 Family
A1425A, A14V25A Timing Characteristics (continued) 
Table 2-23 • A1425A, A14V25A Worst-Case Commercial Conditions, VCC = 4.75 V, TJ = 70°C

I/O Module Input Propagation Delays –3 Speed1 –2 Speed1 –1 Speed Std. Speed 3.3 V Speed1 Units 

Parameter/Description Min. Max. Min. Max. Min. Max. Min. Max. Min. Max.

tINY Input Data Pad to Y 2.8 3.2 3.6 4.2 5.5 ns

tICKY Input Reg IOCLK Pad to Y 4.7 5.3 6.0 7.0 9.2 ns

tOCKY Output Reg IOCLK Pad to Y 4.7 5.3 6.0 7.0 9.2 ns

tICLRY Input Asynchronous Clear to Y 4.7 5.3 6.0 7.0 9.2 ns

tOCLRY Output Asynchronous Clear to Y 4.7 5.3 6.0 7.0 9.2 ns

Predicted Input Routing Delays2

tRD1 FO = 1 Routing Delay 0.9 1.0 1.1 1.3 1.7 ns 

tRD2  FO = 2 Routing Delay 1.2 1.4 1.6 1.8 2.4 ns 

tRD3 FO = 3 Routing Delay 1.4 1.6 1.8 2.1 2.8 ns 

tRD4 FO = 4 Routing Delay 1.7 1.9 2.2 2.5 3.3 ns 

tRD8  FO = 8 Routing Delay 2.8 3.2 3.6 4.2 5.5 ns 

I/O Module Sequential Timing (wrt IOCLK pad)

tINH Input F-F Data Hold 0.0 0.0 0.0 0.0 0.0 ns 

tINSU Input F-F Data Setup 1.8 2.0 2.3 2.7 3.0 ns 

tIDEH Input Data Enable Hold 0.0 0.0 0.0 0.0 0.0 ns 

tIDESU Input Data Enable Setup 5.8 6.5 7.5 8.6 8.6 ns 

tOUTH Output F-F Data hold 0.7 0.8 0.9 1.0 1.0 ns 

tOUTSU Output F-F Data Setup 0.7 0.8 0.9 1.0 1.0 ns 

tODEH Output Data Enable Hold 0.3 0.4 0.4 0.5 0.5 ns 

fODESU Output Data Enable Setup 1.3 1.5 1.7 2.0 2.0 ns

Notes: *
1. The –2 and –3 speed grades have been discontinued. Refer to PDN 0104, PDN 0203, PDN 0604, and PDN 1004 at

http://www.microsemi.com/soc/support/notifications/default.aspx#pdn.
2. Routing delays are for typical designs across worst-case operating conditions. These parameters should be used for

estimating device performance. Post-route timing analysis or simulation is required to determine actual worst-case
performance. Post-route timing is based on actual routing delay measurements performed on the device prior to
shipment.
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Accelerator Series FPGAs – ACT 3 Family
A1440A, A14V40A Timing Characteristics (continued) 
Table 2-27 • A1440A, A14V40A Worst-Case Commercial Conditions, VCC = 4.75 V, TJ = 70°C

I/O Module Input Propagation Delays –3 Speed1 –2 Speed1 –1 Speed Std. Speed 3.3 V Speed1 Units 

Parameter/Description Min. Max. Min. Max. Min. Max. Min. Max. Min. Max.

tINY Input Data Pad to Y 2.8 3.2 3.6 4.2 5.5 ns

tICKY Input Reg IOCLK Pad to Y 4.7 5.3 6.0 7.0 9.2 ns

tOCKY Output Reg IOCLK Pad to Y 4.7 5.3 6.0 7.0 9.2 ns

tICLRY Input Asynchronous Clear to Y 4.7 5.3 6.0 7.0 9.2 ns

tOCLRY Output Asynchronous Clear to Y 4.7 5.3 6.0 7.0 9.2 ns

Predicted Input Routing Delays2 

tRD1 FO = 1 Routing Delay 0.9 1.0 1.1 1.3 1.7 ns 

tRD2  FO = 2 Routing Delay 1.2 1.4 1.6 1.8 2.4 ns 

tRD3 FO = 3 Routing Delay 1.4 1.6 1.8 2.1 2.8 ns 

tRD4 FO = 4 Routing Delay 1.7 1.9 2.2 2.5 3.3 ns 

tRD8  FO = 8 Routing Delay 2.8 3.2 3.6 4.2 5.5 ns 

I/O Module Sequential Timing (wrt IOCLK pad)

tINH Input F-F Data Hold 0.0 0.0 0.0 0.0 0.0 ns 

tINSU Input F-F Data Setup 1.8 1.7 2.0 2.3 2.3 ns 

tIDEH Input Data Enable Hold 0.0 0.0 0.0 0.0 0.0 ns 

tIDESU Input Data Enable Setup 5.8 6.5 7.5 8.6 8.6 ns 

tOUTH Output F-F Data hold 0.7 0.8 0.9 1.0 1.0 ns 

tOUTSU Output F-F Data Setup 0.7 0.8 0.9 1.0 1.0 ns 

tODEH Output Data Enable Hold 0.3 0.4 0.4 0.5 0.5 ns 

fODESU Output Data Enable Setup 1.3 1.5 1.7 2.0 2.0 ns

Notes:
1. The –2 and –3 speed grades have been discontinued. Refer to PDN 0104, PDN 0203, PDN 0604, and PDN 1004 at

http://www.microsemi.com/soc/support/notifications/default.aspx#pdn.
2. Routing delays are for typical designs across worst-case operating conditions. These parameters should be used for

estimating device performance. Post-route timing analysis or simulation is required to determine actual worst-case
performance. Post-route timing is based on actual routing delay measurements performed on the device prior to
shipment.
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Accelerator Series FPGAs – ACT 3 Family
A1440A, A14V40A Timing Characteristics (continued) 
Table 2-29 • A1440A, A14V40A Worst-Case Commercial Conditions, VCC = 4.75 V, TJ = 70°C

Dedicated (hardwired) I/O Clock Network –3 Speed1 –2 Speed1 –1 Speed Std. Speed 3.3 V Speed1 Units 

Parameter/Description Min. Max. Min. Max. Min. Max. Min. Max. Min. Max.

tIOCKH Input Low to High (pad to I/O module
input)

2.0 2.3 2.6 3.0 3.5 ns

tIOPWH Minimum Pulse Width High 1.9 2.4 3.3 3.8 4.8 ns

tIPOWL Minimum Pulse Width Low 1.9 2.4 3.3 3.8 4.8 ns

tIOSAPW Minimum Asynchronous Pulse Width 1.9 2.4 3.3 3.8 4.8 ns

tIOCKSW Maximum Skew 0.4 0.4 0.4 0.4 0.4 ns

tIOP Minimum Period 4.0 5.0 6.8 8.0 10.0 ns 

fIOMAX Maximum Frequency 250 200 150 125 100 MHz

Dedicated (hardwired) Array Clock

tHCKH Input Low to High (pad to S-module 
input)

3.0 3.4 3.9 4.5 5.5 ns 

tHCKL Input High to Low (pad to S-module 
input)

3.0 3.4 3.9 4.5 5.5 ns 

tHPWH Minimum Pulse Width High 1.9 2.4 3.3 3.8 4.8 ns 

tHPWL Minimum Pulse Width Low 1.9 2.4 3.3 3.8 4.8 ns 

tHCKSW Delta High to Low, Low Slew 0.3 0.3 0.3 0.3 0.3 ns 

tHP Minimum Period 4.0 5.0 6.8 8.0 10.0 ns

fHMAX Maximum Frequency 250 200 150 125 100 MHz

Routed Array Clock Networks

tRCKH Input Low to High (FO = 64) 3.7 4.1 4.7 5.5 9.0 ns 

tRCKL Input High to Low (FO = 64) 4.0 4.5 5.1 6.0 9.0 ns 

tRPWH Min. Pulse Width High (FO = 64) 3.3 3.8 4.2 4.9 6.5 ns 

tRPWL Min. Pulse Width Low (FO = 64) 3.3 3.8 4.2 4.9 6.5 ns 

tRCKSW Maximum Skew (FO = 128) 0.7 0.8 0.9 1.0 1.0 ns 

tRP Minimum Period (FO = 64) 6.8 8.0 8.7 10.0 13.4 ns 

fRMAX Maximum Frequency (FO = 64) 150 125 115 100 75 MHz 

Clock-to-Clock Skews

tIOHCKSW I/O Clock to H-Clock Skew 0.0 1.7 0.0 1.8 0.0 2.0 0.0 2.2 0.0 3.0 ns 

tIORCKSW I/O Clock to R-Clock Skew (FO = 64)
(FO = 144)

0.0
0.0

1.0
3.0

0.0
0.0

1.0
3.0

0.0
0.0

1.0
3.0

0.0
0.0

1.0
3.0

0.0
0.0

3.0
3.0

ns 

tHRCKSW H-Clock to R-Clock Skew (FO = 64)
(FO = 144)

0.0
0.0

1.0
3.0

0.0
0.0

1.0
3.0

0.0
0.0

1.0
3.0

0.0
0.0

1.0
3.0

0.0
0.0

1.0
3.0

ns 

Notes:
1. The –2 and –3 speed grades have been discontinued. Refer to PDN 0104, PDN 0203, PDN 0604, and PDN 1004 at

http://www.microsemi.com/soc/support/notifications/default.aspx#pdn.
2. Delays based on 35 pF loading.
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Detailed Specifications
A14100A, A14V100A Timing Characteristics
Table 2-34 • A14100A, A14V100A Worst-Case Commercial Conditions, VCC = 4.75 V, TJ = 70°C1

Logic Module Propagation Delays2 –3 Speed3 –2 Speed 3 –1 Speed Std. Speed 3.3 V Speed1 Units 

Parameter/Description Min. Max. Min. Max. Min. Max. Min. Max. Min. Max.

tPD Internal Array Module 2.0 2.3 2.6 3.0 3.9 ns

tCO Sequential Clock to Q 2.0 2.3 2.6 3.0 3.9 ns

tCLR Asynchronous Clear to Q 2.0 2.3 2.6 3.0 3.9 ns

Predicted Routing Delays4 

tRD1 FO = 1 Routing Delay 0.9 1.0 1.1 1.3 1.7 ns 

tRD2 FO = 2 Routing Delay 1.2 1.4 1.6 1.8 2.4 ns 

tRD3 FO = 3 Routing Delay 1.4 1.6 1.8 2.1 2.8 ns 

tRD4 FO = 4 Routing Delay 1.7 1.9 2.2 2.5 3.3 ns 

tRD8 FO = 8 Routing Delay 2.8 3.2 3.6 4.2 5.5 ns 

Logic Module Sequential Timing 

tSUD Flip-Flop Data Input Setup 0.5 0.6 0.8 0.8 0.8 ns 

tHD Flip-Flop Data Input Hold 0.0 0.0 0.5 0.5 0.5 ns 

tSUD Latch Data Input Setup 0.5 0.6 0.8 0.8 0.8 ns 

tHD Latch Data Input Hold 0.0 0.0 0.5 0.5 0.5 ns 

tWASYN Asynchronous Pulse Width 2.4 3.2 3.8 4.8 6.5 ns 

tWCLKA Flip-Flop Clock Pulse Width 2.4 3.2 3.8 4.8 6.5 ns 

tA Flip-Flop Clock Input Period 5.0 6.8 8.0 10.0 13.4 ns 

fMAX Flip-Flop Clock Frequency 200 150  125 100 75 MHz 

Notes:
1. VCC = 3.0 V for 3.3 V specifications.
2. For dual-module macros, use tPD + tRD1 + tPDn + tCO + tRD1 + tPDn or tPD1 + tRD1 + tSUD, whichever is appropriate.
3. The –2 and –3 speed grades have been discontinued. Refer to PDN 0104, PDN 0203, PDN 0604, and PDN 1004 at

http://www.microsemi.com/soc/support/notifications/default.aspx#pdn.
4. Routing delays are for typical designs across worst-case operating conditions. These parameters should be used for

estimating device performance. Post-route timing analysis or simulation is required to determine actual worst-case
performance. Post-route timing is based on actual routing delay measurements performed on the device prior to
shipment.
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Accelerator Series FPGAs – ACT 3 Family
A14100A, A14V100A Timing Characteristics (continued) 
Table 2-35 • A14100A, A14V100A Worst-Case Commercial Conditions, VCC = 4.75 V, TJ = 70°C

I/O Module Input Propagation Delays –3 Speed1 –2 Speed1 –1 Speed Std. Speed 3.3 V Speed1 Units 

Parameter/Description Min. Max. Min. Max. Min. Max. Min. Max. Min. Max.

tINY Input Data Pad to Y 2.8 3.2 3.6 4.2 5.5 ns

tICKY Input Reg IOCLK Pad to Y 4.7 5.3 6.0 7.0 9.2 ns

tOCKY Output Reg IOCLK Pad to Y 4.7 5.3 6.0 7.0 9.2 ns

tICLRY Input Asynchronous Clear to Y 4.7 5.3 6.0 7.0 9.2 ns

tOCLRY Output Asynchronous Clear to Y 4.7 5.3 6.0 7.0 9.2 ns

Predicted Input Routing Delays2

tRD1 FO = 1 Routing Delay 0.9 1.0 1.1 1.3 1.7 ns 

tRD2  FO = 2 Routing Delay 1.2 1.4 1.6 1.8 2.4 ns 

tRD3 FO = 3 Routing Delay 1.4 1.6 1.8 2.1 2.8 ns 

tRD4 FO = 4 Routing Delay 1.7 1.9 2.2 2.5 3.3 ns 

tRD8  FO = 8 Routing Delay 2.8 3.2 3.6 4.2 5.5 ns 

I/O Module Sequential Timing (wrt IOCLK pad)

tINH Input F-F Data Hold 0.0 0.0 0.0 0.0 0.0 ns 

tINSU Input F-F Data Setup 1.2 1.4 1.5 1.8 1.8 ns 

tIDEH Input Data Enable Hold 0.0 0.0 0.0 0.0 0.0 ns 

tIDESU Input Data Enable Setup 5.8 6.5 7.5 8.6 8.6 ns 

tOUTH Output F-F Data hold 0.7 0.8 1.0 1.0 1.0 ns 

tOUTSU Output F-F Data Setup 0.7 0.8 1.0 1.0 1.0 ns 

tODEH Output Data Enable Hold 0.3 0.4 0.5 0.5 0.5 ns 

fODESU Output Data Enable Setup 1.3 1.5 2.0 2.0 2.0 ns

Notes: *
1. The –2 and –3 speed grades have been discontinued. Refer to PDN 0104, PDN 0203, PDN 0604, and PDN 1004 at

http://www.microsemi.com/soc/support/notifications/default.aspx#pdn.
2. Routing delays are for typical designs across worst-case operating conditions. These parameters should be used for

estimating device performance. Post-route timing analysis or simulation is required to determine actual worst-case
performance. Post-route timing is based on actual routing delay measurements performed on the device prior to
shipment.
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Accelerator Series FPGAs – ACT 3 Family
SDO Serial Data Output (Output)
Serial data output for diagnostic probe. SDO is active when the MODE pin is High. This pin functions as
an I/O when the MODE pin is Low.

DCLK Diagnostic Clock (Input)
Clock input for diagnostic probe and device programming. DCLK is active when the MODE pin is HIGH.
This pin functions as an I/O when the MODE pin is LOW.

VCC 5 V Supply Voltage
HIGH supply voltage.
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Package Pin Assignments
TQ176

Note
For Package Manufacturing and Environmental information, visit the Resource Center at
http://www.microsemi.com/soc/products/solutions/package/docs.aspx

Note: This is the top view.
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Accelerator Series FPGAs – ACT 3 Family
Notes:
1. All unlisted pin numbers are user I/Os.
2. NC denotes no connection.
3. MODE should be terminated to GND through a 10K resistor to enable Actionprobe usage; otherwise it can be

terminated directly to GND.

CQ196

Pin Number A1460 Function

1 GND

2 SDI, I/O

11 MODE

12 VCC

13 GND

37 GND

38 VCC

39 VCC

51 GND

52 GND

59 VCC

64 GND

77 HCLK, I/O

79 PRB, I/O

86 GND

94 VCC

98 GND

99 SDO

100 IOPCL, I/O

101 GND

110 VCC

111 VCC

112 GND

137 VCC

138 GND

139 GND

140 VCC

148 IOCLK, I/O

149 GND

155 VCC

162 GND

172 CLKA, I/O

173 CLKB, I/O

174 PRA, I/O

183 GND

189 VCC

193 GND

196 DCLK, I/O

CQ196

Pin Number A1460 Function
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Package Pin Assignments
BG225

Note
For Package Manufacturing and Environmental information, visit the Resource Center at
http://www.microsemi.com/soc/products/solutions/package/docs.aspx

Note: This is the top view.
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Package Pin Assignments
PG175

Note
For Package Manufacturing and Environmental information, visit the Resource Center at
http://www.microsemi.com/soc/products/solutions/package/docs.aspx

Note: This is the top view.
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Accelerator Series FPGAs – ACT 3 Family
Notes:
1. All unlisted pin numbers are user I/Os.
2. NC denotes no connection.
3. MODE should be terminated to GND through a 10K resistor to enable Actionprobe usage; otherwise it can be

terminated directly to GND.
4. The PG175 package has been discontinued.

PG175

A1440 Function Location

CLKA or I/O C9

CLKB or I/O A9

DCLK or I/O D5

GND D4, D8, D11, D12, E4, E14, H4, H12, L4, L12, M4, M8, M12

HCLK or I/O R8

IOCLK or I/O E12

IOPCL or I/O P13

MODE F3

NC A1, A2, A15, B2, B3, P2, P14, R1, R2, R14, R15

PRA or I/O B8

PRB or I/O R7

SDI or I/O D3

SDO N12

VCC C3, C8, C13, E15, H3, H13, L1, L14, N3, N8, N13
Revision 3 3-29



Accelerator Series FPGAs – ACT 3 Family
Notes:
1. All unlisted pin numbers are user I/Os.
2. NC denotes no connection.
3. MODE should be terminated to GND through a 10K resistor to enable Actionprobe usage; otherwise it can be

terminated directly to GND.

PG257

A14100 Function Location

CLKA or I/O L4

CLKB or I/O L5

DCLK or I/O E4

GND B16, C4, D4, D10, D16, E11, J5, K4, K16, L15, R4, T4, T10, T16, T17, X7

HCLK or I/O J16

IOCLK or I/O T5

IOPCL or I/O R16

MODE A5

NC E5

PRA or I/O J1

PRB or I/O J17

SDI or I/O B4

SDO R17

VCC C3, C10, C13, C17, K3, K17, V3, V7, V10, V17, X14
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4 – Datasheet Information

List of Changes
The following table lists critical changes that were made in each version of the datasheet.

Revision Changes Page

Revision 3
(January 2012)

The description for SDO pins had earlier been removed from the datasheet and has
now been included again, in the "Pin Descriptions" section (SAR 35820).

2-21

SDO pin numbers had earlier been removed from package pin assignment tables in
the datasheet, and have now been restored to the pin tables (SAR 35820).

3-1

Revision 2
(September 2011)

The ACT 3 datasheet was formatted newly in the style used for current datasheets.
The same information is present (other than noted in the list of changes for this
revision) but divided into chapters.

N/A

The datasheet was revised to note in multiple places that speed grades –2 and –3
have been discontinued. The following device/package combinations have been
discontinued for all speed grades and temperatures (SAR 33872):
A1415 PG100
A1425 PG133
A1440 PG175
A1460 BG225
Refer to PDN 0104, PDN 0203, PDN 0604, and PDN 1004.

I and 
others

The "Features" section was revised to state the clock-to-ouput time and on-chip
performance for –1 speed grade as 9.0 ns and 186 MHz. The "General Description"
section was revised in accordance (SAR 33872).

I

The maximum performance values were updated in Table 1 • ACT 3 Family Product
Information, and now reflect worst-case commercial for the –1 speed grade (SAR
33872).

I

The "Product Plan" table was updated as follows to conform to current offerings (SAR
33872):
The A1415A device is offered in PL84, PG100, and VQ100 packages for Military
application.
The A1440A device is offered in TQ176 and VQ100 packages for Industrial
application.

III

Table 1-1 • Chip-to-Chip Performance (worst-case commercial) was updated to
include data for all speed grades instead of only –3 (SAR 33872).

1-2

Figure 1-1 • Predictable Performance (worst-case commercial, –1 speed grade) was
revised to reflect values for the –1 speed grade (SAR 33872).

1-1

Figure 2-10 • Timing Model was updated to show data for the –1 speed grade instead
of –3 (SAR 33872).

2-16

Table 2-14 • Logic Module and Routing Delay by Fanout (ns); Worst-Case Commercial
Conditions was updated to include data for all speed grades instead of only –3 (SAR
33872).

2-20

Package names used in the "Package Pin Assignments" section and throughout the
document were revised to match standards given in Package Mechanical Drawings
(SAR 27395).

3-1
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