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Revision History
1.9 Revision 3.0
In revision 3.0 of this document, the Theta B/C columns and FCS325 package was updated. For more 
information, see Table 9, page 10 (SAR 62002).

1.10 Revision 2.0
The following is a summary of the changes in revision 2.0 of this document.

• Table 1, page 4 was updated (SAR 59056).
• Table 7, page 8 temperature and data retention information was updated SAR (61363).
• Storage Operating Table was updated and split into three tables – Table 5, page 7, Table 7, page 8 

(SAR 58725).
• Updated Theta B/C columns and FCS325 package in Table 9, page 10 (SAR 62002). 
• Added 090-FCS325 thermal resistance to Table 9, page 10 (SAR 59384).
• TQ144 package was added to Table 9, page 10 (SAR 57708).
• Added PLL jitter data for the VF400 package (SAR 53162).
• Added Additional Worst Case IDD to Table 11, page 12 and Table 12, page 13 (SAR 59077).
• Table 13, page 13, Table 14, page 13, and Table 15, page 14 were added to verify Inrush currents 

(SAR 56348).
• Table 18, page 19 and Table 21, page 20 – I/O speeds were replaced.
• Max speed was changed in Table 41, page 26 (SAR 57221) and in Table 52, page 29 (SAR 57113).
• Minimum and Maximum DC/AC Input and Output Levels Specification, page 29 and 

Table 49, page 29–Table 57, page 31 were added.
• Added Cload to Table 89, page 39 (SAR 56238).
• Removed "Rs" information in DDR Timing Measurement Table 123, page 47, Table 133, page 49, 

and Table 144, page 52.
• Updated drive programming for M/B-LVDS outputs (SAR 58154).
• Added an inverter bubble to DDR_IN latch in Figure 10, page 70 (SAR 61418).
• QF waveform in Figure 11, page 71 was updated (SAR 59816).
• uSRAM Write Clock minimum values were updated in Table 237, page 86–Table 243, page 93 (SAR 

55236).
• Fixed typo in the 32 kHz Crystal (XTAL) oscillator accuracy data section (SAR 59669).
• The "On-Chip Oscillator" section was split, and the Embedded NVM (eNVM) Characteristics, 

page 104 was added. Table 277, page 107–Table 281, page 109 were revised.(SARs 57898 and 
59669).

• PLL VCP Frequency and conditions were added to Table 282, page 110 (SAR 57416).
• Fixed typo for PLL jitter data in the 100-400 MHz range (SAR 60727).
• Updated FCCC information in Table 282, page 110 and Table 283, page 111 (SAR 60799).
• Device 025 specifications were added to Table 283, page 111 (SAR 51625).
• JTAG Table 284, page 112 was replaced (SAR 51188).
• Flash*Freeze Table 293, page 119 was replaced (SAR 57828).
• Added support for HCSL I/O Standard for SERDES reference clocks in Table 300, page 123 and 

Table 301, page 123 (SAR 50748).
• Tir and Tif parameters were added to Table 303, page 124 (SAR 52203).
• Speed grade consistency was fixed in tables throughout the datasheet (SAR 50722).
• Added jitter attenuation information (SAR 59405).

1.11 Revision 1.0
The following is a summary of the changes in revision 1.0 of this document.

• The IGLOO2 v2 and the SmartFusion2 v5 datasheets are combined into this single product family 
datasheet.
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
1. For flash programming and retention maximum limits, see Table 5, page 7. For recommended operating conditions, see Table 4, 
page 6.

Table 4 • Recommended Operating Conditions

Parameter Symbol Min Typ Max Unit Conditions

Operating junction temperature TJ 0 25 85 °C Commercial

–40 25 100 °C Industrial

Programming junction temperatures1 TJ 0 25 85 °C Commercial

–40 25 100 °C Industrial

DC core supply voltage. 
Must always power this pin.

VDD 1.14 1.2 1.26 V

Power supply for charge pumps 
(for normal operation and 
programming) for the 005, 010, 
025, 050, 060 devices

VPP 2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

Power supply for charge pumps (for 
normal operation and programming) 
for the 090 and 150 devices

VPP 3.15 3.3 3.45 V 3.3 V range

Analog power pad for MDDR PLL MSS_MDDR_PLL_VDDA 2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

Analog power pad for MDDR PLL HPMS_MDDR_PLL_VDDA 2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

Analog power pad for FDDR PLL FDDR_PLL_VDDA 2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

Analog power pad for MDDR PLL PLL0_PLL1_MSS_MDDR_V
DDA

2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

Analog power pad for MDDR PLL PLL0_PLL1_HPMS_MDDR_
VDDA

2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

Analog power pad for PLL0 to PLL5 CCC_XX[01]_PLL_VDDA 2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

High supply voltage for PLL 
SerDes[01]

SERDES_[01]_PLL_VDDA 2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

Analog power for SerDes[01] PLL 
Lane 0 to Lane 3. This is a 2.5 V 
SerDes internal PLL supply.

SERDES_[01]_L[0123]_VD
DAPLL

2.375 2.5 2.625 V

TX/RX analog I/O voltage. Low 
voltage power for the lanes of 
SerDesIF0. This is a 1.2 V SerDes 
PMA supply.

SERDES_[01]_L[0123]_VD
DAIO

1.14 1.2 1.26 V

PCIe/PCS power supply SERDES_[01]_VDD 1.14 1.2 1.26 V

1.2 V DC supply voltage VDDIx 1.14 1.2 1.26 V

1.5 V DC supply voltage VDDIx 1.425 1.5 1.575 V

1.8 V DC supply voltage VDDIx 1.71 1.8 1.89 V

2.5 V DC supply voltage VDDIx 2.375 2.5 2.625 V
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.2.2 Programming Currents
The following tables represent programming, verify and Inrush currents for SmartFusion2 SoC and 
IGLOO2 FPGA devices.  

IDC2 Flash*Freeze 1.4 2.6 3.7 5.1 5.0 5.1 8.9 mA Typical
(TJ = 25 °C)

12.0 20.0 26.6 35.3 35.4 35.7 57.8 mA Commercial
(TJ = 85 °C)

18.5 30.8 41.0 54.5 54.5 55.0 89.0 mA Industrial
(TJ = 100 °C)

Table 12 • SmartFusion2 and IGLOO2 Quiescent Supply Current (VDD = 1.26 V) – Worst-Case Process

Symbol Modes 005 010 025 050 060 090 150 Unit Conditions

IDC1 Non-
Flash*Freeze

43.8 57.0 84.6 132.3 161.4 163.0 242.5 mA Commercial 
(TJ= 85 °C)

65.3 85.7 127.8 200.9 245.4 247.8 369.0 mA Industrial 
(TJ = 100 °C)

IDC2 Flash*Freeze 29.1 45.6 51.7 62.7 69.3 70.0 84.8 mA Commercial 
(TJ = 85 °C)

44.9 70.3 79.7 96.5 106.8 107.8 130.6 mA Industrial
(TJ = 100 °C)

Table 13 • Currents During Program Cycle, 0 °C < = TJ <= 85 °C – Typical Process

Power Supplies Voltage (V) 005 010 025 050 060 090 1501

1. VPP and VPPNVM are internally shorted.

Unit

VDD 1.26 46 53 55 58 30 42 52 mA

VPP 3.46 8 11 6 10 9 12 12 mA

VPPNVM 3.46 1 2 2 3 3 3 mA

VDDI 2.62 31 16 17 1 12 12 81 mA

3.46 62 31 36 1 12 17 84 mA

Number of banks 7 8 8 10 10 9 19

Table 14 • Currents During Verify Cycle, 0 °C <= TJ <= 85 °C – Typical Process

Power Supplies Voltage (V) 005 010 025 050 060 090 1501

1. VPP and VPPNVM are internally shorted.

Unit

VDD 1.26 44 53 55 58 33 41 51 mA

VPP 3.46 6 5 3 15 8 11 12 mA

VPPNVM 3.46 1 0 0 1 1 1 mA

VDDI 2.62 31 16 17 1 12 11 81 mA

3.46 61 32 36 1 12 17 84 mA

Number of banks 7 8 8 10 10 9 19

Table 11 • SmartFusion2 and IGLOO2 Quiescent Supply Current (VDD = 1.2 V) – Typical Process

Symbol Modes 005 010 025 050 060 090 150 Unit Conditions
DS0128 Datasheet Revision 11.0 13



IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.4 Timing Model
This section describes timing model and timing parameters.

Figure 2 • Timing Model 

The following table lists the timing model parameters in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

Table 17 • Timing Model Parameters 

Index Symbol Description –1 Unit For More Information

A TPY Propagation delay of DDR3 receiver 1.605 ns See Table 137, page 50 

B TICLKQ Clock-to-Q of the input data register 0.16 ns See Table 221, page 71 

TISUD Setup time of the input data register 0.357 ns See Table 221, page 71 

C TRCKH Input high delay for global clock 1.53 ns See Table 227, page 78 

TRCKL Input low delay for global clock 0.897 ns See Table 227, page 78 

D TPY Input propagation delay of LVDS 
receiver

2.774 ns See Table 167, page 56 

E TDP Propagation delay of a three-input AND 
gate

0.198 ns See Table 223, page 76 
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.5.8 1.8 V LVCMOS
LVCMOS 1.8 is a general standard for 1.8 V applications and is supported in IGLOO2 FPGAs and 
SmartFusion2 SoC FPGAs in compliance to the JEDEC specification JESD8-7A.

Minimum and Maximum DC/AC Input and Output Levels Specification     

Table 48 • LVCMOS 2.5 V Transmitter Characteristics for MSIOD Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 2.206 2.596 2.678 3.15 2.64 3.106 4.935 5.805 4.74 5.576 ns

4 mA Slow 1.835 2.159 2.242 2.637 2.256 2.654 5.413 6.368 5.15 6.059 ns

6 mA Slow 1.709 2.01 2.132 2.508 2.167 2.549 5.813 6.838 5.499 6.469 ns

8 mA Slow 1.63 1.918 1.958 2.303 2.012 2.367 6.226 7.324 5.816 6.842 ns

12 mA Slow 1.648 1.939 1.86 2.187 1.921 2.259 6.519 7.669 6.027 7.09 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 49 • LVCMOS 1.8 V DC Recommended Operating Conditions

Parameter Symbol Min Typ Max Unit

LVCMOS 1.8 V DC Recommended Operating Conditions

Supply voltage VDDI 1.710 1.8 1.89 V

Table 50 • LVCMOS 1.8 V DC Input Voltage Specification

Parameter Symbol Min Max Unit

DC input logic high (for MSIOD 
and DDRIO I/O banks)

VIH (DC) 0.65 × VDDI 1.89 V

DC input logic high (for MSIO 
I/O bank)

VIH (DC) 0.65 × VDDI 3.45 V

DC input logic low VIL (DC) –0.3 0.35 × VDDI V

Input current high1

1. See Table 24, page 22.

IIH (DC) –

Input current low1 IIL (DC) –

Table 51 • LVCMOS 1.8 V DC Output Voltage Specification

Parameter Symbol Min Max Unit

DC output logic high VOH VDDI – 0.45 V

DC output logic low VOL 0.45 V

Table 52 • LVCMOS 1.8 V Minimum and Maximum AC Switching Speed

Parameter Symbol Max Unit Conditions

Maximum data rate (for DDRIO I/O bank)1

1. Maximum Data Rate applies for Drive Strength 8 mA and above, All Slews.

DMAX 400 Mbps AC loading: 17 pF load, maximum drive/slew

Maximum data rate (for MSIO I/O bank) DMAX 295 Mbps AC loading: 17 pF load, maximum drive/slew

Maximum data rate (for MSIOD I/O bank)1 DMAX 400 Mbps AC loading: 17 pF load, maximum drive/slew
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AC Switching Characteristics 

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 3.0 V 

 2.3.6  Memory Interface and Voltage Referenced I/O Standards
This section describes High-Speed Transceiver Logic (HSTL) memory interface and voltage reference 
I/O standards.

 2.3.6.1 High-Speed Transceiver Logic (HSTL)
The HSTL standard is a general purpose high-speed bus standard sponsored by IBM (EIA/JESD8-6). 
IGLOO2 FPGA and SmartFusion2 SoC FPGA devices support two classes of the 1.5 V HSTL. These 
differential versions of the standard require a differential amplifier input buffer and a push-pull output 
buffer.

Minimum and Maximum DC/AC Input and Output Levels Specification (Applicable to DDRIO Bank 
Only)        

Table 91 • PCI/PCIX AC Switching Characteristics for Receiver for MSIO I/O Bank 
(Input Buffers)

On-Die Termination (ODT)

TPY TPYS

Unit–1 –Std –1 –Std

None 2.229 2.623 2.238 2.633 ns

Table 92 • PCI/PCIX AC switching Characteristics for Transmitter for MSIO I/O Bank (Output 
and Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2.146 2.525 2.043 2.404 2.084 2.452 6.095 7.171 5.558 6.539 ns

Table 93 • HSTL Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 1.425 1.5 1.575 V

Termination voltage VTT 0.698 0.750 0.803 V

Input reference voltage VREF 0.698 0.750 0.803 V

Table 94 • HSTL DC Input Voltage Specification 

Parameter Symbol Min Max Unit

DC input logic high VIH (DC) VREF + 0.1 1.575 V

DC input logic low VIL (DC) –0.3 VREF – 0.1 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)
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AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V       

Table 107 • SSTL2 AC Differential Voltage Specifications 

Parameter Symbol Min Max Unit

AC input differential voltage VDIFF (AC) 0.7 V

AC differential cross point 
voltage

Vx (AC) 0.5 × VDDI – 0.2 0.5 × VDDI + 0.2 V

Table 108 • SSTL2 Minimum and Maximum AC Switching Speeds 

Parameter Symbol Max Unit Conditions

Maximum data rate (for 
DDRIO I/O bank)

DMAX 400 Mbps AC loading: per JEDEC 
specifications

Maximum data rate (for 
MSIO I/O bank)

DMAX 575 Mbps AC loading: 17pF load

Maximum data rate (for 
MSIOD I/O bank)

DMAX 700 Mbps AC loading: 3 pF / 50  
load

510 Mbps AC loading: 17pF load

Table 109 • SSTL2 AC Impedance Specifications 

Parameter Typ Unit Conditions

Supported output driver calibrated 
impedance (for DDRIO I/O bank)

20, 42  Reference resistor = 150 

Table 110 • DDR1/SSTL2 AC Test Parameter Specifications 

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 1.25 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for SSTL2 Class I 
(TDP)

RTT_TEST 50 

Reference resistance for data test path for SSTL2 Class II 
(TDP)

RTT_TEST 25 

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 111 • SSTL2 Receiver Characteristics for DDRIO I/O Bank (Input Buffers)

On-Die 
Termination (ODT)

TPY

Unit–1 –Std

Pseudo differential None 1.549 1.821 ns

True differential None 1.589 1.87 ns
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AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 1.425 V  

Table 136 • SSTL15 AC Test Parameter Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 0.75 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for SSTL15 Class I (TDP) RTT_TEST 50 

Reference resistance for data test path for SSTL15 Class II (TDP) RTT_TEST 25 

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 137 • DDR3/SSTL15 Receiver Characteristics for DDRIO I/O Bank – with Calibration 
Only

On-Die Termination (ODT)

TPY

Unit –1 –Std

Pseudo differential None 1.605 1.888 ns

20 1.616 1.901 ns

30 1.613 1.897 ns

40 1.611 1.895 ns

60 1.609 1.893 ns

120 1.607 1.89 ns

True differential None 1.623 1.91 ns

20 1.637 1.926 ns

30 1.63 1.918 ns

40 1.626 1.914 ns

60 1.622 1.91 ns

120 1.619 1.905 ns

Table 138 • DDR3/SSTL15 Transmitter Characteristics (Output and Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std  –1 –Std –1 –Std –1 –Std –1 –Std

DDR3 Reduced Drive/SSTL15 Class I (for DDRIO I/O Bank)

Single-ended 2.533 2.98 2.522 2.967 2.523 2.968 2.427 2.855 2.428 2.856 ns

Differential 2.555 3.005 3.073 3.615 3.073 3.615 2.416 2.843 2.416 2.843 ns

DDR3 Full Drive/SSTL15 Class II (for DDRIO I/O Bank)

Single-ended 2.53 2.977 2.514 2.958 2.516 2.96 2.422 2.849 2.425 2.852 ns

Differential 2.552 3.002 2.591 3.048 2.59 3.047 2.882 3.391 2.881 3.39 ns
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AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V.  

 2.3.7.3 M-LVDS
M-LVDS specifications extend the existing LVDS standard to high-performance multipoint bus 
applications. Multidrop and multipoint bus configurations may contain any combination of drivers, 
receivers, and transceivers.

Minimum and Maximum Input and Output Levels     

Table 180 • B-LVDS AC Switching Characteristics for Receiver for MSIO I/O 
Bank (Input Buffers)

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.738 3.221 ns

100 2.735 3.218 ns

Table 181 • B-LVDS AC Switching Characteristics for Receiver for MSIOD I/O 
Bank (Input Buffers)

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.495 2.934 ns

100 2.495 2.935 ns

Table 182 • B-LVDS AC Switching Characteristics for Transmitter (for MSIO I/O Bank - Output and 
Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2.258 2.656 2.343 2.756 2.329 2.74 2.12 2.494 2.123 2.497 ns

Table 183 • M-LVDS Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage1

1. Only M-LVDS TYPE I is supported.

VDDI 2.375 2.5 2.625 V

Table 184 • M-LVDS DC Input Voltage Specification 

Parameter Symbol Min Max Unit

DC input voltage VI 0 2.925 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low2 IIL (DC)
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2.3.10.2 Timing Characteristics
The following table lists the combinatorial cell propagation delays in worst commercial-case conditions 
when TJ = 85 °C, VDD = 1.14 V.

2.3.10.3 Sequential Module
IGLOO2 and SmartFusion2 SoC FPGAs offer a separate flip-flop which can be used independently from 
the LUT. The flip-flop can be configured as a register or a latch and has a data input and optional enable, 
synchronous load (clear or preset), and asynchronous load (clear or preset).

Figure 15 • Sequential Module

Table 223 • Combinatorial Cell Propagation Delays

Combinatorial Cell Equation Symbol –1 –Std Unit

INV Y = !A TPD 0.1 0.118 ns

AND2 Y = A · B TPD 0.164 0.193 ns

NAND2 Y = !(A · B) TPD 0.147 0.173 ns

OR2 Y = A + B TPD 0.164 0.193 ns

NOR2 Y = !(A + B) TPD 0.147 0.173 ns

XOR2 Y = A  B TPD 0.164 0.193 ns

XOR3 Y = A  B  C TPD 0.225 0.265 ns

AND3 Y = A · B · C TPD 0.209 0.246 ns

AND4 Y = A · B · C · D TPD 0.287 0.338 ns

SLE

D

EN

ALn

ADn

SLn

SD

LAT

CLK

Q
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Table 245 • JTAG Programming (eNVM Only)

M2S/M2GL
Device Image size Bytes Program Verify Unit

005 137536 39 4 Sec

010 274816 78 9 Sec

025 274816 78 9 Sec

050 278528 84 8 Sec

060 268480 76 8 Sec

090 544496 154 15 Sec

150 544496 155 15 Sec

Table 246 • JTAG Programming (Fabric and eNVM)

M2S/M2GL
Device Image size Bytes Program Verify Unit

005 439296 59 11 Sec

010 842688 107 20 Sec

025 1497408 120 35 Sec

050 2695168 162 59 Sec

060 2686464 158 70 Sec

090 4190208 266 147 Sec

150 6682768 316 231 Sec

Table 247 • 2 Step IAP Programming (Fabric Only)

M2S/M2GL
Device Image size Bytes Authenticate Program Verify Unit

005 302672 4 17 6 Sec

010 568784 7 23 12 Sec

025 1223504 14 33 23 Sec

050 2424832 29 52 40 Sec

060 2418896 39 61 50 Sec

090 3645968 60 84 73 Sec

150 6139184 100 132 120 Sec
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The following table lists the programming times in worst-case conditions when TJ = 100 °C, VDD = 1.14 V. 
External SPI flash part# AT25DF641-s3H is used during this measurement.            

Table 256 • JTAG Programming (Fabric Only)

M2S/M2GL Device
Image size
Bytes Program Verify Unit

005 302672 44 10 Sec

010 568784 50 18 Sec

025 1223504 73 26 Sec

050 2424832 88 54 Sec

060 2418896 99 54 Sec

090 3645968 135 126 Sec

150 6139184 177 193 Sec

Table 257 • JTAG Programming (eNVM Only)

M2S/M2GL Device
Image size
Bytes Program Verify Unit

005 137536 61 4 Sec

010 274816 100 9 Sec

025 274816 100 9 Sec

050 2,78,528 106 8 Sec

060 268480 98 8 Sec

090 544496 176 15 Sec

150 544496 177 15 Sec

Table 258 • JTAG Programming (Fabric and eNVM)

M2S/M2GL Device
Image size
Bytes Program Verify Unit

005 439296 71 11 Sec

010 842688 129 20 Sec

025 1497408 142 35 Sec

050 2695168 184 59 Sec

060 2686464 180 70 Sec

090 4190208 288 147 Sec

150 6682768 338 231 Sec
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Table 265 • Programming Times with 100 kHz, 25 MHz. and 12.5 MHz SPI Clock Rates (Fabric 
Only)

M2S/M2GL Device

Auto Programming Auto Update Programming Recovery

Unit 100 kHz 25 MHz 12.5 MHz

005 69 49 50 Sec

010 99 57 57 Sec

025 150 64 63 Sec

050 551 Not Supported Not Supported Sec

060 313 105 104 Sec

090 449 131 130 Sec

150 730 179 183 Sec

1. Auto programming in 050 device is done through SC_SPI, and SPI CLK is set to 6.25 MHz.

Table 266 • Programming Times with 100 kHz, 25 MHz. and 12.5 MHz SPI Clock Rates (eNVM 
Only)

M2S/M2GL Device

Auto Programming Auto Update Programming Recovery

Unit 100 kHz 25 MHz 12.5 MHz

005 63 70 71 Sec

010 108 109 109 Sec

025 109 107 108 Sec

050 107 Not Supported Not Supported Sec

060 100 108 108 Sec

090 176 184 184 Sec

150 183 183 183 Sec

Table 267 • Programming Times with 100 kHz, 25 MHz. and 12.5 MHz SPI Clock Rates (Fabric and 
eNVM)

M2S/M2GL Device

Auto Programming Auto Update Programming Recovery

Unit 100 kHz 25 MHz 12.5 MHz

005 109 89 88 Sec

010 183 135 135 Sec

025 251 142 143 Sec

050 134 Not Supported Not Supported Sec

060 390 183 180 Sec

090 604 283 282 Sec

150 889 331 332 Sec
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Figure 18 • Power-up to Functional Timing Diagram for IGLOO2

2.3.25 DEVRST_N Characteristics

2.3.26 DEVRST_N to Functional Times
The following table lists the SmartFusion2 DEVRST_N to functional times in worst-case industrial 
conditions when TJ = 100 °C, VDD = 1.14 V. 

Table 290 • DEVRST_N Characteristics for All Devices

Parameter Symbol Max Unit

DEVRST_N ramp rate TRAMPDEVRSTN 1 us

DEVRST_N cycling rate FMAXPDEVRSTN 100 kHz

Table 291 • DEVRST_N to Functional Times for SmartFusion2

Symbol From To Description

Maximum Power-up to Functional Time for 
SmartFusion2 (uS)

005 010 025 050 060 090 150

TPOR2OUT POWER_ON
_RESET_N

Output 
available at 
I/O

Fabric to
output

518 501 527 521 422 419 694

TPOR2MSSRST POWER_ON
_RESET_N

MSS_RESE
T_N_M2F

Fabric to 
MSS

515 497 524 518 417 414 689

TMSSRST2OUT MSS_RESET
_N_M2F

Output 
available at 
I/O

MSS to
output

3.5 3.5 3.5 3.3 4.8 4.8 4.8

TDEVRST2OUT DEVRST_N Output 
available at 
I/O

VDD at its 
minimum 
threshold 
level to
output

706 768 715 691 641 635 871
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2.3.28 DDR Memory Interface Characteristics
The following table lists the DDR memory interface characteristics in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

2.3.29 SFP Transceiver Characteristics
IGLOO2 and SmartFusion2 SerDes complies with small form-factor pluggable (SFP) requirements as 
specified in SFP INF-80741. The following table provides the electrical characteristics.

The following table lists the SFP transceiver electrical characteristics in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

Exit time with 
respect to the 
fabric PLL lock1

TFF_EXIT 1.5 1.5 1.5
ms

eNVM and MSS/HPMS PLL = 
ON during F*F

1.5 1.5 1.5
ms

eNVM and MSS/HPMS PLL = 
OFF during F*F and both are 
turned back on at exit

Exit time with 
respect to the 
fabric buffer 
output

TFF_EXIT 21 15 21
μs

eNVM and MSS/HPMS PLL = 
ON during F*F

65 55 65
μs

eNVM and MSS/HPMS PLL = 
OFF during F*F and both are 
turned back on at exit

1. PLL Lock Delay set to 1024 cycles (default).

Table 294 • DDR Memory Interface Characteristics

Standard

Supported Data Rate

UnitMin Max

DDR3 667 667 Mbps

DDR2 667 667 Mbps

LPDDR 50 400 Mbps

Table 295 • SFP Transceiver Electrical Characteristics

Pin Direction

Differential Peak-Peak Voltage

UnitMin Max

RD+/-1

1. Based on default SerDes transmitter settings for PCIe Gen1. Lower amplitudes are 
available through programming changes to TX_AMP setting.

Output 1600 2400 mV

TD+/-2

2. Based on Input Voltage Common-Mode (VICM) = 0 V. Requires AC Coupling.

Input 350 2400 mV

Table 293 • Flash*Freeze Entry and Exit Times (continued)

Parameter Symbol

Entry/Exit Timing
FCLK = 100MHz

Entry/Exit 
Timing
FCLK = 3 MHz

Unit Conditions

005, 010, 025, 
060, 090, and 
150 050 All Devices
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The following table lists the SerDes reference clock AC specifications in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.  

2.3.31 SmartFusion2 Specifications

2.3.31.1 MSS Clock Frequency
The following table lists the maximum frequency for MSS main clock in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

Table 299 • SerDes Reference Clock AC Specifications

Parameter Symbol Min Max Unit

Reference clock frequency FREFCLK 100 160 MHz

Reference clock rise time TRISE 0.6  4 V/ns

Reference clock fall time TFALL  0.6  4 V/ns

Reference clock duty cycle TCYC  40  60 %

Reference clock mismatch MMREFCLK  –300  300 ppm

Reference spread spectrum clock SSCref  0 5000 ppm

Table 300 • HCSL Minimum and Maximum DC Input Levels (Applicable to SerDes REFCLK Only)

Parameter Symbol Min Typ Max Unit

Recommended DC Operating Conditions

Supply voltage VDDI 2.375 2.5 2.625 V

HCSL DC Input Voltage Specification

DC Input voltage VI 0 2.625 V

HCSL Differential Voltage Specification

Input common mode voltage VICM 0.05 2.4  V 

Input differential voltage VIDIFF 100 1100  mV 

Table 301 • HCSL Minimum and Maximum AC Switching Speeds (Applicable to SerDes REFCLK 
Only)

Parameter Symbol Min Typ Max Unit

HCSL AC Specifications

Maximum data rate (for MSIO I/O bank) FMAX 350 Mbps

HCSL Impedance Specifications

Termination resistance Rt 100 

Table 302 • Maximum Frequency for MSS Main Clock 

Symbol Description –1 –Std Unit

M3_CLK Maximum frequency for the MSS main clock 166 142 MHz
DS0128 Datasheet Revision 11.0 123



IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.31.2 SmartFusion2 Inter-Integrated Circuit (I2C) Characteristics
This section describes the DC and switching of the IC interface. Unless otherwise noted, all output 
characteristics given are for a 100 pF load on the pins. For timing parameter definitions, see Figure 21, 
page 125.

The following table lists the I2C characteristics in worst-case industrial conditions when TJ = 100 °C, 
VDD = 1.14 V

Table 303 • I2C Characteristics

Parameter Symbol Min Typ Max Unit Conditions

Input low voltage VIL –0.3 0.8 V See Single-Ended I/O Standards, 
page 24 for more information. I/O 
standard used for illustration: MSIO 
bank–LVTTL 8 mA low drive.

Input high voltage VIH 2 3.45 V See Single-Ended I/O Standards, 
page 24 for more information. I/O 
standard used for illustration: MSIO 
bank–LVTTL 8 mA low drive.

Hysteresis of schmitt 
triggered inputs for VDDI > 
2 V

VHYS 0.05 × VDDI V See Table 28, page 23 for more 
information.

Input current high IIL 10 µA See Single-Ended I/O Standards, 
page 24 for more information.

Input current low IIH 10 µA See Single-Ended I/O Standards, 
page 24 for more information.

Input rise time Tir 1000 ns Standard mode

300 ns Fast mode

Input fall time Tif 300 ns Standard mode

300 ns Fast mode

Maximum output voltage 
low (open drain) at 3 mA 
sink current for VDDI > 2 V

VOL 0.4 V See Single-Ended I/O Standards, 
page 24 for more information. I/O 
standard used for illustration: MSIO 
bank–LVTTL 8 mA low drive.

Pin capacitance Cin 10 pF VIN = 0, f = 1.0 MHz

Output fall time from 
VIHMin to VILMax1

tOF
1 21.04 ns VIHmin to VILMax, CLOAD = 400 pF

5.556 ns VIHmin to VILMax, CLOAD = 100 pF

Output rise time from 
VILMax to VIHMin1

tOR 
1 19.887 ns VILMax to VIHmin, CLOAD = 400 pF

5.218 ns VILMax to VIHmin, CLOAD = 100 pF

Output buffer maximum 
pull-down resistance2, 3

Rpull-up
2,3 50 

Output buffer maximum 
pull-up resistance2, 4 

Rpull-down
2,4 131.25 
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2.3.34 MMUART Characteristics
The following table lists the MMUART characteristics in worst-case industrial conditions when 
TJ = 100 °C, VDD = 1.14 V.

2.3.35 IGLOO2 Specifications

2.3.35.1 HPMS Clock Frequency
The following table lists the maximum frequency for HPMS main clock in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

2.3.35.2 IGLOO2 Serial Peripheral Interface (SPI) Characteristics
This section describes the DC and switching of the SPI interface. Unless otherwise noted, all output 
characteristics given are for a 35 pF load on the pins and all sequential timing characteristics are related 
to SPI_0_CLK. For timing parameter definitions, see Figure 23, page 131.

The following table lists the SPI characteristics in worst-case industrial conditions when TJ = 100 °C, 
VDD = 1.14 V.

Table 308 • MMUART Characteristics

Parameter Description –1 –Std Unit

FMMUART_REF_CLK Internally sourced MMUART 
reference clock frequency.

166 142 MHz

BAUDMMUARTTx Maximum transmit baud rate 10.375 8.875 Mbps

BAUDMMUARTRx Maximum receive baud rate 10.375 8.875 Mbps

Table 309 • Maximum Frequency for HPMS Main Clock

Symbol Description –1 –Std Unit

HPMS_CLK Maximum frequency for the HPMS main clock 166 142 MHz

Table 310 • SPI Characteristics for All Devices

Symbol Description Min Typ Max Unit Conditions

SPIFMAX Maximum operating 
frequency of SPI interface

20 MHz

sp1 SPI_[0|1]_CLK minimum period 

SPI_[0|1]_CLK = PCLK/2 12 ns

SPI_[0|1]_CLK = PCLK/4 24.1 ns

SPI_[0|1]_CLK = PCLK/8 48.2 ns

SPI_[0|1]_CLK = PCLK/16 0.1 µs

SPI_[0|1]_CLK = PCLK/32 0.19 µs

SPI_[0|1]_CLK = PCLK/64 0.39 µs

SPI_[0|1]_CLK = PCLK/128 0.77 µs
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