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IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.2 Power Consumption
The following sections describe the power consumptions of the devices.

2.3.2.1 Quiescent Supply Current    

Table 10 • Quiescent Supply Current Characteristics

Power Supplies/Blocks

Modes and Configurations

Non-Flash*Freeze Flash*Freeze

FPGA Core On Off

VDD/SERDES_[01]_VDD1

1. SERDES_[01]_VDD Power Supply is shorted to VDD.

On On

VPP/VPPNVM On On

HPMS_MDDR_PLL_VDDA/FDDR_PLL_VDDA/ 
CCC_XX[01]_PLL_VDDA/PLL0_PLL1_HPMS_MDDR_VDD
A

0 V 0 V

SERDES_[01]_PLL_VDDA2

2. SerDes and DDR blocks to be unused.

0 V 0 V

SERDES_[01]_L[0123]_VDDAPLL/VDD_2V52 On On

SERDES_[01]_L[0123]_VDDAIIO2 On On

VDDIx
3, 4

3. VDDIx has been set to ON for test conditions as described. Banks on the east side should always be powered with 
the appropriate VDDI bank supplies. For details on bank power supplies, see “Recommendation for Unused Bank 
Supplies” table in the AC393: SmartFusion2 and IGLOO2 Board Design Guidelines Application Note.

4. No Differential (that is to say, LVDS) I/Os or ODT attributes to be used.

On On

VREFx On On

MSSDDR CLK 32 kHz 32 kHz

RAM On Sleep state

System controller 50 MHz 50 MHz

50 MHz oscillator (enable/disable) Enable Disabled

1 MHz oscillator (enable/disable) Disabled Disabled

Crystal oscillator (enable/disable) Disabled Disabled

Table 11 • SmartFusion2 and IGLOO2 Quiescent Supply Current (VDD = 1.2 V) – Typical Process

Symbol Modes 005 010 025 050 060 090 150 Unit Conditions

IDC1 Non-
Flash*Freeze

6.2 6.9 8.9 13.1 15.3 15.4 27.5 mA Typical 
(TJ = 25 °C)

24.0 28.4 40.6 67.8 80.6 81.4 144.7 mA Commercial 
(TJ = 85 °C)

35.2 41.9 60.5 102.1 121.4 122.6 219.1 mA Industrial 
(TJ = 100 °C)
DS0128 Datasheet Revision 11.0 12
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.2.2 Programming Currents
The following tables represent programming, verify and Inrush currents for SmartFusion2 SoC and 
IGLOO2 FPGA devices.  

IDC2 Flash*Freeze 1.4 2.6 3.7 5.1 5.0 5.1 8.9 mA Typical
(TJ = 25 °C)

12.0 20.0 26.6 35.3 35.4 35.7 57.8 mA Commercial
(TJ = 85 °C)

18.5 30.8 41.0 54.5 54.5 55.0 89.0 mA Industrial
(TJ = 100 °C)

Table 12 • SmartFusion2 and IGLOO2 Quiescent Supply Current (VDD = 1.26 V) – Worst-Case Process

Symbol Modes 005 010 025 050 060 090 150 Unit Conditions

IDC1 Non-
Flash*Freeze

43.8 57.0 84.6 132.3 161.4 163.0 242.5 mA Commercial 
(TJ= 85 °C)

65.3 85.7 127.8 200.9 245.4 247.8 369.0 mA Industrial 
(TJ = 100 °C)

IDC2 Flash*Freeze 29.1 45.6 51.7 62.7 69.3 70.0 84.8 mA Commercial 
(TJ = 85 °C)

44.9 70.3 79.7 96.5 106.8 107.8 130.6 mA Industrial
(TJ = 100 °C)

Table 13 • Currents During Program Cycle, 0 °C < = TJ <= 85 °C – Typical Process

Power Supplies Voltage (V) 005 010 025 050 060 090 1501

1. VPP and VPPNVM are internally shorted.

Unit

VDD 1.26 46 53 55 58 30 42 52 mA

VPP 3.46 8 11 6 10 9 12 12 mA

VPPNVM 3.46 1 2 2 3 3 3 mA

VDDI 2.62 31 16 17 1 12 12 81 mA

3.46 62 31 36 1 12 17 84 mA

Number of banks 7 8 8 10 10 9 19

Table 14 • Currents During Verify Cycle, 0 °C <= TJ <= 85 °C – Typical Process

Power Supplies Voltage (V) 005 010 025 050 060 090 1501

1. VPP and VPPNVM are internally shorted.

Unit

VDD 1.26 44 53 55 58 33 41 51 mA

VPP 3.46 6 5 3 15 8 11 12 mA

VPPNVM 3.46 1 0 0 1 1 1 mA

VDDI 2.62 31 16 17 1 12 11 81 mA

3.46 61 32 36 1 12 17 84 mA

Number of banks 7 8 8 10 10 9 19

Table 11 • SmartFusion2 and IGLOO2 Quiescent Supply Current (VDD = 1.2 V) – Typical Process

Symbol Modes 005 010 025 050 060 090 150 Unit Conditions
DS0128 Datasheet Revision 11.0 13



IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.4 Timing Model
This section describes timing model and timing parameters.

Figure 2 • Timing Model 

The following table lists the timing model parameters in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

Table 17 • Timing Model Parameters 

Index Symbol Description –1 Unit For More Information

A TPY Propagation delay of DDR3 receiver 1.605 ns See Table 137, page 50 

B TICLKQ Clock-to-Q of the input data register 0.16 ns See Table 221, page 71 

TISUD Setup time of the input data register 0.357 ns See Table 221, page 71 

C TRCKH Input high delay for global clock 1.53 ns See Table 227, page 78 

TRCKL Input low delay for global clock 0.897 ns See Table 227, page 78 

D TPY Input propagation delay of LVDS 
receiver

2.774 ns See Table 167, page 56 

E TDP Propagation delay of a three-input AND 
gate

0.198 ns See Table 223, page 76 
DS0128 Datasheet Revision 11.0 15



IGLOO2 FPGA and SmartFusion2 SoC FPGA
Table 22 • Maximum Frequency Summary Table for Voltage-Referenced I/O in Worst-
Case Industrial Conditions

I/O MSIO MSIOD DDRIO Unit

LPDDR 200 MHz

HSTL1.5 V 200 MHz

SSTL 2.5 V 255 350 200 MHz

SSTL 1.8 V 334 MHz

SSTL 1.5 V 334 MHz

Table 23 • Maximum Frequency Summary Table for Differential I/O in Worst-Case 
Industrial Conditions

I/O MSIO MSIOD Unit

LVPECL (input only) 450 MHz

LVDS 3.3 V 267.5 MHz

LVDS 2.5 V 267.5 350 MHz

RSDS 260 350 MHz

BLVDS 250 MHz

MLVDS 250 MHz

Mini-LVDS 260 350 MHz
DS0128 Datasheet Revision 11.0 21



IGLOO2 FPGA and SmartFusion2 SoC FPGA
Note: For a detailed I/V curve, use the corresponding IBIS models: 
www.microsemi.com/soc/download/ibis/default.aspx.

AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 3.0 V

Table 34 • LVTTL/LVCMOS 3.3 V AC Test Parameter Specifications (Applicable to MSIO I/O 
Bank Only)

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 1.4 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 35 • LVTTL/LVCMOS 3.3 V Transmitter Drive Strength Specifications for MSIO I/O Bank

Output Drive Selection
VOH 
(V)

VOL 
(V)

IOH (at VOH) 
mA

IOL (at VOL) 
mA

2 mA VDDI – 0.4 0.4 2 2

4 mA VDDI – 0.4 0.4 4 4

8 mA VDDI – 0.4 0.4 8 8

12 mA VDDI – 0.4 0.4 12 12

16 mA VDDI – 0.4 0.4 16 16

20 mA VDDI – 0.4 0.4 20 20

Table 36 • LVTTL/LVCMOS 3.3 V Receiver Characteristics for MSIO I/O Bank (Input 
Buffers)

On-Die Termination 
(ODT)

TPY TPYS

Unit–1 –Std –1 –Std

None 2.262 2.663 2.289 2.695 ns

Table 37 • LVTTL/LVCMOS 3.3 V Transmitter Characteristics for MSIO I/O Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

TLZ
1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 3.192 3.755 3.47 4.083 2.969 3.494 1.856 2.183 3.337 3.926 ns

4 mA Slow 2.331 2.742 2.673 3.145 2.526 2.973 3.034 3.569 4.451 5.236 ns

8 mA Slow 2.135 2.511 2.33 2.741 2.297 2.703 4.532 5.331 4.825 5.676 ns

12 mA Slow 2.052 2.414 2.107 2.479 2.162 2.544 5.75 6.764 5.445 6.406 ns

16 mA Slow 2.062 2.425 2.072 2.438 2.145 2.525 5.993 7.05 5.625 6.618 ns

20 mA Slow 2.148 2.527 1.999 2.353 2.088 2.458 6.262 7.367 5.876 6.913 ns
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.5.7 2.5 V LVCMOS 
LVCMOS 2.5 V is a general standard for 2.5 V applications and is supported in IGLOO2 FPGA and 
SmartFusion2 SoC FPGAs that are in compliance with the JEDEC specification JESD8-5A.

Minimum and Maximum DC/AC Input and Output Levels Specification     

Table 38 • LVCMOS 2.5 V DC Recommended DC Operating Conditions

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 2.375 2.5 2.625 V

Table 39 • LVCMOS 2.5 V DC Input Voltage Specification

Parameter Symbol Min Max Unit

DC input logic high (for MSIOD 
and DDRIO I/O banks)

VIH (DC) 1.7 2.625 V

DC input logic high (for MSIO I/O 
bank)

VIH (DC) 1.7 3.45 V

DC input logic low VIL (DC) –0.3 0.7 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 40 • LVCMOS 2.5 V DC Output Voltage Specification

Parameter Symbol Min Max Unit

DC output logic high VOH
1

1. The VOH/VOL test points selected ensure compliance with LVCMOS 2.5 V JEDEC8-5A requirements.

VDDI – 0.4 – V

DC output logic low VOL
2 0.4 V

Table 41 • LVCMOS 2.5 V AC Minimum and Maximum Switching Speed

Parameter Symbol Max Unit Conditions

Maximum data rate (for DDRIO I/O bank) DMAX 400 Mbps AC loading: 17 pF load,
maximum drive/slew

Maximum data rate (for MSIO I/O bank) DMAX 410 Mbps AC loading: 17 pF load, 
maximum drive/slew

Maximum data rate (for MSIOD I/O bank) DMAX 420 Mbps AC loading: 17 pF load, 
maximum drive/slew

Table 42 • LVCMOS 2.5 V AC Calibrated Impedance Option

Parameter Symbol Typ Unit

Supported output driver calibrated impedance (for 
DDRIO I/O bank)

Rodt_cal 75, 60, 50, 33, 
25, 20
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
Note: For board design considerations, output slew rates extraction, detailed output buffer resistances, and I/V 
Curve, use the corresponding IBIS models located at: 
www.microsemi.com/soc/download/ibis/default.aspx.

AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V    

Table 43 • LVCMOS 2.5 V AC Test Parameter Specifications

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 1.2 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 44 • LVCMOS 2.5 V Transmitter Drive Strength Specifications

Output Drive Selection VOH (V) VOL (V) IOH (at VOH) mA IOL (at VOL) mA

MSIO I/O 
Bank

MSIOD I/O 
Bank

DDRIO I/O Bank 
(With Software Default 
Fixed Code) Min Max

2 mA 2 mA 2 mA VDDI – 0.4 0.4 2 2

4 mA 4 mA 4 mA VDDI – 0.4 0.4 4 4

6 mA 6 mA 6 mA VDDI – 0.4 0.4 6 6

8 mA 8 mA 8 mA VDDI – 0.4 0.4 8 8

12 mA 12 mA 12 mA VDDI – 0.4 0.4 12 12

16 mA 16 mA VDDI – 0.4 0.4 16 16

Table 45 • LVCMOS 2.5 V Receiver Characteristics (Input Buffers)

On-Die Termination 
(ODT)

TPY TPYS

Unit–1 –Std –1 –Std

LVCMOS 2.5 V (for DDRIO I/O bank) None 1.823 2.145 1.932 2.274 ns

LVCMOS 2.5 V (for MSIO I/O bank) None 2.486 2.925 2.495 2.935 ns

LVCMOS 2.5 V (for MSIOD I/O bank) None 2.29 2.694 2.305 2.712 ns

Table 46 • LVCMOS 2.5 V Transmitter Characteristics for DDRIO Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 3.657 4.302 3.393 3.991 3.675 4.323 3.894 4.582 3.552 4.18 ns

Medium 3.374 3.97 3.139 3.693 3.396 3.995 3.635 4.277 3.253 3.828 ns

Medium fast 3.239 3.811 3.036 3.572 3.261 3.836 3.519 4.141 3.128 3.681 ns

Fast 3.224 3.793 3.029 3.563 3.246 3.818 3.512 4.132 3.119 3.67 ns
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 2.3.5.9 1.5 V LVCMOS
LVCMOS 1.5 is a general standard for 1.5 V applications and is supported in IGLOO2 FPGAs and 
SmartFusion2 SoC FPGAs in compliance to the JEDEC specification JESD8-11A.

Minimum and Maximum DC/AC Input and Output Levels Specification      

Table 58 • LVCMOS 1.8 V Transmitter Characteristics for MSIO I/O Bank

Output Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 3.441 4.047 4.165 4.9 4.413 5.192 4.891 5.755 5.138 6.044 ns

4 mA Slow 3.218 3.786 3.642 4.284 3.941 4.636 5.665 6.665 5.568 6.551 ns

6 mA Slow 3.141 3.694 3.501 4.118 3.823 4.498 6.587 7.75 6.032 7.096 ns

8 mA Slow 3.165 3.723 3.319 3.904 3.654 4.298 6.898 8.115 6.216 7.313 ns

10 mA Slow 3.202 3.767 3.278 3.857 3.616 4.254 7.25 8.529 6.435 7.571 ns

12 mA Slow 3.277 3.855 3.175 3.736 3.519 4.139 7.392 8.697 6.538 7.692 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 59 • LVCMOS 1.8 V Transmitter Characteristics for MSIOD I/O Bank

Output Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 2.725 3.206 3.316 3.901 3.484 4.099 5.204 6.123 4.997 5.88 ns

4 mA Slow 2.242 2.638 2.777 3.267 2.947 3.466 5.729 6.74 5.448 6.41 ns

6 mA Slow 1.995 2.347 2.466 2.901 2.63 3.094 6.372 7.496 5.987 7.043 ns

8 mA Slow 2.001 2.354 2.44 2.87 2.6 3.058 6.633 7.804 6.193 7.286 ns

10 mA Slow 2.025 2.382 2.312 2.719 2.47 2.906 6.94 8.165 6.412 7.544 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 60 • LVCMOS 1.5 V DC Recommended Operating Conditions

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 1.425 1.5 1.575 V

Table 61 • LVCMOS 1.5 V DC Input Voltage Specification

Parameter Symbol Min Max Unit

DC input logic high for (MSIOD and DDRIO 
I/O banks)

VIH (DC) 0.65 × VDDI 1.575 V

DC input logic high (for MSIO I/O bank) VIH (DC) 0.65 × VDDI 3.45 V

DC input logic low VIL (DC) –0.3 0.35 × VDDI V

Input current high1

1. See Table 24, page 22.

IIH (DC) –

Input current low1 IIL (DC –
DS0128 Datasheet Revision 11.0 32



IGLOO2 FPGA and SmartFusion2 SoC FPGA
AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 1.71 V

Table 122 • SSTL18 DC Differential Voltage Specification 

Parameter Symbol Min Unit

DC input differential voltage VID (DC) 0.3 V

Table 123 • SSTL18 AC Differential Voltage Specifications (Applicable to DDRIO Bank Only) 

Parameter Symbol Min Max Unit

AC input differential 
voltage

VDIFF (AC) 0.5 V

AC differential cross 
point voltage

Vx (AC) 0.5 × VDDI – 0.175 0.5 × VDDI + 0.175 V

Table 124 • SSTL18 Minimum and Maximum AC Switching Speed (Applicable to DDRIO Bank 
Only)

Parameter Symbol Max Unit Conditions

Maximum data rate 
(for DDRIO I/O bank)

DMAX 667 Mbps AC loading: per JEDEC specification

Table 125 • SSTL18 AC Impedance Specifications (Applicable to DDRIO Bank Only) 

Parameter Symbol Typ Unit Conditions

Supported output driver calibrated 
impedance (for DDRIO I/O bank)

RREF 20, 42  Reference resistor = 150 

Effective impedance value (ODT) RTT 50, 75, 150  Reference resistor = 150 

Table 126 • SSTL18 AC Test Parameter Specifications (Applicable to DDRIO Bank Only) 

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 0.9 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for SSTL18 Class I (TDP) RTT_TEST 50 

Reference resistance for data test path for SSTL18 Class II (TDP) RTT_TEST 25 

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 127 • DDR2/SSTL18 Receiver Characteristics for DDRIO I/O Bank with Fixed Code

On-Die Termination (ODT)

TPY

Unit–1 –Std

Pseudo differential None 1.567 1.844 ns

True differential None 1.588 1.869 ns
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 2.3.6.5 Stub-Series Terminated Logic 1.5 V (SSTL15)
SSTL15 Class I and Class II are supported in IGLOO2 FPGAs and SmartFusion2 SoC FPGAs, and also 
comply with the reduced and full drive double data rate (DDR3) standard. IGLOO2 FPGA and 
SmartFusion2 SoC FPGA I/Os supports both standards for single-ended signaling and differential 
signaling for SSTL18. This standard requires a differential amplifier input buffer and a push-pull output 
buffer.

Minimum and Maximum DC/AC Input and Output Levels Specification

The following table lists the SSTL15 DC voltage specifications for DDRIO bank.    

Table 128 • DDR2/SSTL18 Transmitter Characteristics (Output and Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

SSTL18 Class I (for DDRIO I/O Bank)

Single-ended 2.383 2.804 2.23 2.623 2.229 2.622 2.202 2.591 2.201 2.59 ns

Differential 2.413 2.84 2.797 3.29 2.797 3.29 2.282 2.685 2.282 2.685 ns

SSTL18 Class II (for DDRIO I/O Bank)

Single-ended 2.281 2.683 2.196 2.584 2.195 2.583 2.171 2.555 2.17 2.554 ns

Differential 2.315 2.724 2.698 3.173 2.698 3.173 2.242 2.639 2.242 2.639 ns

Table 129 • SSTL15 DC Recommended DC Operating Conditions (for DDRIO I/O Bank Only)

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 1.425 1.5 1.575 V

Termination voltage VTT 0.698 0.750 0.803 V

Input reference voltage VREF 0.698 0.750 0.803 V

Table 130 • SSTL15 DC Input Voltage Specification (for DDRIO I/O Bank Only)

Parameter Symbol Min Max Unit

DC input logic high VIH(DC) VREF + 0.1 1.575 V

DC input logic low VIL(DC) –0.3 VREF – 0.1 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)
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AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 1.425 V  

Table 136 • SSTL15 AC Test Parameter Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 0.75 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for SSTL15 Class I (TDP) RTT_TEST 50 

Reference resistance for data test path for SSTL15 Class II (TDP) RTT_TEST 25 

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 137 • DDR3/SSTL15 Receiver Characteristics for DDRIO I/O Bank – with Calibration 
Only

On-Die Termination (ODT)

TPY

Unit –1 –Std

Pseudo differential None 1.605 1.888 ns

20 1.616 1.901 ns

30 1.613 1.897 ns

40 1.611 1.895 ns

60 1.609 1.893 ns

120 1.607 1.89 ns

True differential None 1.623 1.91 ns

20 1.637 1.926 ns

30 1.63 1.918 ns

40 1.626 1.914 ns

60 1.622 1.91 ns

120 1.619 1.905 ns

Table 138 • DDR3/SSTL15 Transmitter Characteristics (Output and Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std  –1 –Std –1 –Std –1 –Std –1 –Std

DDR3 Reduced Drive/SSTL15 Class I (for DDRIO I/O Bank)

Single-ended 2.533 2.98 2.522 2.967 2.523 2.968 2.427 2.855 2.428 2.856 ns

Differential 2.555 3.005 3.073 3.615 3.073 3.615 2.416 2.843 2.416 2.843 ns

DDR3 Full Drive/SSTL15 Class II (for DDRIO I/O Bank)

Single-ended 2.53 2.977 2.514 2.958 2.516 2.96 2.422 2.849 2.425 2.852 ns

Differential 2.552 3.002 2.591 3.048 2.59 3.047 2.882 3.391 2.881 3.39 ns
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 2.3.7.2 B-LVDS
Bus LVDS (B-LVDS) specifications extend the existing LVDS standard to high-performance multipoint 
bus applications. Multidrop and multipoint bus configurations may contain any combination of drivers, 
receivers, and transceivers. 

Minimum and Maximum DC/AC Input and Output Levels Specification     

Table 173 • B-LVDS Recommended DC Operating Conditions

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 2.375 2.5 2.625 V

Table 174 • B-LVDS DC Input Voltage Specification

Parameter Symbol Min Max Unit

DC input voltage VI 0 2.925 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC) 

Table 175 • B-LVDS DC Output Voltage Specification (for MSIO I/O Bank Only)

Parameter Symbol Min Typ Max Unit

DC output logic high VOH 1.25 1.425 1.6 V

DC output logic low VOL 0.9 1.075 1.25 V

Table 176 • B-LVDS DC Differential Voltage Specification

Parameter Symbol Min Max Unit

Differential output voltage swing (for MSIO I/O bank only) VOD 65 460  mV

Output common mode voltage (for MSIO I/O bank only) VOCM 1.1 1.5  V 

Input common mode voltage VICM 0.05 2.4 V

Input differential voltage VID 0.1 VDDI  V 

Table 177 • B-LVDS Minimum and Maximum AC Switching Speed 

Parameter Symbol Max Unit Conditions

Maximum data rate (for MSIO I/O bank) DMAX 500 Mbps AC loading: 2 pF / 100  differential load

Table 178 • B-LVDS AC Impedance Specifications 

Parameter Symbol Typ Unit

Termination resistance RT 27 

Table 179 • B-LVDS AC Test Parameter Specifications 

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP Cross point V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF
DS0128 Datasheet Revision 11.0 58



IGLOO2 FPGA and SmartFusion2 SoC FPGA
AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V. 

Table 198 • Mini-LVDS AC Impedance Specifications 

Parameter Symbol Typ Unit

Termination resistance RT 100 

Table 199 • Mini-LVDS AC Test Parameter Specifications 

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP Cross point V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Table 200 • Mini-LVDS AC Switching Characteristics for Receiver (for MSIO I/O 
Bank - Input Buffers) 

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.855 3.359 ns

100 2.85 3.353 ns

None 2.602 3.061 ns

100 2.597 3.055 ns

Table 201 • Mini-LVDS AC Switching Characteristics for Transmitter for MSIO I/O Bank (Output 
and Tristate Buffers)

TDP TZL TZH THZ TLZ Unit

–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2.097 2.467 2.308 2.715 2.296 2.701 1.964 2.31 1.949 2.293 ns

Table 202 • Mini-LVDS AC Switching Characteristics for Transmitter (for MSIOD I/O Bank - Output and 
Tristate Buffers)

TDP TZL TZH THZ TLZ Unit

–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

No pre-emphasis 1.614 1.899 1.562 1.837 1.553 1.826 1.593 1.874 1.578 1.856 ns

Min pre-emphasis 1.604 1.887 1.745 2.053 1.731 2.036 1.892 2.225 1.861 2.189 ns

Med pre-emphasis 1.521 1.79 1.753 2.062 1.737 2.043 1.9 2.235 1.868 2.197 ns

Max pre-emphasis 1.492 1.754 1.762 2.073 1.745 2.052 1.91 2.247 1.876 2.206 ns
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2.3.12.2 FPGA Fabric Micro SRAM (µSRAM)
The following table lists the µSRAM in 64 × 18 mode in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

Table 237 • µSRAM (RAM64x18) in 64 × 18 Mode

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Read clock period TCY 4 4 ns

Read clock minimum pulse width high TCLKMPWH 1.8 1.8 ns

Read clock minimum pulse width low TCLKMPWL 1.8 1.8 ns

Read pipeline clock period TPLCY 4 4 ns

Read pipeline clock minimum pulse width high TPLCLKMPWH 1.8 1.8 ns

Read pipeline clock minimum pulse width low TPLCLKMPWL 1.8 1.8 ns

Read access time with pipeline register
TCLK2Q

0.266 0.313 ns

Read access time without pipeline register 1.677 1.973 ns

Read address setup time in synchronous mode 
TADDRSU

0.301 0.354 ns

Read address setup time in asynchronous mode 1.856 2.184 ns

Read address hold time in synchronous mode 
TADDRHD

0.091 0.107 ns

Read address hold time in asynchronous mode –0.778 –0.915 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.765 ns

Read block select to out disable time (when pipelined 
register is disabled) 

TBLK2Q 2.036 2.396 ns

Read asynchronous reset removal time (pipelined clock) 

TRSTREM

–0.023 –0.027 ns

Read asynchronous reset removal time (non-pipelined 
clock) 

0.046 0.054 ns

Read asynchronous reset recovery time (pipelined clock) 

TRSTREC

0.507 0.597 ns

Read asynchronous reset recovery time (non-pipelined 
clock) 

0.236 0.278 ns

Read asynchronous reset to output propagation delay 
(with pipelined register enabled) 

TR2Q 0.839 0.987 ns

Read synchronous reset setup time TSRSTSU 0.271 0.319 ns

Read synchronous reset hold time TSRSTHD 0.061 0.071 ns

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.115 0.135 ns

Write input data hold time TDINCHD 0.15 0.177 ns
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Read address hold time in synchronous mode 
TADDRHD

0.091 0.107 ns

Read address hold time in asynchronous mode –0.778 –0.915 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.765 ns

Read block select to out disable time (when pipelined 
register is disabled) 

TBLK2Q 2.036 2.396 ns

Read asynchronous reset removal time (pipelined clock) 

TRSTREM

–0.023 –0.027 ns

Read asynchronous reset removal time (non-pipelined 
clock) 

0.046 0.054 ns

Read asynchronous reset recovery time (pipelined clock) 

TRSTREC

0.507 0.597 ns

Read asynchronous reset recovery time (non-pipelined 
clock) 

0.236 0.278 ns

Read asynchronous reset to output propagation delay (with 
pipelined register enabled) 

TR2Q 0.835 0.982 ns

Read synchronous reset setup time TSRSTSU 0.271 0.319 ns

Read synchronous reset hold time TSRSTHD 0.061 0.071 ns

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.115 0.135 ns

Write input data hold time TDINCHD 0.15 0.177 ns

Write address setup time TADDRCSU 0.088 0.104 ns

Write address hold time TADDRCHD 0.128 0.15 ns

Write enable setup time TWECSU 0.397 0.467 ns

Write enable hold time TWECHD –0.026 –0.03 ns

Maximum frequency FMAX 250 250 MHz

Table 240 • µSRAM (RAM128x8) in 128 × 8 Mode (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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Table 265 • Programming Times with 100 kHz, 25 MHz. and 12.5 MHz SPI Clock Rates (Fabric 
Only)

M2S/M2GL Device

Auto Programming Auto Update Programming Recovery

Unit 100 kHz 25 MHz 12.5 MHz

005 69 49 50 Sec

010 99 57 57 Sec

025 150 64 63 Sec

050 551 Not Supported Not Supported Sec

060 313 105 104 Sec

090 449 131 130 Sec

150 730 179 183 Sec

1. Auto programming in 050 device is done through SC_SPI, and SPI CLK is set to 6.25 MHz.

Table 266 • Programming Times with 100 kHz, 25 MHz. and 12.5 MHz SPI Clock Rates (eNVM 
Only)

M2S/M2GL Device

Auto Programming Auto Update Programming Recovery

Unit 100 kHz 25 MHz 12.5 MHz

005 63 70 71 Sec

010 108 109 109 Sec

025 109 107 108 Sec

050 107 Not Supported Not Supported Sec

060 100 108 108 Sec

090 176 184 184 Sec

150 183 183 183 Sec

Table 267 • Programming Times with 100 kHz, 25 MHz. and 12.5 MHz SPI Clock Rates (Fabric and 
eNVM)

M2S/M2GL Device

Auto Programming Auto Update Programming Recovery

Unit 100 kHz 25 MHz 12.5 MHz

005 109 89 88 Sec

010 183 135 135 Sec

025 251 142 143 Sec

050 134 Not Supported Not Supported Sec

060 390 183 180 Sec

090 604 283 282 Sec

150 889 331 332 Sec
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2.3.20 On-Chip Oscillator
The following tables describe the electrical characteristics of the available on-chip oscillators in the 
IGLOO2 FPGAs and SmartFusion2 SoC FPGAs.  

Table 280 • Electrical Characteristics of the 50 MHz RC Oscillator 

Parameter Symbol Typ Max Unit Condition

Operating frequency F50RC 50  MHz 

Accuracy ACC50RC 1 4 % 050 devices

1 5 % 005, 025, and 060 devices

1 6.3 % 090 devices

1 7.1 % 010 and 150 devices

Output duty cycle CYC50RC 49–51 46.5–53.5 % 

Output jitter (peak to peak) JIT50RC Period Jitter

200 300  ps 005, 010, 050, and 060 devices

200 400 ps 150 devices

300 500 ps 025 and 090 devices

Cycle-to-Cycle Jitter

200 300 ps 005 and 050 devices

320 420 ps 010, 060, and 150 devices

320 850 ps 025 and 090 devices

Operating current IDYN50RC 6.5  mA

Table 281 • Electrical Characteristics of the 1 MHz RC Oscillator 

Parameter Symbol Typ Max Unit Condition

Operating frequency F1RC 1  MHz 

Accuracy ACC1RC 1 3 % 005, 010, 025, and 050 devices 

1 4.5 % 060, and 150 devices

1 5.6 % 090 devices

Output duty cycle CYC1RC 49–51 46.5–53.5 % 005, 010, 025, 050, 090 and 150 devices

49-51 46.0-54.0 % 060 devices

Output jitter (peak to peak) JIT1RC Period Jitter

10 20 ns 005, 010, 025, and 050 devices

10 28 ns 060, 090 and 150 devices

Cycle-to-Cycle Jitter

10 20 ns 005, 010, and 050 devices

10 35 ns 025, 060, and 150 devices

10 45 ns 090 devices

Operating current IDYN1RC 0.1  mA

Startup time SU1RC 17 µs 050, 090, and 150 devices

18 µs 005, 010, and 025 devices
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Figure 20 • DEVRST_N to Functional Timing Diagram for IGLOO2

2.3.27 Flash*Freeze Timing Characteristics
The following table lists the Flash*Freeze entry and exit times in worst-case industrial conditions when 
TJ = 100 °C, VDD = 1.14 V.

Table 293 • Flash*Freeze Entry and Exit Times

Parameter Symbol

Entry/Exit Timing
FCLK = 100MHz

Entry/Exit 
Timing
FCLK = 3 MHz

Unit Conditions

005, 010, 025, 
060, 090, and 
150 050 All Devices

Entry time TFF_ENTRY 160 150 320
μs

eNVM and MSS/HPMS PLL = 
ON 

215 200 430
μs

eNVM and MSS/HPMS PLL= 
OFF 

Exit time with 
respect to the 
MSS PLL Lock

TFF_EXIT 100 100 140
μs

eNVM and MSS/HPMS PLL = 
ON during F*F

136 120 190

μs

eNVM = ON and MSS/HPMS 
PLL = OFF during F*F and 
MSS/HPMS PLL turned back 
on at exit

200 200 285
μs

eNVM and MSS/HPMS PLL = 
OFF during F*F and both are 
turned back on at exit

200 200 285
μs

eNVM = OFF and MSS/HPMS 
PLL = ON during F*F and 
eNVM turned back on at exit
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The following table lists the SerDes reference clock AC specifications in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.  

2.3.31 SmartFusion2 Specifications

2.3.31.1 MSS Clock Frequency
The following table lists the maximum frequency for MSS main clock in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

Table 299 • SerDes Reference Clock AC Specifications

Parameter Symbol Min Max Unit

Reference clock frequency FREFCLK 100 160 MHz

Reference clock rise time TRISE 0.6  4 V/ns

Reference clock fall time TFALL  0.6  4 V/ns

Reference clock duty cycle TCYC  40  60 %

Reference clock mismatch MMREFCLK  –300  300 ppm

Reference spread spectrum clock SSCref  0 5000 ppm

Table 300 • HCSL Minimum and Maximum DC Input Levels (Applicable to SerDes REFCLK Only)

Parameter Symbol Min Typ Max Unit

Recommended DC Operating Conditions

Supply voltage VDDI 2.375 2.5 2.625 V

HCSL DC Input Voltage Specification

DC Input voltage VI 0 2.625 V

HCSL Differential Voltage Specification

Input common mode voltage VICM 0.05 2.4  V 

Input differential voltage VIDIFF 100 1100  mV 

Table 301 • HCSL Minimum and Maximum AC Switching Speeds (Applicable to SerDes REFCLK 
Only)

Parameter Symbol Min Typ Max Unit

HCSL AC Specifications

Maximum data rate (for MSIO I/O bank) FMAX 350 Mbps

HCSL Impedance Specifications

Termination resistance Rt 100 

Table 302 • Maximum Frequency for MSS Main Clock 

Symbol Description –1 –Std Unit

M3_CLK Maximum frequency for the MSS main clock 166 142 MHz
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