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are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
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adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
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of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
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battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.
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based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
Note: For a detailed I/V curve, use the corresponding IBIS models: 
www.microsemi.com/soc/download/ibis/default.aspx.

AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 3.0 V

Table 34 • LVTTL/LVCMOS 3.3 V AC Test Parameter Specifications (Applicable to MSIO I/O 
Bank Only)

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 1.4 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 35 • LVTTL/LVCMOS 3.3 V Transmitter Drive Strength Specifications for MSIO I/O Bank

Output Drive Selection
VOH 
(V)

VOL 
(V)

IOH (at VOH) 
mA

IOL (at VOL) 
mA

2 mA VDDI – 0.4 0.4 2 2

4 mA VDDI – 0.4 0.4 4 4

8 mA VDDI – 0.4 0.4 8 8

12 mA VDDI – 0.4 0.4 12 12

16 mA VDDI – 0.4 0.4 16 16

20 mA VDDI – 0.4 0.4 20 20

Table 36 • LVTTL/LVCMOS 3.3 V Receiver Characteristics for MSIO I/O Bank (Input 
Buffers)

On-Die Termination 
(ODT)

TPY TPYS

Unit–1 –Std –1 –Std

None 2.262 2.663 2.289 2.695 ns

Table 37 • LVTTL/LVCMOS 3.3 V Transmitter Characteristics for MSIO I/O Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

TLZ
1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 3.192 3.755 3.47 4.083 2.969 3.494 1.856 2.183 3.337 3.926 ns

4 mA Slow 2.331 2.742 2.673 3.145 2.526 2.973 3.034 3.569 4.451 5.236 ns

8 mA Slow 2.135 2.511 2.33 2.741 2.297 2.703 4.532 5.331 4.825 5.676 ns

12 mA Slow 2.052 2.414 2.107 2.479 2.162 2.544 5.75 6.764 5.445 6.406 ns

16 mA Slow 2.062 2.425 2.072 2.438 2.145 2.525 5.993 7.05 5.625 6.618 ns

20 mA Slow 2.148 2.527 1.999 2.353 2.088 2.458 6.262 7.367 5.876 6.913 ns
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.6.3 Stub-Series Terminated Logic 2.5 V (SSTL2)
SSTL2 Class I and Class II are supported in IGLOO2 and SmartFusion2 SoC FPGAs and also comply 
with reduced and full drive of double data rate (DDR) standards. IGLOO2 and SmartFusion2 SoC FPGA 
I/Os supports both standards for single-ended signaling and differential signaling for SSTL2. This 
standard requires a differential amplifier input buffer and a push-pull output buffer.

Minimum and Maximum DC/AC Input and Output Levels Specification      

Table 103 • DDR1/SSTL2 DC Recommended Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 2.375 2.5 2.625 V

Termination voltage VTT 1.164 1.250 1.339 V

Input reference voltage VREF 1.164 1.250 1.339 V

Table 104 • DDR1/SSTL2 DC Input Voltage Specification 

Parameter Symbol Min Max Unit

DC input logic high VIH (DC) VREF + 0.15 2.625 V

DC input logic low VIL (DC) –0.3 VREF – 0.15 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 105 • DDR1/SSTL2 DC Output Voltage Specification 

Parameter Symbol Min Max Unit

SSTL2 Class I (DDR Reduced Drive)

DC output logic high VOH VTT + 0.608 V

DC output logic low VOL VTT – 0.608 V

Output minimum source DC current IOH at VOH 8.1 mA

Output minimum sink current IOL at VOL –8.1 mA

SSTL2 Class II (DDR Full Drive) – Applicable to MSIO and DDRIO I/O Bank Only

DC output logic high VOH VTT + 0.81 V

DC output logic low VOL VTT – 0.81 V

Output minimum source DC current IOH at VOH 16.2 mA

Output minimum sink current IOL at VOL –16.2 mA

Table 106 • DDR1/SSTL2 DC Differential Voltage Specification 

Parameter Symbol Min Unit

DC input differential voltage VID (DC) 0.3 V
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.6.6 Low Power Double Data Rate (LPDDR)
LPDDR reduced and full drive low power double data rate standards are supported in IGLOO2 FPGA 
and SmartFusion2 SoC FPGA I/Os. This standard requires a differential amplifier input buffer and a 
push-pull output buffer.

Minimum and Maximum DC/AC Input and Output Levels Specification       

Table 139 • LPDDR DC Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max

Supply voltage VDDI 1.71 1.8 1.89

Termination voltage VTT 0.838 0.900 0.964

Input reference voltage VREF 0.838 0.900 0.964

Table 140 • LPDDR DC Input Voltage Specification 

Parameter Symbol Min Max

DC input logic high VIH (DC) 0.7 × VDDI 1.89

DC input logic low VIL (DC) –0.3 0.3 × VDDI

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 141 • LPDDR DC Output Voltage Specification Reduced Drive 

Parameter Symbol Min Max

DC output logic high VOH 0.9 × VDDI

DC output logic low VOL 0.1 × VDDI

Output minimum source DC 
current

IOH at VOH 0.1

Output minimum sink current IOL at VOL –0.1

Table 142 • LPDDR DC Output Voltage Specification Full Drive1

1. To meet JEDEC Electrical Compliance, use LPDDR Full Drive Transmitter.

Parameter Symbol Min Max

DC output logic high VOH 0.9 × VDDI

DC output logic low VOL 0.1 × VDDI

Output minimum source DC current IOH at VOH 0.1

Output minimum sink current IOL at VOL –0.1

Table 143 • LPDDR DC Differential Voltage Specification 

Parameter Symbol Min

DC input differential voltage VID (DC) 0.4 × VDDI
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.7  Differential I/O Standards
Configuration of the I/O modules as a differential pair is handled by Microsemi SoC Products Group 
Libero software when the user instantiates a differential I/O macro in the design. Differential I/Os can also 
be used in conjunction with the embedded Input register (InReg), Output register (OutReg), Enable 
register (EnReg), and Double Data Rate registers (DDR).

 2.3.7.1 LVDS
Low-Voltage Differential Signaling (ANSI/TIA/EIA-644) is a high-speed, differential I/O standard.

Minimum and Maximum Input and Output Levels      

medium 3.246 3.819 2.686 3.16 3.236 3.807 5.542 6.52 4.936 5.807 ns

medium_fast 3.066 3.607 2.525 2.971 3.054 3.593 5.405 6.359 4.811 5.66 ns

fast 3.046 3.584 2.513 2.957 3.034 3.57 5.401 6.353 4.803 5.651 ns

10 mA slow 3.498 4.115 2.878 3.386 3.481 4.096 6.046 7.113 5.444 6.404 ns

medium 3.138 3.692 2.569 3.023 3.126 3.678 5.782 6.803 5.129 6.034 ns

medium_fast 2.966 3.489 2.414 2.841 2.951 3.472 5.666 6.665 5.013 5.897 ns

fast 2.945 3.464 2.401 2.826 2.93 3.448 5.659 6.658 5.003 5.886 ns

12 mA slow 3.417 4.02 2.807 3.303 3.401 4.002 6.083 7.156 5.464 6.428 ns

medium 3.076 3.618 2.519 2.964 3.063 3.604 5.828 6.856 5.176 6.089 ns

medium_fast 2.913 3.427 2.376 2.795 2.898 3.41 5.725 6.736 5.072 5.966 ns

fast 2.894 3.405 2.362 2.78 2.879 3.388 5.715 6.724 5.064 5.957 ns

16 mA slow 3.366 3.96 2.751 3.237 3.348 3.939 6.226 7.324 5.576 6.56 ns

medium 3.03 3.565 2.47 2.906 3.017 3.55 5.981 7.036 5.282 6.214 ns

medium_fast 2.87 3.377 2.328 2.739 2.854 3.358 5.895 6.935 5.18 6.094 ns

fast 2.853 3.357 2.314 2.723 2.837 3.338 5.889 6.929 5.177 6.09 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management).

Table 160 • LVDS Recommended DC Operating Conditions

Parameter Symbol Min Typ Max Unit Conditions

Supply voltage VDDI 2.375 2.5 2.625 V 2.5 V range

Supply voltage VDDI 3.15 3.3 3.45 V 3.3 V range

Table 161 • LVDS DC Input Voltage Specification

Parameter Symbol Min Max Unit Conditions

DC Input voltage VI 0 2.925 V 2.5 V range

DC input voltage VI 0 3.45 V 3.3 V range

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 159 • LPDDR-LVCMOS 1.8 V AC Switching Characteristics for Transmitter for DDRIO I/O Bank (Output 
and Tristate Buffers)  (continued)
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V.  

 2.3.7.3 M-LVDS
M-LVDS specifications extend the existing LVDS standard to high-performance multipoint bus 
applications. Multidrop and multipoint bus configurations may contain any combination of drivers, 
receivers, and transceivers.

Minimum and Maximum Input and Output Levels     

Table 180 • B-LVDS AC Switching Characteristics for Receiver for MSIO I/O 
Bank (Input Buffers)

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.738 3.221 ns

100 2.735 3.218 ns

Table 181 • B-LVDS AC Switching Characteristics for Receiver for MSIOD I/O 
Bank (Input Buffers)

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.495 2.934 ns

100 2.495 2.935 ns

Table 182 • B-LVDS AC Switching Characteristics for Transmitter (for MSIO I/O Bank - Output and 
Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2.258 2.656 2.343 2.756 2.329 2.74 2.12 2.494 2.123 2.497 ns

Table 183 • M-LVDS Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage1

1. Only M-LVDS TYPE I is supported.

VDDI 2.375 2.5 2.625 V

Table 184 • M-LVDS DC Input Voltage Specification 

Parameter Symbol Min Max Unit

DC input voltage VI 0 2.925 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low2 IIL (DC)
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V 

Table 185 • M-LVDS DC Voltage Specification Output Voltage Specification (for MSIO 
I/O Bank Only)

Parameter Symbol Min Typ Max Unit

DC output logic high VOH 1.25 1.425 1.6 V

DC output logic low VOL 0.9 1.075 1.25 V

Table 186 • M-LVDS Differential Voltage Specification 

Parameter Symbol Min Max Unit

Differential output voltage swing (for MSIO I/O bank only) VOD 300 650  mV

Output common mode voltage (for MSIO I/O bank only) VOCM 0.3 2.1  V 

Input common mode voltage VICM 0.3 1.2  V 

Input differential voltage VID 50 2400  mV 

Table 187 • M-LVDS Minimum and Maximum AC Switching Speed for MSIO I/O Bank

Parameter Symbol Max Unit Conditions

Maximum data rate DMAX 500 Mbps AC loading: 2 pF / 100  differential load

Table 188 • M-LVDS AC Impedance Specifications

Parameter Symbol Typ Unit

Termination resistance RT 50 

Table 189 • M-LVDS AC Test Parameter Specifications

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP Cross point V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT  5 pF

Table 190 • M-LVDS AC Switching Characteristics for Receiver (for MSIO I/O Bank - 
Input Buffers)

On-Die Termination (ODT) 

TPY

Unit –1 –Std

None 2.738 3.221 ns

100 2.735 3.218 ns
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.7.5 RSDS
Reduced Swing Differential Signaling (RSDS) is similar to an LVDS high-speed interface using 
differential signaling. RSDS has a similar implementation to LVDS devices and is only intended for 
point-to-point applications.

Minimum and Maximum Input and Output Levels     

Table 203 • RSDS Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 2.375 2.5 2.625 V

Table 204 • RSDS DC Input Voltage Specification 

Parameter Symbol Min Max Unit

DC input voltage  VI 0 2.925 V

Table 205 • RSDS DC Output Voltage Specification 

Parameter Symbol Min Typ Max Unit

DC output logic high VOH 1.25 1.425 1.6 V

DC output logic low VOL 0.9 1.075 1.25 V

Table 206 • RSDS Differential Voltage Specification 

Parameter Symbol Min Max Unit

Differential output voltage swing VOD 100 600  mV

Output common mode voltage VOCM 0.5 1.5  V 

Input common mode voltage VICM 0.3 1.5  V 

Input differential voltage VID 100 600  mV 

Table 207 • RSDS Minimum and Maximum AC Switching Speed

Parameter Symbol Max Unit Conditions

Maximum data rate (for MSIO I/O bank) DMAX 520 Mbps AC loading: 2 pF / 100  differential load

Maximum data rate (for MSIOD I/O bank) DMAX 700 Mbps AC loading: 2 pF / 100  differential load

Table 208 • RSDS AC Impedance Specifications

Parameter Symbol Typ Unit

Termination resistance RT 100 

Table 209 • RSDS AC Test Parameter Specifications

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP Cross point V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF
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AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V.  

 2.3.7.6 LVPECL
Low-Voltage Positive Emitter-Coupled Logic (LVPECL) is another differential I/O standard. It requires 
that one data bit be carried through two signal lines. Similar to LVDS, two pins are needed. It also 
requires external resistor termination. IGLOO2 and SmartFusion2 SoC FPGAs support only LVPECL 
receivers and do not support LVPECL transmitters.

Minimum and Maximum Input and Output Levels (Applicable to MSIO I/O Bank Only)   

Table 210 • RSDS AC Switching Characteristics for Receiver (for MSIO I/O Bank - 
Input Buffers) 

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.855 3.359 ns

100 2.85 3.353 ns

Table 211 • RSDS AC Switching Characteristics for Receiver (for MSIOD I/O Bank - 
Input Buffers) 

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.602 3.061 ns

100 2.597 3.055 ns

Table 212 • RSDS AC Switching Characteristics for Transmitter (for MSIO I/O Bank - Output and 
Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2.097 2.467 2.303 2.709 2.291 2.695 1.961 2.307 1.947 2.29 ns

Table 213 • RSDS AC Switching Characteristics for Transmitter (for MSIOD I/O Bank - Output and Tristate 
Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

No pre-emphasis 1.614 1.899 1.559 1.834 1.55 1.823 1.59 1.87 1.575 1.852 ns

Min pre-emphasis 1.604 1.887 1.742 2.05 1.728 2.032 1.889 2.222 1.858 2.185 ns

Med pre-emphasis 1.521 1.79 1.753 2.062 1.737 2.043 1.9 2.235 1.868 2.197 ns

Max pre-emphasis 1.492 1.754 1.762 2.073 1.745 2.052 1.91 2.247 1.876 2.206 ns

Table 214 • LVPECL Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 3.15 3.3 3.45 V
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 2.3.9  DDR Module Specification
This section describes input and output DDR module and timing specifications.

 2.3.9.1 Input DDR Module
Figure 10 • Input DDR Module
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2.3.11 Global Resource Characteristics
The IGLOO2 and SmartFusion2 SoC FPGA devices offer a powerful, low skew global routing network 
which provides an effective clock distribution throughout the FPGA fabric. See UG0445: IGLOO2 FPGA 
and SmartFusion2 SoC FPGA Fabric User Guide for the positions of various global routing resources.

The following table lists the 150 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

The following table lists the 090 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.   

The following table lists the 050 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

The following table lists the 025 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.  

Table 225 • 150 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.83 0.911 0.831 0.913  ns 

Input high delay for global clock TRCKH 1.457 1.588 1.715 1.869  ns 

Maximum skew for global clock TRCKSW 0.131 0.154  ns 

Table 226 • 090 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.835 0.888 0.833 0.886 ns 

Input high delay for global clock TRCKH 1.405 1.489 1.654 1.752 ns 

Maximum skew for global clock TRCKSW 0.084 0.098 ns 

Table 227 • 050 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.827 0.897 0.826 0.896 ns 

Input high delay for global clock TRCKH 1.419 1.53 1.671 1.8 ns 

Maximum skew for global clock TRCKSW 0.111 0.129 ns 

Table 228 • 025 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.747 0.799 0.745 0.797 ns 

Input high delay for global clock TRCKH 1.294 1.378 1.522 1.621 ns 

Maximum skew for global clock TRCKSW 0.084 0.099 ns 
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The following table lists the 010 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

The following table lists the 005 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

2.3.12 FPGA Fabric SRAM
See UG0445: IGLOO2 FPGA and SmartFusion2 SoC FPGA Fabric User Guide for more information.

2.3.12.1 FPGA Fabric Large SRAM (LSRAM)
The following table lists the RAM1K18 – dual-port mode for depth × width configuration 1K × 18 in worst 
commercial-case conditions when TJ = 85 °C, VDD = 1.14 V.  

Table 229 • 010 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.626 0.669 0.627 0.668 ns 

Input high delay for global clock TRCKH 1.112 1.182 1.308 1.393 ns 

Maximum skew for global clock TRCKSW 0.07 0.085 ns 

Table 230 • 005 Device Global Resource

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.625 0.66 0.628 0.66 ns 

Input high delay for global clock TRCKH 1.126 1.187 1.325 1.397 ns 

Maximum skew for global clock TRCKSW 0.061 0.072 ns 

Table 231 • RAM1K18 – Dual-Port Mode for Depth × Width Configuration 1K × 18

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Clock period TCY 2.5 2.941 ns

Clock minimum pulse width high TCLKMPWH 1.125 1.323 ns

Clock minimum pulse width low TCLKMPWL 1.125 1.323 ns

Pipelined clock period TPLCY 2.5 2.941 ns

Pipelined clock minimum pulse width high TPLCLKMPWH 1.125 1.323 ns

Pipelined clock minimum pulse width low TPLCLKMPWL 1.125 1.323 ns

Read access time with pipeline register

TCLK2Q 

0.334 0.393 ns

Read access time without pipeline register 2.273 2.674 ns

Access time with feed-through write timing 1.529 1.799 ns

Address setup time TADDRSU 0.441 0.519 ns

Address hold time TADDRHD 0.274 0.322 ns

Data setup time TDSU 0.341 0.401 ns

Data hold time TDHD 0.107 0.126 ns

Block select setup time TBLKSU 0.207 0.244 ns
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The following table lists the RAM1K18 – dual-port mode for depth × width configuration 4K × 4 in worst 
commercial-case conditions when TJ = 85 °C, VDD = 1.14 V.

Address setup time TADDRSU 0.475 0.559 ns

Address hold time TADDRHD 0.274 0.322 ns

Data setup time TDSU 0.336 0.395 ns

Data hold time TDHD 0.082 0.096 ns

Block select setup time TBLKSU 0.207 0.244 ns

Block select hold time TBLKHD 0.216 0.254 ns

Block select to out disable time (when pipelined register is 
disabled)

TBLK2Q 1.529 1.799 ns

Block select minimum pulse width TBLKMPW 0.186 0.219 ns

Read enable setup time TRDESU 0.485 0.57 ns

Read enable hold time TRDEHD 0.071 0.083 ns

Pipelined read enable setup time (A_DOUT_EN, 
B_DOUT_EN)

TRDPLESU 0.248 0.291 ns

Pipelined read enable hold time (A_DOUT_EN, 
B_DOUT_EN)

TRDPLEHD 0.102 0.12 ns

Asynchronous reset to output propagation delay TR2Q 1.514 1.781 ns

Asynchronous reset removal time TRSTREM 0.506 0.595 ns

Asynchronous reset recovery time TRSTREC 0.004 0.005 ns

Asynchronous reset minimum pulse width TRSTMPW 0.301 0.354 ns

Pipelined register asynchronous reset removal time TPLRSTREM –0.279 –0.328 ns

Pipelined register asynchronous reset recovery time TPLRSTREC 0.327 0.385 ns

Pipelined register asynchronous reset minimum pulse width TPLRSTMPW 0.282 0.332 ns

Synchronous reset setup time TSRSTSU 0.226 0.265 ns

Synchronous reset hold time TSRSTHD 0.036 0.043 ns

Write enable setup time TWESU 0.415 0.488 ns

Write enable hold time TWEHD 0.048 0.057 ns

Maximum frequency FMAX 400 340 MHz

Table 233 • RAM1K18 – Dual-Port Mode for Depth × Width Configuration 4K × 4

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Clock period TCY 2.5 2.941 ns

Clock minimum pulse width high TCLKMPWH 1.125 1.323 ns

Clock minimum pulse width low TCLKMPWL 1.125 1.323 ns

Pipelined clock period TPLCY 2.5 2.941 ns

Pipelined clock minimum pulse width high TPLCLKMPWH 1.125 1.323 ns

Table 232 • RAM1K18 – Dual-Port Mode for Depth × Width Configuration 2K × 9 (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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The following table lists the RAM1K18 – dual-port mode for depth × width configuration 8K × 2 in worst 
commercial-case conditions when TJ = 85 °C, VDD = 1.14 V. 

Table 234 • RAM1K18 – Dual-Port Mode for Depth × Width Configuration 8K × 2

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Clock period TCY 2.5 2.941 ns

Clock minimum pulse width high TCLKMPWH 1.125 1.323 ns

Clock minimum pulse width low TCLKMPWL 1.125 1.323 ns

Pipelined clock period TPLCY 2.5 2.941 ns

Pipelined clock minimum pulse width high TPLCLKMPWH 1.125 1.323 ns

Pipelined clock minimum pulse width low TPLCLKMPWL 1.125 1.323 ns

Read access time with pipeline register

TCLK2Q 

0.32 0.377 ns

Read access time without pipeline register 2.272 2.673 ns

Access time with feed-through write timing 1.511 1.778 ns

Address setup time TADDRSU 0.612 0.72 ns

Address hold time TADDRHD 0.274 0.322 ns

Data setup time TDSU 0.33 0.388 ns

Data hold time TDHD 0.082 0.096 ns

Block select setup time TBLKSU 0.207 0.244 ns

Block select hold time TBLKHD 0.216 0.254 ns

Block select to out disable time (when pipelined register is 
disabled)

TBLK2Q 1.511 1.778 ns

Block select minimum pulse width TBLKMPW 0.186 0.219 ns

Read enable setup time TRDESU 0.529 0.622 ns

Read enable hold time TRDEHD 0.071 0.083 ns

Pipelined read enable setup time (A_DOUT_EN, 
B_DOUT_EN)

TRDPLESU 0.248 0.291 ns

Pipelined read enable hold time (A_DOUT_EN, B_DOUT_EN) TRDPLEHD 0.102 0.12 ns

Asynchronous reset to output propagation delay TR2Q 1.528 1.797 ns

Asynchronous reset removal time TRSTREM 0.506 0.595 ns

Asynchronous reset recovery time TRSTREC 0.004 0.005 ns

Asynchronous reset minimum pulse width TRSTMPW 0.301 0.354 ns

Pipelined register asynchronous reset removal time TPLRSTREM –0.279 –0.328 ns

Pipelined register asynchronous reset recovery time TPLRSTREC 0.327 0.385 ns

Pipelined register asynchronous reset minimum pulse width TPLRSTMPW 0.282 0.332 ns

Synchronous reset setup time TSRSTSU 0.226 0.265 ns

Synchronous reset hold time TSRSTHD 0.036 0.043 ns

Write enable setup time TWESU 0.488 0.574 ns

Write enable hold time TWEHD 0.048 0.057 ns

Maximum frequency FMAX 400 340 MHz
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2.3.12.2 FPGA Fabric Micro SRAM (µSRAM)
The following table lists the µSRAM in 64 × 18 mode in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

Table 237 • µSRAM (RAM64x18) in 64 × 18 Mode

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Read clock period TCY 4 4 ns

Read clock minimum pulse width high TCLKMPWH 1.8 1.8 ns

Read clock minimum pulse width low TCLKMPWL 1.8 1.8 ns

Read pipeline clock period TPLCY 4 4 ns

Read pipeline clock minimum pulse width high TPLCLKMPWH 1.8 1.8 ns

Read pipeline clock minimum pulse width low TPLCLKMPWL 1.8 1.8 ns

Read access time with pipeline register
TCLK2Q

0.266 0.313 ns

Read access time without pipeline register 1.677 1.973 ns

Read address setup time in synchronous mode 
TADDRSU

0.301 0.354 ns

Read address setup time in asynchronous mode 1.856 2.184 ns

Read address hold time in synchronous mode 
TADDRHD

0.091 0.107 ns

Read address hold time in asynchronous mode –0.778 –0.915 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.765 ns

Read block select to out disable time (when pipelined 
register is disabled) 

TBLK2Q 2.036 2.396 ns

Read asynchronous reset removal time (pipelined clock) 

TRSTREM

–0.023 –0.027 ns

Read asynchronous reset removal time (non-pipelined 
clock) 

0.046 0.054 ns

Read asynchronous reset recovery time (pipelined clock) 

TRSTREC

0.507 0.597 ns

Read asynchronous reset recovery time (non-pipelined 
clock) 

0.236 0.278 ns

Read asynchronous reset to output propagation delay 
(with pipelined register enabled) 

TR2Q 0.839 0.987 ns

Read synchronous reset setup time TSRSTSU 0.271 0.319 ns

Read synchronous reset hold time TSRSTHD 0.061 0.071 ns

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.115 0.135 ns

Write input data hold time TDINCHD 0.15 0.177 ns
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Read address hold time in synchronous mode 
TADDRHD

0.091 0.107 ns

Read address hold time in asynchronous mode –0.778 –0.915 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.765 ns

Read block select to out disable time (when pipelined 
register is disabled) 

TBLK2Q 2.036 2.396 ns

Read asynchronous reset removal time (pipelined clock) 

TRSTREM

–0.023 –0.027 ns

Read asynchronous reset removal time (non-pipelined 
clock) 

0.046 0.054 ns

Read asynchronous reset recovery time (pipelined clock) 

TRSTREC

0.507 0.597 ns

Read asynchronous reset recovery time (non-pipelined 
clock) 

0.236 0.278 ns

Read asynchronous reset to output propagation delay (with 
pipelined register enabled) 

TR2Q 0.835 0.982 ns

Read synchronous reset setup time TSRSTSU 0.271 0.319 ns

Read synchronous reset hold time TSRSTHD 0.061 0.071 ns

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.115 0.135 ns

Write input data hold time TDINCHD 0.15 0.177 ns

Write address setup time TADDRCSU 0.088 0.104 ns

Write address hold time TADDRCHD 0.128 0.15 ns

Write enable setup time TWECSU 0.397 0.467 ns

Write enable hold time TWECHD –0.026 –0.03 ns

Maximum frequency FMAX 250 250 MHz

Table 240 • µSRAM (RAM128x8) in 128 × 8 Mode (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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150 544496 10 158 15 Sec

Table 252 • SmartFusion2 Cortex-M3 ISP Programming (Fabric and eNVM)

M2S/M2GL
Device

Image size
Bytes Authenticate Program Verify Unit

005 439296 9 61 11 Sec

010 842688 15 107 21 Sec

025 1497408 26 121 35 Sec

050 2695168 43 141 55 Sec

060 2686464 48 143 60 Sec

090 4190208 75 244 91 Sec

150 6682768 117 296 141 Sec

Table 253 • Programming Times with 100 kHz, 25 MHz, and 12.5 MHz SPI Clock Rates 
(Fabric Only)

M2S/M2GL
Device

Auto 
Programming Auto Update

Programming 
Recovery

Unit 100 kHz 25 MHz 12.5 MHz

005 47 27 28 Sec

010 77 35 35 Sec

025 150 42 41 Sec

050 331 Not Supported Not Supported Sec

060 291 83 82 Sec

090 427 109 108 Sec

150 708 157 160 Sec

1. Auto Programming in 050 device is done through SC_SPI, and SPI CLK is set 
to 6.25 MHz.

Table 254 • Programming Times with 100 kHz, 25 MHz, and 12.5 MHz SPI Clock Rates 
(eNVM Only)

M2S/M2GL
Device

Auto 
Programming Auto Update

Programming 
Recovery

Unit 100 kHz 25 MHz 12.5 MHz

005 41 48 49 Sec

010 86 87 87 Sec

025 87 85 86 Sec

050 85 Not Supported Not Supported Sec

060 78 86 86 Sec

090 154 162 162 Sec

Table 251 • SmartFusion2 Cortex-M3 ISP Programming (eNVM Only) (continued)

M2S/M2GL
Device

Image size
Bytes Authenticate Program Verify Unit
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150 161 161 161 Sec

Table 255 • Programming Times with 100 kHz, 25 MHz, and 12.5 MHz SPI Clock Rates 
(Fabric and eNVM)

M2S/M2GL
Device

Auto 
Programming Auto Update

Programming 
Recovery

Unit100 kHz 25 MHz 12.5 MHz

005 47 27 28 Sec

010 77 35 35 Sec

025 150 42 41 Sec

050 331 Not Supported Not Supported Sec

060 291 83 82 Sec

090 427 109 108 Sec

150 708 157 160 Sec

005 41 48 49 Sec

010 86 87 87 Sec

025 87 85 86 Sec

050 85 Not Supported Not Supported Sec

060 78 86 86 Sec

090 154 162 162 Sec

150 161 161 161 Sec

005 87 67 66 Sec

010 161 113 113 Sec

025 229 120 121 Sec

050 112 Not Supported Not Supported Sec

060 368 161 158 Sec

090 582 261 260 Sec

150 867 309 310 Sec

1. Auto Programming in 050 device is done through SC_SPI, and SPI CLK is set to 6.25 
MHz.

Table 254 • Programming Times with 100 kHz, 25 MHz, and 12.5 MHz SPI Clock Rates 
(eNVM Only) (continued)

M2S/M2GL
Device

Auto 
Programming Auto Update

Programming 
Recovery

Unit 100 kHz 25 MHz 12.5 MHz
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2.3.17 Non-Deterministic Random Bit Generator (NRBG) 
Characteristics
For more information about NRBG, see AC407: Using NRBG Services in SmartFusion2 and IGLOO2 
Devices Application Note. The following table lists the NRBG in worst-case industrial conditions when 
TJ = 100 °C, VDD = 1.14 V. 

2.3.18 Cryptographic Block Characteristics
For more information about cryptographic block and associated services, see AC410: Using AES System 
Services in SmartFusion2 and IGLOO2 Devices Application Note and AC432: Using SHA-256 System 
Services in SmartFusion2 and IGLOO2 Devices Application Note. 

The following table lists the cryptographic block characteristics in worst-case industrial conditions when 
TJ = 100 °C, VDD = 1.14 V.

Table 275 • Non-Deterministic Random Bit Generator (NRBG)

Service Timing Unit

Conditions

Prediction 
Resistance

Additional 
Input

Instantiate 85 ms OFF X

Generate
(after Instantiate)1

1. If PUF_OFF, generate will incur additional PUF delay time for consecutive service calls.

4.5 ms + (6.25 us/byte x No. of Bytes) OFF 0

6.0 ms + (6.25 us/byte x No. of Bytes) OFF 64

7.0 ms + (6.25 us/byte x No. of Bytes) OFF 128

Generate
(after Instantiate)

47 ms ON X

Generate
(subsequent)1

0.5 ms + (6.25 us/byte x No. of Bytes) OFF 0

2.0 ms + (6.25 us/byte x No. of Bytes) OFF 64

3.0 ms + (6.25 us/byte x No. of Bytes) OFF 128

Generate
(subsequent)

43 ms ON X

Reseed 40 ms

Uninstantiate 0.16 ms

Reset 0.10 ms

Self test 20 ms First time after power-up

6 ms Subsequent

Table 276 • Cryptographic Block Characteristics

Service Conditions Timing Unit

Any service First certificate check penalty at boot 11.5 ms

AES128/256
(encoding / decoding)1

100 blocks up to 64k blocks 700 kbps
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The following table lists the IGLOO2 DEVRST_N to functional times in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V. 

Table 292 • DEVRST_N to Functional Times for IGLOO2

Symbol From To Description

Maximum Power-up to Functional Time for IGLOO2 
(uS)

005 010 025 050 060 090 150

TPOR2OUT POWER_ON
_RESET_N

Output 
available at 
I/O

Fabric to
output

114 116 113 113 115 115 114

TDEVRST2OUT DEVRST_N Output 
available at 
I/O

VDD at its 
minimum 
threshold 
level to 
output

314 353 314 307 343 341 341

TDEVRST2POR DEVRST_N POWER_O
N_RESET_
N

VDD at its 
minimum 
threshold 
level to
fabric

200 238 201 195 230 229 227

TDEVRST2WPU DEVRST_N DDRIO 
Inbuf weak 
pull

DEVRST_N 
to Inbuf weak 
pull

208 202 197 193 216 215 215

DEVRST_N MSIO Inbuf 
weak pull

DEVRST_N 
to Inbuf weak 
pull

208 202 197 193 216 215 215

DEVRST_N MSIOD 
Inbuf weak 
pull

DEVRST_N 
to Inbuf weak 
pull

208 202 197 193 216 215 215
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