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based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
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distinct advantages, making the choice dependent on the
specific needs of the application.
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Revision History
1.9 Revision 3.0
In revision 3.0 of this document, the Theta B/C columns and FCS325 package was updated. For more 
information, see Table 9, page 10 (SAR 62002).

1.10 Revision 2.0
The following is a summary of the changes in revision 2.0 of this document.

• Table 1, page 4 was updated (SAR 59056).
• Table 7, page 8 temperature and data retention information was updated SAR (61363).
• Storage Operating Table was updated and split into three tables – Table 5, page 7, Table 7, page 8 

(SAR 58725).
• Updated Theta B/C columns and FCS325 package in Table 9, page 10 (SAR 62002). 
• Added 090-FCS325 thermal resistance to Table 9, page 10 (SAR 59384).
• TQ144 package was added to Table 9, page 10 (SAR 57708).
• Added PLL jitter data for the VF400 package (SAR 53162).
• Added Additional Worst Case IDD to Table 11, page 12 and Table 12, page 13 (SAR 59077).
• Table 13, page 13, Table 14, page 13, and Table 15, page 14 were added to verify Inrush currents 

(SAR 56348).
• Table 18, page 19 and Table 21, page 20 – I/O speeds were replaced.
• Max speed was changed in Table 41, page 26 (SAR 57221) and in Table 52, page 29 (SAR 57113).
• Minimum and Maximum DC/AC Input and Output Levels Specification, page 29 and 

Table 49, page 29–Table 57, page 31 were added.
• Added Cload to Table 89, page 39 (SAR 56238).
• Removed "Rs" information in DDR Timing Measurement Table 123, page 47, Table 133, page 49, 

and Table 144, page 52.
• Updated drive programming for M/B-LVDS outputs (SAR 58154).
• Added an inverter bubble to DDR_IN latch in Figure 10, page 70 (SAR 61418).
• QF waveform in Figure 11, page 71 was updated (SAR 59816).
• uSRAM Write Clock minimum values were updated in Table 237, page 86–Table 243, page 93 (SAR 

55236).
• Fixed typo in the 32 kHz Crystal (XTAL) oscillator accuracy data section (SAR 59669).
• The "On-Chip Oscillator" section was split, and the Embedded NVM (eNVM) Characteristics, 

page 104 was added. Table 277, page 107–Table 281, page 109 were revised.(SARs 57898 and 
59669).

• PLL VCP Frequency and conditions were added to Table 282, page 110 (SAR 57416).
• Fixed typo for PLL jitter data in the 100-400 MHz range (SAR 60727).
• Updated FCCC information in Table 282, page 110 and Table 283, page 111 (SAR 60799).
• Device 025 specifications were added to Table 283, page 111 (SAR 51625).
• JTAG Table 284, page 112 was replaced (SAR 51188).
• Flash*Freeze Table 293, page 119 was replaced (SAR 57828).
• Added support for HCSL I/O Standard for SERDES reference clocks in Table 300, page 123 and 

Table 301, page 123 (SAR 50748).
• Tir and Tif parameters were added to Table 303, page 124 (SAR 52203).
• Speed grade consistency was fixed in tables throughout the datasheet (SAR 50722).
• Added jitter attenuation information (SAR 59405).

1.11 Revision 1.0
The following is a summary of the changes in revision 1.0 of this document.

• The IGLOO2 v2 and the SmartFusion2 v5 datasheets are combined into this single product family 
datasheet.
DS0128 Datasheet Revision 11.0 3



IGLOO2 FPGA and SmartFusion2 SoC FPGA
Note: Power supply ramps must all be strictly monotonic, without plateaus.

Note: The retention specification is defined as the total number of programing and digest cycles. For example, 
20 years of retention after 500 programming cycles.

Note: The digest cycle specification is 2000 digest cycles for every program cycle with a maximum of 500 
programming cycles.

Note: If your product qualification requires accelerated programming cycles, see Microsemi SoC Products 
Quality and Reliability Report about recommended methodologies.

3.3 V DC supply voltage VDDIx 3.15 3.3 3.45 V

LVDS differential I/O VDDIx 2.375 2.5 3.45 V

B-LVDS, M-LVDS, Mini-LVDS, 
RSDS differential I/O

VDDIx 2.375 2.5 2.625 V

LVPECL differential I/O VDDIx 3.15 3.3 3.45 V

Reference voltage supply for FDDR 
(Bank0) and MDDR (Bank5)

VREFx 0.49 × 
VDDIx

0.5 × 
VDDIx

0.51 × 
VDDIx

V

Analog sense circuit supply of 
embedded nonvolatile memory 
(eNVM). Must be shorted to VPP.

VPPNVM 2.375 2.5 2.625 V 2.5 V range

3.15 3.3 3.45 V 3.3 V range

1. Programming at Industrial temperature range is available only with VPP = 3.3 V.

Table 5 • FPGA Operating Limits

Product 
Grade Element

Programming
Temperature

Operating
Temperature

Programming 
Cycles

Digest 
Temperature

Digest 
Cycles

Retention 
(Biased/
Unbiased)

Commercial FPGA Min TJ = 0 °C
Max TJ = 85 °C

Min TJ = 0 °C
Max TJ = 85 °C

500 Min TJ = 0 °C
Max TJ = 85 °C

2000 20 years

Industrial1

1. Programming at Industrial temperature range is available only with VPP = 3.3 V.

FPGA Min TJ = –40 °C
Max TJ = 100 °C

Min TJ = –40 °C
Max TJ = 100 °C

500 Min TJ = –40 °C
Max TJ = 100 °C

2000 20 years

Table 4 • Recommended Operating Conditions (continued)

Parameter Symbol Min Typ Max Unit Conditions
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
Note: For a detailed I/V curve, use the corresponding IBIS models: 
www.microsemi.com/soc/download/ibis/default.aspx.

AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 3.0 V

Table 34 • LVTTL/LVCMOS 3.3 V AC Test Parameter Specifications (Applicable to MSIO I/O 
Bank Only)

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 1.4 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 35 • LVTTL/LVCMOS 3.3 V Transmitter Drive Strength Specifications for MSIO I/O Bank

Output Drive Selection
VOH 
(V)

VOL 
(V)

IOH (at VOH) 
mA

IOL (at VOL) 
mA

2 mA VDDI – 0.4 0.4 2 2

4 mA VDDI – 0.4 0.4 4 4

8 mA VDDI – 0.4 0.4 8 8

12 mA VDDI – 0.4 0.4 12 12

16 mA VDDI – 0.4 0.4 16 16

20 mA VDDI – 0.4 0.4 20 20

Table 36 • LVTTL/LVCMOS 3.3 V Receiver Characteristics for MSIO I/O Bank (Input 
Buffers)

On-Die Termination 
(ODT)

TPY TPYS

Unit–1 –Std –1 –Std

None 2.262 2.663 2.289 2.695 ns

Table 37 • LVTTL/LVCMOS 3.3 V Transmitter Characteristics for MSIO I/O Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

TLZ
1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 3.192 3.755 3.47 4.083 2.969 3.494 1.856 2.183 3.337 3.926 ns

4 mA Slow 2.331 2.742 2.673 3.145 2.526 2.973 3.034 3.569 4.451 5.236 ns

8 mA Slow 2.135 2.511 2.33 2.741 2.297 2.703 4.532 5.331 4.825 5.676 ns

12 mA Slow 2.052 2.414 2.107 2.479 2.162 2.544 5.75 6.764 5.445 6.406 ns

16 mA Slow 2.062 2.425 2.072 2.438 2.145 2.525 5.993 7.05 5.625 6.618 ns

20 mA Slow 2.148 2.527 1.999 2.353 2.088 2.458 6.262 7.367 5.876 6.913 ns
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
4 mA Slow 3.095 3.641 2.705 3.182 3.088 3.633 4.738 5.575 4.348 5.116 ns

Medium 2.825 3.324 2.488 2.927 2.823 3.321 4.492 5.285 4.063 4.781 ns

Medium fast 2.701 3.178 2.384 2.804 2.698 3.173 4.364 5.135 3.945 4.642 ns

Fast 2.69 3.165 2.377 2.796 2.687 3.161 4.359 5.129 3.94 4.636 ns

6 mA Slow 2.919 3.434 2.491 2.93 2.902 3.414 5.085 5.983 4.674 5.5 ns

Medium 2.65 3.118 2.279 2.681 2.642 3.108 4.845 5.701 4.375 5.148 ns

Medium fast 2.529 2.975 2.176 2.56 2.521 2.965 4.724 5.558 4.259 5.011 ns

Fast 2.516 2.96 2.168 2.551 2.508 2.95 4.717 5.55 4.251 5.002 ns

8 mA Slow 2.863 3.368 2.427 2.855 2.844 3.346 5.196 6.114 4.769 5.612 ns

Medium 2.599 3.058 2.217 2.608 2.59 3.047 4.952 5.827 4.471 5.261 ns

Medium fast 2.483 2.921 2.114 2.487 2.473 2.91 4.832 5.685 4.364 5.134 ns

Fast 2.467 2.902 2.106 2.478 2.457 2.89 4.826 5.678 4.348 5.116 ns

12 mA Slow 2.747 3.232 2.296 2.701 2.724 3.204 5.39 6.342 4.938 5.81 ns

Medium 2.493 2.934 2.102 2.473 2.483 2.921 5.166 6.078 4.65 5.471 ns

Medium fast 2.382 2.803 2.006 2.36 2.371 2.789 5.067 5.962 4.546 5.349 ns

Fast 2.369 2.787 1.999 2.352 2.357 2.773 5.063 5.958 4.538 5.339 ns

16 mA Slow 2.677 3.149 2.213 2.604 2.649 3.116 5.575 6.56 5.08 5.977 ns

Medium 2.432 2.862 2.028 2.386 2.421 2.848 5.372 6.32 4.801 5.649 ns

Medium fast 2.324 2.734 1.937 2.278 2.311 2.718 5.297 6.233 4.7 5.531 ns

Fast 2.313 2.721 1.929 2.269 2.3 2.706 5.296 6.231 4.699 5.529 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 47 • LVCMOS 2.5 V Transmitter Characteristics for MSIO Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 3.48 4.095 3.855 4.534 3.785 4.453 2.12 2.494 3.45 4.059 ns

4 mA Slow 2.583 3.039 3.042 3.579 3.138 3.691 4.143 4.874 4.687 5.513 ns

6 mA Slow 2.392 2.815 2.669 3.139 2.82 3.317 4.909 5.775 5.083 5.98 ns

8 mA Slow 2.309 2.717 2.565 3.017 2.74 3.223 5.812 6.837 5.523 6.497 ns

12 mA Slow 2.333 2.745 2.437 2.867 2.626 3.089 6.131 7.213 5.712 6.72 ns

16 mA Slow 2.412 2.838 2.335 2.747 2.533 2.979 6.54 7.694 6.007 7.067 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 46 • LVCMOS 2.5 V Transmitter Characteristics for DDRIO Bank (Output and Tristate Buffers) 
(continued)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std
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 2.3.5.10 1.2 V LVCMOS
LVCMOS 1.2 is a general standard for 1.2 V applications and is supported in IGLOO2 FPGAs and 
SmartFusion2 SoC FPGAs in compliance to the JEDEC specification JESD8-12A.

Minimum and Maximum DC/AC Input and Output Levels Specification    

Table 72 • LVCMOS 1.5 V Transmitter Characteristics for MSIOD I/O Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 2.735 3.218 3.371 3.966 3.618 4.257 6.03 7.095 5.705 6.712 ns

4 mA Slow 2.426 2.854 2.992 3.521 3.221 3.79 6.738 7.927 6.298 7.41 ns

6 mA Slow 2.433 2.862 2.81 3.306 3.031 3.566 7.123 8.38 6.596 7.76 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 73 • LVCMOS 1.2 V DC Recommended DC Operating Conditions

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 1.140 1.2 1.26 V

Table 74 • LVCMOS 1.2 V DC Input Voltage Specification

Parameter Symbol Min Max Unit

DC input logic high (for 
MSIOD and DDRIO I/O 
banks)

VIH (DC) 0.65 × VDDI 1.26 V

DC input logic high (for 
MSIO I/O bank)

VIH (DC) 0.65 × VDDI 3.45 V

DC input logic low VIL (DC) –0.3 0.35 × VDDI V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 75 • LVCMOS 1.2 V DC Output Voltage Specification

Parameter Symbol Min Max Unit

DC output logic high VOH VDDI × 0.75 V

DC output logic low VOL VDDI × 0.25 V

Table 76 • LVCMOS 1.2 V Minimum and Maximum AC Switching Speed 

Parameter Symbol Max Unit Conditions

Maximum data rate (for DDRIO I/O bank) DMAX 200 Mbps AC loading: 17 pF load, maximum 
drive/slew

Maximum data rate (for MSIO I/O bank) DMAX 120 Mbps AC loading: 17 pF load, maximum 
drive/slew

Maximum data rate (for MSIOD I/O bank) DMAX 160 Mbps AC loading: 17 pF load, maximum 
drive/slew
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Table 95 • HSTL DC Output Voltage Specification Applicable to DDRIO I/O Bank Only

Parameter Symbol Min Max Unit

HSTL Class I 

DC output logic high VOH VDDI – 0.4 V

DC output logic low VOL 0.4 V

Output minimum source DC 
current (MSIO and DDRIO I/O 
banks)

IOH at VOH –8.0 mA

Output minimum sink current 
(MSIO and DDRIO I/O banks)

IOL at VOL 8.0 mA

HSTL Class II 

DC output logic high VOH VDDI – 0.4 V

DC output logic low VOL 0.4 V

Output minimum source DC 
current

IOH at VOH –16.0 mA

Output minimum sink current IOL at VOL 16.0 mA

Table 96 • HSTL DC Differential Voltage Specification

Parameter Symbol Min Unit

DC input differential voltage VID (DC) 0.2 V

Table 97 • HSTL AC Differential Voltage Specifications

Parameter Symbol Min Max Unit

AC input differential voltage VDIFF 0.4 V

AC differential cross point voltage Vx 0.68 0.9 V

Table 98 • HSTL Minimum and Maximum AC Switching Speed

Parameter Symbol Max Unit Conditions

Maximum data rate DMAX 400 Mbps AC loading: per JEDEC 
specifications

Table 99 • HSTL Impedance Specification

Parameter Symbol Typ Unit Conditions

Supported output driver calibrated 
impedance (for DDRIO I/O bank)

RREF 25.5, 47.8  Reference resistance = 
191 

Effective impedance value (ODT for 
DDRIO I/O bank only)

RTT 47.8  Reference resistance = 
191 
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 2.3.6.4 Stub-Series Terminated Logic 1.8 V (SSTL18)
SSTL18 Class I and Class II are supported in IGLOO2 and SmartFusion2 SoC FPGAs, and also comply 
with the reduced and full drive double date rate (DDR2) standard. IGLOO2 and SmartFusion2 SoC 
FPGA I/Os support both standards for single-ended signaling and differential signaling for SSTL18. This 
standard requires a differential amplifier input buffer and a push-pull output buffer.

Minimum and Maximum DC/AC Input and Output Levels Specification       

Table 118 • DDR1/SSTL2 Class II Transmitter Characteristics for MSIO I/O Bank (Output and Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

Single-ended 2.29 2.693 1.988 2.338 1.978 2.326 1.989 2.34 1.979 2.328 ns

Differential 2.418 2.846 2.304 2.711 2.297 2.702 2.131 2.506 2.124 2.499 ns

Table 119 • SSTL18 DC Recommended DC Operating Conditions

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 1.71 1.8 1.89 V

Termination voltage VTT 0.838 0.900 0.964 V

Input reference voltage VREF 0.838 0.900 0.964 V

Table 120 • SSTL18 DC Input Voltage Specification 

Parameter Symbol Min Max Unit

DC input logic high VIH (DC) VREF + 0.125 1.89 V

DC input logic low VIL (DC) –0.3 VREF – 0.125 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 121 • SSTL18 DC Output Voltage Specification 

Parameter Symbol Min Max Unit

SSTL18 Class I (DDR2 Reduced Drive)

DC output logic high VOH VTT + 0.603 V

DC output logic low VOL VTT– 0.603 V

Output minimum source DC current (DDRIO I/O bank 
only)

IOH at VOH 6.5 mA

Output minimum sink current (DDRIO I/O bank only) IOL at VOL –6.5 mA

SSTL18 Class II (DDR2 Full Drive)1 

1. To meet JEDEC Electrical Compliance, use DDR2 Full Drive Transmitter.

DC output logic high VOH VTT + 0.603 V

DC output logic low VOL VTT– 0.603 V

Output minimum source DC current (DDRIO I/O bank 
only)

IOH at VOH 13.4 mA

Output minimum sink current (DDRIO I/O bank only) IOL at VOL –13.4 mA
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 2.3.6.6 Low Power Double Data Rate (LPDDR)
LPDDR reduced and full drive low power double data rate standards are supported in IGLOO2 FPGA 
and SmartFusion2 SoC FPGA I/Os. This standard requires a differential amplifier input buffer and a 
push-pull output buffer.

Minimum and Maximum DC/AC Input and Output Levels Specification       

Table 139 • LPDDR DC Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max

Supply voltage VDDI 1.71 1.8 1.89

Termination voltage VTT 0.838 0.900 0.964

Input reference voltage VREF 0.838 0.900 0.964

Table 140 • LPDDR DC Input Voltage Specification 

Parameter Symbol Min Max

DC input logic high VIH (DC) 0.7 × VDDI 1.89

DC input logic low VIL (DC) –0.3 0.3 × VDDI

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 141 • LPDDR DC Output Voltage Specification Reduced Drive 

Parameter Symbol Min Max

DC output logic high VOH 0.9 × VDDI

DC output logic low VOL 0.1 × VDDI

Output minimum source DC 
current

IOH at VOH 0.1

Output minimum sink current IOL at VOL –0.1

Table 142 • LPDDR DC Output Voltage Specification Full Drive1

1. To meet JEDEC Electrical Compliance, use LPDDR Full Drive Transmitter.

Parameter Symbol Min Max

DC output logic high VOH 0.9 × VDDI

DC output logic low VOL 0.1 × VDDI

Output minimum source DC current IOH at VOH 0.1

Output minimum sink current IOL at VOL –0.1

Table 143 • LPDDR DC Differential Voltage Specification 

Parameter Symbol Min

DC input differential voltage VID (DC) 0.4 × VDDI
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AC Switching Characteristics

Worst-case commercial conditions: TJ = 85 °C, VDD = 1.14 V, worst-case VDDI.   

Table 144 • LPDDR AC Differential Voltage Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Min Max Unit

AC input differential voltage VDIFF 0.6 × VDDI V

AC differential cross point 
voltage

Vx 0.4 × VDDI 0.6 × VDDI V

Table 145 • LPDDR AC Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Max Unit Conditions

Maximum data rate DMAX 400 Mbps AC loading: per JEDEC specifications

Table 146 • LPDDR AC Calibrated Impedance Option (for DDRIO I/O Bank Only)

Parameter Symbol Typ Unit Conditions

Supported output driver calibrated impedance RREF 20, 42  Reference resistor = 150 

Effective impedance value (ODT) RTT 50, 70, 150  Reference resistor = 150 

Table 147 • LPDDR AC Test Parameter Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 0.9 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for LPDDR (TDP) RTT_TEST 50 

Capacitive loading for data path (TDP) CLOAD 5 

Table 148 • LPDDR Receiver Characteristics for DDRIO I/O Bank with Fixed Codes

On-Die Termination (ODT)

TPY

Unit–1 –Std

Pseudo differential None 1.568 1.845 ns

True differential None 1.588 1.869 ns

Table 149 • LPDDR Reduced Drive for DDRIO I/O Bank (Output and Tristate Buffers)

TDP TENZL TENZH TENHZ TENLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

Single-ended 2.383 2.804 2.23 2.623 2.229 2.622 2.202 2.591 2.201 2.59 ns

Differential 2.396 2.819 2.764 3.252 2.764 3.252 2.255 2.653 2.255 2.653 ns
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LVDS25 AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V   

Table 162 • LVDS DC Output Voltage Specification

Parameter Symbol Min Typ Max Unit

DC output logic high VOH 1.25 1.425 1.6 V

DC output logic low VOL 0.9 1.075 1.25 V

Table 163 • LVDS DC Differential Voltage Specification

Parameter Symbol Min Typ Max Unit

Differential output voltage swing VOD 250 350 450  mV

Output common mode voltage VOCM 1.125 1.25 1.375  V

Input common mode voltage VICM 0.05 1.25 2.35  V 

Input differential voltage VID 100 350 600  mV 

Table 164 • LVDS Minimum and Maximum AC Switching Speed 

Parameter Symbol Max Unit Conditions

Maximum data rate (for MSIO I/O bank) DMAX 535 Mbps AC loading: 12 pF / 100  differential load

Maximum data rate (for MSIOD I/O bank) no 
pre-emphasis

DMAX 620 Mbps AC loading: 10 pF / 100  differential load

700 Mbps AC loading: 2 pF / 100  differential load

Table 165 • LVDS AC Impedance Specifications 

Parameter Symbol Typ Max Unit

Termination resistance RT 100 

Table 166 • LVDS AC Test Parameter Specifications 

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP Cross point V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Table 167 • LVDS25 Receiver Characteristics for MSIO I/O Bank (Input Buffers)

On-Die Termination (ODT)

TPY

Unit –1 –Std

None 2.774 3.263 ns

100 2.775 3.264 ns
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 2.3.9.2 Input DDR Timing Diagram
Figure 11 • Input DDR Timing Diagram

 2.3.9.3 Timing Characteristics
The following table lists the input DDR propagation delays in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V. 

Table 221 • Input DDR Propagation Delays 

Symbol Description
Measuring Nodes 
(from, to) –1 –Std Unit

TDDRICLKQ1 Clock-to-Out Out_QR for input DDR B, C 0.16 0.188 ns

TDDRICLKQ2 Clock-to-Out Out_QF for input DDR B, D 0.166 0.195 ns

TDDRISUD Data setup for input DDR A, B 0.357 0.421 ns

TDDRIHD Data hold for input DDR A, B 0 0 ns

TDDRISUE Enable setup for input DDR E, B 0.46 0.542 ns

TDDRIHE Enable hold for input DDR E, B 0 0 ns

TDDRISUSLN Synchronous load setup for input DDR G, B 0.46 0.542 ns

TDDRIHSLN Synchronous load hold for input DDR G, B 0 0 ns

TDDRIAL2Q1 Asynchronous load-to-out QR for input DDR F, C 0.587 0.69 ns

TDDRIAL2Q2 Asynchronous load-to-out QF for input DDR F, D 0.541 0.636 ns

TDDRIREMAL Asynchronous load removal time for input DDR F, B 0 0 ns

TDDRIRECAL Asynchronous load recovery time for input DDR F, B 0.074 0.087 ns
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2.3.10 Logic Element Specifications

2.3.10.1 4-input LUT (LUT-4)
The IGLOO2 and SmartFusion2 SoC FPGAs offer a fully permutable 4-input LUT. In this section, timing 
characteristics are presented for a sample of the library. For more details, see SmartFusion2 and 
IGLOO2 Macro Library Guide.

Figure 14 • LUT-4

TDDROWAL Asynchronous load minimum pulse width for output 
DDR

C, C 0.304 0.357 ns

TDDROCKMPWH Clock minimum pulse width high for the output DDR E, E 0.075 0.088 ns

TDDROCKMPWL Clock minimum pulse width low for the output DDR E, E 0.159 0.187 ns

Table 222 • Output DDR Propagation Delays (continued)

Symbol Description
Measuring Nodes 
(from, to) –1 –Std Unit

TPD

PAD A

B
Y

PAD
PAD

PAD
D/S (where
applicable)

AND4 OR
Any 
Combinational
Logic 

PAD

C

TPD TPD

VDD

VDD

VDD
TPD

TPD

(RR)

A, B, C, D, S

OUT

50%

GND
(FF)

50%

50%50%

GND

(RF)

50%

TPD = Max(tPD(RR), TPD(RF), TPD(FF), TPD(FR))
where edges are applicable for the particular
combinatorial cell 

(FR) 50%
OUT

GND
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2.3.11 Global Resource Characteristics
The IGLOO2 and SmartFusion2 SoC FPGA devices offer a powerful, low skew global routing network 
which provides an effective clock distribution throughout the FPGA fabric. See UG0445: IGLOO2 FPGA 
and SmartFusion2 SoC FPGA Fabric User Guide for the positions of various global routing resources.

The following table lists the 150 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

The following table lists the 090 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.   

The following table lists the 050 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

The following table lists the 025 device global resources in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.  

Table 225 • 150 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.83 0.911 0.831 0.913  ns 

Input high delay for global clock TRCKH 1.457 1.588 1.715 1.869  ns 

Maximum skew for global clock TRCKSW 0.131 0.154  ns 

Table 226 • 090 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.835 0.888 0.833 0.886 ns 

Input high delay for global clock TRCKH 1.405 1.489 1.654 1.752 ns 

Maximum skew for global clock TRCKSW 0.084 0.098 ns 

Table 227 • 050 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.827 0.897 0.826 0.896 ns 

Input high delay for global clock TRCKH 1.419 1.53 1.671 1.8 ns 

Maximum skew for global clock TRCKSW 0.111 0.129 ns 

Table 228 • 025 Device Global Resource

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input low delay for global clock TRCKL 0.747 0.799 0.745 0.797 ns 

Input high delay for global clock TRCKH 1.294 1.378 1.522 1.621 ns 

Maximum skew for global clock TRCKSW 0.084 0.099 ns 
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2.3.14 Math Block Timing Characteristics
The fundamental building block in any digital signal processing algorithm is the multiply-accumulate 
function. Each IGLOO2 and SmartFusion2 SoC math block supports 18×18 signed multiplication, dot 
product, and built-in addition, subtraction, and accumulation units to combine multiplication results 
efficiently. The following table lists the math blocks with all registers used in worst commercial-case 
conditions when TJ = 85 °C, VDD = 1.14 V.

The following table lists the math blocks with input bypassed and output registers used in worst 
commercial-case conditions when TJ = 85 °C, VDD = 1.14 V.

Table 268 • Math Blocks with all Registers Used

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Input, control register setup time TMISU 0.149 0.176 ns

Input, control register hold time TMIHD 1.68 1.976 ns

CDIN input setup time TMOCDINSU 0.185 0.218 ns

CDIN input hold time TMOCDINHD 0.08 0.094 ns

Synchronous reset/enable setup time TMSRSTENSU –0.419 –0.493 ns

Synchronous reset/enable hold time TMSRSTENHD 0.011 0.013 ns

Asynchronous reset removal time TMARSTREM 0 0 ns

Asynchronous reset recovery time TMARSTREC 0.088 0.104 ns

Output register clock to out delay TMOCQ 0.232 0.273 ns

CLK minimum period TMCLKMP 2.245 2.641 ns

Table 269 • Math Block with Input Bypassed and Output Registers Used

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Output register setup time TMOSU 2.294 2.699 ns

Output register hold time TMOHD 1.68 1.976 ns

CDIN input setup time TMOCDINSU 0.115 0.136 ns

CDIN input hold time TMOCDINHD –0.444 –0.522 ns

Synchronous reset/enable setup time TMSRSTENSU –0.419 –0.493 ns

Synchronous reset/enable hold time TMSRSTENHD 0.011 0.013 ns

Asynchronous reset removal time TMARSTREM 0 0 ns

Asynchronous reset recovery time TMARSTREC 0.014 0.017 ns

Output register clock to out delay TMOCQ 0.232 0.273 ns

CLK minimum period TMCLKMP 2.179 2.563 ns
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The following table lists the math blocks with input register used and output in bypass mode in worst 
commercial-case conditions when TJ = 85 °C, VDD = 1.14 V.

The following table lists the math blocks with input and output in bypass mode in worst commercial-case 
conditions when TJ = 85 °C, VDD = 1.14 V.

2.3.15 Embedded NVM (eNVM) Characteristics
The following table lists the eNVM read performance in worst-case conditions when VDD = 1.14 V, 
VPPNVM = VPP = 2.375 V.

The following table lists the eNVM page programming in worst-case conditions when VDD = 1.14 V, 
VPPNVM = VPP = 2.375 V.

Table 270 • Math Block with Input Register Used and Output in Bypass Mode

Parameter Symbol

 –1 –Std

UnitMin Max Min Max

Input register setup time TMISU 0.149 0.176 ns

Input register hold time TMIHD 0.185 0.218 ns

Synchronous reset/enable setup time TMSRSTENSU 0.08 0.094 ns

Synchronous reset/enable hold time TMSRSTENHD –0.012 –0.014 ns

Asynchronous reset removal time TMARSTREM –0.005 –0.005 ns

Asynchronous reset recovery time TMARSTREC 0.088 0.104 ns

Input register clock to output delay TMICQ 2.52 2.964 ns

CDIN to output delay TMCDIN2Q 1.951 2.295 ns

Table 271 • Math Block with Input and Output in Bypass Mode

Parameter Symbol

 –1 –Std

UnitMax Max

Input to output delay TMIQ 2.568 3.022 ns

CDIN to output delay TMCDIN2Q 1.951 2.295 ns

Table 272 • eNVM Read Performance

Symbol Description

Operating Temperature Range

Unit –1 –Std  –1 –Std  –1 –Std

TJ Junction temperature range –55 °C to 125 °C –40 °C to 100 °C 0 °C to 85 °C °C

FMAXREAD eNVM  maximum read 
frequency

25 25 25 25 25 25 MHz

Table 273 • eNVM Page Programming

Symbol Description

Operating Temperature Range

Unit –1 –Std  –1 –Std  –1 –Std

TJ Junction temperature range –55 °C to 125 °C –40 °C to 100 °C 0 °C to 85 °C °C

TPAGEPGM eNVM page programming time 40 40 40 40 40 40 ms
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The following table lists the system controller characteristics in worst-case industrial conditions when 
TJ = 100 °C, VDD = 1.14 V.

Table 286 • System Controller SPI Characteristics for All Devices

Symbol Description Conditions Min Typ Unit

sp1 SC_SPI_SCK minimum period 20 ns

sp2 SC_SPI_SCK minimum pulse width high 10 ns

sp3 SC_SPI_SCK minimum pulse width low 10 ns

sp41

1. For specific Rise/Fall Times, board design considerations and detailed output buffer resistances, use the corresponding IBIS 
models located on the Microsemi SoC Products Group website: http://www.microsemi.com/soc/download/ibis/default.aspx. Use 
the supported I/O Configurations for the System Controller SPI in the following table.

SC_SPI_SCK, SC_SPI_SDO, 
SC_SPI_SS rise time 
(10%–90%) 1

I/O configuration: LVTTL 3.3 V–
20 mA
AC loading: 35 pF
Test conditions: Typical voltage, 
25 °C

1.239 ns

sp51 SC_SPI_SCK, SC_SPI_SDO, 
SC_SPI_SS fall time 
(10%–90%) 1

I/O configuration: LVTTL 3.3 V–
20 mA
AC loading: 35 pF
Test conditions: Typical voltage, 
25 °C

1.245 ns

sp6 Data from master (SC_SPI_SDO) setup 
time 

160 ns

sp7 Data from master (SC_SPI_SDO) hold 
time 

160 ns

sp8 SC_SPI_SDI setup time 20 ns

sp9 SC_SPI_SDI hold time 20 ns

Table 287 • Supported I/O Configurations for System Controller SPI (for MSIO Bank 
Only)

Voltage Supply I/O Drive Configuration Unit

3.3 V 20 mA

2.5 V 16 mA

1.8 V 12 mA

1.5 V 8 mA

1.2 V 4 mA
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2.3.24 Power-up to Functional Times
The following table lists the SmartFusion2 power-up to functional times in worst-case industrial 
conditions when TJ = 100 °C, VDD = 1.14 V. 

Note: For more information about power-up times, see UG0331: SmartFusion2 Microcontroller Subsystem 
User Guide.

Table 288 • Power-up to Functional Times for SmartFusion2

Symbol From To Description

Maximum Power-up to Functional Time for 
SmartFusion2 (uS)

005 010 025 050 060 090 150

TPOR2OUT POWER_ON
_RESET_N

Output 
available at 
I/O

Fabric to
output

647 500 531 483 474 524 647

TPOR2MSSRST POWER_ON
_RESET_N

MSS_RESE
T_N_M2F

Fabric to
MSS

644 497 528 480 468 518 641

TMSSRST2OUT MSS_RESET
_N_M2F

Output 
available at 
I/O

MSS to
output

3.6 3.6 3.6 3.4 4.9 4.8 4.8

TVDD2OUT VDD Output 
available at 
I/O

VDD at its 
minimum 
threshold 
level to
output

3096 2975 3012 2959 2869 2992 3225

TVDD2POR VDD POWER_O
N_RESET_
N

VDD at its 
minimum 
threshold 
level to
fabric

2476 2487 2496 2486 2406 2563 2602

TVDD2MSSRST VDD MSS_RESE
T_N_M2F

VDD at its 
minimum 
threshold 
level to MSS

3093 2972 3008 2956 2864 2987 3220

TVDD2WPU DEVRST_N DDRIO 
Inbuf weak 
pull

DEVRST_N 
to Inbuf weak 
pull

2500 2487 2509 2475 2507 2519 2617

DEVRST_N MSIO Inbuf 
weak pull

DEVRST_N 
to Inbuf weak 
pull

2504 2491 2510 2478 2517 2525 2620

DEVRST_N MSIOD 
Inbuf weak 
pull

DEVRST_N 
to Inbuf weak 
pull

2479 2468 2493 2458 2486 2499 2595
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The following table lists the SerDes reference clock AC specifications in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.  

2.3.31 SmartFusion2 Specifications

2.3.31.1 MSS Clock Frequency
The following table lists the maximum frequency for MSS main clock in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

Table 299 • SerDes Reference Clock AC Specifications

Parameter Symbol Min Max Unit

Reference clock frequency FREFCLK 100 160 MHz

Reference clock rise time TRISE 0.6  4 V/ns

Reference clock fall time TFALL  0.6  4 V/ns

Reference clock duty cycle TCYC  40  60 %

Reference clock mismatch MMREFCLK  –300  300 ppm

Reference spread spectrum clock SSCref  0 5000 ppm

Table 300 • HCSL Minimum and Maximum DC Input Levels (Applicable to SerDes REFCLK Only)

Parameter Symbol Min Typ Max Unit

Recommended DC Operating Conditions

Supply voltage VDDI 2.375 2.5 2.625 V

HCSL DC Input Voltage Specification

DC Input voltage VI 0 2.625 V

HCSL Differential Voltage Specification

Input common mode voltage VICM 0.05 2.4  V 

Input differential voltage VIDIFF 100 1100  mV 

Table 301 • HCSL Minimum and Maximum AC Switching Speeds (Applicable to SerDes REFCLK 
Only)

Parameter Symbol Min Typ Max Unit

HCSL AC Specifications

Maximum data rate (for MSIO I/O bank) FMAX 350 Mbps

HCSL Impedance Specifications

Termination resistance Rt 100 

Table 302 • Maximum Frequency for MSS Main Clock 

Symbol Description –1 –Std Unit

M3_CLK Maximum frequency for the MSS main clock 166 142 MHz
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