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Revision History
1 Revision History

The revision history describes the changes that were implemented in the document. The changes are 
listed by revision, starting with the most current publication.

1.1 Revision 11.0
The following is a summary of the changes in revision 11.0 of this document.

• Updated Table 24, page 22 with minimum and maximum values for input current low and high (SAR 
73114 and 80314).

• Added Non-Deterministic Random Bit Generator (NRBG) Characteristics, page 106 (SAR 73114 
and 79517).

• Added 060 device in Table 282, page 110 (SAR 79860).
• Added DEVRST_N to Functional Times, page 116 (SAR 73114).
• Added Cryptographic Block Characteristics, page 106 (SAR 73114 and 79516).
• Update Table 296, page 121 with VTX-AMP details (SAR 81756).
• Update note in Table 297, page 122 (SAR 74570 and 80677).
• Update Table 298, page 122 with generic EPCS details (SAR 75307).
• Added Table 308, page 129 (SAR 50424).

1.2 Revision 10.0
The following is a summary of the changes in revision 10.0 of this document.

• The Surge Current on VDD during DEVRST_B Assertion and Surge Current on VDD during Digest 
Check using System Services tables were deleted and added reference to AC393: Board Design 
Guidelines for SmartFusion2 SoC and IGLOO2 FPGAs Application Note. (SAR 76865 and 76623).

• Added 060 device in Table 4, page 6 (SAR 76383).
• Updated Table 24, page 22 for ramp time input (SAR 72103).
• Added 060 device details in Table 284, page 112 (SAR 74927).
• Updated Table 290, page 116 for name change (SAR 74925).
• Updated Table 283, page 111 for 060 FG676 Package details (SAR 78849).
• Updated Table 305, page 126 for SmartFusion2 and Table 310, page 129 for IGLOO2 for SPI timing 

and Fmax (SAR 56645, 75331).
• Updated Table 293, page 119 for Flash*Freeze entry and exit times (SAR 75329, 75330).
• Updated Table 297, page 122 for RX-CID information (SAR 78271).
• Added Table 8, page 8 and Figure 1, page 9 (SAR 78932).
• Updated Table 223, page 76 for timing characteristics and Table 224, page 77(SAR 75998).
• Added SRAM PUF, page 105 (SAR 64406).
• Added a footnote on digest cycle in Table 5, page 7 (SAR 79812).

1.3 Revision 9.0
The following is a summary of the changes in revision 9.0 of this document.

• Added a note in Table 5, page 7 (SAR 71506).
• Added a note in Table 6, page 8 (SAR 74616).
• Added a note in Figure 3, page 17 (SAR 71506).
• Updated Quiescent Supply Current for 060 in Table 11, page 12 and Table 12, page 13 (SAR 

74483).
• Updated programming currents for 060 in Table 13, page 13, Table 14, page 13, and Table 15, 

page 14.
• Added DEVRST_B assertion tables (SAR 74708).
• Updated I/O speeds for LVDS 3.3 V in Table 18, page 19 and Table 21, page 20 (SAR 69829).
• Updated Table 24, page 22 (SAR 69418).
• Updated Table 25, page 22, Table 26, page 23, Table 27, page 23 (SAR 74570).
• Updated all AC/DC table to link to the Input Capacitance, Leakage Current, and Ramp Time, 

page 22 for reference (SAR 69418).
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
Table 19 • Maximum Data Rate Summary Table for Voltage-Referenced I/O in Worst-Case 
Industrial Conditions

I/O MSIO MSIOD DDRIO Unit

LPDDR 400 Mbps

HSTL1.5 V 400 Mbps

SSTL 2.5 V 510 700 400 Mbps

SSTL 1.8 V 667 Mbps

SSTL 1.5 V 667 Mbps

Table 20 • Maximum Data Rate Summary Table for Differential I/O in Worst-Case 
Industrial Conditions

I/O MSIO MSIOD Unit

LVPECL (input only) 900 Mbps

LVDS 3.3 V 535 Mbps

LVDS 2.5 V 535 700 Mbps

RSDS 520 700 Mbps

BLVDS 500 Mbps

MLVDS 500 Mbps

Mini-LVDS 520 700 Mbps

Table 21 • Maximum Frequency Summary Table for Single-Ended I/O in Worst-Case 
Industrial Conditions

I/O MSIO MSIOD DDRIO Unit

PCI 3.3 V 315 MHz

LVTTL 3.3 V 300 MHz

LVCMOS 3.3 V 300 MHz

LVCMOS 2.5 V 205 210 200 MHz

LVCMOS 1.8 V 147.5 200 200 MHz

LVCMOS 1.5 V 80 110 118 MHz

LVCMOS 1.2 V 60 80 100 MHz

LPDDR– LVCMOS 1.8 V mode 200 MHz
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.5.6 Single-Ended I/O Standards

2.3.5.6.1 Low Voltage Complementary Metal Oxide Semiconductor (LVCMOS)
LVCMOS is a widely used switching standard implemented in CMOS transistors. This standard is defined 
by JEDEC (JESD 8-5). The LVCMOS standards supported in IGLOO2 FPGAs and SmartFusion2 SoC 
FPGAs are: LVCMOS12, LVCMOS15, LVCMOS18, LVCMOS25, and LVCMOS33. 

2.3.5.6.2 3.3 V LVCMOS/LVTTL
LVCMOS 3.3 V or Low-Voltage Transistor-Transistor Logic (LVTTL) is a general standard for 3.3 V 
applications. 

Minimum and Maximum DC/AC Input and Output Levels Specification        

Table 29 • LVTTL/LVCMOS 3.3 V DC Recommended DC Operating Conditions 
(Applicable to MSIO I/O Bank Only)

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 3.15 3.3 3.45 V

Table 30 • LVTTL/LVCMOS 3.3 V Input Voltage Specification (Applicable to MSIO I/O 
Bank Only)

Parameter Symbol Min Max Unit

DC input logic high VIH (DC) 2.0 3.45 V

DC input logic low VIL (DC) –0.3 0.8 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 31 • LVCMOS 3.3 V DC Output Voltage Specification (Applicable to MSIO I/O Bank 
Only)

Parameter Symbol Min Max Unit

DC output logic high1

1. The VOH/VOL test points selected ensure compliance with LVCMOS 3.3 V JESD8-B 
requirements.

VOH VDDI – 0.4 V

DC output logic low1 VOL 0.4 V

Table 32 • LVTTL 3.3 V DC Output Voltage Specification (Applicable to MSIO I/O Bank Only)

Parameter Symbol Min Max Unit

DC output logic high VOH 2.4 V

DC output logic low VOL 0.4 V

Table 33 • LVTTL/LVCMOS 3.3 V AC Maximum Switching Speed (Applicable to MSIO I/O Bank 
Only)

Parameter Symbol Max Unit Conditions

Maximum data rate
(for MSIO I/O bank)

DMAX 600 Mbps AC loading: 17 pF load, maximum 
drive/slew
DS0128 Datasheet Revision 11.0 24



IGLOO2 FPGA and SmartFusion2 SoC FPGA
6 mA Slow 4.244 4.993 3.465 4.076 4.233 4.979 6.39 7.518 5.736 6.748 ns

Medium 3.774 4.44 3.05 3.587 3.762 4.426 6.114 7.193 5.397 6.35 ns

Medium 
fast

3.544 4.17 2.839 3.339 3.529 4.152 5.978 7.033 5.27 6.2 ns

Fast 3.519 4.14 2.82 3.317 3.504 4.122 5.965 7.017 5.259 6.187 ns

8 mA Slow 4.099 4.823 3.311 3.894 4.087 4.807 6.584 7.746 5.854 6.888 ns

Medium 3.656 4.301 2.927 3.443 3.642 4.284 6.311 7.425 5.553 6.533 ns

Medium 
fast

3.437 4.044 2.731 3.213 3.42 4.023 6.182 7.273 5.435 6.394 ns

Fast 3.41 4.012 2.715 3.193 3.393 3.991 6.178 7.269 5.425 6.383 ns

10 mA Slow 4.029 4.74 3.238 3.809 4.015 4.723 6.732 7.921 5.965 7.018 ns

Medium 3.601 4.237 2.867 3.372 3.586 4.218 6.473 7.615 5.669 6.669 ns

Medium 
fast

3.384 3.981 2.672 3.143 3.365 3.958 6.351 7.471 5.55 6.529 ns

Fast 3.357 3.949 2.655 3.123 3.338 3.927 6.345 7.464 5.54 6.518 ns

12 mA Slow 3.974 4.675 3.196 3.759 3.958 4.656 6.842 8.049 6.068 7.139 ns

Medium 3.55 4.176 2.827 3.326 3.534 4.157 6.584 7.746 5.751 6.766 ns

Medium 
fast

3.345 3.935 2.638 3.103 3.325 3.911 6.488 7.633 5.641 6.637 ns

Fast 3.316 3.902 2.621 3.083 3.297 3.878 6.486 7.63 5.626 6.619 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 71 • LVCMOS 1.5 V Transmitter Characteristics for MSIO I/O Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 4.423 5.203 5.397 6.35 5.686 6.69 5.609 6.599 5.561 6.542 ns

4 mA Slow 4.05 4.765 4.503 5.298 4.92 5.788 7.358 8.657 6.525 7.677 ns

6 mA Slow 4.081 4.801 4.259 5.012 4.699 5.528 7.659 9.011 6.709 7.893 ns

8 mA Slow 4.234 4.98 4.068 4.786 4.521 5.319 8.218 9.668 7.05 8.294 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 70 • LVCMOS 1.5 V Transmitter Characteristics for DDRIO I/O Bank (Output and Tristate Buffers)  
(continued)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V       

Table 107 • SSTL2 AC Differential Voltage Specifications 

Parameter Symbol Min Max Unit

AC input differential voltage VDIFF (AC) 0.7 V

AC differential cross point 
voltage

Vx (AC) 0.5 × VDDI – 0.2 0.5 × VDDI + 0.2 V

Table 108 • SSTL2 Minimum and Maximum AC Switching Speeds 

Parameter Symbol Max Unit Conditions

Maximum data rate (for 
DDRIO I/O bank)

DMAX 400 Mbps AC loading: per JEDEC 
specifications

Maximum data rate (for 
MSIO I/O bank)

DMAX 575 Mbps AC loading: 17pF load

Maximum data rate (for 
MSIOD I/O bank)

DMAX 700 Mbps AC loading: 3 pF / 50  
load

510 Mbps AC loading: 17pF load

Table 109 • SSTL2 AC Impedance Specifications 

Parameter Typ Unit Conditions

Supported output driver calibrated 
impedance (for DDRIO I/O bank)

20, 42  Reference resistor = 150 

Table 110 • DDR1/SSTL2 AC Test Parameter Specifications 

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 1.25 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for SSTL2 Class I 
(TDP)

RTT_TEST 50 

Reference resistance for data test path for SSTL2 Class II 
(TDP)

RTT_TEST 25 

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 111 • SSTL2 Receiver Characteristics for DDRIO I/O Bank (Input Buffers)

On-Die 
Termination (ODT)

TPY

Unit–1 –Std

Pseudo differential None 1.549 1.821 ns

True differential None 1.589 1.87 ns
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 1.425 V  

Table 136 • SSTL15 AC Test Parameter Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 0.75 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for SSTL15 Class I (TDP) RTT_TEST 50 

Reference resistance for data test path for SSTL15 Class II (TDP) RTT_TEST 25 

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 137 • DDR3/SSTL15 Receiver Characteristics for DDRIO I/O Bank – with Calibration 
Only

On-Die Termination (ODT)

TPY

Unit –1 –Std

Pseudo differential None 1.605 1.888 ns

20 1.616 1.901 ns

30 1.613 1.897 ns

40 1.611 1.895 ns

60 1.609 1.893 ns

120 1.607 1.89 ns

True differential None 1.623 1.91 ns

20 1.637 1.926 ns

30 1.63 1.918 ns

40 1.626 1.914 ns

60 1.622 1.91 ns

120 1.619 1.905 ns

Table 138 • DDR3/SSTL15 Transmitter Characteristics (Output and Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std  –1 –Std –1 –Std –1 –Std –1 –Std

DDR3 Reduced Drive/SSTL15 Class I (for DDRIO I/O Bank)

Single-ended 2.533 2.98 2.522 2.967 2.523 2.968 2.427 2.855 2.428 2.856 ns

Differential 2.555 3.005 3.073 3.615 3.073 3.615 2.416 2.843 2.416 2.843 ns

DDR3 Full Drive/SSTL15 Class II (for DDRIO I/O Bank)

Single-ended 2.53 2.977 2.514 2.958 2.516 2.96 2.422 2.849 2.425 2.852 ns

Differential 2.552 3.002 2.591 3.048 2.59 3.047 2.882 3.391 2.881 3.39 ns
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AC Switching Characteristics

Worst-case commercial conditions: TJ = 85 °C, VDD = 1.14 V, worst-case VDDI.   

Table 144 • LPDDR AC Differential Voltage Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Min Max Unit

AC input differential voltage VDIFF 0.6 × VDDI V

AC differential cross point 
voltage

Vx 0.4 × VDDI 0.6 × VDDI V

Table 145 • LPDDR AC Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Max Unit Conditions

Maximum data rate DMAX 400 Mbps AC loading: per JEDEC specifications

Table 146 • LPDDR AC Calibrated Impedance Option (for DDRIO I/O Bank Only)

Parameter Symbol Typ Unit Conditions

Supported output driver calibrated impedance RREF 20, 42  Reference resistor = 150 

Effective impedance value (ODT) RTT 50, 70, 150  Reference resistor = 150 

Table 147 • LPDDR AC Test Parameter Specifications (for DDRIO I/O Bank Only)

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 0.9 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for LPDDR (TDP) RTT_TEST 50 

Capacitive loading for data path (TDP) CLOAD 5 

Table 148 • LPDDR Receiver Characteristics for DDRIO I/O Bank with Fixed Codes

On-Die Termination (ODT)

TPY

Unit–1 –Std

Pseudo differential None 1.568 1.845 ns

True differential None 1.588 1.869 ns

Table 149 • LPDDR Reduced Drive for DDRIO I/O Bank (Output and Tristate Buffers)

TDP TENZL TENZH TENHZ TENLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

Single-ended 2.383 2.804 2.23 2.623 2.229 2.622 2.202 2.591 2.201 2.59 ns

Differential 2.396 2.819 2.764 3.252 2.764 3.252 2.255 2.653 2.255 2.653 ns
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 2.3.9.2 Input DDR Timing Diagram
Figure 11 • Input DDR Timing Diagram

 2.3.9.3 Timing Characteristics
The following table lists the input DDR propagation delays in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V. 

Table 221 • Input DDR Propagation Delays 

Symbol Description
Measuring Nodes 
(from, to) –1 –Std Unit

TDDRICLKQ1 Clock-to-Out Out_QR for input DDR B, C 0.16 0.188 ns

TDDRICLKQ2 Clock-to-Out Out_QF for input DDR B, D 0.166 0.195 ns

TDDRISUD Data setup for input DDR A, B 0.357 0.421 ns

TDDRIHD Data hold for input DDR A, B 0 0 ns

TDDRISUE Enable setup for input DDR E, B 0.46 0.542 ns

TDDRIHE Enable hold for input DDR E, B 0 0 ns

TDDRISUSLN Synchronous load setup for input DDR G, B 0.46 0.542 ns

TDDRIHSLN Synchronous load hold for input DDR G, B 0 0 ns

TDDRIAL2Q1 Asynchronous load-to-out QR for input DDR F, C 0.587 0.69 ns

TDDRIAL2Q2 Asynchronous load-to-out QF for input DDR F, D 0.541 0.636 ns

TDDRIREMAL Asynchronous load removal time for input DDR F, B 0 0 ns

TDDRIRECAL Asynchronous load recovery time for input DDR F, B 0.074 0.087 ns
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2.3.10.2 Timing Characteristics
The following table lists the combinatorial cell propagation delays in worst commercial-case conditions 
when TJ = 85 °C, VDD = 1.14 V.

2.3.10.3 Sequential Module
IGLOO2 and SmartFusion2 SoC FPGAs offer a separate flip-flop which can be used independently from 
the LUT. The flip-flop can be configured as a register or a latch and has a data input and optional enable, 
synchronous load (clear or preset), and asynchronous load (clear or preset).

Figure 15 • Sequential Module

Table 223 • Combinatorial Cell Propagation Delays

Combinatorial Cell Equation Symbol –1 –Std Unit

INV Y = !A TPD 0.1 0.118 ns

AND2 Y = A · B TPD 0.164 0.193 ns

NAND2 Y = !(A · B) TPD 0.147 0.173 ns

OR2 Y = A + B TPD 0.164 0.193 ns

NOR2 Y = !(A + B) TPD 0.147 0.173 ns

XOR2 Y = A  B TPD 0.164 0.193 ns

XOR3 Y = A  B  C TPD 0.225 0.265 ns

AND3 Y = A · B · C TPD 0.209 0.246 ns

AND4 Y = A · B · C · D TPD 0.287 0.338 ns

SLE

D

EN

ALn

ADn

SLn

SD

LAT

CLK

Q
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The following table lists the RAM1K18 – dual-port mode for depth × width configuration 2K × 9 in worst 
commercial-case conditions when TJ = 85 °C, VDD = 1.14 V.

Block select hold time TBLKHD 0.216 0.254 ns

Block select to out disable time (when pipelined register is 
disabled)

TBLK2Q 1.529 1.799 ns

Block select minimum pulse width TBLKMPW 0.186 0.219 ns

Read enable setup time TRDESU 0.449 0.528 ns

Read enable hold time TRDEHD 0.167 0.197 ns

Pipelined read enable setup time (A_DOUT_EN, 
B_DOUT_EN)

TRDPLESU 0.248 0.291 ns

Pipelined read enable hold time (A_DOUT_EN, 
B_DOUT_EN)

TRDPLEHD 0.102 0.12 ns

Asynchronous reset to output propagation delay TR2Q – 1.506 – 1.772 ns

Asynchronous reset removal time TRSTREM 0.506 0.595 ns

Asynchronous reset recovery time TRSTREC 0.004 0.005 ns

Asynchronous reset minimum pulse width TRSTMPW 0.301 0.354 ns

Pipelined register asynchronous reset removal time TPLRSTREM –0.279 –0.328 ns

Pipelined register asynchronous reset recovery time TPLRSTREC 0.327 0.385 ns

Pipelined register asynchronous reset minimum pulse 
width

TPLRSTMPW 0.282 0.332 ns

Synchronous reset setup time TSRSTSU 0.226 0.265 ns

Synchronous reset hold time TSRSTHD 0.036 0.043 ns

Write enable setup time TWESU 0.39 0.458 ns

Write enable hold time TWEHD 0.242 0.285 ns

Maximum frequency FMAX 400 340 MHz

Table 232 • RAM1K18 – Dual-Port Mode for Depth × Width Configuration 2K × 9

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Clock period TCY 2.5 2.941 ns

Clock minimum pulse width high TCLKMPWH 1.125 1.323 ns

Clock minimum pulse width low TCLKMPWL 1.125 1.323 ns

Pipelined clock period TPLCY 2.5 2.941 ns

Pipelined clock minimum pulse width high TPLCLKMPWH 1.125 1.323 ns

Pipelined clock minimum pulse width low TPLCLKMPWL 1.125 1.323 ns

Read access time with pipeline register

TCLK2Q 

0.334 0.393 ns

Read access time without pipeline register 2.273 2.674 ns

Access time with feed-through write timing 1.529 1.799 ns

Table 231 • RAM1K18 – Dual-Port Mode for Depth × Width Configuration 1K × 18 (continued)

Parameter Symbol

 –1 –Std

UnitMin Max Min Max
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Pipelined clock minimum pulse width low TPLCLKMPWL 1.125 1.323 ns

Read access time with pipeline register

TCLK2Q 

0.323 0.38 ns

Read access time without pipeline register 2.273 2.673 ns

Access time with feed-through write timing 1.511 1.778 ns

Address setup time TADDRSU 0.543 0.638 ns

Address hold time TADDRHD 0.274 0.322 ns

Data setup time TDSU 0.334 0.393 ns

Data hold time TDHD 0.082 0.096 ns

Block select setup time TBLKSU 0.207 0.244 ns

Block select hold time TBLKHD 0.216 0.254 ns

Block select to out disable time (when pipelined 
register is disabled)

TBLK2Q 1.511 1.778 ns

Block select minimum pulse width TBLKMPW 0.186 0.219 ns

Read enable setup time TRDESU 0.516 0.607 ns

Read enable hold time TRDEHD 0.071 0.083 ns

Pipelined read enable setup time (A_DOUT_EN, 
B_DOUT_EN)

TRDPLESU 0.248 0.291 ns

Pipelined read enable hold time (A_DOUT_EN, 
B_DOUT_EN)

TRDPLEHD 0.102 0.12 ns

Asynchronous reset to output propagation delay TR2Q 1.507 1.773 ns

Asynchronous reset removal time TRSTREM 0.506 0.595 ns

Asynchronous reset recovery time TRSTREC 0.004 0.005 ns

Asynchronous reset minimum pulse width TRSTMPW 0.301 0.354 ns

Pipelined register asynchronous reset removal time TPLRSTREM –0.279 –0.328 ns

Pipelined register asynchronous reset recovery time TPLRSTREC 0.327 0.385 ns

Pipelined register asynchronous reset minimum pulse 
width

TPLRSTMPW 0.282 0.332 ns

Synchronous reset setup time TSRSTSU 0.226 0.265 ns

Synchronous reset hold time TSRSTHD 0.036 0.043 ns

Write enable setup time TWESU 0.458 0.539 ns

Write enable hold time TWEHD 0.048 0.057 ns

Maximum frequency FMAX 400 340 MHz

Table 233 • RAM1K18 – Dual-Port Mode for Depth × Width Configuration 4K × 4 (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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The following table lists the RAM1K18 – dual-port mode for depth × width configuration 16K × 1 in worst 
commercial-case conditions when TJ = 85 °C, VDD = 1.14 V.

Table 235 • RAM1K18 – Dual-Port Mode for Depth × Width Configuration 16K × 1

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Clock period TCY 2.5 2.941 ns

Clock minimum pulse width high TCLKMPWH 1.125 1.323 ns

Clock minimum pulse width low TCLKMPWL 1.125 1.323 ns

Pipelined clock period TPLCY 2.5 2.941 ns

Pipelined clock minimum pulse width high TPLCLKMPWH 1.125 1.323 ns

Pipelined clock minimum pulse width low TPLCLKMPWL 1.125 1.323 ns

Read access time with pipeline register

TCLK2Q 

0.32 0.377 ns

Read access time without pipeline register 2.269 2.669 ns

Access time with feed-through write timing 1.51 1.777 ns

Address setup time TADDRSU 0.626 0.737 ns

Address hold time TADDRHD 0.274 0.322 ns

Data setup time TDSU 0.322 0.378 ns

Data hold time TDHD 0.082 0.096 ns

Block select setup time TBLKSU 0.207 0.244 ns

Block select hold time TBLKHD 0.216 0.254 ns

Block select to out disable time (when pipelined register is 
disabled)

TBLK2Q 1.51 1.777 ns

Block select minimum pulse width TBLKMPW 0.186 0.219 ns

Read enable setup time TRDESU 0.53 0.624 ns

Read enable hold time TRDEHD 0.071 0.083 ns

Pipelined read enable setup time (A_DOUT_EN, B_DOUT_EN) TRDPLESU 0.248 0.291 ns

Pipelined read enable hold time (A_DOUT_EN, B_DOUT_EN) TRDPLEHD 0.102 0.12 ns

Asynchronous reset to output propagation delay TR2Q 1.547 1.82 ns

Asynchronous reset removal time TRSTREM 0.506 0.595 ns

Asynchronous reset recovery time TRSTREC 0.004 0.005 ns

Asynchronous reset minimum pulse width TRSTMPW 0.301 0.354 ns

Pipelined register asynchronous reset removal time TPLRSTREM –0.279 –0.328 ns

Pipelined register asynchronous reset recovery time TPLRSTREC 0.327 0.385 ns

Pipelined register asynchronous reset minimum pulse width TPLRSTMPW 0.282 0.332 ns

Synchronous reset setup time TSRSTSU 0.226 0.265 ns

Synchronous reset hold time TSRSTHD 0.036 0.043 ns

Write enable setup time TWESU 0.454 0.534 ns

Write enable hold time TWEHD 0.048 0.057 ns

Maximum frequency FMAX 400 340 MHz
DS0128 Datasheet Revision 11.0 84



IGLOO2 FPGA and SmartFusion2 SoC FPGA
The following table lists the µSRAM in 256 × 4 mode in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

Table 241 • µSRAM (RAM256x4) in 256 × 4 Mode

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Read clock period TCY 4 4 ns

Read clock minimum pulse width high TCLKMPWH 1.8 1.8 ns

Read clock minimum pulse width low TCLKMPWL 1.8 1.8 ns

Read pipeline clock period TPLCY 4 4 ns

Read pipeline clock minimum pulse width high TPLCLKMPWH 1.8 1.8 ns

Read pipeline clock minimum pulse width low TPLCLKMPWL 1.8 1.8 ns

Read access time with pipeline register 
TCLK2Q

0.27 0.31 ns

Read access time without pipeline register 1.75 2.06 ns

Read address setup time in synchronous mode 
TADDRSU

0.301 0.354 ns

Read address setup time in asynchronous mode 1.931 2.272 ns

Read address hold time in synchronous mode 
TADDRHD

0.121 0.142 ns

Read address hold time in asynchronous mode –0.65 –0.76 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.77 ns

Read block select to out disable time (when pipelined 
register is disabled) 

TBLK2Q 2.09 2.46 ns

Read asynchronous reset removal time (pipelined clock) 

TRSTREM

–0.02 –0.03 ns

Read asynchronous reset removal time (non-pipelined 
clock) 

0.046 0.054 ns

Read asynchronous reset recovery time (pipelined clock) 

TRSTREC

0.507 0.597 ns

Read asynchronous reset recovery time (non-pipelined 
clock) 

0.236 0.278 ns

Read asynchronous reset to output propagation delay 
(with pipelined register enabled) 

TR2Q 0.83 0.98 ns

Read synchronous reset setup time TSRSTSU 0.271 0.319 ns

Read synchronous reset hold time TSRSTHD 0.061 0.071 ns

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.101 0.118 ns

Write input data hold time TDINCHD 0.137 0.161 ns

Write address setup time TADDRCSU 0.088 0.104 ns
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The following table lists the µSRAM in 1024 × 1 mode in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.101 0.118 ns

Write input data hold time TDINCHD 0.137 0.161 ns

Write address setup time TADDRCSU 0.088 0.104 ns

Write address hold time TADDRCHD 0.247 0.29 ns

Write enable setup time TWECSU 0.397 0.467 ns

Write enable hold time TWECHD –0.03 –0.03 ns

Maximum frequency FMAX 250 250 MHz

Table 243 • µSRAM (RAM1024x1) in 1024 × 1 Mode

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Read clock period TCY 4 4 ns

Read clock minimum pulse width high TCLKMPWH 1.8 1.8 ns

Read clock minimum pulse width low TCLKMPWL 1.8 1.8 ns

Read pipeline clock period TPLCY 4 4 ns

Read pipeline clock minimum pulse width high TPLCLKMPWH 1.8 1.8 ns

Read pipeline clock minimum pulse width low TPLCLKMPWL 1.8 1.8 ns

Read access time with pipeline register 
TCLK2Q

0.27 0.31 ns

Read access time without pipeline register 1.78 2.1 ns

Read address setup time in synchronous mode 
TADDRSU

0.301 0.354 ns

Read address setup time in asynchronous mode 1.978 2.327 ns

Read address hold time in synchronous mode 
TADDRHD

0.137 0.161 ns

Read address hold time in asynchronous mode –0.6 –0.71 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.77 ns

Read block select to out disable time (when pipelined register 
is disabled) 

TBLK2Q 2.16 2.54 ns

Read asynchronous reset removal time (pipelined clock) 
TRSTREM

–0.02 –0.03 ns

Read asynchronous reset removal time (non-pipelined clock) 0.046 0.054 ns

Table 242 • µSRAM (RAM512x2) in 512 × 2 Mode (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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The following table lists the CCC/PLL jitter specifications in worst-case industrial conditions when 
TJ = 100 °C, VDD = 1.14 V.

1. The minimum output clock frequency is limited by the PLL. For more information, see UG0449: SmartFusion2 and IGLOO2 
Clocking Resources User Guide.

2. The PLL is used in conjunction with the Clock Conditioning Circuitry. Performance is limited by the CCC output frequency.

Table 283 • IGLOO2 and SmartFusion2 SoC FPGAs CCC/PLL Jitter Specifications

CCC Output Maximum Peak-to-Peak Period Jitter FOUT_CCC

Parameter Conditions/Package Combinations Unit 

10 FG484, 050 
FG896/FG484/FCS325 
Packages1

SSO = 0 0 < SSO <= 2 SSO <= 4 SSO <=  8 SSO <= 16

20 MHz to 100 MHz Max(110, ± 1% x 
(1/FOUT_CCC))

Max(150, ± 1% x (1/FOUT_CCC)) ps

100 MHz to 400 MHz Max(120, ± 1% x 
(1/FOUT_CCC))

Max(150, ± 1% x (1/FOUT_CCC)) Max(170, ± 1% x 
(1/FOUT_CCC))

ps

025 FG484/FCS325 
Package1

0 < SSO <=16

20 MHz to 74 MHz ± 1% x (1/FOUT_CCC)) ps

74 MHz to 400 MHz 210 ps

005 FG484 Package1 0 < SSO <=16

20 MHz to 53 MHz ± 1% x (1/FOUT_CCC)) ps

53 MHz to 400 MHz 270 ps

090 FG676 and FC325 
Package1

0 < SSO <=16

20 MHz to 100 MHz ± 1% x (1/FOUT_CCC)) ps

100 MHz to 400 MHz 150 ps

060 FG676 Package1

1. SSO data is based on LVCMOS 2.5 V MSIO and/or MSIOD bank I/Os.

0 < SSO <=16

20 MHz to 100 MHz ± 1% x (1/FOUT_CCC) ps

100 MHz to 400 MHz 150

150 FC1152 Package1 0 < SSO <=16

20 MHz to 100 MHz ± 1% x (1/FOUT_CCC)) ps

100 MHz to 400 MHz 120 ps
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The following table lists the IGLOO2 DEVRST_N to functional times in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V. 

Table 292 • DEVRST_N to Functional Times for IGLOO2

Symbol From To Description

Maximum Power-up to Functional Time for IGLOO2 
(uS)

005 010 025 050 060 090 150

TPOR2OUT POWER_ON
_RESET_N

Output 
available at 
I/O

Fabric to
output

114 116 113 113 115 115 114

TDEVRST2OUT DEVRST_N Output 
available at 
I/O

VDD at its 
minimum 
threshold 
level to 
output

314 353 314 307 343 341 341

TDEVRST2POR DEVRST_N POWER_O
N_RESET_
N

VDD at its 
minimum 
threshold 
level to
fabric

200 238 201 195 230 229 227

TDEVRST2WPU DEVRST_N DDRIO 
Inbuf weak 
pull

DEVRST_N 
to Inbuf weak 
pull

208 202 197 193 216 215 215

DEVRST_N MSIO Inbuf 
weak pull

DEVRST_N 
to Inbuf weak 
pull

208 202 197 193 216 215 215

DEVRST_N MSIOD 
Inbuf weak 
pull

DEVRST_N 
to Inbuf weak 
pull

208 202 197 193 216 215 215
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2.3.28 DDR Memory Interface Characteristics
The following table lists the DDR memory interface characteristics in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

2.3.29 SFP Transceiver Characteristics
IGLOO2 and SmartFusion2 SerDes complies with small form-factor pluggable (SFP) requirements as 
specified in SFP INF-80741. The following table provides the electrical characteristics.

The following table lists the SFP transceiver electrical characteristics in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

Exit time with 
respect to the 
fabric PLL lock1

TFF_EXIT 1.5 1.5 1.5
ms

eNVM and MSS/HPMS PLL = 
ON during F*F

1.5 1.5 1.5
ms

eNVM and MSS/HPMS PLL = 
OFF during F*F and both are 
turned back on at exit

Exit time with 
respect to the 
fabric buffer 
output

TFF_EXIT 21 15 21
μs

eNVM and MSS/HPMS PLL = 
ON during F*F

65 55 65
μs

eNVM and MSS/HPMS PLL = 
OFF during F*F and both are 
turned back on at exit

1. PLL Lock Delay set to 1024 cycles (default).

Table 294 • DDR Memory Interface Characteristics

Standard

Supported Data Rate

UnitMin Max

DDR3 667 667 Mbps

DDR2 667 667 Mbps

LPDDR 50 400 Mbps

Table 295 • SFP Transceiver Electrical Characteristics

Pin Direction

Differential Peak-Peak Voltage

UnitMin Max

RD+/-1

1. Based on default SerDes transmitter settings for PCIe Gen1. Lower amplitudes are 
available through programming changes to TX_AMP setting.

Output 1600 2400 mV

TD+/-2

2. Based on Input Voltage Common-Mode (VICM) = 0 V. Requires AC Coupling.

Input 350 2400 mV

Table 293 • Flash*Freeze Entry and Exit Times (continued)

Parameter Symbol

Entry/Exit Timing
FCLK = 100MHz

Entry/Exit 
Timing
FCLK = 3 MHz

Unit Conditions

005, 010, 025, 
060, 090, and 
150 050 All Devices
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2.3.30 SerDes Electrical and Timing AC and DC Characteristics
PCIe is a high-speed, packet-based, point-to-point, low-pin-count, serial interconnect bus. The IGLOO2 
and SmartFusion2 SoC FPGAs has up to four hard high-speed serial interface blocks. Each SerDes 
block contains a PCIe system block. The PCIe system is connected to the SerDes block.

The following table lists the transmitter parameters in worst-case industrial conditions when TJ = 100 °C, 
VDD = 1.14 V. 

Table 296 • Transmitter Parameters

Symbol Description Min Max Unit

VTX-DIFF-PP  Differential swing (2.5 Gbps, 5.0 Gbps) 0.8 1.2 V

VTX-CM-AC-P Output common mode voltage (2.5 Gbps) 20 mV

VTX-CM-AC-PP Output common mode voltage (5.0 Gbps) 100 mV

VTX-RISE-FALL Rise and fall time (20% to 80%, 2.5 Gbps) 0.125 UI

Rise and fall time (20% to 80%, 5.0 Gbps) 0.15 UI

ZTX-DIFF-DC Output impedance–differential 80 120 

LTX-SKEW Lane-to-lane TX skew within a SerDes block (2.5 
Gbps)

500 ps + 2 UI ps

Lane-to-lane TX skew within a SerDes block (5.0 
Gbps)

500 ps + 4 UI ps

RLTX-DIFF Return loss differential mode (2.5 Gbps) –10 dB

Return loss differential mode (5.0 Gbps)
0.05 GHz to 1.25 GHz –10 dB

1.25 GHz to 2.5 GHz –8 dB

RLTX-CM Return loss common mode (2.5 Gbps, 5.0 Gbps) –6 dB

TX-LOCK-RST Transmit PLL lock time from reset 10 µs

VTX-AMP 100 mV setting 90 150 mV

400 mV setting 320 480 mV

800 mV setting 660 940 mV

1200 mV setting 950 1400 mV
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