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Revision History
1 Revision History

The revision history describes the changes that were implemented in the document. The changes are 
listed by revision, starting with the most current publication.

1.1 Revision 11.0
The following is a summary of the changes in revision 11.0 of this document.

• Updated Table 24, page 22 with minimum and maximum values for input current low and high (SAR 
73114 and 80314).

• Added Non-Deterministic Random Bit Generator (NRBG) Characteristics, page 106 (SAR 73114 
and 79517).

• Added 060 device in Table 282, page 110 (SAR 79860).
• Added DEVRST_N to Functional Times, page 116 (SAR 73114).
• Added Cryptographic Block Characteristics, page 106 (SAR 73114 and 79516).
• Update Table 296, page 121 with VTX-AMP details (SAR 81756).
• Update note in Table 297, page 122 (SAR 74570 and 80677).
• Update Table 298, page 122 with generic EPCS details (SAR 75307).
• Added Table 308, page 129 (SAR 50424).

1.2 Revision 10.0
The following is a summary of the changes in revision 10.0 of this document.

• The Surge Current on VDD during DEVRST_B Assertion and Surge Current on VDD during Digest 
Check using System Services tables were deleted and added reference to AC393: Board Design 
Guidelines for SmartFusion2 SoC and IGLOO2 FPGAs Application Note. (SAR 76865 and 76623).

• Added 060 device in Table 4, page 6 (SAR 76383).
• Updated Table 24, page 22 for ramp time input (SAR 72103).
• Added 060 device details in Table 284, page 112 (SAR 74927).
• Updated Table 290, page 116 for name change (SAR 74925).
• Updated Table 283, page 111 for 060 FG676 Package details (SAR 78849).
• Updated Table 305, page 126 for SmartFusion2 and Table 310, page 129 for IGLOO2 for SPI timing 

and Fmax (SAR 56645, 75331).
• Updated Table 293, page 119 for Flash*Freeze entry and exit times (SAR 75329, 75330).
• Updated Table 297, page 122 for RX-CID information (SAR 78271).
• Added Table 8, page 8 and Figure 1, page 9 (SAR 78932).
• Updated Table 223, page 76 for timing characteristics and Table 224, page 77(SAR 75998).
• Added SRAM PUF, page 105 (SAR 64406).
• Added a footnote on digest cycle in Table 5, page 7 (SAR 79812).

1.3 Revision 9.0
The following is a summary of the changes in revision 9.0 of this document.

• Added a note in Table 5, page 7 (SAR 71506).
• Added a note in Table 6, page 8 (SAR 74616).
• Added a note in Figure 3, page 17 (SAR 71506).
• Updated Quiescent Supply Current for 060 in Table 11, page 12 and Table 12, page 13 (SAR 

74483).
• Updated programming currents for 060 in Table 13, page 13, Table 14, page 13, and Table 15, 

page 14.
• Added DEVRST_B assertion tables (SAR 74708).
• Updated I/O speeds for LVDS 3.3 V in Table 18, page 19 and Table 21, page 20 (SAR 69829).
• Updated Table 24, page 22 (SAR 69418).
• Updated Table 25, page 22, Table 26, page 23, Table 27, page 23 (SAR 74570).
• Updated all AC/DC table to link to the Input Capacitance, Leakage Current, and Ramp Time, 

page 22 for reference (SAR 69418).
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Revision History
• Added Table 244, page 94 and Table 256, page 99 (SAR 73971).
• Updated the SerDes Electrical and Timing AC and DC Characteristics, page 121 (SAR 71171).
• Added the DEVRST_N Characteristics, page 116 (SAR 64100, 72103).
• Added Table 298, page 122 (SAR 71897).
• Updated Table 25, page 22, Table 26, page 23, and Table 27, page 23 (SAR 74570).
• Added 060 devices in Table 277, page 107, Table 278, page 108, and Table 279, page 108 (SAR 

57898).
• Updated duty cycle parameter of crystal in Table 280, page 109 and Table 281, page 109 (SAR 

57898).
• Added 32 KHz mode PLL acquisition time in Table 282, page 110 (SAR 68281).
• Updated Table 293, page 119 for 060 devices (SAR 57828).
• Updated Table 297, page 122 for CID value (SAR 70878).

1.4 Revision 8.0
The following is a summary of the changes in revision 8.0 of this document.

• Updated Table 11, page 12 (SAR 69218).
• Updated Table 12, page 13 (SAR 69218).
• Updated Table 283, page 111 (SAR 69000).

1.5 Revision 7.0
The following is a summary of the changes in revision 7.0 of this document.

• Updated Table 1, page 4(SAR 68620).

1.6 Revision 6.0
The following is a summary of the changes in revision 6.0 of this document.

• Updated Table 5, page 7 (SAR 65949).
• Updated Table 9, page 10 (SAR 62995).
• Updated Table 123, page 47 and Table 133, page 49 (SAR 67210).
• Added Embedded NVM (eNVM) Characteristics, page 104 (SAR 52509).
• Updated Table 277, page 107 (SAR 64855).
• Updated Table 282, page 110 (SAR 65958 and SAR 56666).
• Added DDR Memory Interface Characteristics, page 120 (SAR 66223).
• Added SFP Transceiver Characteristics, page 120 (SAR 63105).
• Updated Table 302, page 123 and Table 309, page 129 (SAR 66314).

1.7 Revision 5.0
The following is a summary of the changes in revision 5.0 of this document.

• Updated Table 1, page 4.
• Updated Table 4, page 6 for TJ symbol information.
• Updated Table 5, page 7 (SAR 63109).
• Updated Table 9, page 10.
• Updated Table 282, page 110 (SAR 62012).
• Added Table 290, page 116 (SAR 64100).
• Added Table 306, page 128, Table 307, page 128 (SAR 50424).

1.8 Revision 4.0
The following is a summary of the changes in revision 4.0 of this document.

• Updated Table 1, page 4. Changed the Status of 090 devices to "Production" (SAR 62750).
• Updated Figure 10, page 70. Removed inverter bubble from DDR_IN latch (SAR 61418).
• Updated SerDes Electrical and Timing AC and DC Characteristics, page 121 (SAR 62836).
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
Table 19 • Maximum Data Rate Summary Table for Voltage-Referenced I/O in Worst-Case 
Industrial Conditions

I/O MSIO MSIOD DDRIO Unit

LPDDR 400 Mbps

HSTL1.5 V 400 Mbps

SSTL 2.5 V 510 700 400 Mbps

SSTL 1.8 V 667 Mbps

SSTL 1.5 V 667 Mbps

Table 20 • Maximum Data Rate Summary Table for Differential I/O in Worst-Case 
Industrial Conditions

I/O MSIO MSIOD Unit

LVPECL (input only) 900 Mbps

LVDS 3.3 V 535 Mbps

LVDS 2.5 V 535 700 Mbps

RSDS 520 700 Mbps

BLVDS 500 Mbps

MLVDS 500 Mbps

Mini-LVDS 520 700 Mbps

Table 21 • Maximum Frequency Summary Table for Single-Ended I/O in Worst-Case 
Industrial Conditions

I/O MSIO MSIOD DDRIO Unit

PCI 3.3 V 315 MHz

LVTTL 3.3 V 300 MHz

LVCMOS 3.3 V 300 MHz

LVCMOS 2.5 V 205 210 200 MHz

LVCMOS 1.8 V 147.5 200 200 MHz

LVCMOS 1.5 V 80 110 118 MHz

LVCMOS 1.2 V 60 80 100 MHz

LPDDR– LVCMOS 1.8 V mode 200 MHz
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.5.6 Single-Ended I/O Standards

2.3.5.6.1 Low Voltage Complementary Metal Oxide Semiconductor (LVCMOS)
LVCMOS is a widely used switching standard implemented in CMOS transistors. This standard is defined 
by JEDEC (JESD 8-5). The LVCMOS standards supported in IGLOO2 FPGAs and SmartFusion2 SoC 
FPGAs are: LVCMOS12, LVCMOS15, LVCMOS18, LVCMOS25, and LVCMOS33. 

2.3.5.6.2 3.3 V LVCMOS/LVTTL
LVCMOS 3.3 V or Low-Voltage Transistor-Transistor Logic (LVTTL) is a general standard for 3.3 V 
applications. 

Minimum and Maximum DC/AC Input and Output Levels Specification        

Table 29 • LVTTL/LVCMOS 3.3 V DC Recommended DC Operating Conditions 
(Applicable to MSIO I/O Bank Only)

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 3.15 3.3 3.45 V

Table 30 • LVTTL/LVCMOS 3.3 V Input Voltage Specification (Applicable to MSIO I/O 
Bank Only)

Parameter Symbol Min Max Unit

DC input logic high VIH (DC) 2.0 3.45 V

DC input logic low VIL (DC) –0.3 0.8 V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 31 • LVCMOS 3.3 V DC Output Voltage Specification (Applicable to MSIO I/O Bank 
Only)

Parameter Symbol Min Max Unit

DC output logic high1

1. The VOH/VOL test points selected ensure compliance with LVCMOS 3.3 V JESD8-B 
requirements.

VOH VDDI – 0.4 V

DC output logic low1 VOL 0.4 V

Table 32 • LVTTL 3.3 V DC Output Voltage Specification (Applicable to MSIO I/O Bank Only)

Parameter Symbol Min Max Unit

DC output logic high VOH 2.4 V

DC output logic low VOL 0.4 V

Table 33 • LVTTL/LVCMOS 3.3 V AC Maximum Switching Speed (Applicable to MSIO I/O Bank 
Only)

Parameter Symbol Max Unit Conditions

Maximum data rate
(for MSIO I/O bank)

DMAX 600 Mbps AC loading: 17 pF load, maximum 
drive/slew
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.5.10 1.2 V LVCMOS
LVCMOS 1.2 is a general standard for 1.2 V applications and is supported in IGLOO2 FPGAs and 
SmartFusion2 SoC FPGAs in compliance to the JEDEC specification JESD8-12A.

Minimum and Maximum DC/AC Input and Output Levels Specification    

Table 72 • LVCMOS 1.5 V Transmitter Characteristics for MSIOD I/O Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 2.735 3.218 3.371 3.966 3.618 4.257 6.03 7.095 5.705 6.712 ns

4 mA Slow 2.426 2.854 2.992 3.521 3.221 3.79 6.738 7.927 6.298 7.41 ns

6 mA Slow 2.433 2.862 2.81 3.306 3.031 3.566 7.123 8.38 6.596 7.76 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 73 • LVCMOS 1.2 V DC Recommended DC Operating Conditions

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 1.140 1.2 1.26 V

Table 74 • LVCMOS 1.2 V DC Input Voltage Specification

Parameter Symbol Min Max Unit

DC input logic high (for 
MSIOD and DDRIO I/O 
banks)

VIH (DC) 0.65 × VDDI 1.26 V

DC input logic high (for 
MSIO I/O bank)

VIH (DC) 0.65 × VDDI 3.45 V

DC input logic low VIL (DC) –0.3 0.35 × VDDI V

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 75 • LVCMOS 1.2 V DC Output Voltage Specification

Parameter Symbol Min Max Unit

DC output logic high VOH VDDI × 0.75 V

DC output logic low VOL VDDI × 0.25 V

Table 76 • LVCMOS 1.2 V Minimum and Maximum AC Switching Speed 

Parameter Symbol Max Unit Conditions

Maximum data rate (for DDRIO I/O bank) DMAX 200 Mbps AC loading: 17 pF load, maximum 
drive/slew

Maximum data rate (for MSIO I/O bank) DMAX 120 Mbps AC loading: 17 pF load, maximum 
drive/slew

Maximum data rate (for MSIOD I/O bank) DMAX 160 Mbps AC loading: 17 pF load, maximum 
drive/slew
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.5.11 3.3 V PCI/PCIX
Peripheral Component Interface (PCI) for 3.3 V standards specify support for 33 MHz and 66 MHz PCI 
bus applications. 

Minimum and Maximum DC/AC Input and Output Levels Specification (Applicable to MSIO Bank 
Only)     

Table 85 • LVCMOS 1.2 V Transmitter Characteristics for MSIOD I/O Bank (Output and Tristate Buffers)

Output 
Drive 
Selection

Slew 
Control 

TDP TZL TZH THZ
1 TLZ

1

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2 mA Slow 3.883 4.568 4.868 5.726 5.329 6.269 7.994 9.404 7.527 8.855 ns

4 mA Slow 3.774 4.44 4.188 4.926 4.613 5.426 8.972 10.555 8.315 9.782 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management.

Table 86 • PCI/PCI-X DC Recommended Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 3.15 3.3 3.45 V

Table 87 • PCI/PCI-X DC Input Voltage Specification 

Parameter Symbol Min Max Unit

DC input voltage VI 0 3.45 V

Input current high1

1. See Table 24, page 22.

IIH(DC)

Input current low1 IIL(DC)

Table 88 • PCI/PCI-X DC Output Voltage Specification

Parameter Symbol Min Typ Max Unit

DC output logic high VOH Per PCI specification V

DC output logic low VOL Per PCI specification V

Table 89 • PCI/PCI-X Minimum and Maximum AC Switching Speed

Parameter Symbol Max Unit Conditions

Maximum data rate (MSIO I/O bank) DMAX 630 Mbps AC Loading: per JEDEC specifications

Table 90 • PCI/PCI-X AC Test Parameter Specifications

Parameter Symbol Typ Unit

Measuring/trip point for data path (falling edge) VTRIP 0.615 × VDDI V

Measuring/trip point for data path (rising edge) VTRIP 0.285 × VDDI V

Resistance for data test path RTT_TEST 25 

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Capacitive loading for data path (TDP) CLOAD 10 pF
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V       

Table 107 • SSTL2 AC Differential Voltage Specifications 

Parameter Symbol Min Max Unit

AC input differential voltage VDIFF (AC) 0.7 V

AC differential cross point 
voltage

Vx (AC) 0.5 × VDDI – 0.2 0.5 × VDDI + 0.2 V

Table 108 • SSTL2 Minimum and Maximum AC Switching Speeds 

Parameter Symbol Max Unit Conditions

Maximum data rate (for 
DDRIO I/O bank)

DMAX 400 Mbps AC loading: per JEDEC 
specifications

Maximum data rate (for 
MSIO I/O bank)

DMAX 575 Mbps AC loading: 17pF load

Maximum data rate (for 
MSIOD I/O bank)

DMAX 700 Mbps AC loading: 3 pF / 50  
load

510 Mbps AC loading: 17pF load

Table 109 • SSTL2 AC Impedance Specifications 

Parameter Typ Unit Conditions

Supported output driver calibrated 
impedance (for DDRIO I/O bank)

20, 42  Reference resistor = 150 

Table 110 • DDR1/SSTL2 AC Test Parameter Specifications 

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP 1.25 V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF

Reference resistance for data test path for SSTL2 Class I 
(TDP)

RTT_TEST 50 

Reference resistance for data test path for SSTL2 Class II 
(TDP)

RTT_TEST 25 

Capacitive loading for data path (TDP) CLOAD 5 pF

Table 111 • SSTL2 Receiver Characteristics for DDRIO I/O Bank (Input Buffers)

On-Die 
Termination (ODT)

TPY

Unit–1 –Std

Pseudo differential None 1.549 1.821 ns

True differential None 1.589 1.87 ns
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 2.3.7  Differential I/O Standards
Configuration of the I/O modules as a differential pair is handled by Microsemi SoC Products Group 
Libero software when the user instantiates a differential I/O macro in the design. Differential I/Os can also 
be used in conjunction with the embedded Input register (InReg), Output register (OutReg), Enable 
register (EnReg), and Double Data Rate registers (DDR).

 2.3.7.1 LVDS
Low-Voltage Differential Signaling (ANSI/TIA/EIA-644) is a high-speed, differential I/O standard.

Minimum and Maximum Input and Output Levels      

medium 3.246 3.819 2.686 3.16 3.236 3.807 5.542 6.52 4.936 5.807 ns

medium_fast 3.066 3.607 2.525 2.971 3.054 3.593 5.405 6.359 4.811 5.66 ns

fast 3.046 3.584 2.513 2.957 3.034 3.57 5.401 6.353 4.803 5.651 ns

10 mA slow 3.498 4.115 2.878 3.386 3.481 4.096 6.046 7.113 5.444 6.404 ns

medium 3.138 3.692 2.569 3.023 3.126 3.678 5.782 6.803 5.129 6.034 ns

medium_fast 2.966 3.489 2.414 2.841 2.951 3.472 5.666 6.665 5.013 5.897 ns

fast 2.945 3.464 2.401 2.826 2.93 3.448 5.659 6.658 5.003 5.886 ns

12 mA slow 3.417 4.02 2.807 3.303 3.401 4.002 6.083 7.156 5.464 6.428 ns

medium 3.076 3.618 2.519 2.964 3.063 3.604 5.828 6.856 5.176 6.089 ns

medium_fast 2.913 3.427 2.376 2.795 2.898 3.41 5.725 6.736 5.072 5.966 ns

fast 2.894 3.405 2.362 2.78 2.879 3.388 5.715 6.724 5.064 5.957 ns

16 mA slow 3.366 3.96 2.751 3.237 3.348 3.939 6.226 7.324 5.576 6.56 ns

medium 3.03 3.565 2.47 2.906 3.017 3.55 5.981 7.036 5.282 6.214 ns

medium_fast 2.87 3.377 2.328 2.739 2.854 3.358 5.895 6.935 5.18 6.094 ns

fast 2.853 3.357 2.314 2.723 2.837 3.338 5.889 6.929 5.177 6.09 ns

1. Delay increases with drive strength are inherent to built-in slew control circuitry for simultaneous switching output (SSO) 
management).

Table 160 • LVDS Recommended DC Operating Conditions

Parameter Symbol Min Typ Max Unit Conditions

Supply voltage VDDI 2.375 2.5 2.625 V 2.5 V range

Supply voltage VDDI 3.15 3.3 3.45 V 3.3 V range

Table 161 • LVDS DC Input Voltage Specification

Parameter Symbol Min Max Unit Conditions

DC Input voltage VI 0 2.925 V 2.5 V range

DC input voltage VI 0 3.45 V 3.3 V range

Input current high1

1. See Table 24, page 22.

IIH (DC)

Input current low1 IIL (DC)

Table 159 • LPDDR-LVCMOS 1.8 V AC Switching Characteristics for Transmitter for DDRIO I/O Bank (Output 
and Tristate Buffers)  (continued)
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AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V 

Table 185 • M-LVDS DC Voltage Specification Output Voltage Specification (for MSIO 
I/O Bank Only)

Parameter Symbol Min Typ Max Unit

DC output logic high VOH 1.25 1.425 1.6 V

DC output logic low VOL 0.9 1.075 1.25 V

Table 186 • M-LVDS Differential Voltage Specification 

Parameter Symbol Min Max Unit

Differential output voltage swing (for MSIO I/O bank only) VOD 300 650  mV

Output common mode voltage (for MSIO I/O bank only) VOCM 0.3 2.1  V 

Input common mode voltage VICM 0.3 1.2  V 

Input differential voltage VID 50 2400  mV 

Table 187 • M-LVDS Minimum and Maximum AC Switching Speed for MSIO I/O Bank

Parameter Symbol Max Unit Conditions

Maximum data rate DMAX 500 Mbps AC loading: 2 pF / 100  differential load

Table 188 • M-LVDS AC Impedance Specifications

Parameter Symbol Typ Unit

Termination resistance RT 50 

Table 189 • M-LVDS AC Test Parameter Specifications

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP Cross point V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT  5 pF

Table 190 • M-LVDS AC Switching Characteristics for Receiver (for MSIO I/O Bank - 
Input Buffers)

On-Die Termination (ODT) 

TPY

Unit –1 –Std

None 2.738 3.221 ns

100 2.735 3.218 ns
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AC Switching Characteristics

Worst commercial-case conditions: TJ = 85 °C, VDD = 1.14 V, VDDI = 2.375 V.  

 2.3.7.6 LVPECL
Low-Voltage Positive Emitter-Coupled Logic (LVPECL) is another differential I/O standard. It requires 
that one data bit be carried through two signal lines. Similar to LVDS, two pins are needed. It also 
requires external resistor termination. IGLOO2 and SmartFusion2 SoC FPGAs support only LVPECL 
receivers and do not support LVPECL transmitters.

Minimum and Maximum Input and Output Levels (Applicable to MSIO I/O Bank Only)   

Table 210 • RSDS AC Switching Characteristics for Receiver (for MSIO I/O Bank - 
Input Buffers) 

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.855 3.359 ns

100 2.85 3.353 ns

Table 211 • RSDS AC Switching Characteristics for Receiver (for MSIOD I/O Bank - 
Input Buffers) 

On-Die Termination (ODT)

TPY

Unit–1 –Std

None 2.602 3.061 ns

100 2.597 3.055 ns

Table 212 • RSDS AC Switching Characteristics for Transmitter (for MSIO I/O Bank - Output and 
Tristate Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

2.097 2.467 2.303 2.709 2.291 2.695 1.961 2.307 1.947 2.29 ns

Table 213 • RSDS AC Switching Characteristics for Transmitter (for MSIOD I/O Bank - Output and Tristate 
Buffers)

TDP TZL TZH THZ TLZ

Unit–1 –Std –1 –Std –1 –Std –1 –Std –1 –Std

No pre-emphasis 1.614 1.899 1.559 1.834 1.55 1.823 1.59 1.87 1.575 1.852 ns

Min pre-emphasis 1.604 1.887 1.742 2.05 1.728 2.032 1.889 2.222 1.858 2.185 ns

Med pre-emphasis 1.521 1.79 1.753 2.062 1.737 2.043 1.9 2.235 1.868 2.197 ns

Max pre-emphasis 1.492 1.754 1.762 2.073 1.745 2.052 1.91 2.247 1.876 2.206 ns

Table 214 • LVPECL Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 3.15 3.3 3.45 V
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Read address hold time in synchronous mode 
TADDRHD

0.091 0.107 ns

Read address hold time in asynchronous mode –0.778 –0.915 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.765 ns

Read block select to out disable time (when pipelined 
register is disabled) 

TBLK2Q 2.036 2.396 ns

Read asynchronous reset removal time (pipelined clock) 

TRSTREM

–0.023 –0.027 ns

Read asynchronous reset removal time (non-pipelined 
clock) 

0.046 0.054 ns

Read asynchronous reset recovery time (pipelined clock) 

TRSTREC

0.507 0.597 ns

Read asynchronous reset recovery time (non-pipelined 
clock) 

0.236 0.278 ns

Read asynchronous reset to output propagation delay (with 
pipelined register enabled) 

TR2Q 0.835 0.982 ns

Read synchronous reset setup time TSRSTSU 0.271 0.319 ns

Read synchronous reset hold time TSRSTHD 0.061 0.071 ns

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.115 0.135 ns

Write input data hold time TDINCHD 0.15 0.177 ns

Write address setup time TADDRCSU 0.088 0.104 ns

Write address hold time TADDRCHD 0.128 0.15 ns

Write enable setup time TWECSU 0.397 0.467 ns

Write enable hold time TWECHD –0.026 –0.03 ns

Maximum frequency FMAX 250 250 MHz

Table 240 • µSRAM (RAM128x8) in 128 × 8 Mode (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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The following table lists the µSRAM in 512 × 2 mode in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

Write address hold time TADDRCHD 0.245 0.288 ns

Write enable setup time TWECSU 0.397 0.467 ns

Write enable hold time TWECHD –0.03 –0.03 ns

Maximum frequency FMAX 250 250 MHz

Table 242 • µSRAM (RAM512x2) in 512 × 2 Mode

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Read clock period TCY 4 4 ns

Read clock minimum pulse width high TCLKMPWH 1.8 1.8 ns

Read clock minimum pulse width low TCLKMPWL 1.8 1.8 ns

Read pipeline clock period TPLCY 4 4 ns

Read pipeline clock minimum pulse width high TPLCLKMPWH 1.8 1.8 ns

Read pipeline clock minimum pulse width low TPLCLKMPWL 1.8 1.8 ns

Read access time with pipeline register 
TCLK2Q

0.27 0.31 ns

Read access time without pipeline register 1.76 2.08 ns

Read address setup time in synchronous mode 
TADDRSU

0.301 0.354 ns

Read address setup time in asynchronous mode 1.96 2.306 ns

Read address hold time in synchronous mode 
TADDRHD

0.137 0.161 ns

Read address hold time in asynchronous mode –0.58 –0.68 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.77 ns

Read block select to out disable time (when pipelined 
register is disabled) 

TBLK2Q 2.14 2.52 ns

Read asynchronous reset removal time (pipelined clock) 

TRSTREM

–0.02 –0.03 ns

Read asynchronous reset removal time (non-pipelined 
clock) 

0.046 0.054 ns

Read asynchronous reset recovery time (pipelined clock) 

TRSTREC

0.507 0.597 ns

Read asynchronous reset recovery time (non-pipelined 
clock) 

0.236 0.278 ns

Read asynchronous reset to output propagation delay (with 
pipelined register enabled) 

TR2Q 0.83 0.98 ns

Read synchronous reset setup time TSRSTSU 0.271 0.319 ns

Read synchronous reset hold time TSRSTHD 0.061 0.071 ns

Table 241 • µSRAM (RAM256x4) in 256 × 4 Mode (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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The following table lists the µSRAM in 1024 × 1 mode in worst commercial-case conditions when 
TJ = 85 °C, VDD = 1.14 V.

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.101 0.118 ns

Write input data hold time TDINCHD 0.137 0.161 ns

Write address setup time TADDRCSU 0.088 0.104 ns

Write address hold time TADDRCHD 0.247 0.29 ns

Write enable setup time TWECSU 0.397 0.467 ns

Write enable hold time TWECHD –0.03 –0.03 ns

Maximum frequency FMAX 250 250 MHz

Table 243 • µSRAM (RAM1024x1) in 1024 × 1 Mode

Parameter Symbol

–1 –Std

UnitMin Max Min Max

Read clock period TCY 4 4 ns

Read clock minimum pulse width high TCLKMPWH 1.8 1.8 ns

Read clock minimum pulse width low TCLKMPWL 1.8 1.8 ns

Read pipeline clock period TPLCY 4 4 ns

Read pipeline clock minimum pulse width high TPLCLKMPWH 1.8 1.8 ns

Read pipeline clock minimum pulse width low TPLCLKMPWL 1.8 1.8 ns

Read access time with pipeline register 
TCLK2Q

0.27 0.31 ns

Read access time without pipeline register 1.78 2.1 ns

Read address setup time in synchronous mode 
TADDRSU

0.301 0.354 ns

Read address setup time in asynchronous mode 1.978 2.327 ns

Read address hold time in synchronous mode 
TADDRHD

0.137 0.161 ns

Read address hold time in asynchronous mode –0.6 –0.71 ns

Read enable setup time TRDENSU 0.278 0.327 ns

Read enable hold time TRDENHD 0.057 0.067 ns

Read block select setup time TBLKSU 1.839 2.163 ns

Read block select hold time TBLKHD –0.65 –0.77 ns

Read block select to out disable time (when pipelined register 
is disabled) 

TBLK2Q 2.16 2.54 ns

Read asynchronous reset removal time (pipelined clock) 
TRSTREM

–0.02 –0.03 ns

Read asynchronous reset removal time (non-pipelined clock) 0.046 0.054 ns

Table 242 • µSRAM (RAM512x2) in 512 × 2 Mode (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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2.3.13 Programming Times
The following tables list the programming times in typical conditions when TJ = 25 °C, VDD = 1.2 V. 
External SPI flash part# AT25DF641-s3H is used during this measurement.           

Read asynchronous reset recovery time (pipelined clock) 
TRSTREC

0.507 0.597 ns

Read asynchronous reset recovery time (non-pipelined clock) 0.236 0.278 ns

Read asynchronous reset to output propagation delay (with 
pipelined register enabled) 

TR2Q 0.83 0.98 ns

Read synchronous reset setup time TSRSTSU 0.271 0.319 ns

Read synchronous reset hold time TSRSTHD 0.061 0.071 ns

Write clock period TCCY 4 4 ns

Write clock minimum pulse width high TCCLKMPWH 1.8 1.8 ns

Write clock minimum pulse width low TCCLKMPWL 1.8 1.8 ns

Write block setup time TBLKCSU 0.404 0.476 ns

Write block hold time TBLKCHD 0.007 0.008 ns

Write input data setup time TDINCSU 0.003 0.004 ns

Write input data hold time TDINCHD 0.137 0.161 ns

Write address setup time TADDRCSU 0.088 0.104 ns

Write address hold time TADDRCHD 0.247 0.29 ns

Write enable setup time TWECSU 0.397 0.467 ns

Write enable hold time TWECHD –0.03 –0.03 ns

Maximum frequency FMAX 250 250 MHz

Table 244 • JTAG Programming (Fabric Only) 

M2S/M2GL
Device Image size Bytes Program Verify Unit

005 302672 22 10 Sec

010 568784 28 18 Sec

025 1223504 51 26 Sec

050 2424832 66 54 Sec

060 2418896 77 54 Sec

090 3645968 113 126 Sec

150 6139184 155 193 Sec

Table 243 • µSRAM (RAM1024x1) in 1024 × 1 Mode (continued)

Parameter Symbol

–1 –Std

UnitMin Max Min Max
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2.3.19 Crystal Oscillator
The following table describes the electrical characteristics of the crystal oscillator in the IGLOO2 FPGA 
and SmartFusion2 SoC FPGAs.   

SHA256 512 bits 540 kbps

1024 bits 780 kbps

2048 bits 950 kbps

24 kbits 1140 kbps

HMAC 512 bytes 820 kbps

1024 bytes 890 kbps

2048 bytes 930 kbps

24 kbytes 980 kbps

KeyTree 1.8 ms

Challenge-response PUF = OFF 25 ms

PUF = ON 7 ms

ECC point multiplication 590 ms

ECC point addition 8 ms

1. Using cypher block chaining (CBC) mode.

Table 277 • Electrical Characteristics of the Crystal Oscillator – High Gain Mode (20 MHz) 

Parameter Symbol Min Typ Max Unit Condition

Operating frequency FXTAL 20 MHz

Accuracy ACCXTAL 0.0047 % 005, 010, 025, 050, 060, 
and 090 devices

0.0058 % 150 devices

Output duty cycle CYCXTAL 49–51 47–53 % 

Output period jitter (peak to 
peak)

JITPERXTAL 200 300 ps 

Output cycle to cycle jitter (peak 
to peak)

JITCYCXTAL 200 300 ps 010, 025, 050, and 060 
devices

250 410 ps 150 devices

250 550 ps 005 and 090 devices

Operating current IDYNXTAL 1.5  mA 010, 050, and 060 
devices

1.65 mA 005, 025, 090, and 150 
devices

Input logic level high VIHXTAL 0.9 VPP  V

Input logic level low VILXTAL 0.1 VPP  V

Table 276 • Cryptographic Block Characteristics (continued)

Service Conditions Timing Unit
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The following table lists the CCC/PLL jitter specifications in worst-case industrial conditions when 
TJ = 100 °C, VDD = 1.14 V.

1. The minimum output clock frequency is limited by the PLL. For more information, see UG0449: SmartFusion2 and IGLOO2 
Clocking Resources User Guide.

2. The PLL is used in conjunction with the Clock Conditioning Circuitry. Performance is limited by the CCC output frequency.

Table 283 • IGLOO2 and SmartFusion2 SoC FPGAs CCC/PLL Jitter Specifications

CCC Output Maximum Peak-to-Peak Period Jitter FOUT_CCC

Parameter Conditions/Package Combinations Unit 

10 FG484, 050 
FG896/FG484/FCS325 
Packages1

SSO = 0 0 < SSO <= 2 SSO <= 4 SSO <=  8 SSO <= 16

20 MHz to 100 MHz Max(110, ± 1% x 
(1/FOUT_CCC))

Max(150, ± 1% x (1/FOUT_CCC)) ps

100 MHz to 400 MHz Max(120, ± 1% x 
(1/FOUT_CCC))

Max(150, ± 1% x (1/FOUT_CCC)) Max(170, ± 1% x 
(1/FOUT_CCC))

ps

025 FG484/FCS325 
Package1

0 < SSO <=16

20 MHz to 74 MHz ± 1% x (1/FOUT_CCC)) ps

74 MHz to 400 MHz 210 ps

005 FG484 Package1 0 < SSO <=16

20 MHz to 53 MHz ± 1% x (1/FOUT_CCC)) ps

53 MHz to 400 MHz 270 ps

090 FG676 and FC325 
Package1

0 < SSO <=16

20 MHz to 100 MHz ± 1% x (1/FOUT_CCC)) ps

100 MHz to 400 MHz 150 ps

060 FG676 Package1

1. SSO data is based on LVCMOS 2.5 V MSIO and/or MSIOD bank I/Os.

0 < SSO <=16

20 MHz to 100 MHz ± 1% x (1/FOUT_CCC) ps

100 MHz to 400 MHz 150

150 FC1152 Package1 0 < SSO <=16

20 MHz to 100 MHz ± 1% x (1/FOUT_CCC)) ps

100 MHz to 400 MHz 120 ps
DS0128 Datasheet Revision 11.0 111

http://www.microsemi.com/index.php?option=com_docman&task=doc_download&gid=132012
http://www.microsemi.com/index.php?option=com_docman&task=doc_download&gid=132012


IGLOO2 FPGA and SmartFusion2 SoC FPGA
sp5 SPI_[0|1]_CLK, SPI_[0|1]_DO, 
SPI_[0|1]_SS fall time (10%–
90%)1

2.906 ns IO Configuration: 
LVCMOS 2.5 V-8 mA
AC Loading: 35 pF
Test Conditions: 
Typical Voltage, 
25 °C

SPI master configuration (applicable for 005, 010, 025, and 050 devices)

sp6m SPI_[0|1]_DO setup time2 (SPI_x_CLK_period/2) – 8.0 ns

sp7m SPI_[0|1]_DO hold time2 (SPI_x_CLK_period/2) – 2.5 ns

sp8m SPI_[0|1]_DI setup time2 12 ns

sp9m SPI_[0|1]_DI hold time2 2.5 ns

SPI slave configuration (applicable for 005, 010, 025, and 050 devices)

sp6s SPI_[0|1]_DO setup time2 (SPI_x_CLK_period/2) – 
17.0

ns

sp7s SPI_[0|1]_DO hold time2 (SPI_x_CLK_period/2) + 3.0 ns

sp8s SPI_[0|1]_DI setup time2 2 ns

sp9s SPI_[0|1]_DI hold time2 7 ns

SPI master configuration (applicable for 060, 090, and 150 devices)

sp6m SPI_[0|1]_DO setup time2 (SPI_x_CLK_period/2) – 7.0 ns

sp7m SPI_[0|1]_DO hold time2 (SPI_x_CLK_period/2) – 9.5 ns

sp8m SPI_[0|1]_DI setup time2 15 ns

sp9m SPI_[0|1]_DI hold time2 -–2.5 ns

SPI slave configuration (applicable for 060, 090, and 150 devices)

sp6s SPI_[0|1]_DO setup time2 (SPI_x_CLK_period/2) – 
16.0

ns

sp7s SPI_[0|1]_DO hold time2 (SPI_x_CLK_period/2) - 3.5 ns

sp8s SPI_[0|1]_DI setup time2 3 ns

sp9s SPI_[0|1]_DI hold time2 2.5 ns

1. For specific Rise/Fall Times board design considerations and detailed output buffer resistances, use the corresponding IBIS 
models located on the Microsemi SoC Products Group website: http://www.microsemi.com/soc/download/ibis/default.aspx.

2. For allowable pclk configurations, see Serial Peripheral Interface Controller section in the UG0331: SmartFusion2 Microcontroller 
Subsystem User Guide.

Table 305 • SPI Characteristics for All Devices (continued)

Symbol Description Min Typ Max Unit Conditions
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Figure 22 • SPI Timing for a Single Frame Transfer in Motorola Mode (SPH = 1)

2.3.32 CAN Controller Characteristics
The following table lists the CAN controller characteristics in worst-case industrial conditions when TJ = 
100 °C, VDD = 1.14 V.

2.3.33 USB Characteristics
The following table lists the USB characteristics in worst-case industrial conditions when TJ = 100 °C, 
VDD = 1.14 V.

Table 306 • CAN Controller Characteristics 

Parameter Description –1 –Std Unit

FCANREFCLK1

1. PCLK to CAN controller must be a multiple of 8 MHz.

Internally sourced CAN reference 
clock frequency

160 136 MHz

BAUDCANMAX Maximum CAN performance baud 
rate

1 1 Mbps

BAUDCANMIN Minimum CAN performance baud 
rate

0.05 0.05 Mbps

Table 307 • USB Characteristics 

Parameter Description –1 –Std Unit

FUSBREFCLK Internally sourced USB reference clock 
frequency

166 142 MHz

TUSBCLK USB clock period 16.66 16.66 ns

TUSBPD Clock to USB data propagation delay 9.0 9.0 ns

TUSBSU Setup time for USB data 6.0 6.0 ns

TUSBHD Hold time for USB data 0 0 ns

SPI_0_CLK
SPO = 0

SPI_0_DO

SP6 SP7

50%50% MSB

50% 50% 50%

SP2

SP1

90%

10% 10%

SP4 SP5

SP8 SP9

50%50% MSBSPI_0_DI

10%

90%

SP5

90%

10%

SP4

90%

10%10%

SP4SP5

90%

SPI_0_SS

SPI_0_CLK
SPO = 1

SP3
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2.3.34 MMUART Characteristics
The following table lists the MMUART characteristics in worst-case industrial conditions when 
TJ = 100 °C, VDD = 1.14 V.

2.3.35 IGLOO2 Specifications

2.3.35.1 HPMS Clock Frequency
The following table lists the maximum frequency for HPMS main clock in worst-case industrial conditions 
when TJ = 100 °C, VDD = 1.14 V.

2.3.35.2 IGLOO2 Serial Peripheral Interface (SPI) Characteristics
This section describes the DC and switching of the SPI interface. Unless otherwise noted, all output 
characteristics given are for a 35 pF load on the pins and all sequential timing characteristics are related 
to SPI_0_CLK. For timing parameter definitions, see Figure 23, page 131.

The following table lists the SPI characteristics in worst-case industrial conditions when TJ = 100 °C, 
VDD = 1.14 V.

Table 308 • MMUART Characteristics

Parameter Description –1 –Std Unit

FMMUART_REF_CLK Internally sourced MMUART 
reference clock frequency.

166 142 MHz

BAUDMMUARTTx Maximum transmit baud rate 10.375 8.875 Mbps

BAUDMMUARTRx Maximum receive baud rate 10.375 8.875 Mbps

Table 309 • Maximum Frequency for HPMS Main Clock

Symbol Description –1 –Std Unit

HPMS_CLK Maximum frequency for the HPMS main clock 166 142 MHz

Table 310 • SPI Characteristics for All Devices

Symbol Description Min Typ Max Unit Conditions

SPIFMAX Maximum operating 
frequency of SPI interface

20 MHz

sp1 SPI_[0|1]_CLK minimum period 

SPI_[0|1]_CLK = PCLK/2 12 ns

SPI_[0|1]_CLK = PCLK/4 24.1 ns

SPI_[0|1]_CLK = PCLK/8 48.2 ns

SPI_[0|1]_CLK = PCLK/16 0.1 µs

SPI_[0|1]_CLK = PCLK/32 0.19 µs

SPI_[0|1]_CLK = PCLK/64 0.39 µs

SPI_[0|1]_CLK = PCLK/128 0.77 µs
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