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IGLOO2 FPGA and SmartFusion2 SoC FPGA
 2.3.7.5 RSDS
Reduced Swing Differential Signaling (RSDS) is similar to an LVDS high-speed interface using 
differential signaling. RSDS has a similar implementation to LVDS devices and is only intended for 
point-to-point applications.

Minimum and Maximum Input and Output Levels      

Table 203 � RSDS Recommended DC Operating Conditions 

Parameter Symbol Min Typ Max Unit

Supply voltage VDDI 2.375 2.5 2.625 V

Table 204 � RSDS DC Input Voltage Specification 

Parameter Symbol Min Max Unit

DC input voltage  VI 0 2.925 V

Table 205 � RSDS DC Output Voltage Specification 

Parameter Symbol Min Typ Max Unit

DC output logic high VOH 1.25 1.425 1.6 V

DC output logic low VOL 0.9 1.075 1.25 V

Table 206 � RSDS Differential Voltage Specification 

Parameter Symbol Min Max Unit

Differential output voltage swing VOD 100 600  mV

Output common mode voltage VOCM 0.5 1.5  V 

Input common mode voltage VICM 0.3 1.5  V 

Input differential voltage VID 100 600  mV 

Table 207 � RSDS Minimum and Maximum AC Switching Speed

Parameter Symbol Max Unit Conditions

Maximum data rate (for MSIO I/O bank) DMAX 520 Mbps AC loading: 2 pF / 100  differential load

Maximum data rate (for MSIOD I/O bank) DMAX 700 Mbps AC loading: 2 pF / 100  differential load

Table 208 � RSDS AC Impedance Specifications

Parameter Symbol Typ Unit

Termination resistance RT 100 

Table 209 � RSDS AC Test Parameter Specifications

Parameter Symbol Typ Unit

Measuring/trip point for data path VTRIP Cross point V

Resistance for enable path (TZH, TZL, THZ, TLZ) RENT 2K 

Capacitive loading for enable path (TZH, TZL, THZ, TLZ) CENT 5 pF
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
Table 248 � 2 Step IAP Programming (eNVM Only)

M2S/M2GL
Device Image size Bytes Aut henticate Program Verify Unit

005 137536 2 37 5 Sec

010 274816 4 76 11 Sec

025 274816 4 78 10 Sec

050 278528 3 85 9 Sec

060 268480 5 76 22 Sec

090 544496 10 152 43 Sec

150 544496 10 153 44 Sec

Table 249 � 2 Step IAP Programming  (Fabric and eNVM)

M2S/M2GL
Device Image size Bytes Authenticate Program Verify Unit

005 439296 6 56 11 Sec

010 842688 11 100 21 Sec

025 1497408 19 113 32 Sec

050 2695168 32 136 48 Sec

060 2686464 43 137 70 Sec

090 4190208 68 236 115 Sec

150 6682768 109 286 162 Sec

Table 250 � SmartFusion2 Cortex-M3 ISP Programming (Fabric Only)

M2S/M2GL
Device

Image size
Bytes Authenticate Program Verify Unit

005 302672 6 19 8 Sec

010 568784 10 26 14 Sec

025 1223504 21 39 29 Sec

050 2424832 39 60 50 Sec

060 2418896 44 65 54 Sec

090 3645968 66 90 79 Sec

150 6139184 108 140 128 Sec

Table 251 � SmartFusion2 Cortex-M3 ISP Programming (eNVM Only)

M2S/M2GL
Device

Image size
Bytes Authenticate Program Verify Unit

005 137536 3 42 4 Sec

010 274816 4 82 7 Sec

025 274816 4 82 8 Sec

050 278528 4 80 8 Sec

060 268480 6 80 8 Sec

090 544496 10 157 15 Sec
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IGLOO2 FPGA and SmartFusion2 SoC FPGA
2.3.21 Clock Conditioning Circuits (CCC)
The following table lists the CCC/PLL specifications in worst-case industrial conditions when TJ = 100 °C, 
VDD = 1.14 V.

Table 282 � IGLOO2 and SmartFusion2 So C FPGAs CCC/PLL Specification

Parameter Min Typ Max Unit Conditions

Clock conditioning circuitry input 
frequency FIN_CCC

1 200 MHz All CCC

0.032 200 MHz 32 kHz capable CCC

Clock conditioning circuitry output 
frequency FOUT_CCC

1
0.078 400 MHz

PLL VCO frequency2 500 1000 MHz

Delay increments in programmable 
delay blocks

75 100 ps

Number of programmable values in 
each programmable delay block

64

Acquisition time 70 100 µs F IN >= 1 MHz

1 16 ms FIN = 32 kHz

Input duty cycle (reference clock) Internal Feedback

10 90 % 1 MHz ≤ FIN_CCC ≤ 25 MHz

25 75 % 25 MHz ≤ FIN_CCC≤ 100 MHz

35 65 % 100 MHz ≤ FIN_CCC ≤ 150 MHz

45 55 % 150 MHz ≤ FIN_CCC ≤ 200 MHz

External Feedback (CCC, FPGA, 
Off-chip)

25 75 % 1 MHz ≤ FIN_CCC ≤ 25 MHz

35 65 % 25 MHz ≤ FIN_CCC ≤ 35 MHz

45 55 % 35 MHz ≤ FIN_CCC ≤ 50 MHz

Output duty cycle 48 52 % 050 devices FOUT ≤ 400 MHz

48 52 % 005, 010, and 025 devices
FOUT < 350 MHz

46 54 % 005, 010, and 025 devices
350 MHz ≤ Fout ≤ 400 MHz

48 52 % 060 and 090 devices
FOUT ≤ 100 MHz

44 52 % 060 and 090 devices
100 MHz ≤ FOUT ≤ 400 MHz

48 52 % 150 devices
FOUT ≤ 120 MHz

45 52 % 150 devices
120 MHz ≤ FOUT ≤ 400 MHz

Spread Spectrum Characteristics

Modulation frequency range 25 35 50 k

Modulation depth range 0 1.5 %

Modulation depth control 0.5 %
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