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Features

Figure 1 shows the block diagram for the MPC8260.
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Figure 1. MPC8260 Block Diagram

1 Features

The major features of the MPC8260 are as follows:
* Dual-issue integer core
— A core version of the EC603e microprocessor

— System core microprocessor supporting frequencies of 133-200 MHz (150200 MHz for the
MPC8255)

— Separate 16-Kbyte data and instruction caches:
— Four-way set associative
— Physically addressed
— LRU replacement algorithm
— PowerPC architecture-compliant memory management unit (MM U)
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Electrical and Thermal Characteristics

Table 3 shows DC electrical characteristics.

Table 3. DC Electrical Characteristics!

Characteristic Symbol Min Max Unit
Input high voltage, all inputs except CLKIN VIH 2.0 3.465 \"
Input low voltage Vi GND 0.8 \
CLKIN input high voltage Vibc 2.4 3.465 \Y
CLKIN input low voltage Vi GND 0.4 \
Input leakage current, V,y = VDDH? N — 10 HA
Hi-Z (off state) leakage current, V;y = VDDH? loz — 10 pA
Signal low input current, V; =0.8 V I — 1 A
Signal high input current, V| =2.0V Iy — 1 A
Output high voltage, loy = -2 mA Vou 2.4 — \Y

except XFC, UTOPIA mode, and open drain pins

In UTOPIA mode: gy = -8.0mA
PA[0-31]
PB[4-31]
PC[0-31]

PD[4-31]

In UTOPIA mode: Ig = 8.0mA VoL — 0.5 \
PA[0-31]
PB[4-31]
PC[0-31]
PD[4-31]
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Electrical and Thermal Characteristics

Table 3. DC Electrical Characteristics' (continued)

Characteristic Symbol Min Max Unit

loL = 7.0mA VoL — 0.4 Y,
BR
BG
ABB/IRQ2
TS
A[0-31]
TT[0-4]
TBST
TSIZE[0-3]
AACK
ARTRY
DBG
DBB/IRQ3
D[0-63]
DP(0)/RSRV/EXT_BR2
DP(1)/IRQ1/EXT_BG2
DP(2)/TLBISYNC/IRQ2/EXT_DBG2
DP(3)/IRQ3/EXT_BR3/CKSTP_OUT
DP(4)/IRQ4/EXT_BG3/CORE_SREST
DP(5)/TBEN/IRQ5/EXT_DBG3
DP(6)/CSE(0)/IRQ6
DP(7)/CSE(1)/IRQ7
PSDVAL
TA
TEA
GBL/IRQT
CI/BADDR29/1RQ2
WT/BADDR30/RQ3
L2_HIT/IRQ4
CPU_BG/BADDR31/IRQ5
CPU_DBG
CPU_BR
TRQO/NMI_OUT
IRQ7/INT_OUT/APE
PORESET
HRESET
SRESET
RSTCONF
QREQ
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Electrical and Thermal Characteristics

3 Rev C.2 silicon only.

2.2 Thermal Characteristics
Table 4 describes thermal characteristics.

Table 4. Thermal Characteristics

Characteristics Symbol Value Unit Air Flow
Thermal resistance for TBGA AN 13.07" °C/W NC2
IR 9.55! °C/W 1m/s
IR 10.483 °C/W NC
A 7.78° °C/W 1m/s

Note:

1 Assumes a single layer board with no thermal vias
2 Natural convection
3 Assumes a four layer board

2.3 Power Considerations
The average chip-junction temperature, T 3 in °C can be obtained from the following:
Ty;=Ta+(Ppx0) D
where
T = ambient temperature °C
04 = package thermal resistance, junction to ambient, °C/W
Po =PinT *+ Pio
PinT = lpp X Vpp Watts (chip internal power)

Pijo= power dissipation on input and output pins (determined by user)

For most applications P;;g < 0.3 X PN If Pjjo IS neglected, an approximate rel ationship between Py and
T,isthe following:

Pp = KI(T j+ 273° C) 2
Solving equations (1) and (2) for K gives:
K = Pp X (Tp +273° C) + 034 X Pp? (3)

whereK isaconstant pertaining to the particul ar part. K can be determined from equation (3) by measuring
Pp (at equilibrium) for aknown T, . Using this value of K, the values of P and T; can be obtained by
solving equations (1) and (2) iteratively for any value of Ta.
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Electrical and Thermal Characteristics

Table 10 lists SIU output characteristics.

Table 10. AC Characteristics for SIU Outputs’

Spec Number Max Delay (ns) | Min Delay (ns)
Characteristic

Max Min 66 MHz 66 MHz
sp31 sp30 |PSDVAL/TEA/TA 10 0.5

sp32 sp30 ADD/ADD_atr./BADDR/CI/GBL/WT 8 0.5
sp33a sp30 Data bus 8 0.5
sp33b sp30 DP 12 0.5

sp34 sp30 memc signals/ALE 6 0.5

sp35 sp30 all other signals 7.5 0.5

Note:

1 Output specifications are measured from the 50% level of the rising edge of CLKIN to the 50% level of the signal. Timings are
measured at the pin.

NOTE

Activating data pipelining (setting BRXx[DR] in the memory controller)
improves the AC timing. When data pipelining is activated, sp12 can be
used for data bus setup even when ECC or PARITY are used. Also, sp33a
can be used as the AC specification for DP signals.

Figure 8 shows TDM input and output signals.

Serial CLKin .
sp20 sp21
I E—
TDM input signals  __ \——7 7+~
sp40/sp4i
TDM output signals | D

Note: There are four possible TDM timing conditions:
1. Input sampled on the rising edge and output driven on the rising edge (shown).
2. Input sampled on the rising edge and output driven on the falling edge.
3. Input sampled on the falling edge and output driven on the falling edge.
4. Input sampled on the falling edge and output driven on the rising edge.

Figure 8. TDM Signal Diagram
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Electrical and Thermal Characteristics

Figure 11 shows signal behavior in MEM C mode.

CLKin
| |
V_CLK J
Memory controller signals >ﬂMO

N /

Figure 11. MEMC Mode Diagram

NOTE
Generaly, al MPC8260 bus and system output signals are driven from the
rising edge of the input clock (CLKin). Memory controller signals,
however, trigger on four pointswithin a CLKin cycle. Each cycleisdivided
by four internal ticks: T1, T2, T3, and T4. T1 aways occurs at the rising
edge, and T3 at the falling edge, of CLKin. However, the spacing of T2 and
T4 depends on the PLL clock ratio selected, as shown in Table 11.

Table 11. Tick Spacing for Memory Controller Signals

Tick Spacing (T1 Occurs at the Rising Edge of CLKin)
PLL Clock Ratio
T2 T3 T4
1:2,1:3,1:4,1:5, 1:6 | 1/4 CLKin 1/2 CLKin 3/4 CLKin
1:2.5 3/10 CLKin 1/2 CLKin 8/10 CLKin
1:3.5 4/14 CLKin 1/2 CLKin 11/14 CLKin

Figure 12 is a graphical representation of Table 11.

CLKin 4 \ \ } ; } ; L for1:2,1:3,1:4, 15,16
T1 T3 T4

CLKin 4 B for 1:2.5
T1 T2 T3 T4

CLKin 4 | \ | i [ for 1:3.5
T1 T2 T3 T4

Figure 12. Internal Tick Spacing for Memory Controller Signals
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Clock Configuration Modes

NOTE
The UPM machine outputs change on the internal tick determined by the
memory controller programming; the AC specifications are relative to the
internal tick. Note that SDRAM and GPCM machine outputs change on
CLKin'srising edge.

3 Clock Configuration Modes

To configure the main PLL multiplication factor and the core, CPM, and 60x bus frequencies, the
MODCK][1-3] pins are sampled while HRESET is asserted. Table 12 shows the eight basic configuration
modes. Another 49 modes are available by using the configuration pin (RSTCONF) and driving four pins

on the data bus.

3.1

Local Bus Mode

NOTE
Clock configurations change only after POR is asserted.

Table 12 describes default clock modes for the MPC8260.
Table 12. Clock Default Modes

MODCK][1-3] I:rF::uil::;l( CPM MFL;I(t:ith:cation Freiztl-\:nncy Core Multiplication Factor | Core Frequency
000 33 MHz 3 100 MHz 4 133 MHz
001 33 MHz 3 100 MHz 5 166 MHz
010 33 MHz 4 133 MHz 4 133 MHz
011 33 MHz 4 133 MHz 5 166 MHz
100 66 MHz 2 133 MHz 2.5 166 MHz
101 66 MHz 2 133 MHz 3 200 MHz
110 66 MHz 25 166 MHz 25 166 MHz
111 66 MHz 25 166 MHz 3 200 MHz

Table 13 describes all possible clock configurations when using the hard reset configuration sequence.

Note also that basic modes are shown in boldface type.

Table 13. Clock Configuration Modes'

MODCK_H-MODCK[1-3] Frtic?l?;nil;,)f;“ cPu lﬂilttti)?zligaﬁon Frec(|:|.llael\:l1cy2 Coregzlﬂlef%ation Frec(|:|'.:|)(-;(re1cy2
0001_000 33 MHz 2 66 MHz 4 133 MHz
0001_001 33 MHz 2 66 MHz 5 166 MHz
0001_010 33 MHz 2 66 MHz 6 200 MHz
0001_011 33 MHz 2 66 MHz 7 233 MHz
0001_100 33 MHz 2 66 MHz 8 266 MHz

MPC8260 PowerQUICC Il Integrated Communications Processor Hardware Specifications, Rev. 2
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Clock Configuration Modes

Table 13. Clock Configuration Modes' (continued)

MODCK_H-MODCK[1-3] Fr:]c?ﬁ;ni:l:l)f;“ cPu lﬂilttti)?zligaﬁon Frec(|:|.llael\:l1cy2 Coregzlﬂlef%ation Frec(|:|'.:|)(-;(re1cy2
0001_101 33 MHz 3 100 MHz 4 133 MHz
0001_110 33 MHz 3 100 MHz 5 166 MHz
0001_111 33 MHz 3 100 MHz 6 200 MHz
0010_000 33 MHz 3 100 MHz 7 233 MHz
0010_001 33 MHz 3 100 MHz 8 266 MHz
0010_010 33 MHz 4 133 MHz 4 133 MHz
0010_011 33 MHz 4 133 MHz 5 166 MHz
0010_100 33 MHz 4 133 MHz 6 200 MHz
0010_101 33 MHz 4 133 MHz 7 233 MHz
0010_110 33 MHz 4 133 MHz 8 266 MHz
0010_111 33 MHz 5 166 MHz 4 133 MHz
0011_000 33 MHz 5 166 MHz 5 166 MHz
0011_001 33 MHz 5 166 MHz 6 200 MHz
0011_010 33 MHz 5 166 MHz 7 233 MHz
0011_011 33 MHz 5 166 MHz 8 266 MHz
0011_100 33 MHz 6 200 MHz 4 133 MHz
0011_101 33 MHz 6 200 MHz 5 166 MHz
0011_110 33 MHz 6 200 MHz 6 200 MHz
0011_111 33 MHz 6 200 MHz 7 233 MHz
0100_000 33 MHz 6 200 MHz 8 266 MHz
0100_001 Reserved
0100_010
0100_011
0100_100
0100_101
0100_110

MPC8260 PowerQUICC Il Integrated Communications Processor Hardware Specifications, Rev. 2
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Clock Configuration Modes

Table 13. Clock Configuration Modes' (continued)

MODCK_H-MODCK[1-3] Fr:]c?ﬁ;ni:l:l)f;“ cPu lﬂilttti)?zligaﬁon Frec(|:|.llael\:l1cy2 Coregzlﬂlef%ation Frec(|:|'.:|)(-;(re1cy2

0100_111 Reserved

0101_000

0101_001

0101_010

0101_011

0101_100

0101_101 66 MHz 2 133 MHz 2 133 MHz
0101_110 66 MHz 2 133 MHz 2.5 166 MHz
0101_111 66 MHz 2 133 MHz 3 200 MHz
0110_000 66 MHz 2 133 MHz 3.5 233 MHz
0110_001 66 MHz 2 133 MHz 4 266 MHz
0110_010 66 MHz 2 133 MHz 4.5 300 MHz
0110_011 66 MHz 2.5 166 MHz 2 133 MHz
0110_100 66 MHz 2.5 166 MHz 2.5 166 MHz
0110_101 66 MHz 2.5 166 MHz 3 200 MHz
0110_110 66 MHz 2.5 166 MHz 3.5 233 MHz
0110_111 66 MHz 2.5 166 MHz 4 266 MHz
0111_000 66 MHz 2.5 166 MHz 4.5 300 MHz
0111_001 66 MHz 3 200 MHz 2 133 MHz
0111_010 66 MHz 3 200 MHz 2.5 166 MHz
0111_011 66 MHz 3 200 MHz 3 200 MHz
0111_100 66 MHz 3 200 MHz 3.5 233 MHz
0111_101 66 MHz 3 200 MHz 4 266 MHz
0111_110 66 MHz 3 200 MHz 4.5 300 MHz
0111_111 66 MHz 3.5 233 MHz 2 133 MHz
1000_000 66 MHz 3.5 233 MHz 2.5 166 MHz
1000_001 66 MHz 3.5 233 MHz 3 200 MHz
1000_010 66 MHz 3.5 233 MHz 3.5 233 MHz
1000_011 66 MHz 3.5 233 MHz 4 266 MHz
1000_100 66 MHz 3.5 233 MHz 4.5 300 MHz

Note:

MPC8260 PowerQUICC Il Integrated Communications Processor Hardware Specifications, Rev. 2
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Table 14. Pinout List (continued)

Pin Name Ball

A18 M5
A19 N5
A20 N4
A21 N3
A22 N2
A23 N1
A24 P4
A25 P3
A26 P2
A27 P1
A28 R1
A29 R3
A30 R5
A31 R4
TTO F1
TT1 G4
TT2 G3
TT3 G2
TT4 F2
TBST D3
TSIZ0 C1
TSIZA E4
TSIZ2 D2
TSIZ3 F5
AACK F3
ARTRY E1
DBG V1
DBB/IRQ3 V2
DO B20
D1 A18
D2 A16
D3 A13
D4 E12
D5 D9
D6 A6
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Table 14. Pinout List (continued)

Pin Name Ball
D42 Al4
D43 B12
D44 A10
D45 D8
D46 B6
D47 C4
D48 c18
D49 E16
D50 B14
D51 c12
D52 B10
D53 A7
D54 Cé
D55 D5
D56 B18
D57 B16
D58 E14
D59 D12
D60 C10
D61 E8
D62 D6
D63 c2
DPO/RSRV/EXT_BR2 B22
IRQ1/DP1/EXT_BG2 A22
IRQ2/DP2/TLBISYNC/EXT_DBG2 E21
IRQ3/DP3/CKSTP_OUT/EXT_BR3 D21
IRQ4/DP4/CORE_SRESET/EXT_BG3 c21
IRQ5/DP5/TBEN/EXT_DBG3 B21
IRQ6/DP6/CSEQ A21
IRQ7/DP7/CSET E20
PSDVAL V3
TA C22
TEA V5
GBLIRQT Wi
CI/BADDR29/IRQ2 u2

MPC8260 PowerQUICC Il Integrated Communications Processor Hardware Specifications, Rev. 2
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Table 14. Pinout List (continued)

Pinout

Pin Name Ball

WT/BADDR30/RQ3 us

L2_HIT/IRQ4 Y4

CPU_BG/BADDR31/IRQ5 u4

CPU_DBG R2

CPU_BR Y3

CSo F25
Cs1 C29
Cs2 E27
CS3 E28
Cs4 F26
CS5 F27
CS6 F28
CSs7 G25
CSs D29
CS9 E29
CS10/BCTL1 F29
CS11/APO G28
BADDR27 T5

BADDR28 Ut

ALE T2

BCTLO A27
PWEO/PSDDQMO0/PBS0 c25
PWE1/PSDDQM1/PBS1 E24
PWE2/PSDDQM2/PBS2 D24
PWE3/PSDDQM3/PBS3 C24
PWE4/PSDDQM4/PBS4 B26
PWE5/PSDDQM5/PBS5 A26
PWE6/PSDDQM6/PBS6 B25
PWE7/PSDDQM7/PBS7 A25
PSDA10/PGPLO E23
PSDWE/PGPL1 B24
POE/PSDRAS/PGPL2 A24
PSDCAS/PGPL3 B23
PGTA/PUPMWAIT/PGPL4/PPBS A23
PSDAMUX/PGPL5 D22
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Table 14. Pinout List (continued)

Pinout

Pin Name Ball
LCL_D6 K25
LCL_D7 L29
LCL_D8 L27
LCL_D9 L26
LCL_D10 L25
LCL_D11 M29
LCL_D12 M28
LCL_D13 M27
LCL_D14 M26
LCL_D15 N29
LCL_D16 T25
LCL_D17 uz7
LCL_D18 u26
LCL_D19 u25
LCL_D20 V29
LCL_D21 Va8
LCL_D22 Va7
LCL_D23 V26
LCL_D24 w27
LCL_D25 w26
LCL_D26 w25
LCL_D27 Y29
LCL_D28 Y28
LCL_D29 Y25
LCL_D30 AA29
LCL_D31 AA28
LCL_DPO L28
LCL_DPH1 N28
LCL_DP2 T28
LCL_DP3 w2sg
IRQO/NMI_OUT T1
IRQ7/INT_OUT/APE D1
TRST AH3
TCK AG5
T™MS AJ3
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Table 14. Pinout List (continued)

Pin Name Ball

TDI AE6
TDO AF5
TRIS AB4
PORESET AG6
HRESET AH5
SRESET AF6
QREQ AA3
RSTCONF AJ4
MODCK1/AP1/TCO/BNKSELO w2
MODCK2/AP2/TC1/BNKSEL1 w3
MODCKS3/AP3/TC2/BNKSEL2 w4
XFC AB2
CLKINT AH4
PAO/RESTART1/DREQ3/FCC2_UTM_TXADDR2 AC29?
PA1/REJECT1/FCC2_UTM_TXADDR1/DONE3 AC252
PA2/CLK20/FCC2_UTM_TXADDRO/DACK3 AE282
PA3/CLK19/FCC2_UTM_RXADDRO/DACK4/L1RXD1A2 AG292
PA4/REJECT2/FCC2_UTM_RXADDR1/DONE4 AG282
PA5/RESTART2/DREQ4/FCC2_UTM_RXADDR2 AG26°
PA6/L1RSYNCA1 AE242
PA7/SMSYN2/L1TSYNCA1/L1GNTA1 AH252
PA8/SMRXD2/L1RXD0A1/L1RXDA1 AF232
PA9/SMTXD2/L1TXDOAT AH232
PA10/FCC1_UT8_RXDO0/FCC1_UT16_RXD8/MSNUM5 AE222
PA11/FCC1_UT8_RXD1/FCC1_UT16_RXD9/MSNUM4 AH222
PA12/FCC1_UT8_RXD2/FCC1_UT16_RXD10/MSNUMS3 AJ212
PA13/FCC1_UT8_RXD3/FCC1_UT16_RXD11/MSNUM2 AH20°
PA14/FCC1_UT8_RXD4/FCC1_UT16_RXD12/FCC1_RXD3 AG192
PA15/FCC1_UT8_RXD5/FCC1_UT16_RXD13/FCC1_RXD2 AF182
PA16/FCC1_UT8_RXD6/FCC1_UT16_RXD14/FCC1_RXD1 AF172
PA17/FCC1_UT8_RXD7/FCC1_UT16_RXD15/FCC1_RXD0/FCC1_RXD AE162
PA18/FCC1_UT8_TXD7/FCC1_UT16_TXD15/FCC1_TXDO/FCC1_TXD AJ162
PA19/FCC1_UT8_TXD6/FCC1_UT16_TXD14/FCC1_TXDf1 AG152
PA20/FCC1_UT8_TXD5/FCC1_UT16_TXD13/FCC1_TXD2 AJ13?
PA21/FCC1_UT8_TXD4/FCC1_UT16_TXD12/FCC1_TXD3 AE13?
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Table 14. Pinout List (continued)

Pinout

Pin Name Ball
PA22/FCC1_UT8_TXD3/FCC1_UT16_TXD11 AF122
PA23/FCC1_UT8_TXD2/FCC1_UT16_TXD10 AG112
PA24/FCC1_UT8_TXD1/FCC1_UT16_TXD9/MSNUM1 AH9?
PA25/FCC1_UT8_TXDO/FCC1_UT16_TXD8/MSNUMO AJ8?
PA26/FCC1_UTM_RXCLAV/FCC1_UTS_RXCLAV/FCC1_MII_RX_ER AH72
PA27/FCC1_UT_RXSOC/FCC1_MII_RX_DV AF72
PA28/FCC1_UTM_RXENB/FCC1_UTS_RXENB/FCC1_MII_TX_EN AD52
PA29/FCC1_UT_TXSOC/FCC1_MII_TX_ER AF12
PA30/FCC1_UTM_TXCLAV/FCC1_UTS_TXCLAV/FCC1_MII_CRS/FCC1_RTS AD3?
PA31/FCC1_UTM_TXENB/FCC1_UTS_TXENB/FCC1_MII_COL AB52
PB4/FCC3_TXD3/FCC2_UT8_RXD0/L1RSYNCA2/FCC3_RTS AD282
PB5/FCC3_TXD2/FCC2_UT8_RXD1/L1TSYNCA2/L1GNTA2 AD26°
PB6/FCC3_TXD1/FCC2_UT8_RXD2/L1RXDA2/L1RXD0A2 AD252
PB7/FCC3_TXDO0/FCC3_TXD/FCC2_UT8_RXD3/L1TXDA2/L1TXD0OA2 AE262
PB8/FCC2_UT8_TXD3/FCC3_RXD0O/FCC3_RXD/TXD3/L1RSYNCDT1 AH27°2
PB9/FCC2_UT8_TXD2/FCC3_RXD1/L1TXD2A2/L1TSYNCD1/L1GNTD1 AG242
PB10/FCC2_UT8_TXD1/FCC3_RXD2/L1RXDD1 AH242
PB11/FCC3_RXD3/FCC2_UT8_TXDO0/L1TXDD1 AJ24?
PB12/FCC3_MII_CRS/L1CLKOB1/L1RSYNCC1/TXD2 AG222
PB13/FCC3_MII_COL/LTRQB1/L1TSYNCC1/L1GNTC1/L1TXD1A2 AH212
PB14/FCC3_MII_TX_EN/RXD3/L1RXDC1 AG20?
PB15/FCC3_MII_TX_ER/RXD2/L1TXDC1 AF192
PB16/FCC3_MII_RX_ER/L1CLKOA1/CLK18 AJ18?
PB17/FCC3_MII_RX_DV/L1RQA1/CLK17 AJ172
PB18/FCC2_UT8_RXD4/FCC2_RXD3/L1CLKOD2/L1RXD2A2 AE142
PB19/FCC2_UT8_RXD5/FCC2_RXD2/L1RQD2/L1RXD3A2 AF132
PB20/FCC2_UT8_RXD6/FCC2_RXD1/L1RSYNCD2/L1TXD1A1 AG122
PB21/FCC2_UT8_RXD7/FCC2_RXDO0/FCC2_RXD/L1TSYNCD2/L1GNTD2/ AH112
L1TXD2A1
PB22/FCC2_UT8_TXD7/FCC2_TXDO/FCC2_TXD/L1RXD1A1/L1RXDD2 AH162
PB23/FCC2_UT8_TXD6/FCC2_TXD1/L1RXD2A1/L1TXDD2 AE152
PB24/FCC2_UT8_TXD5/FCC2_TXD2/L1RXD3A1/L1RSYNCC2 AJ9?
PB25/FCC2_UT8_TXD4/FCC2_TXD3/L1TSYNCC2/L1GNTC2/L1TXD3A1 AE9?
PB26/FCC2_MII_CRS/FCC2_UT8_TXD1/L1RXDC2 AJ7?
PB27/FCC2_MII_COL/FCC2_UT8_TXDO/L1TXDC2 AH62
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Table 14. Pinout List (continued)

Pin Name Ball
PB28/FCC2_MII_RX_ER/FCC2_RTS/L1TSYNCB2/L1GNTB2/TXD1 AE3?
PB29/FCC2_UTM_RXCLAV/FCC2_UTS_RXCLAV/L1RSYNCB2/ AE2?
FCC2_MII_TX_EN
PB30/FCC2_MII_RX_DV/FCC2_UT_TXSOC/L1RXDB2 AC52
PB31/FCC2_MII_TX_ER/FCC2_UT_RXSOC/L1TXDB2 AC4?
PCO/DREQ1/BRGO7/SMSYN2/L1CLKOA2 AB262
PC1/DREQ2/BRGO6/LTRQA2 AD29?
PC2/FCC3_CD/FCC2_UT8_TXD3/DONE2 AE292
PC3/FCC3_CTS/FCC2_UT8_TXD2/DACK2/CTS4 AE272
PC4/FCC2_UTM_RXENB/FCC2_UTS_RXENB/SI2_L1ST4/FCC2_CD AF27°2
PC5/FCC2_UTM_TXCLAV/FCC2_UTS_TXCLAV/SI2_L1ST3/FCC2_CTS AF242
PC6/FCC1_CD/L1CLKOC1/FCC1_UTM_RXADDR2/FCC1_UTS_RXADDR2/ AJ262
FCC1_UTM_RXCLAV1
PC7/FCC1_CTS/L1RQC1/FCC1_UTM_TXADDR2/FCC1_UTS_TXADDR2/ AJ252
FCC1_UTM_TXCLAV1
PC8/CD4/RENA4/FCC1_UT16_TXDO0/SI2_L1ST2/CTS3 AF222
PCO/CTS4/CLSN4/FCC1_UT16_TXD1/SI2_L1ST1/L1TSYNCA2/L1GNTA2 AE212
PC10/CD3/RENA3/FCC1_UT16_TXD2/SI1_L1ST4/FCC2_UT8_RXD3 AF20°
PC11/CTS3/CLSN3/L1CLKOD1/L1TXD3A2/FCC2_UT8_RXD2 AE19?
PC12/CD2/RENA2/SI1_L1ST3/FCC1_UTM_RXADDR1/FCC1_UTS_RXADDR1 AE182
PC13/CTS2/CLSN2/LTRQD1/FCC1_UTM_TXADDR1/FCC1_UTS_TXADDRT AH182
PC14/CD1/RENA1/FCC1_UTM_RXADDRO/FCC1_UTS_RXADDRO AH172
PC15/CTS1/CLSN1/SMTXD2/FCC1_UTM_TXADDRO/FCC1_UTS_TXADDRO AG162
PC16/CLK16/TIN4 AF15°
PC17/CLK15/TIN3/BRGO8 AJ152
PC18/CLK14/TGATE2 AH142
PC19/CLK13/BRGO7/SPICLK AG13?
PC20/CLK12/TGATE1 AH122
PC21/CLK11/BRGO6 AJ112
PC22/CLK10/DONET AG10?
PC23/CLK9/BRGO5/DACKT AE10°
PC24/FCC2_UT8_TXD3/CLK8/TOUT4 AF9?
PC25/FCC2_UT8_TXD2/CLK7/BRGO4 AE8?
PC26/CLK6/TOUT3/TMCLK AJ6?
PC27/FCC3_TXD/FCC3_TXD0/CLK5/BRGO3 AG22
PC28/CLK4/TIN1/TOUT2/CTS2/CLSN2 AF3?
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Table 14. Pinout List (continued)

Pinout

Pin Name Ball
PC29/CLK3/TIN2/BRGO2/CTS1/CLSNT1 AF22
PC30/FCC2_UT8_TXD3/CLK2/TOUT1 AE12
PC31/CLK1/BRGO1 AD12
PD4/BRGOS8/L1TSYNCD1/L1GNTD1/FCC3_RTS/SMRXD2 AC282
PD5/FCC1_UT16_TXD3/DONET AD272
PD6/FCC1_UT16_TXD4/DACK1 AF292
PD7/SMSYN1/FCC1_UTM_TXADDRS3/FCC1_UTS_TXADDR3/ AF28°2
FCC1_UTM_TXADDR4/FCC1_TXCLAV2
PD8/SMRXD1/FCC2_UT_TXPRTY/BRGO5 AG252
PD9/SMTXD1/FCC2_UT_RXPRTY/BRGO3 AH262
PD10/L1CLKOB2/FCC2_UT8_RXD1/L1RSYNCB1/BRGO4 AJ272
PD11/L1RQB2/FCC2_UT8_RXDO/L1TSYNCB1/L1GNTB1 AJ23?
PD12/SI1_L1ST2/L1RXDB1 AG23?
PD13/SI1_L1ST1/L1TXDB1 AJ22?
PD14/FCC1_UT16_RXD0/L1CLKOC2/I2CSCL AE20?
PD15/FCC1_UT16_RXD1/L1RQC2/I2CSDA AJ20?
PD16/FCC1_UT_TXPRTY/L1TSYNCC1/L1GNTC1/SPIMISO AG182
PD17/FCC1_UT_RXPRTY/BRGO2/SPIMOSI AG172
PD18/FCC1_UTM_RXADDRA4/FCC1_UTS_RXADDR4/FCC1_UTM_RXCLAV3/ AF16°
SPICLK/FCC2_UTM_RXADDR3/FCC2_UTS_RXADDRO
PD19/FCC1_UTM_TXADDR4/FCC1_UTS_TXADDR4/FCC1_UTM_TXCLAV3/ AH152
SPISEL/BRGO1/FCC2_UTM_TXADDR3/FCC2_UTS_TXADDRO
PD20/RTS4/TENA4/FCC1_UT16_RXD2/L1RSYNCA2 AJ142
PD21/TXD4/FCC1_UT16_RXD3/L1RXD0A2/L1RXDA2 AH13?
PD22/RXD4/FCC1_UT16_TXD5/L1TXDOA2/L1TXDA2 AJ122
PD23/RTS3/TENA3/FCC1_UT16_RXD4/L1RSYNCD1 AE122
PD24/TXD3/FCC1_UT16_RXD5/L1RXDD1 AF10°
PD25/RXD3/FCC1_UT16_TXD6/L1TXDD1 AG9?
PD26/RTS2/TENA2/FCC1_UT16_RXD6/L1RSYNCCH AH8?
PD27/TXD2/FCC1_UT16_RXD7/L1RXDC1 AG72
PD28/RXD2/FCC1_UT16_TXD7/L1TXDC1 AE4?
PD29/RTS1/TENA1/FCC1_UTM_RXADDR3/FCC1_UTS_RXADDR3/ AG12
FCC1_UTM_RXCLAV2/FCC2_UTM_RXADDR4/FCC2_UTS_RXADDR1
PD30/FCC2_UTM_TXENB/FCC2_UTS_TXENB/TXD1 AD4?
PD31/RXD1 AD22
VCCSYN AB3
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Table 14. Pinout List (continued)

Pin Name Ball
VCCSYN1 B9
GNDSYN AB1
SPARE13 AE11
SPARE43 us
SPARE5* AF25
SPAREG? V4
THERMALOQ® AA1
THERMAL1° AG4
I/O power AG21, AG14, AGS, AJ1, AJ2, AH1,

AH2, AG3, AF4, AE5, AC27, Y27,
T27, P27, K26, G27, AE25, AF26,
AG27, AH28, AH29, AJ28, AJ29, C7,
C14, C16, C20, C23, E10, A28, A29,
B28, B29, C27, D26, E25, H3, M4,
T3, AA4, A1, A2, B1, B2, C3, D4, E5

Core Power u28, U29, K28, K29, A9, A19, B19,
M1, M2, Y1, Y2, AC1, AC2, AH19,
AJ19, AH10, AJ10, AJ5

Ground AA5, AF21, AF14, AF8, AE7, AF11,
AE17, AE23, AC26, AB25, Y26, V25,
T26, R25, P26, M25, K27, H25, G26,
D7, D10, D14, D16, D20, D23, C9,
E11, E13, E15, E19, E22, B3, G5,
H4, K5, M3, P5, T4, Y5, AA2, AC3

Note:

Only on Rev C.2 silicon.

2 The default configuration of the CPM pins (PA[0-31], PB[4-31], PC[0-31], PD[4-31]) is input. To prevent excessive DC current,
it is recommended to either pull unused pins to GND or VDDH, or to configure them as outputs.

3 Must be pulled down or left floating.

Must be pulled down or left floating. However, if compatibility with HiP4 silicon is required, this pin must be pulled up or left

floating.

For information on how to use this pin, refer to MPC8260 PowerQUICC Il Thermal Resistor Guide available at

www.freescale.com.

Symbols used in Table 14 are described in Table 15.
Table 15. Symbol Legend

Symbol Meaning
OVERBAR Signals with overbars, such as TA, are active low
UT™Mm Indicates that a signal is part of the UTOPIA master interface

MPC8260 PowerQUICC Il Integrated Communications Processor Hardware Specifications, Rev. 2

36 Freescale Semiconductor



Ordering Information

6 Ordering Information

Figure 16 provides an example of the Freescale part numbering nomenclature for the MPC8260. In
addition to the processor frequency, the part numbering scheme also consists of a part modifier that
indicates any enhancement(s) in the part from the original production design. Each part number also
containsarevision code that refersto the die mask revision number and is specified in the part numbering
scheme for identification purposes only. For more information, contact your local Freescale sales office.

MPC,82XX C,, ZU, XXX, X, XX,

Product Code @~ ——— Die Revision Level
—_ (Nn = Major.minor)

Core Voltage

Device Number

Processor Frequency

(CPU/CPM/Bus)
Temperature Range Package
Blank =0 to 105 °C (ZU = 480 TBGA)
C=-40to 105 °C
Figure 16. Freescale Part Number Key
7 Document Revision History
Table 17 lists significant changes in each revision of this document.
Table 17. Document Revision History
Rev. .
Number Date Substantive Change(s)
2 05/2010 |Added a note about rise/fall time on CPM input pins above Table 8, “AC Characteristics for CPM Inputs.”
1.3 9/2005 | » Document template update.
1.2 8/2003 | * Note: In revision 0.7, sp30 (Table 10) was changed. This change was not previously recorded in this
“Document Revision History” Table.
¢ Addition of MPC8255 description to Section 1, “Features”
* Addition of Figure 2
¢ Addition of VCCSYN to “Note: Core, PLL, and I/O Supply Voltages” following Table 2
¢ Addition of note 1 to Table 3
» Addition of notes or modifications to Figure 3 through Figure 8
* Addition of reference notes 4, 5, and 6 to Table 13
e Addition of note 2 to Table 14
¢ Addition of SPICLK to PC19 in Table 14. It is documented correctly in the MPC8260 PowerQUICC
1I™ Family Reference Manual but had previously been omitted from Table 14.
1.1 5/2002 | * Section 1, “Features”: updated minimum supported core frequency to 133 MHz
* Addition of “Note” at bottom of page 5.
* Table 13: Note 3.
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