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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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ProASIC3 Flash Family FPGAs
I/Os Per Package 1 

ProASIC3 
Devices A3P0152 A3P030 A3P060 A3P125 A3P250 3 A3P400 3 A3P600 A3P1000

Cortex-M1 
Devices M1A3P250 3,5 M1A3P400 3 M1A3P600 M1A3P1000

Package
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QN48 – 34 – – – – – – – – –

QN68 49 49 – – – – – – – – –

QN1327 – 81 80 84 87 19 – – – – –

CS121 – – 96 – – – – – – – – –

VQ100 – 77 71 71 68 13 – – – – –

TQ144 – – 91 100 – – – – – – – –

PQ208 – – – 133 151 34 151 34 154 35 154 35

FG144 – – 96 97 97 24 97 25 97 25 97 25

FG2565,6 – – – – 157 38 178 38 177 43 177 44

FG4846 – – – – – – 194 38 235 60 300 74

Notes:
1. When considering migrating your design to a lower- or higher-density device, refer to the ProASIC3 FPGA Fabric User Guide to

ensure complying with design and board migration requirements.
2. A3P015 is not recommended for new designs.
3. For A3P250 and A3P400 devices, the maximum number of LVPECL pairs in east and west banks cannot exceed 15. Refer to

the ProASIC3 FPGA Fabric Users Guide for position assignments of the 15 LVPECL pairs.
4. Each used differential I/O pair reduces the number of single-ended I/Os available by two.
5. The M1A3P250 device does not support FG256 package.
6. FG256 and FG484 are footprint-compatible packages.
7. Package not available.

Table 1 • ProASIC3 FPGAs Package Sizes Dimensions

Package CS121 QN48 QN68 QN132 * VQ100 TQ144 PQ208 FG144 FG256 FG484

Length × Width
(mm × mm)

6 × 6 6 × 6 8 × 8 8 × 8 14 × 14 20 × 20 28 × 28 13 × 13 17 × 17 23 × 23

Nominal Area
(mm2)

36 36 64 64 196 400 784 169 289 529

Pitch (mm) 0.5 0.4 0.4 0.5 0.5 0.5 0.5 1.0 1.0 1.0

Height (mm) 0.99 0.90 0.90 0.75 1.00 1.40 3.40 1.45 1.60 2.23

Note: * Package not available
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ProASIC3 Flash Family FPGAs
The FPGA core consists of a sea of VersaTiles. Each VersaTile can be configured as a three-input logic function, a D-
flip-flop (with or without enable), or a latch by programming the appropriate flash switch interconnections. The
versatility of the ProASIC3 core tile as either a three-input lookup table (LUT) equivalent or as a D-flip-flop/latch with
enable allows for efficient use of the FPGA fabric. The VersaTile capability is unique to the Microsemi ProASIC family
of third-generation architecture flash FPGAs. VersaTiles are connected with any of the four levels of routing hierarchy.
Flash switches are distributed throughout the device to provide nonvolatile, reconfigurable interconnect programming.
Maximum core utilization is possible for virtually any design. 

VersaTiles
The ProASIC3 core consists of VersaTiles, which have been enhanced beyond the ProASICPLUS® core tiles. The
ProASIC3 VersaTile supports the following:

• All 3-input logic functions—LUT-3 equivalent 

• Latch with clear or set

• D-flip-flop with clear or set 

• Enable D-flip-flop with clear or set

Refer to Figure 1-3 for VersaTile configurations.

Figure 1-2 • ProASIC3 Device Architecture Overview with Four I/O Banks (A3P250, A3P600, and A3P1000) 

Figure 1-3 • VersaTile Configurations
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ProASIC3 Flash Family FPGAs
Table 2-2 • Recommended Operating Conditions 1 

Symbol Parameters 1 Commercial Industrial Units

TJ Junction temperature 0 to 852 -40 to 1002 °C

VCC3 1.5 V DC core supply voltage  1.425 to 1.575  1.425 to 1.575 V

VJTAG JTAG DC voltage  1.4 to 3.6  1.4 to 3.6 V

VPUMP Programming voltage Programming Mode  3.15 to 3.45  3.15 to 3.45 V

Operation 4  0 to 3.6  0 to 3.6 V

VCCPLL Analog power supply (PLL)  1.425 to 1.575  1.425 to 1.575 V

VCCI and VMV 5 1.5 V DC supply voltage  1.425 to 1.575  1.425 to 1.575 V

1.8 V DC supply voltage  1.7 to 1.9  1.7 to 1.9 V

2.5 V DC supply voltage  2.3 to 2.7  2.3 to 2.7 V

3.3 V DC supply voltage 3.0 to 3.6 3.0 to 3.6 V

3.3 V wide range DC supply voltage 6  2.7 to 3.6  2.7 to 3.6 V

LVDS/B-LVDS/M-LVDS differential I/O  2.375 to 2.625  2.375 to 2.625 V

LVPECL differential I/O  3.0 to 3.6  3.0 to 3.6 V

Notes:

1. All parameters representing voltages are measured with respect to GND unless otherwise specified.
2. Software Default Junction Temperature Range in the Libero® System-on-Chip (SoC) software is set to 0°C to +70°C for

commercial, and -40°C to +85°C for industrial. To ensure targeted reliability standards are met across the full range of
junction temperatures, Microsemi recommends using custom settings for temperature range before running timing and
power analysis tools. For more information regarding custom settings, refer to the New Project Dialog Box in the Libero
SoC Online Help.

3. The ranges given here are for power supplies only. The recommended input voltage ranges specific to each I/O
standard are given in Table 2-18 on page 2-19.

4. VPUMP can be left floating during operation (not programming mode).

5. VMV and VCCI should be at the same voltage within a given I/O bank. VMV pins must be connected to the
corresponding VCCI pins. See the "VMVx I/O Supply Voltage (quiet)" section on page 3-1 for further information.

6. 3.3 V wide range is compliant to the JESD8-B specification and supports 3.0 V VCCI operation.
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ProASIC3 DC and Switching Characteristics
FCLK is the global clock signal frequency.

NS-CELL is the number of VersaTiles used as sequential modules in the design.

PAC1, PAC2, PAC3, and PAC4 are device-dependent.

Sequential Cells Contribution—PS-CELL 
PS-CELL = NS-CELL * (PAC5 + 1 / 2 * PAC6) * FCLK

NS-CELL is the number of VersaTiles used as sequential modules in the design. When a multi-tile sequential cell is
used, it should be accounted for as 1.

1 is the toggle rate of VersaTile outputs—guidelines are provided in Table 2-16 on page 2-14.

FCLK is the global clock signal frequency.

Combinatorial Cells Contribution—PC-CELL 
PC-CELL = NC-CELL* 1 / 2 * PAC7 * FCLK

NC-CELL is the number of VersaTiles used as combinatorial modules in the design.

1 is the toggle rate of VersaTile outputs—guidelines are provided in Table 2-16 on page 2-14.

FCLK is the global clock signal frequency.

Routing Net Contribution—PNET
PNET = (NS-CELL + NC-CELL) * 1 / 2 * PAC8 * FCLK

NS-CELL is the number of VersaTiles used as sequential modules in the design.

NC-CELL is the number of VersaTiles used as combinatorial modules in the design.

1 is the toggle rate of VersaTile outputs—guidelines are provided in Table 2-16 on page 2-14.

FCLK is the global clock signal frequency.

I/O Input Buffer Contribution—PINPUTS
PINPUTS = NINPUTS * 2 / 2 * PAC9 * FCLK

NINPUTS is the number of I/O input buffers used in the design.

2 is the I/O buffer toggle rate—guidelines are provided in Table 2-16 on page 2-14.

FCLK is the global clock signal frequency.

I/O Output Buffer Contribution—POUTPUTS 
POUTPUTS = NOUTPUTS * 2 / 2 * 1 * PAC10 * FCLK

NOUTPUTS is the number of I/O output buffers used in the design.

2 is the I/O buffer toggle rate—guidelines are provided in Table 2-16 on page 2-14.

1 is the I/O buffer enable rate—guidelines are provided in Table 2-17 on page 2-14.

FCLK is the global clock signal frequency.
2-13 Revision 18



ProASIC3 DC and Switching Characteristics
Table 2-29 • I/O Output Buffer Maximum Resistances 1

Applicable to Standard Plus I/O Banks

Standard Drive Strength RPULL-DOWN ()2 RPULL-UP ()3

3.3 V LVTTL / 3.3 V
LVCMOS

2 mA 100 300

4 mA 100 300

6 mA 50 150

8 mA 50 150

12 mA 25 75

16 mA 25 75

3.3 V LVCMOS Wide
Range4

100 µA Same as regular 3.3 V LVCMOS Same as regular 3.3 V LVCMOS

2.5 V LVCMOS 2 mA 100 200

4 mA 100 200

6 mA 50 100

8 mA 50 100

12 mA 25 50

1.8 V LVCMOS 2 mA 200 225

4 mA 100 112

6 mA 50 56

8 mA 50 56

1.5 V LVCMOS 2 mA 200 224

4 mA 100 112

3.3 V PCI/PCI-X Per PCI/PCI-X 
specification

25 75

Notes:

1. These maximum values are provided for informational reasons only. Minimum output buffer resistance values depend 
on VCCI, drive strength selection, temperature, and process. For board design considerations and detailed output 
buffer resistances, use the corresponding IBIS models located at 
http://www.microsemi.com/soc/download/ibis/default.aspx.

2. R(PULL-DOWN-MAX) = (VOLspec) / IOLspec

3. R(PULL-UP-MAX) = (VCCImax – VOHspec) / IOHspec

4. All LVCMOS 3.3 V software macros support LVCMOS 3.3 V wide range as specified in the JESD-8B specification.
2-27 Revision 18
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ProASIC3 Flash Family FPGAs
–2 0.49 3.29 0.03 0.75 0.32 3.36 2.80 1.79 2.01 ns 

Notes:

1. Software default selection highlighted in gray.
2. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.

Table 2-46 • 3.3 V LVTTL / 3.3 V LVCMOS Low Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 3.0 V
Applicable to Standard I/O Banks

Drive
Strength

Speed
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ Units

2 mA Std. 0.66 9.46 0.04 1.00 0.43 9.64 8.54 2.07 2.04 ns 

–1 0.56 8.05 0.04 0.85 0.36 8.20 7.27 1.76 1.73 ns 

–2 0.49 7.07 0.03 0.75 0.32 7.20 6.38 1.55 1.52 ns 

4 mA Std. 0.66 9.46 0.04 1.00 0.43 9.64 8.54 2.07 2.04 ns 

–1 0.56 8.05 0.04 0.85 0.36 8.20 7.27 1.76 1.73 ns 

–2 0.49 7.07 0.03 0.75 0.32 7.20 6.38 1.55 1.52 ns 

6 mA Std. 0.66 6.57 0.04 1.00 0.43 6.69 5.98 2.40 2.57 ns 

–1 0.56 5.59 0.04 0.85 0.36 5.69 5.09 2.04 2.19 ns 

–2 0.49 4.91 0.03 0.75 0.32 5.00 4.47 1.79 1.92 ns 

8 mA Std. 0.66 6.57 0.04 1.00 0.43 6.69 5.98 2.40 2.57 ns 

–1 0.56 5.59 0.04 0.85 0.36 5.69 5.09 2.04 2.19 ns 

–2 0.49 4.91 0.03 0.75 0.32 5.00 4.47 1.79 1.92 ns 

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.

Table 2-45 • 3.3 V LVTTL / 3.3 V LVCMOS High Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 3.0 V
Applicable to Standard I/O Banks

Drive 
Strength

Speed
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ Units
Revision 18 2-38



ProASIC3 Flash Family FPGAs
Table 2-53 • 3.3 V LVTTL / 3.3 V LVCMOS Low Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 3.0 V
Applicable to Standard Plus I/O Banks

Drive 
Strength

Equiv. 
Software 
Default 
Drive 

Strength 
Option1

Speed
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

100 µA 2 mA  Std. 0.60 14.97 0.04 1.52 0.43 14.97 12.79 3.52 3.41 18.36 16.18 ns

 –1 0.51 12.73 0.04 1.29 0.36 12.73 10.88 2.99 2.90 15.62 13.77 ns

 –2 0.45 11.18 0.03 1.14 0.32 11.18 9.55 2.63 2.55 13.71 12.08 ns

100 µA  4 mA  Std. 0.60 10.36 0.04 1.52 0.43 10.36 8.93 3.99 4.24 13.75 12.33 ns

 –1 0.51 8.81 0.04 1.29 0.36 8.81 7.60 3.39 3.60 11.70 10.49 ns

 –2 0.45 7.74 0.03 1.14 0.32 7.74 6.67 2.98 3.16 10.27 9.21 ns

100 µA 6 mA  Std. 0.60 10.36 0.04 1.52 0.43 10.36 8.93 3.99 4.24 13.75 12.33 ns

 –1 0.51 8.81 0.04 1.29 0.36 8.81 7.60 3.39 3.60 11.70 10.49 ns

 –2 0.45 7.74 0.03 1.14 0.32 7.74 6.67 2.98 3.16 10.27 9.21 ns

100 µA  8 mA  Std. 0.60 7.81 0.04 1.52 0.43 7.81 6.85 4.32 4.76 11.20 10.24 ns

 –1 0.51 6.64 0.04 1.29 0.36 6.64 5.82 3.67 4.05 9.53 8.71 ns

 –2 0.45 5.83 0.03 1.14 0.32 5.83 5.11 3.22 3.56 8.36 7.65 ns

100 µA  16 mA  Std. 0.60 7.81 0.04 1.52 0.43 7.81 6.85 4.32 4.76 11.20 10.24 ns

 –1 0.51 6.64 0.04 1.29 0.36 6.64 5.82 3.67 4.05 9.53 8.71 ns

 –2 0.45 5.83 0.03 1.14 0.32 5.83 5.11 3.22 3.56 8.36 7.65 ns

Notes:

1. The minimum drive strength for any LVCMOS 3.3 V software configuration when run in wide range is ±100 µA. Drive
strength displayed in the software is supported for normal range only. For a detailed I/V curve, refer to the IBIS models.

2. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.
Revision 18 2-44



ProASIC3 DC and Switching Characteristics
Table 2-62 • 2.5 V LVCMOS High Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 2.3 V
Applicable to Standard Plus I/O Banks

Drive
Strength

Speed
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

4 mA Std. 0.66 8.28 0.04 1.30 0.43 7.41 8.28 2.25 2.07 9.64 10.51 ns 

–1 0.56 7.04 0.04 1.10 0.36 6.30 7.04 1.92 1.76 8.20 8.94 ns 

–2 0.49 6.18 0.03 0.97 0.32 5.53 6.18 1.68 1.55 7.20 7.85 ns 

6 mA Std. 0.66 4.85 0.04 1.30 0.43 4.65 4.85 2.59 2.71 6.88 7.09 ns 

–1 0.56 4.13 0.04 1.10 0.36 3.95 4.13 2.20 2.31 5.85 6.03 ns 

–2 0.49 3.62 0.03 0.97 0.32 3.47 3.62 1.93 2.02 5.14 5.29 ns 

8 mA Std. 0.66 4.85 0.04 1.30 0.43 4.65 4.85 2.59 2.71 6.88 7.09 ns 

–1 0.56 4.13 0.04 1.10 0.36 3.95 4.13 2.20 2.31 5.85 6.03 ns 

–2 0.49 3.62 0.03 0.97 0.32 3.47 3.62 1.93 2.02 5.14 5.29 ns 

12 mA Std. 0.66 3.21 0.04 1.30 0.43 3.27 3.14 2.82 3.11 5.50 5.38 ns 

–1 0.56 2.73 0.04 1.10 0.36 2.78 2.67 2.40 2.65 4.68 4.57 ns 

–2 0.49 2.39 0.03 0.97 0.32 2.44 2.35 2.11 2.32 4.11 4.02 ns 

Notes:

1. Software default selection highlighted in gray.
2. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.

Table 2-63 • 2.5 V LVCMOS Low Slew
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, Worst-Case VCCI = 2.3 V
Applicable to Standard Plus I/O Banks

Drive
Strength

Speed
Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

4 mA Std. 0.66 10.84 0.04 1.30 0.43 10.64 10.84 2.26 1.99 12.87 13.08 ns 

–1 0.56 9.22 0.04 1.10 0.36 9.05 9.22 1.92 1.69 10.95 11.12 ns 

–2 0.49 8.10 0.03 0.97 0.32 7.94 8.10 1.68 1.49 9.61 9.77 ns 

6 mA Std. 0.66 7.37 0.04 1.30 0.43 7.50 7.36 2.59 2.61 9.74 9.60 ns 

–1 0.56 6.27 0.04 1.10 0.36 6.38 6.26 2.20 2.22 8.29 8.16 ns 

–2 0.49 5.50 0.03 0.97 0.32 5.60 5.50 1.93 1.95 7.27 7.17 ns 

8 mA Std. 0.66 7.37 0.04 1.30 0.43 7.50 7.36 2.59 2.61 9.74 9.60 ns 

–1 0.56 6.27 0.04 1.10 0.36 6.38 6.26 2.20 2.22 8.29 8.16 ns 

–2 0.49 5.50 0.03 0.97 0.32 5.60 5.50 1.93 1.95 7.27 7.17 ns 

12 mA Std. 0.66 5.63 0.04 1.30 0.43 5.73 5.51 2.83 3.01 7.97 7.74 ns 

–1 0.56 4.79 0.04 1.10 0.36 4.88 4.68 2.41 2.56 6.78 6.59 ns 

–2 0.49 4.20 0.03 0.97 0.32 4.28 4.11 2.11 2.25 5.95 5.78 ns 

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.
2-51 Revision 18



ProASIC3 DC and Switching Characteristics
Output Enable Register

Figure 2-19 • Output Enable Register Timing Diagram
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ProASIC3 DC and Switching Characteristics
VersaTile Characteristics

VersaTile Specifications as a Combinatorial Module
The ProASIC3 library offers all combinations of LUT-3 combinatorial functions. In this section, timing characteristics
are presented for a sample of the library. For more details, refer to the Fusion, IGLOO®/e, and ProASIC3/E Macro
Library Guide. 

Figure 2-24 • Sample of Combinatorial Cells
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ProASIC3 DC and Switching Characteristics
Table 2-117 • RAM512X18 
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V

Parameter Description –2 –1 Std. Units

tAS Address setup time 0.25 0.28 0.33 ns 

tAH Address hold time 0.00 0.00 0.00 ns 

tENS REN, WEN setup time 0.13 0.15 0.17 ns 

tENH REN, WEN hold time 0.10 0.11 0.13 ns 

tDS Input data (WD) setup time 0.18 0.21 0.25 ns 

tDH Input data (WD) hold time 0.00 0.00 0.00 ns 

tCKQ1 Clock High to new data valid on RD (output retained) 2.16 2.46 2.89 ns 

tCKQ2 Clock High to new data valid on RD (pipelined) 0.90 1.02 1.20 ns 

tC2CRWH
1 Address collision clk-to-clk delay for reliable read access after write on same

address—Applicable to Opening Edge
0.50 0.43 0.38 ns 

tC2CWRH
1 Address collision clk-to-clk delay for reliable write access after read on same

address—Applicable to Opening Edge
0.59 0.50 0.44 ns 

tRSTBQ RESET Low to data out Low on RD (flow-through) 0.92 1.05 1.23 ns 

RESET Low to data out Low on RD (pipelined) 0.92 1.05 1.23 ns 

tREMRSTB RESET removal 0.29 0.33 0.38 ns 

tRECRSTB RESET recovery 1.50 1.71 2.01 ns 

tMPWRSTB RESET minimum pulse width 0.21 0.24 0.29 ns 

tCYC Clock cycle time 3.23 3.68 4.32 ns 

FMAX Maximum frequency 310 272 231 MHz

Notes:

1. For more information, refer to the application note Simultaneous Read-Write Operations in Dual-Port SRAM for Flash-
Based cSoCs and FPGAs.

2. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.
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ProASIC3 Flash Family FPGAs
QN68 – Bottom View

Note
For more information on package drawings, see PD3068: Package Mechanical Drawings.

   

Note: The die attach paddle center of the package is tied to ground (GND).

Pin A1 Mark

1

68
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Package Pin Assignments
C17 IO74RSB2

C18 VCCIB2

C19 TCK

C20 VMV2

C21 VPUMP

C22 VJTAG

C23 VCCIB1

C24 IO53NSB1

C25 IO51NPB1

C26 GCA1/IO50PPB1

C27 GCC0/IO48NDB1

C28 VCCIB1

C29 IO42NDB1

C30 GNDQ

C31 GBA1/IO40RSB0

C32 GBB0/IO37RSB0

C33 VCC

C34 IO24RSB0

C35 IO19RSB0

C36 IO16RSB0

C37 IO10RSB0

C38 VCCIB0

C39 GAB1/IO03RSB0

C40 VMV0

D1 GND

D2 GND

D3 GND

D4 GND

QN132

Pin Number A3P250 Function
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ProASIC3 Flash Family FPGAs
PQ208

Pin Number A3P125 Function

1 GND

2 GAA2/IO67RSB1

3 IO68RSB1

4 GAB2/IO69RSB1

5 IO132RSB1

6 GAC2/IO131RSB1

7 NC

8 NC

9 IO130RSB1

10 IO129RSB1

11 NC

12 IO128RSB1

13 NC

14 NC

15 NC

16 VCC

17 GND

18 VCCIB1

19 IO127RSB1

20 NC

21 GFC1/IO126RSB1

22 GFC0/IO125RSB1

23 GFB1/IO124RSB1

24 GFB0/IO123RSB1

25 VCOMPLF

26 GFA0/IO122RSB1

27 VCCPLF

28 GFA1/IO121RSB1

29 GND

30 GFA2/IO120RSB1

31 NC

32 GFB2/IO119RSB1

33 NC

34 GFC2/IO118RSB1

35 IO117RSB1

36 NC

37 IO116RSB1

38 IO115RSB1

39 NC

40 VCCIB1

41 GND

42 IO114RSB1

43 IO113RSB1

44 GEC1/IO112RSB1

45 GEC0/IO111RSB1

46 GEB1/IO110RSB1

47 GEB0/IO109RSB1

48 GEA1/IO108RSB1

49 GEA0/IO107RSB1

50 VMV1

51 GNDQ

52 GND

53 NC

54 NC

55 GEA2/IO106RSB1

56 GEB2/IO105RSB1

57 GEC2/IO104RSB1

58 IO103RSB1

59 IO102RSB1

60 IO101RSB1

61 IO100RSB1

62 VCCIB1

63 IO99RSB1

64 IO98RSB1

65 GND

66 IO97RSB1

67 IO96RSB1

68 IO95RSB1

69 IO94RSB1

70 IO93RSB1

71 VCC

72 VCCIB1

PQ208

Pin Number A3P125 Function

73 IO92RSB1

74 IO91RSB1

75 IO90RSB1

76 IO89RSB1

77 IO88RSB1

78 IO87RSB1

79 IO86RSB1

80 IO85RSB1

81 GND

82 IO84RSB1

83 IO83RSB1

84 IO82RSB1

85 IO81RSB1

86 IO80RSB1

87 IO79RSB1

88 VCC

89 VCCIB1

90 IO78RSB1

91 IO77RSB1

92 IO76RSB1

93 IO75RSB1

94 IO74RSB1

95 IO73RSB1

96 GDC2/IO72RSB1

97 GND

98 GDB2/IO71RSB1

99 GDA2/IO70RSB1

100 GNDQ

101 TCK

102 TDI

103 TMS

104 VMV1

105 GND

106 VPUMP

107 NC

108 TDO

PQ208

Pin Number A3P125 Function
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ProASIC3 Flash Family FPGAs
PQ208

Pin Number A3P250 Function

1 GND

2 GAA2/IO118UDB3

3 IO118VDB3

4 GAB2/IO117UDB3

5 IO117VDB3

6 GAC2/IO116UDB3

7 IO116VDB3

8 IO115UDB3

9 IO115VDB3

10 IO114UDB3

11 IO114VDB3

12 IO113PDB3

13 IO113NDB3

14 IO112PDB3

15 IO112NDB3

16 VCC

17 GND

18 VCCIB3

19 IO111PDB3

20 IO111NDB3

21 GFC1/IO110PDB3

22 GFC0/IO110NDB3

23 GFB1/IO109PDB3

24 GFB0/IO109NDB3

25 VCOMPLF

26 GFA0/IO108NPB3

27 VCCPLF

28 GFA1/IO108PPB3

29 GND

30 GFA2/IO107PDB3

31 IO107NDB3

32 GFB2/IO106PDB3

33 IO106NDB3

34 GFC2/IO105PDB3

35 IO105NDB3

36 NC

37 IO104PDB3

38 IO104NDB3

39 IO103PSB3

40 VCCIB3

41 GND

42 IO101PDB3

43 IO101NDB3

44 GEC1/IO100PDB3

45 GEC0/IO100NDB3

46 GEB1/IO99PDB3

47 GEB0/IO99NDB3

48 GEA1/IO98PDB3

49 GEA0/IO98NDB3

50 VMV3

51 GNDQ

52 GND

53 NC

54 NC

55 GEA2/IO97RSB2

56 GEB2/IO96RSB2

57 GEC2/IO95RSB2

58 IO94RSB2

59 IO93RSB2

60 IO92RSB2

61 IO91RSB2

62 VCCIB2

63 IO90RSB2

64 IO89RSB2

65 GND

66 IO88RSB2

67 IO87RSB2

68 IO86RSB2

69 IO85RSB2

70 IO84RSB2

71 VCC

72 VCCIB2

PQ208

Pin Number A3P250 Function

73 IO83RSB2

74 IO82RSB2

75 IO81RSB2

76 IO80RSB2

77 IO79RSB2

78 IO78RSB2

79 IO77RSB2

80 IO76RSB2

81 GND

82 IO75RSB2

83 IO74RSB2

84 IO73RSB2

85 IO72RSB2

86 IO71RSB2

87 IO70RSB2

88 VCC

89 VCCIB2

90 IO69RSB2

91 IO68RSB2

92 IO67RSB2

93 IO66RSB2

94 IO65RSB2

95 IO64RSB2

96 GDC2/IO63RSB2

97 GND

98 GDB2/IO62RSB2

99 GDA2/IO61RSB2

100 GNDQ

101 TCK

102 TDI

103 TMS

104 VMV2

105 GND

106 VPUMP

107 NC

108 TDO

PQ208

Pin Number A3P250 Function
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Package Pin Assignments
FG256 – Bottom View

Note
For more information on package drawings, see PD3068: Package Mechanical Drawings.

13579111315 246810121416

C

E

G

J

L

N

R

D

F

H

K

M

P

T

B

A

A1 Ball Pad Corner
4-52 Revision 18

http://www.microsemi.com/index.php?option=com_docman&task=doc_download&gid=131095


Package Pin Assignments
K19 IO88NDB1

K20 IO94NPB1

K21 IO98NDB1

K22 IO98PDB1

L1 NC

L2 IO200PDB3

L3 IO210NPB3

L4 GFB0/IO208NPB3

L5 GFA0/IO207NDB3

L6 GFB1/IO208PPB3

L7 VCOMPLF

L8 GFC0/IO209NPB3

L9 VCC

L10 GND

L11 GND

L12 GND

L13 GND

L14 VCC

L15 GCC0/IO91NPB1

L16 GCB1/IO92PPB1

L17 GCA0/IO93NPB1

L18 IO96NPB1

L19 GCB0/IO92NPB1

L20 IO97PDB1

L21 IO97NDB1

L22 IO99NPB1

M1 NC

M2 IO200NDB3

M3 IO206NDB3

M4 GFA2/IO206PDB3

M5 GFA1/IO207PDB3

M6 VCCPLF

M7 IO205NDB3

M8 GFB2/IO205PDB3

M9 VCC

M10 GND

FG484

Pin Number A3P1000 Function

M11 GND

M12 GND

M13 GND

M14 VCC

M15 GCB2/IO95PPB1

M16 GCA1/IO93PPB1

M17 GCC2/IO96PPB1

M18 IO100PPB1

M19 GCA2/IO94PPB1

M20 IO101PPB1

M21 IO99PPB1

M22 NC

N1 IO201NDB3

N2 IO201PDB3

N3 NC

N4 GFC2/IO204PDB3

N5 IO204NDB3

N6 IO203NDB3

N7 IO203PDB3

N8 VCCIB3

N9 VCC

N10 GND

N11 GND

N12 GND

N13 GND

N14 VCC

N15 VCCIB1

N16 IO95NPB1

N17 IO100NPB1

N18 IO102NDB1

N19 IO102PDB1

N20 NC

N21 IO101NPB1

N22 IO103PDB1

P1 NC

P2 IO199PDB3

FG484

Pin Number A3P1000 Function

P3 IO199NDB3

P4 IO202NDB3

P5 IO202PDB3

P6 IO196PPB3

P7 IO193PPB3

P8 VCCIB3

P9 GND

P10 VCC

P11 VCC

P12 VCC

P13 VCC

P14 GND

P15 VCCIB1

P16 GDB0/IO112NPB1

P17 IO106NDB1

P18 IO106PDB1

P19 IO107PDB1

P20 NC

P21 IO104PDB1

P22 IO103NDB1

R1 NC

R2 IO197PPB3

R3 VCC

R4 IO197NPB3

R5 IO196NPB3

R6 IO193NPB3

R7 GEC0/IO190NPB3

R8 VMV3

R9 VCCIB2

R10 VCCIB2

R11 IO147RSB2

R12 IO136RSB2

R13 VCCIB2

R14 VCCIB2

R15 VMV2

R16 IO110NDB1

FG484

Pin Number A3P1000 Function
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Package Pin Assignments
Y15 VCC

Y16 NC

Y17 NC

Y18 GND

Y19 NC

Y20 NC

Y21 NC

Y22 VCCIB1

AA1 GND

AA2 VCCIB3

AA3 NC

AA4 IO181RSB2

AA5 IO178RSB2

AA6 IO175RSB2

AA7 IO169RSB2

AA8 IO166RSB2

AA9 IO160RSB2

AA10 IO152RSB2

AA11 IO146RSB2

AA12 IO139RSB2

AA13 IO133RSB2

AA14 NC

AA15 NC

AA16 IO122RSB2

AA17 IO119RSB2

AA18 IO117RSB2

AA19 NC

AA20 NC

AA21 VCCIB1

AA22 GND

AB1 GND

AB2 GND

AB3 VCCIB2

AB4 IO180RSB2

AB5 IO176RSB2

AB6 IO173RSB2

FG484

Pin Number A3P1000 Function

AB7 IO167RSB2

AB8 IO162RSB2

AB9 IO156RSB2

AB10 IO150RSB2

AB11 IO145RSB2

AB12 IO144RSB2

AB13 IO132RSB2

AB14 IO127RSB2

AB15 IO126RSB2

AB16 IO123RSB2

AB17 IO121RSB2

AB18 IO118RSB2

AB19 NC

AB20 VCCIB2

AB21 GND

AB22 GND

FG484

Pin Number A3P1000 Function
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ProASIC3 Flash Family FPGAs
Revision 10
(September 2011)

The "In-System Programming (ISP) and Security" section and Security section
were revised to clarify that although no existing security measures can give an
absolute guarantee, Microsemi FPGAs implement the best security available in
the industry (SAR 32865).

I

The value of 34 I/Os for the QN48 package in A3P030 was added to the "I/Os
Per Package 1" section (SAR 33907).

III

The Y security option and Licensed DPA Logo were added to the "ProASIC3
Ordering Information" section. The trademarked Licensed DPA Logo identifies
that a product is covered by a DPA counter-measures license from
Cryptography Research (SAR 32151).

IV

The "Specifying I/O States During Programming" section is new (SAR 21281). 1-7

In Table 2-2 • Recommended Operating Conditions 1, VPUMP programming
voltage in programming mode was changed from "3.0 to 3.6" to "3.15 to 3.45"
(SAR 30666). It was corrected in v2.0 of this datasheet in April 2007 but
inadvertently changed back to “3.0 to 3.6 V” in v1.4 in August 2009. The
following changes were made to Table 2-2 • Recommended Operating
Conditions 1:

VCCPLL analog power supply (PLL) was changed from "1.4 to 1.6" to "1.425 to
1.575" (SAR 33850).

For VCCI and VMV, values for 3.3 V DC and 3.3 V DC Wide Range were
corrected. The correct value for 3.3 V DC is "3.0 to 3.6 V" and the correct value
for 3.3 V Wide Range is "2.7 to 3.6" (SAR 33848).

2-2

Table 2-25 • Summary of I/O Timing Characteristics—Software Default Settings
was update to restore values to the correct columns. Previously the Slew Rate
column was missing and data were aligned incorrectly (SAR 34034).

2-24

The notes regarding drive strength in the "Summary of I/O Timing
Characteristics – Default I/O Software Settings" section and "3.3 V LVCMOS
Wide Range" section tables were revised for clarification. They now state that
the minimum drive strength for the default software configuration when run in
wide range is ±100 µA. The drive strength displayed in software is supported in
normal range only. For a detailed I/V curve, refer to the IBIS models (SAR
25700).

2-22, 2-39

Revision Changes Page
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ProASIC3 Flash Family FPGAs
Revision Changes Page

Revision 9 (Oct 2009)

Product Brief v1.3

The CS121 package was added to table under "Features and Benefits" section,
the "I/Os Per Package 1" table, Table 1 • ProASIC3 FPGAs Package Sizes
Dimensions, "ProASIC3 Ordering Information", and the "Temperature Grade
Offerings" table.

I – IV

"ProASIC3 Ordering Information" was revised to include the fact that some RoHS
compliant packages are halogen-free.

IV

Packaging v1.5 The "CS121 – Bottom View" figure and pin table for A3P060 are new. 4-15

Revision 8 (Aug 2009)

Product Brief v1.2

All references to M7 devices (CoreMP7) and speed grade –F were removed from
this document.

N/A

Table 1-1 I/O Standards supported is new. 1-7

The I/Os with Advanced I/O Standards section was revised to add definitions of
hot-swap and cold-sparing.

1-7

DC and Switching 
Characteristics v1.4

3.3 V LVCMOS and 1.2 V LVCMOS Wide Range support was added to the
datasheet. This affects all tables that contained 3.3 V LVCMOS and 1.2 V
LVCMOS data.

N/A

IIL and IIH input leakage current information was added to all "Minimum and
Maximum DC Input and Output Levels" tables.

N/A

–F was removed from the datasheet. The speed grade is no longer supported. N/A

The notes in Table 2-2 • Recommended Operating Conditions 1 were updated. 2-2

Table 2-4 • Overshoot and Undershoot Limits 1 was updated. 2-3

Table 2-6 • Temperature and Voltage Derating Factors for Timing Delays was
updated.

2-6

In Table 2-116 • RAM4K9, the following specifications were removed:

tWRO

tCCKH

2-96

In Table 2-117 • RAM512X18, the following specifications were removed:

tWRO

tCCKH

2-97

In the title of Table 2-74 • 1.8 V LVCMOS High Slew, VCCI had a typo. It was
changed from 3.0 V to 1.7 V.

2-58

Revision 7 (Feb 2009)

Product Brief v1.1

The "Advanced I/O" section was revised to add a bullet regarding wide range
power supply voltage support.

I

The table under "Features and Benefits" section, was updated to include a value
for typical equivalent macrocells for A3P250.

I

The QN48 package was added to the following tables: the table under "Features
and Benefits" section, "I/Os Per Package 1" "ProASIC3 FPGAs Package Sizes
Dimensions", and "Temperature Grade Offerings".

The number of singled-ended I/Os for QN68 was added to the "I/Os Per
Package 1" table.

N/A

The Wide Range I/O Support section is new. 1-7

Revision 6 (Dec 2008)

Packaging v1.4

The "QN48 – Bottom View" section is new. 4-1

The "QN68" pin table for A3P030 is new. 4-5
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