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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Operating Temperature -40°C ~ 85°C (TA)
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1.5 Pin Assignments
Figures 1.3 and 1.4 show the Pin Assignment (Top View). Tables 1.4 to 1.8 list the List of Pin Names.
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Figure 1.3  Pin Assignments (Top View) (1)

Package: PLQP0100KB-A (100P6Q-A)NOTES:

1. P7_1 and P9_1 are N channel open-drain pins.

2. Not available the bus control pins (except CLKOUT pin) in T/V-ver..
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Table 1.11  Pin Functions (100-pin and 128-pin Versions) (3)

8-bit I/O ports in CMOS, having a direction register to select

an input or output.

Each pin is set as an input port or output port. An input port

can be set for a pull-up or for no pull-up in 4-bit unit by

program.

(however P7_1 and P9_1 for the N-channel open drain

output.)

_______

Input pin for the NMI interrupt.

Pin states can be read by the P8_5 bit in the P8 register.

I/O port

Input port

P0_0 to P0_7

P1_0 to P1_7

P2_0 to P2_7

P3_0 to P3_7
P4_0 to P4_7

P5_0 to P5_7

P6_0 to P6_7

P7_0 to P7_7

P8_0 to P8_4

P8_6, P8_7

P9_0 to P9_7

P10_0 to P10_7

P11_0 to P11_7 (1)

P12_0 to P12_7 (1)

P13_0 to P13_7 (1)

P14_0, P14_1 (1)

P8_5

I/O

I

Signal Name Pin Name I/O Type Description

I: Input          O: Output          I/O: Input/Output

NOTE:

1. Ports P11 to P14 are only in the 128-pin version.
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Table 4.4  SFR Information (4)

X: Undefined

00C0h
00C1h
00C2h
00C3h
00C4h
00C5h
00C6h
00C7h
00C8h
00C9h
00CAh
00CBh
00CCh
00CDh
00CEh
00CFh
00D0h
00D1h
00D2h
00D3h
00D4h
00D5h
00D6h
00D7h
00D8h
00D9h
00DAh
00DBh
00DCh
00DDh
00DEh
00DFh
00E0h
00E1h
00E2h
00E3h
00E4h
00E5h
00E6h
00E7h
00E8h
00E9h
00EAh
00EBh
00ECh
00EDh
00EEh
00EFh
00F0h
00F1h
00F2h
00F3h
00F4h
00F5h
00F6h
00F7h
00F8h
00F9h
00FAh
00FBh
00FCh
00FDh
00FEh
00FFh

CAN0 Message Box 6: Identifier / DLC

CAN0 Message Box 6: Data Field

CAN0 Message Box 6: Time Stamp

CAN0 Message Box 7: Identifier / DLC

CAN0 Message Box 7: Data Field

CAN0 Message Box 7: Time Stamp

CAN0 Message Box 8: Identifier / DLC

CAN0 Message Box 8: Data Field

CAN0 Message Box 8: Time Stamp

CAN0 Message Box 9: Identifier / DLC

CAN0 Message Box 9: Data Field

CAN0 Message Box 9: Time Stamp

Address Register Symbol After Reset
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
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Table 4.6  SFR Information (6) (1)

X: Undefined

NOTE:
1. Blank spaces are reserved. No access is allowed.

0140h
0141h
0142h
0143h
0144h
0145h
0146h
0147h
0148h
0149h
014Ah
014Bh
014Ch
014Dh
014Eh
014Fh
0150h
0151h
0152h
0153h
0154h
0155h
0156h
0157h
0158h
0159h
015Ah
015Bh
015Ch
015Dh
015Eh
015Fh
0160h
0161h
0162h
0163h
0164h
0165h
0166h
0167h
0168h
0169h
016Ah
016Bh
016Ch
016Dh
016Eh
016Fh
0170h
0171h
0172h
0173h
0174h
0175h
0176h
0177h
0178h
0179h
017Ah
017Bh
017Ch
017Dh
017Eh
017Fh

CAN0 Message Box 14: Identifier /DLC

CAN0 Message Box 14: Data Field

CAN0 Message Box 14: Time Stamp

CAN0 Message Box 15: Identifier /DLC

CAN0 Message Box 15: Data Field

CAN0 Message Box 15: Time Stamp

CAN0 Global Mask Register

CAN0 Local Mask A Register

CAN0 Local Mask B Register

Address Register Symbol After Reset
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh

C0GMR

C0LMAR

C0LMBR
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Table 4.7  SFR Information (7) (2)

X: Undefined

NOTES:
1. These registers are included in the flash memory version. Cannot be accessed by users in the mask ROM version.
2. Blank spaces are reserved. No access is allowed.

0180h
0181h
0182h
0183h
0184h
0185h
0186h
0187h
0188h
0189h
018Ah
018Bh
018Ch
018Dh
018Eh
018Fh
0190h
0191h
0192h
0193h
0194h
0195h
0196h
0197h
0198h
0199h
019Ah
019Bh
019Ch
019Dh
019Eh
019Fh
01A0h
01A1h
01A2h
01A3h
01A4h
01A5h
01A6h
01A7h
01A8h
01A9h
01AAh
01ABh
01ACh
01ADh
01AEh
01AFh
01B0h
01B1h
01B2h
01B3h
01B4h
01B5h
01B6h
01B7h
01B8h
01B9h
01BAh
01BBh
01BCh
01BDh
01BEh
01BFh

Flash Memory Control Register 1 (1)

Flash Memory Control Register 0 (1)

Address Match Interrupt Register 2

Address Match Interrupt Enable Register 2

Address Match Interrupt Register 3

FMR1

FMR0

RMAD2

AIER2

RMAD3

Address Register Symbol After Reset

0X00XX0Xb

00000001b
00h
00h
X0h

XXXXXX00b
00h
00h
X0h



Rev.2.10    Aug 25, 2006    page 26 of 81
REJ03B0058-0210

M16C/6N Group (M16C/6NK, M16C/6NM) 4. Special Function Registers (SFRs)

Under development
This document is under development and its contents are subject to change.

Table 4.8  SFR Information (8) (3)

Timer B3, B4, B5 Count Start Flag

Timer A1-1 Register

Timer A2-1 Register

Timer A4-1 Register

Three-Phase PWM Control Register 0
Three-Phase PWM Control Register 1
Three-Phase Output Buffer Register 0
Three-Phase Output Buffer Register 1
Dead Time Timer
Timer B2 Interrupt Generation Frequency Set Counter

Interrupt Source Select Register 2

Timer B3 Register

Timer B4 Register

Timer B5 Register

SI/O6 Transmit/Receive Register (1)

SI/O6 Control Register (1)

SI/O6 Bit Rate Register (1)

SI/O3, 4, 5, 6 Transmit/Receive Register (2)

Timer B3 Mode Register
Timer B4 Mode Register
Timer B5 Mode Register
Interrupt Source Select Register 0
Interrupt Source Select Register 1
SI/O3 Transmit/Receive Register

SI/O3 Control Register
SI/O3 Bit Rate Register
SI/O4 Transmit/Receive Register

SI/O4 Control Register
SI/O4 Bit Rate Register
SI/O5 Transmit/Receive Register (1)

SI/O5 Control Register (1)

SI/O5 Bit Rate Register (1)

UART0 Special Mode Register 4
UART0 Special Mode Register 3
UART0 Special Mode Register 2
UART0 Special Mode Register 
UART1 Special Mode Register 4
UART1 Special Mode Register 3
UART1 Special Mode Register 2
UART1 Special Mode Register 
UART2 Special Mode Register 4
UART2 Special Mode Register 3
UART2 Special Mode Register 2
UART2 Special Mode Register 
UART2 Transmit/Receive Mode Register
UART2 Bit Rate Register

UART2 Transmit Buffer Register

UART2 Transmit/Receive Control Register 0
UART2 Transmit/Receive Control Register 1

UART2 Receive Buffer Register

01C0h
01C1h
01C2h
01C3h
01C4h
01C5h
01C6h
01C7h
01C8h
01C9h
01CAh
01CBh
01CCh
01CDh
01CEh
01CFh
01D0h
01D1h
01D2h
01D3h
01D4h
01D5h
01D6h
01D7h
01D8h
01D9h
01DAh
01DBh
01DCh
01DDh
01DEh
01DFh
01E0h
01E1h
01E2h
01E3h
01E4h
01E5h
01E6h
01E7h
01E8h
01E9h
01EAh
01EBh
01ECh
01EDh
01EEh
01EFh
01F0h
01F1h
01F2h
01F3h
01F4h
01F5h
01F6h
01F7h
01F8h
01F9h
01FAh
01FBh
01FCh
01FDh
01FEh
01FFh

Address Register Symbol After Reset
TBSR

TA11

TA21

TA41

INVC0
INVC1
IDB0
IDB1
DTT
ICTB2

IFSR2

TB3

TB4

TB5

S6TRR

S6C
S6BRG
S3456TRR
TB3MR
TB4MR
TB5MR
IFSR0
IFSR1
S3TRR

S3C
S3BRG
S4TRR

S4C
S4BRG
S5TRR

S5C
S5BRG
U0SMR4
U0SMR3
U0SMR2
U0SMR
U1SMR4
U1SMR3
U1SMR2
U1SMR
U2SMR4
U2SMR3
U2SMR2
U2SMR
U2MR
U2BRG

U2TB

U2C0
U2C1

U2RB

000XXXXXb

XXh
XXh
XXh
XXh
XXh
XXh
00h
00h

00111111b
00111111b

XXh
XXh

X0000000b
XXh
XXh
XXh
XXh
XXh
XXh
XXh

01000000b
XXh

XXXX0000b
00XX0000b
00XX0000b
00XX0000b

00h
00h
XXh

01000000b
XXh
XXh

01000000b
XXh
XXh

01000000b
XXh
00h

000X0X0Xb
X0000000b
X0000000b

00h
000X0X0Xb
X0000000b
X0000000b

00h
000X0X0Xb
X0000000b
X0000000b

00h
XXh
XXh
XXh

00001000b
00000010b

XXh
XXh

X: Undefined

NOTES:
1. These registers exist only in the 128-pin version.
2. Bits S5TRF and S6TRF in the S3456TRR register are used in the 128-pin version.
3. Blank spaces are reserved. No access is allowed.
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X: Undefined

0200h
0201h
0202h
0203h
0204h
0205h
0206h
0207h
0208h
0209h
020Ah
020Bh
020Ch
020Dh
020Eh
020Fh
0210h
0211h
0212h
0213h
0214h
0215h
0216h
0217h
0218h
0219h
021Ah
021Bh
021Ch
021Dh
021Eh
021Fh
0220h
0221h
0222h
0223h
0224h
0225h
0226h
0227h
0228h
0229h
022Ah
022Bh
022Ch
022Dh
022Eh
022Fh
0230h
0231h
0232h
0233h
0234h
0235h
0236h
0237h
0238h
0239h
023Ah
023Bh
023Ch
023Dh
023Eh
023Fh

CAN0 Message Control Register 0
CAN0 Message Control Register 1
CAN0 Message Control Register 2
CAN0 Message Control Register 3
CAN0 Message Control Register 4
CAN0 Message Control Register 5
CAN0 Message Control Register 6
CAN0 Message Control Register 7
CAN0 Message Control Register 8
CAN0 Message Control Register 9
CAN0 Message Control Register 10
CAN0 Message Control Register 11
CAN0 Message Control Register 12
CAN0 Message Control Register 13
CAN0 Message Control Register 14
CAN0 Message Control Register 15

CAN0 Control Register

CAN0 Status Register

CAN0 Slot Status Register

CAN0 Interrupt Control Register

CAN0 Extended ID Register

CAN0 Configuration Register

CAN0 Receive Error Count Register
CAN0 Transmit Error Count Register

CAN0 Time Stamp Register

CAN1 Message Control Register 0
CAN1 Message Control Register 1
CAN1 Message Control Register 2
CAN1 Message Control Register 3
CAN1 Message Control Register 4
CAN1 Message Control Register 5
CAN1 Message Control Register 6
CAN1 Message Control Register 7
CAN1 Message Control Register 8
CAN1 Message Control Register 9
CAN1 Message Control Register 10
CAN1 Message Control Register 11
CAN1 Message Control Register 12
CAN1 Message Control Register 13
CAN1 Message Control Register 14
CAN1 Message Control Register 15

CAN1 Control Register

CAN1 Status Register

CAN1 Slot Status Register

CAN1 Interrupt Control Register

CAN1 Extended ID Register

CAN1 Configuration Register

CAN1 Receive Error Count Register
CAN1 Transmit Error Count Register

CAN1 Time Stamp Register

C0MCTL0
C0MCTL1
C0MCTL2
C0MCTL3
C0MCTL4
C0MCTL5
C0MCTL6
C0MCTL7
C0MCTL8
C0MCTL9
C0MCTL10
C0MCTL11
C0MCTL12
C0MCTL13
C0MCTL14
C0MCTL15

C0CTLR

C0STR

C0SSTR

C0ICR

C0IDR

C0CONR

C0RECR
C0TECR

C0TSR

C1MCTL0
C1MCTL1
C1MCTL2
C1MCTL3
C1MCTL4
C1MCTL5
C1MCTL6
C1MCTL7
C1MCTL8
C1MCTL9
C1MCTL10
C1MCTL11
C1MCTL12
C1MCTL13
C1MCTL14
C1MCTL15

C1CTLR

C1STR

C1SSTR

C1ICR

C1IDR

C1CONR

C1RECR
C1TECR

C1TSR

Address Register Symbol After Reset
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h

X0000001b
XX0X0000b

00h
X0000001b

00h
00h
00h
00h
00h
00h
XXh
XXh
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h
00h

X0000001b
XX0X0000b

00h
X0000001b

00h
00h
00h
00h
00h
00h
XXh
XXh
00h
00h
00h
00h

Table 4.9  SFR Information (9)
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X: Undefined

NOTE:
1. Blank spaces are reserved. No access is allowed.

XXh
XXh
XXh
XXh

00h
00h
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh
XXh

CAN0 Acceptance Filter Support Register

CAN1 Acceptance Filter Support Register

Peripheral Clock Select Register
CAN0/1 Clock Select Register

CAN1 Message Box 0: Identifier / DLC

CAN1 Message Box 0: Data Field

CAN1 Message Box 0:Time Stamp

CAN1 Message Box 1: Identifier / DLC

CAN1 Message Box 1: Data Field

CAN1 Message Box 1:Time Stamp

0240h
0241h
0242h
0243h
0244h
0245h
0246h
0247h
0248h
0249h
024Ah
024Bh
024Ch
024Dh
024Eh
024Fh
0250h
0251h
0252h
0253h
0254h
0255h
0256h
0257h
0258h
0259h
025Ah
025Bh
025Ch
025Dh
025Eh
025Fh
0260h
0261h
0262h
0263h
0264h
0265h
0266h
0267h
0268h
0269h
026Ah
026Bh
026Ch
026Dh
026Eh
026Fh
0270h
0271h
0272h
0273h
0274h
0275h
0276h
0277h
0278h
0279h
027Ah
027Bh
027Ch
027Dh
027Eh
027Fh

C0AFS

C1AFS

PCLKR
CCLKR

Address Register Symbol After Reset

Table 4.10  SFR Information (10) (1)
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Table 5.6  A/D Conversion Characteristics (1)

10

±3

±7

±5

±7

±2

±3

±7

±5

±7

±2

±1

±3

±3

40

VCC

VREF

Bit

LSB

LSB

LSB

LSB

LSB

LSB

LSB

LSB

LSB

LSB

LSB

LSB

LSB

kΩ
µs

µs

µs

V

V

10

3.3

2.8

0.3

2.0

0

VREF = VCC

VREF

= VCC

= 5 V

VREF

= VCC

= 3.3 V

VREF = AVCC = VCC = 3.3 V

VREF

= VCC

= 5 V

VREF

= VCC

= 3.3 V

VREF = AVCC = VCC = 3.3 V

VREF = VCC

VREF = VCC = 5 V, φAD = 10 MHz

VREF = VCC = 5 V, φAD = 10 MHz

ANEX0, ANEX1 input, AN0 to AN7 input,

AN0_0 to AN0_7 input, AN2_0 to AN2_7 input

External operation amp connection mode

ANEX0, ANEX1 input, AN0 to AN7 input,

AN0_0 to AN0_7 input, AN2_0 to AN2_7 input

External operation amp connection mode

ANEX0, ANEX1 input, AN0 to AN7 input,

AN0_0 to AN0_7 input, AN2_0 to AN2_7 input

External operation amp connection mode

ANEX0, ANEX1 input, AN0 to AN7 input,

AN0_0 to AN0_7 input, AN2_0 to AN2_7 input

External operation amp connection mode

Resolution

Integral 10 bits

nonlinearity

error

8 bits

Absolute 10 bits

accuracy

8 bits

Differential nonlinearity error

Offset error

Gain error

Resistor ladder

10-bit conversion time,

sample & hold available

 8-bit conversion time,

sample & hold available

Sampling time

Reference voltage

Analog input voltage

–

INL

–

DNL

–

–

RLADDER

tCONV

tSAMP

VREF

VIA

Symbol Parameter
Min.

Standard
UnitMeasuring Condition

Max.Typ.

(NOTE 2)

8

1.0

3

20

1.5

Bits

%

µs

kΩ
mA

Resolution

Absolute accuracy

Setup time

Output resistance

Reference power supply input current

–

–

tsu

RO

IVREF

Symbol Parameter
Min.

Standard
UnitMeasuring Condition

4

Max.Typ.

10

NOTES:

1. Referenced to VCC = AVCC = VREF = 3.3 to 5.5 V, VSS = AVSS = 0 V, –40 to 85°C unless otherwise specified.

2. φAD frequency must be 10 MHz or less.

3. When sample & hold is disabled, φAD frequency must be 250 kHz or more in addition to a limit of NOTE 2.

When sample & hold is enabled, φAD frequency must be 1 MHz or more in addition to a limit of NOTE 2.

Table 5.7  D/A conversion Characteristics (1)

NOTES:

1. Referenced to VCC = AVCC = VREF = 3.3 to 5.5 V, VSS = AVSS = 0 V, –40 to 85°C unless otherwise specified.

2. This applies when using one D/A converter, with the DAi register (i = 0, 1) for the unused D/A converter set to 00h.

The resistor ladder of the A/D converter is not included. Also, the IVREF will flow even if VREF is disconnected by the

ADCON1 register.
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2

150

150

ms

µs

µs

Time for internal power supply stabilization during powering-on

STOP release time

Low power dissipation mode wait mode release time

td(P-R)

td(R-S)

td(W-S)

Symbol Parameter
Min.

Standard
UnitMeasuring

Condition Max.Typ.
VCC = 3.0 to 5.5 V

Table 5.10  Power Supply Circuit Timing Characteristics

CPU clock

VCC

td(P-R)

td(P-R)

Time for internal power supply

stabilization during powering-on

td(R-S)

STOP release time

td(W-S)

Low power dissipation mode

wait mode release time
CPU clock

td(W-S)

td(R-S)

(b)

(a)

Interrupt for
(a) Stop mode release

            or
(b) Wait mode release

Figure 5.1  Power Supply Circuit Timing Diagram

VCC = 3.3 ± 0.3 V or 5.0 ± 0.5 V

Flash Read Operation VoltageFlash Program, Erase Voltage

VCC = 3.0 to 5.5 V

Table 5.8  Flash Memory Version Electrical Characteristics (1)

NOTES:

1. Referenced to VCC = 4.5 to 5.5 V, 3.0 to 3.6 V, Topr = 0 to 60°C unless otherwise specified.

2. Programming and erasure endurance refers to the number of times a block erase can be performed.

If the programming and erasure endurance is n (n = 100), each block can be erased n times.

For example, if a 4-Kbyte block A is erased after writing 1 word data 2,048 times, each to a different address,

this counts as one programming and erasure endurance. Data cannot be written to the same address more

than once without erasing the block (rewrite prohibited).

3. n denotes the number of blocks to erase.

Table 5.9  Flash Memory Version Program/Erase Voltage and Read Operation Voltage Characteristics

(at Topr = 0 to 60°C)

200

200

4

4

4

4

    4 ✕ n (3)

15

cycle

µs

µs

s

s

s

s

s

µs

Programming and erasure endurance (2)

Word program time (VCC = 5.0 V)

Lock bit program time

Block erase time 4-Kbyte block

(VCC = 5.0 V) 8-Kbyte block

32-Kbyte block

64-Kbyte block

Erase all unlocked blocks time

Flash memory circuit stabilization wait time

Parameter
Min.

Standard
Unit

Max.Typ.

25

25

0.3

0.3

0.5

0.8

Symbol

-

-

-

-

-

tps

100
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Figure 5.3  Timing Diagram (1)

tsu(D—C)

CLKi

TXDi

RXDi

tc(CK)

tw(CKH)

tw(CKL)

tw(INL)

tw(INH)

td(C—Q) th(C—D)

th(C—Q)

INTi input

tc(TB)

tw(TBH)

tw(TBL)

tc(AD)

tw(ADL)

ADTRG input

TBiIN input

Two-phase pulse input in event counter mode

tsu(TAOUT—TAIN)

tsu(TAOUT—TAIN)

tsu(TAIN—TAOUT)

tC(TA)

tsu(TAIN—TAOUT)

TAiIN input

TAiOUT input

tc(TA)

tw(TAH)

tw(TAL)

tc(UP)

tw(UPH)

tw(UPL)

TAiIN input

TAiOUT input

During event counter mode
TAiIN input
(When count on falling edge 
 is selected)

TAiIN input
(When count on rising edge 
 is selected)

 

TAiOUT input
(Up/down input)

th(TIN—UP) tsu(UP—TIN)

tr tr

tc

tw(H) tw(L)

XIN input
VCC = 5 V
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Figure 5.5  Timing Diagram (3)

BCLK 

CSi 

td(BCLK-CS)

25ns.max 

ADi 
25ns.max

ALE 
25ns.max -4ns.min 

RD 

25ns.max 
th(BCLK-RD)

0ns.min 

th(BCLK-AD) 

4ns.min

th(BCLK-CS)

4ns.min 

Hi-Z 
DBi 

th(RD-DB)

0ns.min

0ns.min

th(RD-AD) 

BHE 

tcyc

Read timing 

td(BCLK-AD)

td(BCLK-ALE) th(BCLK-ALE) 

tSU(DB-RD)

td(BCLK-RD)

40ns.min

tac1(RD-DB)

Memory Expansion Mode and Microprocessor Mode
(For setting with no wait)

WR,WRL,
WRH 

25ns.max

th(BCLK-WR)

0ns.min

BCLK 

CSi 

td(BCLK-CS)

25ns.max

ADi

td(BCLK-AD)

25ns.max

ALE 

25ns.max

td(BCLK-ALE) th(BCLK-ALE)

-4ns.min

th(BCLK-AD)

4ns.min

th(BCLK-CS)

4ns.min

tcyc

th(WR-AD)

BHE 

td(BCLK-DB)

40ns.max 4ns.min

th(BCLK-DB)

td(DB-WR)

(0.5 ✕ tcyc-40)ns.min

th(WR-DB)

DBi 

Write timing 

td(BCLK-WR)

Hi-Z

(0.5 ✕ tcyc-45)ns.max

(0.5 ✕ tcyc-10)ns.min       
tcyc =

1
f(BCLK)

Measuring conditions :
VCC = 5 V
Input timing voltage : VIL = 0.8 V, VIH = 2.0 V
Output timing voltage : VOL = 0.4 V, VOH = 2.4 V

(0.5 ✕ tcyc-10)ns.min       

VCC = 5 V
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Figure 5.7  Timing Diagram (5)

Read timing

Write timing

BCLK

CSi

ALE

DBi

ADi
BHE

WR, WRL
WRH

Memory Expansion Mode and Microprocessor Mode 
(For 2-wait setting and external area access)

BCLK

CSi

ALE

DBi

ADi
BHE

RD

tcyc

td(BCLK-CS)
25ns.max

td(BCLK-AD)
25ns.max

td(BCLK-ALE)
25ns.max th(BCLK-ALE)

-4ns.min

td(BCLK-RD)
25ns.max

Hi-Z

tSU(DB-RD)
40ns.min

th(RD-DB)
0ns.min

th(BCLK-RD)
0ns.min

th(RD-AD)
0ns.min

th(BCLK-AD)
4ns.min

th(BCLK-CS)
4ns.min

tcyc

Hi-Z

td(BCLK-CS)
25ns.max

td(BCLK-AD)
25ns.max

td(BCLK-ALE)
25ns.max th(BCLK-ALE)

-4ns.min

td(BCLK-WR)
25ns.max

th(BCLK-CS)
4ns.min

th(BCLK-AD)
4ns.min

th(WR-AD)
(0.5 ✕ tcyc-10)ns.min

th(BCLK-WR)
0ns.min

td(BCLK-DB)
40ns.max

td(DB-WR)
(1.5 ✕ tcyc-40)ns.min 

th(BCLK-DB)
4ns.min

th(WR-DB)
(0.5 ✕ tcyc-10)ns.min 

tac2(RD-DB)

(2.5 ✕ tcyc-45)ns.max

tcyc =
1

f(BCLK)

Measuring conditions :
VCC = 5 V
Input timing voltage : VIL = 0.8 V, VIH = 2.0 V
Output timing voltage : VOL = 0.4 V, VOH = 2.4 V

VCC = 5 V



Rev.2.10    Aug 25, 2006    page 53 of 81
REJ03B0058-0210

M16C/6N Group (M16C/6NK, M16C/6NM) 5. Electric Characteristics (Normal-ver.)

Under development
This document is under development and its contents are subject to change.

Figure 5.8  Timing Diagram (6)

Read timing

Write timing

BCLK

CSi

ALE

DBi

ADi
BHE

WR, WRL
WRH

Memory Expansion Mode and Microprocessor Mode
(For 3-wait setting and external area access)

BCLK

CSi

ALE

DBi

ADi
BHE

RD

tcyc

td(BCLK-CS)
25ns.max

td(BCLK-AD)
25ns.max

td(BCLK-ALE)
25ns.max th(BCLK-ALE)

-4ns.min

td(BCLK-RD)
25ns.max

Hi-Z

tSU(DB-RD)
40ns.min

th(RD-DB)
0ns.min

th(BCLK-RD)
0ns.min

th(RD-AD)
0ns.min

th(BCLK-AD)
4ns.min

th(BCLK-CS)
4ns.min

tcyc

Hi-Z

td(BCLK-CS)
25ns.max

td(BCLK-AD)
25ns.max

td(BCLK-ALE)
25ns.max th(BCLK-ALE)

-4ns.min

td(BCLK-WR)
25ns.max

th(BCLK-CS)
4ns.min

th(BCLK-AD)
4ns.min

th(WR-AD)
(0.5 ✕ tcyc-10)ns.min  

th(BCLK-WR)
0ns.min

td(BCLK-DB)
40ns.max

td(DB-WR)
(2.5 ✕ tcyc-40)ns.min 

th(BCLK-DB)
4ns.min

th(WR-DB)
(0.5 ✕ tcyc-10)ns.min 

tac2(RD-DB)

(3.5 ✕ tcyc-45)ns.max

tcyc =
1

f(BCLK)

Measuring conditions :
VCC = 5 V
Input timing voltage : VIL = 0.8 V, VIH = 2.0 V
Output timing voltage : VOL = 0.4 V, VOH = 2.4 V

VCC = 5 V
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Table 5.28  Electrical Characteristics (1)

VCC-0.5

VCC-0.5
VCC-0.5

0.2

0.2

50

2.0

2.5
1.6

0

0

100

3.0
25

HIGH output
voltage

HIGH output
voltage

HIGH output
voltage

LOW output
voltage

LOW output
voltage

LOW output
voltage

Hysteresis

Hysteresis

HIGH input
current

LOW input
current

Pull-up
resistance

Feedback resistance
Feedback resistance

RAM retention voltage

VOH

VOH

VOL

VOL

VT+-VT-

VT+-VT-
IIH

IIL

RPULLUP

RfXIN

RfXCIN

VRAM

IOH = –1 mA

IOH = –0.1 mA
IOH = –50 µA
With no load applied
With no load applied
IOL = 1 mA

IOL = 0.1 mA
IOL = 50 µA
With no load applied
With no load applied

VI = 3.3 V

VI = 0 V

VI = 0 V

At stop mode

V

V

V

V

V

V

V

V
µA

µA

kΩ

MΩ
MΩ
V

Measuring Condition
Standard

Min. Unit

VCC

VCC

VCC

0.5

0.5
0.5

0.8

1.8

4.0

–4.0

500

ParameterSymbol

P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7,
P3_0 to P3_7, P4_0 to P4_7, P5_0 to P5_7,
P6_0 to P6_7, P7_0, P7_2 to P7_7, P8_0 to P8_4,
P8_6, P8_7, P9_0, P9_2 to P9_7, P10_0 to P10_7,
P11_0 to P11_7,P12_0 to P12_7, P13_0 to P13_7,
P14_0, P14_1
XOUT HIGHPOWER

LOWPOWER
XCOUT HIGHPOWER

LOWPOWER
P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7,
P3_0 to P3_7, P4_0 to P4_7, P5_0 to P5_7,
P6_0 to P6_7, P7_0 to P7_7, P8_0 to P8_4,
P8_6, P8_7, P9_0 to P9_7, P10_0 to P10_7,
P11_0 to P11_7,P12_0 to P12_7, P13_0 to P13_7,
P14_0, P14_1
XOUT HIGHPOWER

LOWPOWER
XCOUT HIGHPOWER

LOWPOWER
_________ _______

HOLD, RDY, TA0IN to TA4IN, TB0IN to TB5IN,
________ ________ _______ _____________ _________ _________

INT0 to INT8, NMI, ADTRG, CTS0 to CTS2,
SCL0 to SCL2, SDA0 to SDA2, CLK0 to CLK6,

_____ _____

TA0OUT to TA4OUT, KI0 to KI3,
RXD0 to RXD2, SIN3 to SIN6
_____________

RESET
P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7,
P3_0 to P3_7, P4_0 to P4_7, P5_0 to P5_7,
P6_0 to P6_7, P7_0 to P7_7, P8_0 to P8_7,
P9_0 to P9_7, P10_0 to P10_7,
P11_0 to P11_7, P12_0 to P12_7,
P13_0 to P13_7, P14_0, P14_1,

____________

XIN, RESET, CNVSS, BYTE
P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7,
P3_0 to P3_7, P4_0 to P4_7, P5_0 to P5_7,
P6_0 to P6_7, P7_0 to P7_7, P8_0 to P8_7,
P9_0 to P9_7, P10_0 to P10_7,
P11_0 to P11_7, P12_0 to P12_7,
P13_0 to P13_7,  P14_0, P14_1,

____________

XIN, RESET, CNVSS, BYTE
P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7,
P3_0 to P3_7, P4_0 to P4_7, P5_0 to P5_7,
P6_0 to P6_7, P7_0, P7_2 to P7_7, P8_0 to
P8_4, P8_6, P8_7, P9_0, P9_2 to P9_7,
P10_0 to P10_7, P11_0 to P11_7,
P12_0 to P12_7, P13_0 to P13_7,
P14_0, P14_1

XIN
XCIN

Typ. Max.

NOTES:
1. Referenced to VCC = 3.0 to 3.6 V, VSS = 0 V at Topr = –40 to 85°C, f(BCLK) = 24 MHz unless otherwise specified.

________ ________

2. P11 to P14, INT6 to INT8, CLK5, CLK6, SIN5, and SIN6 are only in the 128-pin version.

VCC = 3.3 V
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15

15

ns

ns

ns

ns

ns

External clock input cycle time

External clock input HIGH pulse width

External clock input LOW pulse width

External clock rise time

External clock fall time

Symbol Parameter
Min.

Standard
Unit

Max.
62.5

25

25

tC

tw(H)

tw(L)

tr

tf

Timing Requirements

(Referenced to VCC = 3.3 V, VSS = 0 V, at Topr = –40 to 85°C unless otherwise specified)

Table 5.29  External Clock Input (XIN Input)

Table 5.30  Memory Expansion Mode and Microprocessor Mode

(NOTE 1)

(NOTE 2)

(NOTE 3)

ns

ns

ns

ns

ns

ns

ns

ns

ns

Data input access time (for setting with no wait)

Data input access time (for setting with wait)

Data input access time (when accessing multiplexed bus area)

Data input setup time
________

RDY input setup time
__________

HOLD input setup time

Data input hold time
________

RDY input hold time
__________

HOLD input hold time

Symbol Parameter
Min.

Standard
Unit

Max.

50

40

50

0

0

0

tac1(RD-DB)

tac2(RD-DB)

tac3(RD-DB)

tsu(DB-RD)

tsu(RDY-BCLK)

tsu(HOLD-BCLK)

th(RD-DB)

th(BCLK-RDY)

th(BCLK-HOLD)

NOTES:

1. Calculated according to the BCLK frequency as follows:

0.5 ✕ 109

f(BCLK)   
 – 60 [ns]

2. Calculated according to the BCLK frequency as follows:

(n –0.5) ✕ 109

    f(BCLK)       
 – 60 [ns] n is “2” for 1-wait setting, “3” for 2-wait setting and “4” for 3-wait setting.

3. Calculated according to the BCLK frequency as follows:

(n –0.5) ✕ 109

    f(BCLK)      
  – 60 [ns] n is “2” for 2-wait setting, “3” for 3-wait setting.

VCC = 3.3 V
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4

(NOTE 1)

(NOTE 1)

4

(NOTE 1)

(NOTE 1)

0

0

4

(NOTE 2)

(NOTE 1)

–4

(NOTE 3)

(NOTE 4)

0

0

td(BCLK-AD)

th(BCLK-AD)

th(RD-AD)

th(WR-AD)

td(BCLK-CS)

th(BCLK-CS)

th(RD-CS)

th(WR-CS)

td(BCLK-RD)

th(BCLK-RD)

td(BCLK-WR)

th(BCLK-WR)

td(BCLK-DB)

th(BCLK-DB)

td(DB-WR)

th(WR-DB)

td(BCLK-HLDA)

td(BCLK-ALE)

th(BCLK-ALE)

td(AD-ALE)

th(ALE-AD)

td(AD-RD)

td(AD-WR)

tdZ(RD-AD)

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

ns

Address output delay time

Address output hold time (in relation to BCLK)

Address output hold time (in relation to RD)

Address output hold time (in relation to WR)

Chip select output delay time

Chip select output hold time (in relation to BCLK)

Chip select output hold time (in relation to RD)

Chip select output hold time (in relation to WR)

RD signal output delay time

RD signal output hold time

WR signal output delay time

WR signal output hold time

Data output delay time (in relation to BCLK)

Data output hold time (in relation to BCLK)

Data output delay time (in relation to WR)

Data output hold time (in relation to WR)
__________

HLDA output delay time

ALE signal output delay time (in relation to BCLK)

ALE signal output hold time (in relation to BCLK)

ALE signal output delay time (in relation to Address)

ALE signal output hold time (rin relation to Address)

RD signal output delay from the end of Address

WR signal output delay from the end of Address

Address output floating start time

Symbol Parameter
Min.

Standard
Unit

Max.

Switching Characteristics

(Referenced to VCC = 3.3 V, VSS = 0 V, at Topr = –40 to 85 °C unless otherwise specified)

Table 5.45  Memory Expansion Mode and Microprocessor Mode
(for 2- to 3-wait setting, external area access and multiplexed bus selection)

50

50

40

40

50

40

25

8

Measuring
Condition

Figure 5.11

NOTES:

1. Calculated according to the BCLK frequency as follows:

0.5 ✕ 109

f(BCLK)  
  – 10 [ns]

2. Calculated according to the BCLK frequency as follows:

(n –0.5) ✕ 109

    f(BCLK)       
  – 50 [ns] n is “2” for 2-wait setting, “3” for 3-wait setting.

3. Calculated according to the BCLK frequency as follows:

0.5 ✕ 109

f(BCLK)   
 – 40 [ns]

4. Calculated according to the BCLK frequency as follows:

0.5 ✕ 109

f(BCLK)  
  – 15 [ns]

VCC = 3.3 V
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Table 5.47  Recommended Operating Conditions (1) (1)

Supply voltage (VCC1 = VCC2)

Analog supply voltage

Supply voltage

Analog supply voltage

HIGH input

voltage

LOW input

voltage

HIGH peak

output current

HIGH average

output current

LOW peak

output current

LOW average

output current

P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7, P3_0 to P3_7,

P4_0 to P4_7, P5_0 to P5_7, P6_0 to P6_7, P7_0, P7_2 to P7_7,

P8_0 to P8_7, P9_0, P9_2 to P9_7, P10_0 to P10_7,

P11_0 to P11_7, P12_0 to P12_7, P13_0 to P13_7,
_____________

P14_0, P14_1, XIN, RESET, CNVSS, BYTE

P7_1, P9_1

P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7, P3_0 to P3_7,

P4_0 to P4_7, P5_0 to P5_7, P6_0 to P6_7, P7_0 to P7_7,

P8_0 to P8_7, P9_0 to P9_7, P10_0 to P10_7,

P11_0 to P11_7, P12_0 to P12_7, P13_0 to P13_7,
_____________

P14_0, P14_1, XIN, RESET, CNVSS, BYTE

P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7, P3_0 to P3_7,

P4_0 to P4_7, P5_0 to P5_7, P6_0 to P6_7, P7_0, P7_2 to

P7_7, P8_0 to P8_4, P8_6, P8_7, P9_0, P9_2 to P9_7,

P10_0 to P10_7, P11_0 to P11_7, P12_0 to P12_7, P13_0

to P13_7, P14_0, P14_1

P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7, P3_0 to P3_7,

P4_0 to P4_7, P5_0 to P5_7, P6_0 to P6_7, P7_0, P7_2 to

P7_7, P8_0 to P8_4, P8_6, P8_7, P9_0, P9_2 to P9_7,

P10_0 to P10_7, P11_0 to P11_7, P12_0 to P12_7, P13_0

to P13_7, P14_0, P14_1

P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7, P3_0 to P3_7,

P4_0 to P4_7, P5_0 to P5_7, P6_0 to P6_7, P7_0 to P7_7,

P8_0 to P8_4, P8_6, P8_7, P9_0 to P9_7, P10_0 to P10_7,

P11_0 to P11_7, P12_0 to P12_7, P13_0 to P13_7,

P14_0, P14_1

P0_0 to P0_7, P1_0 to P1_7, P2_0 to P2_7, P3_0 to P3_7,

P4_0 to P4_7, P5_0 to P5_7, P6_0 to P6_7, P7_0 to P7_7,

P8_0 to P8_4, P8_6, P8_7, P9_0 to P9_7, P10_0 to P10_7,

P11_0 to P11_7, P12_0 to P12_7, P13_0 to P13_7,

P14_0, P14_1

5.0

VCC

0

0

V

V

V

V

V

V

V

mA

mA

mA

mA

4.2

0.8 VCC

0.8 VCC

0

5.5

VCC

6.5

0.2 VCC

–10.0

–5.0

10.0

5.0

VCC

AVCC

VSS

AVSS

VIH

VIL

IOH(peak)

IOH(avg)

IOL(peak)

IOL(avg)

ParameterSymbol
Typ.Min.

Standard
Unit

Max.

NOTES:

1. Referenced to VCC = 4.2 to 5.5 V at Topr = –40 to 85°C unless otherwise specified.

2. Average output current values during 100 ms period.

3. The total IOL(peak) for ports P0, P1, P2, P8_6, P8_7, P9, P10, P11, P14_0, and P14_1 must be 80 mA max.

The total IOL(peak) for ports P3, P4, P5, P6, P7, P8_0 to P8_4, P12, and P13 must be 80 mA max.

The total IOH(peak) for ports P0, P1, and P2 must be –40 mA max.

The total IOH(peak) for ports P3, P4, P5, P12, and P13 must be –40 mA max.

The total IOH(peak) for ports P6, P7, and P8_0 to P8_4 must be –40 mA max.

The total IOH(peak) for ports P8_6, P8_7, P9, P10, P11, P14_0, and P14_1 must be –40 mA max.

4. P11 to P14 are only in the 128-pin version.
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15

15

ns

ns

ns

ns

ns

External clock input cycle time

External clock input HIGH pulse width

External clock input LOW pulse width

External clock rise time

External clock fall time

Symbol Parameter
Min.

Standard
Unit

Max.
62.5

25

25

tC

tw(H)

tw(L)

tr

tf

Timing Requirements

(Referenced to VCC = 5 V, VSS = 0 V, at Topr = –40 to 85°C unless otherwise specified)

Table 5.56  External Clock Input (XIN Input)

ns

ns

ns

TAiIN input cycle time

TAiIN input HIGH pulse width

TAiIN input LOW pulse width

Symbol Parameter
Min.

Standard
Unit

Max.
100

40

40

Table 5.58  Timer A Input (Gating Input in Timer Mode)

tc(TA)

tw(TAH)

tw(TAL)

Table 5.59  Timer A Input (External Trigger Input in One-shot Timer Mode)

Table 5.60  Timer A Input (External Trigger Input in Pulse Width Modulation Mode)

Table 5.61  Timer A Input (Counter Increment/decrement Input in Event Counter Mode)

ns

ns

ns

TAiIN input cycle time

TAiIN input HIGH pulse width

TAiIN input LOW pulse width

Symbol Parameter
Min.

Standard
Unit

Max.
400

200

200

tc(TA)

tw(TAH)

tw(TAL)

ns

ns

ns

TAiIN input cycle time

TAiIN input HIGH pulse width

TAiIN input LOW pulse width

Symbol Parameter
Min.

Standard
Unit

Max.
200

100

100

tc(TA)

tw(TAH)

tw(TAL)

ns

ns

TAiIN input HIGH pulse width

TAiIN input LOW pulse width

Symbol Parameter
Min.

Standard
Unit

Max.
100

100

tw(TAH)

tw(TAL)

ns

ns

ns

ns

ns

TAiOUT input cycle time

TAiOUT input HIGH pulse width

TAiOUT input LOW pulse width

TAiOUT input setup time

TAiOUT input hold time

Symbol Parameter
Min.

Standard
Unit

Max.
2000

1000

1000

400

400

tc(UP)

tw(UPH)

tw(UPL)

tsu(UP-TIN)

th(TIN-UP)

Table 5.62  Timer A Input (Two-phase Pulse Input in Event Counter Mode)

ns

ns

ns

TAiIN input cycle time

TAiOUT input setup time

TAiIN input setup time

Symbol Parameter
Min.

Standard
Unit

Max.
800

200

200

tc(TA)

tsu(TAIN-TAOUT)

tsu(TAOUT-TAIN)

Table 5.57  Timer A Input (Counter Input in Event Counter Mode)

VCC = 5 V


